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PROGRAMMABLE OPERATOR FACILITY 

This facility provides the capability 
to: log messages, suppress messages, 
redirect messages, execute messages, or 
preprogram message responses. The 
capabilities are under control of an 
editable message routine table in a CMS 
file. 



user-generated information from a 
virtual machine and CP information can 
be included. A utility program provides 
the user with the capability to print 
the collected information or display it 
on a terminal. 



HEW CMS END-DSER FUNCTIONS 



Inter-User Communication Vehicle (IUCV) 
enhancements for message handling are 
also included. 



New CMS end-user functions provide 
assistance for non-professional and 
professional users in utilizing the 
system. 



CMS NUCLEUS RESTRUCTURED 



This facility provides a CMS system that 
is more flexible and extendible for 
development, serviceability, and 
maintenance purposes. 



NEW CMS PRODUCTIVITY AIDS 

New CMS productivity aids provide the DP 
professional with several productivity 
enhancements. 



TRACE TABLE RECORDING FACILITY 

This facility records a history of 
system operations on spool. Selective 
recording of CP trace entries by type, 
VMBLOK address, interrupt code, and 
device type is provided. In addition, 



MISCELLANEOUS 

Minor technical and 
have been made 
publication. 



editorial changes 
throughout this 



VM/SP SUPPORT FOR 
CONFIGURATION PROGRAM 



3375 INPUT/OUTPUT 



The VM/SP version of the Input/Output 
Configuration Program allows an 
installation to specify the I/O 
configuration of the 3081 Processor 
Complex using CMS. 



VM/SP SUPPORT FOR 3380 
BUFFER (Feature #6550) 



SPEED-MATCHING 



The 3380 Speed-Matching Buffer uses a 
32K 



Summary of Amendments 

for SC19-6204-0 

as Updated by SN24-5704 

for VM/SP Service Level 110 



storage buffer to modify the direct 
access data transfer path between the 
channel and the device. This feature 
allows attachment of the 3380 to either 
standard or high-speed System/370 
channels. 

MISCELLANEOUS 

Various minor technical and editorial 
changes have been made throughout the 
publication. 
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VM/SP SUPPORT 
STORAGE DEVICE 



FOR 3375 



DIRECT ACCESS 



VM/SP support for the 3375 is added. 
The 3375 is a count-key-data (CKD) 
version of the NPP DASD. VM/SP supports 
the 3375 as a spooling, paging, and 
system residence device. T-disk, 
mini-disk, and dedicated support is also 
provided. 



VM/SP SUPPORT FOR GRAPHIC ACCESS 
METHOD/SYSTEM PRODUCT (GAM/SP) , 56^8-978 

VM/SP support of GAM/SP Release 1 
provides access method services for the 
IBM 2250 Display Unit and the IBM 3250 
Graphic Display System, These services 
provide for the creation of buffer 
programs for the terminals and for the 
transmission of the programs to (and 
handling of interrupts and data from) 
the terminals. 
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Preface 



This publication is a reference manual designed 
for all users. It contains both messages and 
codes produced by the IBM Virtual Machine/System 
Product (VM/SP) . 

Two components, CP and CMS, have been 
extensively modified and integrated into a 
VM/370 Release 6 base. This collective package 
(CP, CMS, RSCS, and IPCS) is referred to as 
VM/SP. The components RSCS and IPCS are 
technically at a Release 6 level of the product. 
They do not contain new function supportive of 
the new CP and CMS functions. However, there 
are recommended program products (Remote 
Spooling Communication Subsystem (RSCS) 
Networking, program number 57U8-XP1) and 
Interactive Problem Control System (IPCS) 
Extension, program number 5748- SA1) available 
that have been technically advanced to function 
suppottiveiy with VM/SP. 

This publication contains four sections: 
Introduction, System Codes, System Messages, and 
Appendixes. 

The "Introduction" contains: 

• The format of messages VM/SP generates 

• Syntax conventions this publication uses 

• CP problem determination procedures 

The "System Codes" are divided into the 
following catagories: 

• Return codes 

• CP wait state Codes 

• Loader wait state codes 

• RSCS wait state codes 

• CP abend Codes 

• CMS abend codes 



The "System Messages" section of 
publication is divided as follows: 



this 



» Control Program (CP) Messages 

• Conversational Monitor System (CMS) Messages 

• Remote Spooling Communication Subsystem 
(RSCS) Messages 

• Interactive Problem Control System (IPCS) 
Messages 

The appendixes cohtain: 

• Command-to-Message Cross-Reference 

• Message Summary Alphamerically by Message 
Identifier 

• Message-to-Module Cross-Reference 

• Message Text-to-Message Identifier 



Cross-Reference 

• VM/SP Restrictions 

• User Documentation Page 

References to a standalone dump occur in 
various messages in this publication. One such 
program is the BPS Storage Print program, 
Program No. 360P-0T-056. 

Messages with 4nxx identifiers (CMSBAM, 
CMSVSAM, and CMSAMS) are documented in other 
message manuals, as described under 
"Introduction". 

The following terms in this publication are 
defined as follows: 

• "GAM/S? refers to the IBM Graphic Access 
Method/System Product, 5668-978. 

• "270x" refers to IBM 2701, 2702, and 2703 
Transmission Control Units or the Integrated 
Communications Adapter (ICA) on the 
System/370, Model 135. 

• "3270" refers to a series of display devices, 
that are supported as VM/SP terminal display 
stations. A specific device type is used 
only when a distinction is required between 
device types. 

The use of display terminals is applicable to 
VM/SP supported system consoles used in 
display mode only. 

Information pertaining to the IBM 3284 or IBM 

3286 printers includes any printers used for 

the display terminal Copy function unless 
otherwise noted. 

• "3330" refers to the IBM 3330 Disk Storage, 
Models 1, 2, or 11; the IBM 3333 Disk Storage 
and Control, Models 1 or 11; and the IBM 3350 
Direct Access Storage operating in 3330/3333 
Model 1 or 3330/3333 Model 11 compatibility 
mode. 

• "3375" refers to the IBM 3375 Direct Access 
Storage Device. 



"370x" refers to IBM 3704 
Communications Controllers. 



and IBM 3705 



"3705" refers to the 3705 I and the 3705 II 
unless otherwise noted. 



"FB-512" refers to the 3310 
Direct Access Storage Devices. 



and the 3370 



"3081" refers to the IBM 3081 processor. 

Information on the IBM 3081 processor is for 

planning purposes only until the availability 
of the product. 
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Introduction 



"This section describes: 

• the format messages VM/SP generates. 

• Syntax conventions used in this publication. 

• CP problem determination procedures. 



VM/SP Message Format 



VM/SP generates messages from the Control 
Program (CP) t the Conversational Monitor System 
(CMS) t the Remote Spooling Communications 
Subsystem (RSCS) , and the Interactive Problem 
Control System (|PCS) . 

Messages consist of a message identifier and 
message text. The identifier (for example, 
DMKCQ6020E) uniguely identifies the message. 
The text is a short phrase or sentence 
describing a condition that has occurred or 
reguesting a response from the user. 

the message identifier consists of four 
fields: a component code, a module code, a 
message number, and a type code. The format of 
the message identifier is: 



xxxfflmmnnns 



wie£e: 



Messages are 



is the component code, 
prefixed as follows: 

* C messages — DMK 

* CMS messages — DMS 

* HSCS messages — DMT 

* IPCS messages — DMM 



tnmm is the module code, three letters that 
indicate which module generated the 
message. This field is usually an 
abbreviation of the name of the module in 
which the error occurred. 

nnn is the message number, three digits that 
are associated with the condition that 
caused the message to be generated. 

s is the type code, a letter that indicates 
what kind of condition caused the message. 
The definition of the type codes depends on 
the nature of the routine producing the 
message, as shown in Figure 1. 



| Routine 


Code 


Meaning | 


| CP 


A 


Immediate physical action j 


| Commands 


I 


information J 




W 


Warning or System Wait | 




E 


Error | 


| CMS 


R 


Response I 


| Commands 


I 


Information \ 




W 


Warning J 




E 


Error j 




S 


Severe error \ 




T 


Terminal (unrecoverable) | 
error j 


| RSCS 


R 


Response | 


| Commands 


I 


Information j 




I E 


Error | 




S 


Severe error j 




T 


Terminal (unrecoverable) J 
error j 


i IPCS 


R 


Response \ 


| Commands 


I 


Information j 




E 


Error | 




S 


Severe Error ! 


| Service 


A 


Immediate physical action \ 


| Routines 


D 


Immediate decision j 




E 


Eventual action j 




I 


Information j 




W 


System wait | 



Figure 1. Types and Meanings of Severity Codes 



MESSAGES WITH 4nxx IDENTIFIERS 

All messages issued from the CMSEAM 
discontiguous shared segment, as well as many of 
the messages issued from the CMSVSAM and CMSAMS 
discontiguous shared segments are identified by 
a 4nxx prefix. The text of these messages- .is. in 
VSE format rather than the standard CMS format. 
Explanations for these messages are not in this 
manual. The appropriate message manual to be 
used for reference for 4nxx prefix messages is 
determined by the associated access method. 
Messages relating to Sequential Access Method 
(SAM) are described in VSE/Advanced ■ Functions 
Messages. Messages relating to Virtual System 
Access~Method (VSAM) are described in VSE/VSAK 
Messag es and Code s. 



VM/SP System Product Editor 



Error messages for the System Product Editor are 
located in the CMS section of this publication. 
All new VM/SP System Product Editor messages are 
within the 500 range (DMSxxx500£ - DMSXxx599S) . 



UNNUMBERED RESPONSES 

All normal, unnumbered responses indicating the 
successful completion of a command (such as 
ready message, R;) are included in the VM/SP CMS 
Command and Macro Referenc e, the VM/SP CP 
C omm and Reference for Genera j. Users, and the 
V M/S p'operator's'G uide . ~"~ 
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HHOTES 

Unnumbered responses can also be the result of 
executing system generation macro instruction or 
service. programs. These responses, referred to 
as MNOTES, are documented in logic listings 
only. 



Displaying Messages at the Terminal 



When you log on to VM/SP at your terminal, the 
default setting for the display cf messages is 
TEXT. This means that only the text portion of 
the message appears when the message is 
displayed. The message identifier is not 
displayed. 

Since this book is organized by message 
numbers within component codes, it will be 
difficult for you to find the explanations of 
messages if you search through the book for the 
message text. Therefore, you should issue the CP 
command SET EMSG ON after you log on. This 
command causes the message identifier to be 
displayed along with the text. 

Note: If you do not use the SET EHSG ON command, 
refer to "Appendix D: Message Text-to-Message 
Identifier Cross Reference" for the first line 
of the message. 



SPECIAL MESSAGE FACILITY 



The Special Message Facility is a method of 
transferring special messages from a user to a 
specially programmed receiving virtual machine. 
The CP SET SMSG ON command is issued to allow a 
virtual machine to receive special messages. 



Syntax Conventions 



The syntax used in the messages and commands in 
this publication is as follows: 

1. Anything within quotes '...' and/or in 
lowercase letters is replaced at execution 
time with information in the format 
described within the quotes. 

2. Anything within braces x {...|...} indicates 
alternate text and/or information selected 
at execution time. 

3. Anything within brackets [•••] may be 
optionally left out, depending on the 
condition arising. 

See Figure 2 for a list of abbreviations used 
in this publication. 



1 '"■ " " T 

j Short Form | Meaning | 


J *...* | Alphameric information | 


| addr | Storage address | 


| bbcchh I Bin, cylinder, and head | 


i callee | Routine called by another | 
| | executing routine | 


1 caller | Routine doing the calling | 


| caw | Channel address word | 


| cc | Cylinder number | 


| char | Character | 


| col | Column | 


| csw | Channel status word j 


| cuu | Virtual device address j 


| cyl | Cylinder | 


| dasd | Direct access storage j 
| | device | 


| device name | Mnemonic name for cuu | 


| device type | IBM device type j 


| fileid | fn ft [fm] | 


j fm | filemode j 


J fn J filename | 


j ft | filetype | 


| libname | Library Name | 


[ mode | Mode letter or mode j 
1 j letter and mode number | 


j name | Saved system name | 


| nn | Decimal information | 


| nnnnnn | Block numbers j 


I psw 1 Program status word | 


j raddr | Real storage address | 


J re | Return code | 
i i 


| rid 1 Resource information | 
i i 


8 1 

j rr | Record number | 
i i 


I i 
| ssssssssss | Sense bytes | 
i i 


| sve | Supervisor call number j 


I I 

| ucs | Universal character set | 

i i 


i i 
I vaddr | Virtual storage address | 
i i 


| xx | Hexadecimal information 1 
« i 
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Figure 2. Syntax Abbreviations Used 



CP Problem Determination 



CP error messages are divided into several 
categories according to the number (nnn) of the 
message. See Figure 3 for a complete list of 
message numbers and related functions. 



Numbers | Related Function 


001—349 | CP commands and console functions 


350-399 | Nucleus loading 


400-424 | Paging 


425-449 | Spooling 


450—474 | Dispatching and service routines 


475-499 | Directory routine 


500—549 | Input/output error recovery 


550-599 | Input/output error recording 


600-649 | Machine check recovery 


650-699 | Reserved for IBM use only 


700—729 | DDR (dump restore) service 
| program 


730-749 | FMT (format) service program 


750-799 | DIR (directory) service program 


800-849 | Reserved for IBM use only 


850-899 | DMM (VMFDUMP) service routine 


900-999 | Checkpoint, warm start, dump 
| initialization 



Figure 3. CP Error Message Numbers 



The general user (class G) and other users 
receive error messages in the range 001 to 349. 
Messages ranging from 350 to 699 are for the 
primary system operator only. Messages ranging 
from 700 to 999 cover CP service routines and 
are usually observed only by system support 
personnel. 



sure that the full error message function 
is in effect by issuing the CP command: 

SET EMSG ON 

3. Obtain the virtual machine's current 
configuration by issuing the CP command: 

QUERY VIRTUAL 

4. Where appropriate, and depending upon 
conditions, obtain a virtual storage dump 
by issuing the CP command: 

DUMP 0-END 



SYSTEM OPERATOR ACTION 



System operators (classes A, E, C, and D) who 
observe problems with CP commands should do the 
following: 

1. Keep the console output sheet identifying 
the problem. 

2. Attempt to reproduce the problem with full 
error message by issuing the CP command: 

SET EMSG ON 

3. Obtain the real machine's configuration 
status by issuing the CP command: 

QUERY ALL 

4. Reissue the CP command that has been 
causing the errors. If the problem recurs, 
force a CP abend dump by pressing the 
RESTART key (not RESEI) . This technigue 
automatically suppresses tracing while 
storage is being dumped. When the system 
restarts, use the VMFDUMP command to format 
and print the dump. 

C aution : This will cause a system restart 
and all users must log on again. Ihe 
advantage of using this technigue is that 
it provides you with a formatted dump. 

If it is too disruptive to log off all 

users, you can obtain a dump using the CP 

command DMCP, which allows all users to 

remain logged on. Such a dump goes 

directly to the printer and is not 
formatted. 



GENERAL USER ACTION 



If in the normal use of CP commands error 
messages in the range of 001 to 349 persist, the 
user should perform the following steps before 
contacting your system representative for 
programming assistance. 

1. Keep the terminal sheet that identifies the 
problem. 



2. Attempt to reproduce the problem, making 



Note: You must weigh the advantages and 
disadvantages of both techniques. 

5. If you use the DMCP command, first reissue 
the CP command causing the problem. Then 
enter "alter/display" mode and display the 
following: 

(a) DP- PSW 

(b) D G - General registers 

(c) DC- Control registers 

Next, use the class A CP command MONITOR 
STOP CPTRACE to turn off tracing. 
Otherwise, the dump would show the dumping 
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activity in the trace table. CP Command MONITOR START CPTBACE. 

Then obtain the dump by issuing: Mote: If you do not have privilege class A, 

you can stop tracing by issuing the class C 
DMCP 0-end command STCP to store X'OQOO' at location 

X'^OO 1 , and resume tracing by storing 

last, turn tracing back on by issuing the X'FFPF' at location X'400 1 . 
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System Codes 



Return Codes 



A return code of zero is passed to register 15 
if no warning messages, error messages, severe 
error messages, or terminal error messages are 
generated during execution of a command. 



8 Device errors occurred for which a 
Warning message is issued, or errors were 
introduced into the output file. 

12 Errors were found in the input file. 

20 There is an invalid character in the 
fileid. Valid characters are: 0-9, A-Z, 
$, S, #, and a-z. 



If however, during execution of a command, a 
condition arises that results in the display of 
a warning message, error message, severe error 
message, or terminal error message, the command 
passes a nonzero return cede in register 15. 



Commands that invoke program products pass a 
nonzero return code to the user. However, this 
return code has been redefined fcy the program 
product or compiler in operation. 

N ot e; The following list does not contain all 
return codes. Other return cedes are shown in 
the descriptive text of the issuing message. 



isS^© Meaning 

-0Q01 No~CP command with this name was found. 
(The CP error code of +1 is converted by 
CMS to -0001 for commands entered from 
the virtual console.) 



24 The user did not correctly specify the 
command line. 



28 An error occurred while trying to access, 
or manipulate, a user's files; for 
example, file not found. 



32 The user's file is not in the expected 
format, or the user's file does not 
contain the expected information cr an 
attempt was made to execute a ICADMOD 
command while in CMS subset mode. This 
would cause the module to be loaded in 
the user area. 



36 An error occurred in the user's devices. 
For example, a disk is in read-only 
status, and needs to be in write status 
in order to write out a file. 



'0002 An attempt was made to execute a CMS 
command while in CMS subset mode, which 
would have caused the module to be loaded 
in the user area (I0AEMCE error code 32) . 



-0003 No CMS command issued from EXEC was found 
with this name, or an invalid function 
occurred when issuing the SET or QUERY 
command from EXEC with IMPCP active. 



40 A functional error by the user occurred 
during execution of the command, or the 
user failed to supply all the necessary 
conditions for executing the command, or 
an end of file or end of tape was reached 
(where applicable) . 

41 Insufficient storage was available to 
execute the command. 



-0004 The IOADMOD failed (for example, there 
was an error in the module). 



-0005 A IOADMOD was attempted in the wrong 
environment (for example, the module was 
generated by the GENMCD command with the 
OS option and IOADMOD was attempted with 
DOS=*ON specified) . 

4 The user did not specify all the 
conditions to execute the command as 
intended. Execution of the command 
continues, but the result may or may not 
be as the user intended. 



88 A CMS system restriction prevented 
execution of the command, or the function 
reguested is an unsupported feature, or 
the device reguested is an unsupported 
device. 

100 input/output device errors. 



104 A functional error for which the system 
is responsible occurred during execution 
of the command. 



256 An unexpected error for which the system 
is responsible (Terminal Error) occurred 
during execution of the command. 
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RETURN CODES PRODUCED BY THE CP DIEECT COMMAND 



Return codes produced by the CP DIRECT command 
are listed in Figure 4. 



| Code 


Meaning 


| 1 


Invalid filename or file net fcund 


I 2 


Error loading the directory 


! 3 


Invalid option from CBS 


I 4 


Directory not swapped, user net 
class A, B, or C 


I 5 


Directory not swapped, system (old) 
directory locked 


I 6 


Directory not swapped, the directory 
in use by the system is not the 
directory updated 


| 1xx 


Error in the CMS RDBUJ routine 


| 2xx 


Error in the CMS TYPLIN routine 


| XX is 


3 the CMS routine return code 



Figure 4. Return Codes Produced by the CP 
DIRECT Command 



SAMELE RETURN CODE FROM A CP COMMAND 



An example of the CP LINK command invoked while 
in CMS mode is shown in Figure 5. Commands or 
functions of commands passed to CP, in turn, 
pass the return code (via CP) to register 15. 

The user has entered the CP LINK command to 
userid *. The user's own directory will be 
searched for device vaddrl. Vaddr2 is the 
virtual address assigned to the device for this 
virtual machine. Read-only access is reguested. 
No password is reguired because the user has 
linked to one of his own disks. 

The result will be one of the following: 

R; a successful execution. 

R (nnnnn) ; indicating an error. 

If nnnnn contains a CMS return code, the 
error occurred in CMS. However, if nnnnn 
contains a CP message identifier, the error 
occurred in CP. 



ipl cms 

VM/SP CMS - mm/dd/yy hh:mm 



cp link to * vaddrl as vaddr2 r 



Figure 5. Example of a CP LINK Command 



Return codes can be used by system 
programmers in the DEBUG subcommand and also in 
EXEC procedures. See the VM/SP CMS Command and 
Macro Reference for a description of the 
SRETCODE special variable. 



RETURN CODES PRODUCED BY THE CMS DDR COMMAND 



The CMS DDR command produces several return 
codes. These return codes, along with their 
meanings are listed in Figure 6. 



,_ _ ..._. _ _._ _..... , 

| Code | Meaning | 


| 1 | Invalid filename cr file not fcund | 


| 2 | Error running the program | 


| 3 | Flagged EASD track | 


l 4 | Permanent tape or DASD I/O error | 


| 1xx | Error in PRINTIO routine | 


| 2 xx | Error in CONEIAD routine | 


| 3xx | Error in RDBUF routine | 


| 4xx | Error in TYPLIN routine j 


| xx is the CMS routine return code | 

i .,, ... _ _ j 



Figure 6. Return Codes Produced by the CMS 
DDR Command 



RETURN CODES PRODUCED BY IPCS 



There are two return codes produced by IPCS. 
These return codes are as follows: 

Code Mea ning 

4 An incorrectly entered parameter. 

8 System failure; a read/write error or an 
invalid internal parameter. 
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CP Wait State Codes 



001 Expla nation ; The machine check handler has 
encountered an unrecoverable failure. 
Probable hardware error. Issued bj module 
DMKMCH and DMKMCT. 

Note: This wait state is also loaded if a 
malfunction alert occurred on the main 
processor. 

Operator Act io n; Run the System Environment 
Record Edit and Print (SEREP) program before 
restarting the system. To restart, clear 
storage and IPL the VM/SP system, specifying 
CKPT start. If the problem persists, 
contact your system support personnel. Do 
not use the SEREP program on 3081 and 4300 
processors as you will get invalid results. 



002 Explanation: The channel check handler has 

encountered an unrecoverable failure. 

Probable hardware error. Issued by module 
BMKCCH. 

Operator Action: Run the System Environment 
Record Edit and Print (SEREP) program before 
restarting the system. Tc restart, clear 
storage and IPL the VM/SP system, specifying 
CKPT start. If the problem persists, 
contact your system support personnel. Do 
not use the SEREP program on 3081 and 4300 
processors as you will get invalid results. 



003 Explanation: A system failure occurred 
before a valid warm start was performed. 
Issued by module DMKDMP. 

Opera tor Acti on; Reload (via IPL) the 
system. If the error persists, clear 
storage before attempting another IPL. If 
the problem persists after the second IPL 
with cleared storage, a cold start is 
probably required. Save the dump produced 
on the prespecified dump device for your 
system support personnel. Refer to the 
message description for possible causes. 



004 Explanation; A console or an output device 
is not operational, or a console or output 
device has produced an inexplicable error 
status. Probable hardware error. Issued by 
module DMKDMP. 

O perato r Action; Reload (via IPL) the 
system. To restart, clear storage and IPL 
the VM/SP system, specifying CKPT start. If 
the problem persists, contact your system 
support personnel. 



005 Explanatio n; The CP initialization module 
(DMKCPI) could not find an operational 
primary or alternate console. Probable 
hardware error. Issued by module DMKCPI. 



Operator Act ion; Reload (via IPL) the 
system. If the problem persists, contact 
your system support personnel. 



006 Explanation: This is a normal wait when a 
system shutdown is completed. Issued by 
module DMKCPI. 

Operator Action; Follow normal operating 
procedures. 



007 Explanation; A program check, a machine 
check, a permanent I/O error, invalid warm 
start data, an invalid warm start cylinder, 
or a full warm start cylinder was 
encountered by the checkpoint program. 
Issued by module DMKCKP. 

Operator Acti on; For message DMKCKP901W, run 
SEREP to document the machine check, then 
contact your system support personnel. For 
message DMKCKP902W, an indication of an 
unrecoverable I/O error, move the SYSRES 
volume if possible and try to checkpoint the 
system. For message DMKCKP910W, if more than 
one SYSRES volume is mounted, check to see 
that the correct volume is loaded (via IEL) 
and try a checkpoint operation. If the 
operation fails again use the following 
procedure. This procedure is to be used for 
all other DMKCKP messages as well. 

1. Dump the first 3000 hexadecimal storage 
locations. 

2. Dump the warm start cylinders. 

3. Contact program support personnel. 

4. To restart, clear storage and 
initialize the VM/SP system, specifying 
CKPT start. 

The following storage locations contain 
information related to wait state 007. 

Hexadecimal 

Location Content s 

10 Sense data up to 24 bytes 
40 Channel status word (8 

bytes) 
48 Channel address word (4 
bytes) 
808 Pointer to error message (4 

bytes) 
816 Cylinder address of the 
first nucleus cylinder (2 
bytes) 
818 Cylinder address of the last 

nucleus cylinder (2 bytes) 
820 Device class of SYSRES 

device (RDEVTYPC) 
828 BBCCHHR of the DMKSAV module 
on disk — 7 bytes 
(count-key-data) or locate 
block number (FB-512) 
848 Current seek address BBCCHHR 
Ccount-key-data) or locate 
block number (FB-512) 
800-17FF Checkpoint program (DMKCKP) 
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1800-3000 



Checkpoint wcrk 
4096-byte buffer 



area and 



If the SYSRES device is FB-512 
(BDEVTYPC=C1ASFBA) , the contents of the 
following hexadecimal locations are changed: 

816 Block address of the first 
page of the CP nucleus (4 

bytes) 

822 Block address of the last 
page of the CP nucleus (4 
bytes) 

An error message preceding the wait state 
may or may not be displayed, depending upon 
the status of the console. If the error 
message is not displayed, hexadecimal 
location SOB contains the address of the 
error message (60 bytes in length). 



008 Explanation: Checkpoint and system shutdown 
are complete or system recovery has failed. 
Issued by module DMKCKP. 

Operator Action: If messages preceded the 
wait, follow normal operating procedures 
prescribed by your installation after 
shutdown. If messages did not precede the 
wait, either: 

1. The console printer was unavailable for 
some reason. Before initializing a new 
system, make sure the console printer 
has been made operational, or 

2. The system is running from the 
alternate console. Messages DMKCKP910I, 
DMKCKP911W, DHKCKP960I, and DBKCKP961W 
do not appear on the alternate console. 
Follow normal operating procedures 
prescribed by your installation after 
shutdown. 



009 Explanation: An error condition occurred 
which prevents a warm start. Issued by 
module DMKWRM. 



2£er_ator Action: If the 
DMWBM904W or DMKWRM921W, imm 
warm start system initializa 
error message recurs, move th 
pack to another location an 
start again. If message 
DHKWBM912W is encountered, en 
system volumes (no duplicate 
correctly mounted, and then a 
start. 



message xs 
ediately retry 
tion. If the 
e VM/SP SYSBES 
d try a warm 
DMKWBM903W or 
sure that all 

labels) are 
ttempt a warm 



If warm start errors persist, force a system 
dump to the printer by pressing the system 
console RESTART key, and save the results 
for the installation support personnel. 

If the message is DKKUBM920W, restart the 
system using CKPT start. Otherwise, use a 
FORCE or COLD start. 



00A Explanation: A machine check occurred while 
DMKSAV was attempting to save or restore a 
page image copy of the nucleus on a SYSBES 
device. Probable hardware error. Issued by 
module DMKSAV. 

operator Acti on: Bun the System Environment 
Record Edit and Print (SEBEP) program before 
reloading. If the problem persists, contact 
your system support personnel. Do not vise 
the SEBEP program on 3081 and 4300 
processors as you will get invalid results. 



°0B Jxpiajaat ion, : A machine check error occurred 
during System initialization. Probable 
hardware error. Issued by module DMKCBI. 

op e rator Actio n; Sun the System Environment 
Eecord Edit and Print (SEBEP) program before 
performing another IPJ.. If the problem 
persists, contact your system support 
personnel. Dp not use the SEBEP program on 
3081 and 4300 processors as you will get 
invalid results, 

0OC Explanation: An IPL was performed on a 
system volume that had never had a nucleus 
written on it. 



0£§ra t o£ Action : 
procedure. 



Follow normal operating 



00D Explanation : The generated system is larger 
than the real machine size, or els,e a 
hardware malfunction has occurred which 
inhibits the system from using the necessary 
storage. Issued by module DMKCPI, 

Operator Actio n: Take a standalone dump and 
notify the system programmer* 



°°E Explan ation : An error condition prevents a 
CKPT~start. Issued by module DMKCKS, 

Op erato r Action : If message DMKCKS915E is 
issued, try CKPT start again. If the error 
persists, move the VM/SP SYSBES pack to 
another DASD and try ag^in. If message 
DMKCKS916E is issued, reload (via IPX.) the 
system, using the FOBCE option of the START 
command. If message DMKCKS903E or DMKCKS912E 
is issued, ensure that all system volumes 
(no duplicate labels) are correctly mounted, 
and then attempt a CKPT start. If message 
DMKCKS917E is issued, reload (via IP1) the 
system via a CCLD start. 



00F Explanation: Hardware errors are being 
received on the system paging device (S). 
Issued by module DMKPAG. 

O perat or Ac tion: This wait state is preceded 
by message 

DMKPAG415E CONTINUOUS PAGING ERRORS FROM 
DASD XXX 

If there are multiple paging devices on the 
system, disable the device causing the error 
condition and reload (via IPL) the system. 
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Or, move the paging volume pack to another 
physical device. This error condition 
results if the system paging volume has not 
been formatted correctly. 

010 Explanation: A recoverable error occurred 
during a system nucleus save operation. 
Issued by module DMKSAV. 

Operator Action; This wait state is preceded 
by either the message DMKSAV350W or 
DMKSAV351W. Correct the problem stated in 
the message and present an external 
interrupt to initiate a retry. 



011 Expl anation : An unrecoverable I/O error 
occurred. Issued by module DMKSAv. 

Operator Action: This wait state is preceded 
by message DMKSAV352W or DMKSAV353H. Correct 
the problem stated in the message and load 
(IPL) the tape again. 

012 Explanation : This is a normal wait state on 
completion of a nucleus load. Issued by 
module DMKSAV. 



Operator Action: 
procedure. 



Follow normal operating 



013 Explan ation : The machine check handler 
encountered an unrecoverable error en the 
attached processor. Probable hardware 
error. Issued by module DMKKCT. 

Notes: This wait state is also loaded if a 
malfunction alert occurred on the attached 
processor and CP was in control. 

This wait state is also issued by DHKAPI 
during Attached Processor initialization: 
either because of a malfunction alert or 
unrecoverable machine check on the attached 
(being varied on) processor. 

Operator Action: Eun the System Environment 
Record Edit and Print (SEREP) program before 
restarting the system. If the problem 
persists, contact your system support 
personnel. Do not use the SEREP program on 
3081 and 4300 processors as you will get 
invalid results. 

To restart, clear storage and IPL the 
system, specifying CKPT start. 

N ot e: VM/SP cannot checkpoint and warm start 

after a machine check error on System/370 | 

Models 165 and 168. The inability to warm j 

start is caused by running the 165 or 168 | 

SEREP program. | 

014 Explanation: A failing storage frame was | 
encountered during a CP system save or check | 
point operation. Issued by DMKSAV and | 
DMKCKP. 

O perator A ctio n: Run the System Environment 
Record Edit and Print (SEREP) program before 
restarting the system. To restart the 
system, clear storage and initialize (via 
IPL) the VM/SP system, specifying CKPT 



start. If the problem persists, contact 
your system support personnel. 

015 Explanation : A SIGP issued to the attached 
processor during system initialization by 
DMKCPI or DMKAPI was unsuccessful. The 
following information is made available: 

• R0 = SIGP order code 

• R1 = SIGP status information when the 
SIGP condition code is 1 

• R2 = Processor address that was signalled 

Note: The wait state PSW will contain the 
condition code returned from the SIGP. The 
PSW is in the BC format. Refer to the IBM 
System/370 Princip les of O perat ion for a 
functional description of the SIGP 
instruction. 



Operator Acti on: If 
present, run the Syste 
Edit and Print (SER 
retrying. If the 
indicates an operator 
the condition on the a 
reinitialize CP. If th 
the reguired micropro 
load the microprogram 
If the problem persists 
support personnel. Do 
program on 3081 and 43 
will get invalid result 



hardware errors are 

m Environment Record 

EP) program before 

status information 

intervention, clear 

ttached processor and 

e status indicator of 

gram is not loaded, 

and reinitialize CP. 

, contact your system 

not use the SEREP 

00 processors as you 

s. 



016 Explanation: (1) The CP initialization 
module (DMKCPI) could not connect the 
channel set to the main processor or the IPL 
device is not accessible through any 
available channel set. Probable hardware 
error. Issued by DMKCPI. (2) A hardware 
error occurred on the I/O processor or the 
I/O processor was being varied offline. An 
attempt to disconnect, then connect the 
channel set to the attached processor 
failed. Probable hardware error. Issued by 
DMKCPO. 

£E§£§tion Action: Run the System Environment 
Record Edit and Print (SEREP) program before 
restarting the system. If the problem 
persists, contact your system support 
personnel. 

To restart, clear storage and initialize the 
VM/SP system, specifying checkpoint start. 

017 Expl anation : An input/output error occurred 
trying to read page 2 of the DMKCKP module 
from the system residence volume (either at 
IPL or restart) . 

Operator Action: Correct the input/output 
error condition and IPL the system again. 
Issued by module DMKCKP. 

018 Explanation : Invalid TOD clock. The clock 
must be set before an IPL can be completed. 
Issued by module DMKCPI. 

Operator Action: Manually do a clock set; if 
that fails, call IBM for hardware 
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assistance. 

019 Explanation : (1) This processor is being 
terminated, and its new PSfls have ieen set 
up by the processor termination routine to 
load disabled wait PSWs with code X'019'. 
This processor then took an interruption. 
(2) The processor termination routine was 
entered on this processor while processor 
termination was in process for this 
processor. {issued by DMKMCT) . (3) 
Processor termination was in process for the 
other processor, but the other processor 
continued to run and obtained a system lock. 
(Issued by DMKCPP and DMKMCT.) 

Operator Ac tio n: Usually caused bj bad 
status received during a SIGP, which 
initiates processor termination actions. 
The bad status may have been caused by 
hitting the STOP button on one processor in 
the configuration. If STOP is to be hit, 
both processors in the configuration must be 
STOPed. If neither processor has been 
manually stopped, there is probably an 
hardware error associated with the SIGE 
function. 



01B Explanation : A wrong or inconsistent 
allocation extent map was found on the 
FB-512 system residence volume during ICL. 
Issued by DMKCPI. 

Operator Action: Use IPI FMT program to 
check the allocation extent map (use END 
statement only to display current status) . 
In case of error, correct it and IPI the 
system again. 

Note : The problem can occur even when the 
allocation extent map looks correct, if the 
system residence volume was restored or 
copied from a different sized F8-512 device 
(for example, from 3370 to 3310) . Running 
IPL FMT's allocation function with END as 
the sole entry will fix this. 

027 E xpla nation: An unrecoverable I/O error 
occurred or system input is incorrect. 
Issued by module DMKSSP. 

Operator Action : Correct the input/output 
error or the system input, and reload (via 
IPI) the starter system. 



10 
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Loader Wait State Codes 



The loader (DMKLDOOE) is a service program that 
loads a CP, CHS, or RSCS nucleus, and produces a 
load map. The loader loads the object modules 
(TEXT files) supplied with it, resolves CCW 
addresses, and resolves address constants. 

If the loader is terminated, one of the 
following wait conditions is indicated in the 
instruction counter: 

Code Meaning 

X' 111111' A program check occurred. When 
loading a nucleus with a V=R area, 
the user area must include: loader + 
nucleus that is being loaded + the 
V=R area = total storage 
reguirement. She area must be 
larger than this total to use the 
loader. (Refer to the VM/SP 
Planning and System Generation 
Guide.) 

X' 222222' A unit check occurred while the 
bootstrap routine was reading in the 
loader. 

X'999999» An SVC was issued. 

X'AAAAAA' A failing storage frame was entered 
while loading the CP nucleus. This 
is a hardware error. If the problem 
persists, contact your system 
support personnel. 

X'BBBEBB' A machine check occurred. 

X'CCCCCC An I/O error occurred on the card 
reader. 

X'FIEFFF' An I/O error occurred for the 
console (X'OO' contains the message 
UNRECOVERABLE ERROR), or the control 
card for changing the default I/O 
addresses for the printer or 
terminal is invalid (X'OO' contains 
the message EAE DEVICE CARD or 
INVALID DEVICE SPECIFIED) . 

If the instruction counter contains 
X' 999999', indicating an SVC wait state, examine 
the interruption code (the third and fourth 
bytes of the supervisor old PSH) . The 
interruption codes (shown in hexadecimal below) 
indicate the error condition. 



64 Explanation: An error occurred during 
conversion of a value from hexadecimal to 
binary format. This can be caused by 
invalid input in one of the loader 
statements, or by an error in the loader. 

Operator Action: Validate the copy of the 
loader you are currently using against the 
copy on the original distribution tape. If 
the current copy is no longer valid, replace 
it. If the input in the statements is 
invalid, correct it. If the problem 
persists, contact your system support 
personnel. 



65 Explan ation : There is no more free storage 
available for the loader. 



Operator 
size for 



Action : Define a larger storage 
the virtual machine and reexecute 



66 



the loader. 



Explan ation : A duplicate type 1 BSD 
(External Symbol Dictionary) entry has been 
encountered. The loader cannot resolve this 
reference. This may be the result of a 
duplicate text deck in the input stream, or 
of having the same label in two different 
text decks in the same input stream. 

0£ e ..E.§£o£ Action : Close the printer to get 
the load map printed. Look at the load map 
to see which text deck and which entry are 
causing the problem. If you can correct the 
problem, do so; otherwise, contact your 
system support personnel. 



67 Explanation : The "name" in the IDT (Loader 
Terminate) statement is undefined. 

Operator Actio n: Verify that the name in the 
LDT statement is correct; if it is, make 
sure that it is defined as an entry point in 
the program to be loaded. 



68 Explanation : The control section named in 
the ICS (Include Control Section) statement 
was not found by end of file. 

0£§rator A ction : Verify that the control 
section name in the ICS statement is 
correct; if it is, make sure that the 
control section is defined in the program to 
be loaded. 



69 Explanat ion: The loader attempted to add 
another entry to the reference table, which 
would have caused the table to overflow. 
Since the reference table supplied by VH/SP 
is large enough to allow the CP nucleus to 
be generated, it must be assumed that the 
inclusion of local additions to the CP 
nucleus have caused the excessive references 
to be generated. 

Operator Action : Increase the size of the 
reference table by changing the MAXREF 
eguate field in the source code for the 
loader program, reassembling it, and then 
reexecuting the loader. Once the size of 
the reference table has been increased, 
error code 6A may occur. In that case, 
define a larger storage size for the virtual 
machine. If the problem persists, contact 
your system support personnel. 



6A Explanation : The object modules being loaded 
are about to overlay the loader. 

Operator Action : Define a larger storage 
size for the virtual machine. To see which 
module was about to overlay the loader. 
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close the printer to get the lead map 
printed. The last line of the load map 
indicates the last module that was leaded. 



6B Explanation: The object nodules teing loaded 
are about to overlay an address between 
and 100 (hexadecimal). This can cccur if the 
address at which loading was to start was 
changed by an SLC card. 

Operator Action: Check the SIC card to make 
sure it does not specify an address between 
and 100. If you must place data at an 
address in that range, do net do it with the 
leader, but use a program to place the data 
there with a Move Character instruction 
after the loaded system has started 
execution. It is the responsibility of the 
loaded program to initiali2e that part of 
storage. 



6C Explanation: A failing storage frame was 
encountered while loading the CP nucleus. 

Operator Action: If the problem persists, 
contact your support personnel. 



6D Explanation : The loader is trying to release 
storage that is not on a doubleword 
boundary. This is an internal loader error. 

Operator Action: Eeexecute the copy of the 
leader that is in your reader. If the 
problem persists, regenerate the system to 
be loaded and try to execute it again. If 
the problem still persists, the current copy 
of the loader itself may be damaged; replace 
it with the loader on the distribution tape. 
If the problem still persists, contact your 
sjstem support personnel. 
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RSCS Wait State Codes 



When HSCS enters a wait state, the RSCS operator 
is notified via the CP message: 



DMKDSP450W CP ENTERED; DISABLED WAIT PSW 

issued to the RSCS operator's console. Using CP 
commands, the operator can display the virtual 
machine's PSW. The three rightmost hexadecimal 
characters indicate the error condition. 



001 Explanation; If no RSCS message was issued, 
a program check interrupt has occurred 
during the execution of the program check 
handler. The probable cause is a programming 
error. If the RSCS message 



DMTREX091T INITIALIZATION FAILURE — RSCS 
SHUTDOWN 

was issued, RSCS operation has been 
terminated because of an error in the 
loading of DMTAXS or DMTLAX. A dump of 
virtual storage is automatically taken. 
Verify that the CMS files DMTAXS TEXT and 
DHTLAX TEXT are correctly written and 
resident on the RSCS system residence 
device. If the RSCS message 

DMTREX090T PROGRAM CHECK IM SUPERVISOR — 
RSCS SHUTDOWN 

was issued, the program check handler has 
terminated RSCS due to a program check 
interrupt in other than a dispatched line 
driver. The probable cause is a programming 
error. 



007 Explanation : A program check interrupt has 
occurred during initial processing, before 
the program check handler could be 
activated. This may be caused by a 
programming error or by an attempt to load 
RSCS into an incompatible virtual machine. 
The latter case can occur if the virtual 
machine (1) has an incomplete instruction 
set, (2) has less than 512K of virtual 
storage, or (3) does not have the reguired 
VH/370 Diagnose interface support. The wait 
state code is loaded automatically during 
the initial loading and execution of the 
RSCS supervisor, DMTINI, DMTREX, DMTAXS, and 
DHTLAX. 



Operator Action: Verify that the RSCS 
virtual machine configuration has been 
correctly specified and that the "retrieve 
subsequent file description" function of 
DIAGNOSE code X'14' is supported. Dump the 
contents of virtual storage via the CP DUMP 
command. If the problem persists, notify 
your system support personnel. 



011 Explanation: An unrecoverable error has 
occurred during the reading of the RSCS 
nucleus from DASD storage. This may be 
caused by a hardware malfunction of the DASD 
device. It may be the result of (1) an 
incorrect virtual DASD device definition, 
(2) an attempt to use a system residence 
device unsupported by RSCS, (3) incorrect 
RSCS system generation procedures, or (4) 
the subsequent overwriting of the RSCS 
nucleus on the system residence device. The 
wait state code is loaded by DMTINI after an 
attempt, successful or not, to issue the 
message: 



The wait state code is loaded by EMTEEX at 
RSCS termination or automatically during 
program check handling. 

O perator Action : If neither of the above two 
messages was issued, use the CP DUMP command 
to dump the contents of virtual storage. IPL 
to restart. If the problem persists, notify 
your system support personnel. 



CMTINI402I IPL DEVICE READ I/O ERROR 



Operator Actio n: Verify that the RSCS system 
residence device has been properly defined 
as a virtual DASD device and that the real 
DASD device is mounted and operable. If the 
problem persists, dump virtual storage via 
the CP DUMP ccmmand and notify your system 
support personnel. The RSCS system residence 
device may have to be restarted or the RSCS 
system may have to be regenerated. 
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CP Abend Codes 



SET DUMP CP 



SYSTEM OPEBATOB ACTION 



When an abend occurs, the system operator must 
follow several steps to enable the error to be 
corrected. 



1. 
2. 

3. 



Collect information about the error. 

Collect information about the system 
status. 



Becover from the abend 
continue. 



=o processing can 



2. Format this spool file and write it onto a 
CMS disk by issuing 

VMFDUMP NOPBT 

3. Write this disk file on tape by issuing the 
CMS command 

TAPE DUMP 

You can then send this tape to another 
location, where the file can be recreated 
on disk using the TAPE LOAD command. 



Iiii c .2.3Jerinc[ from the Abend 



Collecting Informat ion 



Unless the operator ha 
command and changed the 
not do, generally) , the 
DUMP AUTO CP. When an a 
the dump to be written o 
This spool file is auto 
virtual reader of t 
designated at system gen 
all dumps. This operator 
issue the VMFDUMP co 
Operator's Guide ) . Thi 
prints it. This procedur 
every abend. 



s issued the SET DUMP 
default (which he should 

system is set for SET 
bend occurs, this causes 
n disk as a spool file, 
matically spooled to the 
he operator who was 
eration time to receive 

should then IPI CMS and 
mmand (see the VM/ SP 
s formats the dump and 
e should be followed for 



For problem determination, the 
should save and submit: 



operator 



The system usually reloads (via IPL) itself. If 
it does not, attempt to warm start. You may get 
errors from which you can recover; if so, 
correct the cause of the error and try again to 
warm start. If unrecoverable errors occur, clear 
storage and try to checkpoint (CKPT) start. If 
this fails, try to force start. If this also 
fails, as a last resort you must cold start the 
system. 



SYSTEM PEOGEAMMEE ACTION 



Figure 7 describes the reasons for each of the 
CP abend codes and discusses what the system 
programmer should do to locate and correct the 
error that caused the abend. 



1. The formatted dump. 

2. The console sheet, as far back as the last 
IPI of the system. 

3. The output of any Monitor program running 
at the time. 



If an APAE (authorized program analysis 
report) is to be submitted, the documentation 
provided with it should include, in addition to 
the above, a load map showing applied updates 
and resolved locations. You can obtain as many 
copies of the load map as you need if, at system 
generation time, you respond "EBB" to the 
prompting message: 

ROUTE LOAD MAP TO PRINTER OR READER? — 
RESPOND (RDE|PET) 

This sends to your virtual reader a copy of the 
load map, which can be read in as a CMS file 
named, for example, LOAD MAP. 

When it is desirable to take a dump to tape 
and send the dump to another location (for 
example, when submitting an APAE by mail) , use 
the following procedure: 



1. 



Allow the dump to be written 
file by issuing 



to a spool 
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| Abend | | 

j Code | Season for Abend | Action 


| API001 | The global system lock | Check DMKICKSY. If the attached 

I j or the system operator's! processor owns the system lock, 

| | VHBLOK lock could net be| check B12 value in DMKLOKSY+4 to 
| | obtained by the main | determine who obtained the lock. 
| | processor during IPX. | if the global system lock is held 

II I by the main processor, check the 

I | | system operator's VHBLCK to see if 

I | | the VHBLOK is locked by the 

I | I attached processor. If so, 

| | | VMLCCKEE contains the base address 

|| I of the obtainer at the lock and 

I | | can be used to determine why the 

| | | lock was obtained. 


| ATS001 | DMKATS was called to | The SHETAEIE may have teen over- 
| | make a shared named | laid or the shared page that was 
| | system unshared. How- | changed was altered by another 
j j ever, the SHETAEIE j virtual machine. If the SHETABIE 
| | associated with the | was not overlaid^ find out which 
| | shared page that was | virtual machine altered the 
| | changed could not be | shared page and why it was not 
| | located. | detected. 


I ATS002 | A shared page was | A shared page was altered by 
| | changed and the ccrres- | another virtual machine without 
| | ponding VMABICK cculd | being detected. Investigate the 
j | not be found. | system routines that could allow 
|| | an undetected alteration of a 
I | | shared page. 


| ATS003 | During the unshare of a | The SHETABIE, SAVEWBK2 and 

| | user from a shared | SAVEHEK3 area of DMKATSs savearea 

I | named system, DMKSNTEI | (B13 contains address of save- 

| | was brought back in to | area) or DHKSNTBL (E4 contains 

| | reconstruct the | its address) have been altered. 

| | SWPTABLE of the | Investigate the routine that would 

| | violator. The named | allow alteration. 

| | system could not be | 

| | found in DMKSMTEL. | 


j ATSOOt | During the unshare of a | The system name table entry (E4 
| | user from a shared | contains its address) , the SYSOWN 
| | named system, the sys- | list or the EDEVBLCKs have been 
| | tem volume containing | altered. Investigate the routine 
| | the named system could | that would allow alteration. 
| | not be found. | 


| ATS005 | During the unshare of a | The CCBTABIE, SHETABIE, PAGTAEIE, 

| | user from a shared | or ACCEETBI have been altered. 

| | named system, a shared j Investigate the routine that would 

| | COETABLE entry (B7 | allow alteration. 

| | contains its address) | 

| | was found with the I/O | 

| | lock bit on. | 


j ATS006 J The resident page count | Inspect modules that update 
| | in the VMBLOK (VMPAGES) | VMPAGES for the virtual machine. 
| | does not match the num- | Check the routine to determine 
| | ber of COBTABIE entries. | why it is inconsistent with the 
| | | number of COETABIE entries 
| | | assigned to this virtual machine. 



Figure 7. CP Abend Codes (Part 1 of 23) 



System Codes 15 
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I Abend | I I 
| Code | Season for Abend j Action j 


| BID001 | B8 should contain a | Verify that B8 points to an | 
I j pointer to the RDEVEIOK j BDEVBIOK for a terminal. If it j 
I j for the user's terminal. | does not, there is probably an j 
| | DHKBLDVM attempts to | error in the calling program. | 
I | create and partially | Identify the calling program by j 
| | initialize a VMBICK fcr j means of the return address and j 
| | a user. DMKBLDVM abnor- j the base register in the save j 
| j mally terminates if j area pointed to by B13. Then, at-| 
| | B8 does not contain a | tempt to identify the source of | 
j j pointer to the user. | the incorrect BDEVEIOK address. | 


| BLD002 | Pages are being re- | Examine the dump and determine | 
| | leased but the page | why the page was released without | 
j j invalid bit is not on j the page invalid bit turned on. j 
| | in the page table entry. | | 


| BLD003 | A request was made to | B13 points to a save area. SAVEB12J 
| j build a page table fcr | contains the base address of the j 
| | more than 16 pages. | module issuing the reguest. SAVEB1| 
| j | contains the beginning and ending | 
j j j address range of the page table j 
I | I being built. Examine the calling | 
I j I module to determine why B1 is | 
j j j invalid. j 


| BLDOOH | The routine calling BID | Examine E6 to ensure that it | 
j | has not cleared all the | contains the address of a segment j 
| | segment table activity | table entry. If it contains the | 
j j before calling BLE. | address of a segment table entry, j 
I | | B13 contains the address of the | 
I j I module calling BLD. Examine this j 
j | I module to determine why this seg- | 
I | I ment table entry has not been | 
I | | cleared. | 


j BLD005 | An attempt is being made| Examine B6 to ensure that it con- | 
| | to release a segment | tains the address of a segment | 
| | whose page table has | table entry. If it contains the j 
i | been migrated. j address of a segment table entry, j 
I | I B13 contains the address of a savej 

I | I area. SAVEB12 contains the base j 

II j address of the module calling BLD. | 
I | | Examine this module to determine | 
I j I why the page table was migrated orj 
I j | why the migration bit was not re- j 
I I I set. | 


| CFG010 | DMKCFGCL was called to | Identify the caller by the return | 
j | perform an unsupported j address and base register in the | 
| | function. Supported | SAVEAEEA pointed to by B13 to | 
| I values are: I identify the source of the un- | 
I j X'01' LOAD SYS | supported function reguest. j 
I | X'02' FIND SYS | | 
| | X'04' POBGE SYS | | 


| CFP001 | An I/O task is waiting | Check the storage dump Y. | 
| | for a BELEASE and the j Determine why the virtual device | 
| | CPEXBLOK for the waitingl block is marked as waiting for | 
I | task cannot be found on | access to the device, but not | 
| | the VBBCPEX gueue. | CPEXBLOK exists on the VBBCPEX. | 
I | I Queue to resume the task. j 


| CKS001 | The map for dynamic | The map should be allocated via a | 
I | checkpoint was not | call to entry points DMKCKSIN or | 
| | allocated prior tc a | DMKCKVWM from DMKWBM. Check | 
I | call to DMKCKSPL. | DMKHBB for called entry points | 
I I I and that they do allocate a map. | 
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r , 

| Abend || | 
| Code j Reason for Abend | Action | 


| CKS002 | The spool file identi- | DMKCKVWM or DMKCKSIH did not set | 
| j fication in the map and j up the map properly, a call to | 
| | in the checkpoint area | DHKCKSPL caused the mismatch, or j 
| | do not match. | the SFBLOK was released but the | 
| | | map was net updated. j 


| CKS003 | No function was speci- | Check SAViBTN in the save area | 
I | fied in the call tc | pointed to by R13. This indicates! 
| | DMKCKSPL. | which routine called DHKCKSPL | 
I | | with insufficient data. | 


| CKV001 | The map for dynamic | The map should not te allocated | 
| | checkpoint was previ- | before DMKCKVWM was called. Map | 
j | ously allocated prior | pointer field is probably being | 
| | to a call to DMKCKVWM. | overlaid. | 


| CKV001 | A spool file to be de- | The SIELOK for the file should | 
| j leted cannot be found | have been gueued previously on j 
| | on the system printer, | by DMKCKVWM when performing a CKPT| 
j | punch, or reader file | start. Check for an error in thisj 
| | chains. | logic. I 


| CLK003 | The system TOD clock is | Examine the CPABEND code in each | 
| j not operational on the | processor's PSA to determine the j 
| | main processor or | unit receiving the clock error. | 
| | attached processor. The | Call IBM for hardware support to | 
| j wait state can only be | fix the clock. j 
I | received when it is | | 
| | configured with an | | 
| | attached processor. | | 


| CPI001 | The RDEVBLOK for the | Verify that the serial number | 
| | DASD on which the | SYSEES volume serial number is | 
| | SYSRES volume is mount- | the same as that specified in | 
| | ed cannot be located, | DMKSYSVL. If it is not the same, j 
| | or the IPL volume is | it may have been altered by the | 
| j not the SYSEES volume. | LABEL option of the FORMAT | 
| j j function of the standalone CP j 
I | I format program (IPL FMT or | 
I I | DMKFMT) . Or the image of the | 

I | The SYSRES volume is | same nucleus saved on the SYSRES | 
| | specified in the j may have been partially de- j 
| | SYSRES macro in the | stroyed and the SYSRES specifica- | 
| | DMKSYS module. j ticn altered. Restore nucleus | 

II I to the SYSRES volume from a back- j 
II I up copy and try to IPL. | 


| CPI002 | A valid system direc- | Display the volume labels for all | 
I | tory file could not te | owned volumes. If the volumes do | 
j j located. j not contain an active directory j 
I | | pointer, run DMKDIE (the stand- | 
I | | alone directory program) to re- | 
I | | create the system directory on an j 
j j j owned volume. If an active j 

I | | directory pointer is present in | 

II | at least one volume label, verify | 

I | | that the device is online and | 

II | ready before trying to IPL the | 
I j | system. Verify that a valid allo-| 
I | | cation record is present on the | 
I | | volume containing the directory. | 


| CPI003 | The system TOD clock is | Call IBM for hardware support | 
| | not operational. | to fix the clock. | 
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I Abend | | | 
I Code | Season for Abend j Action j 


1 CPI004 | An error occurred | Try to determine whether the | 
| | attempting to page cut j errors are being caused by the | 
I | DMKVMI or DMKSYM j paging device or by the paging | 

I I | volume. If the device is failing, | 

II j disable it and reload (via IPL) j 

I | j the system; call IBM for hardware j 

II | support. If the volume is failing, | 
1 | 1 try reformatting it. If the error j 
I | | condition recurs, discontinue j 
1 | I using that volume and call your | 
I | j system support personnel. | 


I CPO003 | DMKACEO returned a non- | Examine the storage dump. From j 
j | zero condition code to j the list of system-owned devices j 
| | DMKCPO. A VAR? OFFLINE | located by DMKSYSOW, find the | 
I | PROCESSOR command was | EDEVEIOKS for these devices. The | 
j j issued in MP mode; priorj online path information in j 
| j to accepting the VARY | EDEVPTHS may be overlaid. | 
| j OFFLINE command as | j 
| j valid, DMKCPO verified j j 
| | that online paths would | j 
| | still exist to all | | 
| | mounted system-owned j j 
| | devices. Between that | | 
| | time and the call tc | | 
| j DMKACRCO, the configura-j j 
j | tion has changed and a | j 
| | path has been lost. lhe| j 
| j system cannot continue j j 
j j operation if there are j j 
j | not paths to all j | 
j j system-owned devices. j | 


| CPP001 | The user page count in | Examine the storage dump. The | 
| | the V1BL0K was incor- | VMBIOK has probably been overlaid. | 
| j rectly decreased to j j 
| | less than zero. | | 


j CPP002 | During the VARTf proces- | Examine the storage dump. The j 
| j sor offline function, | SHRTABLE or DMKSNTBL has probably j 
| j DMKSNTBL was brought j been overlaid. I 
j | back in to reconstruct | j 
I | the attached processor's! | 
| | SHPTABLE for shared | I 
j | pages. The named systemj | 
| | could not be found in| | 
I | DMKSNTBL. | | 


| CPV001 | The resident page count | Inspect modules that update | 
| I in the VMBLOK (VMPAGES) | VMPAGES for the virtual machine. | 
| | is reduced to a negativel Check the routine to determine j 
| | value. | why it is inconsistent with the | 
jj | number of CCRTABLE entries j 
I j I assigned to this virtual machine, j 


| CQP001 | DMKSCNRA was called and | Examine the storage dump. DMKSNRA j 
| | unable to determine the j returns an error if it cannot j 
| | device address in cuu | find the address of the real j 
j | format from real device j contrcl unit block from the real j 
j j block address in E6, E7,| device block. The control unit | 
| | and 68. | block address in register 7 is | 
I I I probably invalid. j 


| CVT001 | The system TOE clock is | Call IBM for hardware support to | 
j | in error or is not j fix the clock. j 
I | operational. j | 
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I Abend | I I 
j Code | Reason for Abend | Action j 


| DBD001 | The device code index | Verify that the contents and or- | 
| j in the compressed EASD j der of the owned list have not | 
I | address for the system j been altered since the dump was j 
| | dump file points tc an | taken. If these fields have not | 
I j RDEVBLOK for an invalid j been altered, the SFBLOK for the j 
| j DASD. The valid DASEs j dump file may have been destroyed.! 
| j are 2305, 2314/2319, | The owned list is specified by | 
| | 3320, 3330, 3340, 3350, | the SISOWN macro in DMKSYS. | 
| | and 3370. | | 


j DSP001 | During I/C interrup- | The integrity of the user's vir- | 
j j tion, unstack, and | tual I/O configuration has prob- j 
I j reflection, DHKSCSVD | ably been violated. The unit j 
| | could not locate all cf j addresses or indexes in the vir- | 
j j the virtual control | tual control blocks are in error, | 
| | blocks for the inter- | or the virtual configuration has | 
| | rupting unit. j been altered by ATTACH/DETACH | 
|j j while I/O was in progress. Check j 
I | | for a device reset failure in | 
| | | DHKCFERD. | 


| DSP002 | The dispatcher (DBKESF) | Most likely, a free storage vio- j 
| | is attempting tc dis- | lation has occurred. First look | 
I | patch a virtual relo- | at the DHKEBV and DMKVAT modules, j 
| | cate user whose shadow | Examine the real, virtual, and | 
j | segment tables or vir- | shadow translation tables for | 
| | tual extended control | consistency of entry size and | 
| | register are invalid. | format. Also compare page and | 
I | | segment size. | 


| DSP003 | The interval timer was | Check the timer fields in real | 
j j not incremented proper- j storage. The value of the real | 
j | ly. This is most like- | interval timer is at real storage | 
I | ly a hardware error. | location X'50'. The dispatcher | 
| | The dispatcher tests | loads the value of the real in- | 
j j for interval timer er- | terval timer in real storage lo- | 
| | rors and atnormally | cation X'54* when a user is dis- | 
| j terminates if such an | patched. The value of the real | 
I | error occurs. Results j interval timer is loaded into j 
| | would be unpredictable | real storage location X'4C» when | 
| | if CP continued when | an interrupt occurs. If the value | 
I j the interval timer was | stored at X'4C is not less | 
| | in error. j than the value stored at X'54', j 
jj | the dispatcher abnormally ter- j 
I j j minates. Check the routines that j 
I | | control the value of the time | 
I | | fields at X'4C», X»50', and | 
I I I X»54«. | 


| DSP004 | While tracing SICs or | Examine the operator's console | 
| I I/O interrupts, the | sheet and the user's terminal j 
| | virtual device was de- | sheet to see who detached the | 
I | t ached. Now, the j device. Warn the person re- j 
| | VDEVBLOK cannot be | sponsible that devices should not j 
I | found. | be detached during I/O tracing. | 


I DSP005 | During extend, a block | B1 contains the VMBICK address at | 
| | is found to be unstack- | the time of the abend. Check | 
| | ed, but the lock for | VBIOCK to see if the VMBLOK is | 
| | the associated VHBLCK j locked by the other processor. If j 
I j is not available, or | this is the case, VMICCKEB gives | 
I | count of priority CPEX- | the base address of the obtainer | 
| j BIOKs in a VMBLOK is | of the lock and can be used to | 
I j less than 0, but no | determine why the lock was not j 
| j priority CPEXBICK is | released. If the VMBIOK is not j 



Figure 7. CP Abend Codes (Part 5 of 23) 



System Codes 19 



I Abend | | 

I Code | Season for Abend | Action 


I DSP005 | found for the virtual | locked by the other processor, 
I (cont.) | machine, or during j check VMPBECT, (the count of 
| j post-extend processing, | priority CPEXBlOKs) . If this is 
| | either the expected | nonzero but there are no priority 
j | processor-related j CPEXBlOKs on the dispatcher's 
| | priority CPEXBIOK is j stack, this field has probably 
| | not found or the lock | been overlaid and other methods 
1 | for the associated | must be used to determine the 
| | VMBIOK is not available. | cause of the overlay. 


| DSP006 | DHKDSPED, the run-user | Dse the trace table to help 
I j entry to the dispatcher | determine the caller of 
! j was entered when the j DMKDSERU. 
I | system was not is | 
| | attached processor mode. | 


j EXT001 | A serial signal reguest | In the PSA of the abending pro- 
| | has been received and | cessor, the work/save area SIG- 
| | the global system lock | SAVE contains the return address 
| | is not held. | of the caller of DMKEXTSP, this 
I j j address is at offset X'8* into 
I | | SIGSAVE. At offset into SIGSAVE 
|| I is the base address of the caller. 


| FRE001 | The size of the block | Using FBEEE14 and FEEEB12 in the 
j | being returned (via | PSA, identify the CP module 
| j EO) is less than cr | releasing the storage. Check for 
| | equal to 0. I an error in calculating the size 
II I of the block or for a modifica- 
I | j ticn to the stored block size for 
I | I variable-size blocks. 


| FEE002 | The address of the free | Identify the program returning 
| | storage block being | the storage by means of the re- 
I | returned matches the | turn address and base registers 
| | address of a block al- | (FEEE14 and FEEE12 in DMKFEE's 
j | ready in the free [ save area in PSA) . The most com- 
I | storage chain. j mon cause of this type of failure 
|| | is a module that returns a free 
| | | storage block but fails to clear 
|| | a pointer to the block that has 
j | | been saved elsewhere. All mod- 
| | | ules that return blocks via a 
|| | call to DMKFEET should first 
| j | verify that the saved pointer is 
| | | ncnzero; after returning the 
| | | block, any saved pointers should 
j| | be set to zero. 


| FRE003 | The address of the free | A free storage pointer may have 
j j storage block being j been destroyed* Also, the module 
| | returned overlaps the | releasing the lower (overlapped) 
| | next lower block on the | block may have returned too much 
| j free storage chain. | storage. Examine the lower block 
| | | and determine its use and former 
II | cwner, or identify the program 
j j | returning the storage by means of 
| | | the return address and base 
| | | registers stored (FEEEB14 and 
II | FBEEE12 in DMKFEE's save area in 
| | | PSA) . The most common cause of 
| | | this type of failure is a module 
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I Abend | | | 
| Code | Reason for Abend | Action | 


| FRE003 | | that returns a free storage block | 
| (cont.) | | but fails to clear a pointer to | 
| | | the block that has been saved | 
| | | elsewhere. All modules that re- | 
| | | turn blocks via a call to DMKFRET | 
j | | should first verify that the j 
j | | saved pointer is nonzero; after j 
j | | returning the block, any saved | 
| j | pointers should be set to zero. | 


| FRE004 | The address of the free | A free storage pointer may have | 
| | storage block being | been destroyed. Also, the module | 
| | returned overlaps the | releasing the higher (overlapped) 1 
| j next higher block en | block may have returned too much | 
| j free storage chain. | storage, or the module may be | 
| | | attempting to release storage at | 
| | | the wrong address. | 


| FRE005 | A module is attempting | A module is probably attempting | 
| | to release storage in | to release location 0. Check for | 
| | the resident system | the module picking up a pointer | 
I | nucleus. | to the free storage block without | 
j | | first testing the pointer for 0. | 
| | | Dse FREER14 and FREER12 in the | 
| | | PSA to identify the module. | 


| FRE006 | A module is reguesting | Using IREEE14 and IREEE12 in the | 
| | a block of storage | PSA, identify the module. Check | 
| | whose size (contained | for an error in calculating the | 
| | in R 0) is less than | block size. Improper use of the | 
| | or egual to zero. | halfword instructions ICM and j 
| | | STCM can cause truncation of high | 
II j order bits that results in a cal- j 
| | | culation error. I 


| FRE007 | A module is attempting | A free storage pointer may have j 
I | to release a block of | been destroyed. Attempt to iden- | 
| | storage whose address j tify the owners of the free stor- | 
| | exceeds the size of | age blocks adjacent to the one j 
| | real storage. | containing the pointer that was | 
| | | destroyed. Check for moves and | 
| | | translation where initial counts | 
|| I of zero have teen decremented tc | 
| j j minus 1, thus generating an | 
| | j executed length code of X'FF', or j 
|| | an effective length of 256 bytes. | 


| FRE008 | The address of the free | Identify the program returning | 
| | storage block being | the storage by means of the re- | 
| | returned matches the | turn address and stored base reg- j 
| | address of the first | isters (FREER14 and FREER12 in | 
| | block in the subpcol | DHKFRE's save area in the PSA) . | 
| | for that size. | The common cause of this type of | 


| FRE009 | The address of the free | a free storage block but fails to | 
| | storage block being j clear a pointer to the block that | 
| | returned matches the j has teen saved elsewhere. All | 
| | second block in the | modules that return blocks via a | 
| j subpool for that size. | call to DMKFRET should first j 
j | | verify that the saved pointer is j 
| | | nonzero; after returning the | 
I | | block, any saved pointers should | 
|j | be set to zero. I 
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I Abend j 1 1 
j Code | Season for Abend j Action I 


| FBE010 | A program is attempting | If the storage requests that | 
| j to extend free storage | caused the abend are due to chan- | 
| j while storage is being j nel activity, place the device j 
| | extended. This can be | involved on channel 0, which is | 
j | caused by I/O inter- j disabled during free storage ex- | 
j | ruptions or channel j tension. I 
I I programs involving j I 
| | channels other than | I 
| | channel 0. I I 


| FBE011 | A CP module has at- | Identify the program returning j 
| | tempted to return a j the storage by means of the re- j 
| | block of storage that | turn address and stored base reg- | 
| | is in the user dynamic | isters (FBEEB14 and FBEEB12 in | 
j | paging area. I DHKFBEE's save area in the PSA). | 
|| | The common cause of this type of | 
| | | failure is a module that returns j 
II | a free storage block but fails tc j 
| | | clear a pointer to the block that | 
j | j has been saved elsewhere. All j 
| | | modules that return blocks via a | 
| | | call to DHKFEET should first | 
| | | verify that the saved pointer is j 
j j | nonzero; after returning the j 
| | | block, any saved pointers should | 
II j be set to zero. j 


| FBE012 | An extend was entered | The system workload reguires more | 
| | while extending. The | free storage than is available. | 
| | free storage extend j Either: (1) Beassemble DHKSYS withj 
| | buffer is unavailable. | a larger value for FEEE in the | 
j | | STSCCE statement and reinstall the| 
j) | CP nucleus, (2) Restrict the | 
| | | number of users on the system, or | 
|| I (3) Add more real storage. j 


| FREOm | DMKFBE must defer sat- | Examine the internal trace table | 
| j isfying a free storage | and storage dump to determine why j 
| | request when it is j the free storage extend buffer | 
| | necessary to call DHK- | was net previously replenished. | 
| | PTEFE and the global | I 
| j supervisor lock cannot | | 
| | be obtained. The free | I 
| I storage extend buffer | I 
| | reserved for this j | 
| | purpose is not | I 
j j available. j j 


| GEC001 | DHKGECOP was called to | The registers at entry to | 
| | generate the order j DHKGRCDP are saved in BALESAVE; | 
| | reguired to update the j the calling module can be | 
| | 3270 screen, but the | identified from BAIE14, the input | 
| | CCNTASK supplied was | CONIASK address is in BALB6 and | 
| j too small for the data | the input parameters in BALB2 | 
| | stream reguired. | define the type of screen updating | 
|| I to be done. See the GBTBLOK macroj 
| | j for definitions of these parame- | 
| | | ters and of the screen orders that| 
| | j are used. j 


| HPS001 | A routine process was | Check the trace for activity to | 
| | called to a device that | the device. I 
| | was not a logical | I 
| | device. | | 
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| Abend | I 

I Code j Reason for Abend j Action 


| HVD001 | The user pointed to by | The RBEVBLCK for the SYSBES de- 
| | H11 issued a DIAGNOSE j vice was probably destroyed, or a 
I | instruction while at- j volume with the same serial num- 
| j tempting to format the | ber as the SYSRES volume was 
j | I/O error, channel j mounted. If a volume with the 
j j check, or machine check j same serial number was mounted, 
I | recording areas; the j check the ATTACH processing in 
| j SYSRES device type is | the DMKVDB routine. 
I j unrecognizable. | 


| HVE001 | The user pointed to by | The BEEVBICK for the SYSRES de- 
j | R11 issued a DIAGNOSE j vice was probably destroyed, or a 
I | instruction while at- j volume with the same serial num- 
| j tempting to format the j ber as the SYSBES volume was 
I | I/O error, channel j mounted. If a volume with the 
| | check, or machine check | same serial number was mounted, 
| | recording areas; the j check the ATTACH processing in 
j | SYSRES device type is | the DMKVDB routine, 
j | unrecognizable. | 


j IOS001 | The caller is trying | The ICEIOK may have been returned 
| | to reset an active | (via DMKFBIT) or destroyed. 
| | I0BLOK from the RCHBLOK | Verify that the ICBIOK was valid 
| | queue, but that IOEICK | and use the IOBLOK and RDEVBLOK 
j | contains an invalid j to determine the last operation. 
I j address. j 


I IOS002 | DMKIOS is attempting tc | The ICEIOK may have been returned 
j | restart an IOBLOK from | (via EMKFBET) or destroyed. 
I | the RCHBLOK queue, but | Verify that the IOBLOK was valid 
I | that IOBLOK contains | and use the IOBLOK and RDEVBLOK 
j | an invalid address. j to determine the last operation. 


| I0S003 | DMKIOS is attempting to | Register 2 points to the RCHBLOK, 
j | remove an IOBICK from a | BCUELCK, or BDEVBLCK from whose 
j | queue, but that IOELOK j queue the IOBLOK is being re- 
| j contains an invalid | moved. Register 10 points to the 
I j address. | ICBICK. Ose the CP internal 
j | | trace table to determine which 
| | | module called DHKIOS twice to 
|j | start the same IOBLCK. 


| IOS004 | DHKIOSHA was called to | Examine the trace table in the 

| | halt I/O associated j storage dump and determine what 

| j with an IOBLOK pointed j routine built and called DHKIOSHA 

| | to by register 10. | with IOBLOK marked as a mini-IOB 

| | However, register 10 | That routine is in error. 

j | points to an IOBLOK | 

I | that is marked as a j 

j | mini-IOB. A mini-IOB | 

| j is not allowed to exist | 

| | Outside the control cf j 

| | DMKIOS. | 


j IOS005 | DMKIOS was called to | Examine the trace table and 

I | perform I/O for a j determine who called IOS reguest- 

| | device using fixed path j ing the fixed path I/O. Either 

I j I/O. IOS is to bypass ( an incorrect call was made to 

| | using any alternate | DHKICS, RS did not point to the 

j | path to the device. The j correct real device block, or the 

| | real device block | IOE that is pointed to by R10 

j | address that was passed j was overlaid. 

j | in R8 is not the real | 

j | device address in the | 

I | IOBRADD field. | 



Figure 7. CP Abend Codes (Part 9 of 23) 



System Codes 23 



I Abend | I 

j Code j Season for Abend j Action 


| IOS006 | DMKIOS was Called to | Examine the trace table and 
| | perform 1/0 to a device | storage dump to determine what 
| j that is logically on- | routine has incorrectly altered 
I | line, but for which | either EDEVDISA or EDEVPTHS. 
I | there is no available j 
j | path online. That is, | 
| j the online path status j 
| | in EDEVP1HS does not | 
| | match the device status | 
| | indicated by BDEVBISA. | 


| IOS007 | In attempting to start | Examine the trace table to 

| | an 1/0 request, IOS | determine the sequence of events 

j | must remove all alter- | that led to two IOBs being 

j j nate path IOBs that | passed to IOS and then having 

| | exist on paths to the | both IOBs occur on the same 

j | device except the one | reguest chain. 

j j that is about to be j 

| | started. In scanning | 

j j the chain of these j 

| | IOB»s, two were net j 

| | marked as mini-IOB, | 

j j indicating two real re- | 

j j guests for the same I/O.j 


1 IOS009 | A Start I/O is attemptedl Examine the dump to determine 
1 j for a sense CCW after a | why there is no IDEBBICK address 
| j short busy sequence frcm| in ICEIOEE. 
| | a 3270. this causes thej 
| | I0BL0K to be queued. Thej 
j j IOBSBSIO is on and there) 
j j is no IDEBBLOK address | 
| j j in I0BI0EE. I 


| IOS010 | In attempting to restart| Examine the CP trace table to find 
| | pending I/O requests | upon which channel, control unit, 
| | after an I/O interrupt | and device path the I/O interrupt 
| j has made an I/O unit | occurred. Examine DHKICT and 
| j available, DMKICS finds | DMKICS logic to see why DMKIOS is 
| | that the current RCBEL0K| trying to restart I/O on a 
| | does n6t belong to the j different channel. If the trace 
I | current processor. | table shows that DMKIOS received 
| | | ccntrcl as a result of a call, 
| | | examine DMKIOS logic to see how 
j j | its internal indicators were 
| | | changed to show entry due to an 
|| | I/O interruption. 


| IDA001 | A program check occurred! locate the last IUCV instruction 
I | on the last system-ini- | frcm the trace table and deter- 
| | tiated IOCV function. | mine the type of IUCV function 
| | | reguested. Determine what IUCV 
| | | exceptions are generated by that 
|| | IUCV function (see the VM/SP 
I 1 1 System Programmers Guide) . 
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| Abend | I 

I Code j Reason for Abend j Action 


1 IOC001 | The Path ID of the tar- | locate the path description for 
j j get communicator con- | the specified path IC. Then locate 
| | tained inconsistent or | the corresponding path ID for the 
I | conflicting status | target communicator and determine 
| | flags. | why the entry has been marked 
| j | invalid. 


| IUC002 | A pending connection for| locate the path ID that was spe- 
| | the path specified could| cified to determine why no corre- 
| | not be found on the | sponding entry can be found on the 
| | pending connection | pending connection chain. 
| j chain. | 


j IDC003 | An error was encountered! locate the message block that was 
f | on a IDCV Reject for a | to be rejected or purged and de- 
| | message that is suppcsed| termine on which gueue it should 
j j to be valid but was not | be located. Search the message 
j j found on the message j gueue to determine why it could 
| | gueues. | not be located. 


| IUC004 | An error was encountered! locate the message block that was 
| | on a IOCV Purge fcr a | to be rejected or purged and de- 
| | message that is supposed! termine on which gueue it should 
| | to be valid but was net | be located. Search the message 
j | found on the message | gueue to determine why it could 
j j gueues. j not be located. 


| IUE001 | On a Receive or Test | locate the message block with the 
j | Completion, IOCV has | specified message IE and deter- 
j | located a message block | mine the path ID that it contains. 
| | on the gueue with the | Search the path description seg- 
j | specified message ID. | ment for the corresponding path 
j | The path ID in the | description and determine why the 
j | message block is invalid! entry has been marked invalid. 
) | (as returned from | 
! | DMKIDAPD) . | 


| IUG001 | On a Reject, IDCV has \ 
| i located a message blcck | 
| I on the gueue with the | 
| j specified message ID. | 
j j The path ID in the | 
j | message block is invalid! 
| j (as returned from j 
| | DMKIDAPD) . | 


| IDG002 | No room was found for a | Compare the number of current con- 
| | new path in the CCT. | nections with the number of con- 
j j When the CCT was built j nections frcm the directory. One 
j | (by the Declare Euffer j possible reason for this error is 
| | function), enough room | if the directory is modified dy- 
| | was allocated for all | namically and the connection limit 
j | possible connections. | for a user is increased, the space 
| | | that was allocated for CCT is no 
j j I longer large enough. 


| LCK001 | An OBTAIN request has | R1 contains the loekwerd address 
| | been made for a lock | at the time of the abend. In the 
j | that is held by the | PSA of the abending processor, the 
| | requesting processor. | savearea ICKSAVE contains the 
j | | return address of the caller at 
| | | offset X'38* and the entry point 
| | | address into BMK10K at 
| | | offset X*3C». 
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I Abend | | | 
| Code | Reason for Abend | Action | 


| LOK003 | A RELEASE has been | Use the supervisor eld PSW in the | 
j j issued for a lock that | PSA of the abending processor to | 
| j is not owned by the j identify the module where the | 
| | reguesting processor. | error occurred. R1 contains | 
| | DMKLOK does not get | either the lockword address (in | 
j | control for a RELEASE j the case of a global lock) or the | 

I | reguest. | address of the VMB1CK (in the casej 

II | of a VMBLOK lock) at the time of | 
I | j the abend. j 


| MCT001 | Automatic Processor | Check DMKLCKSY to determine if the| 
| | Recovery (DMKMCTPE) has | system lockword has been overlaid. | 
| | received control on the | If the attached processor owns the| 
| | main processor without | leck, check the R12 value in | 
| | the global system lock | DMKIOKSY+4 to determine who | 
| | and the lock could net | obtained the lock. The system | 
| | be obtained. | should not be in automatic | 
j j j processor recovery if the attached! 
I | I processor was in supervisor state. | 


| MHC001 | A HSSFCALL Diagnose in- | This is not an error condition. | 
| | struction was issued | If the problem persists, contact | 
| | and a nonzero condition | your system support personnel. | 
| | code was returned. | | 

I I Note: Possible cendi- | j 
| | tion codes are and 2. | | 
| | A condition code of 2 | | 
| | indicates that the MSSF | j 
| | is busy. This condition! | 
| | should not occur since | j 
| j CP never issues a re- j | 
| j guest if an interrupt | j 
| | for the MSSF is pending. | | 


| MHC002 | An unsolicited MSSF | This is an error condition, if the| 
| | interrupt has been | problem persists, contact your | 
j | received. | system support personnel. j 

I I Note: Unsolicited MSSF | | 
j | interrupts should net | | 
j j occur. | j 


| NLE001 | During execution cf a | Correct the RDEVICE macro speci- | 
| | NETWORK DUMP command, | fying the 3704 or 3705, reassem- | 
| | or during an automatic | ble the DMKBIC module, and regen- | 
| | dump of a 3704 or 3705, | erate the CP nucleus with the | 
j | the system detected suf-| corrected itodule. | 
| | ficient DASD spool | | 
| | space to contain the j | 
| | information from the | I 
| | 3704 or 3705. The MODEL | I 
| | operand of the RDEVICE | I 
| | macro describing the | | 
| | 3704 or 3705 was net | I 
| j specified correctly, j j 
j | VM/SP determines the | | 
| | storage size of a 3704 | I 
| | or 3705 by the model | | 
| | specified on the j | 
| | RDEVICE macro. | I 
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Abend 
Code 



Reason for Abend 



Action 



PGS001 



PGT001 



The resident page ccunt 
in the VMBLOK (VMPJGES) 
is reduced to a negative 
value. 



Inspect module that update 
VMPflGES for the virtual machine. 
Check the routine to determine 
why it is inconsistent with the 
number of C0ETAB1E entries 
assigned to this virtual machine. 



The number of cylinders 
in use stored in the 
allocation block 
(A10CBL0K) is less than 
the maximum hut the 
DMKPGT module was un- 
able to find available 
cylinders. 



Inspect the 
spooling a 
chored at 
on the EDEV 
guestion, 
cylinder 
(BECEICK) e 
der marked 
AICCEICK. 
cylinders 
possible th 
aiCCBICK h 
all cylind 
the updatin 
is in error 



chains cf pag 
llocation bloc 
RDEVPAGE and E 
ELCK for the de 

and verify 

allocation 

xists for each 

and allocated 
If BECELOKs f 
are missing, 
at the bit map 
as been destroy 
ers are account 
g of the count 



ing and 

ks an- 

DEVEECS 

vice in 

that a 

block 

cylin- 

in the 

or some 

it is 

in the 

ed. If 

ed for, 

field 



For FB-512 devices 
(DMKPGT is allocating on 
on an FB-512 device) the 
number of pages in use 
(ALOFUSED) is less than 
the maximum (ALOFMAX) , 
but DMKPGT could not 
find a EECBLOK contain- 
ing an available page. 



Inspect the extents of TEMP space 
stored in the AIOFBLCK. The 
AIOFBLCK has a 24-byte extension 
for each extent of TEMP space 
pages on the volume. Anchored in 
this extension are the EECEIOKs 
that describe the availability of 
each page within this extent. 
Inspect each EECBICK to see if all 
the pages in each EECBLOK are 
used. It is possible that the 
BECEICK chain or the AICEBLCK ex- 
tension has been destroyed. If 
all pages are accounted for, the 
number of available pages in all 
BECELCKs should add up to the num- 
ber of available pages stored 
in the A1CEB1CK extension 
(ALCFMUMA) . Also, the ALCFNUMA 
fields of all AIOFBLCK extensions 
should agree with the number of 
available pages described in the 
ALOIEIOK root (ALOIMAX-ALOFDSED) . 
If these ccunt fields do not 
agree, the updating logic in 
DMKEGT is in error. 
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1 Abend | 1 1 
j Code j Reason for Abend j Action j 


| PGT002 | The count of pages | If the BECEICK in guestion is in | 
1 j in a page allocation j use for paging, then locate a | 
j j block (RECBLOK) is less j SHPTAELE entry for each page | 
I | than the maximum but | represented by this EECEIOK. | 
I j the DHKPGT module was | FB-512 EECBIOKs describe the range j 
I j unable to find avail- | of page numbers in fields BECSTBT | 
I | able pages. j and BECEND. However, if the pages) 
I | | are in use for spooling, it is j 
I | I possible that the BECBIOK itself | 
I j | has been destroyed or that the up- | 
I | I dating of the use count is faulty. j 


| PGD001 | The DASD page slot | Identify the module attempting to | 
I j being released is net j release the page by means of the j 
j | marked allocated. | caller's return address and base j 

I | I register stored in BALB14 and | 
| j I EAIB12 in the BAIESAVE save area | 

II I in PSA. locate the source | 
I | | (control blcck or SHPTABIE entry) | 
|| I of the DASE address being re- | 
|j | leased to verify that they have j 
I | I not been destroyed. If the | 

I j | EASE page is in a spool file, it | 

II I is possible that the file or the j 

I | I EECEICK chain has been incorrect- | 

II | ly checkpointed and warmstarted j 
II I after a system shutdown or a j 
I j | system crash. | 


| PG0002 | The dummy RECEIOK indi- | The spool file pointers may have | 
| j eating the spooling | been destroyed while the file was | 
j | DASD pages on the cyl- j being processed, or the alloca- | 
I j inder that are to be j tion chain may be in error. A j 
I | released contains a | cold start may be necessary. If | 
I | page count greater than | feasible, use the DASD dump/ | 
I | the number of pages al- | restore program to print the DASD | 
I j located on the cyl- j areas containing the affected | 
I | inder. I file, and try to locate the in- | 
I j I correct pointers. I 


| PG0003 | k module is trying to | Dse EAIB11 and EAIE12 in the | 
I | release a DASD page | BAIESAVE save area of the PSA to j 
| j slot on a cylinder or | identify the module attempting to | 
I | FE-512 extent for which | release the page. For count-key- j 
j | no page allocation blockj data EASD, verify that the DASD j 
I | (BECBLOK) exists. | cylinder address is valid for the | 
| j | device in guestion. If it is and | 
I | | the rest of the DASD address is | 

I | | valid, verify that the cylinder is| 

II I in the dynamically allocatable j 
I j | area. For FB-512 DASD, verify j 

I | I that the page number is valid and | 

II I in the dynamically allocated area. | 
I j I If these restrictions are met, thej 
| | | the DASD page must have been used | 
j| I by mere than cne user. j 
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Abend 
Code 



Reason for Abend 



Action 



PG0004 



The last DASD 
in a EECBLOK 
deallocated b 
representing 
der in the 
allocation 
(A10CB10K) is 
rently set to 
dicating that 
inder was not 



page slot 

has been 

ut the tit 

the cylin- 

cylinder 

block 

not cur- 

cne, in- 

the cyl- 

allocated. 



The aiCCBlCK has probably been 
destroyed, or the chain pointer 
in the EDEVE1CK is in error. 



N ote: Because alloca- 
tion of pages on an 
FE-512 device does not 
use this bit map, this 
code is not applicable 
to FB-512 devices. 



PGU005 



The system's virtual 
storage buffers have 
been exhausted because 
of an excessive number 
of open spool files. 



Eeguest users to close all spool 
files that are no longer active. 



PGD006 



PEG001 



PEG002 



PBG003 



PRG004 



PEG005 



PEG006 



PRG007 



PBG008 



A module is trying to 
release a page of vir- 
tual storage in use by 
the VM/SP control pro- 
gram that has net been 
marked allocated. 



Use EALR14 
EA1ESAVE sa 
identify th 
release the 
trol tlock 
page addres 
leased. It 
address has 
pointer to 
been retain 
destroyed. 



and EALE12 in the 
ve area of the PSA to 
e module attempting to 
page. Locate the con- 
containing the virtual 
s that is being re- 
is possible that the 
been destroyed, or a 
a virtual page has 
ed after the page was 



Program check 
tion) in the 
program. 



(opera- 
contrcl 



Examine the eld PSH and identif j 
the module having the program 
check. 



Program check (privi- 
leged operation) in the 
control program. 



Program check (execute) 
in the control program. 



Program check (protec- 
tion) in the control 
program. 



Program check (address- 
ing) in the control 
program. 



Program check (specifi- 
cation) in the control 
program. 



Program check (data) in 
the control program. 



Program check (fixed- 
point overflow) in the 
control program. 
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Abend 
Code 



Reason for Abend 



Action 



PHG009 



PEG010 



PBG011 



PRG012 



PBG013 



PEG014 



PBG015 



PEG016 



PEG017 



PEG018 



PEG019 



Program check (fixed- 
point divide) in the 
control program. 



Examine the old PSW and identify 
the module having the program 
check. 



Program check (decinal 
overflow) in the ccn- 
trol program. 



Program check (decimal 
divide) in the control 
program. 



Program check (exponen- 
tial overflow) in the 
control program. 



Program check (exponen- 
tial underflow) in the 
control program. 



Program check (signifi- 
cance) in the control 
program. 



Program check (floating- 
point divide) in the 
control program. 



Program check (segment) 
in the control program. 



Program check (paging) 
in the control program. 



Program check (transla- 
tion) in the control 
program. 



Program check (special 
operation) in the con- 
trol program. 



PBG254 



A translation specifi- 
cation exception has 
been received for a 
virtual machine that is 
not in extended control 
mode. 



If the set of translation tables 
pointed to by EDNCE1 is correct, 
a hardware failure has occurred, 
possibly with dynamic address 
translation. Otherwise, call IBM 
for software support. 



PBG255 



A PEE (program event 
recording) has been re- 
ceived for a virtual 
machine that is running 
with PEE disabled in 
its virtual PSR. 



Eetry the program causing the er- 
ror; if the problem persists, 
call IBM for software support. 



PSA002 



The "System Eestart" 
console key was pressed. 
The operator normally 
takes this action when 
an unusual system con- 
dition occurs, such as 
a system loop or slow 
machine operation. 



Examine the resulting abend dump 
for a dynamic picture of the 
system's status. 
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I Abend | I 1 
I Code j Season for Abend j Action j 


I PSA003 | An unrecoverable BASE | Check the trace table for a Start | 
I | error occurred on a j I/O in the paging device with a | 
I j paging device. Or paging! condition code 3 to verify device | 
j | device is offline. | is offline. If offline, vary | 
j | j paging device online. Or check | 
I | | the unit address at hex »B9» in j 
j | j the PSA to find paging device in | 
j | j error. This is a hardware error. j 


| PSA001 | A CPO timer interrupt | Check CPSTATDS in the PSA to | 
j j occurred either while | determine whether the interrupt j 
| j the system was in a waitj occurred while in a wait state or | 
| | state or when an enable | during an enable window. If the | 
| j window was opened. j interrupt occurred while in a waitj 
| I | state (CPWAIT on in CPSTATDS), the| 
| | | timer value at the time of the | 
| j | interrupt is stored in the PSAs j 
| j j WAITEHD. If the interrupt occurredj 
|| | during an enable window (CPEX on | 
j j j in CPSTATDS) , the timer value is | 
j | | stored in the first two words of | 
| | | the PSAs TEMPSAVE. If the timer | 
| j | value is negative, it is probably | 
|| | a programming error. Try to j 
j | j determine why the timer was set j 
| j j to a negative value. If the timerj 
| | j value is positive, obtain hardwarej 
j | | support to determine why the j 
j j I interrupt occurred. j 


j PTE002 | A program is attempting | Dse the values of register 14 and j 
| j to unlock a page frame | register 12 at the time of the | 
I j whose address exceeds j abend to identify the module j 
| | real storage size. | attempting to unlock the page | 
jj | frame. Check for the source of thej 
I | | invalid address. j 


I PTB003 | A program is attempting j j 
j j to unlock a real stor- j j 
I | age page frame whose | j 
j | COETABLE entry is net j j 
j j flagged as locked. j I 


I PTB004 | The lock count in the | Check the routines that update | 
j j COETABLE entry for the | the lock count field and COETABIE j 
| | page frame being un- | entry. I 
j | locked has been decre- j j 
I j mented to a value that | I 
| | is less than 0. | j 


| PTB007 | DMKFBE requested a page | Examine the dump fcr one of the j 
I | for fixed free storage | following conditions: | 
| j but DMKPTE determined j 1. Excessive amounts of free j 
j j that there were no | storage have been allocated by | 
j | pages left in the dy- | CP and not released via j 
j j namic paging area. j DHFIBET. look for blocks of j 
j j I identical data and determine j 
| | | which modules built that data. | 
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I Abend | I 

I Code | Eeason for Abend j Action 


| PTE007 | | 2. A block of " storage greater 
| (cont.) | I than 4096 bytes was requested, 
j j | Bequests for large blocks of 
| | | free storage reguire contig- 
| | | uous pages from DMKPTB and as 
|| | a result have a higher prob- 

I | | ability of failure than re- 
| j j quests for one page or less. 

II | If possible, change the appli- 
| | | cation to reduce the size of 
I | | storage requests. Otherwise, 
|| j schedule the application when 
| | | storage is less fragmented. 


| PTE008 | A CORTABLE entry on the | Pages on the free list should not 
| | free list points to a | contain valid PTEs. Examine the 
| | valid PTE (page table | dump to determine which module 
| j entry) , but the page is | called DMKETEFB. The module that 
| | allocated. I called EMKJTEFE probably contains 
|| | an error. 


| PTR010 | The count of the numler | Ihe field EMKPTBEC contains the 
| | of resident reserved | number of reserved pages. 
| | pages was incorrectly | DMKETEEC must always be less than 
| | decremented so that the | BKKESPNP. Check the routines that 
| | count is now less than j update these two count fields 
I | zero. | (DMKDSPNP and DHKPTEEC) . 


| PTR011 j A COETABLE entry to be | Pages to be put on the free list 
| j placed on the free list | should not contain valid PTEs. 
| | points to a valid PTE | Examine the dump to determine why 
j | (page table entry) , but j the page was not marked invalid 
| | the page is allocated, j before the call to EMKPTBFT. 
| | An abend occurs trying | 
| | to honor a deferred re- | 
| | quest. | 


| PTE012 | A CORTABLE entry to be | Pages on the IBEELIST should 
| j placed on the free list j net contain valid PTEs. Examine 
| | points to a valid PTE | the dump to determine which module 
| | (page table entry), but | called DMKPIBFT, it probably 
j j the page is allocated. j contains an error. 


| PTE014 | DMKPRTFT was called to | A page that is already on the 
| | put a page on the FREE- j EEEE1IST should not be specified 
| | LIST that is already en | in a call tc EMKPTBFT. Check the 
| | the FEEELIST. | FBEELIST and flush list for valid- 
I j j ity. Restart the system and, if 
| | | the problem persists, call IBM for 
| | j software support. 


| PTB015 | The core table entry for| Examine the storage dump to deter- 
| j a flush list page does j mine either how the page was 
| | not contain a page tablej placed on the flush list without 
| j pointer. | a PTE pointer or what module sub- 
I | | sequently modified the core table 
I I I entry. 


j PTE018 | The resident page count | Inspect modules that update 
| | in the VMBLOK (VMPAGES) | VHPAGES for the virtual machine. 
| | is reduced to a negativel Examine the routine to determine 
| | value. | why it is inconsistent with the 
I | | number of CORTABLE entries 
I | | assigned to this virtual machine. 
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I Abend | I 1 
j Code | Eeason for Abend | Action | 


| PTE021 | PTE was entered without | Examine the SAVEABEA pointed to | 
| j the global system lock, | by E13 to determine why PTE was | 
| | but the VHBLOK already | called without the global system | 
| | has its deferred task | lock. I 
I j stacked. Some error hasj I 
| j occurred in failing tc j I 
| | obtain the global | . "^ | 
| j system lock. j j 


| HNH001 | An unrecoverable I/C | Betry. If the problem persists, | 
I | error occurred during | ensure that the 3704/3705 and j 
I | read or write for the | channel hardware are functioning j 
| | 3704/3705. Status | correctly. I 
j j indicates program j I 
I | failure. | I 


| BNH002 | A response that should | Verify that the 3704/3705 NCP is | 
| | not occur was received j operating correctly. Use the j 
| | from the 3704/3705 | HETWCEK TBACE command to deter- | 
j | control program. j mine the exact cause of the re- j 
I | j sponse. j 


I BPA001 | The virtual address | The virtual storage belongs ei- | 
| j supplied to DMKBPAGT is j ther to the user whose VHBLOK is j 
j | outside of the virtual | pointed to by B11 or, if B2 | 
j j storage being refer- j in the SAVEABEA indicates a PAEM | 
j | enced. j of SYSTEM, to the system VHBLOK. j 


| EPA002 | The virtual address | means of the return address and | 
| | supplied to DHKEPAPl is j base register saved in the j 
| | outside of the virtual | SAVEABEA pointed to ty E13. If | 
| | storage being refer- j the virtual address was obtained j 
| | enced. j from the system's virtual stor- | 
| | | age, examine the virtual page | 

I j | allocation routine, DMKPTBVG. If | 

II | the virtual page refers to a j 
|| | user's storage, attempt to iden- | 
| j | tify the routine that generated | 
I | I the incorrect address. Verify | 
I | I that the VHSIZE in the relevant | 
I j I VHBICK reflects the correct j 
j j j storage size for the system or | 
I | I user being referenced. j 


I BPA003 | The user page count in | A module has attempted to release | 
I j the VMBLOK became nega- | more pages than it originally | 
I | tive. | received. The module that last j 
I | | called DHKBPA is probably the j 
I | I module in error. I 


| SCH001 | The total number of | The field SCHN1 is the count of | 
j | interactive users plus | the number of interactive users | 
I | batch users in the | and the field SCHN2 is the count | 
j j scheduler's queue is j of the number of batch users. | 
| j less than zero. A j Check the routines that update j 
| | counter was probably j these two count fields (SCHS1 and | 
I j decremented incorrect- j SCHK2) to determine why their sum | 
I j ly. | was negative. | 


| SCH002 | A call was made to | Examine the registers in BALBSAVE j 
| | DHKSCHDL that resulted | tc find the caller DHKSCHDL. See | 
| | in an attempt to drop a | why the caller did not hold the | 
| | user from a runatle | global system lock. | 
| | list, but the global | I 
| | system lock was not held| I 
I j by the caller. j j 
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I Abend | 1 I 
j Code | Reason for Abend j Action j 


I SCN001 | The VDEVLINK chain is | IPI tc restart. If the problem | 
i | invalid. A VBEVELOK | persists, examine the VDEVBIOKs | 
I | has a link field that j in the link chain as well as the j 
I | points to another | one whose link field points into | 
I | VDEVBIOK associated | the chain but is not in the | 
j j with the same real j chain. Determine what the owner j 
I j device. The first | of the VDEVB1CK was doing at the j 
| | VDEVBIOK is net pointed | time. I 
j j to by any other link | j 
I | field in the chain. j j 


| SCN002 | EDEVDISA equals zero | Check trace table for activity j 
| | but DMKSCNEP can find | to the device. Try to determine | 
j | no online path to the | why BBEVPA3HS has no online paths | 
| | device. I yet EEEVDISA indicates that the | 
i | I device is online. I 


| SEG001 | The page wait count in | Inspect modules that update j 
| | VMBLOC (VMWCNT) is | VM1.CNT. Determine which module | 
| | reduced to a negative j decreased VMWCNT without a | 
j | value. I corresponding increment. j 


| STF001 | DMKSTK was attempting to| Verify that the counters in the J 
I | stack an IOBLOK, a TEQ- | VMBIOK reflects the correct number! 
| | BIOK, or a CPEXEICK for | of EICKs stacked for this virtual J 
| | a particular virtual | machine. If they do not, determine! 
| | machine and the counter | who has overlaid either VMSTKCNT | 
! | in the VMBIOK overflcwedl (the count of IOBIOKs, TEQEIOKs, | 
I | its half-word boundary j and ncrmal CPEXELOKs) or VMPBBCT | 
I I making the counter I (the count of processor related | 
I J appear negative. Since | CPEXBlOKs). If the VBBIOK counters! 
| | this will happen only | "are accurate, identify the caller | 
j j when the counter exceeds! of DMKSTK by looking in SWTHSAVE j 
| | 32,767, the probable | in the PSA of the abending proces-| 
I | cause of this error is | sor. The E14 value in the saveareal 
I | either a program leep | contains the return address of the| 
| | that includes the | caller of DMKSTK. I 
| | stacking of a CPEXBICK, j | 
| | ICBIOK or TEQEIOK, or | | 
| | an overlay of the | I 
| | VMBIOK. I I 


| STE001 | LEA gets a translation | If the problem persists, obtain a | 
| j or length condition ccde| dump and call IBB fcr software j 
I | for a valid page. | support. j 


I STB003 | An attempt is being madej j 
| j to migrate a table into j j 
j | storage for a segment | I 
| j that is already valid, j j 


| STB004 | An attempt is being made! I 
| j to bring a page into | I 
j | storage that does net | I 
i | exist. I I 


| STB007 | The save area stack | j 
| | chain is invalid or the | j 
| | specific request could | I 
| I not be found on the | I 
I | chain. I I 
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| Abend | | 

| Code j Season for Abend j Action 


| SVC001 | No free storage is | Try to identify the extreme load 
| | available for save | condition that caused the prob- 
| I areas. | lem. If the storage requests are 
| | | valid and the problem occurs 
| | | regularly, alter the DMKCPI module 
II I to allocate more than six pages 
|| I of free storage per 256K bytes 
II | of storage. 


| SVC002 | A supervisor state SVC | Use the supervisor eld PSW in the 
| | was issued without the | PSA of the abending processor to 
| | global system lock. | identify the module that issued 
| | | the SVC without the system lock. 


| SVC003 | An unrecoverable EASE | In most cases, location X'E^ will 
| | I/O error occurred en a | contain the unit address of the 
j | paging device. | failing device. For certain 
| | | errors it may be necessary to 
|| | scan the trace table (from the 
j | | current entry) looking for an I/C 
| | | interrupt froi a paging device 
I | I with a CSw error. Call IBM for 
| | | hardware support. 


| SVC004 | Error in SVC 24 CPEXELOKI Examine the internal trace table 

| | maintenance. An SVC 24 | to determine why the two preal- 

| | has been issued during j located SWITCH CPEXBICKs have not 

| | the EXTEND process. | been dequeued. 

| | There is no preallocatedl 

j j CPEXBIOK available for | 

| | use by SVC 24. Most | 

I | likely the system is j 

| | attempting to enter | 

| | EXTEND while already | 

| | performing EXTEND | 

| | processing. | 


| TDK001 | A program is attempting | Verify that E8 points to a 
j | to deallocate a cylin- | EDEVB10K for a CP-cwned volume. 
| | der or FB-512 extent (s) | If it does not, the error may 
j | of T-disk space fcr j originate in the calling program. 
| | which no cylinder | Identify the caller by the return 
j j allocation block | address and base register in the 
| | (ALOCBLOK) exists. | SAVEAEEA pointed to by B13, and 
| | For FB-512 devices, the | try to idenify the source of the 
| | allocation control blcck| incorrect BDEVELOK address. If 
| | is called ALOFELOK. | the EEEVBLOK is valid, it may be 


| TDK002 | A program is attempting | is incorrect. The VDEVBLCK for 
j | to deallocate cylin- | the device for which the T-disk 
| | der (s) of T-disk space | was defined may have been de- 
| | that are not marked al- | strcyed. If the cylinder number 
I | located. | appears valid, examine the allo- 
| j | cation record on the real volume 
|| I by running DMKFMT {Format 
| | | program) , invoking the ALLOCATE 
| | | option without allocating any new 
| | | space. If the output shows that 
I | | deallccated cylinder falls within 
|| | an area defined for T-disk allo- 
|| | caticn, the ALOCBICK or ALOFBLOK 
|| | chained to the BDEVELOK may be 
I | | destroyed. 
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I Abend | I 

j Code | Season for Abend | Action 


| DDE001 | The user directory mod- | Use the DASE Lump Eestore program 
| j ule is looping trying | to print the UDIBBICK page buf- 
| | to read all of the j fers from the directory device. 
I | TJDIBBLOK page buffers | Determine whether the chain point- 
| | from the directory de- | ers are valid, 
j | vice, or a directory | 
j | containing over 10,816 | 
j | users was loaded. j 


| UDB002 | The resident page count | Inspect modules that update 
| | in the VMBLOK (VMPAGES) | VMPAGES for the virtual machine. 
| | is reduced to a negative! Check the routine to determine 
| | value. | why it is inconsistent with the 
j | | number of CCETAB1E entries 
| | | assigned to this virtual machine. 


| VCX001 | DMKVCX issues this abend| Check the IDCV paths and SUA CCW 

| | if the Inter-Dser Com- j control blocks to determine what 

| | munication Vehicle | is in error. 

| | (IUCV) paths for SMA | 

| j Console Communications | 

| | Services (SNA CCS) are | 

| | invalid. I 


| VCX002 | DMKVCX issues this abend| Examine the control block struc- 
| j if SNA Console Communi- | ture and SNA CCS trace table 
| | cations Services (SNA | entry for the abend to determine 
| | CCS) control block | what is in error, 
j | structure is invalid. | 


| VDE003 | The DASD link chain is | IPI tc restart. If the problem 
| | invalid. In the case cf j persists, examine the EDEVSYS 
j j minidisks, attaching a | flag. If the EDEVSYS flag is off, 
| | minidisk that points tc | the problem is especially seri- 
| | an BDEVBLOK whose count | ous; print and examine the dump. 
| | of users is already ze- | Examine the VDEVBLOK and BDEVBLCK 
| j ro causes this abend. | checking the link chain. 


| VDS001 | A virtual device def- | Examine the virtual blocks for 

i | inition has been re- | the existing links to the mini- 

I j guested for a minidisk | disk and determine why the 

j I that is already defined | existing virtual device block 

| | to the system (either | pointed to by E3 does not point 

j | as a different device j to a VEEBLCK. 

| | to the user or a device j 

| | to another user en the | 

j j system) . The directory | 

j j indicates that the | 

| | minidisk uses the | 

| | virtual reserve release | 

| | logic, but there is nc j 

| | existing VEEBICK. | 
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| Abend | j 

1 Code j Reason for Abend | Action 


| VI0002 | DMKSCNVU was unable tc | Verify that the unit address in 
| | locate all of the vir- | the field ICBVADD in the IOBIOK 
| j tual I/O control blocks | pointed to by B10 is valid for 
| | for the virtual unit | the user who initiated the I/O. 
j | address associated with | The field IOBOSER contains the 
| j the interrupt just j address of the user's VMBIOK. If 
| | stacked. | the address is valid, the integ- 
I | I rity of the user's virtual I/O 
j j j configuration has probably been 
I | | been destroyed. If the address is 
I I | net valid, the IOELCK has been 

I | I altered, or was built incorrectly 

II I in the first place. 


| VIO003 | DMKIOS has returned an | Condition code 2 shculd never be 
| | IOBLOK indicating a | returned to the virtual I/O in- 
l | condition code of 2 was | terrupt handler. Its presence 
| J received from the STAET | indicates either a failure in the 
| | I/O for the operation. | I/O supervisor (DMKIOS) , or that 
I j I the status field in the IOBLOK 
| | | (IOESTAT) has been destroyed. 


| VMA008 | The resident page count | Inspect modules that update 
| | in the VMBLOK (VMPAGES) | VMESGES for the virtual machine. 
| | is reduced to a negativel Check the routine to determine 
| | value. | why it is inconsistent with the 
| | | number of CCBTABLI entries 
| | | assigned to this virtual machine. 


| VME001 | The dump chain anchored | Initialize the system to restart. 
| | DMKESPDP has lost the | If the problem persists, notify 
j | inprocess VMDUMP. j the system programmer. 


| VSP001 | The virtual spooling | Verify that the unit address 
| | manager could net lc- j (IOEVADD) in the ICBLCK is valid. 
| | cate all virtual con— | If the address is valid, the in— 
| | trol blocks for an in— | tegrity of the virtual I/O con— 
| j terrupting unit. j figuration has probably been de— 
| | | strcyed. If the address is not 
|| | valid, the ICBIOK has been al— 
| | I tered or was built incorrectly. 


| VSE001 | DMKVSRID was called to | Determine the caller of DMKVSBLD 
j j analyze a 3800 op-ccde | and see why it was called when 
| | and the CCW op-code in | VSPCCH could not be handled by 
| | VSPCCW was not a valid | this module. 
| | 3800 Load CCW. | 
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CMS Abend Codes 

USEE ACTION 

When a CHS abend occurs, you can either: 

1. Enter DEBUG mode and issue the DUMP 
subcommand, or 



2. 



Get a CP read on your terminal, cr type 
#cp, and issue the DUMP ccmmand. 



Either of these actions causes a dump of storage 
to be performed. Do not issue the DUMP ccmmand 
in CHS mode, because abend processing will take 
place before the dump is performed and the 
indications of the error will be lost. lest. 



Save the console sheet. If you are using a 
display terminal as your virtual console, 
it is a good idea to sped your console 
output to the printer by issuing the CP 
command SPOOL CONSOLE STJ1ET either at the 
start of the session or by having the 
command in your PROFILE EXIC. Then if a 



problem does arise, a copy of your terminal 
activity is a problem does arise, a copy of 
your terminal activity is available for 
reference. If the session is uneventful, 
the resulting printer file can be purged. 



4. After the DUMP command is executed, the 
system automatically initiates recovery 
procedures, so it should not be necessary 
to IPL CHS again. If, however, an error 
message is displayed indicating that error 
recovery has failed, you should 
reinitialize (via IPL) CMS. 



5. To report a CHS problem, give the dump, the 
console sheet (or printed console file, if 
it was spooled) , and copies of the CHS 
files involved to system support personnel. 



Figure 8 lists the CHS abend codes and the 
modules that issue them, the cause of the 
abnormal termination, and the action the user 
should take to recover and continue. 
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I Abend | Nodule | I I 
I Code j Name j Cause of Abend j Action j 


I 001 | DMSSCT | The problem program encoun- | Hessage DMSSCT120S | 
I I j tered an input/cutput error | indicates the possible I 
I j | processing an OS macro. | cause of the error. | 
I | | Either the associated DC6 | Examine the error | 
j | | did not have a SYNAD rou- j message and take the j 
I | | tine specified or the I/O | action indicated. j 
I | | error was encountered | I 
I | | processing an OS CICSE | j 
I | | macro. j j 


I 034 I DMSVIP | The problem urogram encoun- 1 Befer to the VSE/VSAM 1 
1 1 1 tered an I/O error while 1 Messaaes and Codes to 1 
I | | processing a VSAM action | determine the cause of | 
I | | macro under VSE/AF for | the VSAM error. | 
1 | | which there is no OS equi- | j 
I | | valent. An internal error | j 
I | | occurred in a VSE/VSAM rcu- j 1 
I | | tine. j j 


I OCx | DMSITP | The specified hardware ex- | Type DEEOG to examine j 
I | | ception occurred at a spe- | the PSH and registers j 
| | | cified location. "x n is j at the time of the | 
j j | the type of exception: j exception. j 
1 1 1 x Tyjae j 1 
I | | IMPBECISE | I 
I | | 1 OPEBATION | | 
| | | 2 PBIVIIEGED CPEBATICN | I 
I | | 3 EXECUTE | I 
| | | 4 PEOTECTION | I 
| | | 5 ADDBESSING | I 
I | | 6 SPECIFICATION | I 
| | | 7 DECIMAI DATA | I 
I | | 8 FIXED-POINT OVEBFICH | I 
| | | 9 FIXED-POINT DIVIDE | I 
I | | A DECIMAL OVEBFL0H | I 
I | |B DECIHAI DIVIDE | I 
| | | C EXPONENT OVEBFICH | I 
| | |D EXPONENT 0NDEBFIOW | I 
| | |E SIGNIFICANCE | I 
| | |F FLOATING-PCINT DIVIDE | I 


I OFO | DMSITS | Insufficient free storage | If the abend was | 
I | | is available to allocate a j caused by an error in j 
| | j save area for an SVC call. | the application pro- | 
III j gram, correct it; if | 
III | not, use the CP DEFINE | 
III | command to increase j 
III I the size of virtual j 
III I storage and then re- | 
III I start CMS. | 


| 0F1 | DMSITS | An invalid half word code is | Enter D1E0G and type | 
j j I associated with SVC 203. | GO. Execution conti- | 
III I nues. I 
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| Abend | Module i I 1 
| Code | Name | Cause of Abend | Action | 


| 0F2 | DMSITS | The CMS nesting level of 20 | None. Abend recovery | 
j | | has been exceeded. j takes place when the | 
III | next command is en- | 
III I tered. I 


| 0F3 | DMSITS | CMS SVC (202 or 203) in- | Enter DEBUG and type | 
| | | struction was executed and | GO. Control returns to | 
| | | provision was made for an j the point to which a | 
| | | error return from the rou- | normal return would | 
I | | tine processing the SVC. | have been made. | 


| 0F4 | DMSITS | The DMSKEY key stack over- | Enter DEBUG and type | 
I | | flowed. | GO. Execution conti- | 
III | nues and the DMSKEY | 
III | macro is ignored. | 


| 0F5 | DMSITS | The DMSKEY key stack under- | I 
I j | flowed. | | 


| 0F6 | DMSITS | The DMSKEY key stack was | Enter DEBUG and type | 
| | | not empty when control re- | GO. Control returns | 
j | | turned from a command or | from the command or I 
I j | function. | function as if the key | 
III I stack had been empty. | 


| 0F7 | DMSFEE | Occurs when TYPCALH-SVC | When a system abend | 
j | | (the default) is specified | occurs, use DEBUG to | 
I | 1 in the DMSFEEE or DMSFRET | attempt recovery. | 
I j | macro. | | 


| 0F8 | DMSFES | Occurs when TYPCALL=BALR is | When a system abend | 
I 1 j specified in the DMSFREE or | occurs, use DEBUG to | 
I | | DMSFRET Macro devices. | attempt recovery. | 


| 101 | DMSSVN | The wait count specified in | Examine the program | 
I | | an OS WAIT macro was larger | for excessive wait | 
I | j than the number of ECBs j count specification. | 
I | | specified. I | 


j 104 | DMSVIB | The OS interface to | See the additional er- | 
I | I VSE/VSAM is unable to con- j ror message accompany- | 
| J | tinue execution of the | ing the abend message, | 
I | I problem program. I correct the error, and | 
III | reexecute the program. | 
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Abend | Module | 1 1 
Code | Name | Cause of Abend | Action j 


155 | DMSSLN | Error during LOADMOD after | See the last LOADMOD | 
I | an OS LINK, LOAD, XCTL, or | (DMSMOD) error message | 
| | ATTACH. The compiler switch | for error description. | 
| | is on. | In the case of an I/O | 
| | j error, recreate the | 

I | | module. If the module | 

II | is missing, create it. | 


15A | DMSSLN | Severe error during load | See last LOAD error | 
j I (phase not found) after an j message (DMSLIO) for j 
| i OS LINK, LOAD, XCTL, or | the error description. | 
| | ATTACH. The compiler switch | In the case of an I/O | 
| | is on. | error, recreate the | 
| | | text deck or TXTLIB. | 
|| I If either is missing, | 
|| | create it. | 


174 l DMSVIB | The OS interface to | See the additional er- | 
j j VSE/VSAM is unable to con- | ror message accompany- j 
| | tinue execution of the | ing the abend message, | 
j | problem program. j correct the error, and | 
| | j reexecute the program. | 


177 | DMSVIB | The OS interface to | I 
| DMSVIP | VSE/VSAM is unable to con- | I 
| | tinue execution of the | I 
| | problem program. | I 


200 | DMSSFF | There is an error in the | Find out what caused | 
| I overlay process. | the error and rerun the| 
|| I job. j 


240 | DMSSVT | No work area was provided | Check RDJFCB specifi- l 
| | in the parameter list for | cation. | 
j j an OS EDJFCB macro. j I 


400 | DMSSVT | An invalid or unsupported | Examine program for | 
| j form of the OS XDAP macro | unsupported XDAP macro | 
| | was issued by the problem | or for SVC 0. | 
| | program. | I 


500 | DMSTLB | A block count error was | Find out what caused | 
j | detected when reading a SL I the block count error. | 
| | tape. User replied 'cancel' | Then reload CMS and re-| 
| | to message 425K or the | run the job. | 
| j user's program contained a j 1 
| | block count error routine | 1 
| | that returned a code of | I 
| | under OS simulation. | 1 


704 | DMSSMN | An OS GETMAIN macro (SVC 4) | Change the program so | 
| | was issued specifying the | that it specifies | 
j | LC or LO operand. These | allocation of only one j 
| | operands are not supported | area at a time. | 
| | by CMS. | 1 
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I Abend | nodule | I I 
I Code j Name | Cause of Abend | Action j 


| 705 | DHSSMN | An OS UEEMAIN macro j Change the program sc | 
II | (SVC 5) was issued specify- j that it specifies the | 
(j | ing the I operand. This j release of only one j 
j | | operand is not supported by | area at a time. j 
I | | CHS. | I 


I %804 | DHSSHN | An OS GETHAIH macro (804 - | Check the program for | 
| 80A | | SVC 4, 80A - SVC 10) was | a Valid GETNAIN re- I 
j | | issued that requested ei- | quest. If more storage j 
| j | ther zero bytes of storage, | was requested than was j 
I j | or more storage than was | available, increase | 
| | | available. | the size of the virtu- j 
III | al machine and retry. | 
III I If you ran out of stor-j 
III | age while trying to j 
III i acquire a large GETHAINI 
III | area, and your virtual | 
III j machine size is above j 
III | the start of the CHS | 
III I nucleus, you should | 
III I IPL a CHS system gener-| 
III j ated at a higher virt- | 
III | ual address that the | 
III j cne you are using. If | 
III | the save system CHSL is| 
III I available, IPL it, if | 
III | not, contact your sys- | 
III I tern support personnel. | 


I 905 | DHSSHN | An OS FBEEHAIN macro (SC5 - | Check the program for | 
| 90A | | SVC 5, 90 A - SVC 10) was | a valid EHEEMAIN re- | 
|| | issued specifying an area | quest; the address may | 
| | | to be released whose ad- | have been incorrectly j 
I | | dress was not en a double- | specified or modified. | 
j | | word boundary. I I 


| A05 I DHSSHN | An OS ESEEHAIN macro (A05 - | I 
| A0A | | SVC 5, A0A - SVC 10) was | | 
j | | issued specifying an area j j 
I | | to be released which over- | 1 
I | | laps an existing free area, j I 



figure 8. CHS Abend Codes (Part 4 of 4) 
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Control Program (CP) Messages 



001E ?CP: command 

Explana tion ; The command specified is not a 
valid CP command, or a valid CP command was 
entered prior to logging en to VM/SP. 

User Action ; Reissue the command in full, 
or in the proper abbreviated form. 



002E INVALID OPERAND - operand 

Explanation ; One of the operands was 
incorrectly specified. Ihis message is also 
displayed if a MONITOR STOP command is 
issued while data collection is inactive, 
or if a MONITOR START command is issued and 
data collection is already in progress. 



User Action; Reissue 
valid operand. 



the command with a 



003E INVALID OPTION - option 

Explanation ; One cf the options was 
incorrectly specified or is invalid with 
the particular variation of the command. 
The option may be shorter than the minimum 
abbreviation reguired. 

Dser A ctio n; Reissue the command with a 
valid option. 



• If the NOTREADY command is issued for a 
device other than a spooled unit record 
or console device. 

• If the device specified with a READY 
command is a virtual channel-to-channel 
adapter that has not yet been attached 
via the COUPLE command to another 
device. The virtual CTCA can be made 
ready only by issuing the COUPLE 
command. 

• The user has issued a SET VMSAVE command 
for a DASD type with the volid specified 
in the NAMESYS macro. Module DMKSNT is 
not supported for this function. 

• The operator attempted to set TERMINAL 
CONMODE 3270, BREAKIN, SCRNSAVE, or 
BRKKEY on a console that is not a local 
non-SNA display unit with a 3270 
compatible command set. 

• The operator attempted to set TERMINAL 
CONMODE, EREAKIN, SCRNSAVE, or BRKKEY 
without a virtual console defined. 

fiser Ac tion ; Reissue the command; with a 
valid device type. For some of the 
reguests, there can be no user action 
iecause a real device does not allow the 
option specified. 



004E INVALID HEXLOC - operand 

Explanation; The hexadecimal location is 
incorrect because of nonhexadecimal data in 
the operand or the operand is longer than 
six characters. If the operand was not a 
hexadecimal location, it was misspelled. 

User Action ; Reissue the command; specify 
the operand correctly. 



005E INVALID HEXDATA - hexdata 

Ex planation ; The hexadecimal data supplied 
either contains nonhexadecimal characters 
or is longer than eight characters. 

User Action ; Reissue the command; specify 
the hexadecimal data. 



006E INVALID DEVICE TYPE - addr 

Explanation ; The device type specified is 
not recognized as a valid CP device, or it 
is incorrect for the function re guested. 
Examples of conditions that cause this 
message to be displayed are: 

• If a teletypewriter terminal user issues 
a TERMINAL APL ON command. 



007E INVALID USERID - userid 

Explana tion; The userid contains more than 
eight characters. 

Dser Acti on; Reissue the command with a 
valid userid. 



008E INVALID SPOOLID - spoolid 

Explanatio n; The spoolid specified was not 
a valid decimal number, or it was larger 
than four digits. 



£.§§.£ Action; Reissue 
valid spoolid number. 



the command with a 



009E INVALID RANGE - range 

E xplanatio n; The range of addresses or 
registers specified is incorrect. For 
instance, the end address may be smaller 
than the starting address, too many ranges 
were specified, or the number of pages to 
be locked may be equal to or greater than 
the number of pages available in the 
dynamic paging portion of real storage. 



D se r Action; 
the range. 



Reissue the command; specify 
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010E INVALID REGISTER - register 

Explanation ; The register specified is not 
in the range through 15 or hexadecimal 
through F, or the register specified is not 
0, 2, 4, or 6 for a floating-point 
register. 

U ser Action ; Reissue the command; specify a 
valid register. 



01 1E INVALID DEVICE TYPE - userid vaddr 

Ex planation ; The device type is invalid. If 
this is a DIAL command, the device 
specified is not a virtual low speed line. 
If this is the COUPLE command, the device 
that was specified is net a virtual 
channel-to-channel adapter. 

User Action ; Ensure that the device is the 
correct type for the function, and reissue 
the command. 



01 2E INVALID PSW - psw 

Expla nat ion; The PSW (program status word) 
specified by the STORE command is invalid. 
An invalid PSW is one where: 



014E TAPE raddr DUMP TAPE CAPACITY EXCEEDED 

Expl ana t ion ; Cn the SPTAPE command with the 
DUMP option, the tape defined by raddr has 
reached end-of-reel before all spool files 
were dumped. 

System Action ; The tape is file marked at 
the last complete spool file, the tape is 
unloaded and the command is terminated. 

User Action; Use a larger tape reel or dump 
by spool class or type. 



017E INSUFFICIENT 
AND REDIAI 



SCREEN SPACE 



CLEAR SCREEN 



Expla nation ; A DIAL command was issued from 
a local 3270 terminal with an insufficient 
number of lines left on the screen to 
display the command and resulting message. 
If allowed to proceed, the terminal would 
go into a holding state. This would tie up 
the terminal, because the processing of 
DIAL disables the terminal from unsolicited 
interrupts, thereby preventing the release 
of the holding state. 

fiser A ction ; Clear the screen and then 
reissue the command. 



• The virtual machine is operating in 
extended control mode and some of the 
bits that are defined ty the 
architecture to be zero have been turned 
on, or 

• The virtual machine is operating in 
basic control mede, and the extended 
control mode bit has been specified. 

Us er Action: Change the PSW to a valid 
format for the mode of the virtual machine. 
If this is not done, attempting tc run the 
virtual machine with an invalid PSW causes 
an invalid PSW message to te issued from 
the CP dispatcher. 



013E CONFLICTING OPTION - option 

Explanation: This message occurs when: 

• The same option is specified twice in 
the same command, or 

• The function reguired by the given 
option is incompatible with a previously 
specified operand. 

• DSS was specified in a VMDUMP command 
but no discontiguous segments exist. 

• The function requested is incompatible 
with the system. 

Us er Action; Consult the VM/SP CP C omman d 
Reference f or Gene ral Users for the correct 
specification of the command and the 
allowed options, and reissue the command. 



020E USERID MISSING OR INVALID 

Explanatio n: The userid is either missing 
or invalid. It may be longer than eight 
characters. This message is also issued if 
a user who does not have privilege class D 
issues the command QUERY FILES CLASS x 
userid, because the userid operand is valid 
only for class D users. 



User Ac tion ; Reissue 
valid userid. 



the command with a 



021E RADDR MISSING OR INVALID 

Explanation : The real device address is 
either missing or invalid. An invalid 
device address is more than three 
characters long or contains nonhexadecimal 
characters. 



User Action: Reissue the 
valid real device address. 



022E VADDR MISSING OR INVALID 



command with a 



Expl anation ; The virtual device address is 
either missing or invalid. An invalid 
virtual device address either: 

• Is longer than three characters, or 

• Contains nonhexadecimal data, or 

• Is greater than X'SFF' for a virtual 
machine running in basic control mode, 
or 

• Is associated with an unsupported device 
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type (specified in 
vaddr) . 



the command IPX 028E CLASS HISSING OB INVALID 



User Action ; Reissue the command with 
valid virtual device address. 



023E VOLID MISSING OB INVALID 

Explanation: The volume identification is 
either missing or invalid. A volid longer 
than six characters is considered invalid. 



E xplanatio n: The class value is either 
missing or invalid. An invalid class is one 
that is not in the range A through Z or 
through 9. 

User Action: Beissue the command with a 
valid class. 



029E FNAME FTYPE MISSING OB INVALID 



tJs.gr a ctio n: Beissue the command with a 
valid volume identification. 



024E {CYLS|BLKS|FOBM NUMBEB} MISSING OB INVALID 

Explanation: The number of cylinders (or 
blocks if FB-512) must be specified with 
the command, but it is missing or invalid. 
An invalid cylinder specification is one 
that is four or more characters, cr larger 
than the maximum number of cylinders 
available on the device type specified. An 
invalid block number specification is one 
that is seven or more characters, or larger 
than the maximum number of blocks on the 
device type specified. If 'FOBM NUMBEB' 
appears in the message text, the form 
number following the FCBM keyword is 
missing or it is over 8 characters long. 

User Action: Beissue the command; specif j 
the number of cylinders, blocks, or form 
number correctly. 



025E STOBAGE MISSING OB INVALID 

Explanation: The amount of storage is 
either missing or invalid. An invalid 
storage specification contains invalid 
digits or does not end with the letter K or 
H. 

User Action : Beissue the command; specify 
the storage reguirement. 



026E OPEBAND MISSING OB INVALID 



Explanation: The filename and/or filetype 
is missing or invalid. An invalid filename 
is larger than 24 characters. An invalid 
filetype is larger than eight characters 
if the filename is eight characters or 
less. 

User Actio n: Beissue the command; specify 
the reguired filename and/or filetype. 



030E COPIES MISSING OB INVALID 

Expl a nation : The operand that specifies the 

number of copies is either missing or 

invalid. An invalid copy specification is 
nondecimal or greater than 99. 

fi£§£ Action: Beissue the command; specify 
the reguired number of copies. 



031E EUFFEB MISSING OB INVALID 

Explanation : The reguired buffer name is 
either missing or invalid. An invalid 
buffer name is longer than eight 
characters. 



User Action: Beissue 
valid buffer name. 



the command with a 



032E DISTCODE MISSING OB INVALID 

E xplanation : The distribution code is 

either missing or invalid. An invalid 

distribution code is longer than eight 
characters. 



Explanation: A reguired operand is either 
missing or invalid. 

User A ctio n: Beissue the command with a 
valid operand. 



027E SPOOLID MISSING OB INVALID 

Ex pl anation: The command reguires that a 
spoolid be supplied, but it is either 
missing or invalid. An invalid spoolid is 
one that contains nondecimal characters. 

User Action: Beissue the command with a 
valid spoolid. 



User Action: Beissue the 
valid distribution code. 



033E HEXLOC MISSING OB INVALID 



command with a 



Explanation: The hexadecimal location is 
either missing or invalid. An invalid 
hexadecimal location is one that contains 
nonhexadecimal characters or is longer than 
six characters. 

User Actio n: Beissue the command with a 
valid hexadecimal location. 
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034E CHANNEL MISSING OE INVALID 

Explanation; The channel number is either 
missing or invalid. An invalid channel 
number either is longer than one character 
or is nonhexadecimal. 



User Action: Reissue 
valid channel number. 



the command with 



035E DEVICE TYPE HISSING CB INVA1ID 

Expl anation : The command requires that a 
valid CP spool device type he entered as an 
operand, but it is either missing or 
invalid. Valid device types are EEADEB (R, 
RDE) , PRINTER (P, PRT) , and PDNCH (PU, 
FCH) . 



Us er Action: Reissue the 
valid spool device type. 



command with 



command in OP or AP modes, if specified it 
will be checked for validity. In AP mode, 
the processor address must be that of the 
I/O processor. 



System Action: The ATTACH/DETACH 
command is rejected. 



CHANNEL 



O perato r Action: Eeissue the ATTACH/DETACH 
CHANNEL command with a valid processor 
address. 

040E DEV addr DOES NOT EXIST 

E xplanation : The device address specified 
does not exist, or a TIO to that device 
resulted in condition code 3. If the 
device address is a real device, it is not 
configured in the CP system, or the device 
is configured in CP but is not operational; 
if it is a virtual device address the 
virtual device is not configured in the 
virtual machine. 



036E INDEX MISSING OR INVALID 

Explanation: If INDEX MISSING is the 
condition, the requested FCE (ferns control 
buffer) image in DMKFCB does not have an 
index value, therefore one must be supplied 
in the command. If INDEX INVALID is the 
condition, nn was not a number frcm 1 to 
31, where nn corresponds to the number of 
the first print position. 

User Action: Supply the value for INDEX in 
the PCB image or ensure that nn is a number 
from 1 to 31, whichever is appropriate. 
Reissue the command. 



If the specified device address is valid, 
this message may indicate a problem with 
the Network Control Program and/or the 
370x. 

Dser Action: Reissue the command; specify 
the required real or virtual device 
address. 



041E LOGMSG nn DOES NOT EXIST 

Explanation: The SET LOGMSG command has 

been issued requesting a specific log 

message line, and the log message line does 
not exist. 



037E TAPE raddr INVALID FOR SPTAPE COMMAND 

Expl ana tion: On the SPTAPE command with the 
LOAD/SCAN options, the tape specified by 
raddr was not generated by SPTAPE commands 
and has an invalid tape format. 

System Action: The tape is unloaded and the 
command is terminated. 

User action: Have the operator verify that 
the tape was created by the SPTAPE command. 

038E PARAMETER parameter FOR option CPTION 
MISSING OR INVALID 



fi§er Action : Reissue the command; specify 
the required log message line. 



| 042E SPOOLID nnnn DOES NOT EXIST <0R IS HELD> 

E xplanatio n: The spoolid number specified 
does not exist within the specified device 
type. 

If the spoolid specified is an open reader 
file (in use by the virtual machine) . it 
cannot be changed or purged. A CLOSE 
command will purge an open reader file 
unless SPOOL IDE HOLD is in effect. 



Explanation: FORMAT was specified in a | 
VMDUMP command without an operand, the | 
operand was longer than 8 characters, or | 
the parameter for the named option of a CP | 
request was missing cr longer than allowed. 

I 
User Action : Reissue the correct command. 

I 

039E PROCESSOR ADDRESS MISSING OR INVALID 

I 

Explanation: An ATTACH CHANNEL or DETACH 
CHANNEL command was issued and the j 
processor address was (a) missing frcm the | 
command (MP mode only) , or (b) an invalid 
address. While the processor address is 
not required on the ATTACH/DETACH CHANNEL 



DMKTRR issues this messaqe to indicate 
that the file could not be located. The 
reasons that DMKTRR might not find the file 
include: 

• The file is not there. 

• The file is not a reader file. 

• The file is held. 

• The class of the reader is not the same 
as the class of the file. 

User Action: Reissue the command; specify 
only known and valid spoolids. 
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0U3I BUFFER name DOES NOT EXIST 

Explanation: The buffer name supplied with 
the command is not known to the CP system. 
The buffer does not exist if it cannot be 
found in one of the following CP modules: 

DMKFCB = 3211 Forms Control Buffers 

DMKOCB = 3211 UCS Buffers 

DHKOCS = 1403 UCS Buffers 

DMKPIA = 3289 Font Offset Buffers 

User Action : Reissue the command; specify a 
valid buffer name. 



044E SYSTEM name DOES NOT EXIST 

Explanation: The system name specified does 
not exist. 

User Action : Reissue the ccmmand; specify a 
valid system name. 



045E userid NOT LOGGED ON 

Ex planation : The userid specified is not 

logged on. The command cannot execute 
properly unless the user specified is 
logged on. 

User Action : Reissue the command; specify 

only users who are currently logged on. 



046E {DEV rid|type raddr} OFFLINE 

Explanation: The specified device or 
resource is offline and is considered not 
available to the CP system. 



valid segname. 



048E CHANNEL X DOES NOT EXIST 



Syst em Action : The command is rejected. 



User Action 
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047E userid {vaddr| segname} DOES NOT EXIST 

Expla nation : The device specified fcr the 

particular userid does not exist in that 
user's virtual machine configuration. If 

the message is issued for the DIAL or 

COUPLE command, the particular device 

specified with those commands is not 

defined in the receiving user's virtual 
machine configuration. 

For DHKSEG, the segname does not exist. 

User Action : Reissue the command; specify 
only existing virtual device addresses for 
the receiving virtual machine. 

For DHKSEG, reissue the command using a 



Explana tio n: The channel specified in the 
ATTACH~CHANNEL command is not configured in 
the CP system. 



User Actio n: 
only valid 
addresses. 



Reissue the command; specify 
and defined real channel 



049E type raddr IN USE 

Explanation: An attempt was made to vary an 
active teleprocessing line or graphic 
device offline; or to vary online 
additional paths to a device for which a 
real RESERVE may be outstanding. 

System Action : The command is rejected. 

U ser Actio n: In a case of an attempt to 
vary offline an active line, first 
deactivate the line by using the DISABLE 
command; then reissue the VARY command. 



050E PASSWORD INCORRECT 

E xplanatio n: The password supplied is 
incorrect. 

User Acti on: Reissue the command, and 
supply the correct password when prompted. 



052E ERROR IN CP DIRECTORY 

Explanatio n: The link or logon cannot be 
accomplished because of a permanent I/O 
error encountered while reading the VM/SP 
directory. 

5£§I Action: Send a message to the system 
operator stating that you cannot complete 
your link or logon because of an error in 
the VM/SP directory. 



053E userid NOT IN CP DIRECTORY 

Explanation: The userid supplied was not 
found in the VM/SP directory. 

User Action: Reissue the command; specify a 
valid userid. 



054E ALREADY LOGGED ON {LINEJ GRAF| LUNAME} raddr 

E xp lanation: The userid supplied in the 
LCGCM command is already logged on at the 
given line address. LINE indicates a 
typewriter terminal and GRAF indicates a 
display terminal. For SNA terminals LUNAME 
indicates that the userid supplied in the 
LOGON command is already logged on at a 
given location. CP doesn't know the actual 
location of the SNA terminal so it uses the 
LUNAME of the terminal. 



Control Program (CP) Messages 47 



DMK 



User Action : Log on specifying a different 
userid, or send a message to the operator 
or the logged-on user requesting | 
information on the logon status. I 

I 

055E LINE(S) NOT AVAILABLE ON userid 

Explanation : The DIAL command has been 
issued to a userid and either: 

• That userid has no 270X lines, or 

• The lines are not enabled, or 

• The lines are all busy. 

User A ctio n: Reissue the DIAL command 

specifying a userid that has enabled 

virtual 270X lines that are not already 
servicing a user. 



056E LINE vaddr BUSY ON userid | 

I 

Explanation: The virtual 270X line | 
specified in the DIAL command is busy. | 

U ser Action : Reissue the DIAL command at a 
later time when the line becomes available. 



057W userid NOT RECEIVING; {DISCONNECTED! MSG 
OFF|NOT DISCI NO CCNSCLE| SMSG GIF| NOT 
AUTHORIZEDIWNG OFF | VMCF/IDCV ERROR nnn} 

Expla nation : The userid specified in a 
MESSAGE, SMSG, or WARNING command is not 
receiving because the user is disconnected, 
not authorized, has set messages (or 
special messages or warnings) off using the 
SET command, or established the proper VMCF 
or IUCV connection. 

User Action : No further action is required. 



058E CTCA vaddr BUSY ON userid 

Explanation : The virtual channel-tc-channel 
adapter specified in the COUPLE command is 
busy on the receiving userid* s virtual 
machine. 

User Action: Reissue the command; specify 
an available virtual channel-tc-channel 
adapter. 



059E AUTOLOG FAILED 
MISSINGIIPL 



FOB 



userid - {IPL 
FAILED! ACCOUNTING 



ERRORS | INCORRECT PASSWORDS} 

Explanation: An AUTOLOG command was issued 
for a user, but the command could not be 
executed for one of the following reasons: 

1. IPL MISSING - there was no IPI record 
in the user's directory entry. 

2. IPL FAILED - the IPL did not complete 
successfully. 

3. ACCOUNTING ERRORS - the logon 
accounting routine returned a nonzero 



return code. 

U. INCORRECT PASSWORD - The password from 
the AUTOLOG command does not match the 
password in the directory. 



System Action: 
the system. 



The user is not logged onto 



User Act ion : For reason 1, have your system 
administrator place an appropriate IPL 
record in the specified user's directory. 

For reason 2, log onto the userid in the 
usual manner to determine the cause of the 
IPL failure. 

For reason 3, contact your system 
programmer for specific requirements of 
your local accounting procedures. 

For reason 4, contact your system 
programmer to verify the correct password 
or reissue the autolog command with the 
correct password. 



060E DUMP FAILED; VIRTUAL PRINTER UNAVAILABLE 

Explanatio n: The virtual printer either 
does not exist or is not ready. 

User Acti on: If a virtual printer exists, 
issue the~CP READY command for it and then 
reissue the DUMP command. If a virtual 
printer does not exist, use the CP DEFINE 
command to create one and reissue the DUMP 
command. 



061E DUMP FAILED; VIRTUAL PRINTER ERROR 

lJIJBi§Mii2fi : Either an I/O error occurred 
while the dump was being spooled to DASD, 
or spool space has been filled. 

User Actio n: Notify the system programmer. 



062E ECMODE NOT SET ON 

Explanation : A SET STBYPASS was issued tc a 
virtual machine without the ECMODE option 
being in effect. 

System Action: The command is terminated. 

P.£§£ A ction : Issue the SET ECMODE ON 
command which will reset the virtual 
machine. Then IPL the virtual system and 
reissue the ccmmand. 



063E SHADOW TABLE EYPASS; NOT SET 

I^Elanation; The virtual machine is not 
running "in extended control mode or the 
virtual control register 1 , or segment or 
page table entries are not architecturally 
valid. 

Note: If virtual machine assist is 
available, the STFIRST option must be 
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specified in the user's directory. 

System Action; The highest virtual=real 
address is set to zero. 

User action; Dse the SET SIBYPASS command 
only after the virtual relocate system has 
been reloaded and is running. 



064E SHADOW TABLE BYPASS; BESET 

Expla nation : 

Virtual =Bea l DSEB; The virtual system was 
running with 'SET STBYPASS VB'. The 
virtual machine attempted to run with 
translation tables resident in the first 4K 
of storage. 

Virtual=Vir tual DSEB: Either the virtual 
operating system attempted to map a virtual 
address, not equal to its read address, to 
an address below the highest virtual=real 
address in the virtual address space cr the 
virtual machine loaded a BC mode PSW or the 
virtual system was reset. 

System Action; The SET STBIPASS command has 
been SET OFF. Virtual machine execution 
will continue. 

User Action ; Use the SET STBYPASS command 
only when running a virtual relocation 
operating system that does not violate the 
shadow table bypass restriction. 



065E HIGHEST ALLOWABLE HIGH-WATEB 
xxxxxK 



MABK VALUE IS 



Explanation ; The value specified bv the 
"•"SET STBYPASS nnn' command exceeded the 
highest allowable high-water mark value. 
The high-water mark value will be set only 
if it is not higher than the following: 

• the virtual machine size 

• a high-water mark value determined from 
the virtual machine's page and segment 
tables. 

The highest allowable high-mark value may 
not be the true water mark value because 
the virtual translation tables may have 
several pageable page frames contiguous 
with the true high-water mark. 

System Action : The high-water mark value is 
set to zero, turning off the function. 

User Action ; Determine the true high-water 
mark value from the virtual systems 
configuration. Then reset the SET STEYPASS 
nnn command with the high-water mark value. 



066E STHULTI OPTION CSEG BESET 

Explanation : The previously defined value 
of the CSEG option of the STMULTI command 
has been reset to zero because the virtual 
machine has been reset. 



S ystem Actio n: The CSEG option of the 
STMULTI command has been reset to zero. 

Dser Actio n: Issue the SET STHULTI command 
with the desired value of the CSEG 
specified. 



067E COMMAND FOBMAT HOT VALID 

E xpl a natio n: The password was entered on 
the same line as the command or a valid 
option was misspelled. 

User Actio n: Beenter the command omitting 
the password or reenter the command with 
the correctly spelled option. 

Note: With the PBOTECT option on, the LOGON 
password may not be entered on the same 
line as the LOGON command. Enter the 
password as a response to the "ENTEE 
PASSHOED" message. 

068E SEND COMMAND FAILED - BECEIVEB { IS MOT 
DISCONNECTED | HAS NOT AUTHOEIZED SENDEE | 
HAS NO VIBTUAL CONSOLE | HAS CONSOLE INPUT 
WAITING | IS EXECUTING A CONSOLE FUNCTION 3 

Explanation : The receiver specified in the 

SEND command: 

1. Is not disconnected 

2. Has not authorized sender 

3. Has no virtual console 

4. Has console input waiting 

5. Is executing a console function 

5JSi§S Action : Text is not sent to receiver 
in any situation. 

-2§er Action: 

1- Secondary user not in effect because 
receiver is logged on at a terminal. 

2. The sender must be specified as 
secondary user of the receiver on the 
CONSOLE directory control statement. 

3. Beceiver requires a virtual console. 

4. Beceiving virtual machine must do a 
console read for input that is already 
waiting, then the SEND command can be 
reissued. 

5. Beceiving virtual machine must 
complete console function before 
another CP command can be sent. 



070E DEVICE NOT 
ALLOCATED 



AVAILABLE - 



MSS 



DEVICES 



Explanation : User is logged on with a 
minidisk defined on a system volume that is 
not mounted. When attempting to find an 
MSS volume with the correct volid, an MSS 
3330V is required. There are no MSS 3330VS 
available to try a volume count. 

Note : This message is immediately followed 



Control Program (CP) Messages 



49 



DMK 



by the current DHKINK108E message 
specifying the referenced 'vaddr' and 
•volid'. 



to issue an HSS mount request. The MSS 
accepted the request, but later generated 
an error indication. 



Sy stem Action ; The operation failed. 

User Ac tion ; Determine whether the 'volid' 
required is an MSS volume or standard 
3330-1. If it is a standard 3330-1, follow 
the actions for message 108E. If it is an 
MSS volume, notify the system operator so 
that the volume may be made accessible. 



System Action: The control program command 
that "initiated the MSS request will produce 
a message to indicate the eventual result 
of the MSS error. 

Oser A ction : Contact the VM/SP system 
operator to ensure that action is underway 
to correct the MSS error. Beissue the 
command when the error has been corrected. 



071E DEVICE NOT AVAILABLE - 
ACCESSED 



MSS CASNCT BE 074E MISSING INTEHEOPT - DEVICE 'vaddr' 



Exp lanation : The control program has 
attempted an operation that requires MSS 
access. The routine to communicate with 
the MSS (DMKMSS) is not active because of 
one of the following reasons: 

• The communicator virtual machine has not 
been logged on. 



The VM system has not yet 
initialized in the virtual machine. 



been 



• The DMKMSS program has not been started 
in the virtual machine. 

This message can be issued during execution 
of any operation that initiated MSS mount 
or demount activity. 

Note : This message will always be followed 
by a message from the specific control 
program routine that needed MSS activity. 

System Action : The operation failed. 

User A cti on: Request that the system 
operator makes the communicator virtual 
machine available or wait until the 
communicator virtual machine can be 
initialized. 



Explanation: The virtual machine started 
I/O~to~lts - device 'vaddr 1 , that is an MSS 
3330V in the control program. A cylinder 
fault occurred on the 3330V but the 
corresponding attention interruption was 
not received in the specified time 
interval. 

Astern Action: The original I/O operation 
is restarted to the device so that if the 
cylinder fault is satisfied, the request 
will complete normally. 

HUSI Action: If the message recurs, it may 
indicate an error in the MSS staging 
adapter. The pending I/O request can be 
cleared by issuing the BESET 'vaddr' 
command. 



075E DEVICE 'raddr' IS NOT AVAILABLE 

E xplanation : An ATTACH command has been 
processed to attach a 'raddr* to the 
system. However, the 'raddr' is a SISVIBT 
3330V and that volume is mounted and its 
serial number is not the same as that 
specified on the 'volid' parameter. 

System Action : The specified 'raddr' is not 
attached. ~ 



072E DEVICE NOT 
TYPE 



AVAILABLE - 'raddr' NCT PROPER 



Expla nation : A dedicate or attach operation 
is in process for device 'raddr'; device 
•raddr' is a 3330V. The 'raddr' is not the 
proper type (VIRTUAL or SYSVIRT).. 

System Action : The attach Or dedicate 
operation failed, 

Oser Action: Reissue the command with the 
correct 'raddr' or if the 'raddr' was 
specified correctly, reguest that the 
system operator use the DEFINE command to 
reset the 3330Vs characteristics. 



5ser A ction : Choose an available SISVIBT 
'raddr' and reissue the command. The QUERY 
command can be used to find an available 
'raddr' . 



076E THE 'volid' PABAMETEB IS INVALID 

Explana ti on: The 'volid' parameter was 
specified with a range or multiple of real 
addresses on the ATTACH command. This not 
a valid combination. 

System Action: No addresses are attached. 

Uger Ac tion: Beissue the command with a 
valid combination of operands. 



073E DEVICE NOT AVAILABLE - MSS ERROR 

Explanation : The control program has 
determined that the only possible way to 
satisfy a request for a virtual device is 



077E INVALID REQUEST FOB DEVICE 'nnn' 

E x plan ation : A DEFINE command was issued 
with~the VIRTUAL or SYSVIRT parameter for 
device 'nnn*. Device 'nnn' cannot be 
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defined because it is already the specified 
type or it is active in its current state. 

£>£§.t6m Action: The status of the device is 
not changed. No further DEFINE command 
processing occurs. 

User Action: The QUEEY command can be used 
to determine the exact status of 'nnn'. 
The operator can either issue the DEFINE 
command with a different address 
specification or wait until the status of 
•nnn' has changed. 



0781 HSS MOUNT PROCEEDING FOE VOLUME 'volil' 

Expla natio n : The control program mounted 
the system volume ' volid 1 while processing 
an MDISK or DED directory statement or LINK 
or ATTACH command. Ihe MSS is now mounting 
the volume. 



S^s tern Action : E C = 1 6 
The allocation of the vir 
gueued, pending the ccmp 
mount. Any SIO instruction 
virtual machine to the v 
corresponding to the MSS vo 
by VM/SP and gueued until 
mounted. Control is not r 
user until the volume is m 
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S yst em Action: The VMSAVE option is not 
enabled. 

Dser Ac tio n: Verify that the NAMESYS macro 
is specified correctly for this VMSAVE 
target area. Use the QUERY VMSAVE command 
to determine when the system was saved. 
Use the IPL command to load the system or 
the SET VMSAVE ON command to clear the 
area. 



082E MORE THAN ONE VMSAVE AREA ALLOCATED, MUST 
SEECIFY AREA NAME 

Explanatio n: The VMSAVE option is specified 
in the directory or the user has issued a 
SET VMSAVE ON command when he has more than 
one target VMSAVE area available to the 
user. 

System Action: The VMSAVE option is not 
enabled. 

Dser Action: Issue a QUERY VMSAVE command 
to determine what areas are available and 
then issue a SET VMSAVE area-name command 
to enable the VMSAVE option. 



083E VMSAVE AREA DOES NOT CONTAIN A VALID SYSTEM 

Explanation: The user has issued an IPI 

command to a VMSAVE target DASD area. The 

DASD area specified does not contain a 
valid system. 



System Action : 
terminated. 



The 



IPL 



command 



iJser Action: Verify that the correct name 
was specified on the IPL command. Ensure 
that the NAMESYS specification points to 
the correct DASD area. Reissue the IPL 
command. 



080E NO PREALLOCATED VMSAVE ARIA 

Explanation : The VMSAVE option was 
specified in the directory at logon, or a 
SET VMSAVE ON command was issued, and 
there is no entry in DMKSNT with a USERID= 
specification for this user. 



System Action: The 
enabled. 



VMSAVE option is not 



User Action: Verify that the NAMESY.S macro 
defining the target area is specified 
correctly. If none is present, add a 
NAMESYS macro defining the target area in 
module DMKSNT. Issue the SET VMSAVE ON or 
SET VMSAVE area-name to enable the option. 



081W VMSAVE AREA ALREADY IN 
COMMAND 



USE, MUST USE SET 



Explanation: The VMSAVE option is specified 
in the directory but a valid saved VMSAVE 
system already exists in the EASD target 
area. 



086E I/O ERROR ON EASD 

Explanation: The VMSAVE option was 
specified and an error occurred on the 

DASD. 

S yste m Action : The VMSAVE option is not 
enabled. 

l£§£ Action: Reissue the set VMSAVE command 
to enable the VMSAVE option. 



090E DEV vaddr NOT DEFINED; 
NOT AVAILABLE 



DEV {raddr | vclser} 



Explanation: The virtual device has not 
been defined in the virtual machine's 
configuration because the real device 
described in the directory DEDICATE card is 
not available. A real device is considered 
not available if it is: 

• Already attached to another user, or 

• In use by the CP system, or 

• Offline. 
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User Action; Ask the system operator about 
the status and availability of the real 
device. The operator can attach the 
required device or an alternate device to 
the virtual machine. 



specifying a smaller storage size. 



095E DEV vaddr NOT DEFINED; INSUFFICIENT FREE 
STOBAGE 



091E DASD vaddr NOT DEFINED; TEMP SPACE NOT 
AVAILABLE 

JL£El§£.§ii2Ii : Tne virtual device has not 
been defined in the virtual machine 
configuration because the temporary space 
requested is not available. Temporary 
space is considered net available if: 
available if: 



Explanation: Sufficient free storage could 
not be acquired to define a virtual device 
as a result of the logon process or a 
DEFINE command. 

Use r Action : Reduce the number of virtual 
devices in the user configuration. The 
system programmer may want to allocate more 
free storage to the system. 



No space has been allocated bj 
installation for teEforaiy use, or 



the 



• The number of cylinders (or blocks if 
FB-512 device) requested cannot be 
satisfied from the available space 
remaining. 

User Action: The space cannot be defined if 
it has not been allocated. If space has 
been allocated, issue the DEFINE command 
requesting fewer cylinders (or blocks if 
FB-512 device.) 



092E DEV vaddr NOT DEFINED; tyre vaddr AIEEADY 
DEFINED 

JL2LEI a.2 ation : The virtual device specified 
has not been previously defined within the 
virtual machine's conf iquration, cr that 
address is already defined within the 
virtual machine's conf iquration. 

User Action: Reissue the command; specify a 
virtual device address that is not already 
defined within the virtual machine 
configuration, or detach the conflicting 
virtual device address before reissuing the 
command. 



098E DEV rid MODE SWITCH NOT POSSIBLE 

Explanation: If this message was issued in 
response to the DIAL command, it indicates 
that the DIAL command was issued from a 
terminal connected to a 3704/3705 that is 
running the Network Control Proqram (NCP) 
or the Partitioned Emulation Program (PEP) , 
and the terminal cannot be switched from 
network control mode to emulation mode. 

Otherwise, this message indicates that the 
NETWORK VARY command was issued with either 
the EP or NCP operand, requesting a mode 
switch that cannot be performed. Either the 
specified resource does not have the mode 
switch capability or the switch could not 
be performed. For the NETWORK VABY EP 
command line, the mode switch cannot be 
performed if: 

• The resource is already in emulation 
mode. 

• No EDEVELCK is available for addressing 
the line when it is in emulation mode. 

For the NETWOEK VARY NCP command line, the 
mode switch cannot be performed if: 

• The resource is already in network 
control mode. 



093E DEV vaddr 
DIEECTOBY 



NOT DEFINED; EREOB IN CP 



Explanation: The requested virtual device 
has not been defined within the virtual 
machine configuration because of an error 
in the CP directory. An example of this 
condition is a dedicated 2305 device which 
did not specify the first exposure address 
for both the virtual and real addresses on 
the DEDICATE statement. 

User A ction : Send a message to the system 
operator stating the problem so that the 
error in the CP directory can be corrected. 



094E STOBAGE EXCEEDS ALLOWED MAXIMUM 

Explanation: The storage specified in the 
DEFINE command exceeds the maximum 
allowable as specified in the CP directory. 

User Action: Reissue the DEFINE command 



No EDEVBLCK exists for the emulator 
subchannel address associated with the 
specified resource. 



System Action : 
terminated. 



Command 



execution 



is 



User Action: For the DIAL command, verify 
that the correct 3704/3705 control program 
is active, and that the specific resource 
in use was generated with the mode switch 
capability. Note that the DIAL command 
cannot be used with the NCP, because the 
NCP does not support the mode switching 
function. 

For the NETWOEK VARY command, check the 
operands specified when the 3704/3705 
control program was generated and correct 
any in error. Check that the RDEVICE macros 
in the DMKRIO module were specified 
correctly, according to the real machine 
and 3704/3705 configurations. If errors are 
discovered in the 3704/3705 control program 
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generation, regenerate the 3704/3705 
control program. If errors are discovered 
in the DMKBIO module, regenerate the CP 
nucleus. 



101W DASD vadar FOECED 
USEES | userid} 



E/O; B/O BY 



{nnn 



Expl ana tion; The virtual device specified 
has been forced into read-only status 
because other users on the system already 
are linked to the same device with 
read-only access. If only one user has 
read-only access, that user's userid is 
displayed at the terminal. 

Oser Action : This is a warning message for 
information only and no further action is 
required. 



102W DASD vaddr FOECED E/O; 
USEES | userid} 



E/H BY 



{nnn 



Ex pla n ation : The virtual device specified 
has been forced into read-only status 
because other users on the system already 
have access to the same disk in read/write 
mode. If only one user has read/write 
access, that user's userid is displayed at 
the terminal. 

User A ction : This is a warning message for 
information only and no further action is 
required. 



103W DASD vaddr FOECED E/O; E/W BY {nnn 
USERS| userid} ; R/O EY {nnn USERS | userid} 

Explanation: The given virtual device has 
been forced into read-only status because 
the disk is in read/write use by some users 
and read-only use by other users linked to 
the same disk area. If the number of users 
having read/write or read-only access is 
one, the single userid is displayed at the 
terminal. 

User Action : This is a warning message for 
information only and no further action is 
required. 



104E userid vaddr 
USEES | userid} 



NOT LINKED; E/O EY {nnn 



Explanation: The link to the user's virtual 
device has not been accomplished because 
that disk area is alreadj in read-only use 
by one or more users. If the number of 
users is one, the single userid is 
displayed at the terminal. 

User Action: Eeissue the LINK command, 
specifying the appropriate alternate access 
to obtain a link to the desired area in 
read or write mode. 



105E userid vaddr 
USEBS|userid} 



NOT LINKED; B/H BY {nnn 



Explanation: The link to the user's virtual 
device has not been accomplished because 
that disk area is already in read/write use 
by one or more users. If the number of 
users is one, the single userid is 
displayed at the terminal. 

Oser Ac tion : Eeissue the LINK command, 
specifying the appropriate alternate access 
to gain a link to the device in the 
required mode. 



106E userid vaddr NOT LINKED; E/W BY {nnn 
USEES | userid} ; E/O BY {nnn USEES | userid} 

Explanation: The link to the user's virtual 
device has not been accomplished because 
the disk is in read/write use by some users 
and read-only use by other users. If the 
number of users is one, the single userid 
is displayed at the terminal. 

User Action : Reissue the LINK command, 
specifying the appropriate alternate access 
required to gain the correct link to the 
disk area. 



107E userid vaddr 
DIRECTORY 



NOT LINKED; NOT IN CP 



Explanation: The link to the user's virtual 
device has not been accomplished because 
that virtual device address is not defined 
in the VM/SP directory for the specified 
userid. 

User A ction : Eeissue the LINK command, 
specifying the correct virtual device 
address or the correct userid. 



108E userid vaddr 
MOUNTED 



NOT LINKED; VOLID volid NOT 



E x planation: The link to the user's virtual 
device address has not been accomplished 
because the virtual device is defined on a 
volume that is not currently mounted on the 
CP system. 

fi~§£ Action: Send a message to system 
operator asking that the specified volume 
be mounted and attached to the CP system. 
Eeissue the LINK command when the operator 
confirms that the correct volume has been 
mounted. 



109E userid 
DEVICE 



vaddr NOT LINKED; INVALID LINK 



Explanation: The link to the user's virtual 
device has not been accomplished because 
the virtual device defined in the user's CP 
directory entry is not a minidisk to which 
a link can be accomplished. 

User Action: Eeissue the LINK command with 
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a valid userid and virtual device address. 



110E userid vaddr NOT LINKED; type vaddr ALHEADX 
DEFINED 

Explana tion ; The link to the user's virtual 
device has not been accomplished because 
this virtual machine already has a device 
with the same address defined in its 
configuration. 

User Action: Reissue the LINK command 
requesting a different virtual device 
address, detach the device with the 
conflicting virtual address frcm the 
virtual machine, and then reissue the LINK 
command. 



invalid because the user has entered ten 
incorrect unprompted passwords for access 
to minidisks during the current terminal 
session. 

Oser Action: The command can still be 
entered from the CP command mode by 
signaling attention and reissuing the 
command. The ADTOLOG command can be issued 
from the virtual machine environment if you 
do not enter the password as part of the 
input line but allow the CP system to 
prompt you for it. This error condition 
from the AOTOLOG or LINK command is 
designed to prohibit password guessing by 
repetitive calls to the command from within 
the virtual machine. 



111E userid vaddr NOT LINKED; NO BEAD PASSWORD 

Explanation: The link to the user's virtual 
device has not been accomplished because no 
read access to it is allowed. 



116E userid XXX NOT LINKED; CP DIRECTOR* IN USE 

Explana ti on: The userid to which you are 

linking is either logging on the system, or 

someone else is attempting a link to the 
same userid at this time. 



User Action : Contact your system programmer 
to request a directory change. 



User Action: Reissue the LINK command. 



112E userid vaddr NOT LINKED; NC WRITE PASSWORD 

Explanation: The link to the user's virtual 
device has not been accomplished because no 
write access to it is allowed. 

User Action: Contact your system programmer 
to request a directory change. 



113E userid vaddr NOT LINKED; NC HULT PASSWORD 

Expla nat ion: The link to the user's virtual 
device has not been accomplished because no 
multiple-access password is specified for 
the user's minidisk. 

User Action : Contact your system programmer 
to request a directory change. 



114E userid vaddr NOT LINKED; PASSWORD INCORRECT 

Explanation: The link to the user's virtual 
device has not been accomplished because an 
incorrect password was entered. 

U se r Action : Reissue the LINK command and 
specify the correct password. 



117E USERID userid 
CONFLICT 



NOT 



LINKED; VOLID volid 



Explanation : The volume label in the user's 
directory~entry matches the volume label on 
the real device, but the device class and 
device type are not the same. 

fl§§£ Actio n: Correct the error in the VM/SP 
directory for the device that cannot be 
linked. 



118E userid vaddr NOT LINKED; COMMAND FORMAT NOT 
VALID 

Exp lanatio n: The LINK password was entered 
on the same line as the LINK command or a 
valid option was misspelled. 

User Acti on: Reenter the LINK command 
omitting the password or reenter the LINK 
command with the correctly spelled option. 

Note: With the PROTECT option on, the LINK 

password may not be entered on the same 

line as the LINK command. Enter the 

password as a response to the "ENTER 
PASSWORD:" message. 



115E {AUTOLOG|LINK} INVALID; EXCESSIVE INCORRECT 
PASSWORDS 

Exp lanation: The AUTOLOG command issued 
from a virtual machine by a DIAGNOSE 
instruction is now invalid because the user 
has entered four incorrect passwords 
associated with the AUTOLOG command during 
the current terminal session. 

The LINK command issued from a virtual 
machine by a DIAGNOSE instruction is now 



119E userid vaddr NOT 
STORAGE 



LINKED; INSUFFICIENT FREE 



E xplanatio n: Sufficient free storage could 
not be acquired to satisfy the link request 
for a virtual device. 

User Action: Reduce the number of virtual 
devices in the user configuration or in 
other user configurations. The system 
programmer may want to allocate more free 
storage to the system. 
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120E {PRT rid|type raddr} NCT ATTACHED; userid 
vaddr ALREADY DEFINED 

E xplanation : The real device has not been 
attached to the specified userid because 
that userid has already defined a virtual 
device of the specified virtual address. 

Cperator Action : Reissue the ATTACH command 
specifying a different virtual device 
address for the user. You should fiist send 
a message, via the MESSAGE command, to the 
user requesting what acticn should te taken 
and what virtual device should be assigned. 
The user may wish to detach the conflicting 
virtual device from his machine 
configuration and ask the operator to 
reissue the ATTACH command. 



121E {PET rid|type raddr} NOT ATTACHED TC userid 

Explanation : The real device has not been 
detached from the specified userid because 
it was not attached to that user. Either 
the real device or the userid has been 
incorrectly specified. 

User Acti on: Eeissue the DETACH command 
specifying the correct device address for 
the userid. 



122E {PET rid|type raddr} ALREADY ATTACHED TO 
userid 



125E DASD raddr V01ID volid 

SYSTEM 



ALREADY ATTACHED TC 



E xplanatio n: The volid is already mounted 
and attached to the system. 

Operator Acticn: Reissue the ATTACH command 
specifying the correct volid. It may be 
necessary to detach the real device from 
the system that contains the duplicate 
volid before attempting the ATTACH command 
again. 



126E DASD raddr ERROR REAEING VOLID 

Explanation: The specified device could not 
be attached to the system because of an 
error in reading the volume label. 

Cierator Action: Check that there are no 
equipment failures; reissue the ATTACH 
command. 



127E DASD raddr VOLID volid DCES NOT MATCH 

Explanat io n: The real device has not been 
attached to the system because the volid 
read from the label does not match the one 
specified with the command. 

O perator Action: Reissue the ATTACH command 
specifying the correct volid. 



Explana tion : The requested real device is 
already attached to another userid. The 
operator has probably specified an 
incorrect real device address. 

Operator Ac t ion : Reissue the ATTACH 
command, specifying the correct real device 
address. 



123E DASD raddr CP OWNED 



128E DASD raddr ERROR READING ALLOCATION RECORD 

Explana tio n: The volume, which is a 
CP-owned volume, has not been allocated for 
CP use because the allocation record could 
not be read. 

C perato r Action: Detach the device from the 
system and reattach it to the system, after 
checking that there are no equipment 
failures. 



Explanati on : The command has net been 
processed for the requested userid because 
that device is owned by the CP system. A 
CP-owned device is one that is defined in 
the system-owned list and is in use for 
paging or spooling space. 

U ser Action: The command cannot be 
specified for the real device because that 
device must remain owned and in use by the 
CP system. 



124E DASD raddr IN USE BY nnn DSEES 

Explanation: The command has not been 
executed because the device is in use by 
the stated number of users. 

User Action : The command cannot be executed 
for the specified real device until all 
users who have minidisks in use on that 
device detach them. 



129E CHANNEL X DEVICES IN USE 

Expla natio n: The ATTACH CHANNEL command has 
not been executed because the devices on 
that channel are already in use. 

Ope rator Action: Detach devices from users 
and the system before reissuing the ATTACH 
CHANNEL command. 



130E CHANNEL x [PROC nn ] NOT ATTACHED TO userid 

gxElanation: The DETACH CHANNEL command has 
not been accomplished because (1) channel x 
is not attached to the specified userid, or 
(2) the channel is not attached on the 
specified processor. 

System Action : The DETACH CHANNEL command 
is rejected. 

Operator Action: Reissue the command; be 
sure to specify the correct channel (and 
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processor) for the userid. 



136E DEVICE {vaddr |raddr} NOT {DEFINED |varied} ; 
CHANNEL XX DEDICATED 



131E INSUFFICIENT FEEE STORAGE AVAI1AELE FOB 
{ATTACH | LOGON} BEQUEST 

Expla natio n; An attempt was made to acguire 
storage for virtual device/control 
unit/channel blocks from free storage. The 
storage reguest could net be satisfied. In 
the case of ATTACH, no devices are 
attached. In the case of LOGON, logon 
processing is accomplished but no virtual 
devices are available in the user»s 
configuration. 

User Action: Reduce the amount of storage 
being reguested by reducing the number of 
virtual devices being attached or logged 
on. The system programmer may want to 
allocate more free storage to the system. 



132E CHANNEL X ALREADY DEFINED BY userid 

Expla natio n: The userid' s virtual machine 
already has a channel with the same address 
defined in the virtual machine. 



Explanation: A VARY ONLINE command for 
device raddr or a DEFINE command for device 
vaddr has been issued and the channel to 
which the device is attached is dedicated. 

System Action: The command is rejected. 

O perator Action: In order to vary on or 

define more devices on channel xx, the 

channel must first be detached from the 
userid to which it is attached. 



137E DASD vaddr NOT LINKED; CHAN x DEDICATED 

Explanation: Channel x is dedicated to this 
virtual machine. The vaddr appearing in the 
error message has a virtual channel that is 
egual to the real dedicated channel. Users 
of dedicated channels are not permitted to 
link to DASD device (s) where the virtual 
channel eguals the real dedicated channel. 

User Actio n: Reissue the LINK command using 
a different virtual channel address. 



Operator Act ion: Reguest that the user 
detach all devices from the reguested 
virtual channel and then reissue the 
command specifying the correct channel 
address. 



133E DASD raddr NOT READY 

Explanation: An attempt has been made to 
attach a DASD device that is not ready. 

Operator Action: Make the device ready and 
reissue the command. 



138E CHANNEL 
STORAGE 



x NOT ATTACHED; INSUFFICIENT EREE 



Explanation: Sufficient free storage could 
not be acguired to satisfy the attach 
channel reguest. The reguest cannot be 
satisfied unless all devices on the channel 
can be attached. 

User Actio n: Reduce the number of virtual 
devices in the user configuration. The 
system programmer may want to allocate more 
free storage to the system. 



13«JE type vaddr NOT ATTACHED; CHAN x DEDICATED 

Explanation: The command has not been 
executed for the reguested userid because 
the user has attached a dedicated channel 
with the same channel number as the virtual 
channel number specified in the ATTACH 
command. 



Operator Action: Verify that the 
the ATTACH command is correct. 



vaddr in 



139E DASD raddr NOT {LINKED | ATTACHED} ; 3330V NOT 
ACCEPTED AS SYSTEM VOLUME 

Explanation: Mass Storage (MSS) 3330V 
devices cannot be attached to the system 
and used to contain minidisks. 

U ser Action : This message identifies a 
restricted function. Mass Storage (MSS) 
3330V devices can only be dedicated to a 
virtual machine user. 



135E type vaddr NOT DETACHED; CHAN x DEDICATED 

Explan ation : The command has not been 
executed because the device was attached 
via the ATTACH CHANNEL command. 

Operator Action: If the channel is no 
longer needed, issue the DETACH CHANNEL 
command. 



140E type raddr ATTACHED TO userid 

lJ£i§£3ii2fi : Tne device specified is not 
under CP control but is attached to the 
specified userid for its exclusive control. 

Us er Actio n: Reissue the command; specify 
only devices under CP control. The 
operator must detach the device from the 
specified user in order to make it 
available to another user. 
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141E type raddr NOT ACTIVE 

Ex planation ; The command has not been 
executed because the device specified was 
not performing any spooling function. 

User Act ion ; Reissue the command; specify 
the correct real device, if necessary. 



142E type raddr NOT DRAINED 

Explanation ; The command has not been 
executed because the device specified was 
not in a drained status. 



1451 DSERID:userid AT term-raddr WITH INVALID 
{LINKILOGON} PASSWORD NO. XXX (pswd) HAS 
VIOLATED THE LIMIT OF yyy [ , A=auserid] 

Explanation ; The installation defined 
threshold for invalid passwords has been 
reached by "userid". 

term-addr - address of terminal being used. 

xxx - current invalid password count, 

pswd - invalid password, 

yyy - current limit. 



When the current limit 
DMKJRL145I is sent. 



is met, message 



Operator Action; Drain the specified device 
via the DRAIN command, and reissue the 
command. 



143E type raddr IN USE BY SYSTEM 

Expl anation ; The specified device either: 

• Is attached to the system, or 

• Is performing I/O activity. 

Syst em Action; The command is not executed. 
Operator Action: 

• For any device other than a 3704/3705, | 
detach the device if possible, or wait 
for the I/O activity to cease, and then 
reissue the command. 

• For an active 3704/3705, the command 
cannot be executed. 

• If a NETWORK DDMP is reguired, use the 
3704/3705 LOAD button to activate 
automatic dump and reload procedures. 

• If a NETWORK LOAD of a 3704/3705 control 
program other than the active one is 
required, use the NETWORK DDMP command 
with the OFF operand tc suppress 
automatic recovery, and then use the 
subseguent NETWORK LOAD command. 

144W type vaddr RESET BY userid 

Explanation : The HALT command was used to 
terminate an active channel program and 
that channel program was associated with a 
specified virtual device. 

System Action ; The real device is halted 
and all pending interrupts are cleared from 
the specified virtual device. The virtual 
machine then enters CP command mode. 

Programme r Action : Ensure that a valid 
channel program was started to the 
specified virtual device. 



User Action ; 
continue. 



IPL the virtual system to 



If the optional information "[ , A=auserid ]" 
is present, the message is the result of an 
AUTOLOG command. In this case "userid" is 
the userid specified in the AUTCICG 
command, and "auserid" is the userid of the 
issuer of the AUTOLOG. 

£E§I§i°£ Action; None. 

Dser Action: Each installation will have to 
define the specific action they wish to 
take when this situation arises. Since the 
situation is a possible attempt to 
penetrate the system, it should net be 
ignored. 



1461 VMDUMP FAILED, SPOOLING ERROR 

E xplanat ion; The system was unable to 
supply the necessary spool file blocks for 
the VMDOMP. 

£§§£ Action: Do not reissue the command 
until spool space is available. 

System Action; The VMDUMP reguest is 
canceled and any spool file blocks are 
freed. 



147E CHANNEL X [ PROC nn ] NOT ATTACHED; ALTERNATE 
PATHS DEFINED 

Exp lanatio n: An ATTACH CHANNEL command has 
been issued to attach channel x (to 
processor nn) . There is at least one 
device on the specified channel that has an 
alternate path generated. 

System Action; The ATTACH CHANNEL command 
is rejected. The ATTACH CHANNEL command is 
used to dedicate all the devices on a real 
channel to a specified virtual machine; the 
one-to-one correspondence of virtual 
devices to real devices cannot be 
maintained if alternate paths to any cf the 
devices are generated. 

O perator Acticn ; None 



148E type raddr BUFFER LOAD name" FAILED 

Explanation : The buffer load cannot be 
accomplished because of an I/O failure on 
the specified device. 
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It could also mean that module DHKUCS, 
EMKUCB, or DMKUCC has exceeded a page 
boundary (4K) . 

User Action ; Reissue the command, 
attempting to load the buffer as before. 
If the problem persists, there is probably 
a hardware error. Call ycur system support 
personnel for assistance. 



149E DEVICE PATH raddr 
■BEQUEST 



ERESEHTEE cc=3 CM I/C 



Exp lanation ; An I/O operation has found an 
offline path to a device. The device will 
appear online to a QUERY command. 

Operator Action; Make sure the control unit 
and device switches are on. If all 
switches are on, a hardware malfunction is 
probably the cause of this offline 
condition. Notify your system support 
personnel. 

System Act ion ; The I/O operation was 

started on another path if one exists. If 

another path does net exist, an 

unrecoverable error was posted to the 
calling task for this I/O operation. 



150A USER userid HAS ISSUED A {CP| VM} REAE 

Explanation ; A disconnected user, for whom 

this user is acting as the secondary user, 

has issued a console read, or CP has issued 

a console read on behalf of the 

disconnected user. 

System Actio n; The console read is not 
actually performed, but a record of it is 
kept in a queue. 



devices for the user's virtual machine. 

S ystem Action ; The command is rejected. 

5ser Actio n; Detach a sufficient number of 
existing virtual devices from the user's 
virtual machine so that the total number of 
virtual devices will not exceed the aaximum 
allowable. Then reissue the command or 
request that the ATTACH be re-attempted. 



154E DEV raddr VARY FAILED, VARY IN PROCESS 

Explanation ; A VARY command was issued for 
the specified device (raddr) while another 
VARY command was being processed for that 
device. 

System Action ; The VARY command is 
canceled. 

User Action: Reissue the VARY command. 



157E CLUSTERS PARM MISSING 
DEV raddr 



FROM RDEVICE MACRO - 



Explanation: While attempting to network 
enable a device for line XXX, DMKNET found 
that there was no cluster specified for the 
line (RDEVNICI = 0) . 

System Action: Network enable command 
processing is terminated. 

User Action ; Correct the RDEVICE macro for 
device XXX by coding the CLUSTER= 
parameter. If a CLUSTER= parameter is 
coded, check for an incorrect continuation 
from the previous line. Ensure that (in 
the DMKRIO listing for device XXX) the 
RDEVBLOK contains a label for RDEVNICI. 



User Action; A SEND command must be issued 
to satisfy the console read. 



| 152E {PFCOPY|PFTAB} NOT AVAIIAEIE 

Explanation; VM/SP does net support COPY or 
TAB function settings for program function 
keys on TTY terminals. You can set tabs 
using appropriate hardware facilities. For 
the 3101, you can use the PRINT keys 
instead of the PFCOPY function if a 3102 is 
attached. See the related hardware 
publications for the affected device, 
listed in the Preface. 

System Action; Ignores the PF request. 

User Ac tion ; Do not use PF keys for COPY or 
TAB functions. 



153E DEVICE {vaddrlRNG} EXCEEDED MAX 
VIRTUAL DEVICES 



NUMBER OF 



Explanation : An attempt was made to create 
(via LINK, DEFINE, or ATTACH) a virtual 
device or range of devices which would have 
resulted in the maximum number of virtual 



160E HEXLOC hexloc EXCEEDS STORAGE 

Explanation; The hexadecimal location 
specified exceeds the storage size. If the 
hexadecimal location was a virtual address, 
the address was beyond the range of the 
virtual machine storage size; if it was a 
real address, then the address was beyond 
the range of the real storage size. 

Note that the storage created by a virtual 
operating system running under VM/SP is 
beyond the range of the virtual machine 
storage size. Thus, the virtual region of 
a VS operating system running under VM/SP, 
for example, cannot be displayed. 

2§§£ Action: Reenter the command, using 
only valid hexadecimal locations within the 
range of the real or virtual storage size. 



161E SHARED PAGE hexloc ALTERED BY-userid 

Explanation: The operator has issued an 
STCP (store CP) command for the shared page 
at hexadecimal location 'hexloc'. This page 
has just been altered by the currently 
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dispatched user, * userid 
will belong solely to 
copy of the shared page 
another location for 
sharing the page before 
dispatched. Since it is 
operator wishes to chan 
the shared page, not the 
page, the STCP command i 



' , and it therefore 

'userid". Another 

will be created at 

the other users 

the next user is 

assumed that the 

ge the contents of 

individually-owned 

s not executed. 



O perator action : If you want to change the 
contents of the shared segment, use the 
class A LOCK command with the HAP operand 
to determine the real address of the page, 
and then reissue the STCP command with the 
corrected shared page address. If you want 
to change the contents cf the altered, 
individually owned page, reissue the STCP 
command; this time it will be executed. 



162E INVALID ECR x - hex data 

Explanation: The user 
extended control regis 
hexadecimal data. Inval 
in an extended control 
that either certain ti 
allowed by the archi 
specified, or addresse 
that would cause 
addressing exceptions 
machine. 



has specified an 
ter . with invalid 
id hexadecimal data 

register can mean 
t combinations not 
tecture have been 
s have been named 
specification or 

in the virtual 



User Action : Reissue the command, 
specifying valid hexadecimal data for the 
control registers specified. 



162W INVALID ECR x - hexdata 

Ex planation : The virtual machine is running 
in extended control mode and an attempt has 
been made to store a reset value •00000OEO» 
into control register zerc (x) . The store 
is completed. 

Dser Action : Verify your intention to reset 
control register zero before continuing in 
extended control mode. 



163E STORE EXCEEDS MAXIMUM REGISTER 

Explanation : The STORE command has been 
specified for registers with a number of 
operands ^ to be stored in contiguous 
registers, and the number of operands 
specified would place the store beyond the 
valid register range. 

System Action : The system has stored up to 
and including the maximum register allowed 
for the store function. I 

I 
User Action : Verify that the STORE command | 
was entered correctly and that the 
beginning register was correctly specified. 
If they were not, reissue the STORE 
command, specifying the correct registers 
and operands. 



164E HEXLOC hexloc NON-ADDRESSABLE STORAGE 

E xplanation : The hexadecimal address 
specified with the command lies within a 
nonaddressable storage range* 
Nonaddressable storage is storage created 
by named systems such as VSAM. 

Dser A ctio n: Reissue the command, 
specifying a~valid hexadecimal address. 



1651 PAGE hexloc NOT LOCKED; SHARED PAGE 

Explanation: The page user at hexadecimal 
location "hexloc" cannot be locked because 
it is a shared page. 

System Action : The system skips this page 
and continues to lock any remaining 
unshared pages in the range specified in 
the LOCK command. 

Ds er Action : If more pages are to be 
locked, the user must reissue the LOCK 
command specifying unshared pages. 



166E CHANGED SHABED PAGE NOT 
AUXILIABY STORAGE 



WRITTEN 



TO 



Explanatio n: The store into a shared page 
has been made, but a copy of the change has 
not been written to backup storage. The 
recompute bit is on and no page slot is 
available. The change may be lost if it is 
assigned later as a private page. 

D ser Actio n: Provide more paging space. 



170E SYSTEM name EXCEEDS STORAGE 

Explanation: If this message was issued in 
the response to the SAVESXS, SET VMSA1/E, or 
IPL command, the system name specified uses 
a virtual storage size larger than that 
defined for the virtual machine. 

If this message was issued in response to a 
NETWORK command, the specified 3704/3705 
control program is larger than the 
3704/3705 storage (as specified by the 
BDEVICE macro), and the control program 
image cannot be loaded into the specified 
3704/3705. 

Dser Ac tion: Eor any of the above commands, 
reissue the command, specifying a system 



name that will 
machine storage 
virtual machine 
DEFINE command, 
command (except 
command) . 



fit within the virtual 

size. Or redefine the 

storage size using the 

and then reissue the 

for the SET THSAVE 



Eor NETWORK, reissue the command specifying 
another control program that will fit in 
the 3704/3705. 
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171E SYSTEM name VOLID volid NCT MOUNTED 

Explanation: If this message was issued in 
the response to the SAVESIS or the SET 
VHSAVE command, the system name cannot be 
saved because it requires a volume that is 
not mounted. This may be the volume on 
which the named system was to be saved or 
the volume that the saved system needs in 
order to properly execute cnce loaded. 

If this message was issued in response to | 
the IPI command, the system name cannot be | 
loaded because it requires a volume that is 
not mounted. This may be the volume that | 
contains the saved system, or the volume | 
that the save system needs in order to | 
properly execute once loaded. | 

I 
If this message was issued in response to 
the SAVENCP command, the volume specified 
by SYSVOL in the NAMENCP macro in DMKSNT is 
not currently available. 

If this message was issued in response to a 
NETWORK command, the Network Control 
Program cannot be loaded because the vclume 
on which it resides is not mounted. 

fi§§£ Action: Send a message to the system 
operator stating which vclume is not 
mounted, and request that he mount the 
desired volume and attach it to the system. 
Reissue the command once the operator has 
verified that the correct volume is mounted 
and attached. 



172E SYSTEM name DASD vaddr INCOMPATIBLE SYSRES 

Explanation: The system name specified 

cannot be saved or loaded (via IPI) because 

the direct access storage device address 

within the virtual machine's configuration 

does not match the DASD address and 

location specified in the name tafcle of the 
CP system. 

Sser Action: No action can be directly 
taken by the user. Verify that the system 
name you are trying to save or IPL contains 
the correct virtual device address and that 
virtual device address matches the extent 
on the required owned volume for that 
system. 



174E PAGING I/O EBBOR; IPL FAILED 

Explanation; An I/O error occurred while 
attempting to read a page from a direct 
access storaqe device. 

User Action; Reissue the IPL command. If 
the failure persists, notify the system 
operator. 



175E {FAVORED |EESEBVED| name} 
ALREADY IN USE BY userid 

Explanation; The FAVORED or RESERVED 
operand specified in the SET command cannot 
re applied to the specified user because 
that function is already in use by the 
userid identified in the error message. 

User Action: For DMKCFS, FAVOBEE or 
RESERVED turn off the FAVORED or BESEBVED 
operand for the user specified in the error 
message, and reissue the SET command 
specifying the new userid for the desired 
function. 

For name, the VMSAVE area named is in use. 
Send a message to the other user asking him 
to release the area or issue the QOEBY 
VMSAVE command to find out if any other 
areas are available. 



176E VIBT=BEAL AREA IN USE BY userid 

Explanation; The UNLOCK VIBT-BEAL function 
could not be executed because the given 
userid is legged on and occupying the 
virtual=real area. 

User Actio n; Beguest that the user log off, 

or force the user to log off, and then 

reissue the command specifying the 
virtual=real area. 



177E PABM EXCEEDS 64 CHABACTEBS 

Explanation; There are more than 64 
characters in the PABM field being passed 
to the virtual system by the IPL command. 

User Action; Beissue the command with no 
more than 64 characters in the PABM field. 



173E SYSTEM name REQUIRES DASD vaddr 



178E SYSTEM name EXCEEDS AVAILABLE DASD SPACE 



Explanation: The system name specified with 
a SAVESYS or IPL command requires that the 
virtual machine be usinq a direct access 
storage device with the specified virtual 
address. 



Explanation; The amount of DASD space 
reserved by the NAMENCP macro is 
insufficient to contain both the 3704/3705 
control program image and the system 
control information. 



User Action: In the virtual machine 
configuration, define the required DASD 
address. Then reissue the command, 
specifying the correct system name. 



Usgr Actio n; Increase the amount of DASD 
space reserved by the NAMENCP macro, and 
reissue the command. Verify that the extra 
pages required for the system control 
information were included when the DASD 
space was assigned. 
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179E SYSTEM name VOLID volid NCT CP OWNED 

Explan ation : The DASE volume specified by 
SYSVOL in the NAMENCP or NAMESYS macro is 
currently attached to the VM/SP system, but 
it is not a CP-owned volume, and therefore 
is not a valid residence volume for the 
saved system image. 

User Action; Ensure that the correct DASD 
volid was specified in the NAMENCP or 
NAMESYS macro in DMKSNT, and that the 
physical DASD volume mounted is the correct 
volume. Verify that the specified volid is 
included in the SYSOWN macro in DMKSYS, and 
reissue the SAVENCP diagncse or the SAVESYS 
command. 



180W TRACE NOT IN EFFECT 

Expla nati on; The TEACE END function has 
been specified and the TEACE function was 
not in effect. 

User Action ; This is a warning message for 
information only and no further action is 
required. 



operator activates it for the system. 
User Action; None. 



184E VM ASSIST NOT AVAILAELE 
addr} 



{ON PEOCESSOE proc 



Explanation; A SET ASSIST or a SET SASSIST 
command was issued but the hardware assist 
feature is not available on the indicated 
processor address. In an Attached 
Processor system, the response with an 
optional parameter indicates the assist is 
not available on either processor. The 
optional parameter is provided for the SET 
ASSIST command only if the user has 
affinity set on, and the assist feature is 
not available on the affinity processor. 

SmiSI Action; If the assist feature is not 
available on any processor, execution of 
the command is terminated. If the assist 
feature is available on the other 
processor, the user VHBIOK is updated to 
use the assist feature when the user resets 
his affinity. 

User Action: None. 



181E SHARED SYSTEM name REPLACED WITH NON-SHARED 
COPY 

Ex planation; The virtual machine has issued 
the CP commands STORE, ADSTCP or TRACE and 
the address targeted by the command is 
referencing a shared named system page. 
The shared named system is released and a 
replacement of the named system is made 
with a nonshared copy. 



User Ac 
to run 
system 
be awa 
decreas 
with n 
system 
needs h 
should 
copy, 
reload 
system 



tion 
but 
in n 
re 
es a 
onsh 
incr 
is o 
atte 
In 
(vi 



: The v 
is now 
onshared 
that t 
s the n 
ared cop 
eases, 
wn copy 
mpt to r 
most ins 
a IPL) 



irtual m 
running 

mode. 
otal sy 
umber c 
ies of 
When the 
of a ncn 
eplace 
tances 

of th 



achin 
the s 

The 
stem 
f use 

a sh 
use 
share 
it wi 
this 
e sh 



e con 
hared 
user 

effi 
rs r 
ared 
r no 
d sys 
th a 
would 
ared 



tinues 

named 

should 

ciency 

unning 

named 

longer 

tem he 

shared 

mean 

named 



185E CP ASSIST LEVEL xx DOES 



NOT MATCH CP LEVEL 



E xplanation : When VM/SP was loaded, a 
mismatch was detected between the hardware 
assist level and the software. Errors 
might result if the CP assist or the 
extended virtual machine assist feature 
were used. 



Jj jst e m Action : 
unavailable. 



CP 



assist 



set 



182E (reserved for IBM use) 



User Action: Update the processor or 
software support to an equivalent level. 

186E CP ASSIST NOT AVAILAELE 

Explanation; A SET CPASSIST command was 
issued but Extended Control-Program Support 
is not available on the processor, or there 
is a mismatch between the hardware assist 
level and the software. 

User Action: None. 



183E VM ASSIST NOT ACTIVE 

Explanat ion : A SET ASSIST ON or a SET 
ASSIST SVC command was issued. However, 
the operator deactivated the assist feature 
for the whole machine. On an Attached 
Processor system, this message indicates 
that the assist is not active on any 
processor, unless the user has affinity set 
on. If the user has affinity set on, then 
the message describes the state of the 
assist for the affinity processor only. 

System Action: The user description is 
updated to use the assist feature when the 



187E TIMER ASSIST NOT AVAILABLE 

Explanation : A SET ASSIST TMR command was 
issued on a processor that does not have 
VM/370 Extended Control-Program Support, or 
on a processor on which virtual machine 
assist has been temporarily disabled by the 
operator. 

§2^1SE Action : If the processor does not 
have this support, no further action is 
taken. If the support is disabled, the bit 
VMFVTMR is set, so that if the support is 
enabled at a later time the timer assist 
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will be used (provided the user has issued 
SET TIMER ON or SET TIMER REAL and does not 
have TRACE EXT active) . 

Dser Action: None. 



188E SPECIFIED PROCESSOR ONAVAIIAELE 

Exp lanation : The processor specified in the 
command is not online. This message is 
issued in response to the following 
commands: SET AFFINITY, SET ASSIST, ATTACH 
CHANNEL, and DETACH CHANNEL. If the 
command issued was SET AFFINITY CN, the 
processor in the user directory entry is 
not online. 

System Action: The command is rejected. 

Operator Action: Reissue the command; be 
sure to specify the address of a processor 
that is online. 

1891 AFFINITY NOT SET; SYSTEM IN UNIPROCESSOR 
MODE 

Expl ana t ion : The requested processor is in 
use. Since only one processor is being 
used, the requestor is always executed on 
that processor. 

Dser Action: None. 



1901 NO AFFINITY SPECIFIED IN DIRECTORY 

Explanation: The SET AFFINITY ON command 
could not be executed. The user's 
directory was checked and no affinity 
specification was found. No affinity was 
set for the user. 

User Action : Reissue the command with an 
explicit processor address, or update the 
directory entry for the user to include 

AFFINITY. 



191E PROCESSOR nn DOES NOT EXIST 

Explanation: Numerous attempts were made to 
bring processor nn online and it was found 
that processor nn was not available to the 
system. 



Sxst§S Action : 
processed. 



The 



command 



not 



Operator Actio n: Reissue the command with 
the required processor number. 



192E VARY PROCESSOR COMMAND FAILED 

Explanation: A VARY PROCESSOR OFFLINE 
command was issued and one of the following 
occurred: 

• The system is in uniprocessor mode. 

• The processor is net online. 



• The processor is the main processor and 
the channel set switching feature was 
not installed or did not work. 

A VARY PROCESSOR ONLINE command was issued 
and one of the following occurred: 

• The system is not generated for attached 
processor mode. 



The multiprocessor feature is 
installed. 



not 



The system is already in attached 
processor mode. 



Sy stem Action : 
processed. 



The 



command 



not 



Operator Action: None. 



1931 PROCESSOR nn ONLINE 

Explanation: The specified processor is now 
online and operational. 

System Action: None. 

Opera tor Action: None. 

1941 PROCESSOR nn OFFLINE 

Explan ation : The specified processor is now 
offline and not being used. 

Sjstem A cti on: None. 

Operator A ction : None. 

195A 370E FEATURE UNAVAILABLE ON PROCESSOR nn 

Explanation: Processor nn has been varied 
online. (The system has gone from attached 
processor mode to uniprocessor mode.) The 
attached processor does not have the 370E 
hardware feature. 

System Act io n: The user is placed in 
console function mode. 

User Action; If the 370E feature is needed, 
a class A user should do the following: 

a. Issue the QUERY PROC command to obtain 
the addresses of the processors online. 

b. Set affinity to the processor with the 
370E feature (the address appearing 
first in the QUERY PROC response) . 

c. Key in "begin" to continue. 

All other users should notify the system 
operator if the 370E feature is still 
needed. Otherwise, key in "begin" to 
continue. 
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196E SECONDABY USEE NOT IN CP BIBECTOBY 

Exp lanati on: A user who has specified a 
secondary user logs on tut the secondary 
userid is not in the CP directory. 

System Action: Logon continues. 

2SS£ Act ion : If valid secondary user is 
desired, add secondary user to CP directory 
and logon again. 



197E SECONDABY DSEE IS NOT AVAILABLE 

Ex plana tio n; Secondary user is 
disconnected or not logged on. 



either 



System Action : 
normally. 



DISCONNECT 



continues 



JSSSE Acti on: Logon the secondary user if 
terminal services are reguired. 



198W LAST PATH TO DEVICE raddr CN PBCCESSOB nn 

Expl anation : A VAEY OIFIINE PBCCESSOB 
command has been issued in a 
multiprocessing configuration; it is being 
rejected because it would cause the last 
online path to system-owned device 'raddr' 
to be lost. 



area, the user now occupying the area 
should log off. The user logging on can 
then get the virtual=real area by LOGOFF 
and LOGON or by issuing the DEFINE STOBAGE 
nnnnnk command. However, if the area is in 
use by SYSTEM, the V=B area has been 
unlocked and is unavailable for V=B use 
until the system is reloaded. 



201E VIBT=BEAL AEEA NOT AVAILABLE; DAMAGED PAGES 

Explana tio n: The virtual=real area is not 
available to the user logging on. Machine 
checks have occurred which identified 
damaged pages within the V=B area. Ihe 
user logging on is permitted to run as a 
standard virtual machine without the use of 
the virtual=real area. 

Oser Action: Notify the system operator 
that this message has occurred. The system 
operator can issue the UNLOCK VIBT-BEAL 
command so that CP can use the area for 
paging, or he can issue the SHUTDOWN 
command to allow users with the 
virtual=real option to reclaim the area. 

Note: System support personnel should be 
notified that machine check record (s) have 
been recorded that identify the system's 
hardware malfunction. 



g yst em Action: System continues operation 
in MP~mode. 



202E VIBT=BEAL AEEA NOT 
STOBAGE 



AVAILABLE; INSUFFICIENT 



Operator Action: In order to vary offline 
processor nn, a path to device 'raddr' from 
the other processor will have to be brought 
online. 



199E COMMAND BEJECTED; DEVICE raddr EENDING 
OFFLINE 

Ex planation : A command has been issued that 
would cause device 'raddr' to be activated. 
The device is pending offline due tc a VABX 
OFFLINE PBOC command. 

System Action : The command is rejected. 

Operator Action: Beissue the command, 
specifying a device that will still be 
online when the VABX OFFLINE EBCC command 
completes. 



Explan ation: The virtu al=real area is not 
available to the user logging on because: 

• The virtual=real area was not generated 
at system generation time, or 

• The virtual=real area is not large 
enough to contain the virtual machine 
size defined in the directory for the 
user logging on. 

2§SE Action : If the virtual=real area was 
not generated, no action can be taken. 
Otherwise, issue the DEFINE STOBAGE command 
to redefine the virtual machine storage 
size egual to or smaller than the actual 
virtual=real size that was generated. 



203E V=E AEEA BEQOIBES IPL BY DEVICE AEEBESS 



2Q0E VIBT=EEAL AEEA NOT 
{useridj SYSTEM} 



AVAILAELE; IN USE BY 



Explanation : The virtual=read (V=B) area is 
not available to the user logging on 
because another user (identified in the 
error message) , or the system, already has 
that area. The user logging on is 
permitted to run as a virtual machine 
without the use of the virtual=real area. 



Explanation : A shared system or one that 
uses discontiguous saved segments cannot be 
loaded (via IPL) into a virtual machine 
running in the virtual=real area. 

System A ctio n: None. 

User Action: Beissue the IPL command, 
specifying the address of the device on 
which a nonshared version of the system 
resides. 



p„s i er Action : If the priority cf the user 
logging on warrants the use of the V=B 



Control Program (CP) Messages 



63 



DMK 



204E INVALID PAGE (S) SPECIFIED, V=R AREA 

Explanation; The user is attempting to use 
the UNLOCK command to unlock pages that are 
within the V=R region. 

S ystem Acti on: Execution of the command is 
terminated. 

User Action; Reissue the DNLCCK command 
with the VIRT=REAL operand or specify pages 
not within the V=E region. 



214E MONITOR CPTRACE IS NOT ACTIVE 

I X-ElasaiiSS : The MONITOR STOP CPTRACE 
ccmmand was issued when the internal trace 
table was not active. 

S yst em A ctio n; None. 

User Action ; None reguired. 



215E MONITOR ACTIVE, DASTAB CANNOT BE 
DYNAMICALLY 



ENABLED 



206E CANNOT CONNECT TO HOST VIRTUAL MACHINE 

Explanation: User attempted to EIAL or 
LOGON through a logical device to a virtual 
machine that has created a logical device. 

S y s tem A ction ; The ccmmand is ignored. 

User Action : DIAL or LOGON to a valid 
virtual machine. 



208E PRT rid NOT ENABLED 

Explanation : The resource specified cannot | 
be attached because it is not enabled. | 

Syste m Action; None. 

User Ac tion : Do a 'NET ENAELE resource" or 
•NET ENABLE ALL'. 



211E MONITOR TAPE IS ALREADY ACTIVE 

Ex pl anation: The MONITOR START TAPE command 
was issued while monitor data collection 
was already active. 

System Action; Processing continues. 

User Action : None reguired; the Monitor is 
already active. 



212E MONITOR TAPE IS NOT ACTIVE 

Exp lanation: The MONITOR STOP TAPE ccmmand 
was issued while monitor data collection 
was not active. 



System Action ; Processing continues. 
User Action ; None reguired. 

213E MONITOR CPTRACE IS ALREADY ACTIVE 

Explan ation ; The MONITOR START CPTRACE 
command was issued while the internal trace 
table was already active. 

System Action ; Processing continues. 

User Action ; None reguired. 



E xplanatio n: The MONITOR ENABLE command was 
issued with the DASTAP class when monitor 
data collection was active. 

System Action: None. 

User Action; The DASTAP class cannot be 
enabled dynamically. If the DASTAP class is 
reguired, stop the monitor, enable the 
DASTAP class, and then restart the monitcr. 
Otherwise, reissue the command without the 
EASTAP class. 



216E SYSPROF CLASS IS DEPENDENT ON SCHEDULE AND 
EASTAP 

Explanation; The MONITOR ENABLE command was 
issued with the SYSPROF class, but without 
the SCHEDULE and DASTAP classes. 

System Action: None. 

User Action: Both the SCHEDULE and DASTAP 
classes must be specified with the SYSPROF 
class. 



217E MONITOR TAPE NOT STARTED, NO CLASS ENABLED 

Explanation: A MONITOR START TAPE ccmmand 
was issued when no classes of data 
collection were enabled. 

System Ac tion: The data collection process 
is not started. 

User. Action: Issue the MONITOR ENAELE 
command specifying the desired class or 
classes, and then reissue the MONITOR START 
TAPE command. 



| 218E MONITOR NOT STOPPED, OUTSTANDING I/O 

E xplanation : A MONITOR STOP TAPE command 
was issued when the data collector was 
attempting to recover from an I/O error or 
was handling an end-of-tape condition. 

System Actio n: The command is rejected; 
however, the monitor tape is stopped by the 
system because of either the tape I/O error 
or the end-of-tape condition. 

User Action: None reguired. 
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2191 END OF MONITOR TAPE, MONITOR STOPPED BY 
SYSTEM 

Explanation ; An end-of-tape condition has 
occurred on the monitor tape. 

System Action; Two tape marks are written, 
the tape is rewound and unleaded, and the 
tape drive is released. Data collection 
stops and all classes are disabled. 

O p e rator Action; If you are net the user 
who issued the MONITOR command, consult 
with the person who did. The user may want 
to mount another tape. If so, reissue the 

MONITOR ENABLE and MONITOR START TAPE 
commands. 



223E START TIME MUST PRECEDE STOP TIME 

Expl anatio n; The format of the start and 
stop times, as issued in a MONITOR TINE 
command, was correct. However, the start 
time was not earlier than the stop time. 



Note ; Stop time cannot 
midnight. 



be later than 



System Ac tion; Monitor automatic start and 
stop times remain the same. 

User Action: Reissue the command. 



224E LIMIT MOST EE BETWEEN 10 and 50000 



2201 ERROR ON MONITOR TAPE, MONITOR STOPPED BY 
SYSTEM 

Explanation ; An uncorrectable I/C error 
occurred on tape during data collection. 

Sy stem Action; An attempt is made to write 
a tape mark. The tape is released and data 
collection stops. 

Op erato r Acti on; If you are not the user 
who issued the MONITOR START command, | 
consult with the person who did. The user | 
will prcbably want to mount another tape. 
If so, reissue the MONITOR ENAELi and 
MONITOR START TAPE commands. 

221 E MONITOR TO SPOOL IS ALREADY ACTIVE 

Ex planation ; A MONITOR START SEOOL command | 
was issued when the monitor was already | 
running. It may have started automatically | 
according to the SYSMCN macro 
specifications in DMKSYS. 

System Ac tion ; None. 

User Action ; Review the current automatic 
monitoring specifications in DMKSYS as 
defined by the SYSMON macro and make sure 
that they still meet the daily monitoring 
needs. 



222E TIME PARAMETER SPECIFIES INVALID TIME 

Explanation; A MONITOR TIME command was 
issued when the specified start or stop 
time did not conform to the reguired 
syntax. 

Note : The stop time cannot be later than 
midnight. 

System Action ; MONITOR automatic start and 
stop times remain unchanged. 

User Action : Review format of MONITOR TIME 
command. 



Explanation: A MONITOR LIMIT command was 
issued specifying a spool file maximum 
record count that was not within the 
allowed range. 

System Action; Monitor automatic spool file 
record count limit remains unchanged. 

Oser Action: Reissue the command with the 
correct LIMIT specification. 

225E INVALID MONITOR DSERID SPECIFIED, HON NOT 
ENABLED 

Explanation; A MONITOR START SPOOL command 
was issued using the 10 OSERID option. 
However, the specified user was not in the 
directory. 

System Action; The automatic monitoring 
recipient userid specification is unchanged 
and the monitor is not enabled. 

User Action : Reissue the command using a 
valid OSERID. 

226E FOR VALUE SPANS MIDNIGHT - COMMAND INVALID 

Ex planation : A MONITOR TIME FOR command was 
issued specifying a period of data 
collection that, when added to the current 
time, will exceed midnight. 

Sys tem Action: The automatic monitoring 
start and stop times remain unchanged. 

User Action: Reissue the command with a 
smaller FOR specification, or manually 
start and stop the monitor as needed. 



227E FOR OPTION INVALID WITH AUTODISK OFF 

E xplanatio n: The MONITOR TIME FOR command 
assumes that automatic monitoring is in 
effect. (AUTO=YES has been specified in 
the SYSMON macro or the MONITOR AUTODISK ON 
cemmand has been issued.) 

S ystem Acti on: The TIME specification is 
ignored and the automatic monitoring start 
and stop commands remain unchanged. 

User Actio n ; Issue a MONITOR TIME command 
and reissue the MONITOR TIME FOR command. 
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228E FOR OPTION INVALID WITH MONITOR ON 



Explanation; If monitor in 
active, data has already be 
some time. The MONITOR TIM 
effect says monitoring sh 
now and run for the 
Therefore, the use of the 
monitoring is already act 
performance data for an u 
of time. 



g is currently 
en collected for 
E FOR command in 
ould he started 
specified time. 
FOR option when 
ive would give 
nexpected period 



System Ac ti o n : 
unchanged. 



Monitoring status is 



S§SI Action: Review your monitoring needs 
and resolve the conflicts in your previous 
specifications. 



229E MONITOR 00T OF DASD PAGES, IS SHOTTING OFF 

Explanation; Monitor cannot continue 
monitoring due to lack of spool file space 
where monitor data would te placed. 

System Action ; Monitor is shut off. 



232E IPL UNIT ERROR; CSW csw SNS sense 

Explanation: During the IPL simulation 
process, the specified IPL device received 
an I/O interrupt with an unit check 
condition. 

User Action: Examine the CSW and sense 
bytes to determine the possible cause of 
the simulation failure. If no equipment 
checks are present, reissue the IPL command 
to the specified device. 



233E IPL OVERLAY ERROR 

Explanat io n: The IPL simulator was about to 
perform a loading sequence that would have 
overlaid the simulator itself. In this 
particular case, the IPL simulator cannot 
function in the specified virtual machine 
at its current storage size. 

£§££ Action: Increase the size of the 
virtual machine so that the IPL simulator 
will load in an area where it will not be 
overlaid. Then reissue the IPL command. 



Us er Action; Free needed spool file space 
and restart monitor. 



2291 USER OF MONITOR DOES NOT EXIST 

Explanation: The user of the monitor 
specified in the SYSMON nacre, dees not 
exist on this system. 



System Action: The 
automatically started. 



monitor 



not 



H§er A ction : Check the specified userid and 
start the monitor, using the monitor 
commands, with the correct userid. 



230E IPL SIO ERROR 

Explanation: The START I/O instruction for 
the initial IPL sequence to the specified 
device received an unexpected condition 
code, so the device could not be properly 
started for the IPL. 

User Action : Verify that the device type is 
valid for an IPL simulation and that no 
unexpected status conditions exist in the 
device, and reissue the IPI command. 



234E IEL SENSE ERROR 

E xplanatio n: A unit check occurred on the 

IPL device. A SENSE operation was used to 

get the sense bytes and an unusual 
condition occurred. 

User Action: Verify that the device is not 
malfunctioning and then reissue the IPL 
command for the required device. 



240E PET XXX, FCB-FORMS MISMATCH, FIIEID nnnn 
{HELD| PURGED} 

Explanation: There is a mismatch between 
the forms control buffer (FCB) and the 
forms in the 3800 printer. 

System Action: Printing is held or 
suspended. The file is held or purged. 

User Action : If held, specify correct FCB 
and release the HOLD on the file. If the 
file is purged, reenter the correct 
matching information. 



241E PRT XXX, INVALID LOAD MODULE 
SPECIFIED, FILE nnnn {HELDI PURGED} 



231E IPL TIO ERROR 

Explanation : The IPI simulator encountered 
an unexpected condition code when executing 
a TEST I/O instruction en the specified 
virtual device. 

Pser A ctio n: Verify that the device is 
valid for IPL operation and that no 
unexpected status conditions exist in the 
device, and reissue the IPL command. 



Explanatio n: An invalid load module has 
been specified and the 3800 printer file is 
either HELD, PURGED, or remains in the same 
HOLD status it had before printing was 
attempted. 



System Action: Printing is held and 
file is either held or purged. 



the 



Operator A ction : If HELD was indicated, 
specify correct load module and release the 
user HOLD on the given spool file. If 
either HELD or PURGED was not indicated, 
the load module specified for the separator 
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page is invalid and remains the same. 
Specify the correct load module (via the 
CHARS parameter on the START command) for 
the separator page. 



System A ctio n; None. 

User Action: Reissue the command with a 
valid FCB specification. 



2421 PRT xxx (3800) 
CODE CC 



INTERVENTION REQD, STATUS 2471 3800 NAMED SYSTEM imag3800 CREATED 



Explanat ion ; This message includes all 
situations where the operator must 
intervene in the 3800*s operation. These 
situations include, tut are not limited to 
the following: 

• End of forms 

• Stacker full 

• Toner supply empty 

• Replace developer 

All relevant status codes are described in 
the 3800 Reference Manual, GA26-1635. 

Sy stem Action: Printing is suspended. 

Op erator Act ion: Correct the printer 
condition by examining the status code or 
indicators on the printer. Correct the 
condition and press the START button en the 
printer. 



243E FLASH MISSING OR INVALID 

Explanation; For 3 800 printer operations, 
the~FLASH operand in the CP SPOOL or CHANGE 
command is missing or invalid. 

System Action: None. 

User Action; Reissue the command with a 
valid FLASH specification. 



244E IMAGE LIBRARY MISSING OR INVALID 

Explanation; For 3 8 00 printer operations, 
the IMAGE operand in the START command is 
missing or invalid. 

S yste m Ac tion ; None. 

User Act ion; Reissue the command with a 
valid IMAGE specification. 



245E CHARS MISSING OR INVALID 

Ex p lana tion For 3 8 00 printer operations, 
the CHARS operand in the CP SPOOL, CHANGE, 
or START command is missing or invalid. 

System Action : None. 

User A ction : Reissue the command with a 
valid CHARS specification. 



246E FCB MISSING OR INVALID 

Explanation : For 3 800 printer operations, 
the FCB operand in the CP SPOOL, CHANGE, or 
START command is missing or invalid. 



IlEi§£§ti25« Ihe data has been successfully 
placed in the specified image library. 

5iStSI Action: None. 

User Action: None. 

248E SPECIFIED IMAGE imag NON-EXISTENT 

Explanation: The specified 'image TEXT' 
file was not found. 

System Actio n; None. 

User Actio n: Correct the erroneous "image 
TEXT' file and reissue the command. 

249E ERROR LOADING IMAGE imag 

Explan atio n: The *imag TEXT' file caused a 
LOAD error. 

System Action: None. 

User Action : Correct the problem that 
caused the LOAD error and reissue the 
command. 

250E 370E IS NOT AVAILABLE (CN PROC xx) 

Explanatio n: System/37 Extended feature or 
the Extended facility is not installed on 
the processor. 

• The 370E parameter was indicated in the 
user's directory via an OPTION control 
statement. 

• A SET S370E ON command was issued. 

• A SET 370E ON command was issued. 
System Action: Normal processing continues. 
2§S£ Action: None. 

251E 370E IS NOT ACTIVE 

Explanation : The System/370 Extended 
feature of the Extended facility feature is 
installed on the processor. However, the 
370E feature is not enabled for virtual 
machines. 

System Action : The feature is enabled for 
the virtual machine. However, CP will not 
support 370E until a SET S370E CN cemmand 
is issued. 

User Action : Notify a class A user in order 
that a SET S370E ON command can be issued. 
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2521 PRT xxx, FILE nnnn REQUEUED AND HELD 

Explanation : This message is preceded by 
message DMKRSE255I and information from 
EMKRSE255E must be used by this message. 

System Action; Printing is suspended. 

Operato r Action: Using the backup page 
count given in message DMKRSE255I and the 
size of the files just regueued, determine 
how much to backspace the current file: use 
the BACKSPACE command to do this. Also, 
determine whether or not to replace the 
regueued files for printing. The EACKSPACE 
command, with the EOF option, can be used 
to reprint the end of any regueued file. 
Issue the CP START command to reinitiate 
printing operations. 

253E MODIFY MISSING OR INVALID 

Explanation : For 3800 printer operations, 
the MODIFY operand in the CP SPOOL, CHANGE, 
or PURGE command line is missing or 
invalid. 

System Action: None. 

User Action: Reissue the command with a 
valid MODIFY specif ication. 



254E ERROR SAVING image 3800 - RC = (re) 

Explanation: An error occurred while saving 
the named system. 

Code R easo n 
4 The named system was net found. 

8 The named system is currently active. 

12 The volume for the named system is 
not CP-owned. 

16 The volid is net mounted. 

20 The size of the imagelib being 
generated is toe large for the named 
system. 

24 Paging error occurred while 
processing this request. 

S ystem A ction : None. 

User Action : 

Code Explanation 
4 Use another named system that has 
been generated. 

8 DRAIN any 3800 printers that are 
using the named system and reissue 
the command. 

12 Check with the installation manager 
to find out why the volume is not 
CP-owned. 



20 Make the image smaller or put it into 
a larger named system. 

24 Check the named system to determine 
that it is defined in DMKSN1 and that 
the cylinder actually exists on the 
volume. Also verify, that it has 
been previously formatted by CP. 
Reissue the command. If the problem 
persists, see your IBM support 
personnel. 



2551 PRT XXX, PAGE EUFFER DESTROYED, EACKUP PAGE 
COUNT = nnnn 

Ex planation : The page buffer has been 
destroyed on the 3800 printer. 

Astern Action: Printing is suspended. 

Operator Action: See message DMKRSE252I. 

255W 370E FEATURE NOW DISABLED 

Explanation: A class A user has issued a 
SET 370E OFF command to disable the 370E 
feature, or the system operator has varied 
the processor with the 370E feature 
offline. 

System Action: All 37 0E users will enter 
console function mode on receipt of the 
message. 

JJser Action: Await availability of the 370E 
feature. Attempts to continue will result 
in the user being dispatched without the 
370E capability. 

Note : If the 370E feature is no longer 
needed, key in "begin" to continue. 

256E INSUFFICIENT VIRTUAL STORAGE 

Explanation: The defined virtual storage is 
insufficient. 

System A ctio n: None. 

User Action: Define a larger virtual 
machine^ IPL CMS again and reissue the 
command. 



257E RESIDUAL BYTE COUNT = nnnnnnnn (HEX) 

Explanation: This message is preceded by 
message DMKNMT254E and is issued when the 
return code in message DMKNMT254E equals 
20. 

System Action: None. 

User Action: Either define the named system 
with a larger byte count or decrease the 
imagelib byte count. 



16 



Have the correct volid mounted and 
reissue the command. 
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2581 ALL 3800 DATA CHECKS Mill EE REELECTEE 

Explanation: The DATCK option of the CP 
DEFINE command is used to define a virtual 
3800. 

System Action; None. 

User Action ; None. This message is used to 
alert the user that a high overhead 
simulation of virtual 3800 will fce used. 



Dser Action: None. 



276E raddr NOT 3330V 

Explan atio n; The DEFINE command was issued 
and the raddr was not a 3330V volume. 

System Action: No action is taken and 
processing continues. 

Dser Action: None. 



259E SIZE PARAMETERS MISSING OR INVALID 

Explana tion : The SIZE keyword is specified 
and the parameters are either not specified 
or not valid 3800 sizes. 

Sy ste m Acti on : N on e . 

Dser Action ; Respecify the SIZE parameters 
correctly. 



277E raddr ERROR DEMOUNTING VOLUME 

Explanation: CP attempted to demount a 
3330V volume, but MSS encountered an error. 

S yst em A ctio n: The volume is not demounted 
and processing continues. 

User Action: None. 



270E PRT xxx, TOO MANY WCGM'S NEEDED FOR 
•CHARS', FILE nnnn HELD PURGED 

Expl anation ; The collection of character 

arrangement tables specified in the spool 

file 'CHARS' requires more flCGMs to be 

loaded than are available fcr the 3800. 

S ystem Action: Printing is held or 
suspended. The file is held or purged. 

User A ctio n: If held, specify correct 
'CHARS' and release the HOLD on the file. 
If the file is purged, reenter the correct 
information. 



278E DEVICE NOT A DASD 

Ex p lana tio n; The device specified in the 
DEFINE command is not a valid DASE volume. 

System Action: Processing continues. 

User Ac tio n: Reissue the DEFINE command 
with a valid DASD. 



279E DASD NOT A VUA 

Explanation: The DASD volume specified in 
the DEFINE command was not a valid MSS 
device. 



273E DETACH REJ VIRTUAL MACHINE TRACING I/O 

Ex planation : A DETACH command was issued 
while the virtual machine was tracing I/O. 

System Acti on : Tracing continues. 

User Action ; Issue 'TRACE END' and re-issue 
the DETACH. 

271E raddr HAS A MOUNTED VOLUME. MSS ID NOT 
AVAILABLE TO DEMOUNT IT 

Explanation : There is a 3330V volume 
mounted on the raddr. The MSS communicator 
is not active and the volume cannot be 
demounted. 

S ystem Action: Processing continues. 

User Action; None. 



275E raddr ALREADY SYSVIRT 

Explanation ; The raddr is already defined 
as a SYSVIRT 3330V device. 

System Action ; The status remains unchanged 
and the processing continues. 



S ystem A ction : Processing is terminated. 

User Action: Reissue the DEFINE command 
with a valid MSS device. 



280E raddr ALREADY VIRTUAL 

Explanation; The raddr is already defined 
as a VIRTUAL feature. 

System A ction ; The status remains unchanged 
and the processing continues. 

User Action : None. 

300E SAVE REQUEST EEYOND VIRTUAL MACHINE SIZE 

E xpla n atio n: when the SAVESYS command was 
issued, one or more designated saved pages 
were in the SYSPGNM operand of the NAMESYS 
macro. These pages are beyond the size of 
the virtual machine used. 

User Action: Check the numbers of the pages 
designated to be saved in the NAMESYS 
macro. If they are correct, increase the 
size of the virtual machine before 
reissuing the SAVESYS command. 
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301 E REQUESTED FILE IS NOT A CPTEAP FILE 

Explanation : The requested file exists, but 
it is not a CPTEAP file. 

Sy stem Act ion: The command is ignored, 
TEAPRED has not been started. 

User Act ion ; Reissue a correct command. 

302E I/O ERROR ON 00C - XXXXXXXXXX 

Expla nation ; XXXXXXXXXX can be one of the 
following: 

DEVICE ADDRESS INVALID 

DEVICE TYPE INVALID 

DEVICE BUSY, NOT READY, OR REAL 

PAGING ERROR ON SPOOL 

A condition code 3 was received while 
attempting a DIAGNOSE X'14' operation 
against a reader file: the result of an 
I/O error, or the reader changed status 
since TRAPRED was started. 

System Action : RC=3 
TRAPRED is stopped. 

Dser A ction : Error is most likely due to 
manipulating the reader files since the 
TRAPRED started. 

303E 00C READER FILE NOT ICCATAEIE 

Explan ation : A condition cede 2 was 
encountered while attempting a diagnose 
X'14' operation against a reader file. 

System Action: The TRAPRED CMS reduction 
program is stopped. 

User Actio n: The error is likely due to 
manipulating the reader files since the 
TRAPRED started. 

304E CPTEAP IS STOPPING, NO INPUT ALLOWED 

Explanation: The CETRAE facility was 
stopping when a CETEAP command was 
received. 

Sys tem Act ion: The total command line is 
ignored. 

User Action : Wait until CPTEAP has stopped, 
then begin a new CPTRAP run. 

3051 (CETRAP/TRAPRED) SELECTIVITY RESET 

Explanation: A (CPTEAP/TRAPRED) subcommand 
redefined some existing selectivity for 
typenum. 

System Action : None. The new selectivity is 
in force. 

Use r Action: None. This message is for 
information only. 



306E CETRAP IS ALREADY ACTIVE 

Explanation: CPTRAP allows only one user at 
a time. This message is sent to a second 
user who attempts to start CPTRAP. 

System Action: The total command line is 
ignored. 



£§££ Action : 
available. 



Wait until 



CPTRAP 



3071 CETRAP (CP/VIRTUAL) cccc INTERFACE IGNORED 

E xplanation : The CPTRAP facility received a 
CP or virtual machine interface request 
with the data field outside of either the 
virtual machine's storage for a VIRTOAL 
interface, or the real storage for a CP 
interface request. The identifier will fce 
CP cccc or VIRTUAL cccc; CP indicates that 
the in-error interface was from CP and 
VIRTUAL indicates that the in-error 
interface was from a virtual machine. The 
cccc field is the individualizing CODE from 
the interface parameter list. 



System Action: 
without the data. 



None. 



CETRAP 



continues 



Dser Action: The data was not included in 
the file. Start over with the in-error 
interface corrected. 

3081 CETRAP DATA LCST 

Explanation : The CPTRAP facility has lost 
some data (not added it to the output file) 
due to the buffers being full. 

System Action: None. CPTRAP continues 
without the data. 

U ser Action : Results are unreliable, this 
file may not have the information you want. 
Start over with greater selectivity of 
input. 

309E OPERAND IGNORED SELECT TABLE FULL 

Explan ation : The select table can expand to 
allow 400 entries. This request is the 
401st; it is not accepted. 

l2§tem Ac tio n: The preceeding operands are 
accepted, but not the in-error operand or 
any following operands. 

5s§£ Action: Either do not add any more 
selectivity, cr delete some and then add 
more selectivity. 

310E BATE date INVALID; NOT CHANGED 

Explanation: The system date in CP lew 
storage contains invalid data and hence 
cannot be updated for the midnight date 
change. The invalid date indicates a 
possible software system failure since the 
date is automatically set by the system 
initialization routine. 

Cistern A ction : The date in low storage is 
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not changed; however, the day cf the week 
is changed and the clocks are set to change 
the date at midnight in 24 hours. 

Operator Action: Contact the system 
programmer at once. Careful use of the 
STCP command can correct the date set in 
storage. Notify IEH software support 
personnel of the problem and supply a dump 
of CP storage if possible. 



350W DASD raddr SYSRES VOIID NOT volid 



353W SfSRES DEVICE TYPE INVALID 

Explanation: The device type specified in 
the SYSBES macro in module DMKSYS is not 
valid for system residence. 

System Action: The system enters a wait 
state (wait state code = 011). 

User A ction : Verify that the operands 
specified in the SYSBES macro in module 
DHKSYS define valid system residence device 
characteristics. 



Explanation: The volume latel en the pack 
mounted on drive raddr does not agree with 
the volume label specified during system 
generation. 



System A cti on: The system enters a 
state (wait state code = 010). 



wait 



User A ctio n: Check the SYSBES macro in 
module DHKSYS to ensure that the disk 
address and volume label specified are 
valid. 

Operator Ac tion : Ensure that the correct 
volume is mounted on disk drive raddr and 
present an external interrupt to initiate a 
retry of the operation. 



351W DASD raddr SYSRES NOT RIAEY 

Explanation: The disk drive specified by 
raddr is not ready. Disk raddr was 
specified as the SYSBES device in the 
SYSRES macro in module DMKSIS. 

System Action: The system enters a wait 
state (wait state code = 010) . 

Operator Action: Make the device ready and 
present an external interrupt tc initiate a 
retry of the operation. 



352W FATAL DASD I/O ERROB 

Explanation: The system nucleus cannot be 
written. Probable causes are: 

• The disk pack is not formatted properly. 

• The disk pack is defective. 

• A disk hardware error has occurred. 

• The disk is in read-only mode. 

System Action: The system enters a wait 
state (wait state code = 011). 

Operator Acti on: Use the FORMAI program to 
reformat the pack. Attempt to do a new 
system load. If the trouble persists, try 
another pack on a different drive. If the 
trouble still persists, call IBM for 
hardware support. Obtain the contents of 
general registers 0, 1, 3, 4, 5, 11, 13, 
14, and 15. 



4001 SYSTEM {TEMP SPACE| CHECKPOINT AREA} FULL 

E xpla n ation : All temporary disk space (TEMP 
SPACE) or checkpoint space (CHECKPOINT 
AREA) is in use. 



System Action 
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required. If 
space, the sy 
performance 
temporary di 
putting VMDU 
space, the du 



If temporary 
e request is f 
y space, the 
ontinue and 

the request i 
stem attempts 
is severely 
sk space becom 
MP pages out 
mp is purged. 



disk sp 
or pagin 
system m 
relPL wi 
s for sp 
to contin 
degraded. 
es full 
to tem 



ace is 
g from 
ay be 
11 be 
coling 
ue but 
If 
while 
porary 



If the checkpoint area is full, the system 
continues without checkpointing. Users 
attempting to create spool files will have 
their virtual spooling device made "not 
ready". 



Operator Action : Review 
space allocations. Revi 
take steps to reduce 
Spool files should be r 
printers may be starte 
spool backlog; if a rea 
users should be reques 
files. In addition, yo 
determine other spool 
selectively purged. Lo 
users reduces temporary 



temporary and page 
ew system usage and 

the system load, 
eviewed. Additional 
d to reduce print 
der backlog exists, 
ted to read their 
u may be able to 
files that can be 
gging off inactive 
disk space usage. 



User Actio n: If the message resulted from 
processing a VMDUMP command, purge unwanted 
dumps on the user reader gueue and retry. 
If still unsuccessful, request the system 
programmer to free temporary disk space. 



4011 SYSTEM {TEMP SPACE | CHECKPOINT 
PERCENT FULL 



AREA} 90 



Explanation: Ninety percent of all 

temporary disk space (TEMP SPACE) or 

checkpoint space (CHECKPOINT AREA) is in 

use. 

System Action : System operation continues. 

Operator Acti on: Review system usage and 
take steps to reduce the system load. 
Spool files should be reviewed. Additional 
printers may be started to reduce print 
spool backlog. If a reader backlog exists, 
users should be requested to read their 
files. In addition, you may be able to 
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determine other spool files that can be 
selectively purged. logging off inactive 
users reduces space usage. 



410W CP ENTEEED; PAGING ERROR 

Explanation : An I/O error occurred during 
paging. Probable hardware error. 

Syst em Action ; System operation continues. 
The virtual machine enters CP command mode. 
If the virtual machine was running 
disconnected, it is logged off the system. 

User Action: Reload the virtual system to 
continue. If the problem persists, notify 
the system operator. 



41 1W CP ENTEEED; TRANSLATION EXCEPTION; WHILE IN 
NON-EC MODE 

Explanation: While running a EC mode 
virtual machine, a translation exception 
occurred. Probable CP error. 

System Action: System operation continues. 
The virtual machine enters CP command mode. 
If the virtual machine was running 
disconnected, it is logged off the system. 

Us er Action: Reload the virtual system to 
continue. If the problem persists, notify 
IBM support personnel. 



415E CONTINU00S PAGING EEEOES FECM DASE XXX 

Expla nation : Unrecoverable errors are being 
received from the paging device (xxx) . 
This condition is caused ty failure of 
either the paging volume or the paging 
device. This condition can occur if the 
paging volume has not been formatted 
properly. 

S ystem Action: The system enters a disabled 
wait state (wait state code = OOF) . 
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the user's previous TAG command. If the 
error was encountered while writing, the 
results are unpredictable. 

Use r Actio n: Reissue the command. If the 
problem persists, regenerate the spool file 
that is in error or call your system 
support personnel. 



425A PUN cuu ACCOUNTING DATA; FATAL I/O ERBOE 

Explanation: An unrecoverable input/output 
error occurred on the card punch at real 
address cuu. Accounting data was saved. 

System A ctio n: The failing device is varied 
offline and system operation continues. 

2£.§rator Action: Vary the device cuu online 
and restart the punch. If the problem 
persists, contact IBM for hardware support. 

425E I/O ERROR DURING ACCOUNTING 

Explanation: A spooling I/O error occurred 
while the system was writing accounting 
data to the spooling device. 

§I§tem A ctio n: If the accounting spool file 
has been previously checkpointed, the file 
is closed and a new file started. 
Otherwise, the file is written using a 
different spool page. 

User Action : The closed accounting spool 
file should be processed. If the I/O error 
persists, call your system support 
personnel. 



426E {EDRITAPE} 
PURGED 



raddr SPOOL SPACE JUIL; FILE 



424E RDR FILE SPOOL ERROR; FILE DBCHANGED 



Explanation: System input spooling space 
for the reader or tape at real device 
address raddr is full. 

System A ctio n: The file just read is purged 
and system operation continues. 

Curator Action: Review system usage and 
take steps to reduce the system load. 
Inactive users should be logged off the 
system. Spool files should be reviewed. 
Additional printers may be started to 
reduce print spool backlog. If a reader 
backlog exists, request that users read 
their files. In addition, you may be able 
to determine other spool files that can be 
selectively purged. After reducing spool 
file usage, read the file again. 



.Expl anation : A paging I/O error occurred 
while reading or writing a spool file 
record on a CP spooling device, for the 
purpose of querying or updating TAG 
information associated with that spool 
file. 

S ystem Action : If the error was encountered 
while reading, no change has resulted from 



4271 {CON | PET | PUN} vaddr SYSTEM 
FULL; FILE CLOSED 



SPOOL SPACE 



Explanation: System spooling space on the 
device at virtual device address vaddr is 
full. If the message refers to the 
console, the console spool file has been 
closed. If it refers to the printer or 
punch, the printer or punch output file has 
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been closed. 

System Act i o n: If the console spool file is 
closed, virtual console spooling stops. The 
virtual machine continues to execute but 
without console spooling. 

If the printer or punch output file is 
closed, an intervention-required unit check 
condition is returned to the virtual 
machine, the virtual device is made not 
ready, and the system continues. 

User Action: Inform the system operator. An 
attempt must be made to reduce the paging 
and spooling load on the system as scon as 
possible. When spool space is available, 
issue the SPOOL CONSOLE START command to 
resume console spooling, or issue the READY 
command to resume printer or punch 
spooling. 



428E {PRT|PUN|RDR|TAPE} raddr SPOOL 
{HELD | PURGED} 



ERROR; FILE 



Expl anati on: A paging I/O error occurred on 
the device at real address raddr. 

S ystem Action: If the file that was being 
processed at the time the I/O error 
occurred is a printer or punch file, the 
file is put in HOLD status and system 
operation continues. 

If the file is a reader file, it is purged. 

Op erator Action: If the file is a printer 
or punch file, try to print or punch it 
again when spooling activity on the printer 
or punch is low. The system operator must 
first take the file out of HCLD status. 



User Action: For a console file, issue a 
SPOOL~CONSOLE START command and retry the 
output operation. After ten unsuccessful 
retries, the entire opened spool file is 
purged. 

for a printer cr punch file, issue the 
READY command to the virtual device and 
retry the output operation. 



For a 
file. 



reader file, try again to read the 



In any case, if the problem persists, 
inform the system operator of the incident. 
The error is probably due to a hardware 
malfunction. The system operator may advise 
ycu to purge the file or may decide to turn 
the machine over to your system support 
personnel, depending en the impact of the 
problem. 



430A {PRT|PUN} raddr FATAL I/O ERROR; MOW 
OFFLINE, FILE HELD 

Explanatio n: An unrecoverable I/O error 
occurred en the printer or punch device at 
real address raddr. 

Sys tem A ction : The failing device is varied 

offline, the file being processed is put in 

hold status, and system operation 
continues. 

Operator Action: Vary the device raddr 
online and restart. To process the file 
that failed, take the file out of held 
status. If the problem persists, call ycur 
system support personnel. 



If the file is a reader file, reload the 
file in the reader and retry. 

If the file is a tape file, reposition the 
tape and reissue the command. 

If the problem persists, call your system 
support personnel. 

4291 {CON|PRT|PUN|RDR} vaddr SPCCL EEEOB; FILE 
{HELD | PURGED} 

Ex planation: A paging I/O error occurred on 
the device at virtual address vaddr. 

System Actio n: If it is a console spool 
file error, virtual console spooling stops. 
The virtual machine continues to execute 
but without console spooling. 

If it is a printer or punch spool file 
error, a unit check condition is sent to 
the virtual machine to stop the write 
operation, the file is purged, and the 
virtual device is made not ready. 

If it is a reader file spool error, a unit 

check condition is sent tc the virtual 

machine to stop the read operation. The 

file is held. System operation then 
continues. 



431A RDR raddr ID CARD MISSING OR INVALID 

E xplanation : The card just read in the 

reader at real device address raddr was not 

a valid ID card. Two formats are 
acceptable: 

• ID userid 

• USERID userid 

Separator or blank cards are accepted 
before an ID card; any other card preceding 
the ID card is invalid. 

Operator Action: Run out the cards in 
reader raddr, correct the ID card error, 
and make the reader ready with the 
corrected deck in the hopper. 



432A RDR raddr ID CARD; 
DIRECTORY 



userid NOT IN CP 



Explanation : The 'userid' specified on an 

ID card in the reader at real device 

address raddr is not in the VM/SB 
directory. 

System Action : System operation continues. 

Operator A ction : Run out the cards in 
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reader radar, correct the ID card error, 
and make the reader ready with the 
corrected deck in the hcpper. 

If the ID card appears valid, check with 
the system programmer to determine why the 
userid does not exist in the VM/SP 
directory. 



433A BDB raddr ID CARD; INVALID DATA 



Expla natio n: The class sp 
card in the reader at re 
raddr is incorrect or the 
invalid. The 'data' is 
error on the ID card, 
specified, it must be 
through Z or through 
specified, the default is 
specified, it must be a 1 
8-character filename and 
8-character filetype, 
24-character data set nam 
the ID card are free form 
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as follows: 



ID userid.. CLASS n NAME filename filetype 

System Action; System operation continues. 

Operator Action: Eun out the cards in | 
reader raddr, correct the ID card error, | 
and make the reader ready with the 
corrected deck in the hcpper. 

434A EDE raddr FATAL I/O EBECE; FILE EUBGED 

Explanati on : An unrecoverable I/O error was 
encountered on the reader at real device 
address raddr. The input file was purged. 

System Action: System operation continues. 

Operator Action: Eun out the cards in 
reader raddr, make sure the first card is a 
valid ID card, and make the reader ready. 



If the problem persists, call 
support personnel. 



your system 



U35E PAGING EEEOE WEITING SAVED SYSTEM 

Explanation: A paging error occurred while 
writing the system to be saved, or the 
3704/3705 control program image to be 
saved, to a DASD volume. 

System Action: Execution of the command 
terminates. The system or control program 
image is not saved. 

User Action: Be sure you entered the 
correct command — e.g., ! 

I 

IPL nnn I 

SAVESYS CMS I 



where 



system you created. 

Try the command again, since the 
situation that caused the error 
may have been temporary. If the 
problem recurs, check the CASS 
space allocated to receive the 
saved system or control program 
image. This space must be 
formatted with the CP format 
program (DMKFMT) and allocated as 
PEBM space. 



436B INTEEBUPT PENDING. TO PROCEED, TYPE YES. 
END, TYPE NO. 



TO 



Explanation: In processing the SAVESYS 
command, the system detected that an I/O 
interrupt is pending. 

System Action : If you enter YES, the 
SAVlsYS command continues to save the 
sjstem but the pending I/O interrupt (s) are 
lost. If you enter NO, SAVESYS processing 
terminates. 

User Action: Enter YES or NO. 



437E SYSTEM PAGING SPACE 
TERMINATED 



NOT AVAILABLE, IPL 



is the 3-digit virtual address of 
the disk that contains the CMS 



l2£la£3.y.on: Tlie IP;L command attempted to 
get a DASD page but none was available. 

System A ctio n: The command is terminated. 

User Action : Verify that the proper volumes 
required for paging and spooling are 
mounted. Beissue the command. 



438E DEVICE IS NOT AVAILABLE FOE ATTACH 

Explanatio n: The control program has 
determined that the device is offline, 
already dedicated, selected for MSS mount, 
has minidisk allocated, or volume is 
already attached to the system. 

Sysjbem Action: The control program command 
that initiated the MSS request will produce 
a message to indicate the eventual result 
of the MSS error. 

User Action: Contact the system operator to 
ensure that action is underway to correct 
the MSS error. Beissue the command when 
the error has been corrected. 



4391 SPOOL FILE ID LIMIT EXCEEDED 

Explanation: All the unigue spool file ID'S 
in the system are assigned. The maximum 
amount of unigue spool file IDs is the 
lesser of either the 9900 system limit or 
when all the checkpoint slots are taken. 
For example, if the checkpoint cylinder 
number is equal to one (1) for a 3330, 
there are slightly less than 2000 unique 
spool file IDs available. 
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System Action : Checkpointing continues but 
no spool files are created. Users 
attempting to create spool files will have 
their spooling device made "not ready". 

Op erator Action: Purge or process existing 
spool and warn users not tc create spool 
files. 



441E NOT ACCEPTED. 
BEING PEOCESSED 



PREVIOUS EACKSPACE STILL 



Explanation: A BACKSPAC command has been 
entered for a specific unit record output 
device before the previous EACKSPAC command 
for the same device has finished. 

System Action: The command is ignored. 

User Actio n: Wait for a few seconds and 
reissue the BACKSPAC command. 



453W CP ENTEEED; PROGRAM INTEEEUPT LOOP 

E xplanation : A program interrupt occurred 
at the address specified in the virtual 
program new PSW while the virtual machine 
was in basic control mode. 

Svstem Action : System operation continues. 
The program interrupt is reflected to the 
virtual machine and the virtual machine 
enters console functicn mode. If the 
virtual machine was running disconnected, 
it is logged off the system. 

Programmer Act ion : Determine the cause of 
the program interrupt and ensure that the 
program new PSW is valid. 

Si^r Action: Restart the virtual system via 
the BEGIN command, cr reissue the IP! 
command to continue. 



450W CP ENTEEED; DISABLED WAIT PSW 'psw' 

Exp lan ation : The virtual machine loaded a 
disabled wait PSW, identified by 'psw'. 

Astern Action: System operation continues. 
The virtual machine enters console function 
mode. If the virtual machine was running 
disconnected, it is logged off the system. 

Programmer Action: Examine the PSW portion 
of the message. Ensure that the program 
running in the virtual machine has a valid 
LPSW halt. If not, determine why the PSW 
loaded was not masked for interrupts. 



4541 {LINE addr|DEV rid} DISABLED 

Explanation: The line or device has been 

disabled due to a permanent I/O error, or 

the operator issued a command that disabled 
the line. 

iLZJii: 6 .! Action: System operation continues. 

O perator Action : If the message was issued 
due to a permanent I/O error on the line, 
to reactivate the line issue the ENAELE or 
NETWORK command. You may have to issue the 
VARY ONLINE command for some device types 
before CP will accept the ENABLE command. 



User Action: 
to continue. 



IPL the virtual system again | 4551 LINE addr NOT OPERATIONAL; text 



452W CP ENTEEED; EXTEBNAL INTERRUPT LOOP 



Explanation: Condition code 3 (NOT 
OPEEATIONAL) was received when a START I/O 
was issued to line 'addr 1 . 



Exp la nation : The user's virtual machine 
external new PSW is enabled for an 
interrupt condition that will not be | 
cleared upon acceptance. It is possible to | 
receive an interrupt condition from the CPU 
Timer and the TOD Clock Comparator that 
produces this loop. 

I 
System Action : System operation continues. | 
The virtual machine enters CP command mode. | 
If the virtual machine was running 
disconnected, it is logged off the system. 

P rogrammer Action: Determine why the 
external interrupt new PSW is enabled for 
an interrupt condition that will net be 
cleared upon acceptance (that is, the Timer 
is not expected to contain a negative 
value) . 

User Action : IPL the virtual system again 
to continue. 



System A cti on: System operation continues. 

O perator Action: For CC=3, verify that the 
terminal control unit or transmission 
control unit is enabled for use. If the 
control unit is properly enabled, but 
trouble persists, call your system support 
personnel. Per command reject, a command 
was issued to an unassigned subchannel for 
3705. 



456W CP ENTERED; 
ALTERED 



name - SHARED PAGE hexloc 



Explanation: The named system has been 
altered by the virtual machine. The hexloc 
is the first changed page detected by the 
control program. The changed page will be 
returned to free storage. No other users 
on the system are affected by this error. 

User Action: The user may continue by 
entering the CP command BEGIN. The virtual 
machine is now operating in nonshared mode. 
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457E TERMINAL SCRNSAVE UNSUCCESSFUL 

Explanation; TERMINAL CCNMCBE 3270 SCENSAVE 
ON was specified, but the terminal screen 
could not be completely read into a 40K 
buffer. 

System Action; The screen is not saved. CP 
mode is entered. 

User Action; Notify your system programmer. 



program NCPDUMP to format and print 
3704/3705 dump if one was created. 



the 



460E CTLR raddr {LOAD| DUMP} 
CHECK 



TAILEE: 



PBOGRAM 



Expla nation ; During execution of the loader 
or dump bootstrap routines in the 
3704/3705, a 3704/37^05 program check 
occurred, setting the 'IPX Reguired' sense 

bit. 

User Action; Reissue the command. If the 
error persists, notify the system 
programmer of a possible 37C4/3705 problem. 



461R CTIR raddr IPL NOT REQUIRED; ENTER »YES» TO 
CONTINUE: 

Explanation; A NETWORK ICAE command or a 
NETWORK DUMP command was issued for a 
3704/3705 that was not in the 'IPL 
Required 1 state. 

User Action; Reply YES to continue the load 
or dump process. Any other response causes 
immediate command termination. 



When a 3704/3705 Emulation Program is 
automatically reloaded after a 3704/3705 
failure, the system may loop after the 
restart. The reissuance of this message 
and the two responses: 

CTLR XXX DUMP COMPLETE 

CTLR xxx ncpname LOAD COMPLETE 

indicate that the 3704/3705 has been 
reloaded. If the system loops after the 
second response, you must reset all 
emulator lines from the 3704/3705 control 
panel. The IEM 3704 Control Panel Guide, 
Order No. GA27-3086, and the IBM 3705 
Control Pa ne l Guide , Order No. GA27-3087, 
describe the procedure for resetting 
emulator lines from the 3704/3705 control 
panel. 

4641 CTLR raddr CC=3; DEPRESS 370X "LOAE" EUTTCM 

Explanation: The 3704 or 3705 at real 
address raddr has entered the "Hard Stop" 
condition, indicating a 3704/3705 hardware 
or software failure. 

System Action: None. 

Operator Action: Press the LOAD button on 
the 3704/3705 control panel. This permits 
execution of the normal VM/SP recovery 
mechanism. 



4621 CTLR raddr UNIT CHECK; IPL REQUIRED 

Exp lanat ion; The 3704 or 37 05 at real 
address raddr has reguested a dump or 
reload by presenting a unit check to the 
host processor, and the automatic dump and 
restart facility is currently off. 

Operator Action; If the 3704/3705 was 
active before the failure, issue the 
NETWORK DUMP command with the IMMED operand 
to obtain documentation of the failure. 
Use the NETWORK LOAD command to reload the 
3704/3705 with an appropriate 3704/3705 
control program. The CMS service program 
NCPDUMP should be used to print the dump 
file created by NETWORK DUMP. 

4631 CTLR raddr UNIT CHECK; RESTART IN PROGRESS 

Explanation: The 3704/3705 at real address 
raddr has reguested a dump or reload by 
presenting a unit check to the host 
processor, and the automatic dump/restart 
facility has been initiated. 

System Action : If the 3704/3705 was active 
before the failure, a dump is automatically 
taken. The 3704/3705 is reloaded (or 
loaded) . Any previous enabled lines or 
resources are automatically reenabled. 



Operator Action : 



Use the 



CMS 



465W CTLR raddr EMULATOR LINES IN USE BY SYSTEM 

Explanation; rddr is the real address of 
the 3704/3705. The operator dedicated the 
native address of a 3704/3705 running a PEP 
system, and one or more of the EP lines is 
in use by VM/SP. 

System Action: The ATTACH command is 
completed; processing continues. 

0£§Ili°I Action: None. This message is a 
warning that the EP lines in use may be 
affected by the virtual machine to which 
the 3704/3705 was dedicated. 



4661 CTLR cuu IN EUFFER SLOWDOWN MODE 

Explanation: This message is issued in 
addition to the response to a QUERY command 
if the 3704/3705 control program has 
entered buffer slowdcwn mode. Buffer 
slowdown mode is entered if the 3704/3705 
control program has less than 12-1/2 
percent of its buffers available, 
indicating a temporary overload. 

System Action: Processing continues. 

User Ac tion: None is necessary; however, if 
this situation occurs frequently, the 
storage requirements of the 3704/3705 
configuration should be reexamined. 
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4681 CTLB CUU COMMUNICATIONS SCANNEB FAIIOEE 



read errors. 



Explanation ; During NCP initialization the 
scanner did not properly enable. The 
device is left "not ready". 

5l5i£l Act ion : Processing continues. 



469E CTIE raddr {LOAD|DDMP} FAILED: 
MOT AVAILABLE 



TEMP SPACE 



Ex planation : There was not enough temporary 
space available on the CP system packs to 
satisfy the spool space reguest for the 
3701/3705 dump processor. 

User Action : Ensure that enough temporary 
CP spool space is available and reissue the 
DUMP command. 



470E CTLH raddr 
EEEOE 



{LOADIDUHP} FAILED: PAGING I/O 



Explanation: An unrecoverable I/C error 
occurred while reading the page-format 
image of the 3704/3705 control program 
(LOAD) , or while writing the dump spool 
file (DDMP) onto a system volume. 

User Act ion : Notify the system programmer 
of a possible error on CP paging packs or 
DASD device. Eeissue the command. 



471E CTLE raddr {LCAD|D0MP} 
UNBECOVEBABLE I/O EEEOE 



FAILED: 



E xplanation : During execution of NETWOBK 
LOAD or NETWOEK DUMP, a unrecoverable I/O 
error occurred on the 37C4/3705 channel 
adapter. 

User Action: Eeissue the command. If the 
error persists, notify the system 
programmer of a possible problem with the 
3704/3705 control unit. 

4751 FATAL I/O EEEOE TBYING TO BEAD DIEECTCEY 

Explanation : The current system directory 
could not be read because of an 
unrecoverable input/output error. 



System Action : The system tries 
continue. 



to 



2ES r a t o r Action : I f 
during normal operation 
command from any class 
write access to the 
swap the currently ac 
the problem persists, 
IPL time, try to rewri 
soon as possible us 
program (DMKDIB) . If 
exists after rewriting 
area may have to be re 
Format/Allocate program 



the failure occurs 

, use the CMS DIBECT 

A, E, or C user with 

directory volume to 

tive directory. If 

or if it occurs at 

te the directory as 

ing the Directory 

the failure still 

the directory, the 

formatted using the 

(DHKFMT) . 



5001 type »addr» CMD BEJECT CHD=»cm' SNS= , sense« 
CSW=»csw« USEBID=»userid« 

[ {BBCCHH=«bbcchh« | BLOCK= 'nnnnnn 1 } ] 

Expl anati on: An error recovery routine 
found an unrecoverable command reject I/C 
error. The "type" in the message indicates 
which error recovery routine it was: 



2l££ 

LINE 

C0NS,GBAF 

EASD 

EBT,PUN,BDB 

TAPE 



E rror Becovery Bo utin e 

line 

terminal 

disk 

spooling 

tape 



The other variables in the message are: 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the Channel Command Word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSH), in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred, 
nnnnnn - the block number where the error 

occurred. 

Sys tem A ction : System operation continues. 

Chelator Action: For all types except DASD, 
none. For DASD, if this message occurs 
during IPL from 3330, make sure the 
read/write switch on the drive is in the 
write position. If the message occurs after 
IPL, no action can be taken. 



501A type »addr' INT BEQ £CMD='cm' SNS='sense« 
CSW='csw» USEBID='userid' 

{EBCCHH='bbcchh» | BLOCK=' nnnnnn'} ] 

Explanation: An error recovery routine 
encountered an intervention-required 
condition on the device specified. 

The "type" in the message indicates which 
error recovery routine it was: 



Type 
LINE 
DASD 
PBT,PON,BDE 

TAPE 



Error Becovery Boutine 

line ~ "~ 

disk 

spooling 

tape 



The error recording area on SYSBES will 
contain information on the unrecoverable 



The other variables in the message are: 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the Channel Command word (CCH) 

being executed when the error 
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occurred, 
csv - the failing channel status word 

(CSW) , in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred, 
nnnnnn - the block number where the error 

occurred. 

System Action : System operation continues. 

Operator Action; For a line error 
condition, no action can he taken. For all 
other devices, take appropriate action to 
make the device ready. 

If the printer or punch cannot te made 
ready, to retrieve the active file en the 
device do the following: 

1. Use the FLDSH command to flush the 
device. (The FIDSH command will not 
issue a response.) 

2. Use the DEAIN command to drain the 
device. The system varies the device 
offline and regueues the file on the 
system printer or punch gueue. The 
file has a system hold status if the 
H01D operand was used on the FLUSH 
command. 



5011 {CONS | PET | PUN | EDE} 'addr' INT EEQ [CMB=«cm' 
SNS='sense» CSW='csw' DSEEIE=»useria« ] 

Explanation: The terminal error recovery 
routine (CONS) , or the spooling error 
recovery routine (PET, PUN, or EDE) found 
an unrecoverable interventicn-reguired I/O 
error. 

addr - the unit address of the failing 

device, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action : System operation continues. 

I 
Operation Action: For the console, none; | 
for the reader, printer, or punch, take | 
appropriate action tc oake the device 
ready. 



5021 type 'addr* BUSOUT CK CMD=»cm» SNS= f sense« 
CSW=«csw' 0SEBID=*userid* 

[ {BBCCHH=«bbcchh , |BICCK='nnnnnn«} ] 

Explanation : An error recovery routine 
found an unrecoverable bus-out check I/O 
error. It could also mean than module 
DHKUCS, DMKUCB, or BMKUCC has exceeded a 
page boundary (*»K) . 

The "type" in the message indicates which 
error recovery routine it was. 



Typ e 

DASD 

CONS, GRAF 

LINE 

PBT,PUN,BDB 

TAPE 



Er ror Becovery Routine 

disk 

terminal 

line 

spooling 

tape 



The other variables in the message are: 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) , in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred, 
nnnnnn - the block number where the error 

occurred. 

S ystem A ction : System operation continues. 

Operator Act ion : For CONS, DASD, GRAF, 
LINE, and TAEE, none. For EDE, purge the 
file and try to read it again. For printer 
or punch, take appropriate action to 
correct the problem. If the printer or 
punch is to be made ready, do the following 
to retrieve the active file on the device: 

1. Use the FLUSH command to flush the 
device. (The FLUSH command will not 
issue a response.) 

2. Use the DEAIN command to drain the 
device. The system varies the device 
offline and regueues the file en the 
system printer or punch gueue. The 
file has a system hold status if the 
HOLD operand was used on the FLUSH 
command. 



If the problem persists, call 
support personnel. 



your system 



503A {BDBIPRTJPUN} 'addr' EQUIP CK CMD= , cm» 
SNS=*sense' CSW= , csw l USFBID='userid' 

E xplanatio n: The spooling error recovery 
routine found an equipment check I/O error 
requiring operator action for recovery. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action : System operation continues. 

Operator Act ion : Take appropriate action to 
correct the problem. If the problem 
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persists, call 
personnel. 



your 



system support 



To continue - make the 
not-ready and then ready. 



printer 



5031 type «addr» EQUIP CK CMD='cm« SNS='£ense« 
CSW='csw» DSEBID=»userid« 

[ {BBCCHH='bbcchh»|BLCCK=' nnnnnn'} ] 

Explanation ; An error recovery routine 
found an unrecoverable eguipment check I/O 
error. The "type" in the message indicates 
which error recovery routine it was: 



CONS, GRAF 

LINE 

DASD 

ERT,PUN,RDR 

TAPE 



E rro r Recovery Routine 

terminal 

line 

disk 

spooling 

tape 



The other variables in the message are: 



address of the failing 

bytes, in hexadecimal, 
rrcr condition, 
nd code, in hexadecimal, 
annel command word (CCW) 
ecuted when the error 

ng channel status word 

hexadecimal. 

ss (bin, cylinder, and 

hexadecimal, where the 
urred. 

number where the error 



System Action: System operation continues. 

Operator Action: See note. 

Bote : Because of the buffering cf lines in 
the 3262 printer, lines of data may be 
lost. The BACKSPAC command can be used to 
recover the missing lines of data. 



addr 


- the unit 




device. 


sense 


- the sense 




for the e 


cm 


- the comma 




of the ch 




being ex 




occurred. 


csw 


- the faili 




(CSW) in 


bbcchh 


- the addre 




head) , in 




error occ 


nnnnnn 


- the block 




occurred. 



2. To reload the UCS Buffer using the 
10ADB0F command, which sets the Block 
Data Check automatically, flush the 
printer (using the FLUSH command with 
the HOLE operand) , make the printer 
not-ready, and then ready. Vary the 
printer online, and load the buffer. 

Hote: On the 3211, make the printer not 
ready, press the cancel key, and make the 
printer ready. A 3211 data check could be 
caused by FCB. 



504D {DASD|TAPE} »addr« DATA CK CHD=«cm« 
SNS=» sense' CSW='csw« USERID= 'userid* 

[BBCCHH=' bbcchh' ] 

Exp lanat ion : The disk error recovery 
routine (DASE) or tape error recovery 
routine (TAPE) found an unrecoverable data 
check I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the errcr condition, 
cm - the command code, in hexadecimal, 

of the channel command vcrd (CCS) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

errcr occurred. 

System Action: System operation continues. 



Operator Action : Reply "retry" or "cancel." 



504A {RDRiPRT} 'addr' DATA CK CMD='cm' 
SBS='sense» CSW=«csw' USEBID= 'userid' 

Explanation: The spooling error recovery 
routine found an unrecoverable data check 
I/O error. 

addr -" the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error conditicn. 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action: System operation continues. 

Operato r Action: Spool printer devices with 
Universal Character Set must have the Block 
Data Check set on. 

Two procedures are available: 



5041 type 'addr' DATA CK CMD=«cm« SNS='sense« 
CSW='CSW' USERID='userid» 

[ {BBCCHH= 'bbcchh' | BLOCK= 'nnnnnn' } ] 

E xplanation : An error recovery routine 
found an unrecoverable data check I/O 
error. It could also mean that module 
DMKUCS, DMKUCB, or DMKUCC has exceeded a 
page boundary (UK) . The "type" in the 
message indicates which error recovery 
routine it was: 



2-YP.e 
CONS, GRAF 

LIHE 
DASD 
PBT,PUN,BDB 



Error Recovery Routine 

terminal 

line 

disk 

spooling 



The other variables in the message are: 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 
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of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head), in hexadecimal, where the 

error occurred, 
nnnnnn - the block number where the error 

occurred. 

System Action : System operation continues. 



Operator Action; None, or take appropriate 
action to correct the problem. If the 
problem persists, contact your system 
support personnel. 



505A EDE 'addr' OVEEEUN CK CMD='cm' SNS='sense« 
CSW='csw' USERID='userid' 

Explanation: The spooling error recovery 
routine found an unrecoverable overrun 
check I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense tytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action: System operation continues. 

P-ESEstSS Action: Take appropriate action to 

Correct the problem. If the problem 

persists, contact your system support 
personnel. 



505D {DASD|TAPE} »addr» OVERBDN CK CHE='cm' 
SNS='sense' CSW='csw» USERID= 'userid' 

[ {BBCCHH=»bbcchh» | BIOCK=» nnnnnn*} ] 

Expl anati on: The disk error recovery 
routine (DASD) or tape error recovery 
routine (TAPE) found an unrecoverable 
overrun check I/O error. 



addr 

sense 

cm 

csw 
bbcchh - 

nnnnnn 



the unit 
device, 
the sense 
for the e 
the comma 
of the ch 
being ex 
occurred, 
the faili 
(CSW) in 
the addre 
head) , in 
error occ 
the block 
occurred. 



address of the failing 



bytes, in 
rror conditi 
nd code, in 
annel comman 
ecuted when 



hexadecimal, 
en. 

hexadecimal, 

d word (CCW) 

the error 



ng channel status word 

hexadecimal. 

ss (bin, cy: 

hexadecimal, 
urred. 

number where the error 



'linder, and 
, where the 



Operator Acti on : Eeply "retry" or "cancel". 



5051 tjpe 'addr 1 CVEEEUN CK CHD='cm» SNS='sense' 
csw=»csw' USERlD=»userid« 

[ {BBCCHH= 'bbcchh' J BLOCK=» nnnnnn') ] 

liLElafiiliion* The disk error recovery 
routine found an unrecoverable overrun 
check I/O error. The "type" in the message 
indicates which error recovery routine it 
was. 



TYPe 
CONS 
DASD 
LINE 



Error Recovery Routine 

terminal 

disk 

line 



System Action : System operation continues. 



The other variables in the message are: 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition. 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred, 
nnnnnn - the block number where the error 

occurred. 

System Action: System operation continues. 
Operator Action: None. 



5061 DASD 'addr' TEKCOND CK CMD='cm« SNS='sense« 
CSW='csw' USERID=»userid' BBCCHH= 'bbcchh » 

Explanation: The disk error recovery 
routine found an unrecoverable track 
condition check I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred. 

System Action: System operation continues. 

Operator Action: None. 

507D DASD 'addr' SEEK CK CMD='cm» SNS=' sense' 
CSW=«csw' USEBID=' userid' BBCCHH='bbcchh« 

Ix£lasi±i°£ • The disk error recovery 
routine found an unrecoverable seek check 
I/O error. 
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addr 

sense 

cm 

csw 
bbcchh 



the unit 
device, 
the sense 
for the e 
the comma 
of the ch 
being ex 
occurred, 
the faili 
(CSW) in 
the addre 
head) , in 
error occ 



address of the failing 

bytes, in hexadecimal, 
rrcr condition, 
nd code, in hexadecimal, 
annel command word (CCW) 
ecuted when the error 

ng channel status word 
hexadecimal. 

ss (bin, cylinder, and 
hexadecimal, where the 
urred. 



System fiction: System operation continues. 
Operator Action: Eeply "retry" or "cancel", 



5081 {DASD|PBT|PUN|EDR} 'addr' EEEM EEEOE 
CMD='cm' SNS='sense« CSW='csw« 
USERID='userid' [ BBCCHH=' bbcchh' ] 

Explanation: The disk error recovery 
routine (DASD) or the spooling error 
recovery routine (PET, PUN, or BEE) found 
an unrecoverable permanent error condition. 



addr 

sense 

cm 

csw 
bbcchh 



the unit 
device, 
the sense 
for the e 
the comma 
of the ch 
being ex 
occurred, 
the faili 
(CSW) in 
the addre 
head) , in 
error occ 



address of t 

bytes, in he 
rror condition 
nd code, in he 
annel command 
ecuted when 



he failing 

xadecimal, 

xadecimal, 
word (CCW) 
the error 



ng channel status word 
hexadecimal. 

ss (bin, cylinder, and 
hexadecimal, where the 
urred. 



System Action: System operation continues. 
Operator Action: None. 

5091 EASD 'addr' TEKOVEEUN CME='cm» SNS='sense' 
CSW='csw' USEEID='userid» EECCHH= 'bbcchh' 

Explanation: The disk error recovery 
routine found an unrecoverable track 
overrun check I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command cede, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred. 

System Action: System operation continues. 
S£ orator Action: None. 



5101 TAPE 'addr' CONVEET CK CMD='cm» SNS='sense» 
CSW='csw» USEEID='userid' 

Explanation: The tape error recovery 
routine found an unrecoverable data convert 
check I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status wcrd 

(CSW) in hexadecimal. 

System Action: System operation continues. 
Operator Action: None. 

5111 TAPE 'addr' CCMPAT CK CMB='cm' SNS='sense' 
CSW='csw« USEEID='userid' 

Explanation: The tape error recovery 
routine found an unrecoverable 
compatibility check I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition. 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status wcrd 
(CSW) in hexadecimal. 

System A ction : System operation continues. 

O perator Action : None. 

5121 TAPE 'addr' LOAD POINT CMD=«cm' SNS=«sense' 
CSW='csw' USEEID='userid« 

Explanation: The tape error recovery 
routine found an unrecoverable load point 
I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 
(CSW) in hexadecimal. 

System Action: System operation continues. 

Operator Action: None. 
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5131 {DASD]TAPE} 'addr' FILE PROT CMD='cm» 
SNS='sense' CSW='csw' 0SEEID= 'userid' 
[ {EBCCHH=' bbcchh' | BLOCK=' nnnnnn'} ] 

Expl anation : The disk error recovery 
routine (for DASD) or the tape error 
recovery routine (for TAPE) fcund an 
unrecoverable file protect I/O error. 



addr 

sense 

cm 

csw 
bbcchh 

nnnnnn 



the unit 
device, 
the sense 
for the e 
the comma 
of the ch 
being ex 
occurred, 
the faili 
(CSW) in 
the addre 
head), in 
error occ 
the block 
occurred. 



address of the failing 



bytes, in 
rror conditi 
nd code, in 
annel comman 
ecuted when 



hexadecimal, 
on. 

hexadecimal, 

d word (CCW) 

the error 



ng channel status word 

hexadecimal. 

ss (bin, cy! 

hexadecimal, 
urred. 

number where the error 



'Under, and 
where the 



System Action: System operation continues. 
Operator Action: None. 



514D DASD 'addr' ADDMEK CK CME='cm' SNS='sense» 
CSW='csw' USERID='userid» EECCHH='bbcchh' 

Explanation: The disk error recovery 
routine found an unrecoverable missing 
address marker I/O error. 



addr 

sense 

cm 

csw 
bbcchh 



the unit 
device, 
the sense 
for the e 
the comma 
of the ch 
being ex 
occurred, 
the faili 
(CSW) in 
the addre 
head) , in 
error occ 



address of the failing 



bytes, 
rrcr ccnd 
nd code, 
annel com 
ecuted w 

ng chann 
hexadecim 
ss (bin, 
hexadeci 
urred. 



in hexadecimal, 

iticn. 

in hexadecimal. 

Band word (CCW) 

hen the error 

el status word 
al. 

cylinder, and 
aal, where the 



System Action : System operation continues. 
Operator Action: Reply "retry" or "cancel". 



5161 type 'addr' BAD SENSE CMD='cm« SNS='sense» 
CSW=»csw« DSERID=' userid' 

[ {BBCCHH='bbcchh'| BLCCK=' nnnnnn'} ] 

Explanation: An error recovery routine 
encountered an error on a sense operation. 
The "type" in the message indicates which 
error recovery routine it was: 



Type 
DASD 
IINE 
TAPE 



Error Recovery Routine 

disk 

line 

tape 



sense 
cm 



csw 
bbcchh 



device. 

the sense bytes, in hexadecimal, 
for the error condition, 
the command code, in hexadecimal, 
of the channel command word (CCW) 
being executed when the error 
occurred. 

the failing channel status wcrd 
(CSW) in hexadecimal, 
the address (bin, cylinder, and 
head) , in hexadecimal, where the 
error occurred, 
nnnnnn - the block number where the error 
occurred. 

System Action: System operation continues. 

Operator Acti on : None. 



517E DASD 'addr* NOT/KNOWN C«D='cm' SNS=»sense' 
CSW='csw» USERID='userid« 

[ {BBCCHH='bbcchh'|BLOCK='nnnnnn»} ] 

Explanation: The disk error recovery 

routine encountered an error that is 

considered an impossible condition and must 
be reported as such. 



addr 

sense 

cm 

csw 
bbcchh - 

nnnnnn 



the unit address of 

device. 

the sense bytes, in h 

for the error conditio 

the command code, in h 

of the channel command 

being executed when 

occurred. 

the failing channel s 

(CSW) in hexadecimal. 

the address (bin, cyl 

head), in hexadecimal, 

error occurred. 

the block number wher 

occurred. 



the failing 

exadecimal, 

exadecimal, 
word (CCW) 
the error 

tatus wcrd 

inder, and 
where the 

e the error 



The other variables in the message are: 
addr - the unit address of the failing 



S ys tem Action: System operation continues. 
Operator Action: None. 



5171 {LIHEjTAPE} 'addr' NCT/KNOWN CMI='cm' 
SNS=' sense' CSW='csw' OSERID= 'user id* 

Explanation: The line error recovery 
routine (for LINE) or the tape error 
recovery routine (for TAPE) encountered an 
error that is considered an impossible 
condition and must be reported as such. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status wcrd 

(CSW) in hexadecimal. 

System Action : System operation continues. 
SlS£St2£ Action: None. 
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5181 {DASD|TAPE} 'aaar' BECV 
SNS=»sense' CSW= , csw' 

[BBCCHH= , bbcchh« ] 



ERBOB CHD= , cm» 
DSEEID= , userid' 



Explanation: While attempting recovery, the 
disk error recovery routine (for EASD) or 
the tape error recovery routine (for TAPE) 
encountered an error not associated with 
the original error. Error recovery cannot 
fce continued. 



addr 

sense 

cm 

csw 
tbcchh 



the unit 
device, 
the sense 
for the e 
the comma 
of the ch 
being ex 
occurred, 
the faili 
(CSW) in 
the addre 
head) , in 
error occ 



address of the failing 

bytes, in hexadecimal, 
rrcr condition, 
nd code, in hexadecimal, 
annel command word (CCW) 
ecuted when the error 

ng channel status word 
hexadecimal. 

ss (bin, cylinder, and 
hexadecimal, wheie the 
urred. 



System Action : System operation continues. 
Operator Acti on: None. 

5191 TAPE 'addr' PE BURST CME=«cm» SNS=«sense» 
CSW= , csw' USERID^userid 1 

Explanation : The tape error recovery 
routine found an unrecoverable phase encode 
burst I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command cede, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action: System operation continues. 
Oper ato r Action: None. 



520A {EEB|PBT|PUN} 'addr» PERU IEEOE CMB= , cm' 
SNS=«sense' CSW='csw« OSEElB='userid' 

Expla nation : The spooling errcr recovery 
routine found an unrecoverable error 
condition. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action : System operation continues. 



O perator Action : Take appropriate action to 

correct the problem. If the problem 

persists, contact your system support 
personnel. 



5201 type "addr* CHAN EBBOE CMB='cm« SNS= , sense l 
CSW=«csw' OSEBIE^userid* 

[ {BBCCHH= , bbcchh« | BL0CK= •nnnnnn 1 } ] 

Expl anation : An error recovery routine 
encountered an unrecoverable channel I/O 
error. The "type" in the message indicates 
which error recovery routine it was: 



LIME 

EASD 

EBT,PUN,BDB 

TAPE 



Error B ecovery Bou tin e 

line 

disk 

spooling 

tape 



The other variables in the message are: 



addr 
sense 

cm 

csw 
bbcchh 

nnnnnn - 



the unit address of the failing 
device. 

the sense bytes, in h< 
for the errcr conditio] 
the command code, in h< 
of the channel command 
being executed. 

the failing channel status word 
(CSW) in hexadecimal, 
the address (bin, cyl: 
head), in hexadecimal, 
error occurred. 

the block number where the error 
occurred. 



lexadecimal, 
>n. 

lexadecimal, 
word (CCW) 



.inder, and 
where the 



Cistern Action: System operation continues. 
Operator A ction : None. 



5211 type 'addr' NO DEVICE CMD= , cm" SNS=«sense« 
CSW='csw« USEBID=»userid' 

Explanation: An error recovery routine 
received a reported error from a device 
that is not in the system configuration. 
The "type" in the message indicates which 
error recovery routine it was: 



Type 

GBAE 

PBT,PDN,BDB 

TAPE 



Error Becovery Routin e 

terminal 

spooling 

tape 



The other variables in the message are: 
addr 



sense 

cm 



csw 



- the unit address of the failing 
device. 

- the sense bytes, in hexadecimal, 
for the error condition. 

- the command code, in hexadecimal, 
of the channel command word (CCW) 
being executed when the error 
occurred. 

- the failing channel status word 
(CSW) in hexadecimal. 



System A ction : System operation continues. 
°-£erator Action: None. 
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5221 TAPE 'addr' ERASE CK CMB='cm« SNS='sense' 
CSW='csw' USERID='userid' 

Exp lanation : The tape error recovery 
routine found an unrecoverable erase check 
I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense fcytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

Sy stem Acti on : System operation continues. 
Operator Ac tio n: None. 

5231 TAPE 'addr' C0NTBC1 CK CME= , cm' 
SNS='sense' CSW=«csw» 0SEBID=» userid' 

Expla nation : The tape error recovery 
routine found an unrecoverable control 
check on a tape. 

addr - the unit address of the failing 

device, 
sense - the sense fcytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Act ion: System operation continues. 
Opera tor Action: None. 



5241 {RDR|PRT|PON} 'addr' ICAE CHECK CMB='cm' 
SNS='sense' CSW='csw» OSERID='u£erid' 

Explanation: The spooling error recovery 
routine received an error when loading the 
DCS (universal character set) buffer or the 
FCB loader has an invalid channel code 
(such as multiple channels on one print 
line) . 



addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action: System operation continues. 
Operator Action: Retry the operation. 



5251 {GRAE|RDR|PRTJPON} 'addr' FORMAT CK 
CHD= , cm» SNS='sense' CSW='csw' 
0SERID=' userid* 

E xpl a nation : The terminal error recovery 
routine (for GRAF) or the spooling error 
recovery routine (for RDR, PET, or PON) 
encountered a format error on a write RCE 
(Read Column Eliminate) command. 



addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action: System operation continues. 
Operator Action: Retry the operation. 



5261 TAPE 'addr' DSE FAILEE CMD='cm' SNS=«sense' 
CSW= , csw» USEEID=' userid' 



Explan atio n : A 
operation has 
successfully. 



data security erase 
failed to complete 



addr - the unit address of the failing 
device. 

sense - the sense bytes, in hexadecimal, 
for the error condition. 

cm - the command code, in hexadecimal, 
of the channel command word (CCW) 
being executed when the error 
occurred. 

csw - the failing channel status word 
(CSW) in hexadecimal. 

System Action: System operation continues. 

Operator Action : Activate the reset and 
lead-rewind buttons on the failing device 
and restart the job. 



5271 {LINE|CONS} 'addr' LOST DATA CMD='cm» 
SNS='sense« CSW='csw' 0SERID= 'userid • 

Explanation: The line error recovery 
routine (for LINE) or the terminal error 
recovery routine (for CONS) found an 
unrecoverable lost data I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 
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S ystem Action ; System operation continues. 

Operator Action: None. 

5281 {LIKE|CONS} 'addr' TIMEOUT CME=«cm' 
SNS= , sense' CSW='csw* USEBID='userid' 

Ex p lanation : The line error recovery 
routine (for LINE) or the terminal error 
recovery routine (for CONS) determined that 
problems causing a timeout condition exist 
on communication lines. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the errcr condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action; System operation continues. 
J5£SISi5£ Actio n; None. 



5291 {GEAF |BDB| PET | PUN} 'addr* PABITY CK 
CMD='cm' SNS='sense» CSH=»csw« 
USEEID=»userid' 

Expla nation : The terminal errcr recovery 
routine (for GEAF) or the spooling error 
recovery routine (for EDB, PET, or PUN) 
found an unrecoverable parity check I/O 
error. 

addr - the unit address of the failing 

device, 
cm - the command code, in hexadecimal, 

of the channel ccmiand wcrd (CCW) 

being executed when the error 

occurred, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

Sys tem Action: System operation continues. 
O-ESISi-or Action: None. 



S ystem Action: System operation continues. 
£Ei=.£§i2£ Acti on : None. 



5311 GEAF 'addr' CNTEL CHECK CME= , cm« 
SNS='sense» CSW='csw» USlBID= , userid' 

Explanation ; The terminal error recovery 
routine found an unrecoverable error. The 
addressed device failed to perform a 
specified operation or respond to the 
control unit within a specified period of 
time. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the errcr condition, 
cm - the command code, in hexadecimal, 

of the channel command wcrd (CCW) 

being executed when the error 

occurred, 
csw < - the failing channel status wcrd 
(CSW) in hexadecimal. 

■System Action: System operation continues. 

Operator Action : None. 

5321 GEAF 'addr' CP CHECK CMD='cm' SNS^sense 1 
CSW= , csw» USEBID='userid' 

E xplanation : The terminal error recovery 

routine found an unrecoverable error. The 

control unit has received a valid command 

or order that it cannot execute. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status wcrd 
(CSW) in hexadecimal. 

System Action: System operation continues. 

Opera tor Action; None. 



5301 GEAF 'addr» UNIT SPEC CMD='cm« SNS=»sense' 
CSW='csw' USEBID='userid' 

Explanation; The terminal error recovery 
routine found an unrecoverable 
device-detected error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the errcr condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 



5331 DASD 'addr 1 CHECK DATA CMD= , cm« SMS= , sense« 
CSW='csw' USEEID^userid* BL0CK= 'nnnnnn' 

Explanation; The FB-512 error recovery 
routine encountered an unrecoverable check 
data error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition. 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
nnnnnn - the block number where the error 
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occurred. 
System Action; System operation continues. 
.QE.§£l£or Actio n: None. 

5341 EASD 'addr' BKSIZE EX C«D='cm' SNS=»sense» 
CSW='csw» USERID=»userid« EICCK= 'nnnnnn 1 

Explanation: The FB-512 error recovery 
routine encountered an unrecoverable error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command cede, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
nnnnnn - the block number where the error 

occurred. 

JLystem Act ion: System operations continues. 
Operator Action: None. 

5351 EASD 'addr* WRT INHIET CME='cm' SNS='sense' 
CSW=»csw' USERID='userid' E1CCK= 'nnnnnn' 

Explanation: The FB-512 error recovery 
routine encountered an unrecoverable error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error cenditicn. 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
nnnnnn - the block number where the error 

occurred. 

System Action: System operations continues. 
£E.§£ili2£ Action: None. 



5361 cuu REPORTS DISABLED INTERFACE; FAULT CODE 
= cccc; NOTIFY CE 

Explanation: Unit check has occurred on an 
FB-512 or count-key-data I/O request to a 
Director Module indicating that a permanent 
error has occurred on the companion 
Director Module. The sense data indicates 
Alternate Interface Disabled. (Sense byte 
1, bit 3.) The substitutions in the 
message are as follows: 

cuu device address on which the error was 
reported. 

cccc fault symptoms code obtained from the 
sense data that will be used by the CE to 
locate the failing component. 



S ys tem Action: The system logs the error and 
retries the I/O request. This retry should 
succeed since it is another control unit that 
failed. 

U ser Action: Notify your service personnel. 



5381 type 'addr' PROG ERROR CMD='cmd' 
SNS='sense' CSW='csw' DSERID=»userid» 

Explanation: An error recovery routine 
encountered an unrecoverable programming 
error on a reguest for control program I/O. 

System A ctio n: System operation continues. 

Operator A ctio n: Notify the system 
programmer of an error in a channel program 
in the control program. 



5U6I INTERRUPT PENDING FOR {DEVICE 
UNIT} ecu LAST CSW dc/ct USER id 



CONTROL 



Explanation: The Missing Interrupt Detector 
has found device end pending for device ecu 
for more than a 3 minute time period. 

cuu - real device address (path used by 
IOS) 

dc/ct - device and channel 
status/residual count field of 
the last I/O interrupt 

id - associated user id if available 

System A ctio n: This message is issued to 
alert the operator of a possible error 
condition. No system action is taken to 
correct the potential problem. 

Operator Ac t ion : Examine device CCO for 
hardware malfunctions such as the SELECT 
light on for a tape, or the SELECT LOCK 
light on for disk devices. Check control 
or switching units for proper connection. 
If the user id is available issue a warning 
message to the user making him aware of the 
problem. If no apparent hardware problem 
is found, issue the HALT command to free 
the device. 

Mote: After the initial message is issued 
and the device remains inoperative, a 
message will be issued for every two time 
intervals. Using the default time interval 
this will result in a message every six 
minutes. 



550E ERROR RECORDING AREA 90 PERCENT FULL; RUN 
CPEREP 

E xplanatio n: The error recording area 
specified in the message is 9055 full. This 
message is a warning to prevent loss of 
error records. 

System Action : System operation continues. 

Operator Actio n: Run the CPEREP program to 
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print the records on the affected area, and 
then clear the area. Save the printed 
output for your system support personnel. 

551E IBEOB EECOBDING ABEA POLL; EON CPEBEP 

Exp la nation: The error recording area 
specified in the message is full. Further 
errors of that type cannot te recorded. 

5l5iSS Acti on: System operation continues, 
cut no I/O errors, or machine check and 
channel check errors, are recorded. 

Op erator Actio n: Bun the CPEBEP program to 
print the error records that are on the 
error recording area that is full, and then 
clear the area. Save the printed output 
for your system support personnel. 



5521 FOBMATTING EEBOB EECOBDING ABEA 

Explanation: The recording area specified 
is not in the proper format. The area is 
rewritten in the correct CP format at this 
time. This should only occur at the first 
IPL of a new system with a new error 
recording area. If this message appears at 
other times, it is prchatly due to a 
hardware error. 

System Action: System operation continues. 

Operator Action: If you did not expect this | 
formatting to take place, ensure that the | 
allocation of the system volume dees not | 
overlap cylinders or disk space and then | 
call your system support personnel. 

5531 EBBOE EECOBDING AEEA CIEABED; USEE 'userid' 

Expl anatio n: DMKIOG has teen invoked by 
user 'userid' to clear the error recording 
area specified in the message. Error 
recording in that area is reenatled. 

Syjstem Action: System operation continues. 

Operator Action: None. 



5581 DNEECOVEBABLE I/O EEBOB; EBBOE BICCEDING 
DISABLED 

Ex plana t ion : Unrecoverable input/output 
errors "were encountered while trying to 
read or write in the errcr recording area 
at system initialization time. Error 
recording has been disabled. Probable 
hardware error. 

System Action : System operation continues 
tut error recording is not being dene. 

I 
Oper ato r Action: System operation without | 
error recording is not recommended. 
Whenever possible, try tc restart the 
system, with the system disk on another 
drive. If the problem persists, call your 
system support personnel. 



559W SEF CUU NOT ACCESSIBLE; IBAMES NOT ON EBBOB 
CYLINDEBS 

Exp lanation : One of the following 
conditions has occurred on a 3031, 3032, or 
3033 processor: 

1. SBF is not included in DMKBIC. 

2. The service support console is 
configured for diagnostics, remote 
hook-up, or program frame. The 
console is not in SBF mode. (Only one 
of the two SBF devices of a 3036 
console is accessible at any given 
time by the VM/SP control program. 
Therefore, if both SBF devices of a 
3036 are specified on the EIOGEN macro 
at system generation, then during 
initialization of the error recording 
cylinders message DMKI0H559W will te 
issued for one of these SEF devices. 
Since both SEF devices of a 3036 
console contain identical frame data, 
only one SEF per 3036 need to be 
successfully accessed during error 
recording area initialization. If 
message DMSIOH559W is received for 
only one of the SEF 
console - and both 
the EIOGEN macro - no user 
necessary.) 

3. The system is running in degraded 
mode. (only one console station is 
operational.) 

§.I§tem Action: Processing continues. If no 
SBF device has been successfully accessed, 
when CPEBEP reports are generated they will 
te unformatted. 



devices of a 3036 
were specified on 
action is 



User Action: 



1. 



Beassemble DMKBIC 
address for the 
include "SBF=" on 



with the proper 
7443 devices and 
the EIOGEN macro. 



refer to the VM /SP Planning and System 
Generat ion Gu ide. 

Wait until the service support console 
is available. Enable the I/C 
interface. Select SBF mode from the 
C1 frame by activating the SBF (A2) . 
(On the 3032, the SEF appears disabled 
until it is accessed.) VAEI ON the 
SEF. Attach the SBF. 
CLEABF. Befer to the 
Com plex Operating 
GC38-0031. 



Berun CPEBEP 

3033 Processor 

Procedures, 



Berun CPEBEP when both console 
stations are operational, generate 
reports then run CPEBEP CLEABF to 
clear and obtain the frame records. 



560H EBBOBS ON 
CILINDEBS 



SEF cuu: FBAMES NOT CN EBBOB 



Explanat ion : A permanent I/O error was 
encountered during an I/O operation with 
SBF cuu. The SBF cuu frames are not placed 
on the error recording cylinders or in the 
error recording area. 
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System Action; Processing continues. 

Operato r Action; After the cause of the 
error has been corrected, run CPEEEP with 
the CLEAEF parameter specified to clear the 
area. This will cause the frames to be 
placed in the error recording area. 



561W MOEE THAN 50 MCH OH CCH EBAMES WEBE EEAE 
FBOM SEF cuu 

Explanation; The maximum number of frames 
of one type has been exceeded. 

• There is an error in the Service 
Processor when responding tc I/O 
requests to the SEF, or 

• The last engineering change has provided 
a set of frames larger than the maximum 
number expected. 

Syst em Action: The first 50 frames read 
will be accepted as valid and will be 
written to the error recording area. 

Operator Action; Processing of MCH or CCH 
records of more than 50 frames may result 
in an incomplete or erroneous edit of 
logout information. Call IBM Field 
Engineering for support. 



6011 CHANNEL CONTEOL 
'userid* 



CHECK DEV 



xxx; USEE 



Ex planation ; A channel control check 
occurred on the channel specified by device 
xxx, where; 

xxx - Channel, control unit, and device 
address of the failing unit. 

System Actio n; System operation continues. 

Operator Action; Probable hardware error. 
If the problem persists, call your system 
support personnel. 



602E INTEEFACE CONTEOI CHECK DEV 
• userid' 



xxx; OSEE 



Explanat ion ; An interface control check 
occurred on channel specified in device 
xxx, where; 

xxx - Channel, control unit, and device 
address of the failing unit. 

System Action; System operation continues. 

Operator Action; Probable hardware error. 
If the problem persists, call your system 
support personnel. 



5751 I/O EEEOE ADD=raddr, USEBID=userid 

Explanation: The VM/SP error recording 
interface has determined that a permanent 
or temporary I/O error has occurred on a 
virtual machine. This message also appears 
when VM/SP error routines are invoked for 
recording counter and tuffer overflow 
statistics for various devices, for 
recording demounts, and for recording 
general statistical data. 

System Act ion: System operation continues. 

Operator Action; Eun CPEEEP to document the 
error. If the problem persists, call your 
system support personnel. 



6021 INTEEFACE CONTEOL CHECK DEV 
•userid' 



xxx; OSEE 



601E CHANNEL CONTEOL 
'userid ' 



CHECK LEV 



xxx; USEE 



Explanation; A channel control check 
occurred on the channel specified by device 
xxx, where: 

xxx - Channel, control unit, and device 
address of the failing unit. 

System Action : System operation continues. 

Op e rato r Acti on: Probable hardware error. 
If the problem persists, call your system 
support personnel. 



I*El ajL§±i°J* : an interface control check 
occurred on channel specified in device 
xxx, where: 

xxx - Channel, control unit, and device 
address of the failing unit. 

Sjstem Action; System operation continues. 

O pera tor Action; Probable hardware error. 
If the problem persists, call your system 
support personnel. 



603W CHANNEL EEEOE; EDN SEEEP, BESTABT SYSIEM 

I xpiillia tion : A channel check condition 
occurred from which the channel check 
handler could not recover. 

System Actio n; The system enters a wait 
state (wait state code = 002) . 

O perator Action : Probable hardware error. 
Eun the SEEEP program to document the error 
condition before restarting the system. If 
the problem persists, call your system 
support personnel. 

To restart, clear storage and IPL the 
system, specifying CKPT start. Do net use 
the SEEEP program on 3081 and 4300 
processors as you will get invalid results. 
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6051 CHANNEL CHECK RECORDING FAILURE 

Explan ation ; This message appears: 

• When an unrecoverable I/O error is 
encountered while recording on the error 
recording cylinder, cr 

• When the channel check recording 
cylinder is full. 

System Act ion: System operation continues. 

Op erator Action : Run the CPIREP program to 
write out the error records and clear the 
channel recording cylinder. If the error 
recurs, contact your system support 
personnel. 

609W MACHINE CHECK; PROCESSOR CCNTECIIEE EAMAGE 
cpuid 

Explanation: The machine check handler has 
encountered an error in the Processor 
Controller. 

System Action: (Wait state code = 001) 

Operator Action: Contact your system 
support personnel. 



610W MACHINE CHECK; SUPERVISOR EAMAGE cpuid 

Explan ation : The machine check handler has 
encountered an unrecoverable error within 
CP. This message is also issued if a 
malfunction alert occurs on the attached 
processor and CP was in control. 

System Acti on : The system enters a disabled 
wait state (wait state code = 001 or 013) . 

Operator Action: Probable hardware error. 
Run the SEREP program tc document the 
error. Restart the system. If the problem 
recurs, contact your system support 
personnel. Do not use the SEEEP program on 
3081 and 4300 processors as you will get 
invalid results. 



611W MACHINE CHECK; SYSTEM INTEGRITY IOSI cpuid 

Expla nation : The machine check handler has 
encountered an error that cannot be 
diagnosed because of an invalid machine 
check old PSW or invalid machine check 
interrupt code (MCIC) . The integrity of 
the system at this point is not reliable. 

System Action : The system enters a disabled 
wait state (wait state code = 001) . 

Operator Action: Probable hardware error. 
Burl the SEREP program and save the output 
for your system support personnel. Restart 
the system. Do not use the SEREP program 
on 3081 and 4300 processors as you will get 
invalid results. 



612W MACHINE CHECK TIMING FACILITIES EAMAGE; RON 
SEREP cpuid 

Explanation : An error has occurred in the 
timing facilities. Probable hardware 
error. 

System A ctio n: The system enters a disabled 
wait state (wait state code = 001). 

Operator Action: Run the SEREP program to 
document the error. Restart the system. If 
the problem recurs, contact your system 
support personnel. Do not use the SEREP 
program on 3081 and 4300 processors as you 
Tiill get invalid results. 



6131 SOFT MACHINE CHECK RECORDING DISAELED cpuid 

E xplanatio n: The error reporting interrupt 
mechanism for soft machine checks has been 
disabled. 

Cistern Action: System operation continues. 

Operator Action: None. 



6141 MACHINE CHECK; DAMAGED PAGE NOW DELETED 
cpuid 

Exp lanation : The machine check handler has 
deleted a page of storage as a result of 
storage data failures. Probable hardware 
error. 

System A ctio n: System operation continues. 

Oper ator Action: The system operator should 
note that the system is operating with 4K 
bytes less storage each time this message 
appears. 

If the problem recurs, run the CPEBEP 
program to document the error, then contact 
jour system support personnel. 

6151 MACHINE CHECK RECORDING FAILURE cpuid 

Exp lanatio n: This message appears: 

• If an unrecoverable I/O error is 
encountered while recording on the error 
recording cylinder, or 



When the machine 
cylinder is full. 



check recording 



iistem A ctio n: System operation continues. 

O perator Action : Run the CPEREP program to 
print the error records and clear the MCH 
recording cylinder. If the problem recurs, 
contact your system support personnel. 



6161 MACHINE CHECK; USER userid TERMINATED cpuid 

Expla natio n: The user identified by userid 
has encountered a machine check error and 
the user's virtual machine has been reset. 
Probable hardware error. 
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Sy stem Action: System operation continues. 

Operator Action: Run the CPEREP program to 
document the error. If the proilem recurs, 
contact your system support personnel. 

6171 MACHINE CHECK; BUFFER CB DIAT DAMAGE cpuid 

Expla nation : The Machine Check Handler has 
encountered a buffer storage or DLAI 
partially disabled. 

System Action: System operation continues. 

Operator Ac tio n: Run the CPEREP program to 
document the error. If the problem recurs, 
contact your system support personnel. 

6181 {INSTRUCTION BETRY|MAIK STCBAGE} NCW IN 
{RECORD | QUIET} MODE cpuid 

Explanation: The SET MODE command has 
placed the processor in the mode that is 
specified. 

System Action: System operation continues. 

PJ2 6 rat or Action: None. 



6191 MACHINE CHECK; OPERATION TERMINATE! cpuid 

Explanation: The user has encountered a 
machine check error and the user's virtual 
machine had been reset or terminated. If 
the virtual machine was reset, the user 
must reinitialize the system to commence 
operation. If the virtual machine was 
terminated, he must leg on again to 
commence operation. 

System Act ion: System operation continues. 

Operator Action: Run the CPEREP program to 
document the error. If the problem recurs, 
contact your system support personnel. 



6201 MACHINE CHECK; ATTACHED PRCCESSCB NCT BEING 
USED 

Explanation: The attached processor is no 
longer being used by the system because: 



6211 MACHINE CHECK; AFFINITY SET OFF 

Explanation: The attached processor is no 
longer being used by the system because of 
a malfunction alert, or an unrecoverable 
machine check. Affinity for the attached 
processor is no longer valid. 

Syste m Action : System operates in 

uniprocessor mode. The user is put in 

console function mode (if user was not 
disconnected) with affinity turned off. 

fis££ Action: Resume processing. Continue 
to operate without attached processor 
affinity, if possible. 

622W MACHINE CHECK; MULTIPLE CHANNEL ERRORS 

Explanation: During a machine check 
interruption, a group of channels is 
unavailable. The channels will not be 
available until the system is reset. 

JLXSiem Action: The system is terminated by 
loading a disabled wait PSW. The wait code 
in the PSW is X*00000001«. 

Operator Action: IPL SEREP and then reload 
the system via the IPL process. Do not use 
the SEREP program on 3081 and 4300 
processors as you will get invalid results* 



6231 CHANNEL SET CONNECTED TO PROCESSOB nn 

Explanation: A processor failure occurred 
on the main processor and automatic 
processor recovery succeeded in connecting 
the channel set to the attached processor; 
or the operator issued a VARY OFFLINE CPU 
command for the I/O processor and the 
offline process succeeded in connecting the 
channel set to the attached processor. 

System Action: Processing continues on the 
attached processor in uniprocessor mode. 

O peratio n A ction : When a processor failure 
occurred, call IBM Field Engineering for 
support. When the problem is resolved, 
issue the VARY ONLINE command. 



• A malfunction alert was received from ( 6241 MACHINE CHECK; EXTERNAL DAMAGE 



the attached processor, 

I 

The machine check handler received an | 
unrecoverable error en the attached | 
processor while in problem state, j 

I 
An instruction processing error was 
detected for the attached processor. | 



Sy stem Action : 
uniprocessor~mode. 



System operates 



xn 



Operator Action: Run the CPEREP program to 
document the error and save the output for 
your system support personnel. 



Explanation: The machine check handler has 
encountered external damage. Damage has 
occurred to a channel, channel controller, 
switching unit or another unit external to 
the central processing unit. 

System Actio n: System operation continues. 

Oper atio n Action: Run CPEREP program to 
document~the~*error and save output for your 
support personnel. 
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6251 ALTERNATE PROCESSOR RECOVERY SUCCESSFUL; 
PROCESSOR nn OFFLINE 

Explanation : A hardware error has occurred 
on processor nn which has resulted in the 
system's varying of processor nn (and its 
channels if an MP configuration) offline. 
The remaining online processor has 
recovered from the failure, ana the system 
will continue operation in uniprocessor 
mode. 



System Action; Processing 
uniprocessor mode. 



continues in 



Op erato r Action: Run the CPEREP program to 
document the error and save the output for 
system support personnel. 



statements must not be intermixed. 

User Action: Place the control statements 
in the proper sequence, or correct the 
error, and resubmit the job. 



703E OPERAND HISSING 

E xplanatio n: The above control statement 
contains insufficient information. 

Syste m Action: If the input is from cards 
or a CHS file, the card image is displayed 
before the message. The program is 
terminated after scanning the remaining 
statements for syntax. Otherwise, the 
correct statement is solicited from the 
console. 



700E INPUT UNIT IS NOT A CPVOL 

E xplanation : The CPVOL operand was 
specified for a DUMP or COPY statement, but 
the last INPUT control statement did not 
describe a device that had teen initialized 
with the Format/Allocate program. 

System Action : If the input is from cards 
or a CMS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the correct statement 
is solicited from the console. 

Us er A ctio n: Describe the proper DASD 
device" with the INPUT control statement. 
If the proper input device is defined, use 
the ALL operand or the explicit cylinder 
operand for the DUMP or copy function. 



701E INVALID OPERAND - operand 



Explanation : The 
invalid. 



specified operand is 



System A ction : If the input is from cards 
or a CMS file, the card image is printed 
above the message, and the program is 
terminated after scanning the remaining 
statements for syntax. Otherwise, the 
correct statement is solicited from the 
console. 



User Actio n: Correct 
resubmit the job. 



the operand and 



702E CONTROL STATEMENT SEQUENCE ERROE 

Explanation : The control statement 
in the proper sequence. 



is not 



I 

System Action : If the input is from cards | 
or a CMS file, the card image is displayed j 
above the error message. The program is | 
terminated after scanning the remaining j 
statements for syntax. Otherwise, the 
correct statement is solicited from the 
console. Note that all DUMP, RESTORE, or 
COPY statements must be delimited by an 
INPUT or an OUTPUT control statement. When 
multiple, explicit cylinder extents are 
defined, the DUMP, COPY, and RESTORE 



User Action : Provide 
and~resutmit the job. 
resubmit the job. 



the missing operand 
missing operand and 



704E DEV cuu NOT OPERATIONAL 

Expla na tion: cuu is the device address of 
the unit that is not operational. 

System A ction : If the input is from cards 
or a CMS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the next statement is 
solicited from the console. 

User Action : Either attach the proper 
device to your system or redefine the 
device in error. In either case, the 
function control statement must - be 
reentered. 



705E I/O ERROR cuu CSw=«csw« SENSE=' sense* 
INPUT= , bbcchh« OUTPUT= {»bbcchh* 1 «nnnnnn*} 
CCWs'ccw' 

Explanation: An unrecoverable I/O error has 
been detected on the input or the output 
device, where: 



ecu 

sense 

csw 

bbcchh 



- the unit address of the device in 



error. 

the sense bytes, in hexadecimal, 

describing the error. 

channel status word from the 

error. 

the address (bin, cylinder, . and 

head) , in hexadecimal, where the 

error occurred on the input or 

output cylinder, 
nnnnnn - the beginning block number of the 

group of blocks being read or 

written when the error occurred. 

Reference the sense bytes to 

determine the block in error, 
ccw - the channel command word from the 

error. 

System Action : The job step is terminated. 
If the output device is tape, an attempt is 
made to write a trailer label closing the 
output device. A cylinder map is printed 
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describing all valid data that was dumped, 
restored, or copied to the point cf error. 

Note: This may be a valid condition if a 
virtual user attempts to dump, restore, or 
copy past the cylinder extents of the 
minidisk with which he is working. 

User Acti on; Determine whether or not the 
error was valid. If it was not valid, 
resubmit the job. If the error persists, 
call IBM for hardware support. 



7051 I/O ERROR 
LINE=addr 



BESID=resid 



SIAID£=status 



Expla nation : For DMKEGA, an unrecoverable 
I/O error has been detected on the remote 
display station or the remote printer. 

resid - three bytes, in hexadecimal, of 

the real resource identifier, 
status - two bytes, in hexadecimal, of 

status and sense data describing 

the error, 
addr - the unit address cf the line to 

which the remote station is 

attached. 

System Act ion: System operation continues. 
The system operator is notified. The user 
receives "NOT ACCEPTED" at the display 
terminal. 

User Action: None. 



706E LINE addr NOT ENABLED 

Explanation: The command could not be 
executed because the line address specified 
was not enabled. 

SXstem Action: None. 

User Acti on : Enable the line address and 
reissue the command. 

707A DIAL FUNCTION NOT AVAIIAEIE 

Explanation: The DIAL command cannot be 
issued from this station or terminal. 

System Action : System operation continues. 

User Action: None. 



707E MACHINE CHECK RUN SEBEP AND SAVE O0TP0T FOB 
CE 

Explanation : A hardware error has occurred 
while running in standalone mode. 

System Action The program leads a disabled 
wait state PSW after attempting to print 
the message. 

User Actio n: Run the standalone SEBEP 
program provided by the customer engineer 
to document the hardware error for further 



analysis of the problem. Attempt to rerun 
the job. If the error persists, call IBM 
for hardware support. In either case, all 
output should be saved to show to the 
service representative. Do not use the 
SEBEP program on 3081 and 1300 processors 
as you will get invalid results. 



708E INVALID INPUT OB OUTPUT DEFINITION 

Explanation: The INPUT and/or OUTPUT 
statement is not defined or is defined as 
the wrong device type. For example, the 
DUMP statement must have the input unit 
defined as a DASD device and the output 
unit defined as a tape device. 

System Action: If the input is from cards 
or a CMS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the correct statement is 
solicited from the console. 

User Action : Bedefine the input or output 
definition, or use the proper function 
control statement. 



709E WBCNG INPUT TAPE MOUNTED 

Explana tion: The tape is invalid for one of 
the following reasons: 

• There is no volume header record on the 
tape. 

• The volume header record cylinder 
identifier is higher than the cylinder 
being searched for. If the tape was 
produced from FB-512 data, the volume 
header blockid is higher than the block 
being searched for. 

• The volume header record time stamp is 
different from the preceding volume 
trailer label time stamp. 

System Action: The system rewinds and 
unload then tape; then it attempts to read 
the next tape's volume header record. If 
the wrong input tape is mounted, the system 
rewinds and unloads the tape, regardless of 
whether the BEHIND, UNLOAD, or LEAVE option 
was specified in the INPUT control 
statement of the DASD Dump Bestore Program. 

User Action : Mount the proper tape. 



710A DEV CUU INTEBVENTION BEQUIRED 

Explanation: cuu is the unit address of the 
device that has become not-ready. 

System Action: The program waits for the 
specified device to become ready. 

User Action: Make the specified device 
ready. 
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711R 70IID BEAD IS volid2 [NOT volidl] DO YOU 
HISH TO CONTINUE? BESPCNE YES MC OB 
REREAD: 

Explanation : 

volidl - The volume serial number from the 
input or output control 
statement; volidl is displayed 
only if it was entered. 

volid2 - The volume serial number from the 
VOL1 label on the EASE device 
specified by the control 
statement. 

System Action : Waits for response. 

If you respond "yes", the operation 
continues. 

If you respond "no", and the input is from 
cards or a CMS file, the program is 
terminated after scanning the remaining 
statements for syntax. Otherwise, the next 
statement is solicited from the console. 



If you respond "reread", the 
specified is read again. 



volume 



Note : A new volume may have been mounted in 
the interim. 



User Actio n: 
"reread". 



Respond "yes". 



712E NUMBER OE EXTENTS EXCEEDS 20 

Expla natio n: The DUMP or COPY control 
statement has explicitly defined more than 
20 extents, or if CEVCI was specified, the 
input unit has more than 20 physical 
extents defined. 

S ystem Action : If the input is from cards 
or a CMS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the next control 
statement is solicited from the console. 

User Action: Use the DUMP All or COPY ALL 
statement, or perform the jcb specifying no 
more than 20 extents, and repeat DUMP or 
COPY if necessary to complete the task. 



714E EECORD {bbcchh |nnnnnn} NOT FOUND ON TAPE 

Explanation: The given record was not found 
on the tape. 

tbcchh - the address (bin, cylinder, and 
head), in hexadecimal, of the 
missing track header record, 
nnnnnn - the decimal block number cf the 

missing block. 
System Action: The job step is terminated. 
Ill data restored or copied to that point 
is valid. If the input is from cards or a 
CMS file, the program is terminated after 
scanning the remaining statements for 
syntax. Otherwise, the next ccntrol 
statement is solicited from the console. 
is solicited from the console. 



5ser Action: Use the CCPY ALL or RESTORE 
ALL statement or use the correct explicit 
cylinder operand. 

715E LOCATION bbcchh IS A FLAGGED TRACK 

Explanation: The DASD device has a flagged 
track. 

tbcchh - the address (bin, cylinder, and 
head) , in hexadecimal, of the 
flagged track. 

System A ctio n: RC = 3. 

For the IBM 2314, 2319, and 2305, the job 
step continues; for the IBM 3330 and 3350, 
the job is terminated. All data dumped or 
copied to that point is valid. or copied 
to that point is valid. The input and 
output devices are closed, and a cylinder 
map of the data dumped or copied is 
printed. 

For the IBM 2305, 2314, 2319, and 33*10, 
flagged tracks are treated as any other 
track; that is, no attempt is made to 
substitute the alternate track data when a 
defective primary track is read; tracks are 
not inspected to determine if they were 
previously flagged when written. It is 
therefore recommended that volumes dumped 
containing flagged tracks be restored to 
the same volume. DMKDDR715E is displayed 
each time a defective track is dumped, 
copied, or restored, and the operation 
continues. 



713E OVERLAPPING OR INVALID EXTENTS 

Explanation : The DUMP, RESTORE, or COPY 
statement contains invalid or overlapping 
explicit cylinder or blcck extents. 

System Act ion: If the input is from cards 
or a CMS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the correct statement 
is solicited from the console. 



For the IBM 3330 3350, flagged tracks are 
automatically handled by the control unit 
and should never be detected by the 
program. However, if a flagged track is 
detected DMKDDR715E is displayed and the 
job step is terminated. 

2i§I lotion: Use the DUMP or CCPY 
statements with the explicit cylinder 
operand to dump or copy around the flagged 
track. 



User Action : Enter the proper cylinder or 
block extent information. 
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716E MO VOI1 LABEL FOUND FOE volid DO 100 WISH 
TO CONTINUE? BESPONE IIS HC OB BEEIAE: 

Explanation: For count-key-data, the 
program was unable to find a record with 
the key of VOL1 on cylinder track and 
was not able to read record 3 on cylinder 
track for the specified volume serial 
number (volid) . 

The volume serial number is displayed only 
if specified in the INPUT cr 001PDT control 
statement. 

For FB-512 devices, block 1 on the device 
could not be read. 



718E ODTPUT UNIT IS FILE PEOTECTED 

Explanation: The output tape cannot be 
written on. 

System Actio n: EC = 1 

The program terminates. The tape device is 

rewound and unloaded; the system waits for 

the device to become ready. When the unit 

is ready, the system writes a volume header 

record on the tape, and the operation 

continues. 

Oser Action: Eeplace the file security ring 
in the tape reel, or mount the proper tape. 



System Action: The system waits for a 
response. 

If you respond "yes", the system continues 
with the job steps. 

If you respond "no" and the input is from 
cards or a CMS file, the program is 
terminated after scanning the remaining 
statements for syntax. Otherwise, the next 
statement is solicited from the console. 

If you respond "reread", the program 
attempts to reread the specified device. 

User Actio n: Eespond to the message as 
indicated. 



717E DATA DUMPED FBOM volidl TO EE BESIOEED TO 
V0lid2. DO YOU WISH TO CONTINUE? EESPOND 
YES NO OE BEBEAD: 



Explanat ion : 

volidl 

volid2 



of the 



- The volume serial number 
input tape. 

- The volume serial number of the 
output DASD device that is to 
receive the data from volidl. 



System Actio n: The system waits for a 
response. 

If you respond "yes", the restore function 
continues. 

If you respond "no" and the input is from 
cards or a CMS file, the program is 
terminated after scanning the remaining 
statement for syntax. Otherwise, the 
correct statement is solicited from the 
console. 

If you respond "reread", the input tape is 
backspaced to the start of the file, and 
the volume header label is reread. 

User Actio n: If the wrong input tape is 
mounted, replace the tape and respond 
BEBEAD. Otherwise, respond in the 
appropriate manner. 



719E INVALID FILE NAME OB FILE NOT FOUND 

lJ5£iS£lii °5 : This message can appear only 
if EMKDDB is running under CMS. A filetype 
was not entered from the CMS command line, 
or the filename and filetype entered could 
not be found on the CMS files currently 
logged in. 

User Action: Either omit all operands on 
the CMS command line defaulting to console 
input, or enter the proper filename, 
filetype, and/or filemode for the CMS file 
containing the input control statements. 

720E EEECB IN routine 

Explanatio n: routine is the name of the CMS 
routine in error from the first eight 
characters of the CMS parameter list. The 
CMS return code generated by the error is 
returned in the following manner: 

PEINTB — the CMS return cede plus 100 

WAITED — the CMS return code plus 200 

BDBUF — the CMS return code plus 300 

IYPE or TYELIN — the CMS return code plus 
400 

5^stem Action: If the input is from cards 
or a CMS file, the program terminates after 
scanning the remaining statements for 
syntax. Otherwise, the program is 
immediately terminated. 

Dser Act ion : Correct the error as indicated 
by the return code and resubmit the job. 

721 E EECOED {cchhr | nnnnnn} NOT FOUND 

E xplanatio n: The record indicated by cchhr 
was not found. 

cchhr - the address (cylinder, head, and 
record) of the record explicitly 
described by the PEINT or TYPE 
function. 

nnnnnn - the FB-512 block number of the 
block described by the PEINT or 
TYPE function. 



System Actio n: The system terminates the 
PEINT or TYPE function in process and 



94 



IBM VM/SP System Messages and Codes 



EMK 



continues with the remaining jot steps 
unaffected. 

User Act ion ; For ccunt-key-data, if the 
explicit record identifier is not known, 
print or type on a cylinder or track basis. 

For FB-512, correct the number and retry. 

722E OUTPUT UNIT NOT PB0PEB1Y FOEMATTED FOB THE 
CP NUCLEUS 

Explanation : The CP nucleus cannot be 
restored or copied for one of the following 
reasons: 

• The output volume was not formatted 
using the Format/Allocate program. 

• The volid of the original nucleus volume 
is different from the volid of the new 
nucleus volume. 

• The cylinders or pages on which the 
nucleus will reside are not allocated as 
permanent space in the allocation record 
on the input device. 

Systej Action: If the input is from cards 
or~a ~CMS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the next control 
statement is solicited from the console. 

User Action : Use the Format/Allocate 
program to" prepare the output disk as 
indicated above, and resubmit the job. 



723E NO VALID CP NUCLEUS ON THE INPUT ONIT 

Explanation: If the input unit is tape, 
then""the "tape does not contain a DDE 
nucleus dump. If the input unit is disk, 
then a cp nucleus was never leaded onto 
that disk. 

§^*JII Action: If the input is from cards 
or^a CMS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the correct statement 
is solicited from the console. 

User Action : Mount the proper input unit 
and"resubmit the job. 



724E INPUT TAPE CONTAINS A CP NUCLEUS DUMP 

Expl anatio n: The user is attempting to 
restore a" tape dump using the NUCLEUS 
parameter by specifying All or explicit 
extent parameters. 

System A ct i,qn; If the input is from cards 
or"a CMS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the next control 
statement is solicited from the console. 

2s££ Action: Use the EESTOBE NUCLEUS 
statement or mount the proper tape. 



725E OEIGINAL INPUT DEVICE WAS (IS) LAEGEE THAN 
OUTPUT DEVICE. DO YOU WISH TO CONTINUE? 
BESPOND YES CB NO: 

E xplanat ion: 

EESTOBE FUNCTION — The number of cylinders 

or blocks on the original DASD input unit 

is compared with the number on the output 

device. 

COPY FUNCTION — The input device contains 
more cylinders or blocks than the output 
device. 



2£SI§i2£ Acti on: Determine if the 
restore function is to continue; 
either "yes" or "no". 



726E MOVING DATA INTO ALTEBNATE 
CYLINDEE(S) IS PBOHIEITEE 



copy or 
respond 



TBACK 



E xplanation : An extent statement was 
encountered that attempted either to 
EESTOBE or to COPY a cylinder of data into 
the alternate track cylinder. This is not 
permitted. The alternate track cylinders 
Of disks (except 2314 and 2319) are to be 
used only for alternate tracks and not as a 
primary data area. 

System Action : The program attempts to read 
another control statement, or to read 
another extent statement. 

User Action; If the extent statement 
contains a typographical error, correct it. 
Otherwise, find some other cylinder (s) to 
BESTOBE or COPY the data to. The BEOEDEB 
operand of the extent statement can be used 
to move an entire minidisk to different 
cylinders. 



727E FLAGGED THK XXXXXXXXXXXX HAS NC 
ALTEBNATE; SKIPPING THIS TBK 



EBOPEB 



Ex planation : An attempt was made to read 
from or write to a track that is flagged as 
defective, but it has no alternate track 
assigned; or it has an alternate assigned 
improperly. (Alternate does not point tack 
to defective track, alternate has defective 
flag set, etc.) 

System Action: In the case of DUMP, 
EESTOBE, or"c0PY the defective track is 
skipped and processing continues with the 
next track. In the case of PBINT or TYPE, 
the home address and the record zero from 
the defective track are displayed. 

User. Action: To restore the disk to a 
usable condition, perform a disk 
initialization using IBCDASDI. 



7291 FULL TBACK BEAD FEATUBE NOT AVAILAELE 

Ex p lanation; The FTB keyword has been 
reguested on the DASD Dump/Bestore DUMP 
control statement but the FTB hardware 
feature is not available. The output dump 
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tape is created in the non-FTB format. 

Syst em Act ion : The output dump tape is 
created in the old format. 

User Action : None. (This is an 
informational message only.) 



730E DEV CUU NOT OPEBATIONAL CH KCT BEAEY 

liElagatioja: The device at address cuu is 
not operational (SIO gave cc=3) or not 
ready (intervention reguired indicated in 
sense data) . 

S ystem Ac tion : If the input is from cards, 
the card in error is printed and the job 
step is terminated. If the input is from 
the console, the proper device address is 
reguested from the user. 

User Action: Beady the device, attach the 
proper device to the system, or specify the 
proper device in the control statement. 

732E MACHINE CHECK BUN SEEEF AME SAVE OUSEUT FOB 
CE 

.Explanation: A machine check hardware error 
has occurred. 

System Action : The program loads a disabled 
wait state PSB after attempting tc print 
the message. 

ysgr Acti on : Bun the standalone SEEEP 
program to document the hardware error so 
that further analysis can be done. Then 
attempt to rerun the job. If the error 
persists, save all output and notify your 
system support personnel. Do not use the 
SEEEP program on 3081 and 130C processors 
as you will get invalid results. 



733E VOLID READ IS volidl NOT volid2 

Exp lanation : The wrong volume is mounted on 
the device described by the ALLOCATE 
control statement. 



734E TYPE OB {CYL|EAG} INVALID 

Explanation: While attempting to allocate 
cylinders or extents, an invalid control 
statement was encountered or an invalid 
extent was specified. For count-key-data 
devices, an invalid cylinder or extent is 
any extent with a starting location greater 
than the ending location or greater than 
the maximum number of cylinder for that 
device type. 

For FB-512 devices, the extents are 
specified by page numbers. An invalid 
extent is one in which the starting number 
exceeds the highest page on the volume. 
The valid control statements are TEMP, 
PEBH, TDSK, DECT, DUMP or END. 

System Action: If the input is from cards, 
the card in error is printed and the job 
step is terminated. If it is console 
input, the proper control statement is 
reguested from the user. 

H§§£ Ac tio n: Correct the control statement 
or extent information and resubmit the 
statement. It should be noted that the 
allocation data overlays the existing data 
within the allocation record. Therefore, 
overlapping extents are valid and any 
errors may be corrected by resubmitting the 
proper extents. If the END control 
statement immediately follows the ALLOCATE 
Statement, the allocation table is printed 
without any alterations. 



735E FATAL DASD I/C EBBOB 

Sxplanation: An unrecoverable error was 
encountered on the DASD being formatted. 

S yst em Actio n: The job step is terminated 
immediately and the next control statement 
is read. 

User Action: Check message DMKFMT736E, 
displayed just prior to this message, to 
determine the extent and type of failure. 



volidl - the volume serial number as read 

from the DASE device. 
volid2 - the volume serial number from the 

ALLOCATE control statement. 



Note: If volidl - "none", no record 
found on cylinder 0, track 0. 



3 was 



S ystem Action : If the input is from cards, 
the card in error is printed and the job 
step is terminated. If it is console 
input, the proper volume serial number is 
reguested from the user. 

User Action : Correct the ALLOCATE control 
statement or mount the proper volume on the 
device described by the ALLOCATE control 
statement. If "none" was given for volidl, 
the pack must be formatted. 



736E I/O EBBOB cuu {CCHHB=cchhr | BLOCK=nnnnnn} 
SENSE=sense 



Explanation : 
detected. 



An 



I/O error has been 



cuu - The unit address of the device in 

error, 
cchhr - The cylinder, head, and record 

identification of the record in 

error, 
sense - the sense bytes, in hexadecimal, 

describing the error condition, 
nnnnnn - the block number of the block 

error. 

System Action : The job step is terminated 
and~*the~nex~control statement is read. 

User Action: Besubmit the job. If the error 
persists, call your system support 
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personnel. 

737E INVALID OPERAND 

Explan ation : An operana is iE error; it can 
be seen in the card image displayed 
following the message. 

S ystem Action : A card image containing the 
error is printed following the message, and 
the job step is terminated. 

User Act ion : Correct the invalid operand in 
the control statement and resubmit the job. 



738A DEV CUU INTERVENTION REQUIRE! 

Explanation : Intervention is reguired on 
the device at address cuu. 

System Action : The system waits fcr an 
interrupt from the card reader or console. 
When an interrupt is received from either 
the card reader or the console, that unit 
is solicited for the next control 
statement. 

User Action : Correct the error as indicated 
on the card reader and make the device 
ready, or switch to console input by 
signaling attention. 



739E FLAGGED PRIMARY TRACK HAS NO ALTERNATE 
ASSIGNED; 10 ERROR FOLLOWS 



Explanation 
on a track 
has no alte 
an improper 
follows:, 
of either 
does not p 
pair. Or on 
and 7 of 
improperly 



An I/O 

that is 

mate tr 

altern 
The CCHH 
the defe 
oint to 
e of th 
the h 
set. 



operation w 
flagged de 
ack assigne 
ate assignme 
pointer in 
ctive or th 
the other t 
e two tracks 
ome address 



as attempted 

fective, but 

d to it. Or 

nt exits as 

record zero 

e alternate 

rack of the 

has bits 6 

flag byte 



System Action: Error messages DMFFMT736E 
and DHKFMT735E follow immediately. The 
CCHHR address given in message DMKJMT736E 
identifies the defective track. 

User A ctio n: To restore the disk to a 
usable condition, perform a disk 
initialization using IBDASDI. 



740E PACK MOUNTED IS 3340-35, 
MOUNT ANOTHER OR RESPEC3FY 



NOT 3340-70. 



Exp l anation: The user indicated that the 
device is a 3340-70, tut the sense data 
indicates that a 3340-35 disk pack is 
actually mounted. A 3340-35 pack has fewer 
cylinders than a 3340-70 and cannot be 
formatted as a 3340-70. However, a 3340-70 
can be formatted as a 3340-35. 

S ystem Action : If the input is being 
entered from a console, the user is 



prompted to reenter the device address and 
device type. If the input is from cards 
the card in error is printed and the job 
step is terminated. 

User Action : Correct the unit address or 
device type. Or mount a 3340-70 disk pack 
in place of the 3340-35. 



751E INVALID OPERAND - operand 

Expl anatio n: The specified operand 
invalid: " 



is 



• The number specified on the MAXCCNN 
option is larger than 65535. 

• The PRIOBITY keyword on an IUCV 
directory statement is specified more 
than once. 

• A keyword or a IUCV directory statement 
is not recognized. 

• The MSGLIMIT keyword on an IUCV 
directory statement was specified more 
than once. 

• The number specified after the MSGLIMIT 
keyword, on the IUCV directory 
statement, is larger than 65535. 

System A cti on : The card image is displayed 
above the message, and the program is 
terminated after scanning the remaining 
statements for syntax. 

User Action : Correct the invalid operand in 
the control statement and resubmit the job. 



752E STATEMENT SEQUENCE ERROR FOLLOWING USER 
user 

Explanatio n: A USER definition ccntrol 
statement was determined to be cut of 
seguence following the specified user. 

S ystem Action : The statement that is cut of 
seguence is displayed after this message. 
Directory processing is terminated after 
the remaining statements are scanned for 
syntax. 

Note: The USER control statement delimits 
each virtual machine directory description. 
Therefore, the USER statement must follow 
the last device description statement, and 
each OPTION, ACCOUNT, or IPL statement must 
fall between the USER statement and the 
first statement describing a device. 

Hith the exception of dummy (NOLOG) users, 
all users in the directory must have at 
least one device. 

0§er Ac tion: Place the control statements 
in the proper sequence or correct the 
error, and resubmit the job. 
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753E OPERAND MISSING 

Explanation: Insufficient information is 
contained in the control statement: 



• No number was found after the MAXCONN 
keyword on the OPTION statement. 

• The USERID is missing on the IUCV 
directory statement. 

• No number was found after the MAX 
keyword on the IDCV directory statement. 

System Action : The card image is displayed 
above the error message. The program is 
terminated after scanning the remaining 
statements for syntax. 

User Action : Provide the missing operand in 
the control statement and resubmit the job. 



User Action; Take a standalone dump, 
call your system support personnel. 



and 



757E MACHINE CHECK RON SEREP AND SAVE OUTPUT FOE 
CE 

Explanation; A hardware error has occurred 
while running in standalone mode. 

System A ction : The program loads a disabled 
wait state" PSW after attempting to print 
the message. 

fiser Action: Bun the standalone SEBEP 
program to document the hardware error, so 
further analysis can be done. Then attempt 
to rerun the job. If the error persists, 
save all output and call your system 
support personnel. Do not use the SEBEP 
program on 3081 and 4300 processors as you 
will get invalid results. 



754 E EEV cuu NOT OPERATIONAL 



758E DUPLICATE UNIT DEFINITION 



Explanation: The device at address cuu is 
not operational. 

System Action: The program is terminated 
after scanning the remaining statements for 
syntax. 

User Action: Either attach the proper 
device to the system, or specify the proper 
device in the DIRECTORY control statement. 



755E 1/C ERROR cuu CSW csw SENSE sense 

Explanation: An I/O error has 
detected. 



been 



Explanation: The control statement is 
defining a device with a device address 
that was previously defined for the same 
user. 

System Action: The card image is displayed 
above the message. The program is 
terminated after scanning the remaining 
statements for syntax. Note that checking 
for duplicate devices may be suspended for 
an individual user after the first 90 
device control statements. 

User Actio n : Remove or correct the 
duplicate definition, and resubmit the job. 



cuu - the unit address of the device in 

error, 
csw - the channel status word from the 

error, 
sense - the sense tytes, in hexadecimal, 

describing the error condition. 

System Action: if the error is from the 
card reader, the program waits for the 
reader to become ready again. If the error 
is from the directory volume, the program 
no longer attempts to write on that volume. 
In either case, the program attempts to 
scan the remaining card for syntax and then 
is terminated. 

User A ctio n: Resubmit the job. If the 
error ""persists, call your system support 
personnel. 



756E PROGRAM CHECK PSW = psw 

Explanation : A program check has occurred 
in the program, where psw is the program 
check old PSW. 

System Action: The program goes into a 
disabled wait state after attempting to 
display the message. 



760E NOT ENOUGH SPACE ALLOCATED FOR DIRECTORY 

Explanation : There is insufficient space on 
the directory volume to continue building 
the directory. 

System Action: The program is terminated 
after scanning the remaining statements for 
syntax. Writing is suspended on the 
directory device. The message is reissued 
for each additional cylinder of 
count-key-data space needed by the 
directory program. It is not reissued for 
FE-512 devices. 

User Action: Using the Format/Allocate 
program, allocate more space on the 
directory volume. Note that the Directory 
program always starts building a new 
directory on a fresh cylinder or separate 
extent and does not overlay an existing 
directory written on the directory volume. 
After the directory is successfully 
updated, the space used by the eld 
directory is marked as available for use fcy 
the next directory to be created. 
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761E VOLID READ IS volidl NOT volid2 (ON cuu) 

Expl anation : The wrong volume is mounted on 
the device described by the DIRECTORY 
control statement. 



volidl 
volid2 

cuu 



the volume serial 

directory volume 

the volume 

described by 

statement. 

the address of 



number for the 

serial number 
the DIRECTORY 

the device on 



which the device is mounted. 



Syst em Action: The program is terminated 
after scanning the remaining statements for 
syntax. 

Oser Action : Correct the DIRECTORY control 
statement, or mount the proper volume on 
the device described by the DIRECTORY 
control statement. 



job. 



800E COMMAND REJECTED, OTHER VIRTUAL MACHINES 
LOGGED ON 

Explanation : Virtual machines, other than 
the V=R machine and the system operator's, 
were logged on. 

System Action : None. 

Cperatgr Action: Reissue the command after 
establishing that only the two valid 
machines are logged on the system. 



801E PREE STORAGE PAGE IS NOT AVAILABLE 

Explanatio n: Free storage cannot be 
ottained for saving the CP PSA, therefore, 
the transition was not made. 



762E DIRECTORY STATEMENT MISSING 

E xplanation : The first control statement 
detected by the program was not a DIRECTORY 
control statement. 



System Action: None. 

Operator Action: Reissue the command when 
more free storage is available. 



System Action : The program is terminated 
after scanning the remaining statements for 
syntax. 

User Action: Place the DIRECTORY statements 
in front of the other control statements, 
and resubmit the job. 



763E INVALID FILENAME OR FILE NOT FOUND 

Explanation : This message appears only if 

running under CMS. The filename and/or 

filetype and/or filemode specified en the 
CMS command line could not be found en the 

CMS files currently logged in. The default 

filename, filetype, and/or filemode is USER 
DIRECT *. 

System Action : RC = 1 
Execution is terminated. 

User Action: Reenter the CMS command; 
describe the proper CMS file containing the 
DIRECTORY control statements. 

764E ERROR IN routine 

Explanation: routine is the name of the CMS 
routine in error from the first eight 
characters of the CMS parameter list. The 
CMS return code generated ty the error is 
returned in the following manner: 

RDEUF - the CMS return cede plus 100. 
TYPLIN - the CMS return code plus 200. 

System Action: The program is terminated 
after scanning the remaining statements for 
syntax. 

User Action : Correct the error as indicate 
by the CMS return code, and resubmit the 



802E CCMMAND REJECTED, DEVICES NOT DEDICATED 

Explanation : All devices (except the 
console and virtual spooling devices) must 
be dedicated devices. 

System A ctio n: None. 

Operator A ction : Reissue the command after 
verifying that all devices are dedicated. 



803E COMMAND REJECTED, SPOOL DEVICES NOT DRAINED 

Exp l anatio n: All CP spool devices have not 
been drained. 

§2SiSl Action : None. 

Operator Action: Reissue the command after 
all CP spool devices have been drained. 



804E SINGLE PROCESSOR MODE ON REJECTED 

Explan atio n: Single processor mode was not 
established because of one of the 
following: 

1. The system is not in uniprocessor 
mode. 

2. There is no V=R area. 

3. There is no multiprocessor hardware 
feature. 

S ystem Action: None. 

Operator Action: Use the SPMODE ON command 
only when the proper conditions are 
satisfied. 
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805E SINGLE PROCESSOR MODI CFF REJECTEE 

Explanation: Single processor mode has not 
been reset because the V = B virtual machine 
has a nonzero prefix value. 

System Action : None. 

Operator Action: Use the SPHODE OFF command 
only if the proper conditions are 
satisfied. 



I06E COMMAND REJECTED, VIRTUAL ADDRESS NCI EQUAL 
TO REAL ADDRESS 

Explanat ion : The virtual device address was 
not the same as the real device address. 

S ystem Act ion: None. 

Operator Action : Reissue the command after 
this condition is corrected for the V=E 
virtual machine. 



807E COMMAND REJECTED, VM/SP ATTACHED PROCESSOR 
MODE 



CP ON/OFF command. 

Code Meaning 
0000 Invalid data block address 
0040 MSSF is unable to vary on the 

control program (CP) 
0100 Data block address is not on a 2k 

boundary 
01F0 Invalid command or identification 

byte 
0200 Data block length is not in 8-byte 

increments 
02F0 MSSF is busy with another task 
0300 Data field is not adeguate for 

amount of reguested storage 

information 
03F0 Invalid CP identifier 
04F0 CP assigned to another partition 
05F0 CP assigned to a S/MR configuration 
08F0 For VARY CP ON code only. The 

number of CP's in the configuration 

eguals maximum number supported. 

System Action: Processing continues for a 
VARY "OFFLINE command. The processor is 
logically offline to VM/SP. For a VARY 
ONLINE command, the system continues to run 
in UP mode. 



Expla nation : VM/SP was not in uniprocessor 
mode. 

System Action: None. 

Operator Action: Issue the QVM command when 
the system is in uniprocessor mode. 



Op erator Action: None. 

Note: If this message is received for a 
VARY processor online, the VARY, command 
fails and the system continues to operate 
in UP mode. 

| 8501 UNABLE TO READ DUMP FROM READER 



8081 SINGLE PROCESSOR MODE ACTIVE 

Explanation: Whenever single processor mode 
is turned on, the value loaded into the 
prefix register by the system is displayed. 

System Action: None. 

Operator Action: None. 



809E COMMAND REJECTED, TRACE/AESIGP/CCW TRANS IN 
EFFECT 

Explanation: The transition cannot be made 
for the V=R virtual machine if tracing, 
adstop or CCW translation is being used. 

System Action: None. 

O pera tor Action: Turn off tracing, adstop, 
or CCW translation for the V=R virtual 
machine and reissue the QVB command. 

812E MSSF RESPONSE CODE TO VARY CP {0N|0FF} IS 
nnnn 

Explanation: A vary processor on/off was 
issued by the operator and the MSSF 
returned an error code of nnnn to the 
HSSFCALL VARY CP ON/OFF operation. 

where: 

nnnn is the MSSF return code to VARY 



Explanation: The VMFDUMP command was unable 
to read the 3704/3705 dump or the system 
abend dump from the CP spool file through 
the CMS card reader. This could be 
because: 

• The reader is not at address 00C, 

• The reader at 00C is already in open 
status from a previous operation, or 

• The device in the virtual machine at 00C 
is not a CP spool card reader device. 

User Action: Verify that the virtual 
machine ~ configuration is correct for 
performing a VMFDUMP operation and that the 
card reader at 00C is a spool card reader 
in closed status. 



8511 TEN DUMP FILES ALREADY EXIST 

E xplanatio n: The command has not been 
executed because ten dump files with names 
DUMP00 through DMP09 already exist en the 
CMS disk being accessed. 

System Action : The command is terminated. 

User Action: Purge one or more of the 
unwanted dump files or rename any of the 
existing dump file using the CMS RENAME 
command. Reissue the command so that a 
dump file can be automatically created. 
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8521 FATAL I/O ERROR WRITING DUMP 

Explan ation ; An unrecoverable I/O error 
occurred during the writing of the 
3704/3705 dump or the system aiend dump on 
the CMS disk being accessed. Hhe message 
is preceded by CMS error messages for the 
disk function. 

User Action: Reissue the command after 
taking action to bypass the I/O errors on 
the CMS disk being accessed. 



8531 BO DUMP FILES EXIST 

Explanation : The VMFDUMP command was 
specified, and the return from the CP 
interface indicates that no dump files 
exist for this user. 



User Actio n: Verify that the 
produced by the CP system have 
and the class required, and 
user's userid and the class 
reader match that of the dump 
dump file can be read. If no 
exist, VMFDUMP does not have t 
If the dump file exists under 
userid, have the operator tr 
file to the required userid, so 
te accessed. Also, verify tha 
class of the spool card reade 
class D, so that it can read th 



861E DUMP FILE 'filename' NOT ECUND 



dump files 

the userid 

that this 

on the card 

, so that a 

dump files 

o te issued. 

a different 

ansfer that 

that it can 

t the input 

r at 00C is 

e dump file. 



Exp lanation : The command was specified 
requesting a printout of a specific dump 
file, and that file cculd not te found on 
the CMS disks that were currently accessed. 



User Action : 
file 



Verify that the correct dump 
was specified and that the correct 



disks are accessed by CMS. Then reissue the 
command, requesting the specified dump 
file. 



System Actio n: VMFDDMP attempts to continue 
formatting at the next valid control block. 

User Actio n: No action can be taken on the 
part of the user to circumvent this problem 
since it usually indicates CP system 
software failures that caused the 
addressing of unreferenced pages. 



900W SYSTEM RECOVERY FAILURE; PROGRAM CHECK 

liLEianation: Tne system checkpoint routine 
encountered a program check while trying to 
checkpoint or warm start the system. 

Sys tem Action: The system enters a disabled 
wait state (wait state code 007) . 

Note: The general registers, old program 
PSW, and the program interrupt code are 
restored to the values at the time cf the 
program check, before entering the wait 
state. 

2£S£li2X A ction : This message usually 
indicates severe system problems with the 
spooling files, system accounting data, or 
other system data needed for warm start. It 
is usually impossible to continue system 
operation without clearing storage and 
performing a checkpoint start. If a system 
dump to printer or tape preceded this 
message, the system programmer has enough 
information to determine the cause of the 
failure and the resultant program check 
during system recovery. The first 12000 
bytes (hex 3000) of storage contain the 
checkpoint module (DMKCKP) , work area and a 
4096-byte buffer used by checkpoint. This 
area should be dumped using a standalone 
dump. If a system dump to printer or tape 
did not precede this message, do a complete 
storage dump. 



901H SISTEM RECOVERY FAILURE; MACHINE CHECK, RON 

SEREP 



863E INVALID PARAMETER - parameter 

Explana tion : The command was specified with 
a list of options, one of which is not 
recognized by the command. 

System Acti on: The command is not executed. 

User Action : Reissue the command; specify 
only valid options as defined in the 
command syntax. 



8641 PAGE REFERENCED NOT AVAILAEIE WHILE EDITING 
xxxxxxxx 



Expl anatio n: During the system recovery 
checkpoint or warm start phase, a machine 
check occurred. 

System Action: The system enters a disabled 
wait state (wait state code 007) . 

Operator Action: IPL the system to retry 
the checkpoint function. If the failure 
persists, it usually indicates hardware 
problems. Keep the SEREP output and call 
your local representative for assistance. 
Do not use the SEREP program on 3081 and 
4300 processors as you will get invalid 
results. 

Notes: 



Explanation : During the format dump phase 
of the VMFDUMP command, a page was 
referenced in one of the CP control blocks 
(identified by 'xxxxxxxx'), and that page 
is not available because it is beyond the 
range of the CP nucleus. 



1. If the failure occurred during the 
checkpoint phase (system shutdown, 
system crash or an IPL with an active 
system in storage) , a CKPT start is 
required if storage is cleared or 
overlaid. 
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2. If the failure occurred during an 
attempt to warm start, CKPT start, or 
force start, the warn start data or 
the warm start cylinder (s) remains 
intact. 



902W SYSTEM RECOVERY FAILUBE; 
ERROR- {NUCL AREA|WARM AREA} 



FJTJL 



I/O 



Explanation: During the system checkpoint 
or warm start phase, an unrecoverable 
input/output error occurred on the system 
residence volume. 

NOCL AREA The warm start phase had an I/O 
error on the system residence 
device trying to read module 
DMKSAV from the nucleus area. 

HARM AREA The checkpoint phase had an I/O 
error on the system residence 
device trying to read from or 
write to the warm start area. 

System Acti on; The system enters a disabled 
wait state (wait state code 007) . 

Operator Acti on: IPL the system to retry 
the checkpoint or warm start function. If 
this is unsuccessful, move the IPX volume, 
if possible, to another drive and retry the 
IPL. If the problem persists, dump the 
first 1200 bytes (hexadecimal 3000) of 
storage using a standalone dump. 

For FB-512 devices, dump the first 38912 
bytes (hexadecimal 9800) of storage using a 
standalone dump. 

Notify your system programmer to determine 
the proper nucleus or warm start area 
specified in module DHKSYS (SYSRES 
statement) at system generation time. 

The nucleus or warm start area can be 
dumped to tape or printed to the system 
printer by using DDR (DJJSE Dump Restore 
program) with the DUMP or PRINT option. The 
output should be available before calling 
for hardware or program assistance. 

The following storage locations contain 
information on the fatal I/O error: 



Hexadecimal 
locatio n 

40 

48 

808 

816 

818 
81C 
820 



Contents 

Sense data up to 21 bytes 

Channel status word (8 

bytes) 

Channel 

bytes) 

Pointer to error 



address word (4 
sssage (4 



bytes) 

Cylinder address of the 

first nucleus cylinder (2 

bytes) 

Cylinder address of the last 

nucleus cylinder (2 bytes) 

BBCCHHR of the DHKSAV module 

on disk (5 bytes) 

Device class of SYSRES 

device (RDEVTIPE) 



824 Current seek address BECCHHR 

(5 bytes) 
828 BBCCHHR of the DHKSAV module 

on disk (count-key-data) or 

locate block number (FB-512) 
848 Current seek address BECCHHR 

(count-key-data) or locate 

block number (FB-512) 
800-9800 Checkpoint program (DMKCKE), 

checkpoint work areas, and 

I/O buffers. 

If the SYSRES device is FB-512 
(EDEVTYPC=CLASFBA) , the contents of the 
following hexadecimal locations are 
changed: 



816 



822 



Notes: 



Page address of the first 
page of the CP nucleus (4 
bytes) 

Page address of the last 
page of the CP nucleus (4 
bytes) 



1. It may be necessary to format the area 
in error using the Format service 
program. 

2. If the nucleus area is reformatted, 
the CP nucleus must be restored to the 
system volume. 

3. The status of the console can prevent 
the display of messages DMKCKE960I and 
DMKCKP961W. 



903W SYSTEM RECOVERY FAIL-ORE; VOLIE »volid« 
ALLOCATION ERROR {CYLINDER 'cylinder • |PAGE 
•page'} 

Expl anatio n: During a system warm start or 
CKPT start phase, one of the warm start or 
CKPT start data records indicates 
allocation on a cylinder (count-key-data) 
or page (FB-512) on a system-owned volume 
that either: 

• Is not specified in the allocation table 
as belonging to the system temporary 
spool space allocation, or 

• Is already marked as allocated. 
The possible causes are: 

• A change in the system-owned list. (New 
volumes must be added to the end of the 
SYSOWN list when you define the SYSOHN 
MACRO.) 

• A change to the allocation record on a 
spooling volume from TEMP to PERM, TDSK 
or ERCT (Format/Allocate program) - 

• Duplicate labeled volume. 

System Action : The system enters a disabled 
wait state (wait state code 009) . 

Operator Action: IPL the system again to 
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attempt another warmstart cr CKPT start. 
The start cannot complete if the allocation 



System A ction : 
state! ~ ~ 



The system enters the wait 



error is due to a 
message, however, 
volume identified 
volume is invalid, 
spooling volumes 



software failure. This 
could he issued if the 
as being a spooling 
Verify that all system 
are correctly mounted 
before that all system spooling volumes are 
correctly mounted before attempting another 
warmstart or CKPT start. If all else 
fails, force a CP abend dump to the printer 
by pressing the RESTART key. IEI the 
system again, specifying CKPT start. 



904W SYSTEM RECOVERY FAILURE; INVALID WARM START 
DATA 

Explanation ; During a system warm-start 
procedure, the warm start module 
encountered invalid warm start data from 
the warm start area on the system residence 
volume. 

Syste m Action : The system enters a disabled 
wait state (wait state code C09) . 

Operator Action: This message indicates 
that severe problems have been encountered 
with the warm start information in the warm 
start area on the system residence volume. 
You may IPL the system again tc retry 
operation. It is likely that a software 
failure has occurred and that retrying the 
operation will result in the same error. 
When this happens, the only alternative is 
to IPL the system and specify a CKPT start. 
If the problem persists, do the following: 

• Force a CP abend dump to the printer by 
pressing the RESTART key. 

• Print the contents of the warm start 
area located on the system residence 
volume using the DASE Dump Restore 
program with the PRINT option. 

Save this output and give it tc the IBM 
program support representative to analyze. 



905W SYSTEM DUMP FAILURE; PROGRAM CHICK 

Explanation: During the system abend 
process, the dump routine encountered a 
program check. 

System Action: The system enters a wait 
state. 

Op erato r Action: The dump has failed, and 
you must IPL the system again after the 
abend dump and go through normal system 
initialization and warm start procedures. 



906W SYSTEM DUMP FAILURE; MACHINE CHECK, RUN 
SEREP 

Explanation: During the system ABEND dump 
procedure, a machine check occurred. 



Operator A ctio n: Run the SEREP program and 
keep the output before calling IBB for 
hardware support; reload the system and go 
through normal initialization and warm 
start procedures. Do not use the SEREP 
program on 3081 and 4300 processors as you 
will get invalid results. 



907W SISTEM DUMP FAILURE; FATAL I/O ERROR 

E xplanatio n: During the system abend dump 
procedure, an unrecoverable I/O error 
occurred on the system residence volume 
that is holding the disk dump. The system 
dump is unable to continue. 



System Action: 
state. 



The system enters the wait 



Operator A cti on: No action can be taken at 
this point to recover the system dump data, 
lou should reload the system, go through 
the normal initialization procedures, and 
perform a system warm start. 



9081 SYSTEM EAILURE; CODE - code 

Expla nation : The CP system has encountered 
a sever software failure, which caused a 
system dump. (See "CP Abend Codes" for a 
description of why a system dump has been 
caused.) 

N ote : Message will net print if the console 
is busy or has been detached, but the 
system abend dump will still complete. 

Syste m Action: This message is immediately 
followed by a system abend dump to the dump 
device, and then automatic or normal 
restart procedures are initiated. 

Operator Acti on : On 43 00 processors, verify 
that you did not IML a VSE microcode load. 
Otherwise, save the failure code printed at 
the console, including the documentation of 
activity prior to the problems with system 
operation, and call IBM for software 
support. 



909W SISTEM DUMP DEVICE; NOT-READY 

Explanation : It is not possible to write on 
the system dump device because it is not in 
a ready state. 

System Action: The system enters a wait 
state. 

Ope rator Action : Make the system dump 
device ready; the dump operation then 
continues. 
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910W SYSTEM BECOVEBY FAILOBE: INVALID BABM START 
ABBA 

Explanation: During a system checkpoint 
phase, the checkpoint nodule reads record 
one of the first warm start area and 
compares the tight-byte Clock value written 
by the previous successful ccld or warm 
start against the in-storage value saved in 
DMKESPCV. If the values dc net agree: 

• The IPL volume is not the correct volume 
to checkpoint the in-storage system, or 

• The warm start area has been altered 
since the last ccld or warm start, or 

• The value located at DHKESPCV in storage 
has been altered since the last cold or 
warm start, or 

• The warm start area address at DMKSYSWM 
has been altered since the last cold or 
warm start. 

System Action ; The system enters a disabled 
wait state (wait state code 007) . 



Operator Action: If mere than one VM/SP 
system residence volume is mounted, make 
sure the correct volume is loaded (via IPL) 
to checkpoint the in-storage system. If 
the problem persists, the following should 
be done: 

• A dump of storage using a standalone 
dump. 

• A printout of record one of the warm 
start cylinder of all VM/SP system 
residence volumes mounted (use the DDB 
PBINT function) . 

• To restart, clear storage and IPL the 
VM/SP system, specifying checkpoint 
start. 



911W SYSTEM 
POLL 



BECOVEBY FAILOBE: UABM STAE1 ABEA 



Explanation: During a system checkpoint 
phase, the warm start area could not 
contain all the warm start data. 

gystem Action : The system enters a disabled 
wait state (wait state code 007) . 



Oper ato r Action : 
indicates either: 



This message usually 



1. A system problem with the spooling 
files, system accounting data, 
allocation records and other system 
data needed for the warm start area, 
or 



It is usually impossible to continue system 
operation without clearing storage and 
performing a system checkpoint start. If a 
system dump to printer or tape preceded 
this message, it should give the system 
programmer enough information to determine 
the cause of the failure and resultant 
checkpoint failure. The first 12000 bytes 
(hexadecimal 3000) of storage contain the 
checkpoint module, work area, and a 
4096-byte buffer used by checkpoint 
(EMKCKP) . 

For FB-512 devices, the first 38912 bytes 
(hexadecimal 9800) of storage contain the 
checkpoint modules, work areas, and I/O 
buffers. 

If the problem persists, call ycur system 
support personnel. 

912W SYSTEM BECOVEBY FAILOBE; VOLID »volid« HOT 
MOUNTED 

E x p lanation : During the system warm start 
or checkpoint start procedures, the warm 
start or checkpoint start data indicates 
that spool files are allocated on a system 
volume and that the reguested volume is not 
mounted. 

The possible causes are: 

• Volume not mounted. 

• Allocation record (record 4) missing or 
invalid. 

S yste m Action: The system enters a disabled 
wait state (wait state code 009) . 

Operator Action : Mount the specified volume 
reguired for CP warm start or checkpoint 
start procedures and IPL the system again. 
If this is unsuccessful, you may IPL the 
system again and specify a cold start. If 
the problem persists, do the following: 

• Force a CP abend dump to the printer by 

pressing the BESTABT key. 



Print the 
checkpoint 
located on 
using the 
program w 
address of 
area can 
programmer 
SYSBES m 
checkpoint 
in the SYS 



contents of th 
start cylind 
the system re 
DDB (DASD 

ith the PBINT 
the warm start 
be located 
in the SYSWBM 

aero; the ad 
start cylinder 

CKP operand. 



e warm start or 
er(s) or area 
sidence volume. 

Dump Restore) 
option. The 

cylinder (s) or 
by the system 

operand of the 
dress of the 
(s) or area is 



Save this output and call IBM for software 
support. 

9131 CP OWNED VOLID xxxxxx INVALID FOB 3330V 



2. An insufficient number of cylinders 
assigned for warm start (specified in 
the DMKWBM option of the SYSBES 
macro) . 



Expl anatio n: 3850 support makes no 
provision "for using 3330V volumes for 
CP-Owned volumes. 3330V volumes cannot be 
used for paging or spooling. 
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System Acti on: After a 3330V volume label 
has been read and determined tc be 
CP-owned, an informational message is 
issued. The RDEVEL0K/RCUBLOK/RCHEL0K is 
marked available and processing continues 
with the next device. The message notifies 
the user that DMKCPI does not chain the 
3330V RDEVBLOK into the preferred list for 
paging or spooling. 

User Action: None. 



916E EBBOR ALLOCATING SPOOL FILE BUFFEBS 

Explanation: In attempting to follow the 
chain of BASE buffers for a spool file* an 
error was encountered in trying to read one 
of the buffers. 

System A ctio n: 
1. If CKPT was specified, the system 
enters a disabled wait state, with 
wait state code X'OOE'. 



9141 TRACE TABLE IS SMALLER THAN BEQDESTID 

Explanation: Failing storage frames were 
detected during CP initialization. This is 
a hardware error. This condition made it 
impossible to allocate the reguested number 
of contiguous trace tatle pages. Message 
9231 and probably message 9211 were 
received prior to this message. 

System Action : The system has allocated a 
smaller trace table. The system will 
continue to operate normally. 

Operator Action: Notify your system support 
personnel of this problem. 



915E PERMANENT I/O ERROR ON CHECKPOINT AREA 

Exp lan ation : An I/C error has occurred 
while trying to read or write the 
checkpoint area. 

5lSi§a Action : 

1. If this occurs during a warm or CKPT 
start, the system issues message 
DMKCKS919E and enters a wait state 
with wait state code X'OOE'. 

2. If it occurs while the system is 
operating normally, dynamic 
checkpointing is terminated. 



Operator Action: 
1.~ If this is the fi 
initialized this 
DMKRIO deck to ma 
specified the prop 
the system residenc 



2. If this is not the 
system, try to IPI 
If this fails, mov 
volume to another 
(via IPL) . If this 
a cold start. 



rst ti 
system, 
ke sur 
er devi 
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device 
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e yc 
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again. 
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2. If FORCE was specified, the file on 
which the error occurred is deleted 
and the system continues to recover 
from the checkpoint cylinder or area. 

2£SESt2£ Agt, j,on : 

~l7~ If the system enters the *00E' wait 

state, attempt an IPL with the FORCE 

option. 

2. If FORCE was specified? you should not 
allow any users to log on to the 
system. The system should be devoted 
to reclaiming and putting out as many 
spool files as possible. When this 
has been accomplished, the system 
should be reinitialized using the ccld 
(COLD) start option. 



917E CHECKPOINT AREA INVALID; 
COLE STABT 



CLEAR STORAGE AND 



Explanation: The CKPT cylinder or area 
contains no valid information for recovery. 

Sy stem A ction : The system enters a disabled 
Wait state "(wait state code 00E) . 

User Action: There is no valid checkpoint 

data and, if there is no warm start data, 

storage must he cleared and a cold start 
performed. 



9181 SISTEB DUMP FAILURE; 
ABENDING PROCESSOR 



STATUS NOT STORED JOB 



Explanat ion : A ST0E-ST0BE status operation 
could not be successfully completed. The 
status from the non-abending processor will 
be zeros or invalid. The dump will 
continue to process. 

ajist^em A.cfcioo: None. 

o perator Action : None. 



3. At this point, checkpointing has been 
terminated, so the system is running 
without a dynamic checkpoint 
capability. Quiesce the system and 
issue a normal SHUTDOWN command, then 
attempt a warm start. If the error 
persists, reformat the checkpoint 
cylinders or area with the FORMAT 
service program and try again to warm 
start. If this fails, a cold start is 
required. 



919E CHECKPOINT AREA 
TERMINATED 



INVALID; CHECKPCIHTIKG 



Explanation: The CKPT area has been 
invalidated and checkpointing will no 
longer be performed. The reason should 
have appeared in a previous message. 

§I§i§l ISl4pQi Checkpointing cannot resume 
until the system is reloaded (via IPL) . 

Operator Action: With knowledge that a 
subsequent CKPT start will fail, the 
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operator should 
procedure in this 
safest procedure i 
and perform a nor 
subsequent warm sta 
CKPT cylinder or ar 
can resume. Note 
operation and a sub 
down normally makes 



follow installation 

matter. Prcbafcly, the 

s to guiesce the system 

mal shutdown. Then, a 

rt will reinitialize the 

ea so that checkpointing 
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seguent failure to shut 

a cold start mandatory. 



920W NO WARM START DATA; CKPT START JOB fiETBY 

Expla nation ; The operator has specified a 
warm start and the warm start cylinder of 
the system residence volume has no warm 
start data. This message is usually issued 
when an IPL is performed on a new CP system 
for the first time, or when the last 
checkpoint was not successful. 

System Action : The system enters a disabled 
wait state (wait state code 009) . 



Operator Action : Try to reinitialize 
system with the CKPT start option. 



the 



921W SYSTEM EECOVEEY FAILURE; 
ERROE 



UNBEC0VERAE1E I/O 



Explan ation : During the system warm start 
phase, an unrecoverable inptat/cutput error 
occurred on the system residence device 
while the system was either trying to write 
record one of the first warm start cylinder 
or area or trying to read wan start 
information from the warm start area. 

System Action: The system enters a disabled 
wait state (wait state code 009) . 

Operator Action: IPL the system again to 
retry the warm start function. If this is 
unsuccessful, the IEI volume, if movable. 
Could be moved to another drive and the IPL 
retried. 



922W SYSTEM RECOVERY FAILURE J INVALID SPOOLING 
DATA 

Explanation: During the system checkpoint 
phase, the checkpoint module encountered an 
invalid spool allocation record in storage. 

S yst em Action : The system enters a disabled 
wait~state (wait state code 007) . 

Qp6ratpr Action: This message usually 
indicates severe system problems With the 
system spooling allocation records. It is 
usually impossible to continue system 
operation without clearing storage and 
performing a checkpoint start. If a system 
dump to printer or tape preceded this 
message, it should give the system 
programmer enough information to determine 
the cause of the failure and the resultant 
checkpoint failure. The first 12000 bytes 
(hexadecimal 3000) of storage contain the 
checkpoint module, work area and a 
4096-byte buffer areas, and I/O buffers 
used by checkpoint (DMKCKP) . This area 
should be dumped using standalone dump 
procedures. 

For FB-512 devices, the first 38S12 bytes 
(hexadecimal 9800) of storage contain the 
checkpoint module, work areas, and I/O 
buffers used fcy checkpoint (DMKCKP) . This 
area should be dumped using standalone dump 
procedures. 

If a system dump to printer or tape did not 
precede the message, the complete storage 
should be dumped. 



9231 FAILING STORAGE FRAME AT LOCATION raddr 

Exp lan ation: The system has detected a 
failing storage frame. This is a hardware 
error. 

where: 



Warning : A volume should never be moved if 
it is visibly damaged; discontinue use of 
this volume and device and call IBB for 
hardware support. 

If this second IPL is unsuccessful, ycu may 
IPL the system again and try a CKP1, FORCE 
or COLD start, in that order. The 
DMKDAS5xxI error message preceding this 
message gives the command op-code, device 
address, sense data and channel status word 
associated with this error. If the problem 
persists, force a CP dump to the printer by 
pressing the system console RESTAET key. 
Save the output and call your system 
support personnel to determine whether the 
problem is hardware or software. Then call 
IBM for the appropriate support. 

N.ote: The warm start cylinder (s) or area(s) 
may have to be reformatted using the FORMAT 
service program to prevent unrecoverable 
I/O errors during the next system 
checkpoint. 



raddr is the real address of the 
failing storage frame. 

S yst em Action: System operation continues. 

Operator Action.: Notify your system support 
personnel of this problem. 



9241 XXXX ADDITIONAL BAILING 

EXIST 



STORAGE FRAMES 



Explanation: The System has detected 
unusable page frames. This is a hardware 
error. Message 9231 has been issued four 
times prior to this message. 

wh ere: 

xxxx is the number of failing storage 
frames less four. 

System A ction : System operation continues. 

Operator Action; Notify your system support 
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personnel of this problem, immediately. 

9251 SYSTEM AUTO DUMP REALLOCATED TO EASE raddr 

Exp lanation ; The system dump has been 
reallocated on the DASD raddr. This 
condition occurred due to either the 
operator processing or purging an existing 
dump file or issuing the command 'SET DUMP 
AUTO'. 

System Action : The system continues normal 
operation. 

Operator Action: None. However, the 
operator has an option to SET the dump to 
the printer or tape. 



950A OPEEATOE NOT LOGGED ON; EXPIICIT LOGON 
EEQDIEED 

Expl a nation : The operator has not been 
automatically logged on. The reason may be 
given in one of the logon failure messages 
that preceded this message. 

System A cti on: The system enters a normal 
wait state while waiting for the operator 
to reply to the console and perform a 
normal logon. 

Operator Action: Perform a normal logon as 
specified in the VM^SP Operator's G uide , 
entering the required password. The system 
can then resume normal operation. 



9511 CP VOLID volid NOT MCDNTED 

Explana tion : One of the volumes specified 
in the system-owned list is not mounted at 
system initialization time. 

System Act ion: System processing continues. 

Operator Action: No operator action is 
explicitly required at this time; however, 
you may have to mount and make ready 
specified system volumes later during 
system operation and attach them to the 
system for normal CP usage. This message 
usually indicates that a normally reguired 
volume for paging or spooling either is not 
formatted or is not available at IPI time. 
Make sure that all volumes are mounted and 
ready before loading the CP system. It may 
be necessary to bring the system to an 
orderly shutdown, remedy the situation, and 
IPL the system again, using normal 
initialization and warm start procedures. 



9521 nnnnnK SYSTEM STOBAGE 

Explanation : During the system IPL 
procedure, the system determined that the 
amount of real storage available is not the 
same as the amount of storage specified for 
the system at system generation time. This 
may be caused by the processor using a 
portion of the storage for certain dynamic 
tables and/or user selectable options. (For 



more detail, see the discussion on storage 
requirements in the "Functional 
Characteristics" for your respective 
processor. ) 

System Action: The system continues normal 
operation. 

P.E££H£or Action : Determine that no unusual 
hardware reconfiguration has taken place, 
and bring the message to the attention of 
your system programmer so that he can 
verify that normal system operation is in 
effect. He should also verify that the 
EHSIZE operand, specified in the SYSCOB 
macro of the DMKSYS module during system 
generation, is correct. If it is not, 
regenerate the system with the correct 
storage size, so that this message will not 
be issued during normal operation of the 
system. If the EMSIZE operand is correct, 
real storage may have been damaged due to a 
hardware problem; call IBM for hardware 
support. 



9531 DNABLE TO ALLOCATE SYSTEM AUTO DUMP 

Exp l anatio n: During the system IPI 
procedure, the CP system was unable to find 
enough contiguous disk space tc held a 
possible CP abend dump. 

S ystem Action: The system continues normal 
operation. 

O perator Action: No action on the part of 
the operator is necessary. The system dump 
has been set to the default of the system 
printer. The operator may change the dump 
tc another printer or tape drive but may 
not specify AUTO since it has not been 
allocated. 



954E DASD raddr VOLID volid NOT 
DUPLICATE OF DASD raddr 



MOUNTED; 



Explana t ion : During the system IPL 
procedure, duplicate volume IDs were 
identified on two disk volumes. The 
message indicates that it was a duplicate 
of a previous volume label read on an 
earlier device. 

S ystem A ction : The system continues normal 
operation. 

Operator A ction : Immediately verify that 
the correct volume is mounted as the one 
accepted on the specified device. If it is 
not, severe system errors could occur since 
CP may perform incorrect allocation en the 
volume specified. Immediately, stop the 
system, bring it to an orderly shutdown, 
and remove the incorrect duplicate volume 
from the system. This message and the 
duplicate volumes usually occur after a 
system restart when users have attached and 
mounted on the system volumes with labels 
similar to those of other users or similar 
to the CP system volumes. This should be 
avoided wherever possible. 
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955W INSUFFICIENT STOEAGE FOE VH/SP 

Explanation: The generated system is larger 
than the real machine size, or a hardware 
malfunction has occurred nhich inhitits the 
system from using the necessary storage. 

Sy stem Action: The system enters the wait 
state. 

Operator Action: Take a standalone dump and 
notify the system programmer. 



956A DASD CUU VOLID volid NOT MOUNTED; NOH 
OFFLINE 

Exp lanation : A DASD volume was swapped 
while in use by the system (CP owned or 
attached to the system) , and the volid on 
the new volume is different from the volid 
of the previously mounted volume, or the 
volid could not be read. 

System Action : The DASE is made unavailable 
offline. Any I/O activity to the device 
results in a condition code of 3 being 
reflected to the caller. 

Operator Action: Mount the desired volume 
and issue the CP command VAEY with the 
ONLINE operand (with the exception of a 
system-owned or dedicated device) . 



9571 STOE sssssK, NOC nnnk, DYN dddddK, TEA 
tttk, FEEE FFFFK, V=E vvvvvK 

Ex planation : This message is issued at 
system initialization time by DMKCPI and 
provides a general map of VM/SP system 
storage. This map is accurate to within 
one page (4K) and is rounded to page 
boundaries. 



support the attached processor. This 
message will only be received when the 
installation has reguested attached 
processor support via system generation. 

System Action : The system begins 
utilization of the attached processor. 

Operator Action: None. 

Note: If this message is received, the 8K 
reguired for system prefixing will not 
appear in the storage map of message S57I. 

959W ATTACHED PEOCESSOE NOT ONLINE 

l2£lanation: The installation reguested 
attached processor support during system 
generation. DMKCPI determined during IPL, 
that the unit was not online. 

System A ctio n: Processing continues without 
the attached processor. 



Opera tor A ction : Eeinitialize CP 
attached processor is reguired. 



if the 



Not e: Since the intent of this message is 
to provide a warning to the attached 
processor user, it will cnly be issued when 
the multiprocessing feature is installed. 

If the system is generated with attached 
processor support and this feature is net 
installed, no message is issued. 



9601 SYSTEM WAEM STAET DATA SAVED 

Explanat io n: For DMKCKP, this message 
indicates that the warm start data has been 
successfully saved on the system residence 
volume and is ready for a system warm 
start. 



STOE is the amount of storage being used. 

NUC is the amount of storage being used by 
the VM/SP nucleus including real page 
0. 

DYN is the size of the VM dynamic paging 
area. 

TEA is the size of the trace table. 

FEEE is the size of the fixed free storage 
area. 

V=fi is the size of the virtual=real area. 

System Action: The system continues normal 
operation. 

Operator Action: None. This message is for 
information purposes only. 



9581 ATTACHED PEOCESSOE NOW CPEBATIONAL 

Explanation: The real machine 
initialization routine, DMKCEI and DMKAPI, 
have completed the necessary processing to 



This message is immediately followed by 
message DMKCKP961W. 

System Action: The system enters the wait 
state after issuing message DMKCKP961K. 

0£§£a£or Acti on : None. This message is for 
information purposes only. 



961W SYSTEM SHUTDOWN COMPLETE 

Explanation: The system has been brought to 
a successful orderly shutdown. 

Sys tem Action: The system enters the wait 
state. 

Operator Ac tion : No explicit action is 
necessary. You may now or at a later time 
reload for reinitialization of the CP 
system. You should normally specify a warm 
start; however, if errors are encountered 
in the warm start procedure, a cold start 
must be issued. 
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9621 CP OWNED DASD cuu VOLID volid INVALID 
ALLOCATION BECOSD 

Explanation No valid allocation was found 
on the C?-owned volume indicated. If the 
message is issued by DMKVDE, an ATTACH TO 
SYSTEM as a system owned device cannot be 
fulfilled, because of errors or 
inconsistencies detected in the allocation 
extent map. The device can be used as a 
DASD containing minidisks. 

System Action: The volume is not mounted as 
a system-owned volume. Operation 
continues. If the EASE is the system 
resident device, the message is not issued 
at the operator's console, tut is pointed 
to by register 1. The system enters a 
disabled wait with a wait state cede of 
X'01B». 

Operator A ction ; If the volume is to be 
used by VM/SP, a valid allocation record 
must be written with the Format/Allocate 
Service Program. See the note and follow 
the instructions described in the 
explanation of wait state code X'01E*. 



9631 SECOND PROCESSOR NOT ONLINE 

Ex p lanation : The installation reguested 
multiprocessor support during system 
generation. DMKCPI determined during IPL 
that only one processor was available. 

sLZSiSm Action: Processing continues without 
the second processor. 

Operato r Action: Reinitialize CP if the 
second processor (in an BE configuration) 
is reguired. 

Note: Since the intent of this message is 
to provide a warning to the multiprocessor 
user, it will only te issued when the 
multiprocessor feature is installed. If 
the system is generated with multiprocessor 
support and this feature is not installed, 
no message is issued. 



9641 PROC xx INITIALIZED; PROC yy INITIALIZED 

Explanation : The real machine 
initialization routines, DHKCPI and DHKAPI, 
have completed the necessary processing to 
support the second processor of an AP 
(attached processor) or ME (multiprocessor) 
system. This message will enly be received 
when the installation has reguested AP or 
MP support via system generation. 



where: 

xx is the ID 
processor. 



of the initialized 



yy is the ID of the noninitialized 
processor. 

System Acti on : The system begins 
utilization of both processors. 



Operator A ction : None. 

Note: If this message is received, the 8K 
reguired for system prefixing will net 
appear in the storage mar of message 9571. 



9661 INITIALIZATION COMPLETE 

Explana tio n: The real machine 
initialization routine (s) , DMKCPI (and 
others) , have completed the system 
initialization necessary to support the 
running of virtual machines and the 
execution of operator commands. 

System Action : DMKCPI passes control to the 
dispatcher to start fielding interrupts and 
LOGON reguests. 

Operator Action: None. 



9671 DISCONNECT userid - SYSTEM RESTARTED 
(mmmnnn) AND SYSTEM CONSOLE NOT VM OPERATOR 
CONSOLE 

E xplanat ion: This message is issued at 
system restart after a CP system failure, 
if the system operator was not logged on to 
the primary system console at the time the 
system failure occurred. 

whe re : 

userid is the userid of the system 
operator 

mmm is the module issuing the 
abend 

nnn is the abend number 

System A ction : The operator virtual machine 
is disconnected. The system console 
displays the VM logo and awaits a LOGON 
command. Console spooling is automatically 
initiated for the operator virtual machine. 

Operator Act ion : No action is reguired. 
You may wish to reconnect to the operator 
virtual machine by entering a LOGON command 
specifying the operator* s userid and 
password. The LOGON command may be entered 
from any enabled terminal (including the 
system console) . 

9681 NC WARMSTART, PREVIODS DATA STILL VALID 

E xp lanation: This message indicates that 
since warm start has not been performed, 
the warm start cylinder from a previous 
shutdown is still valid. This message is 
immediately followed by message DMKCPI961H. 

System Action: The system enters the wait 
state~after issuing message DMKCPI961R. 



Dser Action: None. This message 
information purposes only. 



is for 
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970W TOD CLOCK SYNC CHECK BECEIVIE 

Explanation : The TOD clocks are out of 
synchronization. 

Syst em Actio n; The system resynchronizes 
the clocks and continues processing. 

Op er ator Ac tion; Press the TOD Enable Set 
key when instructed by the system. 



an Attached 
configuration. 



processor 



MP is the system generated to run on 
a multiprocessor configuration. 

Syste m Action ; Having identified the 
hardware configuration that this system is 
generated to run on, DHKCPI continues 
initialization. 



9711 SYSTEH IS {OP|AP|MP} GENIBATED 

Explanation; This message is issued at 
system initialization time of DMKCPI and 
identifies the system generation mode 
specified within module DflKSYS. 

where: 

OP is the system generated to run in 
uniprocessor mode only. 

AP is the system generated tc run on 



Operator Action : None. 

Note: This message does not always reflect 
the way the system will be initialized. 
DP generated systems will always be 
initialized in DP mode. AP and HP 
g ene rated systems will be initialized in 
OP mode: 

— when the hardware does not have the 
multiprocessor feature 



when the configurations 
second processor offline. 



have the 
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00 IE NO FILENAME SPECIFIED 

Explanatio n: The command requires that you 
specify at~least one filename. 

For the EXEC command, specify the name of 
the EXEC file. 

For the MACLIB command, specify at least 
one filename in addition to the library 
name. 

For the ZAP command, specify a LOADLIB or 
TXTLIB file you must specify one to three 
library names. 

For the PRELOAD command, specify the name 
of the loadlist EXEC file. 



and ZAP commands, see the YW/SP 
and System Generation Guide . 



Planning 



S ystem Actio n: EC = 28 

Execution of the command is terminated. 

system status remains the same. 



The 



For DMSSPB, nothing has been sent to the 
virtual 3800. 

For DMSLIO, some loader information fields 
have been initialized, but they should not 
interfere with a subsequent LOAD command. 

User Action : Find or create the desired 
file. To make sure that the file exists, 
issue STATE fn ft * or LISTFILE fn ft *. 
Correct and reissue the command. 



For the OSRUN command, no LOADLIB member 
name was specified. 

System Action : RC = 24 

Execution of the command is terminated. 

The system status remains the same. 

gser Action : Reissue the command and 
specify the filename [s) , library name(s), 
or member name. 



{ 002E [INPOTi OVERLAY] {FILE[ (S) ]jDATA 
| ['fn [ft [fm]]«] NOT FOOND 



SET I NOTE} 



Explanation : The specified file was not 
found on the accessed disk (s) . Either the 
file does not reside on this disk, the file 
identification was misspelled, or 
incomplete identification was provided to 
cause the appropriate disk to be searched, 
or system disk was not accessed as a 
read-only extension of the A-disk. 

For a DMSROS TEXT file, either the file 
does not have a filemode number of 2, or 
the file does not exist on the system disk. 

For the STATER command, the file may exist, 
but it is not on any of the user's 
read/write disks. 

For SETPRT command, the module represented 
by 'fn ft* does not exist in the current 
CNS Disk Search Order. 

For the ZAP command, either none of the 
libraries specified for a TXTLIB or LOADLIB 
could be found, or the INPUT filename could 
not be located via the STATE macro. 

For the PRELOAD command, either the 
loadlist EXEC, the CNTRL file, or one of 
the input text files could not be found. 

See the VH/sp CMS command and Macro 
Reference for a description of the file 
identification required by each command and 
the search procedure used. For the ASM3705 



For DMSSPR, access the disk having the 
required module or respecify a different 
module in the calling sequence and then 
reissue the SETPRT command. 

For a DMSROS TEXT file, ensure that the 
file is accessible and reissue the command. 

0021 FILE 'fn' TXTLIB NOT FOUND 

Explanation : The specified TXTLIB file was 
not found on the accessed disk (s) . Either 
the file does not reside on this disk, the 
file identification was misspelled, or 
insufficient identification was provided to 
cause the proper disk to be searched. 

This message will also occur in the 
following situations: a user issues a 
GLOBAL command for a TXTLIB and then erases 
or renames the TXTLIB, or releases the disk 
on which it resides then enters the command 
SET SYSNAME, or if the CMS segment is not 
available when the user accesses an OS disk 
or dmssVt. 

System Action : RC = 

Execution of the command continues. 

User Action : If 'fn TXTLIB' is required for 
command execution, make sure that it exists 
and is on a disk that is accessed. 
Otherwise, ignore the message. 

002H FILE 'fn ft [fm]' NOT FOUND 

Explanation : The specified file was not 
found on the accessed disk (s) . Either the 
file does not reside on this disk, the file 
identification was misspelled, or 
incomplete identification was provided to 
cause the appropriate disk to be searched. 
(See the VM/SP CMS Command and Ma cro 
Reference for a description of the file 
identification required by each command and 
the search procedure used.) 

System Action : DMSGLB issue RC = 28; all 
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other modules issue RC = 4. 
the command continues. 



Execution of 



For DMSGLB, the old MACLIB or TXTLIB list 
is cleared and the new list contains all 
specified libraries except those that are 
not found. 



The system status remains the same. 

User Action ; To make sure the file exists, 
issue the command DOSIIB HAP against all 
DOSLIB files. If the file resides on a 
DOS-formatted disk, a DSERV will help 
locate it. 



For DMSGND, there will be no entry 
directory for the file not found. 



in the 004W WARNING MESSAGES ISSUED 



For DMSLBM, the file not found will not be 
in the MACLIB. Processing continues with 
the next filename if one exists. 

For DMSLBT, processing continues with the 
next filename if one exists. 

For DMSZAP, if a library name was 
specified, the next library name (if one is 
present) is used. If a MODULE file was 
specified, all control records encountered 
until the next NAME, DUMP, or END control 
record are ignored. 

User Action : To make sure the file exists, 
issue STATE fn ft * or LISTFILE fn ft *. 
Make sure that the disk on which the file 
resides is accessed. 

For DMSGND, if you must have the file not 

found in the directory, take steps to 

supply the file. Correct and reenter the 
command. 

For DMSLBM, if the MACLIB exists after 
execution of the command, use the MACLIB 
ADD command to add the file to the library. 

For DMSLBT, supply the necessary file using 
the TXTLIB ADD command. 

003E INVALID OPTION 'option' 

Explanation : The specified option is 
invalid. It may have been misspelled or, 
if the option is truncatable, it may have 
been truncated improperly, or it may 
conflict with another option in the command 
line. 

System Action : RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

For DMSLIO, some option processing may have 
caused user storage to be cleared or the 
location counter set, etc. This should not 
interfere with a subsequent LOAD command. 



User Action : 
command. 



Correct and reenter the 



004E {BOOK 'subl.book' (MODULE 'module* | PHASE 
'phase* | PROCEDURE 'procedure'} NOT FOUND 

Explanation : The specified book, module, 
phase, or procedure was not found on the 
accessed disk (s) as a result of a FETCH 
(SVC 1 or SVC 2) . 

System A ction : RC = 28 

Execution of the command is terminated. 



Explanation : The language 
returned completion code 4. 



processor 



System Act ion : RC = 4 

The system status remains the same. 

User Action : Look for additional messages 
that may have been issued by the compiler. 



005E NO 'option' SPECIFIED 

Explanation : The indicated option 
entered in an incomplete form. 



was 



S ystem Action : RC = 24 

Execution of the command is terminated. 

The system status remains the same. 



User 



Action: 



specifying the 
option. 



Reenter the 
required data 



command, 
for the 



006E NO READ/WRITE ['A'] DISK ACCESSED [FOR 'fn 
ft'] 

Explanation : The user does not have access 
to a read/write disk on which the command 
can write its output or utility files. If 
the message displayed is NO READ/WRITE 'A* 
DISK ACCESSED, the command, in order to be 
executed, requires that the A-disk be 
accessed in read/write mode. For RECEIVE, 
SENDFILE, or DISCARD {which is equivalent 
to RECEIVE issued with the PURGE option) 
the LOG option was in effect, and no 
read/write disk was accessed. 



S ystem Action : RC = 36 

Execution of the command is terminated. 

system status remains the same. 



The 



User Actio n: Access a read/write disk and 
reissue the command, or issue the CP LINK 
command to reset the A-disk to read/write 
mode, access the A-disk again, and reissue 
the command. 



007E FILE 'fn ft fm« [IS] NOT FIXED, 80 CHAR. 
RECORDS 

Explanation : The specified file must have 
fixed-length, 80-character records in order 
for the command to be executed. 

System Action ; RC = 32 

Execution of the command is terminated. 

The system status remains the same. 

For the UPDATE command, the following may 
have occurred: 
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If a file with the fileid "$fname ftype" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

If the DISK option was in effect and a 
file with the fileid "fname UPDLOG" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

If the CTL option was in effect and a 
file with the fileid "fname UPDATES" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

If UPDATE processing began before the 
error was detected, any or all of the 
following files may have been created on 
the output disk: 



UPDATE CMSUT1 
Sfname ftype 
fname OPDLOG 

fname UPDATES 



if the DISK option was 
in effect 

if the CTL option was 
in effect 



User Action; It is possible that an 
incorrect fileid was specified in the 
command line. In this case, reissue the 
command. If, however, the fileid was 
correct but the file is in the wrong format 
or does not contain 80-character records, 
change the file's format and/cr record 
length with the COPYFILE or EDIT command. 



0081 DEVICE »cuu' {INVALID 

NONEXISTENT|UNSUPPOBTED DEVICE TYPE} 



OB 



Explanation: The virtual machine does not 
have a virtual 1403 or 3211 printer, punch, 
or reader. 



System Action: EC = 36 

Execution of the command is terminated. 

system status remains the same. 



The system status remains the same. 

D ser Acti on: Reissue the command, 
specifying the correct column. 

010E PBEMATUBE EOE ON FILE • f n ft [fm]» 

Explanatio n: For DMSCMP, an end of file 
occurred on one of the files being compared 
before the end of file was received on the 
other. 

For DHSTPE, a tape mark was encountered on 
the file before the file was completely 
loaded. 

System A ctio n: BC = 40 

Execution of the command is terminated. 

The system status remains the same. 

For DMSTPE, a temporary file called "TAPE 
CMSUT1" containing the data has been 
created on the A-disk or on the disk 
specified by the user. "TAPE CMSUT1" 
contains fixed-length, 800-byte records. 

2s§.E Action: For DMSCMP, this normally 
indicates that the files being ccmpared had 
an unegual number of records. If the 
command was properly specified, no action 
is necessary. 

For DMSTPE, the file may have to be dumped 
to tape again. 



010W PBEMATUBE EOF 
NUMBER • 



ON FILE »fn ft 
. .» NOT FOUND 



fm' — SEQ 



The 



E xplanatio n: The update file contained an 
error. A control card specified a search 
for a sequence number which exceeded the 
value of any sequence number in the file 
being updated. As a result, a premature 
end of file occurred on the input file 
being updated, before the sequence number 
specified in the control card could be 
found. 



User Action : Use the CP DEFINE command to 
provide a suitable virtual device and 
reissue the command. 



System Action: EC = 12 

Update processing continues, and, if the 
CTL option was specified, additional update 
passes are made. 



008K EBBOB MESSAGES ISSUED 

Explanation: The language processor 
returned completion code 8. 

System Action : EC = 8 

The system status remains the same. 

Use r Action: Look for additional messages 
that may have been issued by the compiler. 

009E COLUMN 'col' EXCEEDS EECOED LENGTH 

Explanation: The column specified lies 
outside the logical record length of the 
file. 

S yst em Action : EC = 24 

Execution of the command is terminated. 



If several warning messages are generated 
during the updating process, the final 
return code when the UPDATE command has 
finished processing is the maximum of all 
return codes (4 or 8 or 12) associated with 
the generated warning messages. The BEP 
option, if it was specified, is ignored, 
and the final update deck has the fileid 
*$fname ftype'. 

See the explanation of message DMSUPD177I 
for further information en the meanings of 
the UPDATE warning return codes. 

User Ac ti on: Correct the invalid control 
card in the update file, and reenter the 
UPDATE command. 
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011 E CONFLICTING FILE FORMATS 

Explanation ; The filetypes specified do not 
have the same record format; that is, one 
is fixed-length and one is variable-length, 
or the record lengths differ. 

System Action: RC = 32 

Execution of the command is terminated. 

The system status remains the same. 

User Action ; Change the record format with 
the COPYFILE command. 



For DMSTPE, if the DEN, TKTCH, 7TBACK, or 
9TRACK options were specified, the modeset 
byte has been set for the specified device 
(TAPi, where: i = 1, 2, 3, 4,) or TAP1. 

Dser Action; Reenter the command, 
specifying a valid function. 



015E {UNKNOWN {CP/CMS |CMS|CP} JINVAIID 
{CMS|SUBSET}} COMMAND 



Ex planatio n : 



012W SEVERE ERROR MESSAGES ISSUED 

Explanation: The language 
returned completion code 12. 



processor 



System Action: RC = 12 

The system status remains the same. 

User A ction : Look for additional messages 
that may have been issued by the compiler. 



013E MEMBER 'name 1 NOT FOUND IN LIBBARY [«fn ft 
fm' | 'libname' ] 

Explanation : The specified member was not 
found in the library. 

System Action: RC = 32 

Execution of the command is terminated. The 
system remains in the same status as before 
the command was entered. 

M§r Action: Use the MACIIB MAP, TXT1IE 
MAP, or LOADLIB LIST command to display the 
names of library members. 



013W {MEMBERIPHASE} 'name' NOT FOUND IN LIBRARY 
'fn ft fm' 

Explanation: The member or phase specified 
was not found in the specified library. If 
REPLACE was specified, the new member is 
added. 



System Action; RC = 4 
Processing continues with 
filename. 

User Action; None. 



014E INVALID KEYWORD 'function' 



the 



next 



UNKNOWN CP COMMAND 

indicates that IMPCP (implied CP) was on 
so the command was passed to CP, tut no 
CP command could be found with the name 
entered. 

UNKNOWN CMS COMMAND 

indicates that no CMS command, CHS or 
user EXEC file, or user MODDLE file 
exists by the name entered. 

UNKNOWN CP/CMS COMMAND 

indicates that no CP or CMS command could 
be found with the name entered. 



INVALID CMS COMMAND 

indicates that an error has 
LCADMOD. 



occurred in 



INVALID SUBSET COMMAND 

indicates that the loader has tried to 
load a routine at an address egual to or 
higher than X'20000'- The command you 
issued may be a valid CMS command^ but 
not a valid subset command. 

System Action: A positive return code is 
passed if an error occurs in CP processing. 
A negative return code is passed if the 
command entered is considered an invalid 
CMS command. The system status remains the 
same. 

User Action: Enter a command. 



016E NO PRIVATE CORE IMAGE LIERARY FOUND 

Expla nation ; The private Core Image Library 
called does not exist on the accessed disk, 
or the DLBL was incorrect. 



System Action: RC = 28 
Execution is terminated, 
remains the same. 



System status 



Expl anation ; The keyword 'function' 
specified is misspelled or invalid. For 
the DEFAULTS command, a function ether than 
SET or LIST was specified. 

System A ction ; RC = 24 

Execution of the command is terminated. The 
system status remains the same, with the 
following exceptions: 

For DMSOVR, SVCTRACE is turned off if it 
was previously on. 



User Action; Access the proper disk or 
alter the invalid DLBL. 



016W TERMINAL ERROB MESSAGES ISSUED 

Explana tio n; The language 
returned completion code 16. 



processor 



Syste m Actio n: RC = 16 

The system status remains the same. 

User Action; Look for additional messages 
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that may have been issued by the compiler. 



017E INVALID DEVICE ADDRESS «cuu» 

Explanation : The device address was not 
specified correctly, or the device was not 
accessed. 

System Action; EC = 24 

Execution of the command is terminated. The 

system status remains the same. 

Oser A ctio n: Check the specified device 
address and reissue the command. 

Mote: For a virtual machine with ECMOEE on, 
a valid cuu is within the range X'001' 
through X'FFF'. Otherwise, a valid cuu is 
within the range X'001' through X'5FF'. 



018E MO LOAD MAP AVAILABLE 

Expla nation : The module file was created 
with the NOHAP option of GENHOD or is a 
transient area routine. 

Syst em A ction : RC = 40 

Execution of the command is terminated. 

The system status remains the same. 

User Action: Regenerate the nodule file 
with the MAP option and reissue the 
command. 



021E ENTRY POINT »name» NOT FOUND 

Explanation: For DMSGND, the specified 
directory name was not found in the loader 
tables. 

For DMSLIO and DMSNCP, an entry point name 
specified either with the START command or 
on an LDT card could not be located in the 
loaded TEXT files. 

For DMSMOD, the name used with the FROM or 
TO option of the GENMOD command does not 
occur in the currently loaded files. 

Sys tem Action: RC = 40 

Execution of the command is terminated. The 

system status remains the same. 

For DMSLIO and DMSNCP, no execution takes 

place for LET. Loading stops. Loader 

clean-up has been processed for the loaded 

files. A subsequent START command should 
net be affected. 

For DMSMOD, the module is not created. 

P.£££ Ac tion : For DMSGND, reload the 
auxiliary directory and reissue the 
command. 

For EMSLIO and DMSNCP, reissue the START 
command with the proper entry point or 
control section name, or asterisk (*) . 
Correct the LDT card with the CMS Editor. 



019E IDENTICAL FILEIDS 

Explanation: The fileids specified in the 
command line are identical. 

S ys tem Action : RC = 24 

Execution of the command is terminated. 

The system status remains the same. 

User Action: Reissue the command, 
specifying two different fileids. 



020H INVALID PDUMP ADDRESS 'address' - MC DUMP 
OPERATION PERFORMED 

Explanation: The address specified in the 
PDUMP macro is invalid for one of the 
following reasons: 

• add2 must be greater than addl. 

• addl cannot be negative. 

• addl cannot be greater than ppend (the 
end of the virtual partition) . 

• add2 cannot be negative. 

System Action: The macro results in no 
operation. No dump is provided; processing 
continues. 

User Action: None. 



For DMSMOD, correct the GENMOD command line 
or add the requested name as an external 
name in the files being generated. 



021W NC TRAMSIENT EIRECTORY 

E xplanatio n: A request was made to display 
a transient directory, but neither a 
private core image library nor a system 
residence library was assigned. 

System Action: RC = 4 

Execution of the command continues until 

all specified directories are processed. 

2§§.£ Action: Ensure that the proper 
libraries are assigned and reissue the 
command. 



022E NC DIRECTORY NAME SPECIFIED 

JiJEi§J3lii2fi : A directory name was not 
entered with the command. 

S yst em A cti on: RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

User Action: Reissue the command with a 
directory name. 
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022W NO CORE IMAGE DIRECTORY 

Expla nation ; A request was made to display 
a core image directory, but neither a 
private core image library nor a system 
residence library was available. 

Syst em Action: RC = 4 

Execution of the command continues until 

all specified directories are processed. 

User Action : Ensure that the proper library 
is assigned and reissue the command. 



023E NO FILETYPE SPECIFIED 

Explanation: The command reguires that you 
specify both filename and filetype. 

For the DIBL command, both are required if 
you specify the CMS operand. 



System Ac tion : RC = 24 

Execution of the command is terminated. 

system status remains the same. 



The 



For DMSTPE, if the DEN, IBTCH, 7TRACK, or 
9TRACK options were specified, the mcdeset 
byte has been set for the specified device 
(TAPi, where: i = 1, 2, 3, 4) or TAP1. 

Dser Action: Reenter the command, 
specifying the filename and filetype. 



023W NO RELOCATABLE DIRECTORY 

Ex p lanat ion : A request was made to display 
a relocatable directory, but either no 
private or system relocatable library was 
available or no active entries were present 
on the appropriate directory. 

System Action: RC = 4 

Execution of the command continues until 

all specified directories are processed. 

Dser Action: Ensure that either the proper 
library is assigned or that active 
relocatable entries are available in the 
directory and reissue the ccmmand. 



024E FILE 'fn ft fm' ALREADY EXISTS [ — SPECIFY 
•REPLACE' [option]] 



Exp lanation : 
exists. 



The specified file already 



For DMSEDI, the Editor work file, EDIT 
CMSDT1, already exists as the result of a 
previous edit session ending abnormally. 

For DMSXIN, the XEDIT work file, XEDTEMP 
CMSDT1 A1, already exists as a result of a 
previous edit session that ended 
abnormally. 

For DMSDPD, a file with the fileid 'UPDATE 
CMSDT1' already exists. This usually 
indicates that the UPEATE ccmmand was 
executed previously and was terminated 



abnormally, and that it left a work file on 
the output disk at that time. 

Eor DMSDTL, the file ID for SYS0T2 
specifies an existing file. This is not 
allowed for the COPY function because 
neither the MODIFY or REPLACE option was 
specified. 

For the RECEIVE command, RECEIVE was issued 
and a file exists. 



S ystem Actio n: RC = 28 
Execution of the command 
The system status remains 
the following exception: 



is terminated, 
the same, with 



For DMSCPY, if you were creating multiple 
output files, several output files may have 
been created before the error was 
discovered. 

D ser Actio n: You can use the TYPE ccmmand 
to examine the existing file. If you 
decide you want to keep it, use the RENAME 
command to give it a new fileid. If the 
file is invalid or incomplete, erase it and 
reissue the ccmmand; or for DMSCPY, reissue 
the command and specify the REPLACE option. 

For DMSUTL, reissue the command specifying 
MODIFY or REPLACE, or reissue the ccmmand 
without a file ID for SYS0T2. 

For the RECEIVE command, use RECEIVE with 
the REPLACE option, or specify RECEIVE with 
a unique fileid. For information on the 
RECEIVE command format, see the VM/SP 
Command and Macro Reference or issue the 
HELP command. 



024W NO PROCEDURE DIRECTORY 

Explanation: A request was made to display 
a procedure directory but no system 
residence library was assigned. 

System Action: RC = 4 

Execution of the command continues until 

all specified directories are processed. 

Dser Action : Ensure that the system 
residence library is assigned and reissue 
the command. 



025E INVALID DATA IN 370X CONTROL PROGRAM 

the following 



Explanatio n: One of 
conditions has occurred: 

For specified EP or PEP — The implied or 
channel vector table was not found. 

For NCP or PEP — The maximum resource ID 
exceeds 4086 bytes. 

For NCP or PEP — The first resource is not 
the 370X. 

System Action : RC = 16 

Execution of the command is terminated. 
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User A ction ; Make sure that the 370X 
control program has teen generated with the 
correct parameters and that the correct 
CAMOD operand value was used on the SAVENCE 
command. For the correct parameters for 
370X control program generation, refer to 
the VM/SP Planning and System Generation 
Guide. 



025W NO SODECE STATEMENT DIBECTCEY 

Expl anation : A request was made to display 
a source statement directory, tut either a 
private source statement litrarj or a 
system residence litrary was not available 
or there were no source statenent entries 
in the library available. 

Sy stem Action : EC = 4 

Execution of the command continues until 

all specified directories are processed. 

Oser Action ; Ensure that either the proper 
library is assigned or that active source 
statement entries are present in the 
directory and reissue the command. 



026E INVALID PAEAMETEE 
•function* FUNCTION 



•parameter' 



FOE 



Explanation; The data specified for the 
given function is misspelled, missing or 
incorrect. 



verify the device to which the logical unit 
is assigned. Eeassign the logical unit to a 
valid device and reissue the command. 



027W NO PEIVATE COEE IMAGE 1IBEAEY 

E xplanatio n; A request was made to display 
the core image directory of a private cere 
image library, but no entries were present. 

Sys tem Actio n: EC = 4 

Execution of the command continues until 

all specified directories are processed. 

Oser Action: None. 



028E NO {DEVICE | LOGICAL UNIT} SPECIFIED 

Explanation : The command requires that you 
specify a device address or logical unit. 

System A ctio n: EC = 24 

Execution of the command is terminated. The 

system status remains the same. 



User Action: 



Eeissue 



the 



command. 



specifying a valid device address or 
logical unit. 



028W NO {PEIVATE | SYSTEM} TEANSIENT DIBECTCEY 
EHTBIES 



System Action; EC = 24 

Execution of the command is terminated. 

The system status remains the same. 

User Ac tion : Eeissue the command, 
specifying valid data for the function. 

026W 'phase' NOT IN LIBEAEY 

Expl anation ; A request was made to display 
a certain entry or entries in a core image 
directory but the entry or entries were not 
in the library. 

System Action; EC = 4 

Execution of the command continues until 

all specified directories are processed. 



User Act ion; Eeissue the 
specifying the proper phase name. 



command. 



027E INVALID DEVICE {'device name 1 | • device* FOE 
'SYSxxx'} 

Expla nation : The device specified is 
invalid, or, if the message is INVALID 
DEVICE 'device' FOE 'SYSxxx', the device 
associated with the specified logical unit 
is not supported by the processor. 

Sy stem Action: EC = 24, except for ESEEV, 
which issues EC = 28. 

Execution of the command is terminated. The 
system status remains the same. 

User Action: Eeissue the command, 
specifying a valid device name. Or, for 
DMSEBV, use the command IISTIO SYSxxx to 



E xp la natio n: No directory entries were 
present on the specified transient library. 

System A ction : EC = 4 

Execution of the command continues until 

all specified directories are processed. 

User Action: None. 



029E INVALID PAEAMETEE 'parameter' IN THE OPTION 
'option' FIELD 

Explanation: The data entered following the 
specified option was invalid. 

System Action: EC = 24 

Execution of the command is terminated. 

The system status remains the same. 

For DMSLIO, some option processing may have 
altered loader information. This should 
not affect a subsequent load. 

User Action : Check the format of the field 
and reissue the command, specifying the 
data after the option. 



030E FILE 'fn ft fm« ALBEABY ACTIVE 

Exp la nation : A file could not be referenced 
because it was already active. For 
example, this message appears if you try to 
append a file to itself, or if you try to 
rename the EXEC file you are executing. 

Syst em Action : EC = 28 
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Execution of the command is terminated. 
The system status remains the same with the 
following exceptions for DHSCPY: 

• If the APPEND option was specified, and 
if the copying process had begun before 
the error was discovered, then records 
are appended to the output file. 

• If the NEWFILE (the default) , REPLACE or 
OVLY option was specified, and if the 
copying process had tegun before the 
error was discovered, then CCPYFILE 
CMSDT1, on the output disk, contains the 
records copied so far. 

• In multiple output file mode, several 
output files may have been created 
before the error was discovered. 

Dser action : Use another method of 
execution, or close the file and reissue 
the command. 



031E LOADER TABLES CANNOT BE MODIFIED 

Explanation; If you are trying to increase 
the number of loader tables, the system 
storage below the loader tables is in use. 

If you are trying to decrease the number of 
loader tables, either the leader is using 
more tables than you specified, or the 
system storage below the loader table is in 
use. 

System Action : EC = 10 

Execution of the command is terminated. 

The system status remains the same. 

Oser Actio n: The numter of loader table 
pages should be modified before other 
storage is allocated. The command should be 
issued immediately after IPI. 

Note : If you have exceeded storage on the 
A-disk, reload (via IPL) without accessing 
the A-disk. 



033E FILE «fn ft fm« IS NOT A LIBRAE! 

Explanation : For DMSSVT, the file specified 
in the message cannot be updated or read 
because the file is an invalid library. 

For DMSPRT, DHSPUH, and DHSTYP, the MEMEER 
option is invalid because the file 
specified is not a library. 



Sy stem Action: 

For DMSSVtT" the following 

issued: 



return code is 



RC = 8 (if the FIND macro was issued) 
RC = 10 (if the STOW macro was issued) 
RC = 32 (if OSLOADEH was executing) 

Return code 8 or 10 is passed to the user 
program and the program continues 
executing. For return code 32, execution 
is terminated. 

For DMSPRT, DHSPON, and DHSTYP, a return 
code of 32 is issued. Execution of the 
command is terminated. The system status 
remains the same. 

Dser Action: For DMSSVT, check for an 
invalid library or an invalid fileid 
specification in the FILEDEF command. 

For DMSPRT, DHSPON, and DMSTYP, specify a 
library or omit the HEHBER option. 



034E FILE 'fn ft fm« IS NOT FIXED LENGTH 

Ex planatio n: The specified file must have 
fixed-length records in order for the 
command to be executed. 

System Action : RC = 32 

Execution of the command is terminated. The 

system status remains the same. 

Jser Actio n: You may change the record 
format of the file by using the COPYFILE 
command with the RECFM option. Then 
reissue the command. 



032E INVALID FILETYPE f ft» 

Ex p lanat ion : The filetype entered was not 
valid for the command. 

For DHSHOD, the filetype must be HOL0IE. 

For DHSSYN, the filetype must be SYNONYM. 

For DHSOTL, the filetype oust be LOBDLIB. 

System Action: RC = 24 

Execution of the command is terminated. 

The system status remains the same. 

Oser Action: Correct the filetype and 
reenter the command. 



035E INVALID TAPE HODE 

Explanation: An invalid combination of tape 
options was specified. For example: 9TRACK, 
DEN 200. 

System .Action : RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

Oser Action : Correct the tape options and 
reissue the command. 



036E OPEN ERROR CODE »nn» ON •ddname' 

Expla nation : An error occurred during an OS 
OPEN. The possible error codes are 
described below: 



Code Meaning 
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1 The DSORG option of the specified DCB 
(data control tlcck) is not PO, PS, or 
DA (partitioned organization, physical 
seguential, cr direct access, 
respectively) . 

2 The default FILEDEF for the DCB 
•ddname* displayed in the message 
failed. 

3 The RECFM of the specified DCB does 
not agree with the format of the 
existing file, that is, one RECFM is 
variable-length and the other is 
fixed-length. 

4 A DCB, BLKSIZE, IEECL, or EUEI option 
is missing or invalid. 

5 The input DCB BLKSIZE is net a correct 
multiple of the ECE IREC1, or the 
output DCB specifies writing blocked 
output, but only unblocked output is 
permitted. 

6 EECFM is fixed-length and 1EECI does 
not agree with the record length of 
the existing file or, if the filemode 
is 4, the BLKSIZE dees not agree with 
the record length of the existing 
file, or RECFM is variable-length and 
BLKSIZE is not 4 bytes greater than 
the record length of the existing 
file, ..., or BLKSIZE is not a 
multiple of LRECL whether the filemode 
is egual to 4 or net. 

7 RECFM is variable-length spanned, and 
either the access method is net BSAM 
or the filemode is not 4. 

8 An error occurred saving the BPAM 
directory for update, or an error 
occurred while doing a FIND for the 
member name specified in the FILEDEJ 
command or CMSCE macro. 

9 The DCB specifies output, EDAM or a 
key length for an OS data set or DOS 
file. 

10 An error occurred while attempting to 
position a tape with label type 
specified as BLP or ML. 



11 



12 



I/O option 'UPDATE' is invalid 
file found on read-only disk. 



for 



A tape which was specified as NL 
contained an IBM standard VCI1 label 
as its first record. 



80 The file is an unsupported OS data set 
or DOS file, or an I/O error occurred 
accessing an OS or DCS disk. 

System Action: The program continues 
executing, but the DCBFIGS OPES bit is not 
turned on and the DCB is not initialized. 

Us$r, A ctio n: Noting the error cede and 
ddname displayed in the message, check the 
associated FILEDEF command and DCB macro 



for invalid or missing DCB options. 

037E [OUTPUT] DISK 'mode [cuu]« IS REAE/ONLY 

Explanation: The filemode of the output 
file species a read-only disk, which cannot 
be written on. 

For DMSUPD, there was no read/write disk 
available for the UPDATE output files. The 
following steps are taken to determine the 
disk on which the UPDATE output files are 
to be placed (the search stops as soon as 
one of the following steps is successful) : 

• If the disk on which the original source 
file lies is read/write, the output 
files are placed on that disk. 

• If that disk is a read-only extension of 
a read/write disk, the output files are 
placed on that particular read/write 
disk. 

• The output files are placed on the 
A-disk, if it is read/write. 

If all three of the above steps fail, and 
the A-disk is read-only, then the message 

DISK «A» IS READ/ONLY 



is displayed. 

If this messa 
processing, 
A-disk is ac 
the VSAMGEN 
the CMS A-di 
mode so that 
written on it 
the VSAM and 
modules will 
updating. In 
OS users, t 
reader are al 



ge occurs during VSAMGEN EXEC 
it indicates that the CMS 
cessed in read-only mode. Eut 
EXEC procedure requires that 
sk be accessed in read/write 

the CMS DCSLIB files can be 
. Also, for an OS ' INSTALI', 
Access Method Services object 

be copied to it for future 
a MAINT run for both DOS and 
he PTF decks read from the 
so written on the CMS A-disk. 



System A ction : EC = 36 

Execution of the command is terminated. 

system status remains the same. 



The 



If this message occurs during VSAMGEN EXEC 
processing, the VSAMGEN EXEC procedure 
terminates and the system returns to the 
CMS command environment. 

For DMSCPY, in multiple output file mode, 
several output files may have been created 
before the error was discovered. 

For DMSDSK and DMSRDC, the reader is closed 
with the HOLD option. 



For DMSMOD, loader cleanup has 
performed on loaded files. 



been 



For DMSTPE, if the DEN, TBTCH, 7TBACK, or 
9TRACK options were specified, the modeset 
byte has been set for the specified device 
(TAPi, where: i = 1, 2, 3, 4) or TAP1. 

User Action : Issue the CP command LINK to 
reset the disk to read/write status. Then 
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disk again and reissue the 041E INPUT AND OUTPUT FILES ABE THE SAME 



For EMSBDP, ensure that the appropriate 
disk is being associated with the DTF being 
opened, and reissue the command. 



038E FILEID CONFLICT 

» {ASM3705| ASSEMBLEI SYSIN} » 



FOE 



EENAME 



Explanation: The file specified with an 
ASM3705 (or ASSEMBLE) command has been 
previously defined by a JIIEDEF command, 
but its filetype was net defined as 
'ASM3705' (or as 'ASSEMBLE'), or you have 
issued a FILEDEF command for a reader or 
tape input file and specified a filename 
that is already defined as a disk file with 
the filetype ASM3705 (or ASSEMBLE) . 

For the IOCP command, either: 

1. the user issued a FILEDEF command for 
reader or tape input aid the specified 
filename already exists on disk as * f n 
IOCP'. 

2. the user issued a FILIDEF command for 
input from disk with a filetype other 
than IOCP and there exists a file ' f n 
IOCP* on this disk. 

S yst em Action: EC = 40 

The command is not executed. The system 

status remains the same. 



Explanation: One of the following errors 
was detected: 

• The same ddname was specified for input 
and output. 

• The input ddname and output ddname 
specify the same disk file. 

• The input ddname and output ddname 
specify the same tape unit. 

System Action; EC = 40 

Execution of the command is terminated. 

The system status remains the same. 



FILEDEF and 



Sser Action: Eeissue the 
MOVEFILE commands correctly. 

042E NO FILEID[ (S) ] SPECIFIED 



Explanation: At least one file 
identification is required in order fcr the 
command to be executed. 

System Action: EC = 24 

Execution of the command is terminated. 

The system status remains the same. 



User Action: Eeissue the 
specifying at least one fileid. 



command, 



User Ac 
specifie 
ASM3705, 
it is co 
issue a 
the fil 
that set 
second 
filename 
the exis 



tion: 
d the co 

ASSEMBL 
rrect, 1 
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e, or i 
s the fi 
case, e 

for th 
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Verify 
rrect 
E, or 
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ssue a 
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ither 
e input 
k file. 



that y 
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IOCP com 
first cas 
C1EAE com 

FILEDEF 
ccrrectly 
use a d 
file, o 



ou have 
with the 
mand. If 
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. In the 
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039E NO ENTBIES IN 1IBRABY ' f n ft f m ' 

Explanation: The library specified contains 
no members. 

System Action : EC = 32 

Execution of the command is terminated. 

The system status remains the same. 

User Action: None. 



040E NO FILES LOADED 

Expla nation : The user has not previously 
issued a LOADMOD or LOAD command, or the 
module consists of zeros. 

System Action: EC = 40 

Execution of the command is terminated. 

The system status remains the same. 

User Actio n: load files via the LOAD or 
LOADMOD command. 



043E 'TAPn(cuu)' IS FILE PEOTECTED 

Explanation: The tape cannot be written on. 

System A ction : EC = 36 

Execution of the command is terminated. If 
the DEN, TRTCH, 7TEACK, or 9TEACK options 
were specified, the modeset byte has been 
set for the specified device (TAPn, where: 
n = 1, 2, 3, 4). 

5§§£ Action: Send a message to the operator 
to insert the write enable ring in the tape 
and retry the command. 

For DMSCLS, verify that the correct tape is 
mounted. 



044E BECOED LENGTH EXCEEDS ALLOWABLE MAXIMUM 

Explanation: The record length given 
exceeds the maximum reccrd length allowed. 
The maximum record length allowed by the 
EDIT command is 160 characters; by the 
PEINT command, 151 characters; and ty the 
PUNCH command, 80 characters. 

System Action : EC = 32 

Execution of the command is terminated. The 

system status remains the same. 

User Ac tion : For DMSEDI, reissue the 
command with an acceptable record length. 

For DMSPET and DMSPUN, you can change the 
record length with the COPYFILE command, 
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and then reissue the command. 



045E UNSOPPOBTED 370X CONTBCI EBCGBAM TYPE 

Exp l anation : The 3705 ccrtrcl program type 
is not an Emulation Program (EP) , 
Partitioned Emulation Program (PEE) or 
Network Control Program (MCE) . 

System Action : EC = 16 

Execution of the command is terminated. 

User Action : Make sure that 3 70X control 
program has been generated with correct 
parameters. For the correct parameters for 
the 370X control program generation, refer 
to the VM/S P Pl ann ing and System Generation 
Guide. ~ ~ ~ ~ 



046E NO LIBBABY NAME SPECIFIED 



specification with the MOLT option of 
the DIBI command. 

• The mode specified with a LISTDS command 
was not the mode of an OS or DCS disk. 

• The mode specified with a IISTFI1E 
command was not the mode cf a 
CMS-formatted disk. 

System Action: EC = 24 

Execution of the command is terminated. 

The system status remains the same. 

For DMSTPE, if the DEN, TBTCH, 7TBACK, or 
93BACK options were specified, the mcdeset 
byte has been set for the specified device 
(TAPi, where: i 1, 2, 3, 4) or TAP1. 

User A ctio n: Reissue the command with the 
filemode specified correctly. 



Explanation: The command 
without a library name. 



System Action : EC = 24 

Execution of the command is terminated. The 

system status remains the same. 



Dse r Action : Reenter the 
specifying the library name. 



047E NO FUNCTION SPECIFIED 



was entered 049E INVALID LINE SUMBEB 'line number* 

Explana tion : The specified line number is 
either zero or outside the limits of the 
file. 

S y stem Action : EC = 24 
command. Execution of the command is terminated. The 
system status remains the same. 

Dser Actio n: Examine the file and reissue 
the command with a correct line number. 



Explanation : A function must be specified 
in order for the command to be executed. 

System A ction : EC = 24 

Execution of the command is terminated. 

For SVCTEACE, SVCTEACE is turned off if it 
was on. 

For DMSTPE, if the DEN, TBTCH, 7TBACK or 
9TEACK options were specified, the modeset 
byte has been set for the specified device 
(TAPi, where: i = 1, 2, 3, H) or TAP1. 
Otherwise, the system status remains the 
same. 

Dser Action : Eeissue the command with the 
desired function. 



048E INVALID MODE 'mode' 

Explanation : This message can occur for any 
one of the following reasons: 

• The mode was not specified correctly. 

• For most CMS commands, filemode 's' is 
an invalid mode. 

• The mode number, if specified, is not 
between and 5. 

• More than two characters were specified 
for the mode. 

• A null line was entered as the first 



050E PABAMETEB MISSING 

{DDNAME | SYSxxxl function} 



AFTEB 



Explanation: A parameter that is reguired 
by the command was not specified. 

For the ASSGN command, the disk mode must 
be specified for the SYSxxx logical unit. 

For the DLBL command, the disk mode or 
DUMMY or CLEAB must be specified after the 
ddname. 

For the FILEDEF command, the device name or 
DDMMY or CLEAB must be specified after the 
ddname. 

For the SET command, a reguired parameter 
that must follow a function is missing. 

System Action: EC = 24 

Execution of the command is terminated. The 

system status remains the same. 



Us er, Action : 
command. 



Correct and reissue the 



051E INVALID MODE CHANGE 

Ex planation : The filemode letter specified 
for the old fileid is not the same as the 
filemode letter specified for the new 
fileid. 

System Actio n: EC = 24 
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Execution of the command is terminated. 
The system status remains the same. 



User Actio n : 
command. 



Correct and reissue the 



052E MORE THAN 100 CHARS OF OPTIONS SPECIFIED 

Explanat ion : The maximum number of 
characters that can be used tc specify 
options for this command is 100. More than 
100 characters were used. 

For the OSRON command, more than 100 
characters were used in the PARM field. 



command, resetting the size of the EOS 
partition. Redefining the partition size 
causes storage to be reinitialized and any 
previous loads or fetches must be reissued. 

SYStem Actio n RC = 10 

Execution of the command is terminated, 
loader cleanup has been performed on loaded 
files. This should not interfere with a 
subsequent START command. 

Qser Action ; If no file was previously 
loaded, issue the LOAD command specifying 
the files tc be loaded. If files are 
loaded, check them for incorrect SIC or 
entry cards. 



SX§tem Action: RC = 21 

The command is not executed. 

status remains the same. 



The system 



Qser Action: Reissue the command, using 100 
or fewer characters to specify the options, 
or parameters. Use abbreviations if 
necessary. 



053E INVALID SORT FIELD PAIE DEFINED 

Expla natio n: Either an ending character 
position was not specified for a sort 
field, the starting position is greater 
than the ending position, the fields 
contain nondecimal characters, or the sort 
field exceeds the maximum cf 253 
characters. 

System Action: RC = 24 

Execution of the command is terminated. The 

system status remains the same. 



User Actio n : 
command. 



Correct and reissue the 



051E INCOMPLETE FILEID SPECIFIED 

Explanation: You must specify the filename 
and filetype in order for the command to be 
executed. In addition, for seme commands 
you must specify the fileiode. 

S ystem Action: RC = 21 

Execution of the command is terminated. 

The system status remains the same. 

User Action : Check the description of the 
command, correct the command line, and 
reissue the command. 



055E NO ENTRY POINT DEFINED 

Explanation: For the START command or the 
STaIt option of the FETCH, LOAD, or INCLUDE | 
command, either the initial execution | 
address is zero, or there is no executable | 
code at the execution address, or nothing | 
has been loaded. 

This message is also issued if a START 
command (or FETCH command with the START 
option) is issued following a SET DCSPARI 



056E FILE «fn ft [fm]» CONTAINS INVALID 
{NAME lALIASIENTRYj BSD} RECORD FORMATS 



Ex planatio n: 
ADD, REP) ,~th 
expected form 
be included 
prototype ca 
name that doe 
If an 8C0PY 
contain a n 
'LIB* in colu 



For DMSLBM and DMS 
e specified file is 
at. MACRO and MEND 
in the MACRO files 
rd must be specifi 
s not exceed eight c 

statement appears, 
ame. A MACLIB mus 
mns 1-6 of record on 



NCP (GEN, 
not in the 
cards must 
, and the 
ed with a 
haracters. 
it must 
t contain 

€. 



For DMSLBT, the specified file has more 
than 255 entry points (ESD only) , or has 
records which are incompatible or missing. 



Eor DMSLIO, an invalid cond 
in a TEXT or TEXTLIB file- 
created on EDF disks must 
columns 1-6 of record one. 
created on non-EDF disks mus 
columns 4-* 6 of record one. 
be compatible with the TEXT 
member to which it belong 
statement was submitted, the 
was previously defined, o 
length of the CSECT was no 
ESD card. 



ition was found 
TXTLIB files 

have "PDS" in 

TXTLIB files 

t have "LIB" in 

RLD data must 

file or TXTLIB 
s. If an ICS 

specified name 
r the initial 
t found in the 



For DMSSYN, the specified file is not in 
the expected format. The SYNONYM file must 
contain 80-hyte records in free fprm 
format, with columns 73-80 ignored. The 
data consists of a command name followed by 
a blank and the user synonym. This may 
optionally be followed by a count which is 
preceded by at least one blank. 

For DMSZAP, either the header record for 
TXTLIB or LCADLIB was invalid, or the 
pointer to the directory or module map was 
in error. 

System Acjtion,; RC = 32 

Execution of the command is terminated. 
The system status remains the same. For 
DMSGLB, the library is not globaled and the 
operation continues for any other libraries 
named in the command. 

Q ser A cti on: For DMSLBM and DMSNCP, issue 
the MACLIB COMP command, then check the 
MACLIB with a MACLIB MAP command. Correct 
the format error. 
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For DBSGLB, the specified library does not 
have "LIB" in columns 1-3 or 1-6 of the 
first record. One possible cause is the 
library may be in packed format. Correct 
the library and reissue the command. 

For DBSSYN, correct the format of the 
file. 

For DBSLIO, recreate the TXTIIB or TEXT 
file. 

For DBSLBT, if the message specifies ESD, 
check for more than 255 entry points for a 
member; otherwise, check for invalid or 
missing records. 

For DBSZAP, recreate the library or module. 

Then reissue the command. 



S§SE Action : For DBSTPD, you may space the 
tape forward and continue, or rewind the 
tape and quit; this can be an information 
nessage rather than an error condition, 
depending on the circumstances. 

Por DBSTPE, if the position of the tape is 
not as expected, use the appropriate TAPE 
control function to reposition it. 

For DBSBOP, ensure that the proper tape has 
been mounted. If so, rewind and reposition 
the tape and retry. 

Por DBSCLS, rewind and reposition the tape 
and reissue the command. 



059E 'cuu» ALREADY ACCESSED AS BEAD/HBITE •mode* 
BISK. 



056W FILE f fn ft fm« COHTAIHS INVALID 
{NAME|ALIAS|ENTBY|ESE} EECOBB FOBBATS 

Ex p l anation ; The specified file is not in 
the expected format. 

S yst em Action: Processing continues. 

User Action : None. 

057E INVALID BECOBD FOBBST 

Explanation: For the TAPE command, a record 
that was read was not in TAPE DUBP format. 
For the TAPEHAC command, the tape was not 
in the IEHMOVE unloaded PDS format, or the 
PDS logical record length is not 80. 

System Action: BC = 32 

Execution' of the command is terminated. 
For the TAPE command, if the DEN, TBTCH, 
7TEACK, or 9TBACK options were specified, 
the modeset byte has been set for the 
specified device (TAPi, where: i = 1, 2, 3, 
4) or TAP1. 

User Action: For the TAPI ccmmand, rewrite 
the file onto tape using the TAPE DOBP 
command. For the TAPEBAC command, recreate 
the file on tape using the OS IEHBOVE 
utility program. Then reissue the command. 



058E END-OF-FILE OB END-OF-TAPI [ CN 'TAPn«] 

Explanation : The end of the file or tape 
was reached. 

For DBSTPE, an end-of-tape condition was 
encountered while doing a write, NTB (write 
tape mark) , or EB6 (erase gap) operation. 

System Action: BC = 40 

Execution of the command is terminated. For 
DBSTPE, the last operation is not 
completed. The tape is positioned at the 
end. If the DEN, TBTCH, 7TBACK, or 9TBACK 
options were specified, the modeset byte 
has been set for the specified device 
(TAPi, where: i = 1, 2, 3, 4) or TAP1. 



Ex planation : You are trying to access the 
specified device in read-only mode, but you 
have already accessed it read/write mode, 
lou cannot have a disk accessed as bcth 
read-only and read/write, because the 
read-only file directory would not reflect 
any updates you made until the next time 
jou accessed the disk. 

System Action: BC =36 

Execution of the command is terminated. 

The system status remains the same. 

User Action : Belease the disk by issuing 
the BELEASE command and then reissue the 
ACCESS command. 



060E PILE(S) «fn [ft ££■]]• NOT FOUND, 
•mode (cuu) • HILL NOT BE ACCESSED 



DISK 



Explanation: The files reguested were not 
on the specified disk or if the disk 
contains no files and you accessed it as an 
extension, your access fails; therefore, 
the disk is not accessed. If another disk 
was already accessed as mode "fm", it is 
released. 

S ystem Action: BC = 28 

Execution of the command is terminated. The 
system remains in the same status as before 
the command was entered. 

Dser Action: Check to see that the fileid 
is "specified correctly, and reenter the 
command. 



061E NO TBANSLATION CHABACTEB SPECIFIED 

I2£ii£aii£]i: A SET INPUT or SET OUTPUT 
command was issued without a translation 
character. 



System Action : BC = 24 

Execution of the command is terminated. 

translate table remains unchanged. 



The 



User Action : Beissue the command with the 
appropriate translation character. 
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062E INVALID [CHAR] •[ = | * Ichar | CHABACTEB ]' 
[OUTPUT] FILEID [ • f 11 ft [fi] 1 ] 



IN 



Explanation : The character specified 
whether an asterisk (*) , equal sign {=) , or 
other was invalid in the fileid in which it 
appeared. 

Syst em Action : BC = 20 

Execution of the command is terminated. 

The system status remains the sane, with 

the following exceptions for the COPYFILE 

command: 

• If the APPEND option was specified and 
the copying process tegan before the 
error was discovered, then records were 
appended to the output file. 

• If the NEWFILE (the default) , BEELACE, 
or OVLY option was specified, and the 
copying process tegan before the error 
was discovered, then COPYFILE CMS0T1, on 
the output disk, contains the records 
copied so far. 

• In multiple-output-file mode, several 
output files may have been created 
before the error was discovered. 

Sser Action: Check the description of the 
command format and reissue the command. 



063E NO [SOBT|TBANSLATI0N|SPECiriCAlI0N] 
{ENTEBEDI GIVEN} 



LIST 



Exp lanation : A list was reguested in 
response to the SOET command, cr tc the 
SPECS option or TBANSLATE option of the 
COPYFILE command, but a null line was 
entered in response. The XEDIT subcommand 
SOET was entered with no sort fields 
specified. 



System Action : BC = 40 

Execution of the command is terminated. 

system status remains the same. 



The 



User Action : Reissue the ccmmand, and enter 
the list when it is reguested. 



than nn. 

• A string was specified without an ending 
delimiter. 

• A zero length string was specified. 

• An invalid hexadecimal number was 
specified, or an odd number of 
hexadecimal digits followed the "H" of 
such a specification. 

• The continuation code (++) was specified 
in the middle of a specification, rather 
than at the beginning of one. 

Some of the errors that can cause this 
message to appear in conjunction with the 
TRANS option are the following: 



An invalid hexadecimal 
entered. 



number 



• An odd number of characters was entered. 

• The continuation code (++) was entered 
in the middle of a character pair. 

System Action : RC = 24 

Execution of the command is terminated. Ihe 

system status remains the same. 

User A ctio n: Reissue the command and enter 
the correct specification list when it is 
reguested. 



065E 'option* OPTION SPECIFIED TWICE 

Explanation: The option was specified more 
than once in the command line. 

S ys t em A ction : EC = 24 

Execution of the command is terminated. The 

system status remains the same. 



2!£I Action: Reissue the 
specifying the option only once. 



command. 



066E 'option' AND 'option' ABE CONFLICTING 
OPTIONS 



064E INVALID [TBANSLATE] SPECIFICATION 
NEAB 'list' 



AT OB 



Exp lanation : An invalid specification was 
included in the list entered when either 
the SPECS option or the TEANS option was 
specified. "list" is the portion of the 
list you entered that is in error. Seme of 
the errors that can cause this message to 
appear in conjunction with the SPECS option 
are the following: 

• A source specification was entered with 
no target specification. 

• An invalid decimal number was entered 
for an input or output column. 

• An input file specification cf the form 
"nn-mm" was given, but mm was smaller 



Explanation: The specified options are 
mutually exclusive and must not be 
specified in the same command. 

System Act ion: BC = 21 

Execution of the command is terminated. The 

system status remains the same. 



User Action : 
command. 



Correct and reissue the 



067E COMBINED INPUT FILES ILLEGAL WITH PACK OR 
UNPACK OPTIONS 

Explanation: An attempt was made to combine 
several files at the same time that the 
PACK or UNPACK option was used. This 
message appears if there is more than one 
input fileid, or if there is an asterisk in 
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the first fileid in single output file 
mode. 



reissue the command. 



System Action; RC = 24 

Execution of the command is terminated. 

The system status remains the same. 

User Action : Correct the command line and 
reissue the command. 



071E EEASE * * [fm|*] NOT ALLOWED 

Expl anati on: You cannot erase all files on 
all disks using the ERASE command. Yen can 
enter asterisks for the filename and 
filetype, but you must specify the filemode 
letter and numfcer. 



068E INPUT FILE 'fn ft fm' NCT IS PACKED FORMAT 

Ex p lan ation : The specified input file is 
not in packed format, and was specified in 
an UNPACK operation. 

System Action : RC = 32 

Execution of the command is terminated. 
The system status remains the same, except 
that in multiple output file mode, several 
output files may already have teen created 
before the error was discovered. 

User Action : Correct the command line and 
reissue the command. 



069E DISK {'mode' | 'cuu' | «volid'} NOT ACCESSED 

Explanation: The specified disk has not 
been accessed. For EMSDSL, the A-disk must 
te accessed when the DOSIIE MAP function is 
performed and the output is directed to 
disk. 



System Action: RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

User Action: Issue the FORMAT command to 
erase all files on a disk, or use the 
ACCESS command with the ERASE option (all 
files on the disk are erased the first time 
ycu write a new file on the disk) . 

072E ERROR IN EXEC FILE fn, LINE nnn - message 

l2£i§S§iio° : Tne EXEC interpreter has found 
an error in file 'fn', at line "nnn". 
•message' may be any one of the following: 

CMS EXEC Return Codes: 

EILE NOT FOUND 

EC = 801 

The specified file was not found on the 

accessed disks. This message can be issued 

when you try to invoke an EXEC from within 

another EXEC. 



System Action: RC = 36 

Execution of the command is terminated. 

The system status remains the same. 

User Action: Access the specified disk and 
reissue the command. 



0691 [OUTPUT] DISK 'mode' NOT ACCESSED 

Explanation: The disk specified in the 
FILEDEF command has not been accessed. 



6SKIP OR SGOTC ERROR 

RC = 802 

A reguest was made to move to a statement 

above the beginning of the file, or tc a 

nonexistent label. 

BAD FILE FORMAT 

RC = 803 

The file is not in the reguired format. For 

instance, it is packed rather than 

unpacked, or the record length is greater 

than 130. 



.System Acti on: This message is for 
information only. Execution continues. 

User Action: None. 



070E INVALID {PARAMETER ' parameter • | ARGUMENT 
'argument'} 

Ex pl anation : An invalid operand, or too 
many or extraneous operands, were specified 
in the command line or EXEC statement. 

System Action: RC - 24 

Execution of the command is terminated. The 
system status remains the same, with the 
following exception for the TAPE command: 

If the DEN, TRTCH, 7TRACK, or 9TRACK 
options were specified, the modeset byte 
has been set for the specified device (TAP 
i, where: i = 1, 2, 3, 4) or TAE1. 



User Action: 



Correct the command line and 



TOO MANY ARGUMENTS 

RC = 804 

A maximum number of 30 arguments can be 

passed to an EXEC file. 

MAX DEPTH OF LOOP NESTING EXCEEDED 

RC = 805 

No more than four nested loops may be 

specified. 

ERROR READING FILE 

RC = 806 

An I/O error occurred while an EXEC file 

was being read. 

INVALID SYNTAX 

RC = 807 

The syntax of the indicated statement is 

invalid. 

INVALID FORM OF CONDITION 

RC = 808 

This can occur from previously unassigned 

variables. The final result after the line 
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is interpreted is syntactically invalid. 

INVALID ASSIGNMENT 

EC = 809 

An attempt was made to assign a value to an 

unspecified field; for example. 

= 42 

MISUSE OF SPECIAL VABIABLE 

EC = 810 

Incorrect use of a special variable was 

attempted. For example, an attempt was 

made to assign a value to SEXEC or to 

STYPEFLAG. 

EEBOE IN SEEEOB ACTION 

EC = 811 

An SEEEOB control statement specified a CBS 

command that also resulted in an error. 



SPECIAL CHAEACTEE IN VABIABLE SYMEOL 
EC = 819 

A special character was used in a variable 
symbol. Only alphameric characters are to 
be used. The asterisk in the special 
variable 8* is an acceptable character. 

System Acti on; The file is logically 
executed up to the point where the error 
was detected. 



User Action : 
reexecute it. 



Correct the EXEC file and 



Mote: For a tutorial description of the CMS 
EXEC facility, see the VM^SP CMS User's 
Guide . For a description of the CMS EXEC 
control statements, see the VM/ SP CMS 
Command and Macro Beference. 



CONVEESION EEBOE 

EC = 812 

A variable in the line must be converted, 

but cannot be, because it is a character 

value, it is not in the proper format, or 

it has not been initialized. For example, 

•&IF SFLAG EQ 944' 

If SFLAG was not previously initialized, it 
is "null" or blank and will cause a 
conversion error when being converted to 
decimal. This message is also issued if a 
nonhexadecimal number is specified after 
the characters "X"' on the right-hand side 
of an assignment statement (for example, &A 
= X'12AG'); or if a ncndecimal number is 
specified after the characters "X" 1 in any 
statement other than an assignment 
statement (for example, &TYPE XM20A0'). 



TOO MANY TOKENS IN STATEMENT 

EC = 813 

More than 19 tokens appeared in 

SBEAD VAES statement. 



a single 



MISUSE OF BUILT-IN FUNCTICN 

EC = 814 

One of the EXEC built-in functions (for 

example, SCONCAT, SDATATYPE, etc.) was used 

incorrectly. 

EOF FOUND IN LOOP 

EC = 815 

An end of file occurred before the command 

completed the requested operation. 

INVALID CONTBOL WOBB 

EC = 816 

An invalid control word was encountered in 

the input deck and cannot be read. 

EXEC ABITHMETIC UNDEBFLGfl 

EC = 817 

A negative arithmetic variable exceeded 8 

digits including sign. 



EXEC AEITHMETIC OVEEFLOfl 

EC = 818 

A positive arithmetic variable 

digits. 



exceeded 8 



073E UNABLE TO OPEN FILE ddname 

Expl anation ; CMS was unable to open the 
specified ddname. An explanatory message 
should appear along with this message. 

S ystem Action: EC = 28 

Execution of the command or program is 
terminated for the OS Loader. Abend code = 
15A for LINK/LOAD/ATTACH/XCTL failures. 
EC=28 for OSEUN command. 

User Action: Verify the ddname and reissue 

the command. If using the OS Leader, 

verify that the LOADLIB libraries in the 
GLOBAL list exist. 



074E EEBOE £BE]SETTING AUXILIAEY BIEECTOEY 

Explanation; The auxiliary directory could 
not be set or reset. This can occur, for 
example, if the disk on which the auxiliary 
directory resides is not accessed when the 
command is issued, or if it is accessed as 
a filemode other than the one specified for 
it with a previous GENDIET command. 

S ystem Action; EC = 40 

If the error occurred on an attempt to set 
the auxiliary directory, execution of the 
command is terminated. The system status 
remains the same. If, however, the error 
occurred on an attempt to reset the 
auxiliary directory, the assembly has 
already been done, and execution continues. 

User Action; Consult the system programmer 
to™ find out what disk the auxiliary 
directory is on and what filemode that disk 
should be accessed as. (It should have the 
filemode that was specified for it with the 
GENDIET command.) Access the disk with the 
proper filemode and reissue the command. 



075E [DEVICE] devicename {INVALID | ILLEGAL} 
{INPOTjOUTPUT} 



FOB 



E xplanatio n; The device specified for the 
input or output ddname is invalid. This 
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message will appear if the input device 
specified is DUMMY, PEINTEB, or PUNCH, or 
if the output device specified is BEADEE, 
CBT, OS DISK, or DOS DISK. 

Syst em Ac tion : BC = 40 

Execution of the command is terminated. The 

system status remains the same. 

User Actio n; Beissue the EILEDEF command 
and specify the correct input/output 
device. 



078W SEQUENCE EBBCB DETECTED LOADING «fn ft 1 
EXPECTED • • FOUND • • 

Explan atio n; The sequence number found is 
not the next sequential number. 

System Action; BC=32 

The file continues to be loaded. 

5§§£ Action : Check the file after is has 
been loaded for possible transmission 
errors. 



076E ACTUAL BECOBD LENGTH EXCEEDS THAT SPECIFIED 079E INVALID DEVICE AEDBESS - BEENTEB 



Expl anation ; An existing file has a record 
length greater than the record length 
entered in the command line. 

System Ac tion ; EC = 10 

Execution of the command is terminated. The 

system status remains the same. 

User Action; Reissue the command, 
specifying a larger record length with the 
IRECL option. 



077E END CABD MISSING FBOM INPUT DECK 

Explanation: Since the end card is missing, 
the input file is not complete. The deck 
is probably invalid. 

S„ysj:em Actio n: BC = 32 

Execution of the command is terminated. The 

card file is lost from the reader. 

User A ction ; The DISK DUKE command must be 
issued to recreate the file. 



078E INVALID CABD 
•cardimage 1 } 



EEAEEB 



{EECK|FILE 



Exp lana ti on ; For DMSDSK, a card that was 
not punched by DISK DUMP was encountered in 
the input deck. The deck cannot te read by 
DISK LOAD. 

For DHSGBN, an invalid card was encountered 
in the input deck. The deck cannot be 
processed by the GEN3705 command. 

System Action ; RC = 32 

Execution of the command is terminated. The 

system status remains the same. 

For DMSDSK, the BEADEE file closed with the 
HOLD option. 

User Action ; 

For DMSDSK, reissue the command in case 
there are valid DISK DUMP cards following 
in the file. If the same error occurs, 
either retry, use the BEAECABD command to 
load the file, or use the CE PUBGE command 
to erase the reader file. 

For DMSGBN, use the card image in the error 
message to correct the card, and reenter 
the command. 



E xplanation : The device address entered was 
specified incorrectly, that is, it is not a 
valid hexadecimal character or is net in 
the range of X'001« to X«6FF'. 



DMSINI606B or 
User Action: See DMSINI606B or DMSINI608B. 



System Ac tion; Message 
DMSINI6 08B is reissued. 



080E INVALID {CYI|ELK} NUMEEB - BEENTEB 

Explanatio n: The value entered was not a 
valid decimal number. 



Message DMSINI609B is 
User Action: See DMSINI609B. 



S ystem Action 
reissued. 



081E INVALID REPLY - ANSWEE "YES" OB "NO" 

E xplanation ; The only valid response to the 
guery is "yes" or "no". Neither was 
entered. 



System Action: Message 
DMSINI610E is reissued. 



DMSINI607E < 
User Aciion: See DMSINI607B or DMSINI610B. 



082E IPI DEVICE EBBOB - BEENTEB 

Explana tion : The device is not currently 
defined, or it is not in read/write status, 
or it is an unsupported device type. 

System A ction : Message DMSINI608B is 
rellsued." 

User Action: See DMSINI608B. 



083E NUCLEUS {CYL|BLK} 
UNACCEPTABLE EBBOB 'X' 



SPECIFICATION 



Explanation : The cylinder or FB-512 block 
number specified for the nucleus start 
address does not meet the reguirement 
indicated by the error code. 

Code Meaning 

1 The nucleus will overlay CMS files on 
the minidisk. 
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2 The nucleus start address is beyond 
all formatting, 

3 The starting FB-512 Hock number, is 
not on a 256-block boundary. 

4 A total of 256 FB-512 blocks are not 
available, including the starting 
block number. 

System Action: Message EMSINI609R is 
reissued. 

User Actio n: If BC - 1, respond to 
DMSINI609B with a larger cylinder value or 
FB-512 block number. If BC ** 2, specify a 
smaller value. If HC » 3, specify a 
multiple of 256. If EC - 4, specify a 
lower location for the nucleus. In any 
event, use of the FORMAT command with the 
BECOMP option may be necessary. 



084E INVALID USE OF 'FROM' AND »TC» OPTIONS 

Explanation: The ' FBCM* location exceeds or 
is equal to the *T0' location. 

System A gti on; BC = 24 

Execution of the command is terminated. The 

system status remains the same. 

User A ctio n: Correct and reissue the 
command. 



085E ERBOR IN fn ft fm, LINE nnn - message 

I3£l32 a£±S£ : Tfte exec 2 interpreter has 

found an error in file "fn ft fm", at line 

"nnn". "message" may be any one of the 
following: 

EXEC 2 Return Codes: 



During a scan for a label, the label was 
not located. 

INVALID VARIABLE NAME 

BC = 10007 

A word without a leading ampersand was 

found in a place where a variable was 

expected. 

INVALID FOBM CF CONDITION 

BC * 10008 

Either the conditional operator is invalid 

or one of the operands has a null value. 

INVALID ASSIGNMENT 

BC = 10009 

An operator in an assignment statement is 

not (}) , or (-) , or 'of does not follow 

the function name. 

MISSING ABGUMENT 

BC = 10010 

A reguired argument is missing. 

INVALID ABGUMENT 

BC - 10011 

An argument has an invalid value. 

CONVERSION ERROR 

HC « 10012 

An error has occurred in converting from a 

string to a numeric value. 

NUMERIC OVERFLOW 

RC ■ 10013 

A number has overflowed the defined system 

limits: (2**32) -1 or -(2**32). 

INVALID FUNCTION NAME 

RC » 10014 

If the function name starts with an 

ampersand, it is not a predefined function, 

or if it starts with a dash, it is not a 

label in the file. 



FILE NOT FOUND 

EC = 10001 

The input file was not located on an 

accessed disk. 

WRONG FILE FORMAT 

RC = 10002 

The line length exceeds 255 bytes. 

WORD TOO LONG 

RC = 10003 

An attempt was made to assign more than 255 

bytes to a variable, or a word in a line is 

longer than 255 bytes. 

STATEMENT TOO LONG 

RC = 10004 

The length of the statement exceeds 511 

bytes. 

INVALID CONTROL WORD 

RC = 10005 

A word with a leading ampersand was found 

where a control word was expected, but it 

is not recognized as a control vord. 

LABEL NOT FOUND 
RC = 10006 



END OF FILE FOUND IN LOOP 

RC * 10015 

The end of the file was found before the 

end of the lccp. 

DIVISION BY ZERO 

RC * 10016 

A division by zero was detected. 

INVALID LOOP CONDITION 

EC 9 10017 

The conditional expression in an SICCE 

statement has an invalid format. 

ERROR RETURN DURING 6ERBCB ACTION 

BC == 1Q019 

An error has occurred during execution qf 

the action specified on an SEBBQR 

statement. 

ASSIGNMENT TO UNSET ABGUMENT 

BC ■-. 10020 

An attempt was made to assign a value to an 

argument when the number of that argument 

exceeded 8N. For example, 

BABGS ABC 
64=D 
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would cause this error. 

STATEMENT OUT OF CONTEXT 

HC = 10021 

&RET0RN was encountered when no subroutine 

was active. 



INSUFFICIENT STORAGE AVAILABLE 

BC ~ 10097 

Insufficient storage to complete 

statement. 



the 



This may be caused by SSTACK, assignment to 
a variable, or other actions that require 
additional storage. 

FILE READ ERROR nnn 

RC * 10098 

The operating system was unable to read the 

file or some part of the file. The return 

code "nnn" indicates one of the following 

conditions: 



086E INVALID DDNAME 'ddname* 

E xplanatio n: The ddname specified with the 
command is invalid. 

§2§tem A ctio n: RC = 24 

Execution of the command is terminated. 

The system status remains the same. 

Dser Actio n: Reissue the command with a 
valid ddname. With the DIBL command, use a 
ddname of seven characters or less. If you 
are an OS user, enter the first seven 
characters of your program's ACB ddname. 
If these seven characters are not unigue 
within the program (that is, the eighth 
character distinguishes two ACBs in the 
same program) , recompile the program using 
different ddnames. 



086 W DIBL 'ddname' DUMMY INVALID FOR VSAM 



Code M eanin g 



11 

12 
13 

11 

15 



The file was not found. 

The address of the tuffer was not 

within virtual storage limits. 

A permanent disk errcr occurred. This 

may occur if you link to and access 

another user's disk, then try to read 

a file that was refiled by its owner 

after you issued the ACCESS command. 

Reissue the access command and try to 

read the number again. 

The number of records is less than 

or greater than 32768. 

The fixed/variable flag is not F or V. 

The record read is longer than the 

buffer. 

The specified file is open for 

writing; it must be closed and opened 

for reading. 

The number of records is greater than 

1 for a variable-length file. 

The end of the file was reached. 

An invalid displacement appears in the 

AFT for a variable length file. 

An invalid character appears in the 

filename. 

An invalid character appears in the 

filetype. 



TRACE ERROR nnn 

RC * 10099 

A command or subcommand issued as an aqtion 

of 5TRACE returned the error code 'nnn'. 

Execution of the current EXEC 2 file is 

terminated. 

s ystem Actio n: The file is logically 
executed up to the point where the error 
was detected. 

User. Action : Correct the EXEC 2 file and 
reexecute it. 

Note For information on EXEC 2, see the 
ZS/SP J2££ 2 Reler.en.ee. 



Ex p lan ati on: The ddname in the ACB being 
opened was specified in a previous DLBL 
command with the DUMMY, operand, which is 
invalid for VSAM. 

§I§£SS A ction : RC = 8 

This~message~accompanies a DOS/VS VSAM open 
error code X'11*. The OS user is 
restricted from using a DUMMY VSAM data 
set. An attempt to do so will cause 
unpredictable results at OPEN time. An 
additional message from the program product 
being used may follow. 

Dser Action : Reissue the DLBL command 
specifying a mode for this ddname, and then 
restart the program that caused the error. 



087E INVALID ASSIGNMENT OF 
•device' 



'SYSxxx' TO DEVICE 



E xplanatio n: The ASSGN command that was 
entered violated a restriction on the 
assignment of SYSxxx to a virtual device. 
Ihe ASSGN command restricts the assignment 
of logical units to virtual devices as 
follows; 



iojiSSi fifiits 
SYS000-SYS241 

SYSLOG 

SYSLST 

SYSIPT 

SYSPCH 

SYSRDR 

SYSCAT 

S3SCLB 

SYSRLB 

SYSSLB 

SYSIN 

SYSOUT 



Vali d Assignment 

to any""device as specified 

by the ASSGN command. 
to terminal and printer 
to printer, disk, and tape 
to reader, disk and tape 
to punch, disk, and tape 
to reader, disk, and tape 
to disk 
to disk 
to disk 
to disk 

to reader, tape, and disk 
to tape 



Sys tem Actio n; RC = 21 

Execution of the command is terminated. 

The system status remains the same. 

User Action : Reissue the ASSGN command, 
specifying a valid combination of logical 
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088E UNSUPPORTED DTF TYPE »dtftype« 

Expla nation : An attempt was made to open or 
close a DTF table of a type net supported 
by CMS. 

System Action: EC = 24 

Execution of the command is terminated. 

The system status remains the same. 

User Action: None; CMS/DCS only supports 
those DTF types identified in the CHS/DOS 
publications. 



condition, 
processing 
direction. 



CHS/DCS supports tape 
only in a forward 



089E {OPEN|CLOSE} EEBOE 
{fn|SYSxxx|TAPn} 



CODE 



OH 



Expl anation : The error code in the message 
identifies the error situation. 

Code Mean in g 

~1 The logical unit (SYSxxx) in the DOSCB 

does not match the logical unit in the 

DTF table. 

2 CMS/DOS does not support writing to OS 
or DOS disks. All files must be 
written to CMS disks. 

3 An attempt was made to open or close a 
seguential disk file, VSAM file, or 
private source statement librarj, but 
no DLBL command was issued with the 
DLBL ddname egual to the ETJ ACE 
filename. CMS/DOS reguires a 
user-issued DLEl for all seguential 
disk files, VSAM input and output 
files, and private lilraries. 

4 An attempt was made to open or close a 
DTFCD or DTFPE with ASOCFLE/FUNC 
operands specified in the DTF macro. 
These operands are net supported under 
CMS/DOS. 

5 An attempt was made to open an input 
seguential disk file from an OS disk, 
but no extent information was found in 
the OSFST associated with the file. 

6 An attempt was made to open a 
seguential disk file for input, but 
the file was not found on any of the 
accessed disks. 

7 The device type in the DTE being 
opened or closed is incompatible with 
the PUB device type for the specified 
unit. 



The system or 
is unassigned 
X«FF') . 



programmer logical unit 
(PUB pointer in LUB = 



There is no CMS/DCS support for 
reading tapes backward. when the 
operand READ=BACK is specified on the 
DTFMT macro, a flag is set in the DTF 
at compilation time indicating this 



11 An attempt was made to open or close a 
DTFMT (tape data file) and •ASCII^YES' 
was specified in the DTF macro. This 
operand is not supported. 

12 An attempt was made to open a DTFCE or 
DTFDI tape file with •FILABL=SaD« 
specified. However, no VOL1/HDB1 was 
encountered. 

13 PUB information for the tape logical 
unit being opened (track mode 
indicator or density) is incompatible 
with the tape drive. 

14 The tape is a 3420 tape drive but an 
invalid tape drive model number (valid 
model numbers are 3, 4, 5, 6, 7, and 
8). 

15 While opening a DTF associated «ith a 
file on an OS or DOS disk, an I/C 
error occurred while reading the 
extent information for the specified 
data set. 

16 SYSIPT/SYSRDE is assigned to tape and 
the record length is not 80 or 81 
bytes, 

17 An unexpected errcr situation was 
encountered while performing a tape 
I/O operation. 

18 The SAM OPEN/CLOSE (in the CMS/DOS 
environment) routines have returned 
with an error indicating that the DTF 
currently being processed could not be 
opened because of a lack of virtual 
storage. 

19 An attempt was made to OPEN a SAM file 
in VSAM space. This feature is net 
supported in CMS/DOS. 

20 An attempt was made to fetch an 
invalid or unsupported VSE/AF OEEN 
transient area. 

21 For MOVEFILE to process a EOS input 
file on EB-512 devices, the EECFM and 
BLOCK must be specified on the input 
FILEDEF for nn. For a fixed block 
RECFM, the LRECL also must be 
specified. 

System Action: RC= 36 

Execution of the command is terminated. 

The system status remains the same. 



User Action : Correct the 
the command. 



090E INVALID DEVICE CLASS 
'device • 



error and reissue 



'deviceclass' 



FOB 



Expla nation : The device class information 
returned from the CP DIAGNOSE reguest (code 
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24) conflicts with the device being 
assigned. 

System Action ; EC = 36 

Execution of the command is terminated. 

The system status remains the same. 

User Action ; Reissue the command. If this 
fails, call IBM for software support. 



091E SAVEAEEA ADDRESS IN PARTITION PIE NOT 
EQUIVALENT TO ITA SAVEAREA AIDRESS 

Explanation ; The current savearea address 
in the PIB (Partition Information Block) is 
not the same as the savearea in the ITA 
(logical Transient Area) . 

S ystem Action ; RC = 100 

Execution of the command is terminated. 

User Action ; Reissue the command; if the 
problem persists, call IBB for software 
support. 



092E STXIT SAVEAREA ADDRESS INVALID 

E xplanation ; The specified savearea address 
in a STXIT operation is not within the 
address range of the virtual machine. 

System Acti on; RC = 100 

Execution of the command is terminated. 

The system status remains the same. 

User Action ; Verify the save area address 
and reissue the command. 

093E MVCOH MACRO ATTEMPT TO ALTER OTHER THAN 
POSITION 12-23 OF COMREG 

Explanation ; The specified MVCOM macro is 
attempting to alter a position other than 
the allowed positions 12 to 23 of the 
communications region. 

System Action ; RC = 100 

Execution of the command is terminated. 

The system status remains the same. 

User Action ; Correct the specification of 
the MVCOM macro and retry. 



094E FROM ADDRESS ON MVCOH HACBC INVALID 

Expla nation ; The address specified in the 
MVCOM~macro is not within the range of the 
virtual machine. 

S ystem Action; RC = 100 

Execution of the command is terminated. 

The system status remains the same. 

User Action ; Correct the address specified 
and retry. 



095E INVALID ADDRESS 'address 1 

E xplanation ; The specified address is not 
within the range of the virtual machine, is 
not a valid storage address, or is not 
egual to or greater than X'20000*. 

S ystem Action ; RC = 100 

Execution of the command is terminated. 

The system status remains the same. 



5s§£ Action; Reissue 
valid address. 



the command with a 



096E FILE *fn ft* DATA BLOCK COUNT INCORRECT 

Explanation; The number cf data blocks read 
from tape (for file 'fn ft') does not match 
the number in the model file status table 
written on the tape when the file was 
dumped. 

§jstem Action ; Execution of the command is 
terminated. The portion of the file 'fn 
ft' loaded exists on disk as tape CMSUT1. 

User Actio n: To ensure that the file is 

properly loaded, reposition the tape to the 

beginning of the file and reissue the TAPE 
LOAD command. 



096S UNSUPPORTED FUNCTION IN A LICCS ROUTINE 

E xplanatio n; A Logical IOCS routine was 
called to perform a function which the 
routine was not generated to perform. 

System A ctio n; RC = 100 

Execution of the command is terminated. 

The system status remains the same. 

User A cti on: Verify that all logical 
functions to te performed are supported by 
the Logical IOCS routine linked with your 
program. 



097E NO 'SYSRES' VOLUME ACTIVE 

IJ5£i§£5ii5fi : No system residence disk 
(SYSRES) is active; therefore, no procedure 
library or relocatable library is active. 

System Action; RC = 36 

Execution of the command is terminated. 

The system status remains the same. 

User Action : Use the "SET DOS ON mode" 
command to activate a SYSRES disk, and 
reissue the command. 



98E NO {PHASE| PROCEDURE} NAME SPECIFIED 

Explanation: The command requires the 
specification of a phase name or procedure 
name. 



System Actio n: RC = 24 

Execution of~the command is terminated. 

system status remains the same. 



The 
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User action : Reenter the command supplying 
a phase name or procedure name. 

098 S CMS OS SIMULATION NOT AVAILAELE 

Exp lanation : An OS SVC was issued and a CMS 
saved segment is not available. OS 
simulation text is net leaded in free 
storage. Message DMSINSC99W or DMSSET099W 
was previously issued. 

System Action: The system is terminated 
abnormally, with an abend code of X'0F9'. 

User Ac tion : 

1. Access a disk containing the proper 
text for OS simulation and issue the 
command SET SYSNAME CMSSEG name, where 
"name" is invalid (in order to get the 
OS simulation text loaded into free 
storage) , or 

2. Issue the command SET SYSNAME CMSSEG 
name, with a valid name (in crder to 
be able to use the CS simulaticn text 
in that saved segment) . 



098W CMS OS SIMULATION NOT AVAILABLE 



System A ction ; RC = 40 

Execution of the command is terminated. 

The system status remains the same. 

User Ac t •ton : Use the SET DOS command to 
activate or deactivate the CMS/ECS 
environment and reissue th«e command. 



099W GENEBATION PARAMETERS 
VM/SP 



INCOMPATIBLE WITH 



Expla natio n: The parameters specified on 
the HOST macro in the stage one input 
stream for an NCP or PEP control program 
were not egual to the values reguired by 
VM/SP. The control program may not operate 
correctly if used by VM/ SP. (This message 
does not prohibit saving or loading the 
control program. It may not indicate an 
error if the VM/SP generation and lead 
procedures are used for a 3704/3705 control 
program intended for use by a virtual 
machine system other than VM/SP.) 



System Action: For 
Processing continues. 

User Action: Non«. 



DMSNCP, BC 



= 99. 



Expla nati on: DMSINS098W is displayed if, 
during CMS initialization, it is determined 
that a CMS saved segment is net available 
or cannot be loaded, and the OS simulation 
text could not be loaded into free storage. 

EMSSET098W is displayed if, after it was 
determined that the CMS saved segment was 
not available, an attempt to load the OS 
simulation text was unsuccessful. 
EMSSET098W is preceded by message 
EMSSET100W. 

System Action: If the message is 
DMSSET098W, RC = 4. If the message is 
EMSINS098W, no return code is passed and 
initialization proceeds normally. Any 
issuance of an OS SVC that follows either 
of these messages causes the message 
BMSITS098S to be displayed and the system 
to terminate abnormally. 

User Action: Access a disk containing the 
proper text for OS simulaticn or, using the 
SET command, specify a valid CMS saved 
segment. 



099E CMS/BOS ENVIRONMENT {NOT} ACTIVE 

Explana tion : If the message is CMS/DOS 
ENVIRONMENT NOT ACTIVE, the CMS/DOS 
environment must be active in order for the 
command to execute. 

If the message is CMS/DCS ENVIRONMENT 
ACTIVE, the CMS/DOS environment must not be 
active in order for the command to execute. 

If the message is from EMSOPI I/C error 
reading text, an I/O error has occurred 
reading from a library and the CCW will be 
displayed. 



100E NO EATCH PROCESSOR AVAILABLE 

Ex planatio n: The CMSEATCH module could not 
find the DMSBTP TEXT S2 file (Batch 
processor) on any system disk. 

System Actio n: At this point, the operator 
has a normal CMS interactive machine, not a 
batch machine. 

User Ac tio n: Contact your system support 
personnel. 

Eoutinc[: This message is displayed at the 
Hatch Facility console at Batch 
initialization time. 



100W {CMSSEG} SYSTEM NAME 'name' NOT AVAILABLE 
SHAREB {SSTAT|YSTAT} NOT AVAILABLE 

Explanat ion : (for "CMSSEG SYSTEM NAME 
'name' NOT AVAILABLE") 

The CMS saved segment name indicated in the 
message is not available. This can occur 
if the size of the virtual machine is 
defined past the start of the saved 
segment. This message can also occur if an 
error occurred when a LCADSYS DIAGNOSE was 
issued for the indicated segment name. 

Explanation: (for "SHAREB {SSTAT | 1STAT} NOT 

AVAILABLE") 

The S-disk or Y-disk has been modified 

since the CMS system was saved. 

System Acti on: (for "CMSSEG SYSTEM NAME 

T name» NOT AVAILABLE") 

For EMSSET, RC =4. For DMSINS, no return 

code is issued. The command is not 

executed. The system status remains the 

same. 
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System Act ion: (for "SHARED {SSTATISSTAT} 
HOT AVAILABLE") 

For SSTAT, the SSTAT is built in user 
storage- For YSTAT, the Y-disk is accessed 
using the CMS ACCESS command. 

User Actio n: (for "CMSSEG SYSTIM NAME 
'name 1 NOT AVAILABLE") 

For DMSSET, reissue the command, specifying 
a valid name. For DMSINS, define your 
virtual storage under the start of the 
CMSSEG. For both DMSSET and DMSINS, if the 
problem persists, contact your system 
support personnel. 

User Action: (for "SHARED {SSTAT | YSTAT} NOT 

AVAILABLE") 

Call your system support personnel. 



102S ICO MANY FI1EIDS 

Explanation: Too many input fileids were 
specified. 

System Action: EC = 88 

Execution of the command is terminated. The 

system status remains the same. 

User Action: To correct this situation, use 
two COPYFILE commands, specifying the 
APPEND option with the second one. 



103S NDMBEB CI SPECS EXCEEDS MAX 20 

Explanation: More than 20 specifications 
were entered. 



101E BATCH NOT LOADED 



Explanation : 



1. The CMSBATCH command was issued after 
the first carriage return following 
IPL, or 



System Action: RC = 88 

Execution of the command is terminated. 

The system status remains the same. 

Q§§.E Action: Dse more than one COPYFILE 
command, possibly specifying OVLY. after the 
first one. 



2. The CMSBATCH module encountered errors 
trying to load the DHSBIP TEXT S2 file 
(Batch processor) . See the LOAD 
command for possible errors, or 

3. The CMSBATCH module could not locate 
the DMSBTPAB entry point in DMSBTP 
while searching the leader tables. At 
this point DMSBTP has already been 
loaded. 

Sys tem Action: At this pcint, the operator 
has a normal CMS interactive machine, not a 
batch machine. 

User Actio n: If the explanation is (1) 
follow start-up procedure (starting with 
IPL). If it is (2) or (3), contact your 
system support personnel. 

Ro uting : This message is displayed at the 
Batch Facility console at Eatch 
initialization time. 



101S 'SPECS' TEMP STRING STORAGE EXHAUSTED AT 



104S ERROR 
BISK 



»nn» READING FILE ' f n ft fm' IBCM 



Explan ation : A specification list was so 

long that the storage area reserved for 

storing specification strings was 
exhausted. 

System Action: RC = 88 

Execution of the command is terminated. The 

system status remains the same. 

User Action : Copy the file twice, possibly 
using the OVLY option a second time, so 
that less string storage is needed each 
time. 



Explanation: An unrecoverable error 
occurred while reading the file from disk, 
nn indicates the nature of the error; it 
may be one of the following: 

Code Mean ing 

1 The specified file was net found. 

2 The buffer area is not within user 
storage limits. 

3 A permanent disk read error occurred. 
This may occur if you link tc and 
access another user's disk, and try to 
read a file that was refiled by its 
owner after you issued the ACCESS 
command. Reissue the ACCESS command 
and try to read the file again. 

5 The number of records is less than 
zero or more than 32768. 

7 The fixed/variable flag in the file 
status table entry is not F or V. 

8 The given storage area was smaller 
than the actual size of the records 
read. (This error is valid if reading 
the first portion of a large record 
into a small buffer. It does not cause 
the function to terminate.) 

9 The file is open for writing and must 
be closed before it can be read. 

11 Only one record can be read for a 
variable-length file, 
the number of records 
1. 

12 An unexpected end of 
(the record number specified exceeds 
the number of records in the file) . 

13 A variable- length file has an invalid 
displacement in the active file table. 

14 An invalid character was detected in 
the filename. 

15 An invalid character was detected in 
the filetype. 

25 Insufficient virtual storage is 



In this case, 
is greater than 

file occurred 
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available. 

26 Requested item number is negative, or 
item number plus number of items 
exceeds file system capacity. 

27 An attempt was made tc update a 
variable-length item with one of a 
different length. 

System Action: EC =100 or 3C=1nn (»nn» 

described above) 

Execution halts. The system remains in the 

same status as before tie command was 

entered. 

For DMSEDI, the edit session is terminated. 
If the error occurred during a BENUM 
operation, the workfile is erased and the 
file being edited remains unchanged. 

For DMSDSL, the condition of the EOSLIE 
file is unpredictable. 

For DMSGLO, no global variable table (s) 
were created. 

For DMSLBM, the condition of the MACLIB 
file is unpredictable. 

For DMSGLB, that library is net glcbaled 
but the operation continues for any other 
libraries named in the command. 

For DMSXGT, if the error occurred during a 
GET or EERUN operation, the subcommand is 
terminated and the editing session 
continues. 

For DMSXIN, the execution of the command or 
subcommand is terminated. If multiple 
files were being edited, the editing 
session continues for those files. 

For the TAPE command, if the DEN, IETCH, 
7TEACK, or 9TEACK options were specified, 
the modeset byte has been set for the 
specified device (TAPi, where: i = 1, 2, 3, 
4) or TAP1. Some records may have been 
written on tape. 

User Ac tio n: If you can determine the 
problem from the "Explanation" and remedy 
the condition, reissue the command. If not, 
retry the command and if the problem 
persists, call your system support 
personnel. 

For DMSDGL, verify DCS1IE integrity with 
the DOSLIB MAP command. 

For DMSGLB, EDBUF has returned, a EC other 
than 0, 1, or 8. BC=1 indicates it is an 
OS/DOS DISK and EC=8 occurs if the IEEC1 is 
greater than 80. Either of these 
conditions is acceptable. 

For DMSLBM, verify MACLIB integrity with 
the MACLIB MAP command. 

For DMSLIO and DMSMCD, reissue the entire 
LOAD/INCLUDE sequence after checking the 
error conditions. 

For error code '09', issue an FSCLOSE macro 



for the file. If a permanent disk read 
error occurs (code 3) , it may be the result 
of the user having detached a virtual disk 
without releasing it. CMS, not realizing 
that the disk is no longer part of the 
virtual machine, assumes that the disk is 
still active and encounters an error when 
it tries to read or write the file. 

If a permanent disk read error occurs (Cede 
3) , it may be the result of the user having 
detached a virtual disk without releasing 
it. CMS, not realizing that the disk is no 
longer part of the virtual machine, assumes 
that the disk is still active and 
encounters an error when it tries tc read 
or write the file. 



105E MO JOB CAED PEOVIDED 

Ii?El3£liioD • Tne first record of the user 
job was not a /JOB card. 

S ystem Acti on: The batch facility has 
flushed the user job and continued with the 
next user job. 

User Action: Eesubmit the job to the batch 
facility with the first record of the job 
in batch facility /JOB format. 

Bout inq : This message is displayed at the 
Batch Facility console during user job 
execution. 

105S EBBOE 'nn' WEITING FILE «fn ft {f m) • ON 
DISK 

Ii5£ll£aii2S : An unrecoverable error 
occurred while writing on disk. nn 
indicates the nature of the error; it may 
be one of the following: 

Code Mea ning 
2 The virtual storage address is 0. 

4 The first character mode is invalid. 

5 The second character mode is invalid. 

6 The number of records in the file is 
too large; it cannot exceed 65,533. 

7 An attempt has been made to skip over 
an unwritten variable-length item. 

8 The number of bytes was not specified. 

9 The file is already active for 
reading. 

The maximum number of CMS files (3400) 
has been reached. 

The fixed/variable flag is not F or V. 
The disk is not a CMS read/write disk. 
The disk is full (recoverable error) . 
The number of bytes to be written is 
not integrally divisible by the number 
of records to be written. 
The length of this record is not the 
same as that of the previous record. 
The fixed/variable flag is not the 
same as that of the previous record. 
A variable-length record is greater 
than 65K bytes. 

The number of records is greater than 
1 for variable-length file. 
The maximum number of data blocks per 
file (16060) has been reached. 



10 

11 
12 
13 
14 



15 



16 



17 



18 



19 
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20 An invalid character has been detected 
in filename. 

21 An invalid character has been detected 
in filetype. 

22 Virtual storage capacity has been 
exceeded. 

25 Insufficient virtual storage is 
available. 

26 Requested item number is negative, or 
item number plus number of items 
exceeds file system capacity. 

27 An attempt was made to update a 
variable length item with cue of a 
different length. 



verify DOSLIB integrity. 

For DMSLBM, use the MACLIB MAP function to 
verify HACLIB integrity. 

For DMSIIC, reissue the LOAE/INCIUDE 
sequence from the beginning, after checking 
the above error conditions. 

For DMSXCP, specify a smaller partition 
with the SET DOSPABT command, or use the CP 
define storage command for a larger machine 
and IPL CMS. 



System Action : EC = 100 

Execution of the command terminates. 

system status remains the same. 



The 



For DMSDSK, the reader file is saved. The 
status of the output file is unpredictable. 

For DMSEDI, the edit session terminates. 
The status of the file is as it was before 
the edit session or at the execution of the 
last SAVE subcommand or automatic save. The 
BENOM workfile is erased. A workfile, EDIT 
CMS0T1, may have been created en the input 
disk. 

For DMSDSL, the conditicn of the EOSLIE 
file is unpredictable. 

For DMSLBM, the conditicn of the HACLIB 
file is unpredictable. 

For DMSLBT, DMSLST, DMSMCB, EMSSET, EMSTPD, 
and DMSUPD, the status of the output file 
is unpredictable. 

For DMSEDC, the reader is closed with a 
BOLD status to preserve the file. 

For DMSTPE, if the DEN, TETCH, 7THACK, or 
9TEACK options were specified, the modeset 
byte has been set for the specified device 
(TAPi, where: i = 1, 2, 3, 4) or TAE1. The 
status of the output file is unpredictable. 
The tape may not be in the same position as 
before the command was entered. 

For DMSXCP, the EXCP request fails with the 
return code nn. Check the attributes of 
the file specified in the ETF and DIBL. 

For DMSXFD, if the error occurred during a 
FILE or SAVE, a temporary work file, 
XEDTEMP CMSUT1, may have been created on 
the input disk. 

For DMSXPT, if the error occurred during a 
POT (D) or EENUM operation, the subcommand 
is terminated and the editing session 
continues. 

User Actio n: If you can determine the 
problem from the "Explanation" above and 
remedy the condition, reissue the command. 
If not, reissue the command and if the 
problem persists, call your system support 
personnel. 

For DMSDSL, use the DOSLIB MAP function to 



106E JCB CAED FOEMAT INVALID 

1. The batch facility detected a missing 
or invalid userid or missing account 
number on the user /JOB card, or 

2. The userid (if provided) does not 
exist in the VM/SP directory, or 

3. A user /JOB card exit routine 
(BATEXIT2) returned a nenzerc return 
code in general register 15. 

S ystem Acti on: The batch facility flushes 
the user job and continues with the next 
user job. 

User Act ion : Eesubmit the job to the batch 
facility with a valid userid and an account 
number in the batch facility /JOB card. 

Eouting: This message is displayed at the 
batch facility console during user job 
execution. 



106S NDMBEB OF MEMBEE NAMES 
FILE «fn ft' NOT ADDED 



EXCEEDS MAX »nnnn», 



Explanation: The number of entries in the 
dictionary has exceeded the maximum of 
1000. 

System Action: EC = 88 

The system tries to write the dictionary up 
to and including the previous text deck; 
then it terminates execution of the 

command. 

Oser Action: Either delete unnecessary 
members from the library and retry, or 
start another library. 



107E CP/CMS COMMAND 
ALLOWED 



•command, {device} • NOT 



Expla nati on: The named CP or CMS command is 
not allowed under the CMS batch facility. 
If it is a CP command, the device is also 
displayed. If it is a CP LINK command, 
more than ten LINK commands have been 
issued without compensating DETACB commands 
or a possible error has occurred in the 
LINK command itself. 

Syste m A ction : CMS continues with the next 
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command in the user job* 

Oser, Action ; Do not resubmit this command 
with any batch job. If this was a LINK 
command reject, check to be sure the LINK 
command is correct or net more than ten 
LINK commands have been issued without 
compensating DETACH commands. Beissue the 
LINK command after detaching another disk. 

Routing ; This message is displayed at the 
batch facility console during user job 
execution. It will appear on the spooled 
console output sheet. 



109E {CPO|PBINTBB|PONCH} LIMIT EXCEEDED 

Ej£l§fl&£iflfi! A user job exceeded the named 
limit during execution. The limit was 
determined either by the user job through a 
/SET control card or by default to the 
installation settings. 

System Action; The user job is flushed and 
the next batch job is started. 

Ds.er Action ; If the results are unexpected, 
debug the job before resubmitting it to 
batch. 



107S DISK 'mode {(cuu)}' IS FOIL 

Expl anation ; There is not enough space on 
the specified disk to write the file. 

Sysjbem Action ; EC = 100 

Execution of the command is terminated. 
Some records of the output file may have 
been written out. 

Oser Action : Erase some files from the disk 
and reissue the command. 



108E /SET CABD FORMAT INVALID 

Exp lanation ; The batch facility detected 
invalid information on user's /SET card. 
Possible errors include; 

• No blank delimiters between entries 

• Invalid keywords 

• Noninteger values for settings 

• Values for settings greater than 
installation limits. 

System Action; The user jot is flushed and 
the next batch job is started. 

Oser Actio n; Correct the /SET card and 
resubmit the job to the Batch Facility. 

Routing; This message is displayed at the 
batch facility console during user job 
execution. It appears on the spooled 
console output sheet. 

108S MOB1 THAN 8 LIBBABIES SPECIIIED 

Explanation; Only eight MACLlBs (macro 
libraries) "or TXTLlBs (text libraries) may 
be specified with a GLOBAL command. 

System Action ; BC = 88. 

Execution of the command is terminated. The 

old MACLIB or TXTLIB list is cleared. 

Oser Action; Regenerate the MACIIBs or 
TXTLlBs to include members from other 
MACLIBs or TXTLlBs, thereby reducing the 
number of libraries reguired for this 
terminal session. 



109S VIBTOAL ST0BA6E CAPACITY. EXCEEDED 

llfilaMiiSfi ' There is no more space 
available in your virtual machine to 
successfully complete execution of the 
Command. Subseguent execution of certain 
CMS commands may cause the same problem. 

For DMSACC, insufficient free storage 
remains to access the specified disk. 

For DflSAMS, Access Method Services was 
unable to obtain free storage for the 
terminal buffer to read the tape ddnames. 

For DMSBWB, a write buffer operation 
attempted to write beyond the limits of the 
virtual machine's storage. 

For BflSFCH, either the phase being fetched 
would exceed FBEELGWE, or in the case of 
fetching a $$B transient phase, the 
transient routine would exceed the end of 
the transient area. 

For DMSHLB, not enough storage was 
available to either load the DMSHID 
communication module or acquire buffer 
space to format the HELP text file. 

For DMSLBM, not enough virtual storage was 
available to contain the MACLIB dictionary. 

For DMSLIO, the loading of text files has 
caused either the transient area or user 
area limit to be exceeded. Text file sizes 
are determined by the length fields cf FSB 
statements. An incorrect value in the 
length field of an ISE statement may cause 
this condition. 

For DMSSOP, the storage to be used for 
saving the original ECB is not available. 

For DHSPBE/ either the initial reguest for 
a large block of storage failed, or storage 
was exhausted during suballocation of the 
block while processing normally. 

SiSiSS l£ticn; DMSBWB passes a return code 
of 22 to the program that called it, which 
then passes a return code of 104.. DMSSHH is 
terminated abnormally with abend Code 
X'804* or X'80A*. DMSVIP abends with CMS 
abend code X'177». All other modules that 
issue this message pass a return code 
of 104; execution of the command is 
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terminated, and 
the same. 



the system status remains 



For DHSACC, the disk is not accessed. Any 
disk already accessed at the specified 
point in the search order is released, bat | 
not detached. I 

For DMSOVR, SVCTRACE is turned off if it | 
was on. j 

For DHSLBH, if additions were being made to 
the HACLIB (GEN, ADD, or HEP functions) , it 
contains all successful additions Made 
before storage was exceeded. 

I 

For DHSSOP, opening of the file is | 
terminated. I 

I 
tjger. Action ; You can use the CP DEFINE 
command to increase the size of the 
virtual machine, or issue the CHS command 
RELEASE for any disk no longer needed, to 
free some of the virtual machine storage; 
IPL CHS again and reenter the command. 

Alternatively, you can do the following: 

For DNSABN, DHSSHN, and DHSTPD, reduce the 
size of the program and retry. 

For DHSDIB, clear old definitions that are 
no longer needed, and retry. 

For DHSLBM, issue the HACLIE HAP command to 
determine the contents of HACLIB. Define 
additional storage with a CP DEFINE 
command. Continue processing with the 
remaining additions. 

For DHSLIO, redefine loading locations 
(origin) or redefine the virtual storage 
size using the CP command DEFINE. Reissue 
the entire LOAD/INCIUDE seguence. 

If you ran out of storage while trjing to 
aciguire a large GETMAIN area, and your 
virtual machine size is above the start of | 
the CHS nucleus, you should IP1 a CHS 
system generated at a higher virtual 
address than the one you are using. If the 
saved system CHS1 is available, IPL it, if 
not, contact your system support personnel. 

1091 VIRTUAL STORAGE CAPACITY EXCEEDED 

Expla nation : There is insufficient virtual 
storage available for file management 
control blocks. 

System Asiioja: The virtual machine is 
placed in a disabled wait state and the 
disk is not updated. 

tfser Acft ^ on ; issue the CP command DEFINE to 
increase the size of the virtual machine, 
IPL dHS again and reenter the command. 

If you ran out of storage while trying to 
acquire a large GETHAIN area, and your 
virtual machine size is above the start of 
the CHS nucleus, you should IPL a CHS 
system generated at a higher virtual 



address than the one ycu are using. If the 
saved system CHSL is available, IPL it, if 
hot, contact your system support personnel. 



11 OB CORRECT FORM IS: 
(SEGNAHfi) 



{DOSGENICHSXGEN} LOCATION 



Expla nat ion; An invalid form of the EOSGEN 
or CHSXGEN command was specified. 



System Action ; Re » 24 

Execution of the command is terminated. 

system status remains the same. 



I he 



Oser Actioq; Correct and reissue the 
command, 'segname' is optional; if you do 
not specify it, it defaults to CHSDOS for 
DOSGEN and to CHSSEG for CHSXGEN. 



110S ERROR READING 'TAPn {(cuu)}« 

Explaxi§tJiP D - A permanent I/O error occurred 
while reading the specified tape, or the 
tape is not attached. 

Hysjej £££Ao.n: RC » 100 

Bxecution of the command is terminated. 
For the TAPE Command, if the DEN, 1RTCH, 
7TRACK, or 9TRACK options were specified, 
the modeset byte has been set for the 
specified device (TAPi, where: i = 1, 2, 3, 
4) or TAP1. The tape may not be in the 
same position as before the command was 
entered* 

qser Action ; If the tape is attached, make 
sure that it is the correct tape; rewind 
the tape via the TAPE REN command, position 
the tape, and retry. If the error persists, 
check the format of the tape for parity 
errors, missing tape marks, etc. For the 
TAPEHAC command, if the problem persists, 
use the OS utility IEHHOVE to create the 
PDS again on another tape. 

1112 {DOSGENICHSXGEN} FAILED DOE TO LOAD ERRORS 

Explanation: Errors occurred when trying to 
load (using the Loader) CHS text decks into 
the discontiguous saved segment. 



Sysjgm IsiisS EC = 3 6 

Execution of the command is terminated. 

system status remains the same. 



The 



JJjejg Action : Print or display the file On 
the A-disk with filename and filetjpe 'LOAD 
HAP', which contains diagnostic messages. 
In some cases. Loader messages may precede 
this message. If this occurs, refer to the 
Loader message and follow the user action 
given. 



111S ERROR WRITING 'TAPn (cutt) ' 

UEiafiaiisa: A permanent I/O error occurred 
when writing the specified tape. 



S vstem Action: RC - 100 

If the DEN, TRTCH, 7TRACK, 



or 9TRACK 
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options were specified, the mcdeset byte 
has been set for the specified device 
(TAPi, where: i = 1, 2, 3, 4) or TAP1. The 
tape may not be in the same position as 
before the command was entered. 

Oser Action ; Reissue the command. If the 
error persists, contact your system support 
personnel. 

112S 'mode (cuu) » DEVICE EBBOB 

Explanation : An error was encountered in 
trying to access the disk, either because 
it is an unsupported device, or because an 
I/O error occurred while reading in the 
master file directory from the device. 

System Action : BC = 100. 

Execution of the command is terminated. The 
system status remains the same unless 
another disk was replaced by this access, 
as indicated by message DMSACC724I. 

Oser Action: If this is the first time that 
you are using this CMS disk, use the FOBMAS 
command to format it. Beissue the command. 
If the problem persists, contact your 
system support personnel. 



113S {mode j DEVICE | DISK |PBINTEB|PUSCH|BEADEB|TAPn| 
TAPINJTAPOUT} (CUU) NOT ATTACHED 

Explanation: The specified device is not 
attached to the virtual machine. If the 
message is issued for a tape, it also may 
mean that the tape has net teen mounted or 
the device is not ready. 

System Action : BC = 100 

Execution of the command is terminated. The 
system status remains the same unless 
another disk was replaced fcy this access, 
as indicated by message DMSACC724I. 

Oser Action : If the specified device is a 
disk, issue the CP command LINK to attach 
the disk to the virtual machine, or ask the 
system operator to attach the disk tc your 
virtual machine. 

If the specified device is a printer, 
punch, or reader, use the CP command DEFINE 
to attach it to your virtual machine. 

If the specified device is a tape drive, 
ask the system operator to attach or mount 
the tape and ready the device. 

Then reissue the command. 



114E 'PBOGBAM* NOT LOADED; 
{NOT} ACTIVE] 



[CMS/DOS ENVIRONMENT 



Explanation: Either the CMS/DOS environment 
is active and you are trying to load a 
program that uses OS macrcs, or the CHS/DOS 
environment is not active and you are 
trying to load a program that uses DOS 
macros. Neither of these situations is 
allowed. 



System Actio n: EC = 40 or -0005 
The command is not executed. 

Oser A ction : Ose the CMS command SET to set 
DCS on or off, and reissue the command. 



114S »cuu» IS AN ONSOPPOBTEE DEVICE, OB 
BEQOESTED BLKSIZE IS NOT SaPPOBTED FOB THE 
DEVICE 

E xpla na tign : VM/SP does not support either 
the attached device or the requested block 
size. 

S ystem Action : BC = 88 

Execution of the command is terminated. 

The system status remains the same. 

Oser Action: Attach a device that is 
supported by VM/SP, or issue the command 
with a valid block size for the device* 



115E PHASE LOAD POINT LESS THAN 'address* 

E xplanation : The phase load point is less 
than the beginning of the user area. 

Syste m Action: BC = 40 

Execution of the command is terminated. The 
system remains in the same status as before 
the routine was entered. 

Oser Acti on : Ensure that the phase load 
point is "greater than or egual tc the 
beginning of the user area by altering 
linkage-editor control statements. 



115S {CONVEBSIONj {7|9}-TEACK| {800(6250} BPIJ 
TRANSLATION | DOAL-DENSlTlt} FEAT0BE NOT 
S0PPOBTED ON DEVICE *CUU' 

Explanation: The user has specified a tape 
mode~setting that reguires a feature not 
supported by the attached real device* 

S ys tem Action: BC - 88 

The system remains unchanged; the tape 

device has not been repositioned. 

2l§I Action: Beissue the command using mode 
options (nTBACK, DEN, TBTCH) appropriate 
for the attached devices; or attach a 
device with the appropriate features. 

116S LCADEB TABLE CVEBFLOW 

E xplanatio n: There are too many entry-point 
or control-section names in the loader 
table built during loading. 

System Action: BC - 104 
Loading is terminated. 

2§§I Action: IPL CMS again, redefine the 
number of leader tables with the SET 
command, and issue the LOAD/INCL0DS 
seguence (for DMSLIO) or the LCADHOD 
command (for DMSM0D) . 



138 IBM VM/SP system Messages and Codes 



ENS 



117S ERROR WRITING TO DISELAY TERMINAL 

Explanation: An I/O error occurred when a 
DIAGNOSE command was issued to write to a 
display terminal during an EDIT or System 
Product Editor session. 

System Action: EC = 100 

The EDIT session is terminated. The virtual 

machine is placed in CMS mode. 

For an XEDIT session, the terminal is set 
to typewriter mode, and the editing session 
continues. 

User Action: Retry the EDIT session. If the 
problem persists, contact your system | 
support personnel. I 

For the System Product Editor, the 
subcommand SET TERMINAL EISPIAY may be 
issued to return the editor tc display 
mode. If the problem persists, contact 
your support personnel. 



macro or if an I/O error is encountered by 
an OS CHECK, GET, or POT macro and a 
SYNADAF routine is not specified by the 
user. 

For DMSSVT, this message is built ty the 
simulation routine for the SYNAEAF macro; 
it is issued by a user SYNAD routine. If 
the message is printed by an OS program 
product SYNAD routine, the SYNAE routine 
usually places a message number of its own 
in front of the message number listed above 
and appends some information of its own to 
the end of the message. 

System Action: 

For DMSSCT and DHSSBS, CMS is terminated 

abnormally with an abend code of 1. 



For DMSSVT, 
execute. 



the program continues to 



For BMSFCH, RC = 100 and execution cf the 
command is terminated. 



118S ERROR PDNCHING FILE {'fn ft fm'} 

Explanat ion : An input/cutput error occurred 
while punching the file. 

System Action: RC = 100 

Some of the file may have been punched. 
The file being read is closed and an 
attempt is made to close the punch before 
terminating the command. 

User Act ion : Reissue the ccmmand. If the 
problem persists, contact ycur system 
support personnel. 



User A ction : Use the error code to 
determine the correct message and possible 
cause of the error. 



ALL DEVICES 



Code Meaning 

254 BSAM, BPAM, or BPAM-CHECK was called 
with an unposted ECE specified. 



DISK INPUT 



119S UNSUPPORTED 
{MACRO | SVC} 



FORM 



OF 



{•macro' | ' parm'} 



Explanation: An unsupported or invalid form 
of the macro or SVC listed in the message 
has been executed by a user program. 

System Ac tion : CMS is terminated abnormally 
with an abend code of X»400*. 

User Action : Check your program for an 
invalid or unsupported form of the macro 
listed in the message. 



120S {IN|OUT}PUT ERROR CODE • nn' ON • ddname' 

Explanation: The indicated error code was 
returned from an OS READ, WRITE, GET, or 
PUT macro. 

The error code in the message is supplied 
only if the error was an INPUT or OUTPUT 
error, not if it was a FIND, POINT, ESP, or 
some other type of operation error. Error 
codes differ for the various types of 
devices. Error code meanings are listed 
below. 

For DMSSCT, CMS issues this message if an 
I/O error is encountered by an OS CLOSE 



Code Me anin g 

1 The file was not found. 

2 The virtual storage area was not 
within the limits of the virtual 
machine. 

3 A permanent disk error occurred. 
5 The number of items was zero. 

7 The fixed/variable flag in FST entry 
was not F or V. 

8 The given storage area was smaller 
than the actual size of the item read. 
(Recoverable error; the number of 
bytes corresponding to the size cf the 
buffer have been read.) 

9 The file is open for writing; it must 
be closed before it can be read. 

11 The number of items is greater than 1, 
for a variable-length file. 

12 An unexpected end of file occurred 
(the item number specified exceeds the 

number of items in the file) . 

13 A variable-length file has an invalid 
displacement in the active file table. 

25 Insufficient virtual storage is 
available. 

26 Heguested item number is negative, or 

item number plus number of items 
exceeds file system capacity. 
80 An I/O error occurred while reading an 
OS data set or DOS file. 
255 BDAM or ESAM (CREATE)- either: 
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1. A specification error occurred, 
or 

2. An I/O error occurred while 
reading or writing KEYS, or 

3- The XTENT option was not 
specified in the FTLEDEF command, 
or the XTENT was too small. 
BPAM - An I/O error occurred while 
reading in cr writing cut the 
directory of a MAC1IB file. 

Note: All errors except 8 (above) cause 
execution of the command to terminate. 
Error 8 is valid if reading the first 
portion of a large reccrd into a small 
buffer. 

DISK ODTPOT 

Code Meaning 

1 The filename or filetype was not 
specified, or is invalid. 

2 The virtual storage address is zero. 

4 The first character mode was invalid. 

5 The second character mode was invalid. 

6 The number of records in the file is 
too large; it cannot exceed 65,533. 

7 An attempt was made to skip ever an 
unwritten variable-length item. 

8 The number of bytes was not specified. 

9 The file was already active for 
reading. 

10 The maximum number of CHS files (3500) 
was reached. 

11 The fixed/variable flag was net F or 
V. 

12 The mode is S (system) or other 
read-only disk. 

13 The disk is full. 

14 The number of bytes to be written is 
not integrally divisible by the number 
of records to be written. 

15 The length of this item is not the 
same as the previous item. 

16 The fixed/variable flag is not the 
same as that of the previous record. 

17 A variable-length item is greater than 
65K bytes. 

18 The number of items is greater than 1 
for variable-length file. 

19 The maximum number of data blocks per 
file (16060) was reached. 

20 An invalid character was detected in 
the filename. 

21 An invalid character was detected in 
the filetype. 

22 Virtual storage capacity has been 
exceeded. 

25 Insufficient virtual storage is 
available. 

26 Reguested item number is negative, or 

item number plus number of items 
exceeds file system capacity. 

27 An attempt was made tc update a 
variable length item vith one of a 
different length. 

255 BDAM or BSAM (CBEATE) 

1. A specification 
or 

2. An I/O error occurred while 
reading or writing KEYS, cr 

3. The XTENT option was not 



specified in the FIIEDEF command, 
or the XTENT was too small. 
BPAM - An I/O error occurred while 
reading in or writing out the 
directory of a MAC1IB file. 

CCNSCLE INPUT 

Code Meaning 

2 Invalid code - no read was issued. 

12 A null line or end-of-file condition 
was encountered. 

CONSOLE ODTPOT 

None. 

122! I1RR1 hM QOIPPT 

Code Meaning 

1 An invalid function or option list was 
encountered. 

3 A permanent I/O errcr occurred. 

4 An invalid device identification was 
specified. 

5 The tape was not attached. 

6 The tape is file protected. 

7 A serious tape error occurred. 

8 Incorrect length error. 

12 An end-of-file or end-of-tape 
condition was encountered. 



EBINTEB 

C ode Meaning 

1 The buffer size is too large. 

2 Channel 12 was sensed (virtual 3211 
only) . 

3 Channel 9 was sensed (virtual 3211 
only) . 

5 An unknown error occurred. 
100 The device is not attached, or 
intervention is reguired. 



CAED EEADEE 



Code 


Meaning 


~2 


The file 


3 


An unknc 


4 


The devi 


5 


The cou 




regueste 


8 


The giv 




than the 




(Becover 




bytes co 




buffer h 


12 


End of f 


100 


The devi 


CABE 


PONCH 



- either: 

error occurred, 



was not read, 
wn error occurred, 
ce is not operational, 
nt was net egual tc the 
d count, 
en storage area was smaller 

actual size of the item read, 
able error; the number of 
rresponding to the size cf the 
ave been read.) 
ile was reached, 
ce is not attached. 



Code Meaning 

2 An unrecoverable unit check occurred. 

3 An unknown error occurred. 

4 The device is not operational. 
100 The device is not attached. 
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121S UNSOPPORTED SVC svc (HEX 
addr 



xx) CaillD FROM 



Explanation : The caller issued an SVC, 
specifying a number that was not recognized 
by the CHS or CMS/DOS SVC handler. 



The CMS SVC handler 
following SVC numbers: 



recognizes 



the 



• SVC 202 (X«CA») and SVC 203 (X'CB') are 
always recognized by the CMS SVC 
handler, since these SVCs are used to 
specify CMS system functions and 
commands. 

• A program may specify an SVC handling 
routine by means of the HNDSVC function. 
Until cleared, these SVC numbers are 
recognized by the SVC handler. 

• Certain SVC numbers are supported by the 
OS macro simulation routines. There are 
two types of these simulation routines. 
The SVC numbers supported fcy the 
storage-resident CMS nucleus are always 
recognized by the SVC handler. Those 
supported by the disk-resident transient 
library are recognized by the SVC 
handler only if the file DMSSVT module 
can be found. 

• Certain SVC numbers are supported ty the 
DOS macro simulation routines. The SVC 
numbers supported by the shared segment 
resident routine are always recognized 
by the SVC handler. 

Sy st em Action : After the error message is 
displayed, no further action is taken. 
Control returns to the routine that made 
the SVC. For DMSDOS, EC = 100, and 
execution of the command terminates. 



123S ERROR «nn» {PRINTING | PUNCHING} FILE »fn ft 
fm« 

Expl anation : An I/O error was encountered 
while attempting to print or punch a 
record. Refer to message DMSxxx120S for an 
explanation of error codes. 

System Action: RC = 100 

The output device is closed and execution 

of the command is terminated. 

Dser Action: Use the error code to 
determine possible cause of error. Reissue 
the command, and if the error persists, 
contact your system support personnel. 



124S ERROR READING CARD FILE 

Explanation: A permanent input/output error 
occurred when reading a specified file. 

System Actio n: RC = 100 

Execution of the command is terminated. The 
reader is closed with the HOLD option to 
attempt to preserve the file. 

Dser A ction : Reissue the command. If the 
error persists, contact your installation 
support personnel. 



125S PERMANENT 0NIT CHECK ON DISK » mode (cuu) • 

Explanation : An unrecoverable I/O error 
occurred on the specified dish. 

System A cti on: RC = 100 

Execution of the command is terminated. 

Some cylinders may have been formatted. If 

so, the number is indicated by message 

DMSFOR732I. 



User Action: To stop execution of the 
program, type HX. You can remove the 
specified SVC call from the caller's 
program, or use the CMS SVC handler 
function (HNDSVC) to provide your own 
routine to handle the specified SVC. 



122S ERROR IN CALL TO routine FBCM 
CODE nnn (HEX xxxxxx) 



addr, ERROR 



Explanation: A CMS SVC (202 or 203) 
instruction was executed, and no provision 
was made for an error return from the 
routine processing the SVC. Nonetheless, 
an error occurred. "nnn" is the return 
code, in decimal, issued by the routine 
given in the message; "xxxxxx" is the same 
return code, in hexadecimal. 

System Action : The system is terminated 
abnormally with abend code X'0F3'. 

Us e r Action : If you enter EEBOG and type 
GO, control returns to the point to which a 
normal return would have been made. 
Register 15 contains the error code. 



Oser Action : Contact your system support 
personnel. 



126S ERROR {READING | WRITING} LABEL ON DISK 
• mode (cuu) » 

Exp lanation : An unrecoverable I/O error 
occurred on the specified disk. 

S ystem Actio n: RC = 100 

Execution of the command is terminated. The 

system status remains the same. 

User Action : Contact ycur system support 
personnel. 



127S UNSUPPORTED DEVICE FOR ddname 

Expla na tion: The command does not support 
the device~specified for the given ddname. 

System Action: RC = 100 

Execution of the command is terminated. The 

system status remains the same. 

User Action: Reissue the FILEDEF command, 
specifying the correct device type, and 
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retry the command. If the error persists, 
call your system support personnel. 



128S I/O EEEOH ON INPUT AFTEB HADING nnn 
EECOBDS: INPUT EEEOE code ON ddname 



User Action ; Make sure that the nucleus 
cylinder number is not larger than the size 
of the disk. If it is, perform an IEL and 
specify the correct cylinder number. If it 
is not, call your system support personnel. 



Explanation; The SYNAD exit was taken in 
response to an OPEN, GET, or CLOSE macro on 
the DCB for the specified ddname. The 
meaning of the error code can be found in 
the explanation of message DMSxxx120S in 
this manual. 

System Action; EC = 100 

Execution of the command is terminated. The 

system status remains the same. 

User Action ; Correct the condition causing 
the I/O error, and reissue the command. 



129S I/O EEEOE ON OUTPUT WEITING BECCEE NUMBEE 
nnnn; OUTPUT EEEOE code ON ddname 

Explanation; The SYNAD exit was taken in 
response to an OPEN, PUT, or CLOSE macro on 
the DCB for the specified ddname. The 
meaning of the error code can be found in 
the explanation of message DMSxxx120S in 
this manual. 



T32S FILE »fn ft fm« TOO LABGE 

E xplanation ; The specified file is too 
large for the user's virtual machine. 

System Action; EC = 8 8 

Execution of the command is terminated. The 

system status remains the same. 

User Action; Split the file, or use the CP 
command DEFINE to increase the size of the 
virtual machine, and reissue the command. 



133S INVALID GETHAIN CE FBEEMAIN SPECIFICATION 

Exp la natio n; Either the user passed invalid 
parameters or the GETHAIN or FBEEMAIN chain 
has been destroyed. 

System Action: The system is terminated 

abnormally with abend code X»704', X'705«, 

X'804», X'80A', X«905», X»90A», X'A05», or 
X'AOA'. 



System Act ion: EC = 100 

Execution of the command is terminated. The 

system status remains the saie. 

User Action: Correct the condition causing 
the I/O error, and reissue the command. 



2.§§I Action: Check for possible GETMAIN or 
FBEEMAIN specification errors in the user 
program. 



13US UNSUPPOETED 
addr. 



SVC 203 CODE nn CALLED FBOM 



130S BLOCKSIZE ON 
THAN 9 



V FOEMAT FILE ddname IS LESS 



Explanation: The FILEDEF for the ddname 
specifies a record format (BECFM) of V, but 
the specified blocksize (ELOCK) is less 
than nine. 

Note: A block of a variable length 
(V-format) file begins with a four byte 
field giving the size of the block. 
Furthermore, each logical record within the 
block begins with a four byte field 
specifying the size of that logical record. 
For that reason, a V-format file cannot 
have a blocksize less than nine. 

System A ction ; EC = 88 

Execution of the command is terminated. The 

system status remains the same. 

User Action; Specify a blocksize of nine or 
greater, and retry. 



131S IPL DEVICE WRITE I/O EEEOE 

Explanation: An uncorrectable I/O error 
occurred while writing the nucleus. 

System Action : The system continues as if 
the user had responded "no" to EMSINI607H. 



Explanation; SVC 203 was executed, and the 
halfword code following it was not 
recognized by the system. 

System Actio n: The system is terminated 
abnormally with abend code X*0F1'. 

Use r Action : If you enter DEBUG and type 
GO, control returns to the point following 
the SVC call. 



135S MAXIMUM SVC DEPTH 'nnnn* 
WITH CALL AT addr 



HAS BEEN EXCEEDED 



Explanation : SVC recursion occurs when one 
SVC handling routine executes an SVC 
instruction which invokes another SVC 
handling routine which, in turn, executes 
an SVC instruction. This can happen, for 
example, when EXEC files make nested calls 
to other EXEC files. 

The CMS system does not allow the nesting 
level of SVCs to exceed 'nnnn'. 

System Action: The system is terminated 
abnormally with abend code X'0F2*. 

User Action : Type in the next command; this 
will cause abend recovery to take place. 
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136S UNABLE TO LOAD 'IDCAMS' 

Expl anation ; The command has not been 
executed because Access Method Services 
could not successfully load the EOS/VS 
IDCAMS Access Method Services program. 

sys tem Acti on: EC = 104 

Execution of the command is teruinated. 

The system status remains the same. 

User A ctio n: Verify whether sufficient 
virtual storage is available to run Access 
Method Services under CMS/VSAM. If not, 
define a larger virtual machine, IPI CMS 
again, and reissue the command. If 
sufficient storage was available, contact 
your system support personnel. 



loading a disabled wait state PSN. 
User Actio n: IPL CMS again. 

138S EEHOB nn EEASING fn ft BEFOBE LOAEING TAPE 

Expl anatio n: After determining that there 
was a file named 'fn ft* on the A-disk, an 
attempt was made to erase it before 
continuing the PDS load from tape. However, 
the erase failed for the specified reason. 

Code Meaning 
21 The disk is read-only, or the option, 

parameter, mode, or fileid is invalid. 

Erase is not allowed. 
28 The file was not found. 
36 The disk is not accessed. 



136T SVC CAI1 FROM addr ILLEGALLY BE-ENTEBS 
INTSVC. BE-IPL CMS 

Explanation: The CMS nucleus has failed. 
An SVC instruction was executed 
unexpectedly by the CMS nucleus before 
interpretation of the preceding SVC call 
had been completed. 

System Action : The system is terminated by 
loading a disabled wait state PSW. 

Ijser Actio n: Issue the CE EDMP command to 
get a dump of virtual storage, save the 
output, and call IBM for software support. 
Then IPL CMS again. 

137S EBBOB nn ON STATE FOB 'fn ft fm' 

Ex planation : An error occurred while 
attempting to determine if a 'fn ft* exists 
that must be erased before continuing to 
load the tape. 

nn indicates the nature of the error; it 
may be one of the following: 

Code Meaning 
20 An invalid character appeared in the 

fileid. 
36 The disk is not accessed. 

System Action: EC = 100 

The tape is positioned within the data 

file. 

Pfs.er Actio n: If you can determine the 
problem from the "Explanation" and remedy 
the condition, reissue the command. 
Otherwise, reissue the command and if the 
problem persists, contact your system 
support personnel. 



System A ctio n: EC = 100 

Execution of the command is terminated. The 

tape is positioned within the data file. 



User Action : Access the A-disk in 
mode and reissue the command. 



write 



138T 'DMSKEY' CALX FBOM addr 
STACK, WITH MAX DEPTH 7 



OVEBELOKS KEY 



Explanation: The DMSKEY key stack 
overflowed. For a complete description of 
the EMSKEY key stack, see the description 
of the EMSKEY macro in the VMZ-S System 
l£fiai§ISS£ls G uide . 

S yst em Acti on: The system is terminated 
abnormally with abend code X'0F4«. 

Us er Actio n: If you enter DEBUG and type 
go, execution continues and the EMSKEY 
macro is ignored. 



139S TAPE FILE EXCEEDS 9 CMS MACLIES 

Explanation: Hine CMS MACLIEs have already 
been created and there is still more data 
on the tape. 

Syst em A ctio n: BC = 104 

Execution of the command is terminated; the 

tape is positioned within the data file. 

User Action: If possible, increase the 
ITEMCT~value in order to create larger CMS 
files. If this is not possible, it may be 
necessary to use the TAPPDS command to load 
each member as a different file on the disk 
and then create the HACLIBs from the 
individual files using the MACLIE command. 



137T CALL TO routine FBOM addr DESTEOYED SYSTEM 
SAVE ABEA. BE-IPL CMS 

Exp lana tion: A critical system control 
block was found to contain invalid 
information upon return from a function or 
command. 

Sys tem Action : The system is terminated by 



I39T "DMSKEY 
STACK 



BESET' 



FBOM addr UNDEBFLOWS KEY 



Explanat ion : The EMSKEY key stack was empty 
and~a~ program routine tried to delete one 
lore key from it. For a complete 
description of the DMSKEY key stack, see 
the description of the EMSKEY macro in the 
VM/S P System Programm er's Guide . 
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System Action: The system is terminated 
abnormally with abend code X'OFS'. 

User Action ; If you enter EEBUG and type 
"go", execution continues and the EMStfEY 
macro is ignored. 



140S {'function' | FEOVDJ SEOV| FECV} 

{MACRO | FUNCTION (S)} NOT SUPPORTED 

CMS/DOS 



IN 



Explanation; CMS/DOS does not support the 
specified macros or functions. 

S ys tem Action : RC = 100 

Execution of the command is terminated. 

Oser Actio n; Eliminate the unsupported 
macros or functions from the user program 
and reissue the command. 

140T routine ROUTINE CALLED FROM addr DID EMSKEY 
WITH NO RESET. 

Expla nation ; When control returned from a 
command or function, the DMSKEY key stack 

for that command or function was not empty. 

For a complete description of the DMSKEY 

key stack, refer to the description of the 

EMSKEY macro in the VM/SP System 
Programmer's G uide . 

System Action; The system is terminated 
abnormally vith abend code X'0F6'* 

User Action: If you enter EEBOG and type 
"go", control returns from the function or 
command as if the key stack were empty* 



| 141S {DOSGENICMSXGEN} FAILEE COE TC 
i ERRORS 



SAVESYS 



Explanation: Errors occurred while trying 
to issue the CP SAVESYS command to sate the 
discontiguous shared segment. 

System Action : RC = 100 

Execution of the command is terminated. The 

system status remains the sane. 

Us.er Action : A CP error message was issued 
before this message. Locate the CP error 
message and follow the user action given. 

141T exception EXCEPTION OCCUBRED AT addr IN 
ROUTINE called 

Exp la nation : The specified hardware 
exception occurred at the specified 
location. 

System Action: The system is terminated 
abnormally with abend code X'OCn*, where n 
depends oh the type of exception: 



n 


112$ 







Imprecise 




1 


Operation 




2 


Privileged 


operation 


3 


Execute 




4 


Protection 




5 


Addressing 





6 Specification 

7 Decimal data 

8 Fixed-point overflow 

9 Fixed-point divide 
A Decimal overflow 

B Decimal divide 

C Exponent overflew 

D Exponent underflow 

E Significance 

F Floating-point divide 

User Action: Enter DEBUG mode to examine 

the PSW and registers at the time of the 
exception. 



142S SAVED SYSTEM NAME 'name' INVALID 

Explanation: The name specified with the 

SET command was not the same as one of the 

labels in the SYSNAMES table; that is, it 

was not CMSSEG, CMSDOS, CMSAMS, or CMSVSAB* 

sLyjiiS! Act io n: RC = 24 

Execution of the command is terminated* 



User fl ction : Reissue 
specifying a valid name. 



the 



command, 



142T exception EXCEPTION OCCURRED AT addr IN 
ROUTINE routine DURING 'SPIE' EXIT RO0TINE 

Explanation: The specified hardware 
exception occurred during a SPIE exit 
routine. 

§JSi§fi Action: The system abends with abend 
code X'OCn', where n depends on the type cf 
exception. 

n T.yp§ 

Imprecise 

1 Operation 

2 Privileged operation 

3 Execute 

4 Protection 

5 Addressing 

6 Specification 

7 Decimal data 

8 Fixed-point overflow 

9 Fixed-point divide 
A Decimal overflow 

B Decimal device 

C Exponent overflow 

D Exponent underflow 

E Significance 

F Floating-point divide 

£§££ Ac tion : Enter DEBUG mode to examine 
the~PSW~~and registers at the time cf the 
exception. 



143S UNABLE TO LOAD SAVED 
[ 'ERROR CODE=nn] 



SYSTEM OR LOAD MODULE 



Expl a natio n: Neither a cms segment nor an 
EDMAIN load module is available. 

£o,de Meaning 

2 - indicates DCSS was not available, and 
the CMS subset was active sc the 
XEDMAIN module could not be loaded. 
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4 - indicates DCSS was available but an 
error occurred while trying tc load 
it. The CMS subset was active and the 
XEDMAIN module could not be loaded. 

System Action : EC = 40 

Execution of the command is terminated. The 

system status remains the same. 

User Action : Access a disk tiith an EDHAIN 
NODDLE or use the SET command to ensure 
that the CHSSEG entry in the SYSNAHES table 
contains the name cf an available CHS 
segment. 



143T exception EXCEPTION OCCUBBED AT addr in 
SYSTEM BOUTINE called. IPX CMS again 

Explanation: The specified hardware 
exception occurred in a CHS system routine. 



are defined in the FVSSECT of the 
£l£a Areas and Control Block logi c. 



1&/HE 



Syst em Action : The CNS system halts 
loading a disabled wait state PSW. 



by 



Dser Actio n: You may continue processing 
(with DEBUG) by using the CP command STOEE 
PSfl to turn off the wait state bit in the 
virtual PSW, leaving the address field 
unmodified; then type BEGIN. 

Note, however, that the exception nay have 
occurred in a vital systeir function, and so 
the system may no longer function properly. 
You may even lose your read/write disks. 
If this happens, IPL CMS again. 



144S BEQUESTED FILE IS IN ACTIVE STATOS 

Explanation: The fileid specified in the 
EDIT command line is that of a file 
currently in use, or in active status. The | 
read pointer for the file may be at anv | 
record in the file, which would cause that | 
record to be read into storage bj the | 
Editor as the first record in the file. A | 
subseguent FILE or SAVE command would | 
result in loss of records prior tc the 
first record read intc storage. This 
problem could exist if an EXEC is being 
executed which includes an EDIT command 
specifying the fileid of the EXEC. 

Sy stem Acti on: Execution of the command is 
terminated. The system status remains the 
same. 

Dse r Action : Ensure that the file is not 
active when the EDIT command is issued. In 
the EXEC example, change the EXEC and issue 
the EDIT command separately. 



144T exception EXCEPTION CCCUEBEE AT addr IN 

EODTINE called WHILE •UFDBUSY* = xx. IPX 
CHS AGAIN 

Explanation : A program exception occurred 

in a routine that updates the user file 

directory for a read/write disk. The 

DFDBOSY flags are set. The UFDBUSY flags 



S ystem Action : The CNS system halts by 
loading a disabled wait state PSD. 

fiser Act ion : You can continue processing by 
using the CP command STOEE PSW to turn off 
the wait state bit in the virtual PSD, 
leaving the address field unmodified; then 
type BEGIN. 

Note, however, that the exception may have 
occurred in a vital system function, and so 
the system may no longer function properly. 
You may even lose your read/write disks. 



145S INTEEVENTION EEQUIBED CN {PEINTEB| PONCH} 
E xplanation : This message is issued if: 

• The punch cr printer is not ready. 

• Spooling space is exhausted while a file 
is being punched or printed. 

• FCB (3203/3211) does not match carriage 

control 

System Action: EC = 100 

If the punch or printer was not ready, the 
system status remains the same. If 
spooling space was exhausted, the file has 
been punched or printed up to the point 
where the space ran out, and the system 
operator has been notified of the 
condition. 

O ser Actio n: Beady the punch or printer via 
the CP BEADY command. If spooling space 
was exhausted, ask the VM/SP system 
operator when spooling space will be 
available for punching or printing the file 
again. The form control buffer should be 
loaded if the printer was previously 
attached to a user or there is a mis-match 
between the FCB and carriage control. If 
the FCB needs to be loaded, refer to 
LOADBUF command in the Operator's Guide. 



148T SYSTEM ABEND XXX CALLED FEOM «addr» 

Explan ation : The system detected a 

condition that made it impossible to 

continue execution of your program or 
command. 

S.Y.§££! Action: The system clears any 
stacked input lines and allows you to enter 
your next command. 

If you enter the DEBUG command, DEBUG mode 
is entered with the PSW and registers set 
as they were when the abend occurred. If 
you enter any other command, the abend 
recovery routine releases all your virtual 
storage and reinitializes the command 
handling mechanism before executing your 
next command. 

User Action: Enter a valid command. 
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149T nnn (HEX xxx) DOUBLEWORDS OF SYSTEM STOEAGE 
HAVE BEEN DESTBOYED. RE-IP1 CMS 

Expl anation : In attempting to recover from 
a system abend, the abend recovery routine 
discovered invalid data in some critical 
system storage area. 



System A ctio n: The CMS system halts 
loading a disabled wait State PSW. 



by 



Us er Action : If you wish tc continue abend 
recovery, use the CP STOBE command PSW to 
turn off the wait state bit, leaving the 
address field unmodified; then type BEGIN. 
However, the system may be unable to 
continue operating properly, and, in the 
worst case, you may destroy your read/write 
disks. 



150W nnn (HEX xxx) DOUBLEWORDS CI SYSTEM STORAGE 
WERE NOT BECOVERED 

Explanation: In attempting to recover from 
a system abend, not all system storage was 
recovered. 

System Action : Abend recovery proceeds as 
if storage recovery had been successful. 

User Action : You may continue processing; 
your program should be executed correctly. 
Note, however, that the amount of storage 
available to your program is reduced by the 
amount shown in the message. 



151E 3278 MOD 5 DISPLAY TERMINAI 
BY OLD CMS EDITOR 



NCI SUPPORTED 



Expl anation : The 3278 MOD 5 is a new 
display device and is net supported ty the 
old CMS editor. 



;Ly.s£f:! Action : 
terminated. 



The EDIT session 



User Action : The 3278 MOD 5 display device 
may be used under the system product editor 
in edit compatibility mode. For details, 
refer to the System Product Editor Command 
and Macro Reference. 



152T SYSTEM ABEND xxx CALLED FROM addr 
'UFDBUSY' = XX. RE-TPL CMS 



WHILE 



system abend occurred 

updates tie user 
a read/write disk. 



in a 

file 

The 



Explanation : A 

routine that 

directory for 

UFDBUSY flags are set. The UFDBUSY flags | 

are defined in the FVSSECT of the VM^SP 

Data Areas an d Control Block Logic. 

System Action: The system is terminated by 
loading a disabled wait state PSW. 

Use r Actio n: If you wish to continue abend 
recovery, use the CP command STORE PSW to 
turn off the wait state tit leaving the 
address field unmodified and type BEGIN. 
Eowever, the system may be unable to 



continue operating properly, and, in the 
worst case, you may destroy your read/write 

disks. 



153W «HX* DURING ABEND PROCESSING WAS IGNOBED 

Explanation: 'HX' was typed while the abend 
processing routine was in progress. 

System A cti on: The system ignores the 'HX' 
and continues abend processing. 

User Action: None. 



154T SAVE AREA FOR SVC CALL 
ALLOCATED 



FROM addr CANNOT BE 



Expl anation: Insufficient free storage is 
available to allocate a save area for an 
SVC. 

System Action: The system is terminated 
abnormally with abend code X»0F0'. 

0s££ Action: If the abend was caused by an 
error in the application program (such as 
an unending loop) , fix the program and 
retry. If not, use the CP DEFINE command to 
increase the size of your virtual storage, 
IPL CMS again, and reissue the command. 



155T USES ABEND nnnn CALLED FBOM addr 

Explanation: An abend macro was executed at 
the specified location. 

System a nd User Action: The system clears 
any stacked input lines and allows you to 
type in your next command. 

If you enter the DEBUG command, DEBUG mode 
is established with the PSW and registers 
set as they were when the abend occurred. 
If you enter any other command, the abend 
recovery routine releases all your virtual 
storage and reinitializes the command 
handling mechanism before executing your 
next command. 



156E {FROM | RECORD} 'nnn» NOT FOUND - FILE «fn ft 
fm» HAS ONLY 'nnn' RECORDS 

Explanation: The FROM option was given in 
the command line or set up by the DEFAULTS 
command to specify the starting record of 
the copying operation, but the specified 
input file does not contain that many 
records. 

System Action: RC = 32 

Execution of the command is terminated. The 
system status remains the same, with the 
following exceptions: 

• If the APPEND option was specified and 
the copying process began before the 
error was discovered, records have been 
appended to the output file. 
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• If the NEWFILE (the default) , EEELACE, 
or OVLY option was specified and the 
copying process began before the error 
was discovered, then CCPYFILE CMSUT1, on 
the output disk, contains the records 
copied so far. 

• If in multiple-output-file mode, several 
output files may have been created 
before the error was discovered. 

For the XEDIT command, a GET subcommand was 
issued that specified a record number 
beyond the end of file. 

User Action; Reissue the command, 
specifying a valid starting record. 

157E LABEL 'label' HOT FCUHE IK HIE ' f n ft fm» 



full. If so, more disk space must be 
found. Issue the MACLIB MAP command to 
determine the contents of MACLIB. 



158E NO CMS/DOS PBOCEDUBE LIERABY SUPPOBT 

Explanation: CMS/DOS does not support the 
reading cr writing of the DOS/VS procedure 
library from the user program. 

System Actio n: EC = 100 

Execution of the command is terminated. 

Sser Ac tion : Correct the ten-byte field 
passed to DMSOPL ($$BGPNLB) to indicate 
source library processing. Then reissue 
the command. 



Explanation : The FELAEEI option was 
specified in the command line, tut the 
given label was not found in the specified 
input file. 

System Action: EC = 32 

Execution of the command is terminated. The 
system status remains the same, with the 
following exceptions: 

• If the APPEND option was specified and 
the copying process began before the 
error was discovered, records have been 
appended to the output file. 

• If the NEWFILE (the default) , EEPLACE, 
or OVLY option was specified and the 
copying process began before the error 
was discovered, then COPYFILE CMS0T1, on 
the output disk, contains the records 
copied so far. 



159T INSUFFICIENT STOEAGE AVAILABLE TC 
DMSFBEE BEQUEST FBOM addr 



SATISFY 



User Action : Reissue 
specifying a valid label. 



157S MACLIB LIMIT EXCEEDED {, 
WAS ' membername'} 



the 



command, 



LAST MEMBER ADDED 



Explanation: While files were being added 
to a MACLIB, either the maximum CMS file 
size (65533 items) was exceeded or the 
MACLIB disk space was filled. If the error 
was detected while writing the first member 
to a MACLIB, the last part of the message 
is omitted and message DMSLBM213W is also 
issued. Otherwise, the member name cf the 
last successful addition is displayed. 

System Action : RC = 88 

Execution of the command is terminated. 

All successful additions made befcre the 

limit was exceeded are contained in the 

MACLIB. 

User Action: Issue the LISTFILE command to 
determine if the number of MACLIB items is 
approaching 65533. If so, no more macros 
may be added to the MACLIE: it is at the 
CMS f)ile size limit. Generate another 
MACLIB. 

Issue the QUERY command to see if the 
MACLIB disk is approximately 97 percent 



Explanation: A DMSFBEE reguest from the 
specified location could not be satisfied. 
If the reguest was variable, then even the 
minimum reguest could not be satisfied. 

System A ctio n: The system makes nc further 
attempt to allocate storage, and takes 
further action depending on the type of 
DMSFBEE call that was made: 

• If the call was conditional (the EER= 
option was specified) , a return is made 
to the caller with a return code of 1. 

• If the call was unconditional and was 
made via SVC 203, a system abend 0F7 
occurs. 

• If the call was unconditional and was 
made by specifying T?PCALL=BALB in the 
DMSFBEE macro, a system abend 0F8 
occurs. 

Dser Ac tion : In the case of conditional 
reguests, the programmer has presumably 
anticipated an error situation, and no 
further action is required. In the ease of 
a system abend, issue the DEBUG ccmmand to 
attempt recovery from the situation. 



160S JOB CANCELED DUE TC EBOGBAM BEQUEST 

Explanation: The job has been canceled 
either~by a CANCEL macro issued from the 
user's program or from the CMS/DOS routine 
when an error was encountered during 
execution. 

System Action: EC = 100 is given if CMS 
initiated the cancel. Otherwise the 
appropriate return code (from - 255) will 
be passed back to the user (this is the 
return code passed from the user to 
DMSDOS) . If the return code passed to 
DMSDOS is greater than 255, then DMSEOS 
passes a special EC=101. 

2§er Action: If the cancel was initiated by 
the user's reguest, no action is needed. 
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If an error message precedes this message, 
follow the user action of the preceding 
message. 



160T INVALID DMSFREE CALL FROM addr 

Explanation: An invalid DMSFREE request was 
made. One of the following has occurred: 

• The number of doublewords reguested was 
zero or negative. 

• For variable requests, the minimum 
request was greater than the maximum. 
(Note that this error is never detected 
if the maximum request can be satisfied. 
This point can be important where a 
program that has run successfully 
suddenly fails when less storage is 
available.) 

System Action: The system makes no further 
attempt to allocate storage, and takes 
further action depending en the type of 
DMSFREE call that was made: 

• If the call was conditional (the EER= 
option was specified) , a return is made 
to the caller with a return code of U. 

• If the call was unconditional and made 
via SVC 203, a system abend 0F7 occurs. 

• If the call was unconditional and was 
made by specifying TYPCAII=BALR in the 
DMSFREE macro, a system abend 0F8 
occurs. 

User A cti on: In the case of conditional 
requests, the programmer has presumably 
anticipated an error situation, and no 
further action is required. In the case of 
a system abend, use the LEBUG command to 
attempt a recovery from the situation. 



161S UNEXPECTED ERROR CODE • nn « CN ' SYSxxx' 



DOS-formatted disk. 

7 A specified CCH command is unsupported 
in CMS/DOS. 

8 An attempt has been made to read from 
a disk not in CMS, DOS, or OS format. 

9 End-of -extent encountered before 
end-of-file on a DOS formatted disk. 

10 No DOSCE was found for the file 
associated with this request. 

11 The disk associated with this logical 
unit is not accessed. 

12 The disk associated with this request 
is not in a recognizable format (for 
example, OS, DOS, CMS). 

13 In attempting to find the real Common 
VTOC Handler for a DOS formatted disk, 
the CMSBAM segment was not found. 

14 The real Common VTOC Handler was not 
found in the CMSBAM DCSS. 

15 The attempted PVTOC request is not 
supported. 

16 No free storage available to process 
this request. 

17 The specified loqical unit is not 
assigned. 

18 Incorrect F1 label address specified 
on a PVTOC READ by address or PVTOC 
WRITE by address request. 

19 The CMS file specified for this 
request was not found. 

20 The physical device assigned tc this 
logical unit is not the same as the 
device specified for this logical unit 
in the DOSCB. 



Explanation: An error occurred during an 
EXCP (SVC 0) request or during CVTOC, 
PVTOC, or CVTOC macro processing. Error 
codes 1-9 are for EXCP error codes; 10-20 
are for OVTOC, PVTOC, and CVTOC. The error 
code indicates the type of error that 
occurred: 



System Action: EC = 100 

Execution of the routine is terminated. 

User Ac tion : Use the error code to 
determine and correct the possible cause of 
error. 



Code Meaning 

1 No channel program (s) (CCH) address 
was specified in the CCE. 

2 The logical unit specified in the CCB 
is unassigned. 

3 The device specified for the logical 
unit in the CCB is unsupported. 

4 An invalid CCH command code was found. 

5 The logical unit specified in the CCE 
is assigned to an unknown disk. 

6 An attempt has been made to write to a 



161T INVALID DMSFRET CALL FROM addr, ERROR 
NUMBER nn 

l2£i3iJ3ii2S : An invalid DMSFRET request was 
made from the specified address. The error 
number indicates the type of error that 
occurred: 

Error 

So. Meaning 

■5 The number of doublewords specified 
was zero or negative. 

6 The block of storage being released 
was never allocated by DMSFEEE. Such 
an error is detected if one of the 
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following is found: 

• The block does not lie entirely 
within those sections reserved for 
DMSFEEE storage. 

• The block crosses a page boundary 
that separates a page allocated for 
TYPE=USEB storage from a page 
allocated for TYPE=NUCLEUS storage. 

• The block overlaps another block 
already on the free storage chain. 

7 The address given for the block being 
released is not doubleword aligned. 

System A ction : The system makes nc further 
attempt to release the storage block, and 
takes further action depending on the type 
of DMSFEET call made: 

• If the call was conditional (the EEE= 
option was specified) , a return is made 
to the caller with a return code of 5, 
6, or 7. 

• If the call was unconditional and was 
made via SVC 203, a system abend 0F7 
occurs. 



been destroyed. 

Since these storage 

unprotected, a user 

inadvertently destroy them 

a protection violation. 

error code" in the error 

error analysis by system programmers. 

System Acti on: The system first displays 
message DMSFBE165T. 
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Further system action depends on the type 
of DMSFEEE or DMSFBET call that was made: 

• If the call was conditional (the EEE= 
option was specified) , a return is made 
to the caller with a return code of 2. 



• If the call was unconditional and was 

made by specifying TYPCAI1=EAIB in the 

DMSFEEE macro, a system abend 0F8 
occurs. 

User Action: In the case of conditional 
reguests, the programmer has presumably 
anticipated an error situation, and no 
further action is reguired. 

In the case of a system abend, use DEEUG to 
attempt to recover from the situation. 

162T VITAL FBEE STOEAGE POINTERS DESTROYED 
(INTERNAL ERROR CODE nn) , RE-IPL CMS 

Explanation: A free storage management 
pointer in NUCON has teen destroyed. The 
system cannot continue. The error code 
indicates the type of error that occurred: 

Code Meaning 

84 The current low EXTEND value 
(FREELOWE) is greater than VMSIZE. 

85 The current low EXTEND value is below 
the beginning user of the area. 

86 Bytes in FREETAB are not within the 
valid range. 

System Action : The system is terminated by 
loading a disabled wait state PSW. 

Dser Action: IPL CMS again. 

163T {LOW | HIGH} -CORE USEE CHAIN HAS BEEN 
DESTBOYED (INTEENAL EBECB CODE nn) 

Expl an at ion : The chain of all storage 
elements, from which DMSFEEE storage with 
TYPE=DSER (the default) is allocated, has 



• If the call was unconditional and was 
made via SVC 203, then a system abend 
0F7 occurs. 

• If the call was unconditional and was 
made by specifying TYPCALL=BALR in the 
DMSFEEE macro, a system abend 0F8 
occurs. 

US§£ Action: In the case of conditional 
reguests, the programmer has presumably 
anticipated an error situation, and no 
further action is reguired. 

In the case of a system abend, use the 
EEBDG command to attempt a recovery from 
the situation. 



164T {LOW | HIGH} -CCEE NUCLEUS STORAGE POINTERS 
DESTROYED (INTEENAL EEEOE CODE nn) . EE-1PL 
CMS 

I.xpl§P§tign: The chain of free-storage 

elements, from which DMSFEEE storage with 

TYPE=NUCLEUS is allocated, has been 
destroyed. 

System Action: The system is terminated by 
loading a disabled wait state PSK. 

fiS§£ Action: Issue the CP DDMP command to 
get a dump of virtual storage, and save the 
output for your system programmer. Then IPL 
CMS again. 



165T CHAIN HEADEE AT addr: 
xxxxxx 



xxxxxx xxxxxx xxxxxx 



Explanation : This message appears in 
conjunction with messages DMSFEE1631 and 
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DMSFRE164T. It indicates the contents of 
the DMSFRE chain header block for the 
destroyed chain. 

Sy st em Act ion; See "System Action" for 
messages DMSFRE163T and DMSFRE164T. 

User Action: See "User Action" for messages 
DMSFRE163T and DMSFRE164T. 



166T UNEXPECTED ERROR IN FREE STORAGE MANAGEMENT 
ROUTINE (INTERNAL ERROR CODE nn) . RE-IPL 
CMS. 

Explana tion: The DMSFRE routine had an 
unexpected internal error. Furthermore, a 
check showed that all internal free storage 
pointers were valid. 

System Action: The system is terminated by 
loading a disabled wait state PSW. 

User Action: Issue the CP DDMP command to 
get a dump of virtual storage, and save the 
output for your system programmer. Then IPL 
CMS again. 



167S PREVIOUS MACLIB FUNCTION NCI FINISHED 

Explanation: A MACLIB GEN, ADD, HEP, or 
DELETE function issued for this MACLIB was 
ended (for example via a HX command) prior 
to normal completion. 

System A cti on: RC = 88 

The current command is not executed. The 

system status remains the same. 



6 (DMSFRET) The block of storage that is 
being released was never allocated by 
DMSFREE. One of the following errors 
occurred: 

• The block was not within either the 
low storage free storage area or 
the user program area (between 
FREELCWE and FEEOPPR) . 

• The block crosses a page boundary 
that separates a page allocated for 
user storage from a page allocated 
for nucleus type storage. 

• The block overlaps another block 
already on the free storage chain. 

7 (DMSFRET) The address given for the 
block being released is not doubleword 
aligned. 

8 (DMSFRES) An invalid request code was 
passed to the DMSFRES routine. Since 
all request codes are generated by the 
DMSFRES macro, this error code should 
never appear. 

9 (DMSFREE, DMSFRET, or DMFRES) 
Unexpected and unexplained errcr in 
the free storage management routine. 

System Actio n: The system begins to check 
all free storage pointers for consistency 
to see if any have been destroyed. The 
system displays further diagnostic messages 
when inconsistencies are discovered. 

User Action: Check the "User Action" for 
the further diagnostic messages that are 
produced. 



User Action: The MACLIE status is 
unpredictable. Use the MACLIB GEN command 
to reconstruct the MACLIE. 



167T FREE STORAGE 
ERROR CODE nn 



MANAGEMENT ERROR, INTERNAL 



Ex planation: An error occurred in the free 
storage management routine that handles 
DMSFRES, DMSFREE, and EMSIEET reguests. 



Code Erro r 

1 (DMSFREE) Insufficient st 
is available to satisfy a 
request or the minimum r 
not be satisfied on 
reguest. 

2 (DMSFREE or DMSFRET) U 
pointers destroyed. 

3 (DMSFREE, DMSFRET, or CMSF 
storage pointers destroyed 

4 (DMSFREE) An invalid 
requested. This errcr ex 
if the requested size doe 
zero. For variable re 
minimum request exceeds 
request. (However, the 1 
is not detected if DHSERE 
satisfy the maximum regues 

5 (DMSFRET) An invalid size 
to the DMSFRET macro. T 
length is not positive. 
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168S PSEUDO REGISTER TABLE OVERFLOW 

Explanation: 

"(START or LOAD/INCLUDE START). The pseudc 
register index table is full.. There are too 
many pseudo registers (external dummy 
sections) in the loaded files. This is a 
system restriction. 

System Actio n: RC = 104 

Execution of the command is terminated. 

The system status remains the same. 



the Assembler program 



!!§§£ Action: Correct 
and try again. 

169S ESDID TABLE OVERFLOW 



Explanation: An external symbol dictionary 
identification table overflow has occurred. 
The maximum number of external names per 
text deck (START or first CSECT to end 
card) is 255. This is a system 
restriction. 

System Action: RC = 104 

Loading stops. The system status remains 

the same. 



User Action: Divide your 
smaller units and try again.- 



program into 
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170S DISK 'mode (CUU) • HAS MAXIMUM MUMEEE OF 
FILES 

Explanation : 3400 files have been written. 
If any additional files were written, the 
disk area that contains the file status 
table blocks would overflow. 

System ac t ion: RC = 10 

The file is not written. The system status 

remains the same. 

2§SE Action: Erase some files from the 
disk. 



171T PERMANENT CONSOLE EBBOE. EE-IPL CMS 

Bgpl anajtion : Either the terminal is not 
operational (for example. Start I/O trouble 
has occurred) or the status of the terminal 
is unexpected (for example, channel errors, 
or bad interrupt sequence) . 

System Acti on: The system is terminated by 
loading a disabled wait state PSW. The 
wait state PSW contains the CMS nucleus 
address where the error occurred. 



User. Action : IPL CMS again. 



172E TO LABEL 'label' {EQDALS|IS 
SUBSTRING OF} FRLABEI 'label' 



AN INITIAL 



Ex pla nation: The TCLABEL and FBLABE1 
options were specified. Either both labels 
were equal, or the TOLABEL was an initial 
substring of the FRLAEEL label (as "AEC" is 
an initial substring of "AECE") . This is 
an error condition because it implies that 
no records whatsoever are to be copied to 
the output file. 

System Action : RC = 24 

Execution of the command is terminated. The 

system status remains the same. 



User Action : 
command. 



Correct and reissue the 



173E NO RECORDS 
ft fm' 



WERE COPIED TC CUTPUT FILE ' f n 



Explanation: The options specified fcr the 
input files caused no records to be copied. 
This will happen, for example, if the 
FRLABEL label appears in the first record 
of each (or the only) input file being 
copied to the output file. 

Sy s tem Action: RC = 40 

Execution of the command is terminated. The 
system status remains the same, with the 
following exceptions: 

• If the APPEND option was specified and 
the copying process began before the 
error was. discovered, records have been 
appended to the output file. 

• If the NEWFILE (the default), REPLACE, 



or OVLY. option was specified and the 
copying process began before the error 
was discovered, then COPYFILE CMSUT1, on 
the output disk, contains the records 
copied so far. 

If in multiple output file mode, several 
output files may have been created 
before the error was discovered. 



Oser Action : 
command. 



174W SEQUENCE ERROR 
« • TO ' 



Correct and reissue the 



INTRODUCED IN OUTPUT FILE: 



Explanation: The updating procedure caused 
a sequence error to be introduced into the 
output file. That is, in the output file 
there were two records (with the seguence 
numbers shown in the warning message) such 
that the sequence number in the first 
record was equal to or exceeded the 
seguence number in the second. 

§I§iSl Action: EC = 8 

The invalid sequence numbers are left in 
the records, which are written to the 
output file. Update processing continues, 
and, if the CTL option was specified, 
additional update passes are made. 

If several warning messages are generated 
during the updating process, the final 
return code passed by the UPDATE command 
will be the highest return code (4, 8, or 
12) associated with the warning messages. 
The REP option, if it was specified, will 
be ignored, and the final update deck will 
have the fileid "$fname ftype" . 

See the explanation of message DMSUPD177I 
for further information on the meanings of 
the UPDATE warning return codes. 

User Action : Probably, the resequencing 
field following the "$" in the last update 
control card contained invalid data. 
Correct the invalid control card in the 
update file, and reissue the UPDATE 
command. 



175E INVALID EXEC COMMAND 

Explanation: An error has been detected in 
the parameter list to DMSEXE. 

Syst em Action: RC - 10000 

Execution is terminated at the point of the 

error. 

User Action: Correct the parameter list and 
reexecute the EXEC. 



176W SEQUENCING OVERFLOW FOLLOWING SEQ NUMEEB 



Explanation : When the resequencing 
increment was added to the seguence number 
shown, the result overflowed the maximum 
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sequence number. If the SIQ8 option is in 
effect, the maximum sequence number is 
99999999. If the N0SEQ8 option is in 
effect, however, the maximum sequence 
number is 99999. 

S ystem Action : RC = 8 

The new sequence number is truncated on the 
left to 8 or 5 digits (depending on the 
status of the SEQ8 option) . A sequencing 
error is introduced into the output file. 

Update processing continues, and, if the 
CTI option was specified, additional update 
passes are made. If several warning 
messages are generated during the updating 
process, the final return code passed by 
the UPDATE command is the highest of the 
return codes (4 or 8 or 12) associated with 
the warning messages. 

The REP option, if it was specified, is 
ignored, and the final update deck has the 
fileid "Jfname ftype". 

See the explanation of message DMSUPD177I 
for further information on the meanings of 
the UPDATE warning return codes. 

User A cti on: Probably, the reseguencing 
field following "$" in the last update 
control card contained invalid data. 
Correct the invalid control card in the 
update file, and reissue the UPDATE 
command. 



1771 WARNING MESSAGES ISSUED (SEVERITY = nn) . 
{'REP' OPTION IGNORED.} 

Expla na tion: Warning messages were issued 
during the updating process. Ihe severity 
shown in the error message in the "nn" 
field is the highest of the return codes 
associated with the warning messages that 
were generated during the updating process. 
The warning return codes have the following 
meanings: 

Code Meaning 
4 Sequence errors were detected in the 
original source file being updated. 

8 Seguence errors that did not formerly 
exist in the original source file 
being updated were introduced in the 
output file during the updating 
process. 

12 Any other nonfatal error detected 
during the updating process has a 
return code of 12. Such errors 
include invalid update file control 
cards and missing PTE files. 

System Action : The severity value is passed 
back as the return code from the UPDATE 
command. In addition, if the REP option 
was specified in the command line, it is 
ignored, and the updated source file has 
the fileid "Sfname ftype", as if the REP 
option had not been specified. 



User Action : Refer to the warning messages 
that were issued and correct the errors. 



1781 UPDATING • f n ft fm» APPLYING 'fn ft fa« 
{[APPLYING 'fn ft fm']} 

Explanation: The specified update file is 
being applied to the source file. This 
message appears only if the CTL option has 
been specified in the command line. 

System Action: The updating process 
continues. 

User Action: None. 



179E MISSING OR DUPLICATE 'MACS' CARD IN CONTROL 
FILE »fn ft fm» 

Explanation ; The CTL option was specified, 
but the control file did not ccntain 
exactly one 'MACS' control card. 

System Action : EC = 32 

Execution of the command is terminated. The 
system status remains the same, with the 
following possible exceptions: 

• If a file with the fileid "$fname ftype" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

• If the DISK option was in effect, and if 
a file with the fileid "fname UPDLCG" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

• If the CTL option was in effect, and if 
a file with the fileid "fname UPDATES" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

• If update processing had begun before 
the error was detected, any or all of 
the following files may have been 
created on the output disk by the UPDATE 
command: 

UPDATE CMSUT1 

$fname ftype 

fname UPDLOG - if the DISK option was 

in effect 
fname UPDATES - if the CTL option was in 

effect 

For the XEDIT command, the updating process 
continues. 

User Action: Correct the invalid control 
file and reissue the UPDATE command. 

1791 COMPARING 'fn ft fm« WITH 'fn ft fm« 

Explanation: The specified files are being 
compared. 

S yst em Action: Processing continues. 
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User Action: None. 



180W MISSING PTF FILE ' f n ft fm» 

Explanation : An ADX file indicated that the 
specified PTF file was to be applied as an 
update file, but the file cculd not be 
found. Either the ADX file contains 
invalid data, or a PTF file is missing. 

Sy ste m Action : RC = 12 

Application of the PTF file is skipped. 
Update processing continues, and, if the 
CTL option was specified, additional update 
passes are made. 

If several warning messages are generated 
during the updating process, the final 
return code passed by the OPEATE command is 
the highest of all return cedes (4 or 8 or 
12) associated with the warning messages. 

The HEP option, if it was specified, is 
ignored, and the final update deck has the 
fileid "fname ftype". 

See the explanation of message DHSUED177I 
for further information on the meanings of 
the UPDATE warning return codes. 

User Action : Correct the invalid data in 
the AUX file, or use the ACCESS command to 
access the disk containing the missing PTF 
file. 



missing files, and reissue the command. 

182W SEQUENCE INCBEMENT IS ZERO 

Explana tio n: A seguence increment of zero 
was specified either in a "./ S" control 
card, or in the "$" field of a "./ I" or 
"./ B" control card. 

Syste m Action : EC = 8 

Although the warning message is issued, the 
seguence increment of zero is actually 
used, in case that was what the user 
wanted. Update processing continues, and, 
if the CTL option was specified, additional 
update passes are made. 

If several warning messages are generated 
during the updating process, the final 
return code issued by the UPDATE command is 
the maximum of all return codes (4 or 8 or 
12) associated with the generated warning 
messages. 

The EEP option, if it was specified, is 
ignored, and the final update deck has the 
fileid "fname ftype". 

See the explanation of message DMSUED177I 
for further information on the meanings of 
the UPDATE warning return codes. 

Us er A ction : Unless you intentionally 
specified a seguence increment of zero, 
correct the invalid update control card and 
reissue the UPDATE command. 



181E NO UPDATE FILES WEBE FOUND 

Explanat i on : The CTL option was specified, 
but none of the update and PTF files 
specified by the control file and the AUX 
f ile (s) were found. As a result, no updates 
at all were applied to the original source 
file. 

Syst em Acti on: EC = 40 

Execution of the command is terminated, 
since no updating can be performed. If the 
STK option was specified, the two lines of 
stacked data were placed on the stack 
before this error, so that they will still 
be available to an EXEC that invoked the 
UPDATE command. 

This situation may or may not be an error 
situation. The return code, 40, is unigue 
in that no other UPDATE error message has 
that value as a return code. Thus, the same 
EXEC can be used to assemble source files 
that have updates against them, and those 
that have no updates against them. The 
latter situation can be detected by testing 
for a return code of 40, and by assembling 
the "fname" file rather than the "$fname" 
file. 

Us er A ctio n: If this is not an error 
condition, no action need be taken. If this 
is an error condition, it is the result of 
either missing update or PTF files, or 
invalid data in the control file. Either 
correct the invalid data or recover the 



183E INVALID {CONTEOLIAUX} FILE CONTBOL CABD 

Explana ti on: An invalid control card was 
found in an AUX file or a control file. 

S ystem Action : BC = 32 

Execution of the command is terminated. The 
system status remains the same, with the 
following possible exceptions: 

• If a file with the fileid "$fname ftype" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

• If the DISK option was in effect, and if 
a file with the fileid "fname UEDLCG" 
existed on the output disk before the 
cgmmand was entered, this file may have 
been erased. 

• If the CTL option was in effect, and if 
a file with the fileid •» "fname UPDATES" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

• If update processing had begun before 
the error was detected, then any or all 
of the following files may have been 
created on the output disk: 



UPDATE CMSUT1 

$ fname ftype 

fname UPDLOG - if the 



DISK option was 
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fname UPDATES 



in effect. 

if the CTL option was in 

effect. 



For the XEDIT command, the execution cf the 
command or subcommand is terminated. 
However, if multiple files were being 
edited, the editing session continues. In 
addition, the following information is 
displayed for both AUX and CONTROL files: 

*fn ft" : 'invalid card' 
RECORD 'nn' - — ->> * 

where the asterisk (*) is 
positioned under the invalid 
character in the 'invalid card' 
displayed in the preceding line 

User Action; Correct the invalid control 
card and reissue the UPDATE command. 

For DMSPRE, correct the invalid control 
card and reissue the PBELCAE command. 



184W './ S' NOT FIRST 
IGNORED 



CARE IS UPDATE HIE 



Explanation: A "./■ S" control card was 
encountered in the update file, but it was 
not the first noncomment card in the update 
control file. 
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Oser Actio n: Correct the update file by 
moving the ",/ S" control card to the 
beginning of the update file. .Then reissue 
the UPDATE command. 



185W {INVALID|NON NUMERIC} CBABACTER IN SEQUENCE 
FIELD • ' 

Expla nation : An update file ccntrol card 
specified a sequence number that contained 
an invalid character. Only the digits 
through 9 may be used to specify a sequence 
number. 

System Action: RC = 12 

The invalid update ccntrol card is ignored. 
Furthermore, any cards following it, up to 
the next •»./" card in the update file, will 
be ignored. Update processing continues, 
and, if the CTL option was specified, 
additional update passes are made. 



If several warning messages are generated 
during the updating process, the final 
return code issued by the UPDATE command is 
the maximum of all return codes (4 or 8 or 
12) associated with the generated warning 
messages. 

The REP option, if it was specified, is 
ignored, and the final update deck has the 
fileid "Sfname ftype". 

See the explanation of message DMSUPD177I 
for further information en the meanings of 
the UPDATE warning return codes. 

Sser Action: Correct the invalid control 
card in the update file, and reenter the 
UPDATE command. 

186W SEQUENCE NUMBER ['... »] NOT FOUND 

I*Ei§na tion : A sequence number specified by 
an update file control card could not be 
found in the input file. An input seguence 
number higher than the one specified was 
found. 

System A ct ion: RC = 12 

The input file is positioned at the record 
whose sequence number exceeds the seguence 
number being searched for. 

• If the invalid seguence field was the 
first argument of a ",/ R", "./ I", or 
"./ D" operation, all records 
encountered up to that point were copied 
to the output file. 

• If the invalid seguence field was the 
second argument of a "./ R" or "./ D" 
operation, records encountered up to 
that point were not copied, and so were, 
in effect, deleted. 

In any event, no further deleting or 
inserting takes place for that ccntrol 
card, and any cards following this card, 
up to the next "./" card in the update 
control file, are ignored. Update 
processing continues, and, if the CTI 
option was specified, additional update 
passes are made. 

• If several warning messages are 
generated during the updating process* 
the final return code issued by the 
UPDATE command is the maximum of all 
return codes (4 or 8 or 12) associated 
with the generated warning messages. 

The REP option, if it was specified, is 
ignored, and the final update deck has 
the fileid "$fname ftype". 

For the XEDIT command, the execution of the 
command or subcommand is terminated* 
However, if multiple files were being 
edited, the editing session continues. In 
addition, the following information is 
displayed for both AUX and CONTROL files: 

'fn ft': 'invalid card' 
RECORD 'nn' — — » * 
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where the asterisk (*) is 
positioned under the invalid 
character in the 'invalid card' 
displayed in the preceding line 

See the "Explanation" of message DMSUPD177I 
for further information on the meanings of 
the UPDATE warning return cedes. 



System A cti on; EC = 4 

Execution of the command continues. All 

EEP control records are ignored until the 

next NAME cr END control record is 

encountered. 

User Action: Enter an even number of digits 
and reissue the command. 



User Acti on: Correct the invalid control 
card in the update file, and reenter the 

UPDATE command. 

187E OPTION «STK' INVALID WITHOUT »CTI» 



193W PEECEDING CONTHOL EECOBD FLUSHED 

l£El&H&tion: Tne N0 G0 switch was set by a 
previous control record and has not been 
reset. 



Expl an a tion : The STK option was specified 
with the UPDATE command. This option 
requires the CTL option, tut CTL was not 
specified in the command line. 



Sy stem Action : EC = 24 

Execution of the command is terminated. 

system status remains the same. 



The 



User Action : Reissue 
specifying the CTL option. 



the 



command. 



190W INVALID CONTEOL BECOEE OE NO GO SWITCH SET 

Ex plana tion: Either the input control 
record was invalid or the NO GC switch was 
previously set. If the NC GO switch was 
not previously set, the input control 
record is invalid, and this causes the NO 
GO switch to be set at this time. 

System Action: EC = 1 

Execution of the command continues. All 

BEP control records are ignored until the 

next NAME or END control record is 

encountered. 

User Action: Determine the cause of the 
error and correct it; then reissue the 
command. 



191W PATCH OVEBLAPS - SET NC GC SWITCH 

Explanation: The VEE or BEP displacement, 
or the DUMP start or end address, did not 
fit completely within the CSECT or MODULE. 

System Action : RC = 4 

Execution of the command continues. All 

BEP control records are ignored until the 

next NAME or END control record is 

encountered. 

User Action : Correct the displacement field 
or the start or end address of the control 
record and reissue the command. 



192W EBBOB - 
SWITCH. 



ODD NUMBEB OE DIGITS - SET NO GO 



Explanation : Either an address or a data 
field of a control record had an odd number 
of digits. 



5JXSi§I Action: EC = 4 

Execution of the command continues. 

User Actio n: A previous error message was 
issued. Check the "User Action" for that 
message. 



194S BOOK »subl.book» CONTAINS BAD EECORDS 

Explanation: The book being copied contains 
invalid source statement library records. 

System Action: EC = 100 

Execution of the command is terminated. The 

system status remains the same. 

User Action: Becatalog the book on the 
system or private source statement library 
and reissue the command. 

194W CSECT NOT FOUND IN {MEMEEE 
'membername• | MODULE 'modulename'} - SET NC 
GO SWITCH 

E xplanation : The specified CSECT was not 
found in a library member or a module 
loader table. 

S yst em Action : BC = 4 

Execution of the command continues. All 
control records are ignored until the next 
SAME or END control record is encountered. 

User Action : The control record with the 
invalid CSECT name has been printed at the 
printer or displayed at your terminal. 
Check the member or module for the proper 
CSECT name and reissue the command. 



195W BASE VALUE INVALID - SET NO GO SWITCH 

Explanat ion : The BASE address did not match 
the CSECT address. 

S ystem Action: EC = 4 

Execution of the command continues. All 

REP control records are ignored until the 

next NAME or END control record is 

encountered. 

User Action: Insert the proper address in 
the BASE control record and reissue the 
command. 
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1961 PRT CUU SETUP COMPLETE 



encountered. 



Expla nation ; The virtual 3800 printer setup 
has been completed. 

5^SiSS Act io n: All the LOAD commands 
specified In the SETPET call have been 
issued and the current spccl file remains 
open for printing of data in that spool 
file. 

User Action: None. 



197S UNDIAGNOSED ERROR FRCM PRINTER »00E» 

Explanatio n: An undiagnosed error occurred 
while trying to perform I/O to the device. 

System Act ion: Return Code = 100 
None. 

User Action : Use the CP DITACH command to 
detach the 3800 that has something wrong in 
its definition. Then redefine it via the 
CP DEFINE command and try to reissue the 
command. 



198E SETPRT CAUSED A LOAE CHECK - SNS=SSSSSSSSSS 



Bser Action: Determine the proper control 
information and correct the VER control 
record. Delete from the input stream any 
other VER-REP pairs that were processed 
successfully, and then reissue the command. 

201 W THE FOLLOWING NAMES ARE UNDEFINED: 

Explanatio n: A list of names of unresolved 
external references is displayed. 

NOTE : A name entered with the command is 
considered an unresolved external reference 
if no text file with that name can be 
located. 

System Actio n: RC = 4 
Loading is completed. 

fiser Action: None; or obtain access to the 
files containing the unresolved references 
and issue the INCLUDE command. 

202W DUPLICATE IDENTIFIER 'identifier 1 

E xplanation : A CSECT or entry point name 
was encountered more than once in the input 
stream to the loader. 



Exp lan ation : A load check was caused by the 
SETPRT command. 

System Action : All output to the 3800 (up 
until the LOAD CHECK occurred) has been 
placed on the spool file. 

fiser Action : Find out why the particular 
module caused a Load Check (possibly by 
interpreting the returned sense bytes 
'ssssssssss ') and correct the problem or 
specify a different module. In any case, 
close the virtual 3800 with the PURGE 
option and reissue the SETEBT command with 
the correct parameters. 



199E PRT '00E» NOT A VIRTUAL 3800 

Explanation : The '00E' printer was not 
defined as a virtual 3800 printer. 

System A ction : No output in the spool file. 

User Action : Redefine the virtual printer 
as a virtual 3800. !Ihen reissue the SETPRT 
command. 



200R VERIFY REJECT 



SET MO GO SWITCH 



Explanation : For DMSZAP, the data on the 
VER or VERIFY control record is not exactly 
the same as the data at the specified 
location in the specified file. 

System Action : RC = 4 

Execution of the ccmmand continues. All 
REP control records are ignored until the 
next NAME or END ccntrcl record is 



System Action: RC = 4 

Only the first CSECT is loaded. Program 
execution may not proceed as expected. All 
references are resolved to the first name. 

User Action: Reassemble the program with a 
different identifier substituted for the 
duplicate. 



203W "SET LOCATION 
UNDEFINED 



COUNTER" 



NAM! 



•name' 



Explanation: A name was specified on an SLC 
card in the loader input stream and that 
name had not yet occurred as an external 
name in the leader text file. 

System Action: RC = 4 
The card is ignored. 

Sj=§r Ac ti on: None; or check the name on the 
SLC card. 

204E TOO MANY WCGM'S NEEDED FOR 'CHARS' 

Explana tio n: The collection of Character 
Arrangement Tables specified in the ccmmand 
line denote more WCGMs to be loaded than 
are available for the virtual 3800. (4 if 
4WCGM is in effect and 2 otherwise) . 

S ystem Actio n; Nothing is transferred to 
the virtual~3800. 

.User Actio n: Reissue the command with a 
collection of CHARS values that will fit 
into the WCGM space for the virtual 3800. 
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| 205E MO FILES IN YODH BEADEB 



1 



Explanation : There were no files in your 
virtual reader. 

System Action ; BC=2 8 
Processing is terminated. 

User Action: None. 



205W BEADEB EMPTY OB NOT BEADY 

Explanation : Either the card reader 
contains no files, or it has not been 
readied. 

The card reader may contain a file spooled 
from a virtual punch or printer that 
contains CCWs only, and no data. Thus, 
this message is issued even though the file 
contains no data. 

System Action : EC = 8 

Execution of the command is terminated. The 

system status remains the same. 

User Actio n: Close the cared reader and 
reissue the command, if the reader contains 
any files. 

206H PSEDDO BEGISTEB ALIGNMENT EB1CB 

Explanation : A pseudo register with the 

same name as a previous pseudo register but 

with more restrictive alignment was 
encountered. 

System Action : BC = 4 

Processing continues. All references tc the 
particular pseudo register will have the 
less restrictive alignment. 

User Action: None. 



S yste m Actio n; BC = 12 

The invalid sequence fields are ignored, 
and processing continues. However, an 
incorrectly sequenced source file cannot 
always be properly updated. 

Update processing continues, and, if the 
CTL option was specified, then additional 
update passes are made. If several warning 
messages are generated during the updating 
process, the final return code when the 
UPDATE command has completed all processing 
is the maximum of all return codes (4 or 8 
or 12) associated with the generated 
warning messages. The BEP option, if it was 
specified, is ignored, and the final update 
deck has the fileid "$fname ftype". See the 
"Explanation" of message DMSUPD177I for 
further information on the meanings of the 
UPDATE warning return codes. 

For XEDIT, the execution of the command or 
subcommand is terminated. However, if 
multiple files were being edited, the 
editing session continues. In addition, 
the following information is displayed for 
both AUX and CCNTECL files: 

'fn ft': 'invalid card 1 

BECOBD »nn' » * 

Where the asterisk (*) is 
positioned under the invalid 
character in the 'invalid card 1 
displayed in the preceding line. 

User Action: Correct the invalid control 
card in the update file, and reenter the 

UPDATE command. 



208E FILE 'fn ft' IS NOT VABIABLE BECOBD FOBMAT 

Explanation : The specified file did not 
have a variable record format. 



207W INVALID UPDATE FILE CCNTBCI CASE 

Ex p lanation : An invalid control card was 
found in the update file. Seme of the 
errors that cause this message to be issued 
are: 

• The first card in the update file was 
not a control card. 

• The first card following a "./S" or a 
"./D" or a "./*" was not a control card. 

• The operation field was missing, 
invalid, or contained more than one 
character. 

• The label field cf a "./S" card 
contained more than three characters. 



System Action: BC = 24 

Execution of the command is terminated. 

The system status remains the same. 

Use r Action : Verify that 'fn ft* is the 
desired file. If it is, use the COPYFILE 
command to change the record format cf the 
file. 



209W FILES DO NOT COMPABE 

E xplanation : The two files the user 
requested compared on a line-for-line, 
column-for-column basis, do not match. 

System Action ; BC = 4 

The comparison of the files is completed. 
The lines that do not match are displayed 
at the terminal. 



An invalid sequence field was specified, 
or a required sequence field was 
missing. 

In a "./D" or "./B", the delete or 
replace ending specification was smaller 
than the starting specification. 



User A ction : You can correct the file 
containing the incorrect lines using the 
EDIT command. 
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21 OE {LIBRARY | FILE} « f n 
DISK. 



ft* IS ON A READ/ONLY 



User Action; 
command. 



Correct and 



the 



Explanation: The specified file or library 
is on a read-only disk and must be on a 
read/write disk. 

S ystem Action : RC = 36 

Execution of the command is terminated. 

The system status remains the same. 

User Action : Verify that the correct file 
or library was specified in the command. 
If it was, either access the disk in 
read/write mode, or erase the existing file 
or library with the same name. Reissue the 
command. 



210W INPUT FILE SEQUENCE EBRCB: 



TO 



E xp l anation : In reading the input source 
file, two records were found, with the 
displayed sequence fields, such that the 
sequence number in the first was egual to 
or greater than the sequence number in the 
second. 

System Action: RC = 4 | 

The invalid sequence fields are ignored, | 
and update processing continues. However, 
an incorrectly sequenced source file cannot 
always be properly updated. 



If the CTL option was specified, then 
additional update passes are made. If 
several warning messages are generated 
during the updating process, the final 
return code when the UPDATE command has 
completed all processing is the maximum of 
all return codes (4 or 8 or 12) associated 
with the generated warning messages. 

The REP option, if it was specified, is 
ignored, and the final update deck has the 
fileid "Sfname ftype". 

See the "Explanation" of message BHSUPD177I 
for further information on the meanings of 
the UPDATE warning return codes. 



For XEDIT, the execution 
subcommand is terminated. 



of the command or 



User Action: Correct the invalid source 
file and reissue the UPDATE command. 



21 1E COLUMN FIELDS OUT OF SEQUENCE 



212E MAXIMUM NUMBER OF HECOBDS EXCEEDED 

Explanation: The storage size of the 
virtual machine is not large enough to 
contain the size and number of sort files 
specified. 

System Action: RC = 40 

Execution of the command is terminated. The 

system status remains the same. 

JI§er Action : Compute the storage size 
required for this sort using the format 
given in the description of the CMS SORT 
command in the VM/SP CMS Comman d and Macro 
Reference. Redefine storage as large as 
necessary using the CP DEFINE command, and 
issue the SORT command again. 



213W LIERARY »fn ft fm' NOT CREATED 

Exp lanatio n: None of the files to be 
included in the library file could be 
found, or the last active member of a 
library was deleted. 

System Action: RC = 4 

Execution of the command is terminated. The 
system status remains the same. The new 
library is not created. Also, for DMSIBM 
and DMSLBT, the library is erased if the 
last active member has been deleted. 

User Action: For DMSLBM and DMSLET, obtain 
access to the desired file and/or correct 
the spelling of the names and reissue the 
command if you were doing a generation 
function. If delete was the last function, 
no action is necessary. For DMSDSI, no 
action is necessary. 



214W CANNOT RECOMPUTE 
CHANGE 



WITHOUT LOSS OF DATA. NO 



Explanation : ne of 
conditions has occurred. 



the 



following 



Explanation: The number of cylinders 
specified in the FORMAT command cannot 
contain all the data on the disk. 

S yst em Action: RC = 8 

Execution of the command is terminated. The 

system status remains the same. 

Oser Action: Either erase some of the files 
on the disk or increase the number of 
cylinders to be formatted and reissue the 
command. 



Start column number exceeds end column 
number. 



Column number entry overflows 
eight-position option field. 



the 



System Action: RC = 24 

Execution of the command is terminated. 

The system status remains the same. 



215T NO VIRTUAL CONSOLE ATTACHED. RE-IPL CMS 

Explanation: The user has disconnected his 
virtual console. 

System Action: The CMS system uses a 
special interface with CP to display this 
message. It is then terminated by loading a 
disabled wait state PSW. 
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User Actio n; Redefine a virtual console 
with the CP DEFINE command, and IPI CMS 
again. 



223E NO FILEMODE SPECIFIED 

Explana t io n : A filemode was not specified 
in the command line. 



216E INSUFFICIENT BLOCKS ON 
DISK STRUCTURE 



DISK TO SUPEORT CHS 



Explanation; The user has requested the 

formatting of a minidisk area that is not 

large enough to contain the essential CHS 
disk structure. 



System Action; RC = 24 

Execution of~the command is terminated, The 

system status remains the same. 



Use r Actio n; Reissue 
specifying a filemode. 



the 



command. 



System Action ; EC = 100 
Execution of the command 
The disk is unchanged. 



is terminated. 



2SSE Action ; Acquire a larger minidisk and 
reissue the command; or if the disk is 
large enough, specify a larger nunber of 
fclocks to be formatted in the JORMAT 
command. 

220R ENTER DATA SET NAME: 

Explanation : A command was entered with the 
? or DSN ? operand. The command expects an 
OS data set name or DCS fileid to be 
entered. 



224E fileid ALREADY IN OSE 

E xplanatio n; A dataset name exists in an 
outstanding FILEDEF with a different ddname 
but with the same fileid, or a dataset name 
was specified for a fileid previously 
defined under a different ddname. 

System A ction ; RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

User Acti on; Clear the existing fileid 
before reissuing the command or specify a 
different fileid. 



System Action : The system waits for a 
response. 

User Action; Enter an CS data set name 
exactly as it appears in the data set (in 
the form qK.q2.qn> where q1, q2, and qn 
are the qualifiers of an OS data set name) . 
Or enter a DOS fileid exactly as it appears 
in the file. 



2251 PES MEMBER •membernameV MOVED 

Expla nat ion: The specified member of an OS 
PDS (partitioned data set) has teen moved 
successfully to a CMS file. 

System Action: MOVEFILE continues moving 
PDS members to CMS files until the end of 
the file is reached. 



221E INVALID DATA SET NAME 



User Action: None. 



Explanation : An invalid OS data set name or 
DOS file-id was specified in the command 
line. 

.System Action : RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

User Action ; Reissue the command with a 
valid data set name. 



222E I/O ERROR READING 
{•fm' |OS|DOS} DISK 



'datasetname' 



FROM 



Explanation; An I/O error occurred while 
reading the specified OS data set or DOS 
file from an OS or DOS disk. For EMSLDS, 
an I/O error occurred while reading the 
member directory in DMSROS. 

System Action : RC = 28 

Execution of the command is terminated. The 

system status remains the same. 

D se r Action ; Correct the cause of the I/O 
error and reissue the command. 



226E NO DATA SET NAME ALLOWED WITH FREE OPTION 

Expla nation ; A data set name must not be 
specified with the FREE option of the 
IISTDS command. 

System Action ; RC =24 

Execution of the command is terminated. 

The system status remains the same. 



2§er Action : 
retry. 



Correct the command line and 



2261 END OF EDS MOVE 

Explanation ; The last member of the PDS 
(partitioned data set) has been moved 
successfully to a CMS file. 

System Action; Execution of the command is 
terminated. The system status remains the 
same. 

Dser Action: None. 
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2271 PROCESSING VOLDME 
set name' 



»nn« IS EATA SET Matft 



Explanation ; The specified OS data set qr 
DOS file is multivolume. The number of the 
volume being processed is specified in the 
error message. End of volume is treated as 
end of file and there is no end-of-volume 
switching. 

S ystem Action ; Execution continues. 
User Action; None. 



227M INVALID EXTENT 
»fm« DISK 



FOUND FOB •datasetname 1 ON 



Explanation ; The high extent for the 
subject data set indicates a relative track 
number lower than that for the low extent 
of the data set. 

S ystem Action ; HC ? 1 
Execution continues. 

User Action ; For further investigation, use 
the CMS command DDE to locate and dump the 
DSCB containing the invalid extent. 

228E NO DENAHE ENTEEED 

Explanation ; When prompted for the ddname 
corresponding to the "dname" entry for the 
tape dataset in the Access Method Services 
control statement, the user entered a null 
line. 

System Action ; EC = 21 

AMSEEV does "not execute the Access Method 

Services job. The system status remains the 

same. 

User Action ; Find the "dname" entries for 
the tape dataset (s) in the Access Method 
Services jobstream and reissue the AMSEEV 
command. 



2281 USEE LABELS BYPASSED ON 
name 1 



EA1A SET 'data set 



Explanation ; The specified OS data set or 
DOS file has a disk user label. The user 
labels are automatically skipped and the 
DCBIXLST routine, if specified, is ignored. 
This message is issued when the OS File 
Status Table (FST) is created. This occurs 
during the execution of the first FILEDBF 
command defining the OS ddname. Beissuing 
the same FILEDEF command without 
reaccessing the disk does not create a new 
OS FST, and the message is therefore not 
issued again. 

Syste m Action ; Execution continues. 



229E UNSUPPOBTED OS DATA SET, [EBBOR 'code 1 ] 

Explanation ; The specified OS data set or 
DOS file is not supported by CMS OS access 
routines. The error code meanings are; 



Code Meaning 
80*" Ah I/O error occurred while an OS data 
set or DOS file was being read or an 
OS or DOS disk was detached without 
being released. 

81 The file is an OS 
read-password-protected data set or a 
DOS file with the input security 
indicator on. 

82 The OS data set or DOS file is not 
i BPAM, BSAM, or QSAM. 

83 The OS data set or DOS file has mere 
than 16 user labels or data extents. 

System Ac_y,on; bc = 80, 81, 82, or 83 
Execution of the command is terminated. The 
system status remains the same. 

User Action; If the error code is 81, 82, 
or 83, you cannot use CHS OS access to read 
the OS data set or DOS file. If the error 
code is 80, make sure the accessed OS or 
DOS disk is attached, or determine the 
cause of the error. If the OS data set or 
DOS file is valid, reissue the command. 

2291 NO MEMBEBS FOUND 

Expl anation ; No members exist in a 
partitioned data set. 

.Sljs&SI Action; None. 

User Action; Determine whether the data set 

you specified is the correct one and if so, 

why it contains no members. Correct the 
condition and reissue the command. 

230E NO. OF VSAM EXIT ROUTINES HAS EXCEEDED MAX 
OF 128 - UNABLE TO CONTINUE 

Exp lanatio n; The number of exit routines 
f*or^ VSAM data sets (both active and 
inactive) has exceeded the maximum of 128 
for the run unit. 

Sy stem Action; The system is terminated 
abnormally with abend code X'177'. 

Use r Actio n; Reduce the number of exit 
routines for VSAM data sets and reexecute 
the program. 



230TJ OS DISK - FILEID AND/OB 
ABE I6N0BED 



OPTIONS SPECIFIED 



E xplanation ; The specified OS or DOS disk 
has been accessed, but the specified fileid 
and/or options are not valid and have been 
ignored. 

System Ajction: RC = 4 

Execution of the command continues. 

User Action; None. 
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231E I/O ERROR READING VTOC FROM { »f B« I CS| DOS} 
DISK 

Exp lanation : An I/O error was encountered 
while reading the VTOC from the specified 
disk. 

System Action ; RC = 28 

Execution of the command is terminated. The 

system status remains the same. 

U^er Action ; Correct the cause of the I/C 
error and reenter the command. 



problem persists, call 
personnel. 



jour system support 



232E INVALID RECFM 
SUPPORTED 



— SP1NSEI 



BICCEDS NOT 



Explanation ; The MOVEFIIE command uses the 
GET and POT macros in locate mode. The GET 
and PUT macros are not supported fcr use 
with spanned records. 

Syste m acti on; RC = 088 

Execution of the command is terminated. 

User Action ; The user will have to provide 
a utility/program to process the file. The 
READ and WRITE macros are supported for 
spanned records if the filemode number is H 
and the data set is physical sequential 
(BSAM) format. 

2331 NO FREE SPACE AVAILABLE ON »fm« DISK 

Explanation; All tracks on the specified 
disk are allocated. 

System A ction ; None. 

User Action; If the disk is an OS or DOS 
disk, use one of the OS or EOS utilities to 
reformat the disk (if ycu no longer need 
any of the data on it) or delete some data 
sets. If it is a VSAH disk, use Access 
Method Services to delete some clusters and 
data spaces. 



23*»E ERROR IN LOAD LIST FILE « f n ft fm' [NO 
INPUT] 

Explanation ; During processing of the load 
list EXEC file, an invalid statement was 
encountered. Input must consist of valid 
EXEC control words (that are ignored) and 
names of input text files in the form 

61 52 filename [filetype] 

Filename and filetype (if specified) must 
not be more than eight characters in 
length. A "NO INPUT" condition exists if 
after the scan of the load list, no 
filename filetype entries were found. 

System Action; RC = 8 

Execution of the command is terminated. 

The system status remains the same. 

User Action ; If you can determine the 
problem from the "Explanation" above and 
remedy the condition, reissue the command. 
If not, reissue the command and if the 



235E ERROR »n» IN INPUT TEXT FILE • f n ft [fm]' 

E xplanatio n; An error was detected within 
the data contained in the input text file. 
•n' indicates the nature of the error; it 
may be one of the following; 

Code Meaning 
~1 No valid ESD. 

2 Invalid ESD type code. 

3 Invalid ELD record. 
i» Invalid ESD LD ID. 

5 ESD LD entry precedes its position 
entry. 

6 Invalid 1XT record ISD ID. 

System Acti on; RC = 12 

Execution of the command is terminated. 

The system status remains the same. 

Ds.er. A ction ; If you can determine the 
problem from the "Explanation" above and 
remedy the condition, reissue the command. 
If not, reissue the command and if the 
problem persists, call your system support 
personnel. 

The error may have been caused by invalid 
output from the Assembler. Reassemble the 
source for the text file in error and 
reissue the PRELOAD command. Errors also 
may result from the input text file having 
been incorrectly modified by the user 
through EDIT or other CMS commands. 



236E UNRESOLVED 
ENCOUNTERED 



EXTERNAL 



REFERENCE (S) 



Explana tion : Unresolved external references 
have been encountered. These are listed in 
the MAP file. 

S ystem Actio n: RC = 4 

The PRELOAD command has completed 

processing. Program execution of the 

output text file may not proceed as 

expected. 



User Action : 
necessary. 



Correct the input, if 



237E DUPLICATE EXTERNAL SYMBOL (S) ENCOUNTERED 

Explanation : A CSECT or entry point name 
was encountered more than once in the input 
stream to the preloader. The duplicate 
symbols are listed in the MAP file. 

System Action: RC = 8 

The" PRELOAD command has completed 

processing. Program execution of the 

output text file may not proceed as 

expected. 

User Action : Reassemble the source for the 
text file"" in error with a different 
identifier substituted for the duplicate 
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and reissue the PRELOAD command. 



238E PRELOADER PROCESSING ERBOR 

Explanation; An internal error was detected 
during preloader processing. This may have 
been caused by invalid input. 

Sy ste m Action ; RC = 16 

Execution of the command is terminated. 
The system status remains the same with the 
exception that partial output files may 
have been created. 



option. 

System Action; RC = 4 

Execution of the command continues. All 

REP control records are ignored until the 

next NAME or END control record is 

encountered. 

User Action; Either regenerate the module 
with the MAP option, or do not use a CSECT 
name; then reissue the command. 



247W MEMBER 'name* NOT FOUND - SET NO GO SWITCH 



User Action ; Reissue the command, ensuring 
that a valid load list file (and optional 
CNTRL file) are specified. Insure that the 
input files contain valid data. If the 
problem persists, call your system support 
personnel. 



Explan ation ; The specified member was not 
found. 

System A ction ; RC = 4 

Execution of the command continues. All 
control records are ignored until the next 
NAME or END control record is encountered. 



240S ERROR LOADING READ OS ROUTINE ' DMSROS TEXT* 

Explanation; Either the user did not 
provide a read/write A-disk for use by the 
CMS loader, or some other error was 
encountered while loading the READ OS 
routine DMSROS TEXT. 

System Action; Execution of the command is 
terminated. The system status remains the 
same. 



User Action 
one is 



Access a read/write A-disk if 
not already accessed. If a 



read/write A-disk was provided, correct the 
cause of the I/O error on the system disk 
or A-disk. Then reissue the command. 

245S ERROR 'nnn' ON PRINTER 

Explanation; An unrecoverable error 
occurred when writing a line to the 
printer, and an error code was passed to 
the calling module from DMSPIO. nnn 
indicates the nature of tie error; it may 
be one of the following: 

Code M eaning 

4 An intervention is required. 

5 An unknown error occurred. 
100 The printer is not attached. 

System Act ion ; RC = 100 

Execution of the command is terminated. The 
output files contain all changes made up to 
the last control record operation. 

User Action ; If you can determine the 
problem for the above information and 
correct the condition, reissue the command; 
otherwise reissue the command and if the 
error persists, contact your system support 
personnel. 



IL§er Action; Reissue the command with a 
valid member name. 



248W INVALID VER/REP DISP - SET NO GO SWITCH 

Explanation ; The displacement specified in 

a VER or REP control record includes an 

area that is undefined, for example, a 
Define Storage (DS) area. 

S ystem Action ; RC = 4 

Execution of the command continues. All 
REP control records are ignored until the 
next NAME or END control record is 
encountered. If the operation is REP, the 
file being operated on may be modified. 

U ser Action ; Verify that instructions or 
data are at a specific displacement and 
reissue the command. 



2491 DUMMY LOG ENTRY IN FILE 'fn ZAPLOG fm' 

Ex planatio n; Under the ZAP command, a 
successfully completed REP was not followed 
by a LOG control record. In lieu of a 
user-defined entry, a dummy log entry 
•NONAME' was written. 



Syst e m Actio n : 
continues. 



Execution of the command 



User Action: None. 



250S I/O ERROR OR DEVICE ERROR 

Explanation: An I/O error has occurred on 
the~user terminal trying to display a HELP 
text file. An error message should have 
been issued by CMS or CP to describe the 
condition. 



246W NO LOADER TABLE PRESENT FOR MOEULE »fn» - 
SET NO GO SWITCH 

Explanation : A CSECT name was specified for 
a module that was generated with the NOMAP 



System Action ; RC = 100 

Execution of the command is terminated. 
The system remains in the same status as 
before the command was entered. 
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Dser Acti on: Take appropriate action as 
described by the CMS or CP error message. 



251 E HELP PROCESSING 
•description 1 



ERROR, CODE nnn 



Explanation : An error occurred during the 
formatting of a HELP text file, indicating 
an error in the file text. 

Code Meanin g 

801 An output line longer than 132 
characters was formatted. Long output 
lines usually result when you neglect 
to set the format node back on after 
it is set off. 



253E FILE fn ft fm CANNOT BE HANDLED WITH 
SUPPLIED PARAMETER LIST 

Explanation: The specified file resides on 
a disk that can be handled with a STATE 
extended parameter list only. That means 
the specified file contains more than 65536 
items. 

System Action: RC = 88 

Execution of the user program is 

terminated. 

Dser Action : Change the user program 
parameter list to the 
extended-parameter-list format. 



802 An alphabetic parameter was found for 
a HELP format word that reguires a 
numeric parameter. 

803 A line was read that started with a 
period, but could not be recognized 
as a valid HELP format word. 

804 You omitted a reguired parameter for 
this format word. 

805 HELP does not recognize the parameter 
specified on the format word line 
displayed. 

806 The execution of a .IN,. II, or .OF 
HELP format word would cause the left 
margin to move to the left of 
character position one. 

807 HELP has calculated a negative space 
count based on the format words 
contained in the test file. 

808 A number outside the permissible 
limits for a HELP format word was 
found. The limits are based 
primarily on 80 characters-line in 

HELP. 



254E HELP CANNOT FIND THE INFORMATION YOD 
REQUESTED. IF NOT MISSPELLED, 
PLEASE ENTER »HELP» FOR MENU SELECTION OR 
•HELP HELP' FOR THE HELP COMMAND 

Explanatio n: The file specified by your 
HELP reguest was not found on the accessed 
disk (s) , or in the file directory of the 
•s' disk and 'y' disk (if accessed). The 
reguest may have been misspelled or 
incomplete. 

System Action : RC = 28 

Execution of the command is terminated and 

system status remains the same. 

Dser Action : Correct the entry if in error 
or use the commands specified to obtain 
available HELP files. 

255T INSUFFICIENT STORAGE FOR EXEC INTERPRETER 

Explanation : There is insufficient storage 
for the EXEC 2 interpreter to initialize 
itself. 

System Action: RC = 10096 

Execution is terminated at the point of the 

error. 



System Action : RC = 12 

Execution of the command continues and the 

line in guestion is ignored. 



fi§er Action: Redefine storage and reissue 
the command. 



User Action: 



None at execution time, 
should correct the file in 



however you 

guestion to prevent future messages or 

errors. 



256S ESERV EXECUTION ERROR, CODE «nn» 

Explanation : An error occurred during ESERV 
program execution. The error code 
indicates the kind of error that occurred. 



252E VALID OPTIONS ARE: DESC FORM PARM ALL 

Explanation : This message informs the user 
of the proper options to use the HELP 
facility. The message is issued with 
message DMSHLP003E (INVALID OPTION 
•option') . 

System Action : RC = 24 
None. 

User Action : Issue the command again with a 
proper option. 



Code Meaning 

1 Not enough virtual storage available 
for ESERV processing. 

2 Unsupported library macro issued by 
the ESERV program. 

3 Invalid FIND reguest generated as a 
result of an LBRFIND reguest issued by 

ESERV. 

4 Invalid GET reguest generated as a 
result of an LBRGET reguest issued by 
ESERV. 



Conversational Monitor System (CMS) Messages 163 



DMS 



5 An error occurred in opening the 
source statement library. 

6 An LBRGET request was issued by ESERV 
but the source statement library was 
not OPEN. 



again, specifying NOSTOB in the command 

line. This causes updates to be performed 

on disk. Otherwise, no action is 
necessary. 

301E "SYSxxx' NOT ASSIGNED FOB DISK •fm« 



An I/O error occurred accessing 
source statement library. 



the 



8 An LBRGET request was issued by ESEEV 
without a previous LBBFIND. 

System Action ; RC = 41 (Code 1 only) EC = 
256 (all others) ESERV program execution is 
terminated. 

User Action : If error code 1 occurs, make 
sure a larger amount of virtual storage is 
available for ESERV program execution. For 
all ether errors, contact your system 
support personnel. 

| 260T VIRTUAL MACHINE SIZE TOO SHALL TO IPL 
| NON-SHARED COPY OF CMS 

I Explanation : The CMS nucleus is designed to 

| be used as a saved, shared system. An 

| attempt has been made to use the CMS system 

| in non-shared mode by IPLing by device 

| address. Insufficient virtual storage is 

I available to do this. 



System Action : The virtual 
CP by loading a wait PSW. 



machine enters 



User Action : IPL the saved CMS system by 
its system name, or redefine your virtual 
storage to exceed the ending location of 
the CMS nucleus. IPL by device address 
again. 

299E INSUFFICIENT STORAGE TO COMPLETE UPDATE 

Explanation : The update is being performed 
in storage but there is insufficient 
storage to insert the next update line. 

System Action : RC = 41 

Execution of the command is terminated. The 

system status remains the same. 

User Action: Issue the command again, 
specifying NOSTOR on the command line. This 
causes updates to be performed en disk. 

300E INSUFFICIENT STORAGE TO BEGIN UPDATE 

Explanation : An update is being performed 
in storage, but there is insufficient 
storage available to contain the entire 
input source file. 

System Action : RC = 41 

If the keyword STOR was specified on the 
command line, execution of the command 
terminates. The system status remains the 
same. If the keyword STOR was not 
specified, the update continues and is 
performed on disk. No RC = 41 is issued in 
this case. 

User Action : If RC = 41, issue the command 



E xpl anation: No ASSGN command was issued 
prior to the DLBL command associating the 
named DOS logical unit with a CMS disk. 

System Action: RC = 36 

Execution of the command is terminated. 

The definition does not take effect. 

User Action : Issue an ASSGN command for 
each of the DCS logical units specified in 
the DLBL, and then reissue the DLBL 
command. 



302E NO SYSXXX OPERAND {ENTERED! SPECIFIED} 

Explanation: No SYSxxx operand was entered 
to associate the specified disk mode with a 
DOS logical unit, or in the case of DTFCP, 
the DEVADDR operand was missing from the 
DTFCP macro and no SYSxxx was specified 
with the DLBL command. This message 
appears only if the user is in the CMS/DOS 
environment. 

System Action : RC = 24 

Execution of the command is terminated. 

The definition does not take effect. 

User Action: Reenter the DLBL command 
specifying a DOS logical unit for each disk 
specified. In the case of DTFCP, specify a 
DEVADDR operand with the DTFCP macro and 
with the associated DLBL command. 



303E NO SYSXXX SATISFIES REQUEST 

Expl anation : A request was made for LISTIO 
A or LISTIO UA, but no logical units 
satisfied the request. 

System Action: RC = 28 

Execution of the command is terminated. 

The system status remains the same, except 

when the EXEC option was specified and 

there was an existing $LISTIO EXEC file. 

In this case, the $LISTI0 EXEC file is 

erased. 

User A ction : Ensure that the correct 
request has been made. 



304E INVALID OPERAND VALUE "value 1 

Explanation: The value specified is not 
valid for one of the following reasons: 

• It is larger than ten digits. 

• It is a nonnumeric value. 

• The number is greater than 2 3 *-1 for 
track numbers. 
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The number is greater 
BUFSP size. 



than 999999 for 



This message is also displayed if a null 
line is entered as the first specification 
for the EXTENT option of the DLBI command. 

System Action : EC = 24 

Execution of the command is terminated. 

The definition does not take effect. 



Dser Action ; 
specifying the 
entries. 



Reissue the command, 
appropriate values for all 



3041 UPDATE PROCESSING WILL BE DONE DSING DISK 

Explanation : An update is teing performed 
in storage, and there is insufficient 
storage available to contain the entire 
input source file. The keyword STOB was not 
specified on the command line. The update 
processing continues with the update being 
performed on disk. 



System Action; 
continues. 

Dser Action; None. 



The updating process 



305E INCOMPLETE EXTENT RANGE 

Explanation ; Only the starting relative 
track number was specified for an extent 
range. The number of tracks must also be 
specified. 

System Action : RC = 24 

Execution of the command is terminated. 

The definition does not take effect. 

User Action ; Reissue the command with the 
proper extent specifications including the 
number of tracks. 



Dser Action : Reissue the command, 
specifying the CAT option with a previously 
defined ddname, or issue a DLBL command for 
the user catalog ddname and then reissue 
the DLBL command for the subject data set. 



308E 'mode' DISK IN [NON-]CMS FORMAT; INVALID 
FOR [NON-]CMS DATASET 

Expl anation : The user has specified a CHS 
fileid ("CMS fn ft") but references a disk 
that is in non-CMS (for example, OS or DCS) 
format. Or the user has specified a non-CMS 
fileid ("DSN datasetname") but references a 
CMS disk. The reference to disk include 
not only the disk mode in the command line 
but also the mode in MDLT and EXTENT 
specifications. This message is also 
issued if the user specifies CMS for file 
identification but uses one of the VSAH 
options (for example, CAT or BUFSP) with 
it. 

System Action : EC = 24 

The command is terminated with no change to 
the current definition of DLBL since the 
new definition does not take effect. 

Dser A ction : Reissue the command with a 
disk mode appropriate for the data set. 

3201 MAXIMOM NUMBER OF DISK ENTRIES RECORDED 

Ex planation : The maximum number of disks 
have been specified for a multivolume VSAH 
data set. The system (S) disk cannot be a 
user disk. 

Sys tem Action : Execution of the command is 
terminated and the data set definition is 
stored. 

User Action: Hone. 



306E SYSXXX NOT ASSIGNED FOR 'IGNORE' 

Expl a nation : When the DUMMY operand is used 
for a data set, the logical unit address 
must have been assigned with the IGN 
operand before the DLBL command was issued. 

System Action : RC = 36 

No new definition for the data set is 

created. If one already exists, it remains 

unchanged. 

User Actio n: Either reissue the DLBL 
command using a valid disk mode, or issue 
"ASSGN SYSxxx IGN" followed by the original 
DLBL command using the DUMMY operand. 

307E CATALOG DDNAME 'ddname' NCT FOUSD 

Explanation ; The user catalog 'ddname' 
referenced by the CAT option has not been 
defined by a previous DLBL command. 

System Action : RC = 24 

Execution of the command is terminated. 

The definition does not take effect. 



3211 MAXIMUM NUMBER OF EXTENTS RECORDED 

Explanation: Sixteen (16) extents have been 
specified for a VSAM data set. This is the 
maximum number of data set extents allowed. 

System A ction : Execution of the command is 
terminated successfully and the data set 
definition is stored, including tie 
16-extent specification. 

User Action: Hone. 



3221 DDNAME 'ddname' 
EXECUTED 



NOT 



FOUND; NO CLEAR 



E xplanation : No previous definition for 
'ddname' had been specified. This includes 
the condition of a DLBL IJSYSUC CLEAR with 
no previous job catalog ddname (IJSYSUC) 
defined. 

System Action : Execution of the command is 
terminated. All definitions remain 
unchanged. 
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User A ction : If the ddname was entered 
incorrectly, reenter the command with the 
correct ddname. 

3231 {JOB | MASTER} CATALOG DIBI CLEARED 

Explanation : The D1B1 for the catalog 
referred to has been cleared and is no 
longer active. 

System Actio n: If the JCB catalog is 
cleared, all other definitions formerly 
flagged as using the JOB catalog are no 
longer flagged as such. The message can be 
the result of a DLBl* CLEAE rather than a 
DLBL IJSYSOC CLEAR or DLBL IJSYSCT CLEAR, 
when the PERM option is not used when 
defining the catalogs. 

User Action: None. 



3241 NO USER DEFINED {DLBI| FILEEEF | LAEELBEF} 'S 
IN EFFECT 

Explanation : No definition is in effect for 
the requested DLBLs, FILEDEFs, or 
LAEELDEFs. 

System Action: No further action occurs. 
The system is terminated. 

User Action: None. 



(DHSDLB304E) is displayed and the DLBL 
command has no effect. Otherwise, a null 
line means the end of the specifications. 

User A ction : Enter dataset extent 
specifications on the same line separated 
ty commas or on separate lines with or 
without commas. You must enter the starting 
relative track number, number of tracks, 
filemode and, if in DOS environment, the 
DOS logical unit associated with that 
filemode. The extents must be in ascending 
order for each volume grouping in order for 
the command to execute properly. 



333E nnnnnK PARTITION TOO LARGE FOR THIS VIRTUAL 
MACHINE 

Explanation: The specified number of bytes 
exceeds the size of the largest partition 
possible with this virtual machine. 

S ystem Actio n: RC = 24 

Execution of the command is terminated. 
The system status remains the same. The 
old DOS partition size remains unchanged. 

User Actio n: Specify a smaller value. If 
the partition size is not an important 
factor in this particular session, issue 
SET DOSPART OFF and allow the system to 
compute its own partition size. 



330R ENTER VOLUME SPECIFICATIONS: 



346E ERROR »nn« LOADING » f n ft* FROM DISK 



Explanation : The system expects you to 
enter the VSAM data set volume 
specifications because you specified the 
MULT option. 

System Actio n: Execution of the command 
waits until you respond to the 
specification request. If a null line is 
the first response, an error message 
(DMSDLB048E) is displayed and the DLBL 
command has no effect. Otherwise, a null 
response after one or more lines of data 
signifies the end of the specifications. 

User Action : Enter data set volume 
specifications either on one line separated 
by commas or on separate lines. The final 
comma at the end of the line is optional 
and may be omitted. You must enter the 
filemode and, in the DOS environment, the 
DOS logical unit associated with that disk. 
Do not repeat the filemode specified in the 
command line. 



Explanation: The TEXT file specified in a 
modname caused an error while trying to 
LOAD it into user virtual storage. 

S ystem Action : RC = 6 
None. 



fiS§£ Action: Fix 
does not cause a 
the command. 



the TEXT file so that it 
loading error and reissue 



347E ERROR »nn« LOADING LIBRARY «libname« 

Explanat ion : A return code of 'nn' was 
received from diagnose code X*74' when 
trying to load the Named System into user 
virtual storage. 

System Action: RC = 100 + 'nn 1 
None. 

User Action: The action taken depends on 
•nn' as follows: 



331R ENTER EXTENT SPECIFICATIONS: 

Explanation : The system expects you to 
enter the VSAM data set extents because you 
specified the EXTENT option with the DLBL 
command. 

System Act ion: Execution of the command 
waits until you respond to the 
specification request. If a null line is 
the first response, an error message 



Code Meaning 

04 The •litname* specified does not 

exist. Reissue the the command with a 

valid •libname'. 

08 The "libname 1 is currently active on a 
real 3800. DRAIN the 3800 and reissue 
the command. 

12 The library containing the volid is 
CP-owned. Consult your system 
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programmer for an explanation. 

16 The library containing the volid is 
not currently mounted. Have the VM/SP 
operator mount the volume. Then 
reissue the command. 

24 A paging error occurred. Consult your 
system programmer. 

348E ERROR 'nn' SAVING LIEEAEY 'libname' 

Explanation : A return code of *nn* was 
received from diagnose code X'74' when 
trying to save the new version cf the named 
system from user virtual storage. 

System Action : EC = 200 + 'nn* 
None. 



User Action : The action 
'nn* as follows: 



taken depends on 



Code Me aning 

04 The 'libname' specified does not 

exist. Reissue the command with a 

valid •libname 1 . 

08 The 'libname' is currently active on a 
real 3800. DEAIN the 3800 and then 
reissue the command. 

12 The library containing the volid is 
CP-owned. Consult your system 
programmer for an explanation. 

16 The library containing the volid is 
not currently mounted. Have the VM/SP 
operator mount the volume. Then 
reissue the command. 



350E MODULE IS MAEKED NOT EXECUTABLE 

Explanation : The module was marked not 
executable by the linkage editor, but an 
attempt was made to execute the program. 

System Actio n: Abend code = 15A or EC = 4 
Execution of the program is terminated. 
(Abend code = 15A for LINK, ATTACH, or 
XCTL; EC = 4 for OSRUN.) 

User Action: Link edit, an executable 
version of the program and reexecute the 
job stream or reissue the OSBUN command. 



351E MODULE IS MASKED ONLY LOADABLE 

Explanation : The module was marked only 
loadable by the linkage editor, but an 
attempt was made to execute the program. 

System A ction : Abend code = 1 5A or EC = 4 
Execution of the program terminates. 
(Abend code = 15A for LINK, ATTACH, or 
XCTL; EC = 12 for OSEUN.) 

User A ction : Make sure that the name is 
correct. If so, determine why the program 
was made only loadable by the linkage 
editor. Link edit, an executable version 
of the program and reexecute the job stream 
or reissue the OSBUN command. 



352E INVALID SETPRT DATA IN FILE 'fn ft' 

Exp lana tion: The SETPRT module represented 
by *fn ft' does not contain valid SETPRT 
information. 



20 The space allocated by the 
installation for 'libname' is not 
large enough to accommodate its new 
size after processing by this command. 
Either use the DEL function to delete 
some modnames or have the installation 
allocate a larger area for 'libname'. 
Then reissue the command. 

24 A paging error occurred. Consult the 
system programmer. 



System Action: All output to the virtual 
3800 has been performed until invalid 
SETEET module was encountered. 



S^er Act ion : 
module cause 
likely, the 
created with 
any case, cl 
PUBGE option 
module or fi 
error and rei 



Find out why the particular 
d the above error. Most 

module in question was not 
the CMS GENIMAGE command. In 
ose the virtual 3800 with the 
Either use a different 
x the module that caused the 
ssue the SETPRT command. 



349E INVALID LIBEAEY 'litname' 

Explanation : The first directory entry in 
'libname' was not the name of the library 
itself. The named system was improperly 
formatted on the DASD. 

System Actio n: None. 

User Act ion: The named system had either 
not been created before or was destroyed 
since it was last modified. Use the GEN 
function to create a new library called 
•libname' and then build it using the ADD 
function. 



360E INVALID RESPONSE 'response' 

Expl a na tion: After prompting you for 
information, VSAMGEN/SAMGEN determined that 
your reply was invalid, either because you 
did not enter one of the choices given you 
in the prompting message or because you 
entered a value not valid for the entry 
being processed (that is, the storage 
location of the named system) . 

If the message is issued after the storage 
location value is entered, the value 
violates one of the following rules: 

• Must be a valid hexadecimal value. 

• Must be less than 16 megabytes. 

• Must be greater than X'20000'. 
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System Action : EC = 24 

If this is the first time this message is 
issued for this prompt, VSAHGEN reads from 
the terminal after issuing the message, 
thereby giving you another chance to enter 
the correct information. If it is issued 
for the second time for the same prompt, 
VSAHGEN terminates, and the system returns 
to the CHS command environment. 

Dser Action : If it is the first time the 
message is issued, reexamine the prompting 
message and enter the correct information. 
If it is the second time the message is 
issued for this prompt, VSAHGEN has 
terminated, so you must restart the VSAMGEN 
EXEC. If the message is from SAHGEN, the 
EXEC must be restarted. 

361E DISK »mode» IS NOT A {CHS|DCS} DISK 

Explanation : VSAHGEN reguires that the 

A-disk be a read/write CHS disk, and that 

the disk you specified as containing the 
DOS SEI be a DOS disk. 



system status remains the same. 

Dser Action ; Reissue the command with 
valid starting address. 



3631 sysname DOSLIE CREATED ON DISK 'A' 

E xplanation : VSAHGEN creates a CHS DOSBIB 
file from the object modules that make up 
the named system. 

System Acjtjon : None. 

M&S. Ac^on: None. 



363R ENTER LOCATION WHERE Sysnatte KILL BE LOADED 
AND SAVED: 

E xplanation : VSAHGEN/SAHGEN requires a 
hexadecimal address for fetching the VSAH 
and/or Access Hethod Services systems into 
storage so that the systems can be saved on 
a CP volume. 



System Action: EC = 36 
VSAHGEN has terminated, 
to CHS command mode. 



The system returns 



Dser Action : If the message concerns the 
CHS A-disk, access a CHS disk in read/write 
mode as the A-disk and reissue VSAHGEN. If 
the message concerns the DOS disk, either 
access the DOS disk and use that mode 
letter to answer the prompt during the next 
VSAHGEN attempt, or enter the correct mode 
of the DOS disk containing the .DOS SRI 
during the next VSAHGEN attempt. 



362E INVALID STORAGE PEOTECT KEY «key« 

Explanation : The storage protect 
specified was not decimal, to 15. 



key 



S ystem Action : EC = 24 

Execution of the command is terminated* The 

system status remains the same. 

Qse r Action : Beissue the command* 
specifying a valid storage protect key. 

3621 LINK-EDITING sysname... 

Explanation : VSAHGEN is in the process of 
link-editing the modules that make up the 
named system in order to create a CHS 
DOSLIB file with the same name. 

System Action : None. 

User Action : None. 

363E INVALID STARTING ADDRESS 'startadr' 

Explanation : The start address specified in 
the command line is not a hexadecimal 
address within the load range of the 
specified system. 

System Action : EC = 24 

Execution of the command is terminated. The 



Sy,st§f Action: VSAHGGEN/SAHGEN issues a 
read to~the terminal and waits for your 
response. 

Qser Action : Enter the hexadecimal address 
to the starting relative page number in the 
StSPGNUH field of the NAHESYS macro entered 
in the DHKSNT module for the named system. 



364E VH STOBAGE NOT LAEGE ENOUGH TO CONTAIN 
5YSTEH LOADING AT startadr TO endadr 

E xplanatio n: The virtual machine*s storage 
must be large enough to allow SSK 
instructions to be issued for the complete 
load range of the saved system. 

system Actioa ; rc = 24 

Execution Of the command is terminated. The 

system status remains the same. 

tj§er Action: Use the CP Command DEFINE to 
redefine the virtual machine's storage to a 
value large enough to contain the saved 
system, and IF1 CHS again. 



3641 FETCHING sysname.*. 

E xplanation : VSAHGEN is in the process of 
fetching the phases that make up the named 
system from the CHS DOSLIB file of the same 
name. The phases are fetched into storage 
in order to be saved (written) on a CP 
volume. 

System A ction : None. 

fl3S£ ISiiSfi! None. 



364R ENTER •CHSVSAH 1 OR •CHSAHS* OR 
GENERATION OF NEW SYSTEH (S) 



»EOTH« FOR 



Explanation : The message gives you the 
choice of regenerating either one or both 
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of the named systems. 

System Action : VSAMGEN issues a read to the 
terminal and waits for your response. 

User Action : Enter a valid response. 



365E SYSTEM NAME NOT SPECIFIED 

Explanation : The system name 
included in the command line. 



was not 



S ystem Action : EC = 24 

Execution of the command is terminated. The 

system status remains the same. 

User Actio n: Reissue the command with a 
valid system name. 



3651 SYSTEH sysname SAVED 

Explanation : VSAMGEN/SAMGEN saves the named 
system on a CP volume for subseguent use by 
user programs. 

System Action : None. 

User Action: None. 



365E ONE OB MORE OF THE TEXT FILES LISTED IN THE 
fn EXEC ARE MISSING. THE VSAM PP PID TAPE 
SHOULD BE ON TAPE DRIVE 181, ENTER: «G0« IF 
TAPE DRIVE IS READY. TO LCADFILE OB 'QUIT' 
TO STOP GENERATION PROCESS 

Explanation : VSAMGEN has detected one or 
more of the VSAM files necessary to 
generate VSAM/AMS is missing. VSAMGEN 
expects the VSAM PP tape to be mounted on 
drive 181. 

S ystem Action : None. 

User Action : Enter appropriate response. 

3661 STARTING TO READ PTF DECKS FROM READER... 

Explanation : VSAMGEN is starting the 
•UPDATE* procedure, during which the user 
is prompted for the names of the PTF decks 
to be applied to the new system. 

System Action : None. 

User Action : None. 

366R ENTER NAME OF SYSTEM TO BE SAVED: 

Explanation : VSAMGEN has link-edited the 
VSAM or Access Method Services system and 
fetched it into virtual storage and is 
about to issue the CP SAVESXS command for 
that system. For SAMGEN, the simulated 
VSE/AF SAM modules have been fetched into 
storage and SAMGEN is about to issue the CP 
SAVESYS command for the CMSBAM DCSS. 

System Action : The system waits for a 



response. 

fleer. A c ; t ion : 
to be saved. 



Enter the name of the system 



3671 'aodulename TEXT' WRITTEN ON DISK »A« 

Explana tion : If the message was issued by 
DMSVGN, VSAMGEN has read a reader file and 
written it on the CMS disk with the given 
name. The file is used in creating a new 
named system. 

If the message was issued by DMSVPD, DMSVPD 
(called from VSAMGEN EXEC) has read the 
named replacement module from the DOS/VS 
PTF tape and has written it on the user's 
A-disk for subseguent application in the 
new VSAM or Access Method Services system. 

S ystem Acjbi&n: None. 

User Action : None. 



367R ENTER TAPE {INPUT| OUTPUT} DDNAMES: 

Ex planation : You must supply the ddname of 
the tape input or output data sets to be 
used in the Access Method Services 
jobstream. The ddname in each case must 
match the "ddname" operand in the Access 
Method Services control statement being 
executed (EXPORT, IMPORT, or REPRO) . 

S ystem Action: The system waits for a 
response. 

U ser Action : Enter the ddname of the tape 
input or output data sets to be used. 



3681 count MODULES HAVE BEEN RESTORED 

Exp l a nation : VMFDOS issues this 

informational message to indicate to the 

user the number of modules created on disk 
from a VSE/AF distribution tape. 

System Action : None. 

User Action; None. 



368R ERASE sysname DOSLIB?. 
•SO': 



.ENTER 



•YES' OR 



Ex pl anation: The CMS DOSLIB file created 
during execution of the VSAMGEN EXEC (see 
message DMSVGN363I) can be erased at this 
time. This message prompts you to indicate 
whether or not you want the file erased. 

System Action : The system waits for a 
response. 

Use r Action : Enter either "yes" or "no". 
Only the *yes* response will erase the 
file. 
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369E INVALID - RELEASE 31 OB LATE! EEQDIBED 

Explanation : The release number entered in 
response to message DMSVGN369R is an 
earlier release than the one supported for 
VSAM and Access Method Services. 

System Action : EC = 24 

VSAMGEN is terminated and the system 

returns to the CMS command environment. 

User A ctio n: If the release number is 
incorrect, restart the VSAMGEN EXEC 
procedure and enter the correct number. 
Otherwise, see the description of CMS VSAM 
and Access Method Services in the VM/SP 
Planning and S ystem Generation Guide. 



370E ENTER 'GO' IF SAVED SYSTEM 
CHEATED, OTHERWISE 'QUIT' 



IS TO BE 



Explanation : The VSAMGEN EXEC has created 
the specified DOSLIB as stated in message 
DMSVGN363I and now requires whether it is 
to continue processing the DOSLIB or is to 
be terminated. 

System Action: The system waits for a 
response. 

User Action : If you desire to temporarily 
halt the creation of the saved system, 
enter 'QUIT'; if 'GO' is entered, the saved 
system will be built. 



371R sysname IS 
ZAPS, ELSE 



LOADED. ENTER CP MODE 
•NULL' 



TO APPLY 



Explanation : It is possible at this point 
to apply ZAPs to the loaded system by 
entering CP mode. All text is now in 
storage and the DISPLAY and STORE commands 
may be used to make changes. 

S ystem Action: VSAMGEN issues a read to the 
terminal and waits for a response. 

User Action : If ZAPs are desired, enter CP 
mode. Make the desired changes, return to 
CMS READ via BEGIN command. Enter null 
line to cause the VSAMGEN to continue. 



382R ENTER NUMBER OP TAPE FILES TO BE EROCESSED: 

Ex planation: VSAMGEN must know how many PTF 
tape files to scan for the VSAM and Access 
Method Services replacement modules. 

System Actio n: The system waits for a 
response . 

User Action : Enter a decimal number showing 
the number of tape files to be processed 
starting with current tape position. 

383R APPLY 'filename'? ...ENTER 'NO' OR EOE: 



Actio n: The system waits for a 
response. 

User Action: If you do not want to apply 
the PTF contained in the named file, enter 
"no". If you do want the file, indicate an 
EOB by pressing ENTER on a 3277 display 
terminal or RETURN on a 2741 terminal. 

400S SYSTEM 'sysname' DOES NOT EXIST 

Expl anatio n: The subject system has not 
been defined in the Control Program module 
DMKSNT. 

System A ction : For DMSVIE, CMS abends with 
abend code X»044'. For all other modules, 
EC = 44. Execution of the user program is 
terminated. The system returns to the state 
it was in before the start of the user 
program. 

U ser Action : Contact the system programmer, 
who will generate the saved system for the 
correct system name. 



401S VM SIZE (size) CANNOT 
START ADDRESS (address) 



EXCEED 'sysname' 



Expla natio n: The user's virtual machine 
storage size as currently defined is of 
such a size that the named system (when 
loaded) would overlay part of the user's 
virtual storage. This could have occurred 
in either of the following ways: 

1. The named system was saved below the 
user's current virtual machine size, 
or 

2. The named system was saved at an 
appropriate address, but the user's 
current virtual machine storage size 
is so large that it would be partially 
overlaid by the named system. 

Sys te m Action: For DMSVIE, CMS abends with 
an~abend code of X'104«. For DMSSET, RC = 
40. For all other modules, RC = 104. 
Execution of the command is terminated. 
The system status remains the same. 

Us er Action: 

1. Contact the system programmer, who 
must create a new copy of the named 
VSAM or Access Method Services system 
at an address that is high enough not 
to conflict with any virtual machine 
size permitted for VSAM users, or 

2. Enter CP mode and define a smaller 
virtual machine storage size for this 
VSAM user so his virtual storage is 
not overlaid by the named system, and 
then reload (via IPL) CMS/DOS. 



402W DMSLBR NOT IN CMSBAM 
SUPPORT NOT AVAILABLE 



SEGMENT. 



ESEBV 



Explanation : The user has requested 
selection of PTF replacement modules during 
VMFDOS execution. 



Expla na tion: The DMSLER module, that 
simulates the macros necessary to run the 
ESERV program, could not be found. 
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System Action : System operation continues 
but support for ESEEV command execution is 
not available. 

Oser Action : If you require the use of the 
ESEEV command, contact your system support 
personnel. 

403S filename SHAHED SEGMENT MOT AVAILABLE - 
EELOAD CMSDOS 



reader, the printer, a tape drive, or the 



logical unit assigned to 
or DOS-formatted disk 
indicates the nature of the error; 
be one of the following: 

CARD BEADEE 



the specified 0S- 

The • nn' code 

it may 



C ode Meaning 
3 An unknown error occurred. 



Explanation: An OPEN has teen issued for a 
file that resides on an FE-512 EASE, but 
the CMSBAH shared segment has net been 
generated. 



System Actio n: The OPEN is 
System status remains the same. 



canceled. 



User Action : The CMSEAH shared segment must 
be generated and saved with the VSAMPP EXEC 
and the SET DOS ON command reissued. 



EBINTEE 

C ode Meaning 
1 A line was too long. 
5 An unknown error occurred. 

TAPE INPUT AND O UTPUT 

Code Mea ning 
3 A permanent I/O error occurred. 

DISK INPUT AND OUTPUT 



404S filename LOGIC MODULE 
'segname' SHARED SEGMENT 



NOT 



FOUND 



IN 



Explanation : An OPEN has been issued for a 
file residing on an FE-512 DASD tut the 
appropriate logic could not te located. 
This indicates that the CMSEAM shared 
segment has been generated incorrectly. 

System A ctio n: The OPEN is canceled. 
System status remains the same. 



C ode Meaning 

2 A unit exception occurred. 

3 A wrong-length record was detected. 
13 A permanent I/O error occurred. 

System A ctio n: EC = 100 

Execution of the command is terminated. 



User Action: 



Use the error code 



to 



determine and correct the possible cause of 
error. 



User A ctio n: Have the system programmer 

examine the CMSBAM linkage editor map for | 412S CMSXGEN FAILED DUE TO SETKEY EEEOE 

unresolved external references. The 

modules that are unresolved must be | 

obtained from the DOS/VS PID tape and | 

VSAMPP EXEC must be rerun tc generate the | 

CMSBAM shared segment. 



Expla nation : Errors 
to issue the SETKEY 
keys. 



occurred while trying 
command to set storage 



D10S CONTROL PROGRAM ERROR INDICATION 'retcode» 

Explanation : An unexpected error occurred 
while the Control Program was processing a 
request from CMS to find or load the 
specified saved system. 

System Action : For DMSVIB, CMS abends with 
abend code X'177*. For other modules, EC = 
177. In both cases, 177 is the actual error 
code from the Control Program, indicating 
that paging I/O errors have occurred. The 
QUERY SYSNAMES command displays the names 
of the saved segments for the CMS virtual 
machine. Any requested segment must have 
been saved via procedures documented in the 
VM/SP Planning and System Generation Guide. 



User Action: 



Contact the installation 



system programmer for assistance. 



41 1S {INPUT | OUTPUT} EEEOE CODE 'nn' CN 'SYSxxx 1 

Explanation : An unrecoverable input or 
output error occurred while reading from or 
writing to SYSxxx. SYSxxx is the card 



Syst em Action: EC = 100 

Execution of the command is terminated. The 

system status remains the same. 

User Action : A message was issued by DMSSSK 
before this message was issued. Use the 
explanation and user action for the DMSSSK 
message to correct the error. 

413S STORAGE NOT INITIALIZED FOB VSAM PBOCESSING 

Explanation : The program has issued a 
CDLOAD (SVC 65) , but the DOS VSAM 
environment under CMS is not active. A 
CDLOAD requires VSAM storage initialization 
to have taken place, but this has not been 
done. 



System Action: EC = 104 
The job is terminated, 
remains the same. 



The system status 



User Action : Issue the CMS command SET DOS 
ON with the VSAM option in order to 
initialize storage properly, and then 
reexecute the program. 
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420E NSL EXIT FILENAME HISSING OR INVALID 

Explanation : The filename specified for 
user-written, nonstandard label processing 
routine must be the name of a TEXT or 
MODULE file. No file could be found that 
had a filetype of TEXT or MODULE with the 
specified name. 



System Action : 
not executed. 



The command or program is 



User Action : Specify the name of a valid 
NSL exit routine and reissue the command. 



421E 'TAPn (cuu) 
'filename' 



HDB1 LAEEI 



MISSING FOE 



Explanation : A tape specified as standard 
label does not have a HDR1 label. Filename 
is dtfname for CMS/DOS or ddname for OS 
simulation. The message will also occur 
for a tape that has HDB1 labels but is not 
positioned correctly for input label 
processing. 



System Action : The tape 
the record that was read 
executed. 



is positioned at 
when the HDS1 was 



For CMS/DOS, message DMSTLB435R is issued. 

For OS simulation, an OEEK error occurs. 

The TAPEMAC and TAPPDS commands are 
terminated without reading any tape data. 



The TAPESL 
32. 



lacro returns an error code of 



User Action : Verify that the proper tape is 
mounted. Reply to message DMSTLB435R if 
issued. If the wrong tape is mounted, try 
again with the correct tape. If labels are 
not expected on the tape, respecify label 
type as BLP or LABOFF and try again. 



422E 'TAPN (cuu) 
'filename* 



POSITIONED 



WRONG 



FOB 



Explanation : A tape was not positioned 
correctly for label processing to occur. 
For output tapes, an attempt was made to 
write a new label when the tape was not 
positioned at an existing HDR1 label or 
tapemark. 

For CMS/DOS input tape, the message is 
issued when the file sequence numbei on the 
tape label is larger than the one specified 
in the LABELDEF command. The filename is 
the symbolic name in the DTFMT for the 
file. 

For CMS, the filename is LABDEFid. 

For OS simulation, the filename is ddname. 

S ystem Action : An OS file is not opened. A 
CMS/DOS job is cancelled and the TAPESL 
macro gives an error return code of 32. 



User Action : Ee sure the tape is positioned 
properly and that the correct tape is 
mounted. If necessary, reposition the tape 
and then reissue the job or command. 



4231 'TAPn (cuu) • POSITION PARAMETER IGNORED. 
OUTPUT FILE WILL BE WRITTEN IMMEDIATELY 
AJTER NEW V0L1 LABEL 

E xplanation : This message occurs when you 
respond to message DMSTLE433R by reguesting 
that a new volume label be written on a 
tape. An OS simulation SL tape has been 
requested with a specified positional 
parameter indicating the file is not be the 
first on the tape. 

S ystem Action : The positional parameter is 
ignored and the new label file is written 
immediately after the new VOL1 label. 

User Action: None. 



424E 'TAPn (cuu) • NOT POSITIONED AT E0F1 LABEL 

Explanation : The CMS TAPESL macro was 
issued with the function EIN but the tape 
was not positioned at an E0F1 or E0V1 
label. 

S ystem Act ion : No label is processed. The 
macro returns a code of 32 and the tape is 
left positioned to the same record it was 
positioned at when the macro was issued. 

User A ction : Space the tape so it is 
positioned at the E0F1 trailer label and 
reissue the macro or ignore the error if 
you do not want the tape trailer label 
processed. 



425R 'TAPn (cuu)' BLOCK COUNT ERROR 
•filename' ENTEB 'IGNORE' OR 'CANCEL* 



FOR 



Explanation : The block count in an E0F1 
record does not match the number of blocks 
actually read. Filename is dtfname for 
CMS/DOS or ddname for OS simulation. 

For OS simulation, the message is only 
issued when you do not have a block count 
exit routine specified in the DCB EXIT 
list. 

For the TAPESL macro the message is issued 
only when you have not specified an error 
return (by the ERROR=parameter) that is 
different from the normal return. 

System Action : The system waits for a 
reply. 

Use r Action : Enter 'IGNORE' to continue 
processing normally or 'ERROR' to cancel 
the job in CMS/DOS, or to cause an abend 
with code 500 in either OS simulation or 
when processing the CHS TAPESL macro. 
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426R 'TAPn (CUU) ' UNEXPIBED FILE ENTEB 'IGNOBE' 
OB 'EBBOB' 

Explanation : The system is trying to write 
over a HDB1 record on tape cuu that has an 
expiration date that has not yet expired. 

System Action ; The system waits for a 
response. 

U s er Action : Enter 'IGNOBE' to write over 
the existing record and disregard the 
expiration date. Enter 'EBBOB' to cancel 
the job in CMS/DOS or to prevent the file 
from being opened in OS simulation. 



427B 'TAPn (cuu) • E0V1 LABE1 BEAD 

Explanation : While processing trailer 
labels for an input tape file, an E0V1 
label was read instead of an E0F1 label. 

System Action : None. 

User Actio n: No response is necessary. 
However, if you want to mount a new tape 
and continue reading the file, you must 
send a message to the operator reguesting 
that a new tape be mounted. The data on 
the new tape must he processed as a new 
file by CMS. 



4281 'TAPn (cuu) ' E0V1 LABEL HEITTEN 

Explanation : End-of-tape was encountered 
while writing an output file on a tape with 
IBM standard labels under CMS/DOS or OS 
simulation. This message is also issued 
when TAPES! is used to write an E0V1 label. 

System Action : A tape mark and E0V1 label 
are written after detecting the 
end-of-tape. 

For CMS/DOS, the job is then cancelled and 
the tape is rewound and unloaded. 

For OS simulation, the program abnormally 
terminates with a code 001 if you are using 
QSAM or if you use a CHECK macro in BSAM. 
If you are using BSAM with no CHECK macro, 
your program continues to try to write on 
the tape. 



The tape is always rewound and 
after this message is issued. 



User Action : The operator must mount a new 
tape to continue the file. If possible, 
reorganize the output data to fit on a 
single tape reel. 



4291 'TAPn (cuu) ' EOT ON OUTPUT 

Explanation : Ehd-of-tape was encountered 
while the system was writing a tape file 
with CMS/DOS or OS simulation I/O macros. 
The tape file was not defined to have IBM 
standard labels. 



unloaded 



If the type of label processing is BLP or 
ML, a tape mark is written after the last 
record. If the file has nonstandard labels 
and a user exit has been specified, control 
is transferred to this nonstandard label 
routine. 

System Action : A tape mark is written after 
the last data record. If the file has 
nonstandard labels and a user exit has been 
specified, control is transferred to this 
nonstandard label routine. See message 
DMSTLB428I for a description of tape 
positioning and user program action when 
this message is issued. 

Ds er Action : The operator must mount a new 
tape to continue the file. If possible, 
the operator should reorganize the data so 
each file will fit on an individual tape. 

In a user routine, the output file should 
be closed. This will cause a tape mark to 
be written whether the label processing is 
BLP, NL, or LABOFF. The tape mark after 
the last record will allow the file to be 
read without error. 



430E 'TAFn (CUU)' LABELDEF 
FOB FILE 'filename' 



INFOBMATION MISSING 



E xplanatio n: Under CMS/DOS or CMS you must 
specify a" LABELDEF statement for every 
labeled tape file. One was not fcund for 
DTFMT or labeldef id with the specified 
filename. The message may occur for OS 
simulation files if you have inadvertently 
cleared the FILEDEF or LABELDEF for the 
specified filename. 

System Action : The job is canceled for 
CMS/DOS, the file is not opened for OS 
simulation and the TAPESL macro returns an 
error code of 28. 

U ser Action : Specify a LABELDEF statement 
for the file and execute the job again. 



431E 'TAPn (cuu)' VOL1 LABEL MISSING 

Exp la na tion : This message occurs when you 
reguest that a tape have its VCL1 label 
checked or displayed. The tape does not 
contain a VOL1 label as its first record. 



Syste m Action : 
terminated. 



The TAPE command 



For CMS/DOS input files, message DMSTLB435B 
is issued. 

For OS input files, an OPEN error occurs. 

Use r Action: Be sure the operator has 
mounted the correct tape. Bespond to any 
further messages that are issued. If 
necessary, reissue the command or program. 
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432E 'TAPn (cuu) ' VOLID volia DOES NOT MATCH 
LABFLDEF VOLID FOB 'filename' 

Explanation ; The volume serial number 
(volid) on a tape V0I1 latel is not the 
same as the volume serial number specified 
on a LABELDEF or FILEDEF command. Filename 
is dtfname for CMS/DOS or ddname for OS 
simulation. The volid displayed in the 
message is the one found on the tape label. 



Syst em Actio n; CHS/DOS 
DHSTLB435R is issued. 



files, message 



CHS commands and TAPES! macro terminate 
without reading any tape data. 

For OS simulation, the file is not opened. 

Oser Action ; Ee sure the LABELDEF statement 
for the file is correct. If it is, the 
wrong tape may be mounted or it may be 
positioned at the wrong file. Reply to 
message DHSTLE435E if issued. 



435R ENTER 'IGNORE' or 'CANCEL' 



CHS commands terminate without any data 
being read. 

For CHS TAPESL macro for input, an error 
code of 32 is returned. 

For OS simulation input files, the file is 
not opened. 

For OS simulation or TAPESL output files, 
message DMSTLB433R is issued. 

User A ctio n; Be sure the correct volume 
serial number is specified on the command. 
If it is, the correct tape was not mounted. 
Ask the operator to mcunt the proper tape. 
Reissue the command or program. 



433R ENTER 'WRITE' (volid) OR 'REJECT' 

Explanation ; This message is issued when an 
output OPEN routine finds a tape has a V0L1 
volid that does not match the one specified 
or if an output tape has been specified as 
SL and no V0L1 label is on it. The message 
is issued only in situations where a DOS/VS 
or OS/VS operating system allows a V0L1 
label to be written. It is never issued 
unless either message DHSTLB431E or 
DHSTLB432E is also issued. 



System Ac tio n : 
reply. 



The system waits for a 



User Action ; You may enter 'REJECT' to 
reject the tape or rewrite the V0L1 label 
on the tape by entering WRITE followed by a 
left parenthesis and, with no intervening 
blanks, a one- to six-character volume 
serial number to be written in the label. 
No owner field may be specified. To write 
a V0L1 label with an owner field you must 
use the WVOL1 function on the TAPE command. 



434E 'TAPn (CUU) • INPOT LABEL ERROR IN 
•fieldname' FILE 'filename' 



FIELD 



Explanation ; A field in a tape HDR1 label 
did not agree with the field specified on a 
LABELDEF command for the file. Filename is 
dtfname for CMS/DOS or ddname for OS 
simulation. 'fieldname' identifies the 
field causing the error. 



System Action ; For 
DHSTLB435R is issued. 



CHS/DOS, message 



Explanation : This message is never issued 
alone. It always follows another CMS/DOS 
message that identifies a tape label error. 

This message gives the CHS/DOS user the 
choice of ignoring a label processing error 
and continuing the job or cancelling it. 

Syste m Actio n; The system waits for a 
reply. 

Oser Action: Enter 'IGNORE' or 'CANCEL'. 



4361 'TAPn (CUU) » HISSING OSER STANDARD LABEL 
FOR 'ddname' 

Expla na tion: This message is issued when 
the OS simulation user reguest SOL tape 
label processing on a FILEDEF command. The 
user also has a user exit in the DCE exit 
list for the file identified by ddname. 
However, the tape did not contain a user 
OHL or OTL label. 

System Action ; If a tape mark is read 
instead of the expected user standard 
label, the tape is positioned at the record 
immediately after the tape mark. 
Otherwise, the tape is tackspaced so it is 
positioned at the record that was read when 
a user standard label was expected. 

Oser Action : None, if the tape file was not 
expected to contain a user label. If one 
was expected, halt the program execution 
and be sure the correct tape is mounted. 



4371 'TAPn (cuu) » NSL ROOTINE RETORNED 
CODE 'nnnnnn' FOR 'filename' 



ERROR 



Ex planation ; This message is issued when 
you execute a nonstandard tape label 
processing routine that returned a nonzero 
return code of 'nnnnnn' in register 15. 
'filename' is the ddname for the file that 
caused the code for OS simulation; for the 
TAPEHAC and TAPPDS commands, it is the id 
parameter specified by the user. 

System Action ; The nonzero return code 
prevents an CS file from being opened or 
causes the TAPEHAC or TAPPDS commands to be 
terminated without processing any tape 
files. 

Oser Action : Examine your NSL routine to be 
sure you wanted to return a nonzero code. 
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If you did, then you probably have the 
wrong tape mounted or you anticipated this 
condition. 



444E VOLUME •label' IS NOT A DOS SYSRES 

Explanation ; The disk specified by the mode 
operand of the SET DOS ON command is not a 
VSE/AF system residence volume. 

Sy ste m Acti on: BC = 32 

Execution of the command is terminated. The 

system status remains the same. 

User Action : Beissue the command with the 
correct mode. 



445W INVALID DATA IN SEQUENCE IIELE, BYPASSING 
SEQUENCE CHECK 

Explanation : The sequence field on the file 
being loaded in not numeric. 

System Action; The file continues to be 
loaded. 

User Action : Check the file after it has 
been loaded for possible transmission 
errors. 



195E THE « module"! « MODULE CAN ONLY EE EXECUTED 
EY THE 'module2« MODULE, IT CANNOT BE 
EXECUTED BY ITSELF 

Explanation : modulel can only be executed 
by module2, and cannot be invoked and 
executed by itself. 



System Action : 
terminated. 



Execution cf modulel is 



User Actio n: Do not attempt to execute 
modulel by itself. 



U96S BEADEE FILE ALTEBED TO DISK LOAD AS: «fn ft 
fm». DISK LOAD STOPPED! FILE HAS BEEN LEFT 
IN YOUR BEADEE 

Explanation ; Someone has sent you a file 
with an altered fileid. A file is not 
loaded when the last card of the reader 
file does not match the filename, filetype, 
and/or filemode of the first card in the 
file. The filename, filetype, filemode 
specified in the message is the file that 
would have been erased by the DISK LOAD. 

Systejn Action : RC=100 

The file is not loaded and is left in the 

reader. 

User Action ; Determine who sent you this 
altered file by issuing CP QUEBY Reader. 
If you still want to load the file, use the 
BEADCARD command. Otherwise, to delete 
this file from your reader, use the CP 
PURGE command. 



500E UNABLE TO UNPACK FILE • f n ft fm« 

E xplanatio n: An error condition was 
detected during the process of unpacking a 
file. 

System Action: EC = 88 

Execution of the command is terminated. 

User Action : Contact your system support 
personnel for assistance. 



5011 nn LINES DELETED 

Explanatio n: The number of lines deleted as 
a result of a DELETE subcommand is 
displayed. 

System Action: None. 

User Action : None. 

502E nn LINES TO RECOVEB 

Explanation: The number of lines recovered 
as a result of a RECOVER subcommand is 
displayed. 

System A ction ; None. 

£]§££ Action: None. 

502W NO LINE TO RECOVER 

Explanation: A RECOVER subcommand was 
issued, but the buffer that contains 
"recoverable" lines was empty. 

Sy stem Action : EC = 3 

User Action : None. 

503E TRUNCATED 

Explanation: The current line has exceeded 
the truncation column, and the extra 
characters have been truncated. 

System Action: RC = 3 

Oser Action: To avoid truncation of 
subsequent lines, change the truncation 
setting by issuing a SET TRUNC subcommand. 

5Q4E nn LINE (S) TRUNCATED 

I *£i§SS*i°fl : Lines were truncated due to a 
SHIFT subcommand. 

System Action : RC = 3 

Dser Action: None. 
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505E NOT EXECUTED: THE TARGET LINE (nn) IS 
WITHIN THE LINES TO {MOVE | COPY} 

Explanation : The destination line for a 
move or copy operation fell within the 
block of lines to be moved or copied. 



reissue the 



System Action : RC = 1 

User Action: Correct and 
subcommand. 

5061 nn LINES {MOVED1 COPIED} 

Exp lanation: The number of lines that were 
moved or copied is displayed. 

System Action : None. 

Oser Action: None. 



509W OSE GET AND/OR POT (D) TO MOVE LINES IN 
OPDATE MODE 

Explanation: The MOVE subcommand was issued 
in update mode. 

System Action : RC=3 

User Actio n: To move lines in update mode, 
use the GET or PUT (D) subcommand. 



5101 AUTOSAVED AS 'fn ft f m » . 

Explanat ion : As a result of a SET AUTOSAVE 
setting, the file was written to disk with 
the fileid that is displayed. 



S ystem Action : 
continues. 

User Action: Hone. 



The editing session 



507E NO PRESERVED DATA TO RESTOEE 

Expla nat ion : A RESTORE subcommand was 
issued to restore the settings of XEDIT 
variables but the PRESERVE subcommand had 
not previously been issued to save the 
settings of the variables. 



Syste m Actio n: RC = 3 
subcommand is not executed. 



The 



RESTORE 



Oser Actio n: If you wish to alter XEDIT 
variables temporarily, enter the PRESERVE 
subcommand, then change the XEDIT variables 
using the SET subcommand. Subsequently, 
enter the RESTORE subcommand to restore the 
variables to the values they had when the 
PRESERVE subcommand was last issued. 



508E 'load' MUST BE THE 
PROFILE 



FIRST S0ECOMMAND IN THE 



Expla nation : During the execution of a 
XEDIT profile macro, a LOAD subcommand was 
detected that was not the first XEDll 
subcommand in the macro. 

System Action : RC=3 

The XEDIT profile macro is partially 
executed. The system executes all EXEC 2 
statements, CMS commands, and XEDIT 
subcommands in the macro until the LOAD 
subcommand is reached. It then ignores the 
LOAD subcommand and all subsequent 
subcommands. Updn detection of the first 
XEDIT subcommand, the editor automatically 
executed a LOAD subcommand that was used to 
invoke the profile macro. No more than one 
LOAD command, either implicit or explicit, 
may be executed in one XEDIT macro call. 

User A ctio n: Correct your XEDIT profile 
macro. Move the LOAD subcommand up so that 
it is the first XEDIT subcommand to be 
executed. 



511E STRING2 CONTAINS MORE ARBITRARY CHARACTERS 
THAN STRING1 

E xplanation : In a CHANGE subcommand, the 
operand »string2» contained more arbitrary 
characters than the operand 'string*!'. 

System Action: RC=5 

User Action : Correct the operand •string2' 
and reissue the CHANGE subcommand. 



512E INVALID SUBSET COMMAND 

Explanation: A CMS command that is not one 
of the CMS subset commands was issued, and 
the editor is not in the CMS shared segment 
(where any CMS command may be executed) . 

§ISiSS Action: RC=1 or 2 

RC=1: The command was passed to CMS; the 

command was not a valid system editor 

subcommand. 

RC=2: The command was passed to CMS. The 

VM/SP editor did not attempt to decode the 

command. 

2.§§£ Action : None. 



513E UNKNOWN CP/CMS COMMAND 

Explan ation: A command was transmitted to 
CMS or to CP but was not recognized. 



System Action : RC=-3 

User Action : Correct 
command. 



and 



reissue the 



SUE RETURN CODE »nn' FROM 'command' 

Expla nation : A CMS or CP command was 
executed, and an error occurred. 

System Action: The return code from the CMS 
or CP command is displayed in the message 
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User Action : 
command. 



Correct and reissue the 



U se r A ction : Correct and reissue the 

subcommand. 



515E RECFM MOST BE {F|V|FP|VP} 

Explanation : A SET RECFM subcommand was 
issued and the operand was not recognized. 

System Actio n; RC=5 

The subcommand is not executed. 



User Action : 
subcommand. 



Correct and 



reissue the 



516E LHECI TOO LARGE FOE V-FORMAT FILE 

Explanation : A SET LBECL subcommand was 
issued with a logical record length that 
exceeds the maximum for V-format files, 
which is 65,536. 

Syst em Act ion: RC=4 

The subcommand is not executed. 



User Actio n : 
subcommand. 



Correct and reissue the 



521E INVALID LINE NUMBER 

Exp lanation: The line number specified in a 
GET subcommand was zero; or one of the 
following SET subcommand options was issued 
with an invalid line number: CUELINE, 
SCALE, TABLINE. 

System Action : BC=5 

2§er Action : Correct and reissue the 
subcommand. 



5221 nn OCCURRENCES 

Expl anation : The number of occurrences of a 
string located by a count subcommand is 
displayed. 

System Action : None. 

User Action: None. 



5171 nn OCCURRENCE (S) CHANGED ON nn LINE (S) 

Explanation: An ALTER macro or a CHANGE 
subcommand caused 'nn' lines to be changed. 

System Action: None. 

User Action: None. 



5231 TYPEWRITES MODE 

Exp lanation : A 
subcommand was 
terminal. 



SET TEBMINAL TYPEWRITER 
issued from a display 



System Action: None. 
User Action: None. 



518E nn OCCUBEENCE (S) CHANGED ON nn LINE (S) ; nn 
LINE(S) TRUNCATED. 

Explanation : A CHANGE subcommand caused 
'nn' lines to be changed; as a result, 'nn' 
lines were truncated. 

System Action : None. 

User Action: None. 



524W NONDISP CHARACTER RESET TO BLANK 

Explanation: A SET APL ON or SET TEXT ON 
subcommand was in effect, and a SET NONDISP 
subcommand was issued defining an APL or 
TEXT character as the non-displayable 
character. When a SET APL OFF or SET TEXT 
OFF was issued subsequently, the editor 
automatically reset the non-displayable 
character to a blank. 



519E LRECL MUST BE LOWER THAN WIDTH (nn) 

Explanation : A SET LBECL subcommand 
specified a logical record length greater 
than the WIDTH option in the XEDIT command. 

System Action : RC=5 

The subcommand is not executed. 



User Actio n: 
subcommand. 



Correct and reissue the 



520E INVALID OPERAND : operand 

Explanation : A subcommand was issued either 
with an invalid operand or with too many 
operands. 

System Action : RC=5 

The subcommand is not executed. 



System Action: None. 
£§§£ Ac tion : None. 

525E INVALID PFKEY NUMBER 

Explanation : A SET PFn subcommand was 
issued, and *n' was either zero or greater 
than 24. 



System Actio n: RC=5 

User Action : Correct and 
subcommand. 



reissue the 



526E OPTION 'option' VALID IN DISPLAY MODE ONLY 

E xplanatio n: A SET subcommand option valid 
only in display mode was issued from a 
typewriter terminal or a display terminal 
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being used in typewriter mode. The 
following SET subcommand options are valid 
only in display mode: 



APL 

CURLINE 

MASK 

NONDISP 

NULL 

NUMBER 



System Action: RC=3 
U ser Action : None. 

527E INVALID COLUMN NUMBER 



PFn 

PREFIX 

RESiBVED 

SCALE 

SCREEN 

TAELINE 

TEXT 



Explanation : A CURSOR subcommand was issued 
with an invalid column number. 



System Action : RC=1 

User Actio n: Correct and 
subcommand. 



reissue the 



528E INVALID RANGE : TARGET2 (LINE nn) PRECEDES 

TARGET1 (LINE nn) I 

I 
Expla nation: The 'target' operands | 
specified in a SET RANGE subcommand were 
reversed. | 

I 
System Action: RC=5 
The subcommand is not executed. I 



User Actio n: 
subcommand. 



Correct and reissue the 



529E SUBCOMMAND IS ONLY 
{DISPLAY | EDITING} MODE 



VALID 



IN 



Explanation : A subcommand was issued that 
is valid only in display or editing mode. 
The following subcommands are valid only in 
display or editing mode: 



BESET 

SCHANGE 

SOS 

SPLIT CURSOR 



ADD 

BACKWARD 

CURSOR 

FORWARD 

JOIN CURSOR 

MODIFY 

POWERINP 

System Action : RC=s=3 

User Action : None. 

5301 nn FILE (S) IN STORAGE. 

Explanation : A QUERY RING subcommand was 
executed. 

System Action: None. 

User Action: None. 



531E DISK IS FULL. SET NEW FILEMODE OR CLEAR 
SOME DISK SPACE 

Explanation : The output disk became full 
during execution of a FILE or SAVE 
subcommand. 

System Action ; RC=13 

The editing session continues. 

User Action : Specify a new filemode (SET 
MODE) or make more room on the disk. 



532E DISK IS FULL; AUTOSAVE FAILED 



Explanation: The output disk became full 
during an automatic save operation. 

System A ction : RC=13 

The editing session continues. 



User 



Action: 



Use 



the 



SET 



AUTOSAVE 



subcommand to specify a new filemode, or 
make more room on the disk. 



533E LINE 'linenum' IS NOT RESERVED 

Explanation: A SET RESERVED nn OFF 
subcommand was issued, and 'nn' indicates a 
line that is not currently reserved. 

Syste m Action : RC= 4 

The subcommand is not executed. 

User Action: Reissue the subcommand* 



534E TOO MANY LOGICAL SCREENS DEFINED 

E xplanatio n: A SET SCREEN subcommand was 
issued, and »n» specified too many logical 
screens for the physical screen size. 

System Action: RC=4 

The subcommand is not executed. 



User Action : 
subcommand. 



Correct and reissue the 



535E INVALID PARMS FOR RENUM 

Exp lanation : A RENUM subcommand was issued, 
and either the ' startno' or • incr* Operand 
was specified as zero. 

System Action : RC=5 

The subcommand is not executed. 



User A ction : 
subcommand. 



Correct an d re i ss u e t he 



536E NUMBER OF LINES EXCEEDS PHYSICAL SCREEN 
.SIZE ' 

Explanation: A • SET SCREEN SIZE 1 subcommand 
was issued, and *n' specified a number of 
lines greater than the physical screen 
size. 
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System Action : RC=5 

The subcommand is not executed. 



Dser Actio n: 
subcommand. 



Correct and reissue the 



537E EACH LOGICAL SCEEEN MUST CONTAIN AT LEAST 5 
LINES 

Explanation : A 'SET SCEEEN SIZE' subcommand 
was issued, and *n1...nn' would cause any 
logical screen to have fewer than five 
lines. 

System Action : RC=4 

The subcommand is not executed. 



User Actio n: 
subcommand. 



538E NO NAME DEFINED 



Correct and reissue the 



Explanation : A 'QUERY POINT *• subcommand 
was issued, but no symbolic names have been 
defined. 



| 542E NO SOCH SUBCOMMAND : name 

Explana tion : A subcommand not recognized by 
the editor was issued. 

S ystem A ction : BC=-1 

User Action : If the name you entered was a 
macro name, verify that the macro resides 
on one of your accessed disks. 



543E INVALID NUMBEB : xxxxxxxx 

Explanation : A subcommand was entered that 
required a numeric operand, and an 
alphabetic operand was specified instead, 
or the number was too large. If the 
EXECUTE subcommand was issued with a 
negative number, this message is generated. 
The EXECUTE subcommand only accepts numbers 
greater than or egual to zero. 



S ystem A ction : RC=-5 



User Action : 
subcommand. 



Correct and 



reissue the 



System Acti on: RC=3 
User Action : None. 

1 539E NAMED LINE NOT FOUND 

Explanation : A 'SET POINT ' subcommand was 
issued to delete a specified symbolic name, 
and the name was not located. 

System Acti on: EC=2 

User Action : None. 

540E NAME ALEEADY DEFINED ON LINE 'nn' 

Exp lanation: A 'SET PCINT' subcommand was 

issued to define a symbolic name, and the 

specified name was already assigned to 
another line. 

S ystem Action : RC=1 

User Action: Issue a "SET POINT .symbol 
OFF' subcommand to delete the previous 
assignment, or select a unique name and 
reissue the subcommand. 



541 E INVALID NAME 

Explanation : A 'SET POINT* subcommand was 
issued, and the specified name either 
exceeded eight characters or was not 
preceded by a period (.) . 

System Action : RC=5 



544E INVALID HEX DATA : xxxxxxxx 

Explanation: The subcommand SET HEX ON is 
in effect, and characters that did not 
represent valid hexadecimal notation 
(00-FF) were entered in a subcommand. 

Sys tem Action : RC=-5 



5.§§I Ac tion : 
subcommand. 



Correct and reissue the 



545E HISSING OPERAND (S) 

E xplanation : A subcommand was entered 
without the required number of operand (s) . 

Syste m Action : RC=-5 

The subcommand is not executed. 



User Action : 
subcommand. 



Correct and reissue the 



| 546E TARGET NOT FOUND 

Explanation : A subcommand was issued with a 
target operand specified as a string 
expression or line name that was not 
located. 

System Action: RC=2 

The subcommand is not executed. 



User Action : 
subcommand. 



Correct and reissue the 



User Action ; 
subcommand. 



Correct and reissue the 



547E SYNONYM DEFINITION INCOMPLETE 

Expla nati on: A 'SET SYNONYM » subcommand was 
issued without the required number of 
operands. 
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System Action : BC=5 

The subcommand is not executed. 



User A ctio n : 
subcommand. 



Correct and reissue the 



548E INVALID SYNONYH OPEBAND : operand 

Explanation : A 'SET SYNONYM 1 subcommand was 
issued with an invalid 'format' operand. 

System Action: HC=5 

The subcommand is not executed. 

Dser Action : Correct the 'format' operand 
and reissue the subcommand. Valid ways to 
specify 'format' are: S, S/, 6., and S*. 



549E SYNONYH ABBREVIATION TOO IABGE 

Explanation : A 'SET SYNONYH' subcommand was 
issued and * n' (minimum number of 
characters) was larger than the word 
itself. 

System Action : RC=5 

The subcommand is not executed. 



552E NO SYNONYH CUBBENTLY DEFINED 

Explanation : A 'QUEBY SYNONYH *• subcommand 
was issued, and no synonyms are currently 
defined. 

System A ction : BC=3 

Dser Action : None. 

5531 EDITING FILE: fn ft fm 

Explanation : This message is displayed on a 
typewriter terminal or a display terminal 
used in typewriter mode, when one of the 
following occurred: 

1. An XEDIT command was issued. 

2. Hultiple files are being edited, and a 
QUIT or FILE subcommand was issued. 
The fileid displayed is the new 
current file. 

Syste m Action: None. 

User Action: None. 



User Actio n : 
subcommand. 



Correct and reissue the 



550E TOO HANY OPEBANDS IN SYNONYH DEFINITION 

Exp lanation : A 'SET SYNONYM' subcommand was 
issued with more than 64 operands. 

System Action: RC=5 

The subcommand is not executed. 



User Action: 
subcommand. 



Correct and reissue the 



550W DATE/TIME DATA NOT PEESENT ECB FILE ' f n ft' 

Explanation : This message is issued when | 
using the OLDDATE option of DISK LOAD and 
the time of the file being loaded is blank. | 

I 
Sy stem Action : The file is loaded with a | 
new date and time. 

I 
User Action: None. I 



5511 STBING 'string' FOUND. 
SELECTIVE CHANGE. ] 



[ PFnn SET FOB | 



554E NO STOBAGE AVAILABLE 

Exp lanation : No more storage is available, 
and one of the following subcommands, which 
require additional virtual storage, was 
issued: PBESEBVE, PUT, SOBT, SAVE, or FILE 
(with SET PACK ON) , SET POINT, SET SYNONYM, 
or XEDIT. 

System A ction : EC=3 

The subcommand is not executed. 

User Actio n: Increase the storage size of 
your virtual machine by issuing a CP DEFINE 
STOBAGE subcommand. 



555E FILE 'fn ft fm' ALBEADY IN STOBAGE 

E xplanation : A load subcommand was issued 
for a file that is already in the ring of 
files in storage. 

System Action: A duplicate copy of the file 
that was requested will not be loaded into 
storage. 

User Action: None. 



Explanation : An SCHANGE macro was executed. 
If a CLOCATE subcommand was typed in the 
command line, the first part of the message 
is displayed. If a CHANGE subcommand was 
typed in the command line, the message alsc 
displays which PF key must be pressed to 
perform the change. 

System Action : None. 

User Action: None. 



555W FILE 'fn ft fm' ALBEADY IN STOBAGE 

Explanatio n: An XEDIT subcommand was issued 
for a file that is already in the ring of 
files in storage, or a SET FNAHE, SET 
FMODE, or SET FTYPE subcommand was issued 
whose operands are the same as those of a 
file already in storage. 

S ystem Action : If the error resulted from 
an XEDIT subcommand, the file that was 
requested becomes the current file. Any 
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options specified are ignored. 
User Action; None. 



556S UNDEFINED MESSAGE (DMSXEB CALLED AT hex 
loc.) 

Explanation : The editor attempted to 
display a message that is not in EMSXER. 

S ystem Action : None. 

U s e r , Actio n: Contact your system support 
personnel for assistance. 



557S NO MORE STORAGE TO INSERT LINES 

Explanation : Storage was exhausted during 
the execution of one of the following 
subcommands: ADD, COPY, DUPLICATE, GET 
INPUT, SPLIT, and the following prefix 
subcommands: A, C, E,". 

System Action : RC=4 

The subcommand stops executing when nc more 

storage is available. 

User Action : Increase the storage size of 
your virtual machine by issuing a CP DEFINE 
STORAGE subcommand, or release all 
unnecessary disks. 



558E WRONG FILE FORMAT FOR SERIALIZATION 



561E CURSOR IS NOT ON A VALID DATA FIELD 

E xplanation : A command was issued with the 
CURSOR or SCHANGE option, and the cursor 
was not on a file line, or the cursor or 
column specified was outside the current 
2ones. 



System Action : 
executed. 



The subcommand is not 



User Action : Reposition the cursor and 
reissue the subcommand. 



562E NO LINE(S) SAVED BY PUT(D) SUBCOMMAND 

E xplanation : A GET subcommand was issued, 
but no lines (s) had been stored by a PUT or 
PUTD subcommand. 

System A ction : RC=28 

User Action: None. 



563W RECORDS TRUNCATED 

E xplanatio n: A GET subcommand was executed, 
and one or more of the inserted lines was 
truncated. 

S ystem A ction : RC=3 

User Action: None. 



Explanation : A SET SERIAL subcommand was 
issued, and the file has a variable record 
format. Only files with a fixed record 
format can be serialized. 

System Acti on : RC=5 

User Action : You can issue a SET RECFM F 
subcommand to change the record format of 
the file. (See also message 560E.) 



559W WARNING FILE IS EMPTY 

Explanation : A subcommand was issued, but 
the file contains no lines. 

S ystem Action : None. 

User Action: None. 



560W NOT ENOUGH SPACE FOR SERIALIZATION EETWEEN 
TRUNC AND LRECL 

Ex planation : A SET SERIAL subcommand was 
issued, and there is not enough room to 
insert the serial number. 



System Action : 
executed. 



The subcommand 



is not 



User Action : Issue a SET TRUNC subcommand 
so that at least eight characters separate 
the truncation column and the logical 
record length. 



564W EOF REACHED 

Explanat ion : A GET subcommand was executed, 
and lines were inserted up to the end of 
the file. 

S ystem Act ion: None. 

U ser Action : None. 

565W EOF REACHED: RECORDS TRUNCATED 

Explanation: A GET subcommand was executed, 
and lines were inserted up to the end of 
the file. However, one or more lines was 
truncated. 

System Action: RC=3 

User Action: None. 



569E NO 'CHANGE 1 
SPECIEIED 



OR 



'CLOCATE' 



SUBCOMMAND 



E xplanation : The PF key assigned to the 
SCHANGE macro was pressed, but no 'CHANGE' 
or ' CLOCATE' subcommand has been typed in 
the command line. 

System Action : RC=5 

The macro is not executed. 

User Action : Type a 'CHANGE' or 'CLCCATE' 
subcommand in the command line and then 
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press the PF key assigned to SCHANGE. 

5711 CREATING NEW FILE: 

Expla na tion ; An XEDIT command or one of the 
following XEDIT subcommands was executed: 
XEDIT, POT, or POTD. The fileid specified 
a file that did not exist on one of your 
accessed disks. 

System Act ion: None. 

User Action: None. 



572E TERMINAL ERROR. FORCED CASE UPPERCASE. 

Expla nati on: An error occurred when the 
editor was reading from the CMS console 
stack. 

System Action: A 'SET CASE UPPERCASE' 
subcommand is executed, and the editor 
attempts to read the data again. 

User Acti on: If the read was successful, 
you can reissue the SET CASE subcommand if 
desired. Otherwise, contact your system 
support personnel for assistance. 



specified were one of the following: 
non-numeric, zero, not in ascending order. 

System Action : RC=5 

The subcommand is not executed. 



Use r Action : 
subcommand. 



Correct and reissue the 



576E {TOTAL VERIFY WIDTH EXCEEDS SCREEN SIZE 
(nn) | TOTAL OFFSET EXCEEDS LRECL (nn)} 

Explanation: A SET VERIFY subcommand was 
issued, and the total width of the 
* started • and 'ended* operands is greater 
than the screen size; or a LEFT or RIGHT 
subcommand was issued, and the total value 
of »n' (when added to the value of 'n* 
specified in previous LEFT or RIGHT 
subcommands, if any) exceeds the logical 
record length of the file. For JOIN or 
SPLIT, the cursor is outside the current 
zones. 

System Action: RC=5 

The subcommand is not executed. 



User Action : 
subcommand. 



Correct and reissue the 



5731 INPUT MODE: 

Ex planatio n : 
executed. 



An INPUT 



subcommand was 



Sy stem Acti on: The editor leaves edit mode 
and enters input mode. 

User Action : You can enter new lines into 
the file, or enter a null line to return to 
edit mode. 



574E CHANGE NOT VALID {WITH CLOCATE| AFTER CURSOR 
MOVEMENT} 

Expla nation: One of the following occurred: 



1. An SCHANGE macro was executed with a 
CLOCATE subcommand typed in the 
command line. Then, a PF key assigned 
to a CHANGE subcommand was pressed. 

2. The PF key assigned to an SCHANGE 
macro was pressed, and a CHANGE 
subcommand is typed in the command 
line. The cursor was moved, and then 
the PF key set for the selective 
change was pressed. 

System Actio n: The change is not made. 

User Action: None. 



575E INVALID {JOIN | SPLIT |TAES | VERIFY |ZONE} 
COLUMNS DEFINED 



577E FILE HAS BEEN CHANGED. 
ANYWAY 



USE QQUIT TC QUIT 



E xplanation : A QUIT or CANCEL subcommand 
has been issued, and a file has been 
changed during the editing session. 

System A ction : RC=12 

The subcommand is not executed. 

Us er Action : Issue a 'QQUIT' subcommand if 
you do not wish to save the changes made 
during the editing session. Issue a 'FIIE' 
subcommand if you want the changed file to 
te written to disk. 



579R RECORDS WILL BE TRUNCATED TO 
(YES/NO)?: 



nn. CONTINUE 



Explanation : A PUT (D) subcommand has been 
issued, and the existing file in which you 
wish to insert a line (s) has a logical 
record length smaller than the line (s) you 
wish to insert. 

System A ctio n: The reply determines whether 
or not the subcommand is executed. 



User Action : 
•YES', the 
inserted. 



Enter 
lines 



•YES' 
are 



or f N0«. 
truncated 



If 
and 



580W PUT NOT EXECUTED 

Explanation : A 'NO' reply to message 579R 
was entered. 



Exp l anation : The subcommand displayed in 
the message was issued, and the columns 



System Action: None. 
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User Action: None. 



582S EDITOR ABEND 

Explanation : The editor has failed tecause: 
an error occurred while the editor was | 
reading from the CMS console stack, or the | 
editor was unable to allocate a save area. 

I 



System Act ion : 
abnormally. 



The system is terminated 



5831 EOF: 



Expla nation : On a typewriter terminal or a 
display terminal used in typewriter mode, 
the line pointer has moved to the null END 
OP FILE line. 

System Auction : None. 

User : Action : None. 



5 8 HI TOP: 



Explanation : On a typewriter terminal or a 
display terminal used in typewriter mode, 
the line pointer has moved to the null TOP 
OF FILE line. 

System Action: None. 

Dser Action: None. 



User A ction : Issue the XEDIT command again. 
If the problem persists, contact your | 
system support personnel. | 



issued to change the screen so that the 
string will be located. 



5871 XEDIT: 



Explanation : This message is displayed as a 
result of one of the following: 

• you return to EDIT mode from INPUT mode 

• you invoke XEDIT and you don't have a 
PROFILE macro 

• you enter a null line from a typewriter 
terminal 

System Action: None. 

User Action: None. 



588E PBEFIX SUBCOMMAND WAITING... 

E xplana tion: The status area displays 
»COPY/MOVE~PENDING' or 'BLOCK INCOMPLETE' 
as a result of the prefix subcommands, and 
a subcommand that adds or deletes lines was 
entered from the command line. 

System Actjon: EC=8 

The subcommand is not executed. 

User Action : You can issue a RESET 
subcommand to remove the pending prefix 
subcommands, or you can complete the 
execution of the pending prefix subcommands 
and then reissue the subcommand from the 
command line. 



585E NO LINE (S) CHANGED 

I 
Explanation : A CHANGE or ALTER subcommand | 
was issued, and the string to be changed | 
or altered was not located, or an attempt | 
was made to execute a change in the null 
TOP OF FILE or END OF FILE line. | 

I 

System Action : RC=4 I 

The change is not made. 

User Action: None. 



586E NOT FOUND {ON SCREEN} 

Explanation: A FIND, FINDUP, NFIND, or 
NFINDUP subcommand was issued, and the 
specified 'text' operand is not found. The 
SCHANGE macro was invoked, the CHANGE or 
CLOCATE subcommand was issued, and the 
specified 'string' (first operand for 
CHANGE and only operand for CLOCATE) is not 
found within the screen width. 

System Ac ti on: RC=2 

User Action : For SCHANGE macro and the 
CHANGE or ~ CLOCATE subcommand, if the 
'string' not found is outside the screen 
width, the RIGHT or LEFT subcommand can be 



589E MISSING FILEDEF FOR DDNAME ddname 

Explanation: For XEDII, a command or 

subcommand was issued for a file that 

resides on an OS disk, but no FILEDEF 
command has been issued. 

For NUCXLOAD a FILEDEF commmand identifying 
the load library must be issued prior to 
calling NUCXLOAD. 

System Ac tion : RC=32 

The subcommand is not executed. 

User Action : The System Product Editor uses 
the data definition name 'SYSIN' to read 
the OS data set. Therefore, you must issue 
a FILEDEF command with 'SYSIN' specified as 
the 'ddname* before issuing the XEDIT 
command or subcommand- Use CMS subset to 
enter the FILEDEF command. 

For NUCXLOAD, if you are loading a module 
from a CMS load library, issue a FILEDEF 
command identifying the load library. 



590E DATA SET TOO LARGE 

Ex planatio n: An XEDIT command or subcommand 
was issued for an OS data set that is too 
large for your virtual storage size. 
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System Action ; RC=88 

Use r Action : Use the CP command DEFINE to 
increase the virtual storage size, and 
reissue the XEDIT command or subcommand. 
Initialize CMS again. 



The command is not executed. 

Us er Action; Verify that all the applied 
updates include serialization. 



601E ENTER SPECIFICATION LIST: 



591 E OPEN ESBOE ON STSIN 

Explanation : An XEDIT command or subcommand 
was issued for a data set not supported by 
CHS. This message usually follows message 
DMSSOP036E. 

System Action : RC=32 

The subcommand is not executed. 



E xplanatio n: The specification list that is 
to be entered in conjunction with the SPECS 
option is requested. 

System Actio n: The system waits for a 
response. 

User Act ion : Enter the specification list. 



User Action : Refer to message DMSS0P036E. 



596S THIS MODULE MUST EE CA11ED WITHIN THE 
EDITOR 

Ex p lanation : An attempt was made to execute 
DMSXMS or DMSXPO from CMS. 



System Action ; RC=88 
User Action: None. 



597E UNABLE TO MEBGE UPDATES CONTAINING 
CARDS 



./S< 



Explanation : An XEDIT command has been 
issued with a 'MERGE' and •CTI 1 option 
specified, and one of the updates in the 
control file contains a • ./S» card (s) . 

System Action ; RC=32 

The command is not executed. 

User A ction : Remove the » BERGE' option and 
reissue the command. 



598S UNABLE TO BUILD UPDATE FILE : INTERNAL LIST 
DESTROYED 

Explanation : A FILE or SAKE subcommand has 
been issued, and the editor was unable to 
build the update file. 

S y stem Action ; RC=7 

The command is not executed. 



602R ENTER TRANSLATION LIST: 

Explanation: The translation list that is 
to be entered in conjunction with the TRANS 
option is requested. 

System Actio n: The system waits for a 
response. 

User Action: Enter the translation list. 



603R FORMAT WILL 
'mode (cuu) ' . 
(YES|NO) : 



ERASE ALL FILES ON DISK 
DO YOU WISH TO CONTINUE? 



Explanation: This message is a reminder 
that~the formatting process erases existing 
files. 



S yst em Action : 
response. 



The system waits for 



User A c tion: Enter "yes" or "no". 



604R ENTER SORT FIELDS: 

E xplanation : The command requires a list of 
sort fields on which to perform a sort. 

S ystem Actio n: The system waits for a 
response. 

User Action : Enter pairs of numbers, 
separated by a blank, defining the starting 
and ending character positions of scrt 
fields within the records. 



User Action : Call your system support 
personnel for assistance. 



599S UNABLE TO BUILD UPDATE FILE : SERIALIZATION 
DESTROYED 

Explanation: A FILE or SAVE subcommand has 
been issued and the editor was unable to 
build the update file because the 
serialization field contains a non-numeric 
character. This situation may have been 
the result of a previous update that did 
not include serialization. 



System Action : RC=7 



605R ENTER DISK LABEL: 

Explanation: You are requested to enter a 
label for the disk being formatted. The 
label will be written on the disk at 
cylinder 0, track 0, record 3. 

S ys tem Actio n: The system waits for a 
response. 

User Action: Enter a one- to six-character 
label for the disk. If you enter less than 
six characters, the label is left- justified 
and padded with blanks. If you enter a 
null line, the system displays the message 
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DISK REMAINS UNCHANGED. 



606R SYSTEM DISK ADDRESS = CUU 

Explanatio n: "cuu" designates the device 
address of the system disk (S-disk) . On 
this disk CMS expects to find all CMS 
system information and programs not 
contained within the CMS nucleus, such as 
the disk-resident command modules. If the 
CMS nucleus is written on this disk, then 
cuu is also the IPL device address. 

Syst em Actio n: The system waits for a 
response. If you enter an invalid device 
address, the message 

DMSINI079E INVALID DEVICE ADDRESS - 
REENTEE 

is issued. Message DMSINI606R is reissued, 
and you may enter a valid device address. 

If you enter a null line, 190 is assumed to 
be the system disk address. 

Once the system disk address entered is 
accepted, message DMSINI615R is issued. 

User Action : Enter a valid device address 
or a null line. 



607R REWRITE THE NUCLEUS? (YES | NO) 

Explanation : Your response to this message 
determines whether or not a copy of the CMS 
nucleus is written onto disk. 



If you enter an invalid device address, 
message 

DMSINI079E INVALID DEVICE ADDRESS - 
REENTER 

is issued. Message DMSINI608R is reissued 
and you may enter a valid device address. 

If the IPL device designated is not 
currently defined, is not in read/write 
status, or is an unsupported device type, 
message 

DMSINI082E IPL DEVICE ERROR - REENTER 

is issued. Message DMSINI608R is then 
reissued. At this time, you may enter CP 
mode by signaling attention, and determine 
the status of the designated device by 
entering the CP command 

QUERY VIRTUAL cuu 

Then take the corrective action necessary 
to define the device for your virtual 
machine or to access it in read/write 
status. Reenter CMS mode by issuing the CP 
command 

BEGIN 

You must then reenter the device address. 

Once the IPL device address is accepted, 
message DMSINI609R is issued. 

Use r Action : Enter a valid device address 
or a null line. 



System Action: The system waits for a 
response. 

User Action : Enter either "yes" or "no." 
If you enter "no" a copy of the CMS nucleus 
is not written onto disk. The remaining 
questions in generating a new CMS nucleus 
are skipped and control is passed to the 
CMS initialization routine. 

If you enter "yes", message DMSINI608R is 
issued. 

If you fail to enter either "yes" or "no", 
the message 

DMSINI081E INVALID REPLY. - ANSWER "YES" 
OR "NO" 

is issued. Message DMSINI607R is reissued 
and you may enter a valid response. 



608R IPL DEVICE ADDRESS = CUU 

Explanation : "cuu" designates the device 
address on which the CMS nucleus is to be 
written. If the system disk and the IPL 
device are to be the same, you need only 
enter a null line. 

System Action : The system waits for a 
response. 



609R NUCLEUS {CYL|ELK} ADDRESS = nnn 

Explanation : "nnn" designates the cylinder 
address or EB-512 block number (on the 
device entered in response to message 
DMSINI608R) on which the CHS nucleus is to 
be written. nnn must be between 001 and 
m-1 where m eguals the number of cylinders 
or blocks on the disk, the cylinders or 
blocks on a disk being numbered from to 
m. nnn must be entered in decimal. 

for an FB-512 device, the block number must 
be a multiple of 256 and 256 blocks must be 
available at that location to form an 
EE-512 extent. 



System Action; 
response. 



The system waits for a 



If you do not enter a valid decimal 
cylinder or block number, the message 

DHSINI080E INVALID {CYLJBLK} NUMBER - 
REENTER 

is issued, message DMSINI609R is reissued, 
and you may enter a valid cylinder or 
EE-512 block number. 

If the cylinder or FB-512 block (s) 
specified is not greater than the number 
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already in use on the device (as indicated 
in the file directory), the message 

DMSINI083E NUCLEUS {CYLJBLK} SPECIFICATION 
UNACCEPTABLE, EBEOE • X' 

is issued. Message DMSIN3609E is reissued. 
You may respond with a larger cylinder or 
block number, or IPI the CHS system and 
format the specified IPL device with the 
RECOHP option. Once the nucleus cylinder 
or block address is accepted, message 
DMSINI610R is issued. 



and hh.mm is the hour and minute 
nucleus was created. 



User Action : 
address. 



Enter a valid cylinder 



610R ALSO IPL {CILiBLK} 0? (YES | NO) 

E xplanation : The initial IPL te 
written on the same cylinder 
block as the CMS nucleus, t 
cylinder or FB-512 extent de 
response to message DHSINI 
initial IPL text is a bootst 
that reads in the nucleus 
designated cylinder or block.) 
not also written on cylinder 
you must enter the cylinder or 
whenever an IPL is issued for 
being generated. For more info 
the IPL command in the VM/SP 
Reference for General Users. 



xt is 
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System Action: If you do not enter "yes" or 
"no", the message 

DMSINT081E INVALID BEPiY - ANSHEB "YES" 
OR "NO" 

is issued. Message DMSOI610R is reissued 
and you may enter a valid response. 

If you enter "yes", the initial IPL text is 

written on cylinder or block as well as 

on the cylinder or block designated in 
response to message BMSINI609R. 

If you enter "no" the initial IPL text is 
written only on the cylinder or block 
designated in response to message 
DMSINI609R. 

If you enter either "yes" or "no", message 
DMSINI611R is issued. 

£§££ Action : Enter "yes" or "no". 



611R VERSION IDENTIFICATION = 

Expl anation : Thirty-two bytes of 
information, including blanks, can be 
entered to specifically identify the 
version and level of CMS; this information | 
is displayed or printed out when an IPL CMS 
is executed. The default identification | 
(specified by a carriage return) is: | 

VM/SP CMS - mm/dd/yy hh:mm | 

where mm/dd/yy is the month, day, and year j 



S yst e m Action : 
response. 



the CHS 
The system waits for a 



U ser Action ; Enter version identification 
information or a null line. 



612R INSTALLATION HEADING = 

Explanation : Sixty-four bytes of 
information, including blanks, can be 
entered to serve as an installation 
standard heading at the beginning of each 
output file. The default heading 
(specified by a null line) is: 

CONVERSATIONAL MONITOR SYSTEM 

System Actio n: The system waits for a 
response. 

User Act io n: Enter up to 64 characters of 
identifying information, or a null line. 



615E Y 



DISK ADDRESS 



Explanation : "cuu" designates the device 
address of the system disk extension 
(Y-disk) . On this disk, CMS expects to find 
all CMS system information and programs not 
contained within the CMS nucleus and not on 
the S-disk, such as disk-resident command 
modules. If the CHS nucleus is written on 
this disk, then cuu is also the IPL device 
address. (It is not reguired that you have 
a Y-disk.) 

System Action: The system waits for a 
response. 

If you enter an invalid device address, the 
message 

DSHINI079E INVALID DEVICE ADDRESS -. 
REENTER 

is issued. Message DMSINI615R is reissued, 
and you may enter a valid device address. 

If you enter a null line, "19E" is assumed 
to be the system disk extension address. 

If you do not want a Y-disk, then do not 
have a disk 19E in your directory entry, 
and enter a null line. 

Once the system disk extension address is 
accepted, message DMSINI6Q7R is issued. 

User Actio n: Enter a valid disk address or 
a null line. 

616W 'name* DOES NOT EXIST 

Ex planatio n: The named nucleus extension 
does not exist. 

System Act ion : RC=28 

User Action: Check the spelling of •name'. 
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617E ERROR CODE nn FROM DMSFRET WHILE UNLOADING 
'module name' NODULE 



Ex plana tion; An invalid DM 
made while unloading •mod 
An error was made in c 
extension or the created 
was damaged in some way. 
BYTES associated with the 
the number of bytes to fre 
ORIGIN address. One or 
fields have been destroyed 
indicates the type of err 
The error code meanings ar 



SFRET request was 
ule name' module, 
ailing a nucleus 
nucleus extension 
NUCXDROP uses the 

module name as 
e starting at the 

both of these 
The error code 
or that occurred, 
e: 



Code Weanin g 

5 The number of doublewords 
was or negative. 



specified 



6 The block of storage being released 
was never allocated by DMSFREE. 

7 The address given for the block being 
released is not doublevord aligned. 

System Actio n; RC = 3 

The system makes no further attempt to 

release the storage block. 



User Action; NUCXMAP 
defining a nucleus exte 
origin and length of 
If these are incorrect 
the nucleus extension 
they are correct, 
violated the SCBLOCK d 
extension after NUCXMAP 
program should be ident 



618E NUCEXT FAILED 



may be use 
nsion to dis 
the loaded 
, the call 

was in err 
then some 
efining the 

displayed i 
ified and co 



d after 
play the 
program, 
defining 
or. If 
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Explanation ; An attempt to establish a 
function as a CHS nucleus extension failed 
because of a system error, or because the 
level of CMS does not support extensions to 
its nucleus. 

System Action ; RC = 13 or RC = 4nn where 

•nn* is NUCEXT's return code to the calling 

module. 

Execution of the command that called NUCEXT 

terminates. 

User Action ; Verify that the level of CHS 
being used contains support for nucleus 
extensions; take action indicated by return 
code »nn' as appropriate. 



619E HODDLE 'module name' NOT FOUND 

Explanation ; The module requested does not 
exist. 

System Ac tion ; RC = 28 

User Action: Recheck the command. 



620E STABLE ERROR ON LINE 'nnn' - {NON-NUHERIC 
VALUE SPECIFIED | INCORRECT NUHBER OF 
PARAMETERS | HISALIGNED FIELD | INVALID PROP 
USERID} 

Explanation ; An invalid character was 
specified for a numeric value in the 
routing table, or an incorrect number of 
parameters was specified on the parameter 
record in the routing table, or field in an 
RTABLE entry starts after the correct 
column, or PROP userid in RTABLE is not the 
userid of the virtual machine in which PROP 
is executing. 

System Action ; Execution continues with the 
current routing table. For PROP, execution 
continues if PROP is already running, 
execution stops of PROP is being started. 

User A ction ; Correct the invalid routing 
table "entries and re-execute the 1CADTBI 
command or restart the PROP. 



621E BAD PLIST; (The multiple variations of this 
message are explained below. The 'System 
Action' in each case is; RC=24 Execution is 
terminated.) 



EXECIO BUST 
EXTENSION 



BE INVOKED AS 



NUCLEUS 



Explanation ; EXECIO was invoked by an 
assembler program and passed the inccrrect 
parameter list for a nucleus extension 
call. 

User Action ; Make sure you are passing a 
parameter list for a nucleus extension. 



DISK 'argument' ARGUHENT IS HISSING 

Explanation ; The missing 'argument' is 
FILENAHE or FILETYPE. These are reguired 
arguments when DISKR or DISKW operations 
are specified. 

U ser Action: Reissue the command with the 
disk argument. 



INPUT FILE 'fileid' DOES NOT EXIST 

Explanation : The indicated file cannot be 
found. 

User Action : Check to make sure that the 
fileid has been entered correctly. 



INVALID POSITIONAL ARGUHENT 'argument' 

Ex planation: More than the maximum number 
of "positional arguments (i.e., arguments 
before the left parenthesis marking the 
start of the options) were specified. The 
number of positional arguments allowed 
depends on the second operand (DISKR, etc.) 
on the command line. This message is a 
likely result if the left parenthesis 
option delimiter is missing from the 
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command line. 

User Action : Check to make sure that you 
have specified the correct positional 
arguments, and that you have not omitted 
the parenthesis. 

UNKNOWN OPTION NAME 'name' 



Ex planation : The indicated option name is 
not recognized by EXECIO. 

Dser Action : Check to make sure that you 
have not misspelled an option name. 



VALUE MISSING AFTER » option* OPTION 

Explanation : There is no value specified 
after the indicated option, yet one is 
required. For example, the MARGINS option 
reguires that two values follow it. If 
one or both of these is missing, the 
message is produced. 

User Action : Check the syntax of the 
command. 



VALUE » value' NOT VALID FOR 'option' OPTION 

Explanation : An invalid value was specified 
for the indicated option. For example, if 
'Case 3' is used in a call to EXECIO, the 
message will read '...VALUE 3 NOT VALID FOR 
CASE OPTION. » 

User Actio n: Check the syntax of the 
command. 



'option' OPTION IS NOT VALID WITH 'option' 
OPTION 

Explanation : Two mutually exclusive option 
values were specified. For example, only 
one input selection option, is allowed; 
therefore, if both a LOCATE and a FIND 
option are specified, this message will be 
issued. 

U ser Action : Check the syntax of the 
command. 



•option' OPTION NOT VALID WITH 'operation' 
OPERATION 

Explanation : The indicated option cannot be 
specified with the indicated operand. For 
example, the FINIS option is not valid if 
PRINT is specified as the second operand on 
the command line. 

User Action : Check the command syntax. 



STRING OPTION WITH LINES=* IS VALID ONLY 
FOR CP OPERATION 

Explanation : The STRING option with LINES=* 
is valid only for a CP operation. 



Us er Action : Check the command syntax. 



DEVICE AND LINES ARGUMENTS ARE REQUIRED 

Explanation : The first two EXECIO command 
line operands are always required. 

User Action : Check the command syntax. 



INVALID VALUE 'value' FOR NUMBER OF LINES 

Expla nation : The number of lines specified 
to be processed must be either a 
non-negative integer or an asterisk. 

User Action : Check the value specified for 
the number of lines to be processed. 



HISSING 'DEVICE' ARGUMENT 

Explanation : The EXECIO command reguires a 
'DEVICE' argument. 

User Action : Check the command syntax. 



INVALID 'DEVICE' ARGUMENT 'argument' 

Explanation : The only valid values for the 
'DEVICE' argument are CP, CARD, DISKR, 
DISKW, PUNCH, PRINT, and EMSG. 

User Action : Check the command syntax. 



INVALID VALUE 'value' FOR DISK FILE LINE 
NUMBER 

Explanation : The line number specified is 
negative or a non-numeric value. 

User Action : Check the command syntax. 



DISK FILEMODE REQUIRED FOR DISKW 

Explanation : The filemode operand is 
required for a DISKW operation. The DISKW 
operation may cause writing to any disk to 
which the user has write access. 

U ser Action : Check the command syntax. 



INVALID RECORD FORMAT 'recfm' — MUST BE 
EITHER F OR V 

E xplanation : For a DISKW operation, if the 
record format (recfm) is specified, it must 
be either F or V. V is the default value. 

User Action : Check the command syntax. 



INVALID RECORD LENGTH ARGUMENT •lrecl* 

Explanation : For a DISKW operation, if the 
logical record length (lrecl) is specified, 
the value must be less than 256 and greater 
than 0. 
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User Actio n; 
argument. 



Check the record length 



FILE FORHAT SPECIFIED 'recfm' DOES 
AGREE WITH EXISTING FIIE FCBMAT 'recfm' 



NOT 



Explanation : The record format of a record 
to be written into an existing disk file is 
inconsistent with that file. 



User A ctio n: Check the record 
specified against that of the file. 



format 



FILE LRECL SPECIFIED 'lrecl' DOES NOT AGEEE 
WITH EXISTING FIIE LBECI 'lrecl' 

Explanation : The logical record length of a 
record to be written into an existing disk 
file is inconsistent with that file. 

User Action: Check the logical record 
length specified against that of the file. 



EXECIO OPTIONS 
PLIST 



ONLY ALLOWED WITH EXTENDED 



Ex planation : If any o 
call to EXECIO, an e 
supplied. The EXEC 
provides an extend 
supplies an extended 
read from the conso 
reason for this mess 
invoke EXECIO (with 
EXEC file. Anoth 
invocation of EXECIO 
that doesn't supply a 



ptions are 
xtended pli 

2 interpre 
ed plist, 
plist fcr a 
le. The m 
age is an 

options) 
er reason 

from a us 
n extended 



used in the 

st must be 

ter always 

and CHS 

11 commands 

ost likely 

attempt to 

from a CHS 

may be 

er program 

plist. 



User Action : You may provide the extended 
plist by converting the CHS EXEC file to an 
EXEC 2 file. Or EXECIO may be invoked 
through a separate EXEC 2 file called from 
the CHS EXEC file. If called from a 
program, the extended plist should te set 
up according to the documentation in the 
7H/SP System Programmer's Guide. 



INVALID CHARACTER IN FIIE IDENTIFIER 

Explanation : The specified fileid contains 
a character that is invalid for the CHS 
file system. 

User Action : Check the description of the 
command format and reissue the command 
using valid characters. 



INVALID HODE 'mode' 

Explanation : More than two characters were 
specified for the mode. 

User Action : Check the command syntax. 



Syst em Action ( for all var iati ons of this 
message ) : RC=24 



Execution is terminated. 



622E INSUFFICIENT FREE STORAGE [ message ] 

Explanation: Insufficient storage was 
available for task to execute a reguired 
function. One possible cause of this error 
message is that a program issuing NUCXLGAD 
is in a loop. If present, 'message' is one 
of the following: 

FOR EXECIO 

RC=41 

The reguested function is not performed. 

FOR NAMEFIND 

EC=41 

Execution of the command is terminated. 

NO TABLE HADE 

EC=U1 

DHSGLO created no global variable (s) in 

storage for the GLOBALV command. 

(nn ENTRIES) 

EC=41 

DHSNXH (NUCXHAP) reguires one word of 

storage for each nucleus extension. The 

command is terminated, no map is generated. 

System Action : RC = 41 
Execution halts. 

User Actio n: Check a program issuing 
NUCXLOAD for a possible loop that is not 
terminating properly. Hore free storage 
may be obtained by releasing a disk (to 
recover the space used for the file 
directory) or deleting a nucleus extension. 
Alternatively, re-ipl CHS after defining a 
larger virtual storage size for the virtual 
machine. 



622W INSUFFICIENT FREE STORAGE FOR 
BUFFER, PROCESSING CONTINUES 



NAMEFIND 



Explanation: Insufficient storage was 
available for NAHEFIND to create a buffer 
containing information from the NAHES file. 
The reguested buffer size, or the size of 
the file, was too large in terms of the 
available free storage. 

5y§iem Action: No buffer was created and 
processing continues reading the NAHES file 
from the disk. The buffer size is set to 

0, so that future invocations of NAHEFIND 
will not cause this warning tc be 
displayed. 

User Action: None. 

623S {HODULE|PHASE} CANNOT BE LOADED AT LOCATION 
'location' BECAUSE IT WOULD OVERLAY THE CHS 
NUCLEUS. 

Explanation: This error can occur because: 

1. The module or phase is too large to be 

loaded in the user area (it is 
attempting to overlay the CHS nucleus 
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which resides 
area) . 



at the end of the user 



2. The 'ORIGIN* option was specified 
incorrectly to cause the nodule or 
phase to be loaded so that it vould 
overlay the CMS nucleus. 

System Action ; RC = 88 

The command that was executed to perform 

the load is terminated. 

User Actio n; If the •ORIGIN' option was 
incorrect, reissue the command with the 
correct origin. If the module or phase is 
too large, contact your system support 
personnel, or use the CHS nucleus 'CMS!' 
that is defined at a higher location, if it 
is available on your system. 



6241 NO NUCLEUS EXTENSIONS ARE ICADED 

Explanation ; No nucleus extensions were 
located and therefore they cannot be mapped 
for NOCXMAP. 

System Action ; RC = 

User Action; None. 



62ftW NO NUCLEUS EXTENSIONS ARE ICADED 

Explanation ; No nucleus extensions have 
been loaded and therefore cannot be 
dropped. 



System Action ; RC = 28 
User Action ; None. 



626E INVALID 
•parameter' 



ACTION 



ROUTINE 



PARAMETER 



Explanation ; The parameter passed to module 
DMSPOR in the routing table contains an 
invalid action routine name. 

System Action; None. 



User Action ; Correct the routing table 
entry. Make sure that the parameters 
passed to module DMSPOR contain a valid 



action routine name. 


routine names 


that can 


DMSPOR are: 




GET 


TOFB 


10ADTBI 


TCLGLOPR 


QUERY 


TOVM 


STOP 





The valid action 
be specified with 



627E RESULT IS 'nnnn' 
COMMAND BUFFER 



BYTES TOO LARGE FOR CP 



Explanation ; CP returned a response to a 
command that is too large to fit into the 
buffer provided by module DMSPOR. 

System Action ; None (no data returned) . 



User Action ; If possible, reguest less data 
(for example, as with the DISPLAY command) . 

628E INVALID GLOBALV FUNCTION 'function' 

Explanation ; The function specified on the 
GLOBALV command is invalid or unknown. 

System Act io n; RC=4 

User Action ; Reissue the command specifying 
a valid GLOBALV function. 

630S ERROR ACCESSING SPOOL FIIE 

E xplanation ; An error occurred while 
accessing the spool file, or the virtual 
reader is busy. The reader file may have 
been purged by the system, or the file may 
have been transferred from your virtual 
reader via a TRANSFER command issued by the 
originator or the system operator while the 
RDR command was executing. 

S y st em A ctio n; RC=36 

Execution of the command is terminated. 

User Action; If the spool file is still in 
your virtual reader, reissue the command. 
If the error persists, contact your 
installation support personnel. 

631E SETL/SETLP/SETLS CAN ONLY BE EXECUTED FBOH 
AN EXEC 2 EXEC OR AS A CMS COMMAND 

E xplanation : This function requires an 
extended parameter list, which is not 
provided by CMS EXEC. 

System Action ; RC=4 

User Ac t ion : Confine use of GLOBALV SETl... 
subfunction to EXEC 2 EXECs or as a CMS 
command. 



632E I/O ERROR IN 
COMMAND 



EXECIO: RC=nnn FROM 'command' 



Explanation ; The specified error return 
code was obtained by EXECIO when the 
indicated command was invoked. EXECIO will 
not continue, but returns the error return 
code to its caller. The EXECIO operation 
may have partially completed before the 
error occurred. 



S ystem Action: RC=1nn, where nn 
return code from COMMAND. 



is the 



User Action : Look at the documentation for 
the indicated command to interpret the 
return code. 



633E TOO MANY TAGS 
64 PER LINE 



HERE ENCOUNTERED. MAXIMUM IS 



Explanation : While searching the names 
file, ail entry was encountered which 
contained more than 64 tags (overflowing 
the internal tag tables of of the NAMEFIND 
command) . This record was not processed 
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correctly by NAMEFIND. 

S ystem Act ion; BC=8 8 
Processing is terminated. 

User Action : Make sure the entries in your 
names file do not have more than 64 tags. 



633W RETURNED VALUES WERE TRUNCATED 

Explanation : The information that was 
stacked or displayed at the terminal was 
truncated. The stack has a limit cf 255 
characters; CHS permits only 130 characters 
to be displayed. 

System Action: RC=8 8 
Processing is completed. 

User Action : Use the System Product Editor 
to view the rest of the entry. 



634E NO VALUE TO SEARCH FOR WAS SPECIFIED 

Explanation : The NAKEFIND command was 
issued without a search value (i.e., a tag 
with a value) . 

System Actio n: RC=24 
Processing is terminated. 



User Action: 



Reissue the command with at 



least one tag with a value to indicate what 
NAMEFIND should search for. 



6351 NO ENTRIES WERE FOUND 
SEARCH CRITERIA 



THAT MATCHED YOUR 



Explanation: NAMEFIND was unable to locate 
an entry that matches the search criteria 
specified on the command line. 

System Act ion: RC=32 
Processing has completed. 

User Action: None. 



636E UNSUPPORTED TYPE OF NETDATA FILE 

Explanatio n: A file in the reader is not 
able to be read in, because the RECEIVE 
command cannot reformat it. For example a 
OS PDS in NETDATA format would not be able 
to be received in CMS. 



System Action: RC=88 
Processing is terminated. 

User Action: None. 



636W RECEIVED NULL FILE — NO PILE CREATED 

Explanation : A file that was read in from 
the virtual reader contained no data 
records (only NETDATA control records were 
sent). No file was created on the user's 
disk. 



System A ction : RC=32 

Processing is terminated. No file is 

created on the user's disk. 

User Action: None. 



637E MISSING {VALUE| 'value'} FOR THE {'option' 
OPTIONI 'operand' OPERAND} 

Explanation: An option or an operand that 
requires a value following it was 
specified, but no such value was given. 

S ystem Actio n: RC=24 
Processing is terminated. 

Use r Action: Check the format of the 
command and reissue it, specifying all the 
required values for the options and 
operands. 



638E fn ft fm IS TOO 
fm' 



WIDE TO APPEND TO 



'fn ft 



E xplanation : A note in the reader is too 
wide to add to a fixed format NOTEBOOK file 
on the user's disk, or a record could not 
be added to the user's fixed format HETICG 
file because the record was longer than the 
file. 

S ystem Acti on: RC=32 Processing is 
terminated. Either the NOTE wasn't 
received or the log message was not added 
to the user's NETLOG file. 

U ser Action : You can use either the System 
Product Editor subcommand SET RECEM or the 
COPYFILE command to change the format of 
the file from fixed to variable. 



639E ERROR IN 'routine' ROUTINE. 
•xx' 



RETURN CODE WAS 



Explan ation : An error occurred while 
executing the routine specified in the 
error message. The return code is given to 
identify what the problem was. 



System Act ion: RC=xx (whatever 
code was in the message above) . 
Processing is terminated. 



the return 



User Action : Look up the routine mentioned 
and determine from the return code what the 
problem was. Correct the problem and 
reissue the command. 



640E UNABLE TO ACCESS HELP DISK (CUU) , 
FROM ACCESS COMMAND 



RC=nn 



Explanation : An error was encountered while 
attempting to access the disk that contains 
the HELP files. 

S ystem Action : RC=100 

HELP processing is terminated. 

User Action: Check the return codes for the 
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ACCESS command to better identify the 
problem. 



6«0R HELP DISK ADDRESS = CUU 

Explanation ; "cuu" designates the device 
address of the system HELP disk. Cn this 
disk, CMS expects to find the system HELP 
files. 

System Action; The system waits for a 
response. 

If you enter an invalid device address, the 
message DMSINI079E INVALID DEVICE ADDRESS - 
REENTER is issued. EMSINI640R is reissued, 
and you may enter a valid device address. 

If you enter a null line, "19D" is assumed 
to be the system HELP disk. 

If you do not want a HELP disk, enter the 
system disk address as the HELP disk 
address. 

User Action ; Enter a valid disk address or 
a null line. 



6U1E NO {COMMAND | OPTIONS} SPECIFIED 

Explan ation ; The DEFAULTS command reguires 
that you specify a command and at least one 
option when using the SET operand. 

System Action ; RC=2 4 

Execution of the command is terminated. 

User A cti on; He-issue the command and 
specify a command and at least one option. 



642E DEFAULTS DOES NOT ACCEPT {» command' 
COHMANDI 'option 1 OPTION FOE 'command'} 

Explanation ; The DEFAULTS facility is valid 
only with certain commands and only with 
certain options for a given command. 

System Action ; RC=32 

Execution of the command is terminated. 

User Action; Check the list cf commands and 
options~that can be used with the DEFAULTS 
command. (See the VM/SP CMS. Command and 
Macro Referenc e, or issue HELP) 7 "* 



643E NO CLASS 'class' FILES IN YCUR READER 

Explanatio n; No files in your reader have 
the same class as the virtual reader. This 
may mean that your reader is empty, or that 
the files in your reader have a different 
class associated with them. 

System Action ; RC=2 8 

Execution of the command is terminated. 

User Action ; You can use the RERL1ST 
command to "see if there are any files in 
your reader other than those having the 1 



same class as your virtual reader. You can 
use the CP CHANGE command to make the class 
of the spool files the same as your reader 
class. 



644E ALL READER FILES ARE 
CLASS 'class' 



IN HOLD STATUS OR NOT 



E xpla n ation : No files in your reader have 
the same class as the virtual reader, or if 
they have the same class, they are in HOLD 
status (they have a USER, SYS, or USYS 
value for the HOLD field in RDRLIST) . 

System Action; RC=28 

Execution of the command is terminated. 

User Action ; To PEEK or RECEIVE a file that 
is not held or is not the same class as 
your virtual reader, specify the spoolid in 
the command, for example, "PEEK spoolid" or 
"RECEIVE spoolid...". You can also use the 
CP CHANGE commmand to change the spool file 
to NOH01D or the class of the file to be 
the same as the reader class. 



6<*5W THE USER TAG NAME 'name' 
DISPLAY IN THE PANEL 



IS TOO LONG TO 



Explanation; Only the first 12 characters 
of a user-defined tag name can be displayed 
in the NAMES panel. 

System Action: None. 

User. Action : An entry is displayed with tag 
names truncated to 12. If you change this 
entry using the panel, the tag names will 
also be truncated in the file. Therefore, 
if you want to have tag names greater than 
12 characters, edit the names file directly 
instead of using the panel. 



6U7E USERID NOT SPECIFIED FOR 
'Userid NAMES' FILE 



•nickname' IN 



l2£lafiStion: The entry for the nickname 
specified does not contain a value for the 
Userid tag; therefore, communication with 
this user is impossible. 

System Action: RC=32 

Ixecution of the command is terminated. 

User Action: Reissue the command 
substituting the user's userid in place of 
the nickname, or use the NAMES command to 
insert the Userid in that entry. 



648E USERID 'name' NOT FOUND. {NO {MESSAGE! FILE} 
HAS BEEN SENT|CHECK THE 'Userid NAMES' 
FILE} 

Explanation: The specified userid or the 
value for the userid tag for the specified 
'name' was not a valid userid for your 
computer. 



System Action : RC=32 
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Execution of the command is terminated. 

User Actio n: Validate the value for the 
userid and insert it correctly into the 
NAMES file or reissue the command with the 
correct userid. 



649E EXTRANEOUS PARAMETER 'parameter 1 

Explanation : There were more operands 
specified than the command issued will 
accept. 

System Action : RC=24 

Execution of the command is terminated. 

User Action : Check the correct format of 
the command and reissue the command. 



650E INVALID SPOOLID 'nnnn' 

E xplanation : The value representing the 
spoolid was not a valid spoolid Bumfcer. 

System Actio n: RC=24 

User Actio n: Reissue the command with a 
valid spoolid. 



651E {'option* | •command 1 ) MUST BE ISSUED EROM 
environment (s) 

E xplanation : The command is valid only in 
certain environments and is not executed 
otherwise. 

System Acti on: RC=32 

Us er Action : To execute this command or use 
this option you must first issue the 
necessary command to enter the required 
environment. 



652E MISSING OPERAND (S). SPECIFY EXECUTE [n] 
DISCARD 

Explanation : DISCARD was issued without the 
correct operands. If you use the EXECUTE 
subcommand to issue DISCARD, the correct 
operands will be appended automatically. 

S ystem Action : RC=2U 

User Action: On a display terminal, enter 
DISCARD in the command area on the lines 
that contain the files to be discarded and 
press PF10. Otherwise, enter EXECUTE £n] 
DISCARD on the command line to discard n 
files (the default is one), starting with 
the fileid displayed on the current line. 



653E ERROR EXECUTING 'command', RC=nn 

Explanation : An error was encountered while 
executing the specified command. 

System Action : RC=40 
Processing is terminated. 



Dser Action : Check the return code for the 
command shown in the message to better 
identify the problem. 



654E INVALID SYMEOL 'string' {'/(>• MUST BE 
SPECIFIED ALONEI INVALID CHARACTER 'char' 
FOLLOWING '/• SYMBOL) 

Explanation: The EXECUTE subcommand was 
invoked with invalid symbols specified in 
the command. 

System Action : RC=24 

The command is not executed. 

User Actio n: Re-enter the command (s) using 
valid symbols. 



655E SPOOLID 'nnnn' DOES NOT EXIST 

Explanation : There is no spool file with 
this spoolid number in your virtual reader. 

S ystem Action : RC=28 

The command is not executed. 

User Action: None. 



656E ERROR SEARCHING YOUR NAMES FILE, RC=nn FROM 
NAMEFIND COMMAND 

Explana tion : An error was encountered while 
searching through your 'Userid NAMES' file. 

S ystem Action: RC=100 

The search was terminated unsuccessfully. 

5J§£ Action: Check the return codes fcr the 
NAMEFIND "command to better identify the 
problem. 



657E UNDEFINED PFKEY 

E xplanation : A PF key that has no function 
assigned to it was pressed. 

Syste m Action : None. 

User Action: None. 



658W THE VALUE FOR THE 'tag' TAG IS TOO LONG TO 
DISPLAY IN THE PANEL 

Exp lanation : The value for the specified 
tag is too long to fit onto the panel; 
therefore, only part of it is displayed. 
If this value is changed it will be 
truncated in the NAMES file. 

System Action : Only part of the value is 
displayed in the panel. 

User Action : If you change this entry using 
the panel, the tag values will also be 
truncated in the file. Therefore, if you 
want to have tag values longer than the 
space allowed on the panel, edit the names 
file directly instead of using the panel. 
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| 660E THE NICKNAME FIELD MOST BE FILLED IN 

Explanation ; All entries in the NAMES file 
must have a NICKNAME tag tc indicate the 
beginning of the entry. If this field is 
blank, the entry will not be accepted from 
the panel. 



System Action : 
executed. "~ 



The function is not 



Dser Actio n: Fill in the value for the 
Nickname. 



660W WAENING: THIS ENTRY 
NICKNAME 



DUPLICATES AN EXISTING 



been added or 


duplicates an 


in the 


YAMES 


o longer 


be 


nickname 


tag. 


SENDFILE 


f and 


d NAMES' 


file 


nickname 


tag. 


gins with 


this 



Explanat ion ; An entry has 
changed, and the nickname now 
entry (or entries) already 
file. This entry can n 
identified uniquely by its 
Since the CMS commands (NOTE, 
TELL) that search the 'Oseri 
often search based on the 
only the first entry that be 
nickname will be used. 

System Action : None. 



User Actio n: You may wish to change the 
nickname value and press PF6 to ensure that 
this entry can be uniguely identified by 
the CMS commands that reference the 'Oserid 
NAMES' file. Also, by pressing PF5 
repeatedly you can locate all the entries 
that have this nickname and then decide 
which nicknames that you wish to change. 



662W YOU ABE NOT ON AN ENTRY. PRESS PF 5, 7 or 8 
TO MOVE TO AN ENTRY 

Explanation : The command issued was not 
executed because you were not positioned on 
an entry in the file. 



System Action: None. 



User Action: 
entryT 



Use a PF key to move to an 



663W THERE {IS | ARE} nn UNDISPLACED TAG (S) 

E xp l anation : This entry contains 'nn' more 
tags than can be displayed in the panel. 

System Actio n: None. 

User Action : If the entry is deleted, the 
undisplayed values are also deleted. If 
the entry is changed, the undisplayed tags 
are not changed. To change these tags you 
must edit the 'userid NAMES' file. 



664W {ENTRY | PREVIOUS ENTRY | NEXT ENTRY} NCT FOUND 

Explanation : PF 5, 7 or 8 was pressed and 
the search failed to find an entry. 



System Action : None. 
User Action: None. 



665E FILE 'userid NOTE *• NOT FOUND. TO BEGIN A 
NEW NOTE ENTER 'NOTE name' 

Explanation ; The NOTE command was issued 
without any operands, which is the correct 
procedure when you want to continue an 
existing NOTE. However, no NOTE was found. 

S ystem Action : RC=28 

User Action: Specify a name (or names) 
following the command name. 



666E NOTE ALREADY EXIST. ENTER 'NOTE' 
CONTINUE OR SPECIFY 'REPLACE' OPTION 



TO 



Explanation: The NOTE command was issued 
with a name or names following the command. 
However, a NOTE already exists, you can 
process only one NOTE at a time. 

System Action : RC=28 

U^er Action : You can either specify NOTE 
with no operands to finish processing the 
existing note, or you can reissue the 
command and specify the REPLACE option, 
which discards the existing note and begins 
a new one. 



667E NOTE HEADER DOES NOT CONTAIN THE {KEYWORD 
{'FROM' |'T0'} I'OPTIONS' J 'DATE LINE} 

Explanation: The NOTE header must have a 
line that contains the options, a line 
containing the date, a line indicating the 
sender of the note, and a line indicating 
the recipients. These lines are denoted by 
the keywords "OPTIONS:", "FROM:", "DATE:", 
"FROM:" and "TO:", respectively, beginning 
in column one of these lines. If these 
lines are not present, the NOTE has an 
invalid format and cannot be sent using the 
NOTE option of SENDFILE. 



Syst em A ction : RC=32 
Processing terminates. 



Us er Action : 
header lines. 



Correct the format of the 



668E THE 'ADD' OPTION MUST BE SPECIFIED ALONE 

Explanatio n: No other options are valid 
when the ADD option is specified. 

System A ction : RC=40 
Processing terminates. 

User Action : Reissue the command using only 
the~ADD option. 
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| 669E LIST OF ADDRESSEES CANNOT BEGIN NITH »CC: ' 

Explanation ; »CC:» is used to denote a list 
of complimentary copy recipients and cannot 
]be the first addressee of a NOTE. 

Syste m Action : RC=24 
Processing terminates. 

Dser Action : Reissue the command, with the 
addressee preceding the *CC:' recipients. 



670E NO NAMES TO BE ADDED WIBE FCDND 

Explanation : The ADD option was specified 
without any names to be added. 

System Action : RC=24 
Processing terminates. 

User Action : Reissue the command, 
specifying the names to be added with the 
ADD option. 



671E ERROR {SENDING! RECEIVING} FILE • f U ft fm» 
RC=xx FROM 'command' 

Explanation : An error occurred while 
attempting to send or receive a file. 

Syste m Action : RC=100 

User Actio n: To further identify the 
problem, check the return code specified in 
the message for the command that 
encountered the error. 



672E VIRTUAL {PUNCH|READER} 
DEFINED 



INVALID OR NO! 



Explanation : The specified device was not 
defined at the correct virtual address. 
The virtual reader must he defined at the 
virtual address 00C and the virtual punch 
must be defined at 00D in order for the 
command issued to function properly. 

System Action : RC=32 

User Action : Use the CP DEFINE command to 
define the device at the proper address. 
Then reissue the command. 



673E ADDRESSEES ARE IN THE NOTE HEADER BECORDS, 
DO NOT SPECIFY NAMES WITH IHE NOIE 0P1I0N 

E xplanation : The NOTE option of the 
SENDFILE command was issued with a name or 
names of people who were to receive the 
file. However, the recipients of the NOTE 
being sent should be contained in the NOTE 
header records; the names specified on the 
command line are extraneous. 

System Action: RC=2ft 



User Action : Check that the proper 
addressees are contained in the NOTE header 
and reissue the command without specifying 



any addresses. 



674E {READERI PUNCH} NOT READY 

Ixplanation : The command issued reguires 
that the device specified have a READY 
status associated with it. 

System Action : rc=32 

User Action : Use the CP READY command to 
change the status of the virtual device. 
Then reissue the command. 



675E BC NAMES SPECIFIED 

Ixplanation : The SENDFILE 
that you specify the 
recipient (s) of the files 
is a NOTE) . 

System Action : RC=32 



command reguires 

name(s) of the 

(unless the file 



Sser A ction : Reissue the command, 
specifying the name(s) of the recipient (s) . 



676E INVALID CHARACTER »*• FOR NETWORK ID 

I xplanation : SENDFILE is attempting to send 
a file to another node, which should be 
connected to your computer via an RSCS 
nachine. However, the RSCS ID (or NETWORK 
ID) has the value »*', which is not a valid 
ID. 

System Action : RC-20 

User Action : There is evidently a problem 
with the 'SYSTEM NETID * ' file. This file 
should contain information about the 
Network ID. For more information about 
this file, see the description in the 
IDENTIFY command. Contact your system 
support personnel. The person responsible 
for building your system is responsible for 
maintaining this file. 



677E INVALID OPTION 'option' IN OPTIONS LINE 

Explanation : The OPTIONS line in the NOTE 
header records contains an option that is 
invalid or not in the correct position. 
The five options on the line following the 
keyword 'OPTIONS:' are expected to contain 
specific values and be in the correct 
order. 

S yste m Action : RC=21 

User Action : Check the format of the 
options line as described in the NOTE 
command description and correct the invalid 
option and/or make sure that the order in 
which the options appear on the line agrees 
with the order in the NOTE command 
description. 
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678E INVALID NOTE HEADER 
SENT 



FORMAT. NOTE CANNOT BE 



Explanation : The SENDFIIE command was 
unable to send the NOTE because the format 
of the addressees in the HCTE was not what 
the SENDFIIE expected. Depending on the 
value of the format option (LONG or SHORT) 
in the 'OPTIONS' line of the NOTE, SENDFIIE 
expects the addressees to have certain 
formats. If the LONG option was specified, 
each line must contain one addressee, that 
can be identified in the form "Userid AT 
Node". If the SHOET format is specified, 
everything following the '10: ' keyword is 
an addressee in the form "Oserid" or 
"Dserid AT Node 8 '. 

System Action: RC-2U 

User Actio n: If the header format is 
incorrect, try to correct the format of the 
addressees. Check the description of the 
NOTE header format (which depends on the 
LONG and SHORT options) in the description 
of the NOTE command. 



679E {DISK 'mode' IS READ/CNIYI DISK 'mode' IS 
FULL | DISK 'mode' IS NOT ACCESSED}. NOTE 
CANNOT BE SENT 

Explanation: For the reason specified in 
the message, the SENDFILE command was 
unable to send the NOTE. In order to send 
the NOTE, SENDFILE must first save the NOTE 
on a disk. It cannot do this if the disk 
is full or if the disk has read/only 
access. 



System Action : RC=3 6 
The note is not sent. 

User Actio n: If the disk 1 
make some space available 
unwanted files. If the di 
read/only, use the CHS ACC 
access the disk for read/wr 
or change the filemode to 
read/write disk (you can 
Product Editor subcommand " 
to do this) . 



s full, try to 
by erasing any 
sk is accessed 
ESS command to 
ite capability; 
one that is a 
use the System 
SET FMODE mode" 



680E INVALID FILEID 
'FILELIST' OPTION 



SPECIFIED 



WITH 



THE 



Explanation : The FILELIST option is used to 
indicate that the file identified as * f n ft 
fm' actually contains a list of files to be 
processed by the command. If the FILELIST 
option is specified, no pattern matching 
characters (* or %) may appear in the 
fileid* 

S ystem Ac tion : RC=2 

User Actio n: Do not use the FILELIST 
option, or specify the complete fileid of 
the file that contains the list of files to 
be processed. 



681E THIS IS AN UNNAMED FILE, 
AND FILETYPE 



SPECIFY FILENAME 



Explanation : The spool file being received 
has no fileid. It must have a filename and 
filetype in order to be identified. 

System Action : RC=88 

Use r Action : Reissue the command, 
specifying a filename and filetype. See 
the RECEIVE command description for more 
information on the command format. 



682E ERROR COPYING FILE » f n ft' FROM 'A* DISK TO 
{'fn ft fm'l'mode' DISK}, RC=nn FECK 
'COPYFILE' 

Explanation: The file was sent using the 
DISK DUMP command and had to be read onto 
the A-disk using the DISK LOAD command. At 
that point the RECEIVE command attempted to 
use COPYFILE to copy the file from the 
A-disk to the disk specified in the error 
message. However, the COPYFILE command 
failed to execute and returned the 
specified return code. 

System Action: RC=100 

User Action : See the description of the 
COPYFILE command for more information about 
the return code. The file specified in the 
error message is still on your A-disk and 
you can do with it as you want. If there 
was a file with the same fileid on your 
A-disk before RECEIVE was issued, the 
original file is renamed "$A$A$A$A $B$B$B$B 
A". Take the proper actions to restore the 
files to the fileid you want. 



683E THE ENTIRE FILE 
REFORMATTED 



MUST BE PEEKED AT TO BE 



E xplanatio n: The PEEK command reformats 
spool "files that are in DISK DUMP or 
NETDATA transmission formats to make them 
mere readable. To do this, the user must 
PEEK at the entire spool file. The default 
for PEEK is to peek at the first 200 
records in a spool file. 

System A ction : RC=32 

The file is not reformatted. 

User Action : If you want to look at the 
file reformatted, reissue the PEEK cemmand 
using the FOR and FROM options. To PEEK at 
the entire file, use "PEEK spoolid ( FROM 1 
for * ) . You can change the default options 
of PEEK (originally FROM 1 FOR 200) by 
using the DEFAULTS command. 



683W THE FILE HAS AN LRECL GREATER THAN 255 and 
CANNOT BE REFORMATTED 

Expl anatio n: The PEEK command cannot 
reformat a file whose logical record length 
is greater than 255. 
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System Action : RC=32 

The file is not reformatted. 

Dser Action : This file cannot be peeked at 
in readable form. Use RECEIVE to read the 
file in. 



68UE FILE CONTAINS INVALID RECORDS AND CANNOT BE 
REFORMATTED 

Ex planation : The spool file contains 
records that PEEK does not recognize as the 
correct format for DISK DUMP or NETDATA 
format files. 

System Action : RC=32 

The file is not formatted. 

Dser Action: None 



68UW WARNING: THIS FILE HAS MO RECORDS 

Explanation : A file, sent from an MVS 
system in NETDATA format, contains nc data 
records. It is a null file and there are 
no records to PEEK at. 

Syste m Action : RC=32 

An empty file is displayed by PEEK. 

Dser Action: None. 



687E THIS IS A SYSTEM {HELD|DUMP} FILE. THIS 
FILE CANNOT BE {PEEKED AT|RECEIVED} 

Explanation : A file in ycur reader has a 
SYSTEM hold on it (status SYS or DSYS) or 
is a system dump and as such cannot be 
received or peeked at. 

System Action : RC=1 

Dser Action : If the file is SYSTEM HELD, 
request that the operator change the spool 
file status to NOHOLD. If the file is a 
SYSTEM dump file, refer to the 
documentation for the VMDUMP and VMFDDMP 
commands. 



7021 :READ fn ft fm 

Expla natio n: This message is displayed for 
every READ control card encountered during 
a READCARD operation. When there are no 
BEAD control cards, the following messages 
are displayed: 



READ CONTROL CARD IS MISSING. 

ASSUMED: 

:READ READCARD CMSDT1 A1 



FOLLOWING 



This indicates that the file is read in as 
READCARD CMSUT1 A1. 

System A ction : Processing continues. 

IJser Action : If the file has been read in 
as READCARD CMSDT1 A1, rename it to a 
desired fileid. 

7031 FILE 'fn ft [fm]» COPIED 

Explanation : The named file has been copied 
from tape to disk. 

System Action: None. 

User Actio n: None. 

7041 INVALID CLEAR REQUEST 

Explanation: A CLEAR request was entered 
for a file definition that does not exist. 
No action took place. 

S yst em Actio n: None. 

User Action: Correct the file definition 
specified in the CLEAR reguest. 

7051 DISK REMAINS UNCHANGED 

Expl anation : The reply to DMSFOR605R was 
not "yes". 



The disk remains 
User Action: Enter the next command. 



S ystem Action : None, 
unchanged. 



7011 NULL FILE 

Explanation: There were no records in the 
file. 

For DMSRDC, two READ control cards were 
encountered, but there were nc cards 
available to be placed in the first file. 

For DMSTPE, an end-of-CMS-f ile record was 
found, but there were no other records in 
the file. 

System Action : Processing continues. 

User Action : If records were expected, the 
file should be resubmitted. 



7061 TERM INPUT — TYPE NULL LINE FOR END OF 
DATA 

E xplanation : The input ddname in the 
MOVEFILE command refers to a terminal. 
This message requests the input data to be 
copied to the output device or file. 

System Action: The system waits for a 
response. 

User Action: Enter data or a null line. 



7071 TEN FILES COPIED 

Explanation: Ten members have been copied 
from tape to disk as a result of the MAXTEN 
option. 
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System Action : None. 
User Action : None. 



7081 DISK FILE »PILE ddname 11 • ASSUMED FOB 
DDNAME •ddname* 

Explanation : No FILEDEF command was issued 
for a 3dname specified in the MOVEElLE 
command. As a result, the MOVEFILE command 
issues a FlLEDEP for that ddname. 

If this is the input ddname, the disk file 
must exist on disk. The blocksize and 
record format are taken from the 
characteristics of the input disk file. 

If this is the output ddname, the disk file 
is created on the A- disk. Its 
characteristics depend on the format of the 
input file. 

System Action : Processing continues. 

User Action: None. 



7101 PHASE »phase' ENTBY PCINT AT LOCATION 
xxxxxx 

Explanation : The phase entry point is 
located at location xxxxxx. 

System Action : None. 

Us er Actio n: Issue the START command to 
begin execution. 



7111 NO SYSTEM SYNONYMS IN EFFECT 

Explanation : No system synonyms are in 
effect because you previously issued a 
SYNONYM command with NOSTD specified as an 
option. 

System Action : None. 

User Action : If you want to have system 
synonyms in effect, issue the SYNONYM 
command with the STD option. 



7121 NO SYNONYMS. (DMSINA NOT IN NUCLEUS) 

Explanation : The routine that handles 
synonym processing is not in this system; 
therefore, no synonyms are in effect. 

System Action : None. 

User Action: None. 



| 7151 {DOSGEN|CMSXGEN} COMPLETE 

Explanation : The CMS text decks have been 
successfully loaded into the discontiguous 
shared segment and the CP SAVESYS command 
has been issued to save the system. 

system Action : None. 



User Action : None. 

7211 COPY »fn ft fm» [ {TO | APPEND |OVLY} »fn ft 
fm» {OLD | NEW} FILE] 

Explanation: This message appears in 
conjunction with the TYPE option. It 
indicates the name of the input file and 
output file. 

System Action: None* 

User Action: None. 



7221 FILE 'fname2 LISTING f m » HILL 
OUTPUT 



HOLD AMSEBV 



Expl an ation: The Access Method Services 
output will be placed on the given disk 
(other than the user's A-Disk) . This 
information message is omitted if the 
output file is placed on the user's 
read/write A-disk. 

System Action: Processing continues. 

User Action: None. 



7231 mode (cuu) {E/OJE/H} £-OS|-DOS] 

Explanation: The specified CMS-formatted 
disk is accessed in read-only mode. -OS 
indicates the disk is OS-formatted. -DOS 
indicates the disk is DOS-formatted. 

Note: A read/write OS or DOS disk Can be 
written on only by VSAM. 

System Acti on : Processing continues. 

User Action: None. 



7211 'cuu» REPLACES 'mode (ecu)' 

Explan ation : The disk that was accessed 
replaces the disk specified in the search 
order. The disk it replaces is released, 
but is not detached. 

System Action : Processing continues. 

User Action: None. 



7251 cuu ALSO = 'mode* [-OS|-DOS] DISK 

Explanation: The specified disk is also 
accessed as the 'mode' disk. The -OS 
indicates that the disk is an OS disk; The 
-DOS indicates that the disk is a DOS disk. 

System Action : Processing continues. 

U ser Action : None. 
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7261 «cuu mode' RELEASED 

E xplanation ; The specified device has been 
released since the user has specified 
another disk for that mode. 

System Action : Processing continues. 

User Action; None. 



7281 DEBUG ENTERED [EXTERNA! INT | BREAKPOINT nn 
AT xxxxxx] 

Explanation : The system has entered the 
DEBDG environment. For a full description 
of DEBUG, see the V H/S P CBS D ser's Guide 
and the VM/SP CMS Comm an d and Ma cro 
Reference . ~ 

System Action ; The system waits for the 
next command. 

User Action: Enter a DEBUG subcommand. 



7321 'nnn' {CYLINDERSI FE-512 BLOCKS} FORMATTED 
ON DISK 'mode(cuu) • 

Explanation : This message tells jou how 
many cylinders or FB-512 tlocks have been 
formatted on the specified disk. 

S ystem Action : Processing continues. 

User Action : None. 

7331 FORMATTING DISK »mode» 

Explanation * The FORMAT command is 
formatting the specified disk- 

System Action : Processing continues. 

User Action : None. 

7381 RECORD LENGTH IS 'nnn' BYTES 

Ex planation : The message indicates the 
length of records read in when it is not 80 
bytes. 

System Action: Processing continues. 

User Action : None. 

7401 EXECUTION BEGINS ... 

Explanation : The user has reguested 
execution of a program under CMS. 

System Action: The program has been 
prepared for execution by the CMS loader 
and control is now passed to the program. 

User Action: None. 



7501 ZAP PROCESSING COMPLETE 

E xplanation : An END control record was 
encountered and processing is terminated. 

System Actio n: All files are closed and 
control returns to CHS. 

User Action : None. 

7511 MEMBER 'name* FOUND IN LIBRARY 'lifcname' 

E xplanation : If more than one LOADLIB or 
TXTLIB was specified, this message tells 
you which library the member was found in. 

System Action: Processing continues. 

User Action: None. 



777S DOS PARTITION TOO SMALL 
FETCH REQUEST 



TO ACCOMMODATE 



Ex planation : The virtual DOS partition is 
too small to accommodate the FETCH reguest. 
If the module or phase reguested were 
fetched into user storage, it would exceed 

PFEND. 

System Action : EC = 104 

Execution of the command is terminated. 

flser A ction : Redefine the size of the 
virtual partition using the SET DCSPABT 
command and reissue the command. Note that 
redefining the partition size causes 
storage to be reinitialized, and therefore 
any previous loads or fetches must te 
reissued. 

825E 'CLEAR' IS VALID ONLY WHEN SPECIFIED BY 
ITSELF 

Explanation: CLEAR, CLEARALL, CLEARIO, or 
CLEARMC was specified along with other 
parameters. This is prohibited. The CLEAR 
parameter must be specified by itself, with 
no reports reguested. No report is 
printed. 

System A ction : RC = 12 

Execution of the command is terminated. The 

system status remains the same. No 

clearing takes place. No report is 

printed. 

User Action: Reissue the CPEREP command 
reguesting the report without the CLEAR 
parameter. After the report is generated, 
issue CPEREP again with only the CLEAR 
parameter, or use the ZERO parameter with 
other parameters (where compatible) to 
generate a report followed by immediate 
clearing. 

826E EREP TXTLIBS NOT FOUND 

E xplanation : In attempting to search the 
EREP TXTLIBs, DMSIFC found that the pointer 
to the first TXTLIB contained zeros. 

S ystem Action : RC = 56 
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Execution of the command is terminated. 
The system status remains the same. 

User Action : Issue a GLOBAL TXTLIB command 
listing the applicable EBEP TXTIIBs in the 
proper search order. If nc local libraries 
exist, the command should he: 

GLOBAL TXTLIB EBPTFIIE EBEPIIB 

Beissue the CPEBEP command. If the error 
persists, call your system support 
personnel. 

8281 CPEBEP ZEBO OB CLEAB HAS BEEN COMPLETED 



Explana tion : CLEAB or 
the user or other para 
be requested by defaul 
recording cylinders 
except that only the 
cylinder was erase 
specified; or only the 
check error recording 
if CLEABMC was specifi 

System Action : BC = 
Control returns to CMS. 



Dser Action : None required, 



ZEBO was specified by 

meters caused ZEBO to 

t. Ihe VM/370 error 

have been erased, 

I/C error recording 

d if CLEABIO was 

machine and channel 

cylinder was erased 

ed. 



829W ATTEMPTED 'ZEBO' WAS 
PBIVILEGE CLASS F 



SOPEEESSEB. EEC.UIBES 



Expla nation : CLEAB or ZEBO was specified by 
the user; or other parameters caused ZEBO 
to be requested by default. The VM/370 
error recording cylinders were not erased 
because the user was not authorized. Only 
class F users have authorization to erase 
the error recording cylinders. 

System Action: BC = 88 or BC = 
If the CLEAB function failed, the return 
code will be 88. If the ZEBO function 
failed, the return code will be 0. Beports 
(if requested) have already been generated. 
Control returns to CMS. 

Dser Actio n: None required if ZEBO was 
requested by mistake or default. If you 
need to erase the error recording 
cylinders, see your system support 
personnel to get a class F directory entry. 



830E I/O EBBOB BEADING A BLCCK OF 
THE EBBOB EECOBDING CYLINDEBS 



BECOBDS FBOM 



Explanation : DMSEEA, the CPEBEP read 
module, encountered a permanent 
input/output error while attempting to read 
a 4K block of records from the error 
recording area. Probable hardware error. 

System Action : BC = 60 

Execution of the command is terminated. 

The system status remains the same. 

Dser Actio n: Execute the DDB service 
program to obtain a dump of the error 
recording cylinder on which the input error 
occurred. Beconstruct the data on the 



error recording cylinders. If the 
reconstruction process is successful, 
initiate the CPEBEP operation again. If 
the error recurs, call your system support 
personnel. 

831E MOBE THAN 100 CHABS OF OPTIONS SPECIFIED 

Explanation: The maximum number of 
characters" that can be used to specify 
options for this command is 100. More than 
100 characters were used. 

System Actio n : BC = 62 

Execution of the command is terminated. 

The system status remains the same. 

Dser Action: Check the valid command 
options. Beissue the command using less 
than 100 characters to specify the options. 

832S SOFTWABE INCOMPATIBILITY AT THE CPEBEP-EBEP 
INTEBFACE. C0DE=nnn 

Explanation : CPEBEP is OS/VS EBEP running 
under CMS with CPEBEP providing interface 
code between OS/VS EBEP and CMS. Some 
change has been made to OS/VS EBEP (via 
PTF, or a new release, etc.) that has made 
it incompatible with the interface provided 
by CPEBEP. 

C ode Meaning 

1 An EXCP was attempted with a DCB other 
than that of the SYS1.LOGBEC data set. 

2 OS/VS EBEP is expected to use only one 
IOB and one channel program when it 
uses EXCP to access the SYS1.LOGEEC 
data set. But it has attempted to use 
IOBs or channel programs at more than 
one location in storage. 

3 The expected read/write command in the 
channel program for accessing 
SYS1.LOGBEC contains an unexpected op 
code. 

H While reading error records (with 
EXCP) from (simulated) SYS1.LOGBEC, 
OS/VS EBEP made an attempt to read 
nonseguentially prior to completion of 
the sequential reading phase. 

5 An attempt was made to read record 2 
of SYS1.LOGBEC (the time stamp record) 
which CPEBEP does not simulate. 

6 The first EXCP to SYS1.LOGBEC was not 
the expected read of the SYS1.L0GBEC 
header record. 

7 The channel program for accessing 
SYS1.L0GBEC does not have the expected 
format. 

8 An invalid disk address (CCHHB) was 
used while attempting to access 
SYS1.L0GBEC. SYS1.L0GBEC. 

9 There are no error records and yet 
OS/VS EBEP attempted to read error 
records. 

10 An invalid record length was 
encountered while reading SYS1.L0GBEC. 
This may be due to error records being 
overlaid on the error cylinders. 

System Action : BC = 104 

Execution of the command is terminated with 

EBEP message (s) IFC135I or IFC149I. 
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User Actio n: Reissue the command, or have 
your system programmer try it. If the 
problem persists, call your system support 
personnel. 



901T UNEXPECTED EBROR AT 'addr': PLIST 'plist fn 
ft fm' AT addr, BASE: addr, BC nn 

Explanation : An unexpected error occurred 
in COPYFILE or 1CADLIB processing. The 
"plist" indicates one of the following CMS 
functions: RDBDF, WRBOF, FIHIS, ADTLKP, or 
RENAME. The return code "nn" indicates one 
of the following conditions: 



'plist' = BDBTJF 
Code Meanin g 



not 



11 



12 
13 



14 



15 



The file was not found. 

The address of the buffer was 

within virtual storage limits. 

A permanent disk error occurred. This 

may occur if you link to and access 

another user's disk, and try to read a 

file that was refiled by its owner 

after you issued the ACCESS command. 

Beissue the ACCESS command and try to 

read the file again. 

The number of records is less than 

or greater than 32768. 

The fixed/variable flag is not F or V. 

The record read is longer than the 

buffer. 

The specified file is open for 

writing; it must be closed and opened 

for reading. 

The number of records is greater than 

1 for a variable-length file. 

The end of the file was reached. 

An invalid displacement appears in the 

AFT for a variable-length file. 

An invalid character appears in the 

filename. 

An invalid character appears in the 

f iletype. 



•plist' = WRBOF 

Code Meanin g 
2 The virtual storage address eguals 
zero. 

4 The first character of the filemode is 
invalid. 

5 The second character of the filemode 
is invalid. 

6 The record number or number of records 
is too long. 

7 An attempt was made to skip over an 
unwritten variable-length record. 

8 The number of bytes was not specified. 

10 The maximum number of CMS files (3400) 
was reached. 

11 The fixed/variable flag is not F or V. 

12 The disk is read-only. 

13 The disk is full. 

14 The number of bytes to be written is 
not integrally divisible by the number 
of records to be written. 

15 The length of this record is not the 
same as that of the previous record. 

16 The characteristic (F cr V) is not the 
same as the previous record. 



17 A variable-length record is greater 
than 65K bytes. 

18 The number of records is greater than 
1 for a variable- length file. 

19 The maximum number of data blocks 
(16060) had been reached. 

20 An invalid character appears in the 
filename. 

21 An invalid character appears in the 
filetype. 

•plist' x FINIS 

Code Meaning 
6 The file is not open. 

•plist' » ADT1KP 

C ode Meaning 
1 The matching ADT block was not found. 



•plist' = RENAME 

Code Meaning 

24 The mode is invalid, or the fileid is 

incomplete. 
28 The file was not found, a new file 

already exists, fileids are identical, 

or the file is inactive. 
36 The disk is not read/write. 



System Action : EC = 256 
Execution of the command is terminated, 
system status remains the same, with 
following exceptions: 



The 
the 



• If the APPEND option was specified and 
the copying process began before the 
error was discovered, records have been 
appended to the output file. 

• If the NEWFILE (the default) , REPLACE, 
or OVLY option was specified, and the 
copying process began before the error 
was discovered, then COPYFILE CMSUT1 , on 
the output disk, contains the records 
copied so far. 

• If multiple-output-file mode, several 
output files may have been created 
before the error was discovered. 

fi§§£ Action: Befer to the "plist" parameter 
and the RC "nn" parameter to determine if 
an input/output error occurred. If it did, 
try to reissue the command. Otherwise, 
contact your system support personnel for 
assistance. 



902T IPL DEVICE READ I/O ERBOB 

E xplanation : An uncorrectable I/O error 
occurred while reading a CMS nucleus. 

System Actio n: The system enters a wait 
state. 

tiger Action: Call your installation support 
personnel. 



Conversational Monitor System (CMS) Messages 



201 



DMS 



903T IMPOSSIBLE PHASE CODE »XX» 

Explanation : A phase code larger than the 
maximum was detected during the file 
copying operation. This error should never 
occur. 

System Action ; EC = 256 

Execution of the command is terminated. The 
system status remains the same, with the 
following exceptions: 

• If the NEWFILE (the default), EEPLACE, 
or OVLY option was specified, and the 
copying process began before the error 
was discovered, then COPYFILE CMSDT1, on 
the output disk, contains the records 
copied so far. 

• In multiple output file mode, several 
output files may already have been 
created before the error was discovered. 



Dser Actio n: Contact your system 
personnel for assistance. 



support 



904T UNEXPECTED UNPACK ERROR AT »addr', BASE 
•addr* 

Explanation: An error condition was 
detected during the process of unpacking a 
file. Probably, the file was not in PACK 
format, or it was modified after it was 
packed. 

System Action: RC = 256 

Execution of the command is terminated. The 
system status remains the same, with the 
following exceptions for DMSCPY: 

• If the NEWFILE (the default), EEPLACE, 
or OVLY option was specified, and the 
copying process began before the error 
was discovered, then COPYFILE CMSUT1, on 
the output disk, contains the records 
copied so far. 

• In multiple output file mode, several 
output files may have been created 
before the error was discovered. 

Us er Actio n: Contact your installation 
support personnel for assistance. 



907T I/O ERROR ON FILE »fn ft fm« 

Explanation : The system tried to close a 
file that had not been opened or could not 
find a file that should exist. 

For DMSHLP, an error occurred while 
attempting to read from the requested BELP 
text file. 

For DMSUTL, an attempt to obtain 
information about a member of the library 
resulted in a return code that indicated a 
permanent I/O error had occurred. 

5l§i51 A ct i on : EC = 256 

Execution of the command is terminated. 

For DMSLBM, the MACLIB condition is 

unpredictable. 



User Action: For DMSLBM, issue MSCLIB BAP 
to check the validity of the library name. 

For DMSLIO, if the error is in a TXTIIB, 
check the integrity of the dictionary. 

For DMSUTL, if the error is in a IOADLIB, 
check the integrity of the directory. 

Reissue the command and if the problem 
persists, contact your installation support 
personnel. 



908T FILE SYSTEM ESBOB DETECTED. VIRTUAL ADDS 
'CUU». REASOH CODE "nn» 

Explanation: An error has been detected 
indicating that the CMS file system may 
have become disoriented with respect to the 
disk having virtual address «cuu». 'nn' 
indicates the nature of the error; it may 
be one of the following: 

C ode Meaning 
3 An error was detected in trying to 
read from or write on a disk. 
Probably the disk was detached (via 
the DETACH command) without having 
been released (via the RELEASE 
command) , or the disk is an 
unsupported device. Error detected in 
module DMSDIO. 



905S WRITE-INHIBIT SWITCH SET ON ERIVE 
OPERATOR 



.NOTIFY 



Explanation : CMS tried to write on a 
virtual disk that resides on a disk whose 
"write-inhibit" switch was set. 



System Act ion : DMSDIO returns to 
with a code 6, "FILE IS READ-ONLY." 



caller 



User Action : Notify the system operator to 
reset the switch; then IP! CHS again. 



A deallocation was attempted on a 
nonallocated DISK block, or a MARK 
operation was attempted on a blcck 
already allocated. The error was 
detected in DMSTBK, or a RETRK/WRTRK 
operation was attempted to a DISK 
block number zero. The error was 
detected in module DMSDIO. 

The cylinder number as calculated in 
CMS is not within range of user's 
disk, or an attempt was made to write 
on system disk (MODE=S) . Error 
detected in module DMSDIO. 



A deallocation was attempted on a 
non-allocated disk block. The error 
was detected in DMSIRK. 
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5 The cylinder number received by the 
Control Program is not in the user's 
range or an attempt was made to access 
file record zero. Error detected in 
module DMSDIO. 

6 in attempt was made to write on a 
read-only disk. Error detected in 
module DHSDIO. 

8 A channel programming error occurred. 
Error detected in mcdule DHSDIO or a 
deallocation was attempted on a block 
outside the range of the DISK 
structure. The error was detected in 
module DMSTRK, or a RDTRK/HRTRK 
operation was attempted with a byte 
count of zero. The error was detected 
in module DHSDIO. 

C An I/O error occurred while writing 
the volume label to commit an ACCESS 
ERASE operation. The error was 
detected in DHSTRK. 

13 An I/O error occurred during a 
RDTRK/HRTRK operation to an FB-512 
device. The error was detected by 
DHSDIO. 

18 A plist error was encountered during a 
truncate operation. She error was 
detected by DMSEHS. 

19 A storage error occurred during a 
truncate operation. The error was 
detected by DHSERS. 

1C The file or ADT for a truncate 
operation was not found. The error 
was detected by DHSERS. 

24 The file to undergo truncation was 
located on a R/0 disk. The error was 
detected by DMSERS. 

25 A storage error occurred during a 
RDTR/WRTRK operation. The error was 
detected in module DHSDIO. 

28 A FINIS error occurred during a 
truncate operation. The error was 
detected by DHSERS. 

2C Inconsistent v-Format pointers were 
detected during a truncate operation. 
The error was detected in module 
DHSERS. 

41 No free block is available for 
allocation. Error detected in module 
DHKTRK. You may recover files from 
this disk if you access it as 
read-only and copy the desired files 
to another disk. 

42 A parameter list error occurred. 
Error detected in module DHSTRK. 

45 The cylinder number received by the 
Control Program is not in the user's 
range, or an attempt was made to 
access file record zero. Error 



detected in module DHSTRK. 

81 No free block is available for 
allocation. Error detected in module 
DHSTQQ. 

82 A parameter list error occurred. 
Error detected in module DHSTQQ. 

S yste m A ctjon ; The system enters a disabled 
wait state. The user file directory is not 
updated. 

Dser Action : IPI CHS again. If data on the 
pack is still good, reissue the command. 
If the problem persists, contact your 
system support personnel. 

909T PSRH I/O ERROR ON 'CUU*. CSN CCCCCCCC 
cccccccc SENSE ssssssss ssssssss ssssssss 
ssssssss ssssssss ssssssss. 

Ex planation : An uncorrectable I/O error has 
occurred on virtual device address 'cuu'. 
The CSN bytes at the time of the error are 
indicated at the lowercase *'c n positions 
and sense data appears at the lowercase "s" 
positions. 

System Act ion: The system enters a disabled 
wait state. The user file directory is not 
updated. 

Dser A ction ; IPI CHS again. Reissue the 
command. If the problem persists, contact 
your system support personnel. 

951E INVALID SVC nn. GAH/SP NCT INSTALLED 

E xplanation : The SVC was issued as the 
result of a program executing an I/O macro 
for a graphics device, that is, a device 
defined in a DCS with DSOHG=GS. The SVC 
reguires the use of the shared segment 
(CSHGAH) containing GAH/SP, but this 
segment could not be found. 

System Action : Execution of the SVC is 
terminated, and control is returned to the 
program. 

Dser Action : 

1. If the attempted use of GAH/SP was 

intentional, ask a system programmer 
to ensure that GAH/SP is installed 
correctly. 

2. If the program should not be attempting 

to use GAH/SP, that is, if it did not 
open a DCB with DSORG=GS, check 
whether the DCB has been 
unintentionally overwritten. 



952E VIRTUAL STORAGE SIZE TOO LARGE FOR 'CHSGAH* 
SHARED SEGHENT TO LOAD AT nnnnnn 

E xplanation : An attempt was made to load 

the shared segment (CHSGAH) that contains 

GAH/SP for use by an application program. 

The address at which the shared segment 
must be loaded is lower than the virtual 



Conversational Honitor System (CHS) Messages 203 



DMS 



machine's highest address. A shared 
segment can be loaded only at an address 
above the highest address in any virtual 
machine that uses it. 

S ystem Actio n: The shared segment is not 
loaded, and control is returned to the 
program. 

Dser A ction : Either ask the system 
programmer to redefine the address at which 
the shared segment is leaded, or define a 
smaller virtual machine using a CP DEFINE 
STORAGE command. 



953E 'CMSGAM' SHARED SEGMENT 
ADDRESS FOR SVC nn IS ZERC 



ERROR. MODULE 



Explanation : The SVC was issued as the 
result of a program executing an I/O macro 
for a graphics device, that is, a device 
defined in a DCB with DSORG=GS. The SVC 
reguires the use of a shared segment 
(CMSGAM) containing GAM/SP. This segment 
includes a list of addresses of GAM/SP 
modules, and one of these was found to be 
zero. 

System Actio n: Execution of the SVC is 
terminated, and control is returned to the 
program. 

Dse r A ctio n: Ask a system programmer to 
ensure that GAM/SP is installed correctly. 



>54E 'CMSGAM' SHARED SEGMENT 
INVALID FOR SVC nn 



ERROR. IDENTIFIER 



E xplanation : The SVC was issued as the 
result of a program executing an I/O macro 
for a graphics device, that is, a device 
defined in a DCB with DSORG=GS. The SVC 
reguires the used of a shared segment 
(CMSGAM) containing GAM/SP. This segment 
should contain a constant that identifies 
it as being the GAM/SP shared segment, but 
the constant could not be found. 

System Action : Execution of the SVC is 
terminated, and control is returned to the 
program. 

Dser Action: Ask a system programmer to 
check whether GAM/SP is installed 
correctly, and if sc, whether the CMSGAM 
shared segment has been loaded but then 
overwritten. 



System Action : Control is returned to the 
program. 

Dser Action: Ask a system programmer to 
correct the paging errors. 



956E INSUFFICIENT STORAGE FOR GAM/SP ANCHOR 
BLOCK 

Explanation: An application program was 
using the shared segment (CMSGAM) 
containing GAM/SP. After being loaded, 
GAM/SP issued a DMSFREE macro to obtain 
storage in the user's virtual machine for a 
control block known as the anchor block. 
Insufficient storage was available. 



Sys tem Action : 
program. 



Control is returned to the 



User A ction : Define a larger virtual 
machine using a CP DEFINE STORAGE command. 



995E UNABLE TO OBTAIN FREE STORAGE FOR DMSEOP 
PROCESSING. REDEFINE STORAGE SIZE. 

Explanatio n: A program executing under 
CMSDOS tries to open a DTF. Not enough 
free storage was available to satisfy 
requests issued by the DMSBOP routine 
(OPEN) . The DTF is not opened. 

System Action: RC = 104 
The program is cancelled. 

flser Action: Redefine the storage size of 
your virtual machine, or return free 
storage that is not required. 



996E NO LOGIC 
'filename* 



MODULE POINTER 



IN DTF 



FOR 



E xplanation : A program executing under 
CMSDOS issued an OPEN for a DTF called 
'filename'. Since the DTF is type SB, the 
program must pass the pointer to the logic 
module. OPEN checks the DTF for this 
pointer if the DTF device is not FB-512, 
and if the pointer is zero the DTF is not 
opened. 

System Action: RC = 104 
The program is cancelled. 



User Action: Update the program 
initialize the logic module pointer. 



to 



955E 'CMSGAM' SHARED SEGMENT PAGING 
WITH ccccccc 



I/C ERRORS | 999E NO ft MODULE FOUND 



Explanation: An application program was 
using the shared segment (CMSGAM) 
containing GAM/SP when a paging error 
occurred in the shared segment. ccccccc 
identifies the type of DIAGNOSE instruction 
that was being executed by GAM/SP when the 
error occurred: it is either FINDSY.S or 
LOADSYS. 



Expl anati on: The processor module 
appropriate to the filetype was not found. 

System Action : RC = 28 

Execution of the command is terminated. 

User A ction : Correct the filetype and 
reissue the command. 
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EDIT 



CMS Edit Messages 



EOF REACHED 



The following messages are issued by the CMS 
Editor in response to the EDIT command and its 
subcommands. 



nnn LINE(S) CHANGED [, nnn LINE (S) TRUNCATED] 

Expl a nation ; A CHANGE subcommand caused nnn 
lines to be changed and/or nnn lines to be 
truncated. 



E xplanatio n: The number of lines beyond the 
starting line specified in a GETFILE 
subcommand exceeded the end of the 
indicated file. The lines from the 
starting line to the end of the file were 
inserted in the file. When verification is 
on, the last line inserted is displayed at 
the terminal. 



FILE IS EMPTY 



SAVED 



E xplanation ; An automatic save (AUTOSAVE) 
was just performed on the file currently 
being edited. 



Explanation; An attempt to SAVE or AMOS AVE 
a null file was detected. If the subcommand 
was FILE, the Editor exits and is erased; 
if it was SAVE or AUTOSAVE, control returns 
to edit mode. In either case, the file is 
not stored on your disk. 



AVAILABLE STOEAGE IS NOW FOLL 



FILE NOT FODND 



Exp lanation ; The size of the file cannot be 
increased. Any attempt to add lines 
produces the message NC ROOM. Other 
commands are unaffected. Use the FILE 
subcommand to store what you have already 
edited on disk. To continue editing, you 
may temporarily increase the size cf your 
virtual machine by issuing the CF command 
DEFINE, or split the file into two smaller 
ones. 



EDIT: 



Explanation ; The file identification 
specified in a GETFILE subcommand was not 
found on an auxiliary storage device. 



GETFILE IS INCOMPLETE 

E xplanation ; The available storage was 
exceeded while attempting to execute a 
GETFILE subcommand. The last line inserted 
into the file is displayed at the terminal. 



Expl a nation ; This message indicates entry 
to edit mode. During initialization, if 
the file identification specified in the 
EDIT command is found on disk, this is the 
first response; otherwise, the file is new 
and the message NEW FILE: precedes the 
message EDIT:. This message is also 
displayed: 

• When you enter a null line in edit mode. 

• When you return from CMS subset to edit 
mode. 



GIVEN STARTING LINE IS BEYOND EOF 

Expla nation : The starting line specified in 
a GETFILE subcommand points beyond the last 
line of the indicated file. 



INPUT: 



Expla natio n; Indicates entry to input mode; 
lines entered at the terminal become part 
of the file. 



If verification is on when you enter a 
null line in input mode. 



If verification is on when a 
subcommand completes execution. 



SAVE 



END ZONE SET TO 72 

Explanation ; The SERIAL subcommand was 
issued when the zone setting was within the 
serialization field. The end zone is reset 
to column 72. 



INVALID LINE NUMBER REFERENCE IN STMNT nnnnn 

Explanation: This message occurs for 
VSBASIC - files only. The line number 
referenced in statement nnnnn is invalid 
(not numeric) . The old line number is 
nnnnn. The RENUM subcommand is terminated 
by the Editor without renumbering the file. 
To continue, correct statement nnnnn and 
reissue the subcommand. 



INVALID SYNTAX IN STMNT nnnnn 



EOF: 



Explanation : The line pointer is positioned 
after the bottom line of the file or, if 
the file is empty, after the null line at 
the top of the file (subject to the setting 
of the VERIFY subcommand) . 



Explanation: This message occurs with 
VSBASIC files only. REHUM cannot convert 
the line number operand in statement nnnnn 
because of incorrect language usage. The 
old line number is nnnnn. The RENUM 
subcommand is terminated by the Editor. To 
continue, correct the statement in line 
nnnnn and reissue the command. 
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INVALID $name PARAMETER LIST 

Explanation : The indicated edit macro was 
invoked with one or more errors in the 
subcommand line. 



Expl anat ion: A n on numeric character was 
found in the columns reserved for line 
numbers. The line pointer identifies the 
line in error. You should correct or 
delete the line in error. 



LINE XXXXX REFERENCED IN STMNT nnnnn, NOT FCUND 



NOT FOUND 



Explanation This me 
files only. The 1 
an operand in st 
found. The old li 
RENUM subcommand 
Editor. To conti 
number operand xxxx 
reissue the command 



ssage occurs 
ine number 
atement nnn 
ne number is 
is termina 
nue, correc 
x in stateme 



for VSBASIC 
specified as 
nn was not 
nnnnn. The 
ted by the 
t the line 
nt nnnnn and 



Expla nation : The search operand specified 
in "the ALTER, CHANGE, FIND, or LOCATE 
subcommand was not encountered in the 
delimited range (current ZONE setting) , or 
before the end of the file was reached. 



OVERFLOW AT STATEMENT nnnnn 



MAXIMUM LINE NUMBER EXCEEDED 

Explanation : The RENUM subcommand specified 
values for "strtno" and "incrno" that would 
result in a line number that exceeds 99999 
for VSBASIC files or 99999999 for FREEFORT 
files. The RENUM subcommand is terminated 
by the Editor. To continue, reissue RENUM 
with proper strtno and incrno values. 

This message is also issued for other 
serialized files if the line number exceeds 
99999. The file must be reserialized. 



NEW FILE: 

Explanation: The message is issued during 
Editor initialization if the file 
identified in the EDIT command is net found 
on the specified disk. If no filemode was 
specified with the EDIT command, CMS 
searches only the A-disk and its 
extensions. 



Explanat ion : This message occurs with 
VSBASIC files only. The conversion of the 
line number operand in statement nnnnn 
would produce a record exceeding the 
logical record length. The old line number 
is nnnnn. The RENUM subcommand is 
terminated by the Editor; to continue, 
correct the statement at old line number 
nnnnn and reissue the subcommand. 



READ ERROR 



GETFILE IS INCOMPLETE 



Explanation: An unrecoverable error was 
encountered during the execution of a 
GETFILE subcommand. The last line inserted 
into the file is displayed at the terminal. 



RECORD LENGTH OF FILE TOO LARGE 

Explanati on: The file identification of a 
GETFILE subcommand indicates a file with a 
record length greater than the file being 
edited. The GETFILE subcommand is not 
executed. 



NO LINES MOVED 

Ex p lana tion : 
invoked with 
equal to 0. 



The edit 
number of 



macro $MCVE was 
lines to be moved 



NO ROOM 



Explanation : An attempt to 
lines to a file was de 
message AVAILABLE STORAGE 
displayed. Any stacked 1 
to avoid multiple err 
improper subcommand exec 
use the FILE subcommand t 
have edited so far on di 
editing, you must either 
into two smaller files 
increase the storage size 
machine via the CP DEFINE 
The maximum virtual stor 
determined by the MSTOB 
directory entry. 



enter additional 

tected after the 

IS NOW FULL was 

ines are cleared 

or messages or 

ution sequences. 

o store what you 

sk. To continue 

split the file 

or temporarily 

of your virtual 

STORAGE command. 

age permitted is 

value in your 



NON-NUMERIC CHARACTER IN LINE NDMEER COLUMNS 



RENUM MODULE NOT FOUND 

Explanation : The RENUM subcommand reguires 
that there be a RENUM module on the system 
disk. The RENUM subcommand is terminated 
by the Editor. Your installation system 
programmer must place the RENUM module on 
the system disk. 



RENUMBER LINES 



Explanation : 



The line number prompter cannot 
proceed because there are no mere 
numbers between the current line 
number and the line number of the next 
line already in the file (that is, 
they differ by one) . In LINEMODE 
RIGHT, the user can turn LINEMODE OFF, 
issue a SERIAL subcommand, SAVE the 
file on disk (reserializing it), and 
finally turn LINEMODE RIGHT on and 
continue with the editing session. 

The next line number, 100000000 or 
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100000, is too large. 

3. If you are editing a VSBASIC or 
FREEFORT file, you can use the RENUM 
subcommand to renumber your file. 



EEIT 



FMODE subcommand specifying an access-mode 
letter not in the range A-G, S, Y, or Z, or 
an access-mode number that is greater than 
5. 



SET NEH FILENAME AMD EETEY 



RESERIALIZATION SUPPRESSED 

Exp l anation ; Beserializaticn on a SAVE, 
ADTOSAVE, or FILE subcommand is suppressed 
when LINEMODE BIGHT is set so that the 
numbers used during the editing session are 
retained. To reserialize, repeat the SAVE, 
ADTOSAVE, or FILE with IINEMCDE OFF set. 



SAVED (See »_SAVED».) 



Ex planatio n: During the execution of a 
SAVE, AUTOSAVE, or FILE subcommand, an 
error occurred while altering the name of 
the CBS work file. You can now institute 
recovery procedures, since the Editor 
returns to edit mode. The work file 
remains. It should be erased, and a 
different file identification for a 
subsequent SAVE, AUTOSAVE, or FILE 
subcommand should be specified. 



SERIALIZATION IS INCOMPLETE 

Explanation : During the execution of a 
SAVE, AUTOSAVE, or FILE subcommand that is 
serializing a file, the disk becomes full 
before the last line is written. The 
partial file is erased and the user is 
notified of the condition. 



STACKED LINES CLEARED 

Explanatio n: Multiple subcommands were 
detected after a failure to increase the 
file size when the Editor had indicated NO 
ROOM. This message is also displayed when 
an abnormal exit from edit mode occurs (to 
preserve the CMS command environment from 
stacked EDIT subcommands) , or when an error 
is encountered in executing an edit macro. 



SET NEW FILEMODE, OR ENTER 
SOME SPACE 



CMS SDBSET AND CLEAR STACKED LINES CLEARED BY $name 



Explanation : During the execution of a 
SAVE, RENUM, AUTOSAVE, or FILE subcommand, 
the disk becomes full before writing the 
last line of the file. The Editor erases 
the partial file. To continue, either (1) 
alter the destination of the edit file with 
the FMODE subcommand, or (2) enter CMS 
subset and erase unneeded files to make 
more room available. 



Explanation: When the named edit macro 
(such as $M0VE) is invoked, any stacked 
lines are cleared by the macro before its 
execution. This message also occurs when 
an edit macro is issued when the current 
line pointer is at the top of the file or 
the end of the file. When an edit macro is 
issued with the current line pointer at any 
other point in the file, the message does 
not occur unless lines are stacked in the 
console stack. 



SET NEW FILEMODE AND RETRY 

Exp la nation : An attempt was made to SAVE, 
AUTOSAVE, or FILE a file on a disk that is 
read-only or not accessed. You may reissue 
the subcommand specifying the filemcde of a 
read/write disk; or, if you do not have a 
read/write disk active, you may enter the 
CMS subset environment by issuing the 
subcommand CMS, then issue the ACCESS 
command to gain access to a disk in 
read/write status, and then return to the 
edit environment by issuing the RETURN 
command. 

If you are using a VSBASIC file and issued 
a RENUM subcommand, you must access the 
disk you specified in read/write status for 
the subcommand to operate. The RENUM 
subcommand is terminated by the Editor 
without renumbering the file. To continue, 
use the FMODE subcommand tc direct the file 
to a read/write disk and reissue the RENUM 
subcommand. 

This message is also issued if you use 



STRING NOT FOUND, NO DELETIONS MADE 

Explanation: The specified character string 
has not been found by the end of the file. 
No deletions have been made, and the 
current line pointer remains unchanged. 



TOF: 



Explanation : The current line pointer is 
positioned at the null line at the top of 
the file. This message appears either 
after the TOP subcommand has been issued or 
after any other EDIT subcommand has 
positioned the line pointer at the null 
line at the beginning of the file. 



TOO MANY LINES TO MOVE 

Expla nation : The $M0VE edit macro was 
invoked with the number of lines to be 
moved greater than 25. 
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TOO MANY LINES TO STACK 



ZONE EBBOB 



Explanation : During initialization, the 
parameter of the STACK subcommand implies a 
storage requirement in excess of that 
reserved for the execution of the 
subcommand. The limit is 25 lines. 



Explanation : The string specified in a 
CHANGE subcommand is too long for the 
current zone specification. The file is 
not changed. 



TBtJNC SET TO 72 

Explanation: The SEEIAI subcommand 
issued and the truncation column was 
within the serialization field, 
truncation column is reset to column 72. 



was 
set 

The 



Explanation: Same as ?EDIT:, but the input 
line is not displayed because the SHORT 
subcommand is in effect. 



TRUNCATED 



Explanation : The current line has exceeded 
the truncation column. If verification is 
on, the truncated line is displayed, 
followed by the message INPUT: (if in input 
mode) . 



Explanation: Same as ?EDIT:, but is 

displayed when an invalid edit macro is 

issued and the SHORT subcommand is in 
effect. 



?EDIT: 



WRONG FIXE FORMAT FOR LINEMODE RIGHT 

Explanation: The LINEMODE RIGHT option is 
not compatible with variable-length files 
or files that have a fixed record length 
other than 80. 



WRONG FILE FORMAT FOR RENUM 

Explanation : The filetype of the file you 
are editing is not VSBASIC or FREEFORT, or 
the Editor detected an invalid line number. 
For VSBASIC files, the line number must be 
the first five characters cf the record. 
For FREEFORT files, the line number must be 
the first eight characters of the record. 
The RENUM subcommand is terminated by the 
Editor without renumbering the file. To 
continue, correct the line number or 
filetype and reissue the RENOM subcommand. 



Expla nation : An unrecognizable EDIT 
subcommand or invalid subcommand operand 
was encountered. The input line is 
displayed for inspection. This form is 
used if the LCNG subcommand is in effect. 



DMSBWB170S DISK 'mode (cuu) • IS FULL 

Explanation: CMS issues this message if the 
output disk becomes full during execution 
of a FILE, SAVE, BENUM, or AUTOSAVE 
subcommand becomes full. The subcommand is 
terminated by the Editor, erases the work 
file (which is incomplete) , and reguests 
the user to specify a new filemode or make 
more room on the disk. 



WBONG FILE FORMAT FOR SERIALIZATION 

Explanation : The SERIAL subcommand was 
issued for a variable-length file or for a 
file that does not have a fixed record 
length of 80. 
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DEBUG 



DEBUG Messages 

INCORRECT DEBDG EXIT 

For the GO subcommand, this message indicates 
that the subcommand was issued without an 
operand, but an operand was required because 
the debug environment was entered by issuing 
the DEBUG command. 

For the RETURN subcommand, this message 
indicates that RETURN was net the proper 
subcommand to use, because the debug 
environment was entered due to a breakpoint, 
a program or external interrupt, or an 
unrecoverable error. To exit from the debug 
environment under these circumstances, issue 
the GO subcommand (no operand is necessary) . 

Issued by: GO, RETURN 



INVALID OPERAND 

For the BREAK subcommand, t 
indicates that the breakpoint id 
number specified in the first op 
a decimal number between and 1 
or the second operand cannot be 
the debug symbol table and is 
hexadecimal number. If the secon 
intended to be a symbol, a CHIN 
must have been previously issu 
symbol; if not, the operand must 
hexadecimal storage location. 



bis message 
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erand is not 
5 inclusive, 
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not a valid 
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be a valid 



For the DEFINE subcommand, this message 

indicates that the name specified in the 

first operand contains all numeric 

characters, the second operand is not a valid 
hexadecimal number, or the third operand is 

not a decimal number between 1 and 56 
inclusive. 



For the DUMP subcommand 
issued if the address spe 
operand is less than th 
first operand, or if t 
operands cannot be loc 
symbol table and are no 
numbers. If either opera 
a symbol, a DEFINE subcom 
have been issued for that 
operand must specify a 
location. 
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For the GO or ORIGIN subcommand, a specified 
operand cannot be located in the debug symbol 
table and is not a valid hexadecimal number. 
If the operand is intended to be a symbol, a 
DEFINE subcommand must have been previously 
issued for that symbol; if not, the operand 
must specify a valid hexadecimal location. 

For the GPR subcommand, the operand (s) 
specified are not decimal numbers between 
and 15 inclusive, or the second operand is 
less than the first. 



not CAW, CSti, PSW, or GPR, or the first 
operand is GPR and the second operand is not 
a decimal number between and 15 inclusive, 
or one or more of the hexinfo operands does 
not contain hexadecimal information. 



For the STORE subcommand, the first operand 
cannot be located in the debug symbol table 
and is not a valid hexadecimal number, or the 
information specified in the second, third, 
or fourth operands is not in hexadecimal 
format. If the first operand is intended to 
be a symbol, a DEFINE subcommand oust have 
been previously issued for that symbol; if 
not, the operand must specify a valid 
hexadecimal storage location. 



For the X subcommand, the first operand 
cannot be located in the debug symbol table 
and is not a valid hexadecimal number, or the 
second operand is not a decimal number 
between 1 and 56 inclusive. If the first 
operand is intended to be a symbol, it must 
have been defined in a previous DEFINE 
subcommand; otherwise, the operand must 
specify a valid hexadecimal number. 

Issued by: BREAK, DEFINE, DUMP, GO, GPB/ 
ORIGIN, SET, STORE, X 



INVALID STORAGE ADDRESS 

For the DEFINE, DUMP, GO, STORE, or X 
subcommand, the sum of the current origin and 
the hexadecimal location specified in the 
subcommand is greater than the user's virtual 
storage size. If the current origin size is 
unknown, reset it to the desired value by 
issuing the ORIGIN subcommand, and then 
reissue the subcommand. 



For the GO subcommand, this message may also 
indicate that the address at which execution 
is to begin is not on a half word boundary 
(indicating that an operation code is not 
located at that address) . 

For the ORIGIN subcommand, the address 
specified is greater than the user's virtual 
storage size. 

Issued by: DEFINE, DUMP, GO, ORIGIN 



INVALID STORAGE REFERENCE 

The location indicated by the second operand 
is uneven (not on a half word boundary) or the 
sum of the second operand and the current 
origin value is greater than the user's 
virtual storage size. If the current origin 
value is unknown, it may be reset to the 
desired value by issuing the ORIGIN 
subcommand. 



For the SET subcommand, the first operand is 



Issued by: BREAK 
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MISSING OPERAND 

The user did not enter the minimum number of 
operands required by the subcommand. 

Issued by: BREAK, DEFINE, GPR, ORIGIN, SET, 
STORE, X 



TOO MANY OPERANDS 

The user entered more operands than the 
subcommand required. 

Issued by: BREAK, CAW, CSW, EIFINE, GO, GPR, 



ORIGIN, HX, PSW, RETURN, SET, STORE, X 



16 SIMBOLS ALREADY DEFINED 

The debug symbol table is full and no new 
symbols can be defined until the current 
definitions are cleared by obtaining a new 
copy of CMS. However, an existing symbol can 
be assigned to a new storage location by 
issuing another DEFINE subcommand for that 
symbol. 

Issued by: DEFINE 
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EXEC 



CMS Exec Messages 



The CHS EXEC interpreter generates tvc error 
messages, the descriptions of which are found in 
the "Conversational Monitor System (CHS) 
Messages* 1 section. 



DMSEXC001E NO FILENAME SPECIFIED 



DMSEXT072E EBROE IN EXEC Fill fn, 
error description 



LIKE nn - 
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EXEC 2 Messages 



The EXEC 2 interpreter generates three error 
messages, the descriptions of which are found in 
the "Conversational Monitor System (CMS) 
Messages" section. 

DMSEXE085E EEBOB IN fn ft fm, IIBE nnn -message 

DMSEXE175E INVALID EXEC COMMANE 

DMSEXE255T INSUFFICIENT STCBAGE FOE EXEC 
INTEBPBETEE 
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Remote Spooling Communications Subsystem (RSCS) Messages 



VM/SP adds no additional functions to the 
these messages refer to VM/370 Eelease 6. 



Hemote Spooling Communications Subsystem (RSCS) . Hence, 



0001 RSCS (VER v, LEV 1, mm/dd/yy) READY 

Explanation: This message signals the 
completion of RSCS initialization, 
including the activation of the AXS and LAX 
tasks. VER v and LEV 1 specify the version 
and level of RSCS that is in use. mm/dd/yy 
specifies the date on which the RSCS in use 
was generated. 

System Actio n; The system begins normal 
processing by accepting files and ccmmands. 

Op era tor Action; Normally, one or more 
links are activated at this time. 



0011 EREE STORAGE 



nn PAGES 



Expla nation ; The amount of available 
storage has increased as the result of 
normal system processing. The new number 
of available free pages is given as "nn". 

System Action : Normal processing continues. 

Operator Actio n; You may use this 
information in deciding whether to activate 
a previously inactive link. 



0021 LINK linkid DEACTIVATED 

Explanation; The link identified by 
"linkid" has been deactivated as a result 
of the execution of a previous DRAIN 
command, or as the result of an orderly 
shutdown following a terminal line-driver 
error. The link remains inactive until it 
is activated again by an explicit command. 

System Action: The link's line-driver task 
is deleted from the system, all storage 
allocated to the task is made free, and the 
link table entry is updated. 



Operator Action: None. 



0031 LINK linkid EXECUTING: (command line text) 

Expl anation : The RSCS command described by 
(command line text) has been forwarded by a 
remote station for local execution. The 
link for the remote station forwarding the 
command is identified by 'linkid'. 

System Action: The command is executed, and 
the resulting response is returned to the 
originating link, to be sent back to the 
remote station. 

O perator Action : None. 



070E I/O ERROR cuu SIOCC cc CSW csw SENSE sense 
CCW ccw 

Expl anation: This message is issued by any 
task in RSCS that detects an uncorrectable 
hardware or system error during the 
processing of an I/O operation. The causes 
of such an error vary, depending on the 
particular device type and command code. 

cuu - the virtual device address of the 
I/O device on which the error 
occurred. 

cc - the condition code resulting from 
the issuing of the SIO command on 
the device for the operation 
which was in error. 

csw - the composite CSW associated with 
the operation in error. Ihe 
composite CSS is a logical ORing 
of the CSW information associated 
with the SIO or the interrupts 
from the device while the I/C 
operation was active. 

sense - the sense information associated 
with the I/O operation in error 
if the I/O operation ends with 
unit check set on. 

ccw - the first CCW of the I/O 
operation in error if it failed 
to start, or the last CCW fetched 
by the channel before the I/O 
operation terminated with an 
error indication. 

System Actio n: The error is logged, and 
appropriate recovery procedures are taken. 
The exact effect of the I/O error condition 
depends on the existing conditions when it 
occurs. The system may continue processing 
normally, the link may be automatically 
deactivated, or RSCS may shut down. 

Operator Action : This message indicates a 
serious system or hardware error. Call IBB 
for hardware or system support. 

Expl a natio n; The operator has not been 
automatically logged on. The reason may be 
given in one of the logon failure messages 
that precedes this message. 

091T INITIALIZATION FAILURE — RSCS SHUTDOWN 

Explanation: An unrecoverable error 
occurred during the initial loading of the 
supervisor components, MSUP, REX, AXS, and 
LAX. 

System Action: A virtual storage dump is 
automatically taken, and a masked-off wait 
state PSW is loaded, system operation is 
terminated. 
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O p er ator Actio n: This message indicates a 
serious error. Notify system support 
personnel. 



1011 FILE spoolid ENQUEUED ON LINK linkid 

Explanation : This message is issued when 
the file ' identified by "spoolid" has 
arrived at the RSCS virtual machine, and 
has been successfully accepted and enqueued 
on the link identified by "linkid". This 
message is also issued when a previously 
pending file is accepted after a tag slot 
has become available. 

System Action : The newly accepted file is 
made available to the link's line driver 
for future transmission. If the line 
driver is waiting for a file to transmit, 
it is notified that the new file is 
available. 

Operator Action : None. 



1021 FILE spoolid PENDING FOB LINK linkid 

Explanation: The file identified by 
"spoolid" has arrived at the BSCS virtual 
machine, but has not been enqueued en the 
link "linkid" to which it is addressed, 
because no tag slot is available. 

System Action : The link's pending count is 
incremented, and the file is accepted when 
a tag slot becomes available. 

Opera t or Action : None. 



103E FILE spoolid REJECTED 
DESTINATION ADDBESS 



INVALID 



Ex p la nation : The file identified by 
"spoolid" has arrived at the BSCS virtual 
machine with a missing or invalid 
destination address in the file's tag. 

System Action : The improperly addressed 
file is automatically purged from the 
system, and the originating virtual machine 
user is notified. 

Operator Action : The file to be transmitted 
must be regenerated with a correct 
destination address in the file tag 
setting. 



1041 FILE SPOOLED TO userid2 — OBG locidl 
(namel) mm/dd/yy hh:mm:ss 

Explanation: A file has been received from 
a remote location, acknowledged, written to 
the VM/370 spool system, closed, and 
spooled to the local virtual machine to 
which the file was addressed. 

userid2 - the ID of the local virtual 
machine to which the file has 
been spooled. 



locidl - the ID of the location of the 

file's originator, 
namel - the name of the file 

originator's system or device at 

the remote location. 



mm/dd/yy ■ 


r the date 


of 


the 


file's 




origination 


at 


the 


remote 




location. 








hh:mm:ss * 


- the time of 


day 


of the 


file's 




origination 


at 


the 


remote 




location. 









System Acti on: The virtual output device 
used to process the file is detached and 
normal processing continues. 

Opera tor Action : None. 



1051 FILE spoolid POBGED 

Expla nation : The file identified by 
"spoolid" has been purged from the system 
as a result of normal processing. 

System Actio n: The file's virtual storage 
tag is dequeued and its slot is freed. If 
another file is pending, it is accepted. 
All system tables are updated, and normal 
processing continues. 

Operator Action : None. 



1061 FILE spoolid MISSING — 
linkid 



DEQ0E0ED FBOH LINK 



Explanation : The file identified by 
"spoolid" could not be located in the BSCS 
virtual machine spool input file queue 
during an attempt to open the file for the 
link identified by "linkid". This 
situation usually results from users 
retrieving files that had previously been 
spooled to the BSCS virtual machine and 
accepted by the spool file access routine. 

System Action : The file's virtual storage 
tag is degueued and its slot is freed. If 
another file is pending, it is accepted. 
The link table entry is updated, and normal 
processing continues. 

Operator Action ; No action is necessary. 
This" message does not indicate an error 
condition. 



1071 nn PENDING FILES FOB LINK ^.inkid MISSING 

Explanation: A number (nn) of pending files 
for the link identified by 'linkid* have 
been found to be missing from the BSCS 
virtual machine spool input queue during an 
attempt to accept a pending file. This 
situation usually results from users 
retrieving files that had been previously 
spooled to the BSCS virtual machine and 
left pending on the link . 

System Action : The link table entry is 
updated to reflect the proper pending file 
status, and normal processing continues. 
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Operator A ction ; No action is necessary. 
This message does not indicate an error 
condition. 



108E SYSTEM ERROR READING SECOI FILE spoolid 

Exp lanation : A return code reflecting a 
VM/370 system error has been received in 
response to a read to the file identified 
by "spoolid". 

System Action ; The error is logged and the 
failing operation is retried up to ten 
times. If a retry is successful, normal 
processing continues. If the error 
persists, an attempt is made to purge the 
file and a message to that effect is issued 
to the operator and to the originating 
virtual machine. 

Operator Actio n: This message indicates a 
VM/370 system error. Call your system 
support personnel. 



Sy st em Act ion; Normal link processing 
begins. If a file gueue exists on the 
link, and if there are files eligible for 
transmission, the file transmission begins 
automatically. File receiving from the 
remote station begins automatically. 

££££<* tor Action: None. 



1431 LINK linkid LINE vaddr DISCONNECTED 

Explanation: The virtual line port address 
identified by "vaddr" and associated with 
the active link identified by "linkid" was 
connected and is now disconnected. This 
nay be the result either of an apparent 
line disconnection due to line errors, or 
of the remote station hanging up, or of the 
execution of a disabling seguence by the 
local line driver. This message does not 
mean that the associated link has been 
deactivated, but the message is normally 
issued during the process of link 
deactivation. 



1411 LINE vaddr READY FOR CONNECTION TO LINK 
linkid 

Expla nation : This message is issued by a 
line driver to inform the operator that the 
line identified by "vaddr" is being enabled 
for communications processing to the link 
identified by "linkid". normally, this is 
the first message issued ty a line driver 
after link activation, and it may be issued 
during active processing after a line 
becomes disabled. 

Syst em Action : The line driver begins an 
enable operation on the line and waits for 
completion, signaling a completed 
connection. If the line identified by 
"vaddr" is a nonswitched line, the 
connection completes automatically, normal 
processing continues. 

Operat or Actio n: No response is needed if 
the line identified by "vaddr" is a 
nonswitched line, or if it is a switched 
line with auto-answer and the remote 
station is to complete the connection. If 
the line is a switched line, the operator 
should ensure that the necessary steps are 
taken to complete the connection to the 
link identified by "linkid" (for example, 
manual dialing of the associated 
data-phone) . 



1421 LINK linkid LINE vaddr CONNECTED 

Explanation : This message signals 
completion of the line connection for the 
link identified by "linkid" on the line 
port address identified by "vaddr". This 
message is issued automatically when a 
nonswitched line is enabled, and it is 
issued when a connection is completed for a 
switched line. This message does not 
necessarily mean that any successful 
interaction with the remote station has 
taken place on the connected line. 



S ys t em Action: If the link is not in the 
process of deactivating, an attempt is made 
to re-establish the line connection. File 
processing is halted on the link until a 
line connection is reestablished. 

O perator Action : None. 



1441 RECEIVING: FILE FROM lccidl (namel) FOR 
locid2 (userid2) 

Expla natio n: Reception of a new file from 
the remote location identified by "locidl" 
and the system or device name at that 
location identified by "namel" (if any) has 
begun. The file being received is destined 
for the location identified by "locid2" and 
the virtual machine at that location 
identified by "userid2" (if any) . 

S ystem A ction : File processing continues, 
and the new file is written to the VM/370 
spool system as it is received. 



Opera tor Action : None. 

1451 RECEIVED: FILE FROM 
locid2 (userid2) 



locidl (namel) FOR 



Explanation: A new file has been completely 
received and acknowledged from the remote 
location identified by "locidl" and the 
system or device at that location named 
"namel". The file received is destined for 
the location identified by "locid2" and the 
virtual machine at that location identified 
by "userid2". 

S ystem Action : If the file is destined for 
the local location, and for a particular 
virtual machine at the location, it is 
automatically spooled to that virtual 
machine. Normal file processing continues. 

Operator Action ; None. 
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11*61 SENDING: FILE 
nnnnnn 



spoolid ON LINK linkia, EEC 1601 LINE vaddr DISABLED FOB LINK linkia 



Exp lan ation ; Transmission of the file 
identified by "spoolid" on the link 
identified by "linkid" has begun during 
normal file processing. The identified 
file contains nnnnnn records, and the file 
has become active. 

System Action : Transmission of the file 
continues to completion, cr until it is 
stopped by some other event. 

O perator Action: None. 



1471 SENT: FILE spoolid ON LINK linkid 

Explanation : Transmission cf the active 
file identified by "spoolid" on the link 
identified by "linkid" has been 
Successfully completed and acknowledged by 
the remote station. 

System Acti on: Disposition of the 
identified file follows, according to the 
status of the file. Ihe file may be 
purged, repeated, or held fcr future 
retransmission. Normal link processing 
continues. 



Operator Acti on: None. 

1491 LINK linkid LINE ACTIVITY: 
nnn; TMO0TS= ppp 



IOT= mmm; EBBS= 



Ex planation : This message is issued 
occasionally when trace mode has been set 
for the link identified by "linkid". The 
message is issued when one of the trace 
values reaches the predefined incremental 
threshold, depending on the active trace 
option setting. 



- the total number of communication 
line transactions that have taken 
place since the last similar 
message was issued, or since the 
trace mode was set. 

- the total number of communication 
line transactions that have ended 
with a line error indication 
since the last similar message 
was issued, or since the trace 
mode was set. 

- the total number 
that have occurred 
for response from 
station since the 
message was issued, 
trace mode was set. 



nnn 



ppp 



of time-outs 

while waiting 

the remote 

last similar 

or since the 

A time-out 



is not counted 
transaction. 



as 



a 



line 



S yst em Action : Normal processing continues. 

O p e r a tor Action: Depending on the data 
reported in the message, you may choose to 
intervene with a command to deactivate the 
link, or you may try to hang up the line 
and reestablish it to reinitialize 
communication. 



Explanation : Line processing by the link 
identified by "linkid" on the line 
identified by "vaddr" has been terminated, 
and the line has been disconnected if it is 
a switched line. This message may be 
issued during normal processing as a result 
of a spontaneous line disconnection. It is 
always issued during the process of link 
deactivation. 

System Action : If link deactivation is in 
process, it continues normally. Otherwise, 
an attempt is made to reconnect the line. 
File processing for the link is suspended. 

Operat or Action: None. 



1701 FBOM linkid: (MSG message text) 

Explanation: The character string included 
in the message as (HSG message text) has 
been received on the link identified by 
'linkid' as the operand of a remote MSG 
command. 



System Action : 
continues. 



Normal link 



processing 



O perator A ctio n: A response may 
suggested by the MSG character string. 



be 



190E INVALID SPOOL BLOCK FOBMAT ON FILE spoolid 

Explanation: VM/370 spool control or data 
information associated with the file 
identified by "spoolid" has been found to 
be in error at the local installation. 



System Actio n 
logged. 



the 
automatically purged 
link processing continues 



The error condition is 
identified file is 
from the system, and 



Operator Action: This message indicates a 
system error at the local installation. 
Notify system support personnel. 



2001 HSCS 



Explanation : A null line was entered as a 
console command. A null line is a line 
that contains no characters. If a line 
containing characters is edited to a null 
line, this message is not issued, and 
another read is automatically started on 
the console. 

System Act ion: Normal processing continues. 

Operator A ction : None. 



201E INVALID COMMAND command 

Expla nation : The specified command is not a 
valid BSCS command. 

System A ction : The command is ignored, and 
normal processing continues. 



216 IBM VM/SP System Messages and Codes 



DM3 



Operator Action : Correct and reissue the 
command. 



Operator Action ; Correct and reissue the 
command. 



202E INVALID LINK linkid 

Explanation : The specified linkid was not 
in the proper format for BSCS link IDs (one 
to eight alphameric characters) . 

System Action : The command is ignored, and 
normal processing continues. 

O perat or Action : Reissue the command line 
with a valid linkid. 

203E INVALID SPOOL FILE ID spoolid 

Explanation : The specified spoolid was not 
in the proper format for VH/370 spool file 
IDs (one to four decimal digits from 1 
through 9910) . 

Sys tem Acti on: The command is ignored, and 
normal processing continues. 

Operato r Acti on : Reissue the command with a 
valid spoolid. 



207E CONFLICTING OPTION keyword option 

Explanation: The specified keyword and 
option conflict. Another keyword or 
keyword-and-option combination in the same 
command may have invalidated the specified 
keyword-and-option combination. 

System Action: The command is ignored, and 
normal processing continues. 

2ES£li2£ Act ion : Correct and reissue the 
command. 



208E INVALID DSEE ID userid 

Explanation : The specified virtual machine 
userid is invalid. 

System Action : The command is ignored, and 
normal processing continues. 

Operator Action : Eeissue the command with a 
valid userid. 



20UE INVALID KEYWORD keyword 

Explanation : The specified keyword is not a 
valid keyword for the command issued. The 
correct format of ESCS console commands, 
including valid keywords, can he found in 
the VM/370 Remote Spooling Communica tion s 
Subsyste m (RSCS) Use r's Guide. 

S yste m Action : The command is ignored, and 
normal processing continues. 

Operato r Actio n: Reissue the command with a 
valid keyword. 

205E CONFLICTING KEYWORD keyword 

Ex p lanation : The specified keyword was used 
in an invalid way. It may have been 
entered more than once in the same command 
line, or it may conflict with another 
keyword. 

System Action : The command is ignored, and 
normal processing continues. 

Operato r Act ion: Correct and reissue the 
command. 



206E INVALID OPTION keyword option 

Explanation : The specified keyword and 
option combination is not a valid 
combination for the command issued. The 
format of RSCS commands, including valid 
keyword-and-option combinations, can be 
found in the V H/3 70 Bemqte Spooling 
Communication s Subsystem (BSCS ) User' s 
Guide . ~" 

System Action : The command is ignored, and 
normal processing continues. 



3001 ACCEPTED BY TASK task 

Explanation: The preceding console command 
has been processed by the CMX syntax 
scanner and first level semantic processor, 
and a command element has been built. That 
command element has been made available to 
the task named "task", and that task has 
accepted the command element for second 
level semantic processing. 

System Action : Command semantic processing 
continues at the task named "task". 
Further response to the command is issued 
from that task. The command processor is 
then ready to accept another console 
command. 

Operator Action : None. 



301E REJECTED BY 
ACTIVE 



TASK task — PREVIOUS COMMAND 



E xplanation : The preceding console command 
has been processed by the CMX syntax 
scanner and first level semantic processor. 
A command element was built and made 
available to the task named 'task*, tut 
that task was unable to accept the command 
element for further processing because a 
previously issued command is still being 
processed. 

System Action : The command execution is 
terminated, the command has no effect, and 
normal processing continues. 

Operator Action : Eeissue the command when 
the active command processing has 
completed. 
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302E LINK linkid IS NOT DEFINED 

Exp lanation: The specified linkid is 
syntactically valid, but no such link is 
defined with that ID and the command issued 
requires a defined linkid. 

System Act ion: The command execution is 
terminated, the command has no effect, and 
normal processing continues. 

Opera tor Actio n: Check to see if the linkid 
specified is valid. If it was incorrectly 
typed, reissue the command with a correct 
linkid. If it was correctly typed, you 
must define the specified link before the 
command can be executed. 



303E LINK linkid IS NOT ACTIVE 

Explanation: The link identified by 
"linkid" was specified in the preceding 
command, but the link is inactive and the 
command requires specification of an active 
link. 

S yste m Action: The command execution is 
terminated, the command has no effect, and 
normal processing continues. 

Operat or A ction : Activate the specified 
link and reissue the command. 



System Actio n: The system waits for a 
response. ~ 

U se r Actio n: Enter "yes or "no." 

If you enter "yes", message DMTINI409B is 
issued, prompting you to specify the 
cylinder on the system disk on which the 
ESCS nucleus is to be written. 

If you enter "no", the remaining questions 
in generating a new BSCS nucleus are 
skipped and control is passed to the BSCS 
initialization routine. A copy of the BSCS 
nucleus is not written onto disk. 

If you fail to enter either "yes" or "no", 

the message 

DMTINI481E INVALID REPLY - ANSWER "YES" 
OB "NO" 

is issued. Message DMTINI407B is reissued 
and you may enter a valid response. 



«09B NUCLEUS CYL ADDRESS = nnn 

Explanation: "nnn" designates the cylinder 
on the device entered in response to 
message DMTINI406R on which the BSCS 
nucleus is to be written. nnn must be 
between 001 and m-1, where m eguals the 
number of cylinders on the disk, the 
cylinders on a disk being numbered from 
to dm. nnn must be entered in decimal. 



304E REJECTED BY TASK task 



NOT RECEIVING 



Ex planation : Processing cf the preceding 
command could not be completed, because the 
second level processing task named "task" 
failed to accept the command service 
re guest. 

System Action : The command is ignored, and 
normal processing continues. 

Operator Action: Repeated occurrences of 
this message indicate a system error. 
Notify system support personnel. 



402T IPL DEVICE READ I/O ERROR 

Explanation : An uncorrectable I/O error 
occurred while reading the RSCS nucleus 
from a DASD. 

System Acti on: A wait state PSW is loaded 
with a wait~state code of X'40C9D5C9» (C 1 
INI«) . 

User Action : Call your installation support 
personnel. 



System A ctio n: If you do not enter a valid 
decimal cylinder number, the message 

DMTINI480E INVALID CYLINDER NUMBER - 
REENTER 

is issued, message DMTINI409R is reissued, 
and you may enter a valid cylinder number. 

If the cylinder specified is not greater 
than the number of cylinders already in use 
on the device (as indicated in the Master 
File Directory) , then the message 

DMTINI483E NUCLEUS WILL OVERLAY FILES - 
RECOMPUTE 

is issued. Message DMTINI409R is reissued, 
you may respond with a larger cylinder 
number, or IPL the RSCS system and format 
the specified IPL device with the BECOMP 
option. 

Once the nucleus cylinder address is 
accepted, message DMTINI410B is issued. 



2JS£ ActjLqn: Enter 
address. 



a valid cylinder 



U07E REWRITE THE NUCLEUS? {SES|BO} 

Explanation : This message prompts you to 
specify whether or not the copy of the ESCS 
nucleus is to be written onto disk. 



410B ALSO IPL CYLINDEB 0? (YES|NO) 

E xplanation : The initial IPL text is always 
written on the same cylinder as the BSCS 
nucleus, that is, the cylinder designated 
in response to message DMTINI409B. (The 
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initial IPL text is a bootstrap program 
that reads in the nucleus from the 
designated cylinder.) If it is not also 
written on cylinder 0, you oust enter the 
cylinder number whenever an IPX is issued 
for the system being generated. 

System Action ; If you do not enter "yes" or 
"no", the message 

DMTINIH81E INVALID REPLY - ANSWER "YES" 
OR "NO" 

is issued. Message DMTINI410R is reissued 
and you may enter a valid response. 

If you answer "yes," the initial IPI text 
is written on cylinder as well as on the 
cylinder designated in response to message 
DMTINI409R. 

If you answer "no, " the initial IPL text is 
written only on the cylinder designated in 
response to message DMTINI409R. 

User Action; Enter "yes" or "no." 



431 S IPL DEVICE WRITE I/O ERROB 

Explanation ; An uncorrectable I/O error 
occurred while writing the nucleus. 

System Action ; The system continues as if 
the user had responded "no" to EMTIM407R. 

User Action ; Bake sure that the nucleus 
cylinder number is not larger than the size 
of the disk. If it is, perform an IEL and 
specify the correct cylinder number. If it 
is not, call your installation support 
personnel. 



479E INVALID DEVICE ADDRESS - BEENTEB 

Explanation ; The device address entered was 
specified incorrectly; that is, it is not a 
valid hexadecimal character or is not in 
the range of x*001» to 1*6*7*. 



S ystem Action ; Message 
DBTINI410R is reissued. 



DMTINI407R or 
User Action: See DMTINI407R or DMTINI410R. 



DMTINI408R is 



System Action ; Message 
reissued. 

User Action; See DMTINI408R. 



480E INVALID CYLINDER NDMEER - REENTER 

Explanation : The value entered was not a 
valid decimal number. 



DMTINI409R is 



System Action ; Message 
reissued. 

Dser Action ; See DMTINI409R. 



481E INVALID REPLY - ANSWER "YES" OR "NO" 

Explanation : The only valid response to the 
query is "yes" or "no". Neither was 
entered. 



U82E SISTEM DISK - REENTER 

Ex planation : Either the device is not 
currently defined, it is not in read/write 
status, or it is an unsupported device 
type. 



System Action ; 
reissued. 



Message DMTINI406R is 



Dser Action: See DMTINI406R. 



483E NUCLEUS WILL OVERLAY CMS FILES - RECOMPUTE 

Expla nation : The specified nucleus cylinder 
number was net greater than the number of 
cylinders indicated in the Master File 
Directory for the IPL device. 

System Action: Message DMTINI409R is 
reissued. 

User A ction : Respond to DMTINI409R with a 
larger cylinder number or IPL RSCS and 
format the specified IPL device with the 
HECOMP option. 



5101 PILE spoolid EACKSPACED 

E xpl a nation : The file identified by 
"spoolid" has been backspaced according to 
the request in a preceding command. 

System A ction : File transmission continues, 
beginning from the new file position. 

Operator A ction : None. 



511E NO FILE ACTIVE ON LINK linkid 

Explanation : A command was issued that 
operates on a file being actively 
transmitted on the link identified by 
"linkid", but no file was being actively 
transmitted on the link. 

System Acti on: Normal link processing 
continues, and the command has no effect. 

Operator Action : None. 



5201 FILE spoolid CHANGED 

Explanation : The file identified by 
"spoolid" has been altered as reguested in 
the processing of the preceding command. 
The new file status remains in effect until 
it is changed again through an explicit 
request. 
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System Action ; All appropriate action 
implied by the changed status is performed. 
This might include reordering a link gueue 
if a file priority was changed, notifying a 
waiting line driver if a file class was 
changed, and so on. Hernial processing 
continues. 

Operator Acti on; None. 



5211 FILE spoolid HELD FOE LINK linkid 

Explanation ; The file identified by 
'spoolid' has been placed in hold status as 
the result of processing of the preceding 
command. The file remains in hold status 
and is not transmitted until it is 
explicitly removed from hold status by a 
command. 

System Actio n; The file's virtual storage 
tag is updated, and normal processing 
continues. 



Opera tor Act ion; None. 



Syste m Actio n; The preceding command has no 
effect, and normal processing continues. 

Operator Action ; If you wish, you can 

deactivate the file by means of a FIDSH 

command with the HOLD operand, and reissue 

the command when that has been 

accomplished. 



525E FILE spoolid IS FOB LINK linkid — MC 
ACTION TAKEN 

Expl anatio n; The file identified by 
"spoolid" is enqueued on the link 
identified by "linkid", which is different 
from the linkid specified in the preceding 
command. 

System Ac tion; The action requested in the 
preceding command is not performed, and 
normal processing continues. 

Operator Action; Verify that the specified 
spool file id and link id are correct. If 
an error is found, reissue the preceding 
command. 



5221 FILE spoolid RELEASED FOE LINK linkid 

Explanat ion; The file identified by 
"spoolid" and enqueued on the link 
identified by "linkid" has been released 
from hold status as a result of the 
processing of the preceding command. The 
file is now eligible for transmission on 
the link. 

Syste m Acti on; The file's virtual storage 
tag is updated, and the link's line driver 
is asynchronously notified of the file's 
availability for transmission if the line 
driver had been waiting for a file to 
transmit. Normal processing continues. 

Operat or Action; None. 



5231 LINK linkid QUEUE EECRDERED 

Explanation; The file tag gueue in ESCS 
virtual storage for the link identified by 
"linkid" has been reordered in response to 
execution of a command. The new crder of 
the gueue defines the order of file 
transmission on the link. 

System Action ; The files reordered to the 
beginning of the gueue are automatically 
given a priority of zero (highest) , and 
normal processing continues. 

Operato r Actio n; None. 



526E FILE spoolid NOT FOUND — NO ACTION TAKEN 

Explana tio n; The file identified by 
"spoolid" ~ has not been accepted and 
engueued by ESCS. The action reguested by 
the preceding command could not be 
performed. 

S ystem Action ; The preceding command has no 
effect, and normal processing continues. 

Operator Act io n ; Verify the spool file ID 
used in the preceding command. If it was 
incorrect, the command may be reissued with 
a correct spool file id. If it was 
correct, and the file is pending at the 
ESCS virtual machine, the file may be 
manipulated through the use of VM/370 
spooling commands. 



5301 COMMAND FOEWABDED ON LINK linkid 

Explanation ; In response to a command, a 
character string has been transmitted as a 
remote command on the link identified by 
"linkid". 



System Action : 
continues. 



Normal link processing 



Operator Action; None. 



524E FILE spoolid ACTIVE — NO ACTION TAKEN 



Explanation ; The file 

"spoolid" is actively 

transmitted on a link, 

reguested in the preceding command cannot 

be performed on active files. 



identified by 

being read and 

and the action 



5401 NEW LINK linkid DEFINED 

Explanation; The link identified by 
"linkid" is now defined as the result of 
command processing, according to the 
specified keyword options. 

System Action; The newly defined link may 



220 IBM VM/SP System Messages and Codes 



DMT 



have spool files engueued on it 
automatically, and can be activated to 
begin remote processing. 

Ope rato r Acti on: Users can begin to address 
files to the newly defined link for future 
transmission. 



5411 LINK linkid BEDEFINED 

Explanation: The previously defined link, 
identified by "linkid", has had its 
definition changed as the result cf command 
processing, according to the specified 
keyword options. 

System Act ion: The changes in the link 
definition become effective immediately. 



Operator Action: None. 



542E LINK linkid ACTIVE — NOT EEDEFINED 

Explanatio n: The previously defined link, 
identified by "linkid", has not been 
changed because the link was active at the 
time of command processing. 

Sy ste m Actio n: The command execution is 
terminated, the command has no effect, and 
normal processing continues. 

O perator Act ion: Reissue the command after 
the link has been deactivated. 

543E LINK linkid NOT DEFINED — LINK LIMIT 
BEACHED 

E xpl anation: An attempt was made to define 
a new link, but the maximum allowable 
number of defined links had already been 
reached. 

S ystem Action : The command execution is 
terminated, the command has no effect, and 
normal processing continues. 

Operato r Action : Check the command line to 
see if it was accurately typed. If an 
existing link definition was to have been 
altered, correct and reissue the command. 
If a new link was to be defined, another 
link must be temporarily deleted from the 
list of valid linkids (via the ESCS DELETE 
command) before the command can be 
successfully retried. 



544E LINK linkid 
SPECIFIED 



NOT DEFINED — 



TYPE NOT 



Explanation : The preceding DEFINE command 
failed because a default line driver type 
was not specified. 

System Action: The command is ignored, and 
normal processing continues. 

Operator A cti on: Eeissue the command, 
specifying a default line driver type. 



5501 LINK linkid NOW DELETED 

Expla nation : The previously defined link, 
identified by "linkid", is now temporarily 
deleted as a result of command processing. 

S ystem Action : Spool files addressed to the 
deleted link»s location ID are no longer 
accepted, and are rejected as invalidly 
addressed. The deleted link can no longer 
te activated. 

P.E§£l£2£ Action: Osers can no longer 
address files to the deleted link. 



551E LINK linkid ACTIVE — NOT DELETED 

Exp l anatio n: An attempt was made to 
temporarily delete the link identified by 
"linkid" from the list of valid linkids 
(via the ESCS DELETE command) . The attempt 
was unsuccessful because the specified link 
was active at the time of command 
processing. 

System Actio n: The link remains defined and 
active, the command has no effect, and 
normal processing continues. 

operator Action: Eeissue the command when 
the link is deactivated. 



552E LINK linkid HAS A FILE QDEOE — NOT DELETED 

E xplanatio n: An attempt was made to 
temporarily delete the link identified by 
"linkid" through a console command. The 
attempt was unsuccessful because the 
specified link had at least one file 
engueued on it at the time of command 
processing. 

S ystem A ction : The link remains defined, 
the command has no effect, and normal 
processing continues. 

Operator Ac tio n: Before the link can be 
deleted, all files engueued on it and 
pending for it must be purged, either by 
console command execution or by normal file 
transmission. 

5601 ESCS DISCONNECTING 

Explanatio n: The ESCS virtual machine 

console is disconnected as a result of 

command execution. If an alternate virtual 

machine was specified to receive ESCS 

output messages, that virtual machine 
begins receiving the console messages 

through the VM/370 MSG function. If no 

alternate virtual machine was specified to 

receive ESCS console messages, those 
messages are discarded. 

System Action : ESCS continues processing 
normally without a main operator console. 

O perator Action : The ESCS main virtual 
machine console can be reinstated by 
issuing a console attention and performing 
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the logon routine. 



561E OSEBID userid HOT RECEIVING 

Explanation : An attempt has been made to 
disconnect the main ESCS virtual operator 
console with a secondary virtual machine ID 
identified by "userid" specified to receive 
ESCS console output messages. The 
specified virtual machine either was not 
receiving messages or was not logged on at 
the time of command processing. 

System Action: The command processing is 
terminated, the command has no effect, and 
normal processing continues. 

Operator Action : The command can be 
reissued with a different virtual machine 
ID specified, or with no virtual machine IE 
specified. The same virtual machine ID can 
be specified after it has been logged on 
and set to receive messages. 



from the system, or the file may be held 
for future retransmission. The next copy 
of the file may begin transmission if 
multiple copies remain and ALL was not 
specified. Normal file processing 
continues. 

Operator Ac tio n: None. 



581E FILE spoolid NOT ACTIVE 

Explanation: The file identified by 

"spoolid" was not active when a command was 

processed that specified that file, and the 

command reguires an active file as its 
object. 

S ystem Action : The command has no effect, 
and normal link processing continues. 

Operator Action : Check the status of the 
named file by issuing the QOEBY. FILE 
command. 



5701 LINK linkid NOW SET TO DEACTIVATE 



Explanation : In response to the DEAIN 
command, the link identified by 'linkid 1 
has set drain mode and is deactivated. If 
the ESCS operator issues the S1ABT command 
before the link is deactivated, processing 
continues on the link. 



the remote 
termination. 



river takes 

iesce line 

finishing of 

ile if one 

signaling to 

impending 

e activated 

When line 

link is 



System Action: The line d 
appropriate action to gu 
activity. This includes the 
transmission for an active f 
exists, and it may include the 
station of an 
No new files ar 
while the link is in drain mode 
activity is guiesced, the 
deactivated. 

Operator Action: None. 



571E LINK linkid ALREADY SET TO DEACTIVATE 

Explanation : The link identified by 
"linkid" was in drain mode when it received 
a new command to deactivate. 

System Acti on: The line driver continues 
the deactivation process, and the command 
has no effect. 



5901 LINK linkid EESDHING FILE TBANSFEB 

Expla nation : The active link identified by 
"linkid" was in hold status, and has been 
removed from hold status in response to 
command processing. 

System Action: File transmission on the 
identified link resumes immediately if the 
line is connected and there is a file 
eligible for transmission engueued on the 
link. 

Operator Action: None. 



591E LINK linkid NOT IN HOLD STATUS 

Explanation : The link identified by 

"linkid" was not in hold status when a 

command was processed that reguested that 
the link leave hold status. 

System Action : The command is ignored, and 
normal link processing continues. 

Operator Action : None. 



Operator Action : None. 

5801 FILE spoolid PEOCESSING TEBMINATED 

Explanation : In response to the FLOSH 
command, transmission of the active file 
identified by "spoolid" was terminated 
before the completion of file processing. 

System Action : Disposition of the 
identified file is made according to the 
status of the file. The file may be purged 



6 001 FILE spoolid FOBWABD SPACED 

Explanation : The file identified by 
"spoolid" has been forward spaced as 
reguested by a preceding command. 

System Action : File transmission continues, 
beginning from the new file position. 

Operator Ac tio n: None. 
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6101 LINK linkid TO SUSPEND FILE TRANSMISSION 



6511 LINK linkid INACTIVE 



Explanation ; The link identified by 
"linkid" has entered hold status. File 
transmission has not been suspended because 
at the time of command processing a file 
was being actively transmitted, and the NOW 
option was not specified. 

System Action; The link remains in hold 
status. File transmission is suspended when 
the processing of the active file is 
complete. 

Operator Action; None. 



6111 LINK linkid FILE TRANSMISSION SUSPENDED 



Explanation ; The link identif 
"linkid" has entered hold status, 
transmission has been halted as a r 
command processing. Either no f 
being actively transmitted at the 
command processing, or the link had 
hold status and its activ 
transmission has completed, or an 
file was being transmitted and 
operand was specified. 



System Action ; The link remains in hold 
status, and file transmission remains 
suspended, until the link is explicitly 
freed from hold status. If active file 
transmission was interrupted, the 
transmission of the active file resumes 
from the point at which transmission was 
interrupted when the link is removed from 
hold status. The link continues to process 
files received from the remote station 
normally while in HOLD status. 

Operato r Action; None. 



612E LINK linkid ALREADY IN HOLD STATUS 

Exp lanation ; The active link identified by 
"linkid" was in hold status when it 
received a new command to enter hold 
status, with the same options specified as 
in the preceding command which caused the 
link to enter HOLD status. 

System Action ; The link remains in HOLD 
status, and the command has no effect. 

Operator Action ; None. 



ied by 


at th 


and file 




esult of 


task 


ile was 




time of 


type 


been in 




e file 


vaddr 


active 




the NOW 





Explanation ; This message is issued in 
response to a QUERY linkid STAT command. 
The link identified by "linkid" was not 
active at the time the command was 
processed. 

S ystem A ctio n; None. 

Operator Action ; None. 



6521 LINK linkid ACTIVE task type vaddr c 
{H0|N0H} {DR|N0D} {TRA | TRE |N0T} Q=BP=n 

Explanation; This message is issued in 
response to a QUERY linkid STAT command. 
The link identified by "linkid" was active 
at the time the command was processed. 



is the task name of the line 

driver task. 

is the ID of the line driver in 

use by the active link. 

is the virtual device address of 

the line pert in use by the 

active link. 

is the class or classes of files 

that may be processed by the 

active link. 

indicates that the active link is 

in hold status. 

indicates that the active link is 

not in hold status. 

indicates that the active link is 

in the process of draining, and 

will terminate when line activity 

is guiesced. 

indicates that the active link is 

not in the process of draining. 

indicates that the active link is 

tracing all line activity. 

indicates that the active link is 

tracing line errors. 

indicates that the active link is 

not tracing line errors or 

activity. 

is the number of files accepted 

and engueued for transmission on 

the link. 

is the number of files pending 

but not yet accepted for the 

active link. 



HO 

NOH 

DR 

NOD 
TRA 
TRE 
NOT 



System A ction ; None. 
Operator Action; None. 



6401 nn FILE (S) PURGED ON LINK linkid 

Explanation ; The number of files denoted by 
"nn" that were engueued on the link 
specified by "linkid" have been purged from 
the system in response to a PURGE command. 

System Action ; The "file(s)" virtual 
storage tags are degueued and the tag slots 
are freed. The link table is updated, and 
pending files are accepted if any exist. 

Operator Acti on; None. 



6531 LINK linkid DEFAULT task type vaddr c R=m 

Explanatio n; This message is issued in 
response to a QUERY linkid DEF command. 
The link identified by "linkid" was defined 
at the time of command processing, and the 
default attributes listed in the message 
pertain to that definition. The message 
does not indicate whether the link was 
active or inactive at the time of command 
processing, and the default attributes 
listed may be different from those actually 
in use with the link if it was active. 
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task - the default task 

associated with t 
link's line driver t 
link is activated. 

type - the ID of the default 
defined for the link. 

vaddr - the default virt 
address of a line for 
by the link when it i 

c - the default class or 
files that can be p 
the link when it is a 

m - the number of virt 
file tag slots re 
exclusive use by this 

System Action ; None. 

Operator Action: None. 



name to be 
he defined 
ask when the 

line driver 



ual 

t to b 
s acti 
clas 
rocess 
ctive. 
ual s 
served 
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device 
e used 
vated. 
ses of 
ed by 
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6541 LINK linkid Q=m P=n 

Explana tion : This message is issued in 
response to a QUEBY linkid QUEUE command. 
The status of the file gueue for the link 
identified by "linkid" is described. 

m - the number of files accepted and 

engueued for transmission on the 

link, 
n - the number of files pending but 

not yet accepted for the active 

link. 

S yste m A ction : An additional message 
(DHTCHX655I) is issued for each file 
accepted and engueued on the link, 
describing the status of each such file. 

Opera tor Action : None. 



6551 FILE spoolid locid userid 
nnnnnn {A|I} 



CL a PB mm EEC 



Explanation ; A message of this form is 
issued for each file accepted and engueued 
for transmission on the link specified by 
•linkid 1 in the preceding QUEBY linkid 
QUEUE command. 

spoolid - the VH/370 spool file ID for the 

file to be described, 
locid - the destination location ID to 

which the originating user 

addressed the file, 
userid - the destination virtual machine 

ID (if any) to which the 

originating user addressed the 

file. 
a - the spool file class, 
mm - the file's current transmission 

priority, 
nnnnnn - the number cf records in the 

file. 
A - indicates that the described file 

is active. 
I - indicates that the described file 

is inactive. 



Operator A ction ; None. 

6601 PILE spoolid INACTIVE ON LINK linkid 

Explanation: This message is issued in 
response to a QUEBY FILE "spoolid" STAT 
command. At the time of command 
processing, the file identified by 
"spoolid" was inactive, and was engueued 
for transmission on the link identified by 
"linkid". 

System. A ctio n: None. 

Operator Action: None. 

6611 FILE spoolid ACTIVE ON LINK linkid 

Explanation: This message is issued in 
response to a QUEBY FILE spoolid STAT 
command. At the time of command 
processing, the file identified by 
"spoolid" was active, and was being 
transmitted on the link identified by 
"linkid". 

Syst em Action : None. 

Operator Action : None. 



6621 FILE spoolid OBG locid 1 useridl 
hh:mm:ss TO locid2 userid2 



mm/dd/yy 



Explanation: This message is in response to 
the BSCS command QUEBY FILE spoolid. The 
BSCS control-related attributes of the file 
identified by 'spoolid* are described. 

locidl - the location ID of the location 

at which the file originated, 
useridl - the virtual machine ID of the 

originator of the file, 
mm/dd/yy - the file creation date- 
hh:mm:ss - the file creation time of day. 
locid2 - the destination location ID to 

which the originating user 

addressed the file. 
userid2 - the destination virtual machine 

ID (if any) to which the 

originating user addressed the 

file. 

S ystem Actio n; None. 
Operator Action; None. 



6631 FILE spoolid PB mm CL a CO 
distcode, NA {fn ft|dsname} 



nn {HC|NOH} DI 



Exp lanation: This message is issued in 
response to the CP command, QUEBY FILES 
spoolid. The VM/370 spool system-related 
attributes of the file identified by 
"spoolid" are described. 



System Action : This message is 
each file in the link gueue. 



issued for 



mm 



a 
nn 



the file's transmission 

priority. 

the file's spool file class. 

the number of copies of the file 

reguested by the file creator. 
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HO - indicates that the file is in 6721 BO LINK ACTIVE 

hold status. 
NOH - indicates that the file is not 

in hold status, 
distcode - the file's distribution code, 
fn ft - the file's filename filetype. 
dsname - the file's data set name. 



Explanation : This message is issued in 
response to a QUERY SYSTEM ACTIVE command. 
No link defined in the RSCS facility was 
active at the time of command processing. 



System Acti on: None. 
Operator Action : None. 

664E FIXE spoolid NOT FODND 

Explanation : This message is issued in 
response to a QUERY FILE spoolid command. 
The file identified by "spoolid" could not 
be found in the HSCS virtual storage 
gueues, meaning either that the file is not 
owned by the BSCS virtual machine, or that 
the file is pending and has not yet been 
accepted by RSCS. 

System Action : None. 

Opera tor Action: Verify that the spool file 
ID was correctly typed. If it was not, 
retry the command with the correct spool 
file ID. If it was correctly typed, retry 
the command after a file tag slot becomes 
available and the specified file is 
accepted and engueued by BSCS. 

6701 LINK linkid ACTIVE — LINE vaddr (HO | NOH) 

Explanation : This message is issued in 
response to a QUERY SYSTEM command. One 
such message is produced for each active 
link in the RSCS facility at the time of 
command processing. The active link 
described by the message is identified by 
"linkid". 

vaddr - the virtual device address of the 

line port in use by the active 

link. 
HO - indicates that the active link is 

in hold status. 
NOH - indicates that the active link is 

not in hold status. 

System Action : This message is issued for 
each active link in the system. 

Operator Acti on: None. 



6711 LINK linkid INACTIVE 

Ex planation : This message is issued in 
response to a QUERY SYSTEM command. One 
such message is produced for each inactive 
link in the RSCS facility at the time of 
command processing. The inactive link is 
identified by "linkid". 

System Action : This message is issued for 
each inactive link in the system. 



System Action : None. 
Operator A ction : None. 

6731 NO LINK DEFINED 

Explanatio n: This message is issued in 

response to a QUERY SYSTEM command. No 

link was defined in the RSCS facility at 
the time of command processing. 

System Action: None. 

O perator A ction : None. 

7001 ACTIVATING LINK linkid task type vaddr c 

Explan ation : The link identified by 
"linkid" was inactive and has become active 
as a result of command processing. The 
message describes the variable attributes 
in effect for this active link. 

task - the task name associated with the 

activated link's line driver, 
type - the ID of the line driver in use 

by the activated link, 
vaddr - the virtual device address of the 

line port in use by the activated 

link, 
c - the class or classes of files 

that can be processed by the 

activated link. 

System Action : The activated link remains 
active, and the listed attributes remain in 
effect, until the link is deactivated or 
the attributes are explicitly modified. 
The link is activated whether or not a line 
connection to the remote location is 
complete. If no line connection exists, 
the line driver establishes a connection, 
with operator intervention if necessary. 
When a connection exists, file transmission 
begins automatically if a file gueue exists 
for the link. 

Operator Act ion: None. 



701E NO SWITCHED LINE AVAILABLE — 
NOT ACTIVATED 



LINK linkid 



Operator Actio n: None. 



E xplanation : An attempt was made to 
activate the link identified by "linkid" 
with no specified line port virtual device 
address. The link had no defined default 
line-port address, and no common switched 
line ports were available at the time of 
command processing. 

System Actio n: The command processing is 
terminated, the link remains inactive, and 
normal processing continues. 
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Op er ato r Action; The command can be 
reissued with a specified line port 
address, or it can be reissued when a 
common switched line port becomes 
available. 



702E HUE vaddr IS IN USE EI LINK linkidl — 
LINK linkid2 NOT ACTIVATED 

Explanation ; An attempt was made to 
activate the link identified by "linkid2". 
The line-port virtual device address 
specified in the reguest to activate the 
link, identified by "vaddr", was found to 
be in use by another active link, 
identified by "linkidl", at the time of 
command processing. 

System Action; The command processing is 
terminated, the command has no effect, and 
normal processing continues. 

Operator Action; The command can fce retried 
with a specified line port address that is 
not in use by another active link, or it 
can be retried with no line port address 
specified, in which case an attempt will be 
made to reserve and utilize a valid line 
port. 



703E DEV cuu IS NOT A LINE POET -- LINK linkid 
NOT ACTIVATED 

Expla nation ; An attempt was made to 
activate the link identified by "linkid" 
with a line-port address identified by 
"cuu". A virtual device at address "cuu" 
exists, but it is not a usable line-port 
device. 

System Act ion ; The command processing is 
terminated, the link remains inactive, and 
normal processing continues. 

Operator Actio n; The command can be 
reissued with a specified line-port address 
that is valid and available, or it can be 
reissued with no line-pert address at all, 
in which case an attempt is made to reserve 
and utilize a valid line port. 



70UE LINE vaddr CC=3 NOT 
linkid NOT ACTIVATED 



CPEBATIONAL — LINK 



Explanation ; An attempt was made to 
activate the link identified by "linkid" 
with a line-port address identified by 
"vaddr". Either no device was defined for 
the ESCS virtual machine at virtual address 
"vaddr", or the device at that address was 
completely nonoperational. 

System Action ; The command processing is 
terminated, the link remains inactive, and 
normal processing continues. 

Operator Actio n; The command can be 
reissued with a specified line-port address 
that is valid and operational, or it can be 



reissued with no line-port address at all, 
in which case an attempt is made to select 
and reserve a valid line port. 



705E EEIVER type NCT FOUND ON DISK vaddr — LINK 
linkid NOT ACTIVATED 

Explanat ion; An attempt was made to 
activate the link identified by "linkid" 
with a driver ID identified by "type". The 
identified line driver could not be located 
on the disk used for driver task loading, 
identified by "vaddr". 

System Action; The command processing is 
terminated, the link remains inactive, and 
normal processing continues. 

O perator A ction ; Verify that the driver ID 
used was correctly typed. If it was not, 
reissue the command, specifying a correct 
driver ID. If the command was correctly 
typed, notify a person responsible for 
system support. 



706E FATAL EEEOB LOADING FEOM 
linkid NOT ACTIVATED 



vaddr — LINK 



Ex planation ; An attempt was made to 
activate the link identified by "linkid". 
In the process of loading the link's line 
driver from the disk identified by "vaddr", 
an uncorrectable I/O error was encountered. 

System Acti on ; Loading is abandoned, the 
error is logged, the command processing is 
terminated, and the link remains inactive. 

Operator Action; Reissue the command. If 
the error "condition persists, notify 
operations or system support personnel. 



707E DEIVEB type FILE FORMAT 
linkid NOT ACTIVATED 



INVALID — LINK 



E xp la nation ; An attempt was made to 
activate the link identified by "linkid", 
with a driver ID identified by "type". In 
the process of reading the driver file and 
loading the driver intc virtual storage, 
the loader detected an invalid data format 
in the driver file. 

Syst em Action ; Loading is abandoned, the 
command processing is terminated, and 
normal processing continues. 

Operator Action ; Verify that the proper 
driver ID has been used. If an improper 
driver ID was used, reissue the command 
with a correct driver ID. If the proper 
driver ID was used, notify a person 
responsible for system support. 



708E VIRTOAL STORAGE CAPACITY EXCEEDED — LINK 
linkid NOT ACTIVATED 

Explanation; An attempt was made to 
activate the link identified by "linkid". 
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During the activation process, a virtual 
free storage reguirement could not he met 
because there was not enough unclaimed 
virtual free storage in the system. 

System Actio n; The command processing is 
terminated, the link remains inactive, and 
normal processing continues. 



Operator Actio n: None. 

709E TASK NAME task ALREADY IN 
linkid NOT ACTIVATED 



USE ~ LINK 



Explanation : An attempt to activate the 
link "linkid", in response to a STABT 
command, failed because the task name 
"task" specified for use was in use by 
another task in the system. 

System Action : The STABT command is 
ignored, and normal processing continues. 

Operator Action: Reissue the STABT command 
specifying a different task name, or 
reissue the STABT command after the task 
with the conflicting name terminates. 



7521 LINK linkid 
BESET 



None. 



STILL ACTIVE — DBAIN STATUS 



710E MAX (nn) ACTIVE — LINK 
ACTIVATED 



linkid NOT 



E xplanation : A STABT command was issued 
specifying the link identified by "linkid". 
The link was active at the time of command 
processing, but it was in the process of 
terminating as the result of a previous 
DBAIN command. The link remains active, 
and the attributes remain as previously 
set. 

S ystem Action : None. 

Operator Action : None. 



8011 LINK linkid EBBOB TBACE STABTED 

Explanation : As a result of command 

processing, the link identified by 'linkid' 

has set its trace mode to trace line 
eirors. 

System Action: A message describing line 

activity is displayed each time the number 

of line errors reaches the predefined 
threshold. 



Explanation : An attempt to activate the 
link "linkid", in response to a STABT 
command, failed because the maximum 
allowable number " (nn) " of concurrent 
active links had already been reached. 

System Actio n: The STABT command is 
ignored, and normal processing continues. 

Operator Action: Eeissue the STABT command 
after one or more links become inactive. 



750E LINK linkid ALREADY 
TAKEN 



ACTIVE -- HO ACTION 



Explanation : A STABT command was issued 
specifying the link identified by "linkid". 
The link was already active at the time of 
command processing, and no modifiable 
attributes were changed from their previous 
settings. 

System Actio n: None. 

Operator Action : None. 

7511 LINK linkid ALBEADY ACTIVE — NEH CLASS (ES) 
SET AS REQUESTED 

Explanation : A START command was issued 
specifying the link identified by "linkid". 
The link was already active at the time of 
command processing, and the new class 
specification for the link has been 
accepted. 

System Actio n: The link automatically 
begins processing files bearing the newly 
specified class or classes, if any are 
engueued on the link. 



Operator A ction : None. 

8021 LINK linkid TRACE STARTED 

E xp l anation : As a result of command 

processing, the link identified by "linkid" 

has set its trace mode to trace all line 
activity. 

System Acti on: A message describing line 
activity is displayed each time the number 
of line transactions reaches the predefined 
threshold. 

OEerator Action: None. 



8031 LINK linkid TRACE ENDED 

Expla nation : As a result of command 
processing, the link identified by "linkid" 
has set its trace mode off. 

System Action: No further trace messages 



normal link 



will be displayed, and 
processing continues. 

Operator Ac tion : None. 



810E LINK linkid TRACE ALREADY ACTIVE 

Explanation: The link identified by 
"linkid" was in trace mode when it received 
a new command to enter trace mode, with the 
same options specified as had been active. 

System Action : The link remains in trace 

mode with the previous options set, the 

command has no effect, and normal link 
processing continues. 
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Operator Action: None. 



System actio n; The system now begins to 
transfer files. 



811E LINK linkid TSACE NOT ACTIVE 

Explanation : The link identified by 
"linkid" was not in trace mode when it 
received a command to set trace mode off. 

Sys te m Action : Trace mode remains off for 
the link, the command has no effect, and 
normal link processing continues. 

Operator Acti on: None. 



901E INVALID SML MODE SPECIFIED — LINK linkid 
NOT ACTIVATED 

Explanatio n: The RSCS operator specified an 
invalid SML (Spool MUITI-LEAVING) mode 
option in the PABM field of the BSCS START 
command. 



Operator Action: If only output files are 
to be handled, no action need be taken. If 
you want to transfer input to VM/370, 
follow the operator procedure for 
initiating card input. 



906E INVALID SML BUFFER PARAMETER ~ LINK linkid 
MOT ACTIVATED 

Explana tion : The RSCS operator specified an 
invalid SML buffer size in the buffer 
option of the PARM field of the RSCS START 
command. 

System Action : The specified link is not 
activated. 

^£§£ator Act ion: Reissue the command with 
the correct SML buffer size. 



System Action : The specified linkid is not 
activated. 

Operator Actio n: Reissue the command with 
the correct SML mode. 



907E SIGNON TIPE PARAMETER MISSING 

Explanation : The TYPE parameter on the 
SIGNON card was omitted. 



902E NON-SIGNON CARD READ ON LINK linkid 

E x p lanation : The first record received from 
a remote station was not a SIGNON card. 

System Action : The sign on of the remote 
station on the specified linkid is not 
allowed. 

Operato r Action : Correct the problem and 
repeat the sign on procedure. 



System Actio n: The signon is not allowed. 

O perator Action : Correct the SIGNON card, 
reload the station, and sign on again. 



93UE ID CARD MISSING ON LINK linkid — INPDT 
FILE PURGED 

Explanation : A file was entered at a remote 
station without an ID card identifying the 
destination. 



903E PASSWORD SUPPLIED ON LINK linkid IS INVALID 

E xplanation : An invalid sign on attempt 
occurred. 

System Action : The sign on is not allowed. 

Remote Operator Ac ti on: Correct the SIGNON 
card, reload the station, and sign on 
again. 



904E SIGNON PARAMETEB=parameter INVALID 

E xplanation : An invalid parameter was 
entered on a SIGNON card. 

System Action : The sign on is not allowed. 

Operato r Acti on: Correct the SIGNON card, 
and try again. 



System A ction : The input file is flushed. 

gemote Operator Action : Place an ID card on 
the front of the input deck and reenter the 
input file. 

935E LINK linkid IN RJE MODE ~ PRINT FILE 
spoolid PURGED 

E xplanation : when DMTSML is operating as an 
RJE (Remote Job Entry) station to a remote 
batch system, it is unable to transfer 
print files. 



System Actio n: 
purged. ~ 



The specified file is 



Operator Action : None. 

U se r Action : The file must be transmitted 
over a different link. 



9051 SIGNON OF LINKID linkid COMPLETE 

Explanation : A valid SIGNON card has been 
received from the link serving linkid and 
the initialization of the SIGNON 
parameters is complete. 



936E NO REMOTE PUNCH AVAILABLE ON LINK linkid — 
FILE spoolid PURGED 

E xplanation : The remote station operating 
on this link has no remote punch available; 
therefore, punch files destined for this 
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link cannot be processed. 937E DECOMPRESSION ERROR ON linkid — LINK 

DEACTIVATED 
System Actio n: The specified file is 
purged. E xplanation : The remote station has 

transmitted data that cannot be 
Operator Action: None. decompressed correctly. 

User Action : The file must be transmitted System Action : The link is deactivated. 

over a different link. 

O perato r Action : Follow operator procedure 
to restart link after following local 
corrective procedure. 
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Interactive Problem Control System (IPCS) Messages 



VM/SP adds no additional functions to the 
messages refer to VM/370 Helease 6. 



Interactive Problem Control System (IPCS) . Hence, these 



100S EBBOB •nnn' HEADING FILE 'filename filetype 
fm« 

Exp lanation : An error occurred during the 
execution of an FSEEAD macro against file 
'filename filetype f m. • For a description 
of error »nnn», see the FSEEAD macro in the 
VM/37 CMS Com mand and Macro Reference. 

System Action ; EC = 8 

Processing stops and returns to CMS. 

User Action ; Check the macro description to 
see what type of failure nnn indicates. 
Correct the error and retry. 



200S EEEOE 'nnn' WRITING FILE 'filename filetype 
fm' 



User Action ; Check the macro description to 
see what type of failure nnn indicates. 
Correct the error and retry. 



500S EEEOE 'nnn' HBITING TO VIETOAL PBINTEB 

Explanation; An error occurred during the 
execution of a PEINTL macro to the virtual 
printer. For a description of the return 
code, see PEINTL Macro in VM/37C CMS 
Command and M acro Reference. 

S ystem Action; Processing continues. 

Use r Action; Check the macro description to 
see what type of failure *nnn' indicates. 
Correct the error and retry. 



Explanation ; An error occurred during the 
execution of an FSWBITE macro against file 
'filename filetype f m. ' For a description 
of error 'nnn*, see the FStiRITE macro in 
the VM/370 CMS Comm and and Macro Beference. 

System Acti on; EC = 8 

Processing stops and returns to CMS. 

User Action ; Check the macro description to 
see what type of failure nnn indicates. 
Correct the error and retry. 



501S INVALID PAEM 'badparm' 
SUMMARY UPDATE PEOGEAM 



PASSED TO SYMPTOM 



300S EEROE 'nnn' 
fm« 



ON FSS1ATE 'filename filetype 



Explanation ; An error occurred during the 
execution of an FSSTATE macro against file 
'filename filetype fm. ' For a description 
of return code 'nnn', see the FSSTATE macro 
in the VM/3 70 CMS Command and Macro 
Beference . 

System Acti on : BC = 8 

Processing stops and returns to CMS. 

User Action : Check the macro description to 
see what type of failure 'nnn' indicates. 
Correct the error and retry. 



400S ERROR 'nnn' CLOSING 'filename filetype fat' 

Exp l anation : An error occurred during the 
execution of an FSCLOSE macro against file 
'filename filetype fm. ' For a description 
of return code »nnn», see the FSCLOSE macro 
in the VM/370 CMS Command and Macro 
Beference . 

System Action : Processing stops and returns 
to CMS. 



Expla natio n: The program or EXEC that 
called SUMMABY passed an invalid reguest or 
a problem number not in the format 
PBBnnnnn, where nnnnn must be numeric. If 
a user program or EXEC was being executed, 
correct the parameter being passed to 
SUMMABY and retry. 

System Action: BC = 8 

Execution of the command is terminated. 
The system remains in the same state as 
before the command was issued. 

User Action: If EBOB, PBB, or VMFDUMP was 
being executed, collect the console log and 
call your IBM programming support 
representative. If a user program or EXEC 
was being executed, correct the parameter 
being passed to SUMMABY and retry. 



502S PBOBLEM 'PBBnnnnn' NOT FOUND IN SYMPTOM 
SUMMABY 

Explanation : Problem nnnnn was not found in 
the symptom summary file. 

System Action ; BC = 4 

Execution of the command is terminated. 
The system remains in the same state as 
before the command was issued. 

User Action : Eetry the command supplying 
the correct problem number. 

6011 OPEBAND 'operand' NOT BECOGNIZED 

Explanation: The system received a search 
argument that was not recognized by the 
STAT command. 
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System Action ; BC = 4 

Execution of the command is terminated. 
The system remains in the same state as 
before the command was issued. 

User action : Betry the command specifying 
the correct operand (s) . 



7001 TYPE 'HELP' OB ENTEB 

Explanation : You have the opportunity to 
bypass a display of the DUMPSCAN subcommand 
summary. 

System Action : Processing continues. 

User Actio n: If you wish to display a 
summary of DUMPSCAN commands, type HELP. 
Otherwise, press the ENTEB key or its 
equivalent. 



701B ENTEB DUMP NUMBEB AND MODE 

Explanation : You are reguired to specify 
the dump number and mode. 

System Action : Processing continues. 

User Action : Enter the numeric part Of the 
dump file name, followed by the disk mode. 
Leading zeros are net required, so for 
PBB00056 on the A-disk, enter 56 A. If the 
mode is omitted, A is assumed unless you 
are changing dumps within a session, in 
which case the previous mede is used. 



7021 NON-HEX CHAHACTEE IN COUNT - BETEY. 

Explanation: The count field in the input 
line contains a non-hexadecimal character. 

System Action : Processing continues. 

User Action: Make sure the count field 
contains only hexadecimal characters and 
reenter the subcommand. 



7031 NON-HEX CHABACTEB IN ADBBESS - BETBY 

Exp lanation : The address field contains a 
non-hexadecimal character. 

System Action : Processing continues. 

User Action : Correct the input and retry. 

7041 NON-HEX CHABACTEB IN ADDBESS - BETBY 

Explanation : The address field contains a 
non-hexadecimal character. 

System Action : Processing continues. 

User Action: Correct the input and retry. 



705E EBBOB IN ITEM TABLE 

Explanation : While counting entries in the 
item table, the indicator for the end of 
the table was not found. Indicates that CP 
was unable to write the dump correctly or 
the dump has been damaged. 

System Action : Processing continues. 

User A ction : Some DUMPSCAN functions may 
still be available. Beware of unlikely 
results. 



7061 'entry name* NOT FOUND IN THE LOAD MAP 

Ex plana tion: The name displayed was entered 
to request a load map search and display 
function. However, the name was not found 
in the load map. 

System A ctio n: Processing continues. 

fiser Action : Make sure that the entry point 
or module name is correct and retry the 
subcommand supplying the correct module 
name. 



7071 'module' 'page' PAGE NOT VALID 

Explanation : The page table entry for the 
virtual address page where 'module' was 
initially loaded was marked invalid and so 
could not be displayed. 

System Action : Processing continues. 

User Action: None. 



7081 PAGE 'page' NOT FOUND IN DUMP 

Explanat io n: This virtual address was not 
represented by an entry in the item table. 
This means it was not dumped at the time 
the dump was taken. 

gystem Ac tio n: Processing continues. 

User Ac tion : Try another address. 

7091 NO VALID SCBOLL ADDBESS 

Explanation: A SCBOLL or SCBOLL U request 
must follow some other request that 
generates a display that has an address 
associated with it. This has not happened 
yet in this DUMPSCAN session. Note that 
SCBOLL will scroll from the last address 
that was displayed. 

System Action : Processing continues. 

Use r Action : Enter an address in the area 
you wish to examine by using 'DISPLAY 
hexloc'. 
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7101 NON-NUMEBIC COUNT CHABACTEB - BETBI 

Explanation; The count field contains a 
non-numeric character. 

System Action ; Processing continues. 

User Action ; Correct the input and retry. 

7111 LOOP IN VMBLOK CHAIN 

Explanation ; While searching through the 
VMBLOK chains for entries no end was found 
to the chain. 

Note ; This message will cccur if more than 
256 users were logged on the system at the 
time of dump. 

System Action ; Processing continues. 

User Act ion; Hay indicate an overlay 
problem. Other DUMPSCAN functions may 
still be available. Continue. 

7121 DEVICE 'cuu' NOT FOUND 

Explanation ; On a real or virtual device 
reguest, the specified device was not 
found. 

System Action ; Processing continues. 

User Action ; Hake sure the specified device 
is included in the system that produces the 
dump. Betry the subcommand. 



7131 USEE 'userid' VMBLOK HCT FCUND 

Explanation ; The specified 'userid' was not 
found so the VIO reguest could not be 
honored. 

Sys tem Action ; Processing continues. 

User Action ; None. 

7141 NON-HEX CHABACTEB IN INEUT - BETBY. 

Explanation ; DMMHEX detected a 
nonhexadecimal character. 

System Action ; Processing continues. 

Use r Ac t i on ; Correct the input and retry. 

7151 NON-HEX CHABACTEB IN STBING 

Explanat ion ; The input string must consist 
of valid hexadecimal characters or 
asterisks. 

System Action ; Processing continues. 

User Action ; Correct the input and retry. 



7161 STBING 'string' {NOT FOUND|NOT FOUND EEFOBE 
END) 

Expla nation ; The reguested string was not 
found within the limits given or, if 
indicated, before the end of dump was 
reached. 

System Action ; Processing continues. 

User Action ; Check that the string is as 
you intended, and retry the subcommand. 



7171 INVALID FOBM OF LOCATE COMMAND 

Explanation ; The input on a LOCATE command 
was not in the proper format; that is 

Locate string fromhexloc tohexloc 
[increment ] 



where ; 
string 



to 16 hexadecimal 



xs up 

digits 
fromhexloc is an address up tc six 
significant digits in length 
not higher than tohexlcc 
tohexloc is an address up to six 

digits that is higher than 

fromhexloc 
increment is an optional hexadecimal 

number from 1 to 1000 

S yste m Action ; Processing continues. 

Dser Action ; Correct the input format and 
retry the subcommand. 



7181 THIS DUMP HAS NO LOAD MAP — SEE MAB 
SUBCOMMAND 

Explanat ion ; The compressed load map was 

not found at the end of the dump, possibly 

because NUC MAP was not available to 

VMFDDMP or was invalid. All DUMPSCAN 

functions except DMK? and DMKmmmee are 
still valid. 

System Actio n; EC = H 
Processing continues. 

User Action ; You may continue to use 
DUMPSCAN except for the DMK? subcommand and 
the DMKmmmee subcommand. If there is a 
valid CP nucleus load map available and if 
the dump is on the A-disk with write 
access, you may use the MAP subcommand to 
add the LOADMAP to the dump. 



7191 EBBOB »nnn» IN 
filetype fm' 



FSSTATE FILE 'filename 



Explanation; FSSTATE macro failed tc find 
the dump file specified by your reply to 
DMMDSC701B. 

System Action ; Processing continues. 

User Action ; Consult the VM/370 CMS Command 
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an d Macro Reference , for a description of 
error nnn in~the ~FSSTATE macro. Correct 
the problem and retry. 



7201 LOAD MAP ALREADY PRESENT 

Explanation : The MAP subcommand was issued 
against a dump that already had a ICAD MAP 
appended. 

System Action ; Processing continues. 

User Action : None. 

7211 SHAME TABLE IS FULL 

Explanation : You have run out of space in 
the SNABE table. The table can hold up to 
32 tokens, either SNAMEs or subcommand 
operands. 

Syste m Action : Processing continues. 

Oser Action : You may replace a long BNAME 
entry with a shorter one or you may 
terminate the session and restart. This 
procedure clears out the table. 



800S DATA EXTRACTION FAILURE 

E xplanation : Necessary portions of the dump 
file (PSA, symbol table, etc.) cannot he 
read. Control is returned to DMMEDM and 
processing halts. 

System Action: IPCS processing halts. 
Control is returned to CMS. The problem 
report is not created. 

User Action : Retry the command when the 
cause of the READ failure is determined. 



8011 NUC MAP "filename filetype fm 1 
FOR THIS DUMP 



IS NOT VALID 



Explanation: The DMKCPEND address found in 
the dump and the one found in the load map 
(file NUC MAP) were not the same, 
indicating a back level lead map. 
Processing in DMMMAP continues. 

System Action: Messages DMMMAP802I and 
DMMMAP806R are subsequently issued 
requesting the name and location of the 
nucleus load map. 

2§§E Action : Respond to message DMMMAP8G6B. . 



7221 INVALID ENTRY INTO SNAME TABLE 

Explanation : The SNAME subcommand has found 
an invalid operand. See restrictions in 
the usage notes for DUMPSCAN. 

System Action : Processing continues. 

U ser Action : Reissue the subcommand using 
the correct operand. 



8021 EEOCEEDING. 

Expl anation : This message follows a 
previous error message indicating that even 
though an error was encountered, further 
processing will be attempted. 



continues. 
Sser Action: Respond to message DMMMAP806R. 



System Action; Processing 
Message DMMMAE806R follows. 



7231 THE DUMP IS NOT ON THE A-EISK 

Explanation : The MAP subcommand requires 
the dump to be on the A-disk. 

System Action : Processing continues. 

User Action: Copy the dump to the A-disk of 
your virtual machine before issuing the MAP 
subcommand. 



7241 {AP| MP} RIOBLOKS REQUESTED IN UNIPROCESSOR 
DUMP 

Explanation : The subcommand AREGS or MREGS 
was issued against a dump taken on a 
machine running ill uniprocessor mode. 

System Action : Processing continues. 

User Action : Verify that ycu are examining 
the correct dump. To see the registers, 
the PSW, etc., issue the REGS command. 



803S ERROR «nnn» ATTEMPTING TC LOADMOE VMIDUMP2 

Explanation : VMFDUMP exceeds 64K in size; 
thus, it must he loaded in two sections. 
DMMINI is responsible for loading the 
second section (called VMFDUMP2) as scon as 
DMMEDM makes the first call to DMMINI. 

System Action; If the LOADMOD is not 
successful, VMFDUMP processing is halted 
immediately. 

Us er Action: For support instructions refer 
to VM/370 IPCS User's Guide. 



8041 ERROR IN DATA EXTRACTION 

Explanat ion : The text portion of the 
problem report may not he complete due to 
the absence of supporting information (for 
example, NUC MAP A1 does not match the 
system) . This message is also issued if 
subroutines, such as DMMGRC, encounter an 
error reading from the dumpfile, or DMMCPA 
cannot recognize the abend code. 

System Action; IPCS processing continues to 
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extract as much data as possible. This 

message occurs on the terminal as well as 

in the text portion of the problem report. 

User Action; Hone. 



8051 XXXXXX ABEND CODE NOT DCCOHENTEB 

Explanation ; This message is issued in 
module DMMCPA if the abend code in the dump 
does not compare with any abend code in the 
lookup table. 

System Action ; Processing continues. 

User Action ; Either the abend code in the 
dump is overlaid or an unknown abend code 
has been generated. Call ycur IBH program 
support representative. 



806E ENTEB 'filename filetype fm' 
LOAD HAP OE NOLL LINE 



OF NUCLEUS 



Exp lanation ; This message is issued after 
it is determined that file NOC BAP A is not 
found or invalid. 

System Action ; Processing halts and the 
system waits for a reply. 

Dser Action ; Enter the filename, filetype, 
and filemode of the nucleus load nap that 
corresponds to the level of the dump being 
processed. If the information is not 
available, a 'null' entry will cause 
processing to continue on a limited basis. 
If a null entry is made, the sorted, 
compressed load map will not be appended to 
the dump. 



8091 BEQOESTED ADDRESS NOT IN DUMP 

Expla nation : An address passed to the dump 
record read routine could not be found in 
the dump. Probably caused by a storage 
overlay or an invalid register address in 
the dump. 

System Action: IPCS data extraction 
continues to gather dump information on a 
limited basis depending on the nature of 
the error. 

Dser Action: None. 



8101 EBEOB «nnn» BEADING FILE 'filename filetype 
fm' 

Explanation; An error occurred trying to 
read either NDC HAP or the file you 
specified in reply to message DHHHAP806B. 

System Action: Processing continues. 

User Action ; For an explanation and 
detailed description of error nnn see the 
FSBEAD macro in the VH/370 CHS Command and 
Macro Bef erence . Correct the error and 
reply to the following DHHHAP806B message 
with the fileid or null. 



8501 UNABLE TO BEAD DUHP FBOH EEADEB 

Explanation; The VHFDUHP command was unable 
to read the 3704/3705 dump or the system 
abend dump from the CP spool file through 
the CHS card reader. This could be 
because: 



8071 UNABLE TO 
filemode' 



LOCATE 'filename filetype 



Explanation ; After you responded to message 
DHHHAP806B, DMHHAP was unable to locate the 
filename entered. 

System Action: Processing continues. 
DHHHAP806R is reissued. 

User Action ; Bespond to message DHHHAP806B 
with name and location of the nucleus load 
map. 



• The reader is not at address 00C, 

• The reader at 00C is already in open 
status from a previous operation, cr 

• The device in the virtual machine at 00C 
is not a CP spool card reader device. 

2S§r Action; Verify that the virtual 
machine configuration is correct for 
performing a VHFDUHP operation and that the 
card reader at 00c is a spool card reader 
in closed status. 



8081 NUCLEUS HAP INVALID 
filemode' 



'filename filetype 8511 TEN DUHP FILES ALREADY EXIST 



Explanation ; Issued after you respond to 
message DHHHAP806B and the address of 
DHKCPEND in the dump does not correspond to 
the address of DHKCPEND in the load map. 

S ystem Actio n; Processing continues. 
Hessage DHHHAP806E is reissued. 

User Action : Bespond to DHHHAP806B with 
name and location of the nucleus load map. 



Explanatio n; The command has not been 
executed because ten dump files with names 
DDHP00 through DHP09 already exist en the 
CHS disk being accessed. 

System Action ; The command is terminated. 

User Action : Purge one or more of the 
unwanted dump files or rename any of the 
existing dump file using the CHS RENAME 
command. Beissue the command so that a 
dump file can be automatically created. 
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8521 FATAL I/O ERROR WRITING DOME 

Explanation : An unrecoverable I/O error 
occurred during the writing of the 
3704/3705 dump or the system atend dump on 
the CHS disk being accessed. The message is 
preceded by CMS error messages for the disk 
function. 

User Actio n: Reissue the command after 
taking action to bypass the I/C errors on 
the CMS disk being accessed. 



861E BUMP FILE •filename' NOT FOUND 

Explanation: The command was specified 
reguesting a printout of a specific dump 
file, and that file could not be found on 
the CMS disks that were currently accessed. 

Oser Actio n: Verify that the correct dump 
file was specified and that the correct 
disks are accessed by CMS. Then reissue the 
command, reguesting the specified dump 
file. 



!53I NO DUMP FILES EXIST 

Exp lana tion: The VMFDUMP command was 
specified, and the return from the CP 
interface indicates that no dump files 
exist for this user. 



User Acti on: Verify that the dum 
produced by the CP system have th 
and the class reguired, and th 
user's userid and class on the car 
match that of the dump, so that a d 
can be read. If no dump files 
VMFDUMP does not have to be issued, 
dump file exists under a different 
have the operator transfer that fil 
reguired userid, so that it 
accessed. Also, verify that th 
class of the spool card reader at 
class D, so that it can read the du 



8601 FATAL I/O ERROR READING DUMP 



p files 

e userid 

at this 

d reader 

ump file 

exist. 

If the 

userid, 

e to the 

can be 

e input 

00C is 

mp file. 



E xplanation : During the reading of the dump 
from the CMS disk, an unrecoverable I/C 
error occurred. This message is preceded by 
a CMS message indicating the disk failure. 

User Action: Take corrective action to 
bypass the I/O error. Then reissue the 
command reguesting to print the dump 
previously loaded onto the disk. 



863E INVALID PARAMETER - parameter 

Explan ati on: The command was specified with 
a list of options, one of which is not 
recognized by the command. 

System Action: The command is not executed. 

User Action: Reissue the command; specify 
only valid options as defined in the 
command syntax. 



8641 PAGE REFERENCED NOT AVAILABLE WHILE EDITING 
xxxxxxxx 

Explanatio n: During the format dump phase 
of the VMFDUMP command, a page was 
referenced in one of the CP control blocks 
(identified by 'xxxxxxxx'), and that page 
is not available because it is beyond the 
range of the CP nucleus. 

System Action: VMFDUMP attempts to continue 
formatting at the next valid control block. 

O ser Action : No action can be taken on the 
part of the user to circumvent this problem 
since it usually indicates CP system 
software failures that caused the 
addressing of unreferenced pages. 
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Appendix A. Command-to-Message Cross-Reference 



This appendix contains an alphabetical listing of CP, CMS, 
RSCS, and IPCS command, together with their associated 
messages. Under each command, the messages are listed in 
message-number seguence within module code. 

Note ; RSCS and IPCS messages remain at the VH/370 Release 
6 level. 

CP Message Summary 

ACNT 

DMKAC0425A PON cuu ACCOUNTING DATA; FATAL I/C ERROR 

DMKAC0425E I/O ERROR DURING ACCOUNTING 

DMKCPV003E INVALID OPTION - option 

DMKCPV007E INVALID USERID - userid 

DMKCPV020E USERID MISSING OR INVALID 

DMKCPV045E userid NOT LOGGED CN 

DMKCPV143E type raddr IN USE BY SYSTEM 

ADSTOP 

DMKCFD004S INVALID HEXLOC - hexloc 
DMKCFD026E OPERAND MISSING OR INVALID 
DMKCFD160E HEXLOC hexloc EXCEEDS STORAGE 
DMKCFD164E HEXLOC hexloc NON-AEDRESSAELE STORAGE 
DMKVMA181E SHARED SYSTEM name REPLACED WITH NON-SHARED COPY 

ATTACH 

DHKNEA121E PRT resid NOT ATTACHED TO userid 

DMKSSS070E DEVICE NOT AVAILAELE - MSS DEVICES ALLOCATED 

DMKSSS071E DEVICE NOT AVAILAELE - MSS CANNOT EE ACCESSED 

DMKSSS072E DEVICE NOT AVAILAELE - 'raddr' NOT PROPER TYPE 

DMKSSS074E MISSING INTERRUPT - DEVICE 'raddr' 

DMKSSS075E DEVICE 'raddr' IS NOT AVAILAELE 

DMKSSS078I MSS MOUNT PROCEEDING FCR VOLUME • volid • 

DMKVDE003E INVALID OPTION - option 

DMKVDE006E INVALID DEVICE TYPE - addr 

DMKVDE020E USERID MISSING OR INVALID 

DMKVDE021E RADDR MISSING OR INVALID raddr 

DMKVDE022E VADDR MISSING OR INVALID vaddr 

DMKVDE023E VOLID MISSING CR INVALID 

DMKVDE034E CHANNEL MISSING OR INVALID 

DMKVDE040E DEV addr DOES NOT EXIST 

DMKVDE045E userid NOT LOGGED ON 

DMKVDE046E type raddr OFFLINE 

DMKVDE120E type raddr NOT ATTACHED; userid vaddr ALREADY DEFINED 

DMKVDE121E type raddr NOT ATTACHED TO userid 

DMKVDE122E type raddr ALREADY ATTACHED to userid 

DMKVDE123E DASD raddr CP CWNED 

DMKVDE124E DASD raddr IN USE BY nnn USERS 

DMKVDE125E DASD raddr VOLID volid ALREADY ATTACHED TO SYSTEM 

DMKVDE126E DASD raddr ERROR READING VOLID 

DMKVDE127E DASD raddr VOLID volid DOES NOT MATCH 

DMKVDE128E DASD raddr ERROR READING ALLOCATION RECORD 

DMKVDE131E INSUFFICIENT FREE STORAGE AVAILABLE FOR ATTACH REQUEST 

DMKVDE133E DASD raddr NOT READY 

DMKVDE134E type vaddr NOT ATTACHED; CHAN X DEDICATED 

DMKVDE142E type raddr NOT DRAINED 

DMKVDE143E type raddr IN USE BY SYSTEM 

DMKVDE153E DEVICE {vaddr |RNG} EXCEEDED MAX NUMBER OF VIRTUAL DEVICES 

DHKVDE199E COMMAND REJECTED; DEVICE raddr PENDING OFFLINE 

DMKVDE962I CP OWNED DASD cuu VCLID volid INVALID ALLOCATION RECORD 
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ATTACH CHANNEL 

DMKACB149E DEVICE PATH radar EBOC addr PBESENTED cc3 ON I/O BEQDEST 

DMKVCH031E CHANNEL HISSING OB INVALID 

DMKVCH048E CHANNEL X DOES NCI EXIST 

DMKVCH129E CHANNEL X DEVICES IN USE 

DHKVCH130E CHANNEL X [PBOC nn ] NOT ATTACHED TO useria 

DHKVCH132E CHANNEL x ALBESBY DEFINED EY useria 

DMKVCH147E CHANNEL X {PBOC nn} NOT ATTACHED; ALTEBNATE PATH DEFINED 

DMKVCH188E SPECIFIED PEOCESSOB DNAVAILAELE 

DMKVDE020E useria MISSING OB INVALID 

DMKVDE039E PBOCESSOB ADDBESS MISSING OB INVALID 

DMKVDE045E useria NOT LOGGEE ON 

ADTOLOG 

DMKALG059E AOTOLOG FAILED FCB useria - 

{IPL MISSING | IPL FAILED | ACCOUNTING EBBOB| INCOBBECT PASSHOBD} 
DMKALG115E ADTOLOG INVALID; EXCESSIVE INCOBBECT PASSWCBDS 

BACKSPAC 

DMKCSO003E INVALID OPTION - option 

DMKCSO006E INVALID DEVICE TYPE- aaar 

DMKCSO021E BADDB MISSING CB INVALID 

DMKCSO04QE DEV aaar DOES NOT EXIST 

DMKCSO046E type raaar OFFLINE 

DMKCSO140E type raaar ATTACHED TO useria 

DMKCS0141E type raaar NOT ACTIVE 

DMKBSE240E PET cuu, FCE-FOBMS MISMATCH, FILEID nnn {HELD | PDBGED} 

DMKBSE241E PBT cuu, INVALID LOAD MODULE mm mm SPECIFIED, 

FILE nnnn {HELD| PUBGED} 
DMKESE242I PBT CUU (3800) INTERVENTION BEQD, STATUS CODE CC 
DMKBSE252I PBT cuu, FILE nnnn EEQUEUEE AND HELD 

DMKBSE255I PBT CUU, PAGE EUFFEB DESTROYED, BACK UP PAGE COUNT = nnnn 
DMKCS0441E NOT ACCEPTED. PBEVICUS EACKSPACE STILL BEING PBOCESSED 

BEGIN 

DMKCFC004S INVALID HEXIOC - hexloc 

CHANGE 

DMKCSU003E INVALID OPTION - option 
DMKCSU006E INVALID DEVICE TYPE - aaar 
DMKCSU008E INVALID SPOCLID - spoolia 
DMKCSU013E CONFLICTING OPEBAND - operand 
DMKCSU026E OPEBAND MISSING CB INVALID 
DMKCSU027E SPOOLID MISSING OB INVALID 
DMKCSU028E CLASS MISSING CB INVALID 
DMKCSU029E FNAME FTYPE MISSING OB INVALID 
DMKCSU030E COPIES MISSING OB INVALID 
DMKCSU032E DIST CODE MISSING OB INVALID 
DMKCSU035E DEVICE TYPE MISSING OB INVALID 
DMKCSU042E SPOOLID nnnn DOES NOT EXIST 
DMKCSU243E FLASH MISSING CB INVALID 
DMKCSU245E CHABS MISSING OB INVALID 
DMKCSU246E FCB MISSING OE INVALID 
DMKCSU253E MODIFY MISSING OB INVALID 

CLOSE 

DMKCSP003E INVALID OPTION - option 
DMKCSP006E INVALID DEVICE TYEE - aaar 
DMKCSP013E CONFLICTING OPEBAND - operand 
DMKCSP022E VADDB MISSING CB INVALID 
DMKCSP029E FNAME FTYPE MISSING OB INVALID 
DMKCSP032E DIST CODE MISSING OB INVALID 
DMKCSP040E DEV aaar DOES NOT EXIST 

COUPLE 

DMKDIB006E INVALID DEVICE TYPE - aaar 
DMKDIB011E INVALID DEVICE TYEE - useria vaaar 
DMKDIB020E USEBID MISSING OB INVALID 
DMKDIB022E VADDB MISSING CB INVALID 
DMKDIB040E DEV aaar DOES NOT EXIST 
DMKDIB045E useria NOT LOGGED ON 
DMKDIB047E useria vaaar DOES NOT EXIST 
DMKDIB058E CTCA vaaar BUSY ON useria 
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CPTBAP 

DMKTBP002E INVALID OPEBANE - operand 

DMKTBP005E INVALID HEXDATA - hexdata 

DMKTBP013E CONFLICTING OPTION - option 

DMKTBP020E USEBID MISSING OB INVALID 

DMKTBP026E OPERAND MISSING OB INVALID 

DMKTBP045E userid NOT LOGGED ON 

DMKTBP304E CPTBAP IS STOPPING, NO INPUT ALLOWED 

DHKTBP305I CPTBAP SELECTIVITY BESET 

DMKTRP306E CPTRAP IS ALREADY ACTIVE 

DMKTRP309E OPERAND IGNOBED SELECT TAEIE POLL 

DMKTRT307I CPTRAP (CP/VIRTDAL) cccc INTERFACE DATA IGNORED 

DMKTET308I CPTRAP DATA LCST 

DCP 

DMKCDB003E INVALID OPTION - option 
DMKCDBOOUS INVALID HEXLOC - hexloc 
DMKCDB009E INVALID BANGE - range 
DMKCDB010E INVALID REGISTER - register 
DMKCDB026E OPERAND MISSING CB INVALID 
DMKCDE033E HEXLOC MISSING OB INVALID 
DMKCDB160E HEXLOC hexloc EXCEEES STOBAGE 

DDR 

DMKDDR700E INPOT ONIT IS NOT A CPVCL 
DMKDDR701E INVALID OPERAND - XXXXXX 
DMKDDB702E CONTBOL STATEMENT SEQUENCE EBROR 
DMKDDR703E OPERAND MISSING 
DMKDDB704E DEV cuu NOT OPERATIONAL 
DMKDDR705E 10 ERROR cuu CSH csw SENSE sense 

INPUT bbcchh OUTPUT bbcchh CCW ecu 
DMKDDR705E 10 ERROR cuu CSH CSH SENSE sense 

INPUT bbcchh OUTPUT {btcchh | nnnnnn} CCW cc* 
DMKDDR707E MACHINE CHECK RUN SEBEE AND SAVE OUTPUT FOB CE 
DMKDDB708E INVALID INPUT CE OUTPUT DEFINITION 
DMKDDR709E WRONG INPUT TAPE MOUNTED 
DMKDDR710A DEV cuu INTERVENTION BEQUIBEE 
DMKDDR711E VOLID READ IS volid2 {NOT volidl} 

DO YOU WISH TO CONTINUE? RESPOND YES NO OB REREAD: 
DMKDDR712E NUMBER OF EXTENTS EXCEEDS 20 
DMKDDR713E OVERLAPPING OE INVALID EXTENTS 
DMKDDB71QE BECOED bbcchh NOT FOUND ON TAPE 
DMKDDB715E LOCATION bbcchh IS A FLAGGED TEACK 
DMKDDB716B NO V0L1 LABEL FOUND {FOB XXXXXX} DO YOU WISH TO CONTINUE? 

EESPOND YES OB NO OE EEBEAD: 
DMKDDR717E DATA DUMPED FBOM volidl TO EE BESTOEED TO V0lid2. 

DO YOU WISH TO CONTINUE? RESPOND YES NO OR BEREAD: 
DMKDDB718E OUTPUT UNIT IS EIIE PROTECTEE 
DMKDDB719E INVALID FILE NAME OE FILE NOT FOUND 
DMKDDB720E EEBOR IN routine 
DMKDDE721E EECOED CChhr NOT FOUND 

DMKDDB722E OUTPUT UNIT NOT PEOPEBLY FOBMATTED FOB THE CP NUCLEUS 
DMKDDB723E NO VALID CP NUCLEUS ON THE INPUT UNIT 
DMKDDB724E INPUT TAPE CONTAINS A CP NUCLEUS DUMP 
DMKDDR725R ORIGINAL INPUT DEVICE WAS (IS) LARGER THAN OUTPUT DEVICE. 

DO YOU WISH TO CONTINUE? RESPOND YES OE NO: 
DMKDDR726E MOVING DATA INTO THE ALTERNATE TRACK CYLINDER (S) IS PROHIBITED 
DMKDDR727E FLAGGED TRK XXXXXXXXXX HAS NO PROPER ALTERNATE; SKIPPING THIS TRK 
DMKDDB729I FULL TEACK NOT AVAILABLE 
DMKDDB756E PROGRAM CHECK PSW = psw 
DMKDDR925I SYSTEM AUTO DUMP REALLOCATED TO DASD raddr 

DEFINE 

DMKDEF003E INVALID OPTION - option 

DMKDEF022E VADDR MISSING OR INVALIE 

DMKDEF024E CYLS MISSING OR INVALID 

DMKDEF024E {CYLS|BLKS) MISSING OB INVALID 

DMKDEF025E STOBAGE MISSING OE INVALID 

DMKDEF026E OPEBAND MISSING CB INVALIE 

DMKDEF136E DEVICE {vaddr | raddr} NOT {DEFINED | VABIED} ; CHANNEL XX DEDICATED 

DMKDEF274E DEV raddr HAS A MOUNTED VOLUME. MSS ID NOT AVAILABLE TO DEMOUNT IT 

DMKDEF275E raddr ALBEADY SYSVIET 

DMKDEF276E raddr NOT 3330V 
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DMKDEF277E raddr EBBOE DEMOUNTING VOLUME 

DMKDEF278E DEVICE NOT A EASE 

DKIKDEF279E DASD NOT VUA 

DMKDEF280E raddr ALBEADY VIBTtJAL 

DMKDEFOUOE DEV addr DOES NOT EXIST 

DMKDEF091E DASD vaddr NOT DEFINED; TEMP SPACE NOT AVAILABLE 

BHKDEF092E DEV vaddr NOT DEFINED; type vaddr ALEEADY DEFINED 

DMRDIF094E STORAGE EXCEEDS ALLOWED MAXIMUM 

DHKDEF095E DEV vaddr NOT DEFIHE; INSUFFICIENT FEEE STOEAGE 

DHKDEF136E DEV vaddr NOT DEFINED; CHAN x DEDICATED 

DMKDEF153E DEVICE {vaddr |ENG} EXCEEDED KAX NUMBEE OF VIETUAL DEVICES 

DETACH 

DMKNEA020E USERID MISSING OE INVALID 

DMKVDD006E INVALID DEVICE T2PE - addr 

DMKVDD020E USERID MISSING OE INVALID 

DMKVDD021E BADDB MISSING OR IBVALID raddr 

DMKVDD022E VADDR MISSING OR INVALID vaddr 

DMKVDDOUOE DEV addr DOES NOT EXIST 

DMKVDD045E userid NOT LOGGED ON 

DMKVDD046E type raddr OFFLINE 

DMKVDD121E type raddr NOT ATTACHED to userid 

DMKVDD123E DASD raddr CP OWNED 

DMKVDD12HE DASD raddr IN USE BY nnn USERS 

DMKVDD135E type vaddr NOT DET8CHEE; CBAN X DEEICATED 

DMKVDD140E type raddr ATTACBEE TO userid 

DMKVDD1!*2E type raddr NOT DB2JINED 

DMKVBD143E type raddr IN USE EY SYSTEM 

DMKVDD273E DETACH REJ VIETUAL MACHINE TRACING I/O 

DETACH CHANNEL 

DMKVCH034E CHANNEL MISSING CR INVALID 

DMKVCH048E CHANNEL X DOES HOI EXIST 

DMKVCH130E CHANNEL x [PBGC nn ] NOT ATTACHED TO userid 

DMKVCH138E CHANNEL x NOT ATTACHED; INSUFFICIENT STOEAGE 

DMKVCH188E SPECIFIED PROCESSOR UNAVAIIAELE 

DMKVDE039E PROCESSOR ADDRESS MISSING OR INVALID 

DMKVDD020E USERID MISSING OR INVALID 

DMKVDD034E CHANNEL MISSING OR INVALID 

DIAL 

DMKDIA011E INVALID DEVICE TYPE - userid vaddr 

DMKDIA017E INSUFFICIENT SCREEN SPACE - CLEAR SCREEN AND REDIAL 

DMKDIA020E USERID MISSING OR INVALID 

DHKDIA022E VADDR MISSING CR INVALID 

DMKDIA045E userid NOT LOGGED ON 

DMKDIA047E userid vaddr DOES NOT EXIST 

DMKDIA055E LINE (S) NOT AVAILABLE ON userid 

DHKDIA056E LINE vaddr BUSY CN userid 

DMKDIA098E DEV rid MODE SWITCH NOT POSSIBLE 

DMKDIA199E COMMAND REJECTED; DEVICE raddr PENDING OFFLINE 

DMKDIA206E CANNOT CONNECT TC HOST VIRTUAL MACHINE 

DMKDIA707A DIAL FUNCTION NOT AVAILABLE 

DIRECT 

DMKDIR751E INVALID OPERAND - XXXXXX 

DMKDIR752E STATEMENT SEQUENCE ERROR FCLLOWING USER user 

DMKDIR753E OPERAND MISSING 

DMKDIR754E DEV CUU NOT OPERATIONAL 

DMKDIR755E 10 ERROR cuu CSW csw SENSE sense 

DMKDIR756E PROGRAM CHECK PSW = pst) 

DMKDIR757E MACHINE CHECK RUN SEREP AND SAVE OUTPUT FOR CE 

DMKDIR758E DUPLICATE UNIT DEFINITION 

DMKDIR760E NOT ENOUGH SPACE ALLOCATED FOR DIRECIOBY 

DMKDIR761E VOLID READ IS volidl NOT volid2 

D8KDIR762E DIBECTORY STATEMENT MISSING 

DMKDIR763E INVALID FILENAME OB FI1S NOT FOUND 

DMKDIE764E ERROR IN routine 



240 IBM VM/SP System Messages and codes 



EMK 



DISABLE 

DMKCPV003E INVALID OPTION - option 

DMKCPV006E INVALID DEVICE TYPE - addr 

DMKCPV021E RADDH MISSING OE INVALID 

DHKCPV026E OPERAND MISSING CB INVALID 

DMKCPV040E DEV addr DOES NOT EXIST 

DMKCPV046E type raddr OFFLINE 

DMKCPV140E type raddr ATTACHED TO userid 

DMKCPV199E COMMAND REJECTED; DEVICE raddr PENDING OFFLINE 

DMKCPV923I FAILING STORAGE FRAME AT LOCATION raddr 

DMKCPV924I XXXX ADDITIONAL JAILING STORAGE FRAMES EXIST 

DIS.CCNN 

DMKUSO003E INVALID OPTION - option 
DMKDS0197E SECONDARY USER IS NOT AVAIIAELE 

DISPLAY 

DHKCDM003E INVALID OPTION - option 
DHKCDM004S INVALID HEXLOC - hexloc 
DMKCDM009E INVALID RANGE - range 
DHKCDM010E INVALID REGISTER - register 
DMKCDM026E OPERAND MISSING CE INVALID 
DMKCDM160E HEXLOC hexloc EXCEEDS STORAGE 

DMCP 

DMKCDM003E INVALID OPTION - option 
DMKCDM004S INVALID HEXIOC - hexloc 
DMKCDM009E INVALID RANGE - range 
DMKCDM033E HEXLOC MISSING OE INVALID 
DMKCDM160E HEXLOC hexloc EXCEEES STORAGE 

DRAIN 

DMKCSO003E INVALID OPTION - option 
DMKCSO006E INVALID DEVICE TYPE - addr 
DMKCSO021E RADDR MISSING OR INVALID 
DHKCSO040E DEV addr DOES NOT EXIST 
DMKCSO046E type raddr OFFLINE 
DHKCSO140E type raddr ATTACHED TO userid 

DUMP 

DMKCDM003E INVALID OPTION - option 

DMKCDM004S INVALID HEXLOC - hexloc 

DMKCDM009E INVALID RANGE - range 

DMKCDM033E HEXLOC MISSING OE INVALID 

DMKCDM060E DUMP FAILED; VIRTUAL PEINTIH UNAVAILABLE 

DMKCDM061E DUMP FAILED; VIRTOAL PRINTER ERROR 

DMKCDM160E HEXLOC hexloc EXCEEES STOBSGE 

ECHO 

None. 

ENABLE 

DMKCPV003E INVALID OPTION - option 

DMKCPV006E INVALID DEVICE TYPE - addr 

DMKCPV021E RADDR MISSING CR INVALID 

DMKCPV026E OPERAND MISSING OR INVALID 

DMKCPV040E DEV addr DOES NOT EXIST 

DMKCPV046E type raddr OFFLINE 

DMKCPV140E type raddr ATTACHED to userid 

DHKCPV199E COMMAND REJECTED; DEVICE raddr PENDING OFFLINE 

DMKLD0923I FAILING STORAGE FRAME AT LOCATION raddr 

DHKLD0924I XXXX ADDITIONAL FAILING STORAGE FRAMES EXIST 

EXTERNAL 

DMKCPB005E INVALID HEXDATA - hexdata 
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FLOSH 

DMKCSO003E INVALID OPTION - option 
DMKCSO006E INVALID DEVICE THE - addr 
DMKSCC013E CONFLICTING OPERAND - operand 
DMKCSO021E RADDB MISSING CR INVALID 
DMKCSO040E DEV addr DOES NOT EXIST 
DMKCSO046E type raddr OFFLINE 
DMKCSO140E type raddr ATTACHED TO userid 
DMKCS0141E type raddr NOT ACTIVE 

FORCE 

DMK0SO003E INVALID OPTION - option 
DMKUS0020E DSERID HISSING OR INVALID 
DMKUSO045E userid NOT LOGGED CN 

FREE 

DMKCSP006E INVALID DEVICE TYPE - addr 
DMKCSP007E INVALID DSERID - userid 
DMKCSP020E DSERID MISSING OR INVALID 
DMKCSE053E userid NOT IN CP DIEECTORY 

HALT 

DMKCPS021E RADDR MISSING OR INVALID 
DMKCPS040E DEV addr DOES HOT EXIST 
DHKCPS144W type vaddr RESET BY userid 

HOLD 

DHKCPI958I ATTACHED PROCESSOR NOT OPERATIONAL 

DMKCPI959W ATTACHED PROCESSCB NOT ONLINE 

DHKCSP006E INVALID DEVICE TYPE - addr 

DMKCSP007E INVALID OSERID - userid 

DMKCSP020E DSERID MISSING OR INVALID 

DMKCSP053E userid NOT IN CP CIEECTCRY 

DMKTCS240E PRT cuu, PET FCB-FOBMS MISMATCH, FILEID nnnn {HELD | PURGED} 

DMKTCS241E PRT cuu, INVALID ICAD MOBUIE mmmm SPECIFIED, 

FILE nnnn {HEIDI PUBGED} 
DMKTCT270E PRT XXX, TOO MANY WCGM'S NEEDED FOR 'CHARS', FILE nnnn HELD PURGED 

INDICATE 

DMKTHI002E INVALID OPERAND - operand 
DMKTHI003E INVALID OPTICN - option 
DHKTHI026E OPERAND MISSING OR INVALID 
DMKTHI045E userid NOT LOGGED ON 

IPL 

DMKCFG002E INVALID OPERANT - operand 

DHKCFG003E INVALID OPTION - option 

DMKCFG013E CONFLICTING OPTION - option 

DMKCFG022E VADDR MISSING OR INVALID 

DMKCFG026E OPERAND MISSING OR INVALID 

DMKCFG040E DEV addr DOES NOT EXIST 

DMKCFG044E SYSTEM name DOES NCT EXIST 

DMKCFG083E VMSAVE AREA DOES NOT CONTAIN A VALID SAVED SYSTEM 

DMKCFG170E SYSTEM name EXCEEDS STCBAGE 

DMKCFG171E SYSTEM name VOLID volid NOT MOUNTED 

DMKCFG172E SYSTEM name DASD vaddr INCOMPATIBLE SYSRES 

DMKCFG173E SYSTEM name REQUIRES DASD vaddr 

DMKCFG174E PAGING I/O ERBOR; IPL JAILED 

DMKCFG177E PARM EXCEEDS 64 CHARACTERS 

DMKCFG203E V=R AREA REQUIRES IPL EY DEVICE ADDRESS 

DHKCLK437E SYSTEM PAGING SPACE NOT AVAILABLE, IP! TERMINATED 

DMKCLK970W TOD CLOCK SYNC CHECK RECEIVED 

DMKCPI185E CP ASSIST LEVEL XX DOES NOT MATCH CP LEVEL yy 

DMKCPI913I CP OWNED VOLIE XXXXXX INVALID FOR 3330V 

DMKCPI914I TRACE TABLE IS SMALLER THAN REQUESTED 

DMKCPI923I FAILING STORAGE FRAME AT LOCATION raddr 

DMKCPI924I XXXX ADDITIONAL EAILING STORAGE FRAMES EXIST 

DMKCPI958I ATTACHED PROCESSCB NOT OPEBATIONAL 

DMKCPI959H ATTACHED PROCESSOR NOT ONLINE 

DMKCPI963I SECOND PROCESSCB NCT ONLINE 

DMKCPI964I PROC XX INITIALIZED; PROC yy INITIALIZED 

DMKCPJ966I INITIALIZATION COMPIETE 

DMKCPI970I SYSTEM IS {UP | AP | MP} GENERATED 
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DHKCPI971I SYSTEM IS {OP | IP | MP} GENEBATED 

DMKCPI962I CP OWNED DASD CUU VCLID volid INVALIE ALLOCATION BECORD 

DHKCPI950A OPEBATOB NOT LOGGED ON; EXPLICIT LOGON BEQOIBED 

DMKVMI022E VADDB MISSING CB INVALID 

DMKVHI230E IPL SIO EBBOB 

DHKVMI231E IPL TIO EBBOB 

DMKVMI232E IPL UNIT EBBOB; CSN xxxxxxxx xxxxxxxx SNS xxxxxxxxxxxx 

DMKVMI233E IPL OVEBLAY EBBOB 

DHKVMI23JJE IPL SENSE EBBOB 

JOOBNAL 

DMKJBL145I OSEBID: userid AT term-raddr NITH INVALID PASSHOBD NO. xxx {pswd} 
HAS VIOLATEE THE LIBIT CF yyy [ , A=auserid ] 

LINK 

DMKLNK020E OSEBID MISSING CB INVALID 

DMKLNK022E VADDB MISSING OB INVALID 

DHKLNK052E EBROB IN CP DIRECTORY 

DMKLNK053E userid NOT IN CP DIBECTOBY 

DBKLNK101W DASD vaddr FOBCED E/C; B/C EY nun OSEBS 

DMKLNK102W DASD vaddr FOBCED B/O; B/W BY nnn OSEBS 

DMKLNK103W DASD vaddr FOBCED B/O; B/H BY nnn OSEBS; B/C BY nnn OSEBS 



B/O EY nnn OSEBS 
B/H BY nnn OSEBS 

B/H EY nnn OSEBS; B/O EY nnn OSEBS 
NCT IN CP DIBECTOBY 
VCLID volid NOT MCONTED 
INVALID LINK DEVICE 
tjpe vaddr ALBEADY DEFINED 
NO BEAD PASSHOBD 
NC WBITE PASSWORD 
NO HOLT PASSHOBD 
PASSHOBD INCOBBECT 



DMKLNK104E userid vaddr NCT LINKED 

DMKLNK105E userid vaddr NOT LINKED 

DMKLNK106E userid vaddr NCT LINKED 

DMKLNK107E userid vaddr NCT LINKED 

DNKLNK108E userid vaddr NOT LINKED 

DMKLNK109E userid vaddr NCT 1INKEE 

DMKLNK110E userid vaddr NCT LINKED 

DHKLNK111E userid vaddr NOT LINED; 

DMKLNK112E userid vaddr NCT LINKED 

DHKLNK113E userid vaddr NOT LINKED 

DMKLNK114E userid vaddr NCT LINKEE 

DMKLNK115E LINK INVALID; EXCESSIVE INCOBBECT PASSWORDS 

DNKLNK116E OSEBID xxx NOT LINKED; CP EIBECTOBY IN OSE 

DMKLNK117E OSEBID OSEBID NOT LINKED; VOLID volid CONFLICT 

DBKLNK118E userid raddr NCT LINKEE; CCMMAND FOBMAT NOT VALID 

DMKLNK119E OSEBID vaddr NOT LINKED; INSOFFICIENT FBEE STOBAGE 

DHKLNK137E DASD vaddr NOT LINKED; CHAN x DEDICATED 

DMKLNK139E DASD addr NOT LINKED; 3330V NOT ACCEPTED AS SYSTEM VOLOME 

DMKLNK153E DEVICE {vaddr |ENG} EXCEEDED HAX NOMBEB OF VIBTOAL DEVICES 

DMKLNK199E COMMAND BEJECTED; DEVICE raddr PENDING OFFLINE 

DMKSSS070E DEVICE NOT AVAILAELE - MSS DEVICES ALLOCATED 

DMKSSS071E DEVICE NOT AVAlLAELE - MSS CANNOT EE ACCESSED 

DMKSSS073E DEVICE NOT AVAlLAELE - MSS EBBOB 

DMKSSS078I MSS MOONT PBOCEEDING FCB VCLOME • volid' 

LOADBDF 

DMKCSB003E INVALID OPTION - cption 
DMKCSB006E INVALID DEVICE TYPE - addr 
DHKCSB013E CONFLICTING OPEBAND - operand 
DMKCSB021E BADDB MISSING CB INVALIE 
DMKCSB026E OPEBAND MISSING OB INVALID 
DMKCSB031E BOFFEB MISSING OB INVALID 
DMKCSB036E INDEX MISSING OB INVALID 
DHKCSB046E type raddr OFFLINE 
DMKCSB040E DEV addr DOES NOT EXISl 
DMKCSB043E BOFFEB name DCES NCT EXIST 
DMKCSB140E type raddr ATTACBED TO userid 
DMKCSB142E type raddr NCT DRAINED 
DHKCSB148E type raddr EOFFEB LOAD name FAILED 

LOADVFCB 

DHKCSB006E INVALID DEVICE TYPE - addr 
DMKCSB022E VADDB MISSING CB INVALID 
DMKCSB026E OPEBAND MISSING OB INVALID 
DMKCSB031E BOFFEB MISSING OB INVALID 
DMSCSB036E INDEX MISSING OB INVALID 
DMKCSB040E DEV addr DOES NOT EXIST 
DHKCSB043E BOFFEB name DOES NOT EXIST 
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LOCATE 

DMKCFD021E BADDR MISSING OH INVALID 
DMKCFD022E VADDB MISSING CE INVALID 
DMKCED026E OPERAND MISSING OB INVALID 
DMKCFD040E DEV addr DOES NOT EXIST 

LOCK 

DMKCPV004S INVALID HEXLOC - hexloc 
DMKCPV009E INVALID BANGE - range 
DHKCPV020E USERID MISSING OB INVALID 
DMKCPV033E HEXLOC MISSING OB INVALID 
DMKCPV045E userid NOT LOGGED ON 
DMKCPV160E HEXLOC hexloc EXCEEDS STOBAGE 
DMKCPV165I PAGE hexloc NOT LOCKED; SHABED PAGE 

LOGON 

DBKLOG003E INVALID OPTION - option 

DMKLOG020E DSEBID MISSING OB INVALID 

DMKLOG050E PASSWOBD INCOBBECT 

DMKLOG052E EBBOB IN CE DIBECTOEY 

DMKLOG053E userid NOT IN CP DIBECTOEY 

DMKLOG067E COMMAND FOBMAT NCT VALID 

DMKLOG054E ALBEADY LOGGED ON {LINE| GEAF | LUNAME} raddr 

DMKLOG080E NO PBEALLOCATED VMSAVE ABEA 

DMKLOG081W VMSAVE ABEA ALBEADY IN USE, MOST DSE SET COMMAND 

DMKLOG082E MOEE THAN ONE VMSAVE ABEA ALLOCATED, MOST SPECIFY ABEA NAME 

DMKLOG090E DEV vaddr NOT DEFINED; DEV {raddr | volser} NOT AVAILAELE 

DMKLOG091E DASD vaddr NOT DEFINED; TEMP SEACE NOT AVAILABLE 

DMKLOG092E DEV vaddr NOT DEFINED; type vaddr ALBEADY DEFINED 

DMKLOG093E DEV vaddr NOT DEIINED; EEBCB IN CP DIBECTOEY 

DMKLOG095E DEV vaddr NOT DEFINED; INSUFFICIENT FBEE STOBAGE 

DMKLOG131E INSUFFICIENT FBEE STOBAGE AVAILABLE FOB LOGON BEQUEST 

DMKLOG188E SPECIFIED PBOCESSCB UNAVAIIAELE 

DMKLOG189I AFFINITY NOT SET; SYSTEM IN UNIPBOCESSOB MODE 

DMKLOG250E 370E IS NOT AVAILAELE {ON EBOC XX} 

DMKLOG251E 370E IS NOT ACTIVE 

DMKLOH196E SECONDARY USEE IS NOT IN CE DIBECTOEY 

DMKLOH206E CANNOT CONNECT TO HOST VIBTUAL MACHINE 

DMKSSS070E DEVICE NOT AVAILABLE - MSS DEVICES ALLOCATED 

DMKSSS071E DEVICE NOT AVAILAELE - MSS CANNOT EE ACCESSED 

DMKSSS072E DEVICE NOT AVAILABLE - • raddr' NOT EBOEER TYPE 

DMKSSS073E DEVICE NOT AVAILSELE - MSS EBBOB 

DMKSSS078I MSS MOUNT PBOCEEDING FOE VOLUME 'volid' 

LOGOFF 

DMKUSO003E INVALID OPTION - option 

MONITOB 

DMKCPI229I USES OF MONITOB DOES NOT EXIST 

DMKMCC002E INVALID OPEBANE - operand 

DMKMCC003E INVALID OPTION - option 

DMKMCC006E INVALID DEVICE TYPE - addr 

DMKMCC021E RADDR MISSING OR INVALID 

DMKMCC026E OPERAND MISSING OR INVALID 

DMKMCC040E DEV addr DOES NOT EXIST 

DMKMCC046E type raddr OFFLINE 

DMKMCC140E type raddr ATTACHED TO userid 

DMKMCC143E type raddr IN USE EY SYSTEM 

DMKMCC199E COMMAND BEJECTED; DEVICE raddr PENDING OFFLINE 

DMKMCC211E MONITOB TAPE IS ALBEADY ACTIVE 

DMKMCD212E MONITOB TAPE IS NOT ACTIVE 

DMKMCC213E MONITOB CPTBACE IS ALBEADY ACTIVE 

DMKMCD214E MONITOB CPTBACE IS NOT ACTIVE 

DMKMCC215E MONITOB ACTIVE; BASTAP CANNOT BE ENABLED DYNAMICALLY 

DMKMCC216E SYSPROF CLASS IS DEPENDENT ON SCHEDULE AND DASTAP 

DMKMCC217E MONITOB TAPE NOT STABTED, NO CLASS ENABLED 

DMKMCD218E MONITOB NOT STOPPED, OUTSTANDING I/O 

DMKMCD002E INVALID OPEBAND - operand 

DMKMCD021E BADDB MISSING OB INVALID 

DMKMCD026E OPEBAND MISSING CB INVALID 

DMKMCD040E DEV addr DOES NOT EXIST 

DMKMON219I END OF MONITOB TAEE, MONITOB STOPPED BY SYSTEM 

DMKMON220I EBBOB ON MONITOB TAPE, MONITOB STOPPED BY SYSTEM 
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DMKMCC221E MONITOR TO SPOOL IS ALREADY ACTIVE 

DMKMCD222E TIME PARAMEIEE SPECIFIES INVALID TIME 

DMKMCD223E START TIME MOST PRECEDE STOP TIME 

DMKMCD224E LIMIT MOST EE EETWIEN 10 and 50000 

DMKMNI225E INVALID MONITOR USERID SPECIFIED, BON NOT ENABLED 

DMKMCD226E FOR VALUE SPANS MIDNIGHT - COMMAND INVALID 

DBKMCD227E FOE OPTION INVALID WITH AOTODISK CFF 

DMKMCD228E FOR OPTION INVALID WITH MONITOR ON 

DMKMIA229E MONITOR OOT OF DASE PAGES, IS SHOTTING OFF 

MSG 

DMKMSG003E INVALID OPTION - option 

DMKHSG020E OSERID MISSING OR INVALID 

DMKMSG045E USerid NOT LOGGED CN 

DMKMSG057W userid NOT RECEIVING; {DISCONNECTED! MSG OFF | NOT DISC| NO 

CONSOLE|SMSG OFF|NCT AUTHOHIZEDI WNG OFF| VMCF/IOCV ERROR nnn} 

NCPDOMP 

DHKRND850I ONABLE TO READ DUMP FROM READER 
DMKRND852I FATAL I/O EEECR WRITING DUMP 
DMKRND853I NO DUMP FILES EXIST 
DMKRND860I FATAL I/O ERROR READING DUMP 
DMKRND861E DUMP FILE 'filename' NOT FOUND 
DMKRND863E INVALID PARAMETER - parameter 

NETWORK 

DMKNES002E INVALID OPERAND - operand 

DMKNES004S INVALID HEXLOC - hexloc 

DMKNES006E INVALID DEVICE TYPE - raddr 

DMKNES009E INVALID RANGE - range 

DMKNES021E RADDR MISSING CR INVALID 

DMKNES026E OPERAND MISSING OR INVALID 

DMKNES040E DEV raddr DOES NCT EXIST 

DMKNES046E {DEV rid|type raddr} OFFLINE 

DMRNES049E type raddr IN USE 

DMKNES098E DEV rid MODE SWITCH NOT POSSIBLE 

DMKNES140E CTLR raddr ATTACHED TO userid 

DMKNES160E HEXLOC hexloc EXCEEDS STORAGE 

DMKNES199E COMMAND REJECTED; DEVICE raddr PENDING 

DMKNES706E LINE addr NOT ENABLED 

DMKNET002E INVALID OPERAND - operand 

DMKNET003E INVALID OPTION - option 

DMKNE1004S INVALID HEXIOC - hexloc 

DMKNET006E INVALID DEVICE TYPE - raddr 

DMKNET009E INVALID RANGE - range 

DMKNET021E RADDR MISSING OR INVALID 

DMKNET026E OPERAND MISSING OR INVALID 

DMKNET033E HEXLOC MISSING OR INVALID 

DMKNET040E DEV raddr DOES NCT EXIST 

DMKNET046E {DEV rid|type raddr} OFFLINE 

DMKNET049E type raddr IN USE 

DMKNET098E DEV rid MODE SWITCH NOT POSSIBLE 

DMKNET140E type raddr ATTACHED TO userid 

DMKNET157E CLUSTER= PARM MISSING FROM RDEVICE MACRO - DEV raddr 

DMKNET160E HEXLOC hexloc EXCEEDS STORAGE 

DHKNET199E COMMAND REJECTED; DEVICE raddr PENDING OFFLINE 

DMKNLD002E INVALID OPERAND - operand 

DMKNLD006E INVALID DEVICE TYPE - raddr 

DMKNLD021E RADDR MISSING CR INVALID 

DMKNLD026E OPERAND MISSING OR INVALID 

DMKNLD040E DEV addr DOES NOT EXIST 

DHKNLD044E SYSTEM name DOES NOT EXIST 

DMKNLD046E CTLR raddr OFFLINE 

DMKNLD140E CTLR raddr ATTACHED TO userid 

DMKNLD143E CTLR 'raddr' IN USE BY SYSTEM 

DMKNLD170E SYSTEM name EXCEEDS STORAGE 

DMKNLD171E SYSTEM name VCIID volid NOT MOUNTED 

DMKNLD199E COMMAND REJECTED; DEVICE raddr PENDING OFFLINE 

DMKNLD460E CTLR raddr LOAD FAILED: PROGRAM CHECK 

DMKNLD461R CTLR raddr IPL NCT REQUIRED; ENTER «YES» TO CONTINUE 

DMKNLD470E CTLR raddr LOAD FAILED: PAGING I/O ERROR 

DMKNLD471E CTLR raddr LOAD FAILED: UNRECOVERABLE I/O ERROR 

DMKNLE003E INVALID OPTION - option 
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DHKNLE006E INVALID DEVICE TYPE - radar 

DMKNLE021E RADDR MISSING CR INVALID 

DMKNLE040E DEV aaar DOES NOT EXIST 

DMKNLE0U6E CTLR raaar OFFLINE 

DMKNLE140E CTLR raaar ATTACHED TO useria 

DMKNLE143E CTLR 'radar 1 IN DSE BY SYSTEM 

DMKNLE199E COMMAND REJECTED; DEVICE raaar PENDING OFFLINE 

DMKNLE460E CTRL raddr DDMP FAILED: PBCGEAM CHECK 

DMKNLE461R CTRL raddr IPL NOT BEQDIRED; ENTER «YES» TC CONTINUE 

DMKNLE464I CTRL raaar CC = 3; IEPEESS 370X "LOAD" BUTTON 

DMKNLE469E CTRL raaar DUMP FAILED; TEMP SPACE NOT AVAILABLE 

DMKNLE470E CTRL raaar DUMP FAILED: PAGING I/O EBBOB 

DMKNLE471E CTRL raaar DUMP FAILED: DNRECOVEBABLE I/O EBBOR 

NOTBEADY 

DMKCPB006E INVALID DEVICE TYPE - aaar 
DMKCPB022E VADDR MISSING CR INVALID 
DMKCPBOUOE DEV aaar DOES NOT EXIST 

OBDEB 

DMKCSU003E INVALID OPTION - option 
DMKCSU006E INVALID DEVICE T3PE - aaar 
DMKCSU008E INVALID SPOOLID -SFOOlia 
DMKCSU026E OPEBAND MISSING CR INVALID 
DMKCSU027E SPOOLID MISSING OR INVALID 
DMKCSU028E CLASS MISSING CR INVALID 
DMKCSU035E DEVICE TYPE MISSING OR INVALID 
DMKCSU042E SPOOLID nnnn DCES NCT EXIST 

PURGE 

DMKCS0003E INVALID OPTION - option 
DMKCSU006E INVALID DEVICE TYPE - addr 
DMKCSU008E INVALID SEOCLID -spoolia 
DMKCSU026E OPERAND MISSING OR INVALID 
DMKCSU028E CLASS MISSING OR INVALID 
DMKCSU035E DEVICE TYPE MISSING OR INVALID 
DMKCSU042E SPOOLID nnnn DCES NCT EXIST 

DMKTCS240E PRT cuu, FCB-FORMS MISMATCH, FILEID nnnn {HEIDI PURGED} 
DMKTCS241E PRT cuu, INVALID LCftE MODUIE mm mm SPECIFIED, 
FILE nnnn {HELD | PURGED} 

QUERY 

DHKCFC026E OPERAND MISSING OR INVALID 
DMKCQG020E USERID MISSING OR INVALID 
DMKCQG022E VADDR MISSING OR INVALID 
DMKCQG027E SPOOLID MISSING CR INVALIE 
DMKCQG040E DEV addr DOES NOT EXIST 
DMKCQG042E SPOOLID nnnn DCES NCT EXIST 
DMKCQG045E userid NOT LOGGED ON 
DMKCQP003E INVALID OPTION - option 
DHKCQP006E INVALID DEVICE TYPE - addr 
DMKCQP020E USERID MISSING OR INVALID 
DHKCQP021E RADDR MISSING OR INVALID 
DMKCQP022E VADDR MISSING OR INVALID 
DMKCQP040E DEV aaar DOES NOT EXIST 
DMKCQP045E useria NOT LOGGED CN 
DMKCQP466I CTLR cuu IN EUFFER SLOHDONN MODE 
DMKCQR003E INVALID OPTION - option 
DMKCQR020E USERID MISSING OR INVALID 
DMKCQR026E OPERAND MISSING CR INVALID 
DHKCQR028E CLASS MISSING OR INVALID 
DMKCQR045E useria NOT LOGGED CN 
DMKCQY020E USERID MISSING OR INVALID 
DMKCQY026E OPERAND MISSING OH INVALID 
DMKCQY045E useria NOT LOGGED CN 
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DHKQVM020E OSERID MISSING CE INVALID 

DMKQVM800E COMMAND REJECTED, OTHER VIBTUAL MACHINES 10GGED ON 

DMKQVM801E FREE STORAGE PAGI IS NCT AVAILABLE 

DHKQVM802E COMMAND REJECTED, DEVICES NOT DEDICATED 

DMKQVM803E COMMAND REJECTED, SPOOL DEVICES NCT DRAINED 

DHKQVM806E COMMAND REJECTED, VIRTUAL ADDRESS NOT EQUAL TO REAL ADDRESS 

DMKQVM807E COMMAND REJECTED, Vfi/SP ATTACHED PROCESSOR MODE 

DHKQVM809E COMMAND REJECTED, TEACE/ADSIOP/CCW TEANS IN EFFECT 

READY 

DMKCPB022E VADDR MISSING OR INVALID 
DHKCPB040E DEV addr DOES NOT EXIST 
DMKCPV006E INVALID DEVICE TYPE - addr 

REPEAT 

DMKCS0003E INVALID OPTION - option 
DMKCSO006E INVALID DEVICE TYPE - addr 
DBKCS0013E CONFLICTING OPERAND - operand 
DMKCSO021E RADDR MISSING OB INVALID 
DMKCS0030E COPIES MISSING OR INVALID 
DMKCSO040E DEV addr DOES NOT EXIST 
DHKCSO046E type raddr OFFLINE 
DMKCS0140E type raddr ATTACHED TO userid 
DMKCS0141E type raddr NOT ACTIVE 

RESET 

DHKCPB022E VADDR MISSING OR INVALID 
DMKCPB040E DEV addr DOES NOT EXIST 

REWIND 

DMKCPB006E INVALID DEVICE TYPE - addr 
DMKCPB022E VADDR MISSING OR INVALID 
DMKCPB040E DEV addr DOES NCT EXIST 

SAVESYS 

DMKCFH026E OPERAND MISSING CE INVALID 

DHKCFH044E SYSTEM name DOES NOT EXIST 

DMKCFH170E SYSTEM name EXCEEDS STCRAGE 

DMKCFH171E SYSTEM name VOLIB volid NO! MODNTED 

DMKCFH172E SYSTEM name DASD vaddr INCOMPATIBLE SYSEES 

DMKCFH173E SYSTEM name REQUIRES DASD vaddr 

DMKCFH179E SYSTEM name VOLIB volid NCT CP OWNED 

DMKCFH300E SAVE REQUEST BEYOND VIRTUAL MACHINE SIZE 

DMKCFH435E PAGING ERROE HBITING SAVED SYSTEM 

DHKCFH436E INTERRUPT PENDING. TO PROCEED, TYPE YES- TO END, TYPE NC. 

SCREEN 

DHKCFW002E INVALID OPERAND - operand 
DMKCFW026E OPERAND MISSING CE INVALID 

SEND 

DMKSND020E USEEID MISSING OB INVALID 

DMKSND045E userid NOT LOGGED ON 

DMKSND068E SEND COMMAND FAILED _ BECEIVER {IS NOT DISCONNECTED! HAS NO 

AUTHORIZED SENDER | HAS NC VIRTUAL CONSOLE | HAS CONSOLE INPUT WAIT | 

IS EXECUTING A CONSOLE FUNCTION} 

SET 

DMKCF0003E INVALID OPTION - option 
DMKCFO006E INVALID DEVICE TYPE - addr 
DMKCFO013E CONFLICTING OPTION - option 
DMKCFO020E USERID MISSING OB INVALID 
DMKCFO021E RADDR MISSING OR INVALID 
DMKCFO026E OPERAND MISSING CE INVALID 
DMKCFO040E DEV addr DOES NOT EXIST 
DMKCFO041E LOGMSG nn DOES NCT EXIST 
DMKCFO045E userid NOT LOGGED ON 
DMKCF0046E type raddr OFFLINE 
DMKCFO140E type raddr ATTACHED TO userid 
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DMKCF0143E type radar IN USE EI SYSTEM 

DMKCF0175E {FAVORED |RESEBVE} ALREADY IN USE BY USerid 

DMKCF0184E VM ASSIST NOT AVAILABLE {ON PROCESSOR proc addr} 

DMKCF0186E CP ASSIST NOT AVAILABLE 

DMKCF0188E SPECIFIED PROCESSOR UNAVAILAELE 

DMKCF0199E COMMAND REJECTED; DEVICE radar PENDING OFFLINE 

DMKCFO250E 370E IS NOT AVAII&ELE {ON PRCC XX} 

DMKCF0255W 370E FEATURE NOW DISABLED 

DMKCF0925I SYSTEM AUTO DUMP REALLOCATED TO DASD radar 

DMKCF0953I UNABLE TO ALLOCATE SYSTEM AUTO DUMP 

DMKCFS003E INVALID OPTION - option 

DMKCFS006E INVALID DEVICE TYPE - aaar 

DMKCFS026E OPERAND MISSING CB INVALID 

DMKCFS045E userid NOT LOGGED ON 

DMKCFS046E DEV type raddr OEFLINE 

DMKCFS052E ERROR IN CP DIRECTORY 

DMKCFS053E userid NOT IN CP DIRECTORY 

DMKCFS140E type raddr ATTACHED TO userid 

DMKCFS183E VM ASSIST MOT ACTIVE 

DMKCFS184E VM ASSIST NOT AVAILABLE 

DMKCFS187E TIMER ASSIST NCT AVAILAEIE 

DMKCFS188E SPECIFIED PROCESSOR UNAVAILABLE 

DMKCFS189E AFFINITY NOT SET; SYSTEM IN UNIPROCESSOR MODE 

DMKCFS190I NO AFFINITY SET IN DIRECTORY 

DMKCFS250E 370E IS NOT AVAILABLE {CN EBCC xx} 

DMKCFS251E 370E IS NOT ACTIVE 

DMKCFV062E ECMODE NOT SET ON 

DMKCFV063E SHADOW TABLE EYPASS; NOT SET 

DMKCFV080E NO PREALLOCATED VHSAVE AREA 

DMKCFV082E MORE THAN ONE VMSAVE AREA ALLOCATED; MUST SPECIFY AREA NAME 

DMKMCH003E INVALID OPTION - option 

DMKMCH026E OPERAND MISSING OE INVALID 

DMKMSG003E INVALID OPTION - option 

DMKVAT064E SHADOW TABLE EYPASS; RESET 

SHUTDOWN 
None. 

SLEEP 

DMKCFC002E INVALID OPERAND - operand 

SMSG 

DMKMSG002E USERID MISSING OB INVALID 

DMKMSG045E userid NOT LOGGED ON 

DHKMSG057W userid NOT RECEIVING; {DISCONNECTED | SMSG OFF | NOT AUTHORIZEDI WNG OFF) 

SPACE 

DMKCSO006E INVALID DEVICE TYPE - addr 

DMKCSO021E RADDR MISSING OR INVALID 

DMKCS0040E DEV addr DOES NOT EXIST 

DMKCSO0U6E type raddr OFFLINE 

DMKCSO140E type raddr ATTACHED TO userid 

DMKCS01U1E type raddr NOT ACTIVE 

DMKSPS026E OPERAND MISSING OR INVALID 

DMKSPS028E CLASS MISSING OR INVALID 

DMKSPS026E OPERAND MISSING OR INVALID 

DMKSPS028E CLASS MISSING OR INVALID 

DMKSPS426E {RDR|TAPE} raddr SPOOL SPACE FULL; FILE PURGED 

DMKSPS428E {PRT | PUN |RDR | TAPE} raddr SEOCL ERROR; FILE {HELD| PURGED} 

DMKSPT002E INVALID OPERAND - operand 

DMKSPT003E INVALID OPTION - option 

DMKSPT006E INVALID DEVICE TYPE - addr 

DMKSPT008E INVALID SPOCLID - spoolid 

DMKSPT021E RADDR MISSING OR INVALID 

DMKSPT040E DEV addr DOES NOT EXIST 

DMKSPT046E {DEV rid|type raddr} OFFLINE 

DMKSPT140E type raddr ATTACHED TO userid 

DMKSPT143E type raddr IN USE EY SYSTEM 

DMKSPT199E COMMAND REJECTED; DEVICE raddr PENDING OFFLINE 
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SPMODE 

DNKSPM026E OPERAND MISSING OB INVALID 
DEKSPM804E SINGLE PEOCESSCH HOLE ON REJECTED 
DKKSPM805E SINGLE PEOCESSCE BODE OFF BEJECTED 
DMKSPM808I SINGLE PBOCESSCB HCEE ACTIVE 

SPTAPE 

DHKSPT199E COMMAND REJECTED ; DEVICE raddr PENDING OFFLINE 
DMKSPS037E TAPE raddr INVALID FOE SPTAPE COMMAND 

SPOOL 

DMKCQH013E CONFLICTING OPTION - option 

DMKCQH024E {CYLS | BLKS | FOBM NUMBER} MISSING OB INVALID 

DMKCSO024E {CYLS | BLKS | FOBM NUMBER} MISSING OE INVALID 

DMKCSP003E INVALID OPTIOB - option 

DMKCSP006E INVALID DEVICE TYPE - addr 

DMKCSP007E INVALID USEBIE - userid 

DKKCSP013E CONFLICTING OPERAND - operand 

DMKCSP020E OSERID MISSING OB INVALID 

DMKCSP022E VADDR MISSING OR INVALID 

DMKCSP024E {CYLS| BLKS | FOBM NDHEER} MISSING OB INVALID 

DMKCSP026E OPEBAND MISSING OE INVALID 

DMKCSP028E CLASS MISSIMG CB INVALID 

DMKCSP030E COPIES MISSING OB INVALID 

DMKCSPOUOE DEV addr DOES NOT EXIST 

DMKCSP053E userid NOT IN CP DIRECTOBY 

DHKCSP243E FLASH MISSING CB INVALID 

DHKCSP245E CHARS MISSING OR INVALID 

DHKCSP246E FCB MISSING OB INVALID 

DMKCSP253E MODIFY MISSING OB INVALID 

DMKCSQ024E {CYLS |BLRS | FOBM NDHEER} MISSING OB INVALID 

DMKCSU024E {CYLS | BLKS | FOBM NUMBER} MISSING OR INVALID 

DMKCSV013E CONFLICTING CPTICN - option 

DHKCSV024E {CYLS | BLKS | FORM NUMBER} MISSING OB INVALID 

DMKSPT024E {CYLS | BLKS | FOBM NUMEER} MISSING OB INVALID 

DMKSPT032E DISTCODE MISSING OR INVALID 

START 

DMKCSO003E INVALID OPTION - option 
DMKCSO006E INVALID DEVICE TYPE - addr 
DBKCSC013E CONFLICTING OPERAND - operand 
DMKCSO021E RADDR HISSING OR INVALID 
DMKCSO028E CLASS HISSING OR INVALID 
DMKCS0040E DEV addr DOES NOT EXIST 
DMKCSO046E type raddr OFFLINE 
DMKCSO140E type raddr ATTACHED TO userid 
DHKCS0243E FLASH MISSING OR INVALID 
DHKCS0245E CHARS MISSING CR INVALID 
DMKCS0246E FCB MISSING OR INVALID 
DMKCS0253E MODIFY MISSING OB INVALID 

STCP 

DMKCDSQ04S INVALID HEXLOC - hexloc 

DMKCDS005E INVALID HEXDATA - hexdata 

DMKCDS026E OPERAND MISSIMG CR INVALID 

DMKCDS033E HEXLOC HISSING OB INVALID 

DHKCDS160E HEXLOC hexloc EXCEEDS STORAGE 

DMKCDS162E INVALID ECB x - hexdata 

DMKCDS166E CHANGED SHABED PAGE NOT WRITTEN TO AUXILIARY STORAGE 

DMKVHA161E SHARED PAGE hexlcc ALTERED BY userid 

STORE 

DMKCDS004S INVALID HEXLOC - hexloc 

DMKCDS005E INVALID HEXDATA - hexdata 

DMKCDS010E INVALID REGISTER - register 

DHKCDS012E INVALID PSS - psw 

DMKCDS026E OPERAND MISSING OR INVALID 

DMKCDS033E HEXLOC MISSING OB INVALID 

DMKCDS160E HEXLOC hexloc EXCEEDS STORAGE 

DHKCDS162E INVALID ECR x - hexdata 

DMKCDS163E STORE EXCEEDS MAXIMUM BEGISTER 

DMKCDS164E HEXLOC hexloc NON-ADDRESSAELE STORAGE 

DMKCDS166E CHANGED SHABED PAGE NOT HBITIEN TO AUXILIARY STORAGE 



Appendix A. Command- to-Message Cross Reference 249 



DMK 



DMKVMA181E SHARED SYSTEM name REPLACED WITH NCN-SHARED COPY 

SYSTEM 

DMKCPB012E INVALID PSW - ps* 
DMKCPE026I OPERAND MISSING OR INVALID 

TAG 

DHKCST003E INVALID OPTION - option 
DMKCST006E INVALID DEVICE TYPE - addr 
DMKCST022E VADDR MISSING OR INVALID 
DMKCST026E OPERAND MISSING CR INVALID 
DMKCST027E SPOOLID MISSING OR INVALID 
DMKCSTOttOE DEV addr DOES NOT EXIST 
DMKCST042E SPOOLID nnnn DOES NOT EXIST 
DMKCST424E RDR FILE SPOOL EBEOB; FILE UNCHANGED 

TERMINAL 

DMKCPT002E INVALID OPERAND - operand 
DMKCFT006E INVALID DEVICE TYPE - addr 
DMKGRF157E TERMINAL SCRNSAVE UNSUCCESSFUL 
DMKCFT026E OPERAND MISSING OR INVALID 

TRACE 

DMKTRA002E INVALID OPERAND - operand 

DMKTRA003E INVALID OPTION - option 

DHKTRA013E CONFLICTING OPERAND - operand 

DMKTRA026E OPERAND MISSING CB INVALID 

DMKTRA180E TRACE NOT IN EFFECT 

DMKVMA181E SHARED SYSTEM name REPLACED WITH NCN-SHARED COPY 

TRANSFER 

DMKCSU003E INVALID OPTION - option 
DMKCSU007E INVALID USERID - userid 
DMKCSU008E INVALID SPOCIID - spoolid 
DMKCSU020E USERID MISSING OR INVALID 
DMKCSU026E OPERAND MISSIHG CB INVALID 
DMKCSU027E SPOOLID MISSING OB INVALID 
DMKCSU028E CLASS MISSING OR INVALID 
DMKCSUQ42E SPOOLID nnnn DOES NOT EXIST 
DMKCSU053E userid NOT IN CP DIBECTCBY 

TRAPRED 

DMKTRR002E INVALID OPERAND - operand 

DMKTRR005E INVALID HEXDATA - hexdata 

DMKTRR008E INVALID SPOCLID - spoolid 

DMKTRR026E OPERAND MISSING OE INVALID 

DMKTRR027E SPOOLID MISSING CB INVALID 

DBKTRR0U2E SPOOLID nnnn DOES NOT EXIST CR IS HELD 

DMKTRR301E REQUESTED FILE IS NCT A CPTRAP FILE 

DMKTRR302E I/O ERROR ON 00C - XXXXXXXXXX 

DHKTRR303E 00C READER FILE NCT LOCATAELE 

DMKTRR305I TRAPRED SELECTIVITY RESET 

DMKTRR76UE ERROR IN ROUTINE XXXXXXXX 

UNLOCK 

DMKCPV004S INVALID HEXLOC - hexloc 

DMKCPV009E INVALID RANGE - range 

DMKCPV020E USERID MISSING OR INVALID 

DMKCPV033E HEXLOC MISSING OR INVALID 

DMKCPV0U5E userid NOT LOGGED CN 

DMKCPV160E HEXLOC hexloc EXCEEDS STORAGE 

DMKCPV165I PAGE •hexloc 1 NOT LCCKED; SHARED PAGE 

DMKCPV176E VIRTUAL = REAL AREA IN USE BY {USERID | SYSTEM} 

DHKCPV202E VIRT=REAL AREA NCT AVAILABLE; INSUFFICIENT STORAGE 

DMKCPV203E V=R AREA REQUIRES IPL EY DEVICE ADDRESS 

DMKCPV204E INVALID PAGES {S} SPECIFIED, V=R AREA 

VARY 

DMKCPO049E type raddr IN USE 

DMKCP0121E DASD raddr IN USE EY nnn USEES 

DMKCPO140E type raddr ATTACHED TO userid 

DMKCPOHJ2E type raddr NCT DRAINED 

DMKCP0143E type raddr IN USE BY SYSTEM 
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I DHKCP0198W LAST PATH TO DEVICE radar ON PROCESSOR nn 
| DMKCPP623I CHANNEL SET CONNECTED TO PROCESSOR nn 

DHKCPT003E INVALID OPTION - option 

DMKCPT021E RADDB MISSING CR INVALID 

DMKCPT026E OPERAND HISSING OR INVALID 

DMKCPTOUOE DEV addr DOES NOT EXIST 

DMKCPT046E {DEV ria|type raaar} OFFLINE 

DMKCPT0i»9E type raaar IN OSE 

DHKCPT123E DASD raaar CP OWNED 

DMKCPT124E DASD raaar IN OSE EY nnn USERS 

DMKCPT136E DEVICE {vaaar |raaar} NOT {DEFINED | VARIED} ; CHANNEL XX DEDICATED 

DHKCPT140E type raaar ATTACHEE TO userid 

DMKCPT142E type raadr NOT DBAINED 

DMKCPT143E type raaar IN OSE EI SYSTEH 
| DMKCPT154E DEV raaar VARY FAILED, VARY IN PROCESS 

DMKCPT192E VARY PROCESSOB COMMAND FAIIEE 

DHKCPU021E RADDR HISSING OR INVALID 

DHKCP0191E PROCESSOR nn DOES NOT EXIST 

DHKCP0192E VABY PBOCESSOB COHHAND FAILED 

DHKCP0193I PBOCESSOR nn ONLINE 

DMKCP0194I PROCESSOR nn OFFLINE 

DHKCP0623I CHANNEL SET CONNECTED TO PROCESSOB nn 

DHKCP0812E MSSF RESPONSE CODE TO VARY CP {ON | OFF} IS nnnn 
| DMKCPP623I CHANNEL SET CONNECTED TO PBCCESSOB nn 
| DHKCPT601E CHANNEL CONTBOL CHECK DEV xxx; OSER «userid» 
| DHKCPT602E INTERFACE CONTEOI CHECK DEV xxx; OSEB »useria» 

DHKMCT625I ALTERNATE PROCESSOR RECOVERY SOCCESSFOL; PBOCESSOR nn OFFLINE 

VHDOHP 

DMKVHD009E INVALID RANGE - range 
DHKVMD013E CONFLICTING CPTICN - option 
DHKVHD020E OSERID MISSING OB INVALID 
DMKVMD033E HEXLOC MISSING OB INVALID 

DMKVHD038E PABAHETEB parameter FOE option OPTION MISSING OB INVALID 
DMKVMD053E useria NOT IN CP EIBECTOEY 
| DMKVMD146I VMDUMP FAILED, SPOOLING EBROR 
DMKVMD160E HEXLOC hexloc EXCEEDS STOBAGE 

WNG 

DHKHSG003E INVALID OPTION - option 

DMKMSG020E OSERID HISSING OB INVALID 

DHKMSG045E useria NOT LOGGED ON 

DHKMSG057W useria NOT BECEIVING; {DISCONNECTED! MSG OFF|WNG OFF} 

* 

None. 

CP Spontaneous Messages 

DMKBNH454I DEV ria DISABLED 

DMKRNH462I CTLB »raddr» ONIT CHECK; IP! BEQOIBEE 
DMKRNH463I CTLR 'raddr' ONIT CHECK; BESTABT IM EBOGRESS 
DHKRNH46«H CTLR 'raddr » CC=3; DEPRESS 370X "LOAD" BOTTON 
DMKRNH465I LINE TRACE TERMINATED DOE TO ERROR 
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CMS Message Summary 

ACCESS 

DHSACC002E FILE 'DMSROS TEXT' NOT FOUND 

DMSACC003E INVALID OPTION 'option" 

DMSACC017E INVALID DEVICE ADDRESS «cuu» 

DMSACC048E INVALID MODI 'mode' 

DMSACC059E «cuu» ALREADY ACCESSED AS HEAD/WRITE 'mode' DISK 

DMSACC060E FILE {S} ' f n [ft [fm]]' NOT FCOND. DISK 'mode {cuu}' WILL NOT BE ACCESSED 

DMSACC070E INVALID PARAMETER • parameter' 

DMSACC109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSACC112S 'mode {cuu} ' DEVICE ERROR 

DMSACC113S 'mode {cuu) ' NOT ATTACHED 

DMSACC240S ERROR LOADING READ CS ROUTINE 'DMSROS TEXT' 

DMSACC230W OS DISK-FILEIC AND/OR OPTIONS SPECIFIED ARE IGNORED 

DMSACC723I mode {cuu} {H/C|]3/W} [-CS|-DCS] 

DMSACC724I 'cuu' REPLACES • lode {cuu}' 

DMSACC725I CUU ALSO = 'mode' [-OS|-DOS] DISK 

DMSACC726I 'cuu mode [/ext]' RELEASED 

DMSACO230W OSDISK - FILEID AND/OR OPTION SPECIFIED ARE IGNORED 

AMSERV 

DMSAMS001E NO FILENAME SPECIIIED 

DMSAMS002E FILE 'fnamel AHSIEV NCT ECUND 

DMSAMS003E INVALID OPTION ' option' 

DMSAMS006E NO READ/WRITE DISK ACCESSED FOR • f name2 LISTING' 

DMSAMS007E FILE 'fnamel AMSIRV fm' NOT FIXED, 80-CHAR. RECORDS 

DMSAMS065E 'option' OPTION SPECIFIED TWICE 

DMSAMS066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSAMS070E INVALID PARAMETER 'parameter' 

DMSAMS109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSAMS113S {TAPIN|TAPOUT} {addr} NOT ATTACHED 

DMSAMS136S UNABLE TO LOAD 'IDCAMS' 

DMSAMS228E NO DDNAME ENTERED 

DMSAMS367R ENTER TAPE {INPUT |OUTPUT} DDNAMES: 

DMSAMS722I FILE »fname2 LISTING fm' WILL HOLD AMSERV OUTPUT 

DMSSTT062E INVALID CHARACTER 'char' IN FILEID {'fnamel AMSERV | 'fname2 LISTING'} 

ASM3705 

DMSARN001E NO FILENAME SPECIFIED 

DMSARN002E FILE 'fn ft' NCT JCUND 

DMSARN003E INVALID OPTION 'option' 

DMSARN004W WARNING MESSAGES ISSUED 

DMSAEN006E NO READ/WRITE DISK ACCESSED 

DMSARN007E FILE 'fn ft fm' IS MOT FIXED, 80 CHAR. RECORDS 

DMSARN008W ERROR MESSAGES ISSUED 

DMSARN012W SEVERE ERROR MESSAGES ISSUED 

DMSARN016W TERMINAL ERROR MESSAGES ISSUED 

DMSARX001E NO FILENAME SPECIFIED 

DMSARX002E FILE ' f n ASM3705' NOT FOUND 

DMSARX003E INVALID OPTION 'option' 

DMSARX006E NO READ/WRITE DISK ACCESSED 

DMSARX007E FILE 'fn ASM3705' IS NCT FIXED, 80-CHAR. RECORDS 

DMSARX038E FILEID CONFLICT FOR DDNAME 'ASM3705' 

DMSARX052E MORE THAN 100 CHARS. OF OPTIONS SPECIFIED 

DMSARX070E INVALID PARAMETER 'parameter' 

DMSARX07UE ERROR SETTING/RESETTING AUXILIARY DIRECTORY 

DMSARX075E [DEVICE] devicename {INVALID | ILLEGAL} FOR {INPUT| OUTPUT} 

ASSEMBLE 

DMSASM001E NO FILENAME SPECIFIED 

DMSASM002E FILE 'fn ASSEMBLE' NOT FOUND 

DMSASM003E INVALID OPTION 'option' 

DMSASM006E NO READ/WRITE DISK ACCESSED 

DMSASM007E FILE 'fn ASSEMBLE' IS NOT FIXED, 80-CHAR. RECORDS 

DMSASM038E FILEID CONFLICT FOR DDNAME 'ASSEMBLE' 

DMSASM052E MORE THAN 100 CHARS. OF OPTIONS SPECIFIED 

DMSASM070E INVALID PARAMETER 'parameter' 

DMSASM074E ERROR [RELETTING AUXILIARY DIRECTORY 

DMSASM075E [DEVICE] devicename {INVALID |ILLEGAL} FOR {INPUT|OUTPUT} 
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ASSGN 

DMSASN003E INVALID OPTION 'option* 

DHSASN027E INVALID DEVICE 'device' 

DMSASN028E NO LOGICAL UNIT SPECIFIED 

DMSASN029E INVALID PAEAMETEB 'parameter' IN THE OPTION 'option' FIELD 

DMSASN035E INVALID TAPE MODE 

DMSASN050E PARAMETER HISSING AETER SYSxxx 

DMSASN065E 'option' OPTION SPECIFIED TWICE 

DMSASN066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSASN069E DISK 'mode' NOT ACCESSED 

DHSASN070E INVALID PARAMETER 'parameter' 

DHSASN087E INVALID ASSIGNMENT OF 'SYSxxx' TO DEVICE 'device' 

DMSASN090E INVALID DEVICE CLASS 'device class' FOB 'device' 

DMSASN099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSASN113S • {TAPn|mode|READEE|PUNCH|PEINTER} {cuu} « NOT ATTACHED 

CMSEATCH 

DMSBTB100E NO BATCH PRCCESSCB AVAILAEIE 

DMSBTB101E BATCH NOT LOADED 

DMSBTP105E NO JOB CARL PROVIDED 

DMSBTP106E JOB CARD FORMAT INVALID 

DMSBTP107E CP/CMS COMMAND 'command, {device}' NOT ALLOWED 

DHSBTP108E /SET CARD FORMAT INVALID 

DMSBTP109E {CPU| PRINTER| PUNCH} LIMIT EXCEEDED 

COMPARE 

DMSCMP002E FILE ' f n [ft [fm]]' NOT FOUND 

DMSCMP003E INVALID OPTION 'option' 

DMSCMP005E NO 'option' COLUMN SPECIFIED 

DMSCMP009E COLUMN 'col' EXCEEDS RECORD LENGTH 

DMSCMP010E PREMATURE EOF CN FILE [«fn ft [fm']] 

DMSCMP011E CONFLICTING FILE FORMATS 

DMSCMP019E IDENTICAL FILEIDS 

DMSCMP029E INVALID PAEAMETEB 'parameter' IN THE option 'COL' FIELD 

DMSCMP054E INCOMPLETE EILEID [ » f n [ft]'] SPECIFIED 

DMSCMP062E INVALID * IN FILEID 

DMSCMP069E DISK 'mode' NOT ACCESSED 

DMSCMP104S ERROR 'nn' BEADING FILE 'fn ft fm' FBOM DISK 

DMSCMP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSCMP179I COMPARING 'fn ft fm' WITH ' f n ft fm' 

DMSCMP209W FILES DO NOT COMPARE 

DMSCMP211E COLUMN FIELDS CUT OF SEQUENCE 

COPY 

DMSCPY002E [ INPUT| OVERLAY ] FIIE[ {S} ] [ ' f n [ft [fm]]'] NOT FOUND 

DMSCPY003E INVALID OPTION 'option' 

DMSCPY024E FILE 'fn ft fm» ALREADY EXISTS, SPECIFY 'REPLACE' 

DMSCPY029E INVALID PARAMETER 'parameter' IN THE 'option' OPTION FIELD 

DMSCPY030E FILE 'fn ft fm' ALREADY ACTIVE 

DMSCPY037E DISK 'mode[ {cuu} ]' IS READ/ONLY 

DMSCPY0U2E NO FILEID[ {S} ] SPECIFIED 

DMSCPY048E INVALID MODE 'mode' 

DMSCPY05UE INCOMPLETE FILEID SPECIFIED 

DMSCPY062E INVALID CHAB '[=|*|char]' IN FILEID •[ fn ft fm]' 

DMSCPY063E NO [ {TRANSLATION | SPECIFICATION} ] LIST ENTERED 

DMSCPY064E INVALID [ TRANSLATION ] SPECIFICATION AT OR NEAR ' » 

DMSCPY065E 'option' OPTION SPECIFIED TWICE 

DMSCPY066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSCPY067E COMBINED INPUT FILES ILLEGAL WITH PACK OR UNPACK OPTIONS 

DMSCPY068E INPUT FILE • f n ft fm' NOT IN PACKED FORMAT 

DMSCPY069E DISK MODE NOT ACCESSED 

DMSCPY101S SPECS TEMP STRING STORAGE EXHAUSTED AT ' • 

DMSCPY102S TOO MANY FILEIDS 

DMSCPY103S NUMBER OF SPECS EXCEEDS MAX 20 

DMSCPY156E 'FROM nnn ' NOT FOUND — FILE 'fn ft fm' HAS ONLY 'nun' RECORDS 

DMSCPY157E LABEL 'label' NOT FOUND IN FILE »fn ft fa' 

DMSCPY172E TOLABEL 'label' {EQ0ALS| IS AN INITIAL SUESTRING OF} FRLABEL 'label' 

DMSCPY173E NO RECORDS WERE COPIED TO OUTPUT FILE 'fn ft fm' 

DMSCPY601R ENTER SPECIFICATICN LIST: 

DMSCPY602R ENTER TRANSLATION LIST: 

DMSCPY721I COPY ' f n ft fm' [ {TC| APPEND| CVLY} 'fn ft fm» {OLD|NEW} FILE] 

DMSCPY901T UNEXPECTED ERROR AT 'addr': PLIST 'plist' AT 'addr', BASE 'addr', RC 'nn' 

DMSCPY903T IMPOSSIBLE PHASE CODE 'hh» 
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DBSCPY904T UNEXPECTED UNPACK EBROE AT »addr', BASE 'addr' 

CPEREP 

DHSIFC002E FILE »fn ft [fm]' NOT FOUND 

DHSIFC007E FILE 'fn ft fm' IS MOT FIXED, 80 CHAB. BECOBDS 

DBSIFC023E NO FILETYPE SPECIFIED 

DBSIFC070E INVALID PABABETEE •parameter' 

DBSIFC104S EBROB «nn' BEADING FILE 'fn ft fm' FBOM DISK 

DBSIFC825E CLEAR IS VAIID CN1Y WHEN SEECIFIEE BY ITSELE 

DBSIFC826E EREP TXTLIBS NOT FOUND 

DBSIFC828I CPEREP ZERO OB CLIAB HAS EEEN COHPLETED 

DMSIFC829W ATTEBPTED 'ZEBO' HAS SDPPBESSED. REQUIRES PBIVILEGE CLASS F 

DBSIFC831E BORE THAN 100 CHABS. OF OPTIONS SPECIFIED 

DBSREA830E I/O ERROR READING A BLOCK OF RECORDS FROB THE ERROR RECORDING CYLINDERS 

DBSIFC832S SOFTWARE INCOMPATIBILITY AT THE CEEBEP-EBEP INTERFACE- CODE=nnn 

DEBUG 

DBSDBG113S PRINTER {cuu} NOT AITACHEE 

DBSDBG728I DEBUG ENTERED [EXTERNAL INT| EREAKPCINT nil AT XXXXXX] 

DEFAULTS 

DHSWDF014E INVALID KEYWOED 'function' 

DMSWDF029E INVAVID PABABETEE 'parameter' IN THE OPTION 'option' FIELD 

DHSWDF637E HISSING VALUE FOB THE {PROFILE| FROH| FOB | NOTEBOOK} OPTION 

DBSWDF641E NO {OPTIONS | COBBSND} SPECIFIED 

DBSWDF6U2E DEFAULTS DOES NOT ACCEPT {'CCHBAND' command | 'OPTION' option 

for 'COBHANE'} 
DBSWDF653E EBBOB EXECUTING 'GLCBALV 
DBSSTT062E INVALID CHARACTER 'character' IN FILEID »fn ft fm' 

DISCARD 

DBSWDC651E DISCARD BUST BE ISSUED FOR BDBLISI, PEEK OB FILELIST 
DBSWDC652E HISSING OPEBAND{S}. SPECIEY 'EXECUTE [n] DISCABD* 
DBSWDC653E ERBOB EXECUTING 'command', RC - 'nn« 

DISK 

DBSDSK002E FILE[ {S} ] [ • f n [ft [fm]]'] NOT FOUND 

DBSDSK01UE INVALID FUNCTION 'function' 

DBSDSK037E DISK • mode[ {cuu} ] • IS EEAD/ONLY 

DBSDSK047E NO FUNCTION SPECITIED 

DBSDSK0U8E INVALID BODE 'mod€' 

DBSDSK05IIE INCOMPLETE FILEIE SPECIEIEE 

DBSDSK062E INVALID * IN FILEID [ ' f n ft f m' ] 

DBSDSK070E INVALID PABABETEE 'parameter' 

DBSDSK077E END CARD BISSING FBOB INPUI DECK 

DHSDSK078E INVALID CABE IN IMFUT EECK 

| DBSDSK078W SEQUENCE EBBOB DE1ECTEE LOADING «fn ft' EXPECTED • ' 

| FOUND • » 

DBSDSK104S EBBOB 'nn' BEAEING FILE «fn ft fm' FBOB DISK 

DHSDSK105S EBBOB 'nn» WBITING EILE «fn ft fm' ON DISK 

DBSDSK118S EBBOB PUNCHING FI1E 

DHSDSK12US EBBOB BEADING CAED EILE 

DHSDSK205W BEADEB EBPTY CE NOT BEADY 
| DBSDSK4U5W INVALID DAT IN SEQUENCE FIELD, BYPASSING SEQUENCE CHECK 
| DHSDSK496S BEADEB FILE ALTERED TO DISK LOAD AS: • f n ft fm'. DISK LOAD 
| STOPPED. FILE HAS BEEN LEFT IN YOUB BEADEB 

| DHSDSK550W DATE/TIBE DATA NOT PBESENT FOB FILE 'fn ft' 

DLBL 

DBSDLB001E NO FILENAME SPECITIED 
DBSDLE003E INVALID OPTION 'option' 
DBSDLB005E NO » {CATj BUFSP} « SPECIEIED 
DHSDLB023E NO FILETYPE SPECITIED 
DBSDLB0U8E INVALID BODE 'mode' 
DBSDLB050E PARAMETER BISSING AETER DDNABE 
DBSDLB065E 'option' OPTION SPECIFIED TWICE 
DBSDLB066E 'option' AND 'option' ABE CONFLICTING OPTIONS 
| DBSDLB069E DISK 'mode' NOT ACCESSED 

DHSDLB070E INVALID PABABETEE 'parameter' 
DMSDLB086E INVALID DDNAME 'ddname' 
DBSDLB109S VIBTUAL STOBAGE CAPACITY EXCEEDED 
DBSDLB220B ENTEB DATA SET NAME: 
DBSDLB221E INVALID DATA SET BABE 
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DHSDIB301E 'SYSXXX' NOT ASSIGNED FOB EISK »fm» 

DMSDLB302E NO SYSXXX OPEBAND SPECIFIED 

DMSDLB304E INVALID OPEBAND VALUE 'value' 

DMSDLB305E INCOMPLETE EXTENT BBNGE 

DHSDLB306E SYSXXX NOT ASSIGNED FOB 'IGNOBE' 

DMSDLB307E CATALOG DDNAHE 'ddname' NCT ECUND 

DHSDLB308I 'mode' DISK IN [NON-]CHS FCBBAT: INVALID FOB [ NON- ]CMS DATASET 

DMSDLB320I MAXIMUM NDMEEB OF EISK ENTBIES BECOBDED 

DMSDLB321I MAXIMUM NOMEEB OF EXTENTS BECOBDED 

DMSDLB322I DDNAME 'ddname' NCT FOUND: NO CLEAB EXECUTED 

DMSDLB323I {MASTEB[JOE} CATALOG DLBL CLEABED 

DMSDLB32UI NO OSEB DEFINES EIEI'S IN EFIECT 

DMSDLB330E ENTEB VOLUME SPECIFICATIONS: 

DMSDLB331B ENTEB EXTENT SPECULATIONS : 

DOSLIB 

DMSDSL002E FILE 'fn DOSLIE' NCT FOUND 

DMSDSL003E INVALID OPTION 'option' 

DMSDSL013H PHASE 'phase' NOT FCUND IN LIBBABY 'fn DOSLIB fm' 

DMSDSL014E INVALID FUNCTION 'function' 

DMSDSL037E DISK 'mode' IS BESE/ONIY 

DMSDSL046E NO LIBBABY NAMI SPECIFIED 

DMSDSL047E NO FUNCTION SFECIEIED 

DMSDSL069E DISK 'mode' NOT ACCESSED 

DMSDSL070E INVALID PABAMETEB 'parameter' 

DMSDSL098E NO PHASE NAME SPECIFIED 

DMSDSL104S EBBOB 'nn« BEADING FILE 'fn EOSLIB fm" FBOM DISK 

DMSDSL105S EBBOB 'nn' WEITING FILE 'fn ft fm' ON DISK 

DMSDSL213W LIBBABY 'fn DOSLIE fm' NCT CBEATED 

DOSLKED 

DMSDLK001E NO FILENAME SPECIFIED 

DMSDLK003E INVALID OPTION 'option' 

DMSDLK006E NO BEAD/WBITE DISK ACCESSED 

DMSDLK007E FILE ' f n ft fm' IS NOT FIXED, 80 CHAB. BECOBDS 

DMSDLK070E INVALID PABAMETEB 'parameter' 

DMSDLK099E CMS/DOS ENVIBONMENT NOI ACTIVE 

DMSDLK104S EBBOB 'nn' BEADING FILE 'fn ft fm* FBOM DISK 

DMSDLK105S EBBOB 'nn' HBITING FILE 'fn ft fm' ON DISK 

DMSDLK210E LIBBABY 'fn ft' IS ON A BEAD-ONLY DISK 

DMSDLK245S EBBOB 'nnn» ON PEINTEB 

DSEBV 

DMSDSV003E INVALID OPTION 'option' 

DMSDSV021W NO TBANSIENT DIBECTOBY 

DMSDSV022H NO COBE IMAGE DIBECTOBY 

DMSDSV023W NO BELOCATABLI DIBECTOBY 

DMSDSV024H NO PBOCEDUBE EIEECTCBY 

DMSDSV025W NO SOUBCE STATEMENT DIBECTOBY 

DMSDSV026W 'phase' NOT IN LIEBABY 

DMSDSV027E INVALID DEVICE 'nn' 

DMSDSV027W NO PBIVATE COBE IMAGE LIEBABY 

DMSDSV028W NO {PBIVATE | SYSTEM} TBANSIENT DIBECTOBY ENTBIES 

DMSDSV0U7E NO FUNCTION SPECIIIED 

DMSDSV065E 'option' OPTION SPECIFIED TWICE 

DMSDSV066E 'option' AND 'option' ABE CONFLICTING OPTIONS 

DMSDSV070E INVALID PABAMETEB 'parameter' 

DMSDSV095E INVALID ADDBESS 'address' 

DMSDSV099E CMS/DOS ENVIBONMENI NOT ACTIVE 

DMSDSV105S EBBOB 'nn' WBITING IILE 'DSEBV MAP A5' ON DISK 

DMSD5V245S EBBOB 'nnn' ON PEINTEB 

EDIT 

DMSEDI003E INVALID OPTION 'option' 

DMSEDI024E FILE 'fn ft fm' ALBEADY EXISTS 

DMSEDI029E INVALID PABAMETEB 'parameter' IN THE OPTION 'option' FIELD 

DMSEDIOUUE BECOBD LENGTH EXCEEDS ALICWAELE MAXIMUM 

DMSEDI054E INCOMPLETE FILEIE [ ' f n [ft]'] SPECIFIED 

DMSEDI069E DISK 'mode' NOT ACCESSED 

DMSEDI076E ACTUAL BECOBD LENGTH EXCEEDS THAT SPECIFIED 

DMSEDI10US EBBOB 'nn» BEADING IILE »fn ft fm' FBOM DISK 

DMSEDI105S EBBOB 'nn' NBITING FILE 'fn ft f m ' ON DISK 

DMSEDI117S EBBOB WBITING TO DISPLAY TEBBINAL 
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DHSEDI132S PILE »fn ft fm» TCC IAEGE 

DMSEDI143S UNABLE TO LOAD SAVED SYSTEM CR LOAD MODULE 

DMSEDI14US REQUESTED FILE IS IN ACTIVE STATUS 

ERASE 

DMSERS002E FILE[ {S} ] [«fn [ft £fm]]«] NOT FOUND 

DMSERS003E INVALID OPTION 'option' 

DMSERS037E DISK »mode {cuu} ' IS READ/CNII 

DMSERS048E INVALID MODE 'mode' 

DMSERS054E INCOMPLETE FILEID [ 'fn [ft]'] SPECIFIED 

DMSERS069E DISK 'mode' NOT ACCESSED 

DMSERS070E INVALID PARAMETER 'parameter 1 

DMSERS071E ERASE * * [fm|*] NOT ALLOWED 

DMSERS109T VIRTUAL STORAGE CAPACITY EXCEEDED 

ESERV 

DMSERV001E NO FILENAME SPECIFIED 

DMSERV002E FILE 'fll ESERV NCT FOUND 

DMSERV006E NO READ/WRITE DISK ACCESSED 

DMSERV027E INVALID DEVICE 'device' FOB SYSxxx 

DMSERV037E DISK 'mode' IS READ/ONLY 

DMSERV070E INVALID ARGUMENT 'argument' 

DMSERV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

EXEC 

DMSEXC001E NO FILENAME SPECIFIED 

DMSEXT072E ERROR IN EXEC FILE fn, LINE nnn - message 

EXECIO 

DMSEI0618E NUCEXT FAILED 

DMSEI0621E BAD PLIST: xxxxx 

DMSEI0622E INSUFFICIENT FREE STORAGE FOB EXECIO 

DMSEI0632E I/O ERROR IN EXECIO: RC=nnn FROM 'command' COMMAND 

EXECUTE 

DMSWEX526E OPTION 'CURSOR* VALID IN DISPLAY MODE ONLY 

DMSWEX561E CURSOR IS NCT ON A VAIID DATA FIELD 

DMSWEX654E INVALID SYMEOL 'symbol' {'/O' MUST BE SPECIFIED ALONE| 

INVALID CHARACTER 'char' FOLLOWING •/• SYMEOL} 
DMSWEX651E 'EXECUTE' MUST BE ISSUED FROM FILELIST OR RDRLIST 

EXEC 2 

DMSEXE085E ERROR IN fn ft fm, LINE nnn - message 

DMSEXE175E INVALID EXEC COMMAND 

DMSEXE255T INSUFFICIENT STORAGE FOR EXEC INTERPRETER 

FETCH 

DMSFCH016E NO PRIVATE CORE IMAGE LIERARY FOUND 

DMSFCH104S ERROR 'nn' READING FILE 'fn ft fm' FROM DISK 

DMSFCH109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSFCH113S DISK (CUU) NOT ATTACHED 

DMSFCH115E PHASE LOAD POINT LESS THAN 'address' 

DMSFCH411S INPUT ERROR CODE 'nn' ON {SYSRES | SYSCLB} 

DMSFCH623S PHASE CANNOT BE LOADED AT LOCATION 'location' BECAUSE IT WOULD 

OVERLAY THE CMS NUCLEUS 
DMSFCH777S DOS PARTITION TOO SMALL TO ACCOMMODATE FETCH REQUEST 
DMSFET003E INVALID OPTION 'option' 
DMSFET004E PHASE 'phase' NOT FCUND 

DMSFET029E INVALID PARAMETER 'parameter' IN THE OPTION 'ORIGIN' FIELD 
DMSFET070E INVALID PARAMETEB 'parameter' 
DMSFET098E NO PHASE NAME SPECIFIED 
DMSFET099E CMS/DOS ENVIRONMENT NOT ACTIVE 
DMSFET623S PHASE CANNOT BE LOADED AT LOCATION 'location' BECAUSE IT WOULD 

OVERLAY THE CMS NUCLEUS 
DMSFET710I PHASE 'phase' ENTRY POINT AT LOCATION XXXXXX 
DMSLIO055E NO ENTRY POINT DEFINED 
DMSLIO740I EXECUTION BEGINS... 

FILEDEF 

DMSFLD003E INVALID OPTION 'option' 

DMSFLD023E NO FILETYPE SPECIFIED 

DMSFLD027E INVALID DEVICE 'device name' 

DMSFLD029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 
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DMSFLD035E INVALID TAPE MCDE 

DMSFLD050E PARAMETEE MISSING AFTEE DDNAHE 

DMSFLD065E 'option' OPTICS SPECIFIED TWICE 

DMSFLD066E 'option' AND 'option' ABE CONFLICTING OPTIONS 

DHSFLD069I DISK 'mode' NOT ACCESSED 

DHSFLD070E INVALID PABAMETEB • parameter' 

DMSFLD220R ENTER DATA SET SANE: 

DHSFLD221E INVALID DATA SET NAME 'data set na«e» 

DMSFLD224E FILEID ALREADY IN OSE 

DMSFLDU20E NSL EXIT FILENAME MISSING OR INVALID 

DMSFLD704I INVALID CLEAR BEQUEST 

DMSSTT228I USER LABELS BYPASSED ON DATA SET 'data set name' 

DMSFLD321H NO DSER DEFINED IILEDEJ's IN EFFECT 

FILELIST 

DMSWFL002E FILE 'fn ft fm' NCI FOOND 

DMSWFL003E INVALID OPTION 'option' 

DMSWFL054E INCOMPLETE FILEIE SPECIIIED 

DMSWFL070E INVALID PABAMETEB 'parameter' 

DMSWFL680E INVALID FILEID SPECIFIED WITH 'FILELIST' OPTION 

DMSWFL637E MISSING VALUE FOE THE 'PBOFIIE' OPIION 

DMSWFL651E 'APPEND' MOST BE ISSUED FOB BDBLIST OB FILELIST 

DMSSTT062E INVALID CHABACTEB 'character' IN FILEID 'fn ft fm» 

FOBMAT 

DMSFOB003E INVALID OPTION 'option' 

DMSFOE005E NO 'option' SPECIFIED 

DMSFOB017E INVALID DEVICE ADDRESS 'cuu' 

DMSFOB028E NO DEVICE SPECIFIED 

DMSFOB037E DISK 'mode[ {cuu} ] • IS BEAD/ONLY 

DMSFOB048E INVALID MODE 'mode' 

DMSFOB069E DISK {'mode » | 'cuu •} NOT ACCESSED 

DMSFOB070E INVALID PABAMETEB 'parameter* 

DMSFOB113S {TAPn{cuu} | mode {cuu} | READER | PUNCH | PRINTER} NOT ATTACHED 

DMSFOB114S 'CUU' IS AN UNSUPPORTED DEVICE TYPE 

DMSFOR125S PERMANENT DNIT CHECK ON DISK 'mode{CUU}' 

DMSFOR114S 'CUU' IS AN UNSUPPORTED DEVICE, OR REQUESTED BLKSIZE IS NOT 

SUPPORTED FOR THE DEVICE 
DMSFOR126S ERROR {READ| WBIT} ING LABEL ON DISK »mode{cuu}» 
DMSFOB214W CANNOT RECOMPUTE WITHOUT LOSS OF DATA. NO CHANGE. 
DMSFOB216E INSUFFICIENT BLOCKS ON BISK TO SUPPOBT CMS BISK STBUCTUBE 
DMSFOB603B FORMAT WILL ERASE ALL FILES CN DISK »mode{cuu}«. 

DO YOU WISH TO CONTINUE? {YES | NO}: 
DMSFOR605R ENTER DISK LABEL: 
DMSFOB705I DISK REMAINS UNCHANGED 

DMSFOE732I 'nnn» CYLINDERS FOBMATIEE ON DISK »mode{cuu}' 

DHSFOB732I 'nnn* {CYLINDEBS | FE-51 2 BLOCKS} FCBHATTED ON DISK « mode {cuu} • 
DMSFOB733I FOBMATTING DISK 'mode' 

GENDIBT 

DMSGND002W FILE£ {S} ] [ 'f n [ft [fm]]'] NCT FOUND 
DMSGNB021E ENTRY POINT 'name' NOT FODND 
DMSGND022E NO DIRECTORY NAME SEECIFIED 
DMSGND070E INVALID PARAMETER 'parameter' 

GENMOD 

DMSMOD003E INVALID OPTION 'option' 

DMSMOD005E NO »£FROM|TC} ENTRY' SPECIFIED 

DMSMOD021E ENTRY POINT 'name' NOT FOUND 

DMSMOD032E INVALID FILETYPE 'ft' 

DMSMOD037E DISK 'mode' IS READ/ONLY 

DMSMOD040E NO FILES LOADED 

DMSMOD070E INVALID PARAMETER 'parameter' 

DMSMOD084E INVALID USE OF 'FRCM' AND 'TC OPTIONS 

DMSMOD105S ERROR 'nn' WRITING FILE 'fn ft fm' ON DISK 

DMSSTT048E INVALID MODE 'mode' 

DMSSTT069E DISK 'mode' NOT ACCESSED 
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GEN3705 

DBSGBN002E FILE » f n ft [£■]» NOT FOUND 

DBSGBN003E INVALID OPTION 'option' 

DMSGBN007E PILE • f n ft' IS NOT FIXED, 80 CHAB. BECOBDS 

DBSGBN048E INVALID MODE 'mode' 

DBSGBN054E INCOMPLETE FILEIE SPECIFIED 

DMSGBN078E INVALID CABD IS INPUT FILE • 80 character card image' 

GLOBAL 

DMSGLB002W FILE 'fn ft' NOT FOUND 
DMSGLB014E INVALID FONCTION • function* 
DMSGLB047E NO FUNCTION SPECIFIED 
DMSGLB108S MOBE THAN 8 LIEBABIES SPECIFIED 

GLOBALV 

DMSGLO047E NO FUNCTION SPECIEIED 

DMSGLO104S EEBOB 'nn' BEADING FILE 'fn ft fm' FBOM DISK 

DBSGLC618E NUCEXT FAILED 

DMSGL0622E INSUFFICIENT EBEE STOBAGE - NO TAELE HADE 

DMSGL0628E INVALID GLOBALV IUNCTION 'function* 

DMSGL0631E SETL/SETLP/SETLS CAN ONLY EE EXECUTED FBOM AN EXEC 2 EXEC OB AS A CMS COMMAND 

DBSGL0649E EXTBANEOUS PABAMETEB 'parameter' 

HELP 

DMSHLP002E INPUT FILE {S} • f n ft fm' NOT FOUND 

DMSHLP003E INVALID OPTION 'option' 

DMSHLP104S EBBOE 'nn' BEADING FILE 'fn ft fm' FBOM DISK 

DMSHLP109S VIBTUAL STOBAGE CAPACITY EXCEEDED 

DMSHLP250S I/O EBBOB OB DEVICE EBBOB 

DMSHLP251E HELP PEOCESSING EBBOB CODE nn - 'description' 

DMSHLP252E VALID OPTIONS SEE = DESC FCBB PABM ALL 
| DMSHLF254E HELP CANNOT FIND THE INFOBBATION YOU BEQUESTED. IF NOT 
| MISSPELLED, PLEASE ENTEB 'BELP' FOB MENU SELECTION OB 

| 'HELP HELP* FOB THE HELP COMMAND 

| DMSHEL529E 'subcommand' SUBCOMMAND IS ONLY VALID IN EDITING MODE 
| DMSHEL545E MISSING OPEBAND {S} 

| DMSHEL561E CUBSOB IS NOT ON ft VALID DftTA FIELD 
| DMSHEL640E UNABLE TO ACCESS BELP DISK {cuu} , BC=nn FBOM ACCESS COMMAND 

DBSHLP907T I/O EBBOB ON FILE • f n ft fm' 

| IDENTIFY 

| DMSIDE003E INVALID OPTION 'nn' 

| DMSIDE056E FILE »fn ft' CONTAINS INVALID BECOBD FOBMAT 

| DMSIDE070E INVALID PABAMETEB 'parameter' 

| DMSIDE104S EBBOB »nn' BEADING FILE «fn ft fm' FBOM DISK 

IMAGEBOD 

DMSIMA001E NO FILENAME SPECIEIED 

DMSIHA002E FILE 'fn ft' NOT FOUND 

DMSIMA003E INVALID OPTION 'option' 

DMSIMA013E MEMBEB 'name' NOT FOUND IN LIBBABY 'libname' 

DMSIMA014E INVALID FUNCTION 'function' 

DMSIMA046E NO LIBBABY NAME SPECIFIED 

DMSIMA047E NO FUNCTION SPECIFIED 

DMSIMA346E EBBOB »nn' LOADING • f n ft' FBOM DISK 

DMSIMA347E EBBOB 'nn' LOADING LIBBABY 'libname' 

DMSIMA348E EBBOB »nn' SAVING LIBBABY 'Xitname' 

DMSIMA349E INVALID LIBBABY 'libname* 

DMSIMA751E MEMBEB 'name' FOUND IN LIBBABY 'libname' 

INCLUDE 

DHSLGT002I FILE • f n TXTLIB' NOT FOUND 

DMSLIO001E NO FILENAME SPECIFIED 

DBSLIO002E FILE [ » f n [ft [fm]]'] NOT FOUND 

DBSLIO003E INVALID OPTION 'option' 

DHSLIO005E NO 'option' SPECIEIED 

DMSLIO021E ENTBY POINT »name' NOT FOUND 

DMSLIO029E INVALID PABAMETEB 'parameter' IN THE OPTION 'option' FIELD 

DMSLIO055E NO ENTBY POINT DEFINED 

DBSLIO056E FILE ' f n ft fm' CONTAINS INVALID BECOBD FOBBATS 

DMSLI0099E CMS/DOS ENVIBONMENT ACTIVE 

DHSLI0104S EBBOB *nn« BEADING FILE 'fn ft fm' FBOM DISK 

DMSLI0105S EBBOB »nn» UBITING FILE 'fn ft fm' ON DISK 
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DHSLI01Q9S VIETOAL STOBAGE CAPACITY EXCEEDED 

DMSLI0116S LOADEB TABU CVEBFLCW 

DMSLI0168S PSEODO BEGISTEE TABLE CVEBFLCW 

DBSLI0169S ESDID TABLE CVEBFLCW 

DMSLIO201W THE FOLLOWING NAMES ABE UNDEFINED: 

DMSLIO202W DUPLICATE IDENTIFIES 'identifier 1 

DHSLIO203W "SET LOCATION COUNTEB" NAME 'name' UNDEFINED 

DMSLI0206W PSEUDO BEGISTEE ALIGNMENT EBEOB 
| DHSLI0623S MODULE CANNOT BE LOADED AT LOCATION 'location' BECAUSE IT WOULD 
| OVEBLAY THE CMS KUCLEUS 

DMSLIO740I EXECUTION BEGINS ... 

DMSLI0907T I/O EBBOB ON FILE «fn ft fm' 

IOCP 

DMSICP001E NO FILENAME SPECIFIED 

DMKICP002E FILE 'filename' IOCP NCT FOUND 

DMSICP003E INVALID OPTION 'option' 

DMSICP006E NO BEAD/WBITE DISK ACCESSEE 

DMSICP007E FILE 'filename' IOCP IS NOT FIXED, 80 CHAB. BECOBDS 

DMSICP038E FILEID CONFLICT FOB DDKAME 'SYSIN' 

DMSICP070E INVALID PAEAMETEE 'parameter' 

DMSICP075E [DEVICE] devicename INVALID FOB {INPUT IOUTPUT} 

DHSICP099E CMS/DOS ENVIBONMENI ACTIVE 

LABELDEF 

DMSLBD003E INVALID OPTION - option 

DMSLBD029E INVALID PAEAMETEE 'parameter' IN THE OPTION 'option' FIELD 

DMSLBD065E 'option' OPTICN SPECIFI1E TWICE 

DMSLBD066E 'option' and 'option' ABE CONFLICTING OPTIONS 

DMSLBD070E INVALID PAEAMETEE 'parameter' 

DMSLBD221E INVALID DATA SET NAME 

DMSLBD324I NO USEE DEFINED ISEELDEF's IN EFFECT 

DMSLBD70m INVALID CLEAE BEQUEST 

LISTDS 

DMSLDS002E DATA SET NOT FOUND 

DMSLDS003E INVALID OPTICN 'option' 

BMSLDS048E INVALID MODE 'mode' 

DHSLDS069E DISK 'mode' NCT fiCCESSID 

DMSLDS220E ENTEB DATA SET NAME: 

DMSLDS221E INVALID DATA SET DAME 

DMSLDS222E I/O EBEOE BEADING 'data set name' FBOM {'f m' | OS| DOS} DISK 

DMSLDS223E NO FILEMODE SPECIFIED 

DMSLDS226E NO DATA SET NAME ALLOWED WITH FEEE OPTION 

DMSLDS227W INVALID EXTENT FCUND FOE • datasetname' ON {'f m' |OS |DOS} DISK 

DMSLDS229I NO MEMBEBS FOUND 

DMSLDS231E I/O EBBOB BEADING VTOC FBCB 'fm' DISK 

DMSLDS233I NO FEEE SPACE AVAILABLE ON «fm« DISK 

LISTFILE 

DMSLST002E FILE NOT FOUND 

DMSLST003E INVALID OPTICN 'option' 

DMSLST037E DISK • mode[ {cuu} ] ' IS BEAD/ONLY 

DMSLST048E INVALID MODE 'mode' 

DMSLST066E 'option' and 'option' ABE CONFLICTING OPTIONS 

DMSLST069E DISK { 'mode « | 'cuu •} NOT ACCESSED 

DMSLST070E INVALID PAEAMETEE 'parameter' 

DMSLST105S EEEOB 'nn' WBITING FILE 'fn ft fm' ON DISK 

LISTIO 

DHSLLU003E INVALID OPTION 'option' 

DMSLLU006E NO EEAD/WEITE »A' DISK ACCESSED 

DMSLLU070E INVALID PAEAMETEE 'parameter' 

DMSLLU099E CMS/DOS ENVIEONMENT NOT ACTIVE 

DHSLLU105S EBBOB 'nn' WBITING FILE '$IISTIO EXEC A1 • ON DISK 

DMSLLU303E NO SYSXXX SATISFIES EEC.UEST 

LKED 

DMSLKD001E NO FILENAME SPECIFIED 
DBSLKD002E FILE ' f n ft' NOT FOUND 
DMSLKD001W WABNING MESSAGES ISSUED 
DMSLKD005E NO 'keyword' SPECIFIED 
DMSLKD006E NO EEAD/WEITE DISK ACCESSED 
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DMSLKD007E FILE »fn ft' IS KCT FIXED, 80-CHAB. BECOHDS 
DMSLKD008W EREOR MESSAGES ISSUED 
DMSLKD012W SEVERE ERROE MESSAGES ISSUED 
DHSLKD016W TERMINAL ERROR MESSAGES ISSUED 
DMSLKD070E INVALID PARAMETEE 'parameter* 

LOAD 

DMSLGT002I FILE 'fn' TXTLIB HOT FCUND 

DMSLIO001E NO FILENAME SPECIIIED 

DMSLIO002E FILE[ {S} ] ['fn [ft [fm]]»] NCT FOUND 

DBSLIO003E INVALID OPTION 'option' 

DMSLI0005E NO 'option' SPECIIIED 

DBSLIO021E ENTRY POINT 'name' NOT FOUND 

DMSLIO029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSLIO055E NO ENTRY POINT DEIINED 

DHSLIO056E FILE • f n ft fm' CONTAINS INVALID RECORD FORMATS 

DMSLIO099E CMS/DOS ENVIBCNMEKT ACTIVE 

DBSLIO104S ERROR 'nn' READING FILE 'fn ft fm' FROM DISK 

DMSLIO105S ERROR 'nn' WRITING FILE 'fn ft fm' ON DISK 

DMSLIO109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSLI0116S LOADER TABLE CVEEILCW 

DMSLI0168S PSEUDO REGISTER TABLE OVERFLOW 

DMSLI0169S ESDID TABLE OVEEFICW 

DMSLIO201W THE FOLLOWING NAMES ARE UNDEFINED: 

DMSLIO202W DUPLICATE IDENTIEIEE ' IDENTIFIER • 

DMSLIC203W "SET LOCATION COUNTER" NAME 'name' UNDEFINED 

DMSLIO206W PSEUDO REGISTER ALIGNMENT ERROR 

DBSLI0623S MODULE CANNOT EE 10ADED AT LOCATION 'location' BECAUSE IT WOULD 

OVERLAY THE CMS NUCLEUS 
DMSLIO740I EXECUTION BEGINS ... 
DBSLIO907T I/O ERROR ON FILE 'fn ft fm' 
DMSSTT062E INVALID * IN FILE1D 

LOADMOD 

DMSMOD001E NO FILENAME SPECIFIED 

DMSMOD002E FILE [ ' f n [ft]'] ACT FOUND 

DMSMOD032E INVALID FILETYPE 'ft' 

DMSMOD070E INVALID PAEAMETEB 'parameter* 

DMSMOD104S ERROR 'nn' READING FILE 'fn ft fm' FROM DISK 

DMSMOD109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSMOD114E * f n ft fm' NOT LOADED; CMS/DCS ENVIBONHENT [NOT] ACTIVE 

DMSMOD116S LOADER TABLE CVE1ILCW 

DMSSLN002E FILE ' f n ft' NOT IO0ND 

DMSSLN101E ERROR 'nn' READING FILE »fn ft fm* FROM DISK 

DMSSTT0a8E INVALID MODE 'mode' 

MACLIB 

DBSLBM001E NO FILENAME SPECIFIED 

DMSLBM002E FILE [ ' f n [ft]'] HOT FCUND 

DMSLBM002W FILE ' f n ft [fm]» NOT FOUND 

DBSLBM003E INVALID OPTION 'option' 

DMSLBM013W MEMBER 'name' NOT FOUND IN LIBRARY ' f n ft fm' 

DBSLBM014E INVALID FUNCTION 'function' 

DBSLBM037E DISK ' mode[ {cuu} ] ' IS READ/ONLY 

DBSLBM046E NO LIBRARY NAME SPECIFIED 

DBSLBM047E NO FUNCTION SPECIIIED 

DMSLBM056E FILE 'fn ft fm' CCNTAINS INVALID RECORD FORMATS 

DBSLBM069E DISK 'mode' NOT ACCESSED 

DMSLBM070E INVALID PAEAMETEB 'parameter' 

DBSLBM10HS ERROR 'nn' READING FILE »fn ft fm' FROM DISK 

DMSLBM105S ERROR 'nn' WRITING FILE *fn ft fm* ON DISK 

DMSLBM109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DBSLBM157S MACLIB LIMIT EXCEEDED [, LAST MEMEER NAME ADDED WAS ' membername* ] 

DBSLBM167S PREVIOUS MACLIB FUNCTION NOT FINISHED 

DMSLBM213W LIBRARY 'fn ft fm' NOT CREATED 

DKSLBM907T I/O ERROR ON FILE ' f n ft fm* 

MODMAP 

DMSMDP001E NO FILENAME SPECIFIED 

DMSMDE002E FILE [ • f n [ft [fm]]»] NOT FCUND 

DMSMDP018E NO LOAD MAP AVAILAELE 

DMSMDP070E INVALID PARAMETEE 'parameter* 
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MOVEFILE 

DMSMVE002E FILE[ {S} ][ ' f n [ft [fm]]'] NOT FOUND 

DMSMVE003E INVALID OPTION •option* 

DMSMVE037E OUTPUT DISK »moae' IS BEAD/ONLY 

DMSMVE041E INPUT AND O0TP0T FILES ARE TBE SAME 

DMSMVE069E OUTPUT DISK 'moae' IS NOT ACCESSED 

DMSMVE070E INVALID PARAMETER 'parameter' 

DMSMVE073E UNABLE TO OPEN FILE aaname 

DMSMVE075E DEVICE 'device name' IILEGAL FOR {INPUT|OUTPUT} 

DMSMVE086E INVALID DDNAME 'ddname' 

DMSMVE127S UNSUPPORTED DEVICE FOR 'aaname' 

DMSMVE128S I/O ERROR ON INPUT AFTER READING 'nnnn' RECORDS: INPUT ERROR CODE code ON aaname 

DMSMVE129S I/O ERROR ON OUTPUT WRITING RECORD NUMBER 'nnnn': OUTPUT ERROR code ON aaname 

DMSMVE130S BLOCKSIZE ON V FORMAT FILE 'ddname' IS LESS THAN 9 

DMSMVE225I PDS MEMBER 'membername' MOVED 

DMSMVE226I END OF PDS MOVE 

DMSMVE232E INVALID RECFM — SPANNED RECORDS NCT SUPPORTED 

DMSMVE706I TERM INPUT — TYPE NULL LINE FOR END OF DATA 

DMSMVE708I DISK FILE 'FILE aaname A1« ASSUMED FOR DDNAME 'aaname' 

NAMEFIND 

DMSNAM002E FILE 'fn ft fm' NCT FOUND 

DMSNAM003E INVALID OPTION 'option' 

DMSNAM029E INVALID PARAMETER 'parm' IN THE OPTION 'option' FIELD 

DMSNAH104S ERROR 'nn' READING FILE 'fn ft fm' FRO DISK 

DMSNAM156E RECORD NOT FOUND - BILE 'fn ft fm' HAS ONLY 'nnn» RECORDS 

DMSNAM618E NUCEXT FAILED 

DMSNAM621E BAD PLIST: NAMEFIND MUST BE INVOKED AS A NUCLEUS EXTENSION 

DMSNAM622E INSUFFICIENT TREE STORAGE BOB NAMEFIND 

DMSNAM622W INSUFFICIENT FREE STORAGE FOR NAMEFIND BUFFER, PROCESSING CONTINUES 

DMSNAM633E TOO MANY TAGS HERE ENCOUNTERED. MAXIMUM IS 64 PER LINE 

DMSNAM633W RETURNED VALUES WERE TRUNCATED 

DMSNAM634E NO VALUE TO SEARCH FOR WAS SPECIFIED 

DMSNAM635I NO ENTRIES WERE FOUND THAT MATCHED YOUR SEARCH CRITERIA 

DMSNAM637E MISSING VALUE FOR THE 'option' OPTION 

NAMES 

DHSWNM649E EXTRANEOUS PARAMETER 'value' 

DMSWNM656E ERROR SEARCHING YOUR NAMES FILE, EC = XX FROM NAMEFIND COMMAND 

DMSWNM657E UNDEFINED PFKEI 

DMSWNM658W THE VALUE FOR THE 'tag' TAG IS TOO LONG TO DISPLAY IN THE PANEL 

DMSWNM660E THE NICKNAME FIEIE MUST EE IILLED IN 

DMSWNM660W WARNING: THIS ENTRY DUPLICATES AN EXISTING NICKNAME 

DMSWNM662E YOU ARE NOT ON AN ENTRY. PRESS PF 5, 7 OR 8 TO MOVE TO AN ENTRY 

DMSWNM645W THE USER TAG NAME 'tagname* IS TOO LONG TO DISPLAY IN THE PANEL 

DMSWNM664E {ENTRY|NEXT ENTRY | PREVIOUS ENTRY} HOT FOUND 

NOTE 

DMSWNT003E INVALID OPTION 'option' 

DMSWNT006E NO READ/WRITE DISK ACCESSED 

DMSWNT062E INVALID CHARACTER 'character' IN FILEID » f n ft' 

DMSWNT637E MISSING {VALUE | 'value' } FOR THE {'option' OPTION| 'operana' | OPERAND} 

DMSWNT647E DSERID NOT SPECIFIED FOB 'nickname' IN 'USERID NAMES' FILE 

DMSWNT651E {'CANCEL' | 'ADD'} MUST BE ISSUED FRCM NOTE 

DMSWNT665E FILE 'USERID NOTE *' NCT FCDND. TO BEGIN A NEW NOTE ENTER "NOTE name" 

DMSWNT666E NOTE ALREADY EXISTS. ENTER 'NOTE' TO CONTINUE OR SPECIFY 'REPLACE' 

DMSWNT667E NOTE HEADER DOES NOT CONTAIN THE {KEYWORD 'FROM' | KEYWORD 'TO: « | 'OPTIONS' | • DATE' LINE} 

DMSWNT668E THE 'ADD' OPTION BUST EE SEECIFIEE ALONE 

DMSWNT669E LIST OF ADDRESSES CANNOT BEGIN WITH 'CC:» 

DMSWNT670E NO NAMES TO BE ADDED WERE FCUND 

NUCXDROP 

DMSNXD050E PARAMETER MISSING AFTER NUCXDROP 

DMSNXD070E INVALID ARGUMENT 'argument' 

DMSNXD616W 'name' DOES NOT EXIST 

DMSNXD617E ERROR CODE n FROM DMSFRET WHILE UNLOADING 'moaule name' MODULE 

DMSNXD624W NO NUCLEUS EXTENSIONS ARE LOADED 
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NOCIIOAD 

DMSNXL001E NO FILENAME SPECIFIED 

DMSNXL070E INVALID ARGUMENT 'argument' 

DMSNXL104S EEBOR 'nn' BEADING FILE 'fn ft fm' FEOH DISK 

DMSNXL589E HISSING FILEDEF FOE DDNAHE ddname 

DMSNXL618E NUCEXT FAILED 

DMSNXL619E MODULE 'module name' NCT FCDND 

DHSNXL622E INSUFFICIENT FBEE STORAGE 

NUCXMAP 

DHSNXM070E INVALID PABAMETEE » parameter' 
DMSNXM622E INSUFFICIENT FBEE STORAGE {nn ENTRIES} 
DHSNXM621I NO NUCLEUS EXTENSIONS ARE ICADED 

OPTION 

DMSOPT070E INVALID PABAMETEB 'parameter' 
DMSOPT099E CMS/DOS ENVIRONMENT NOT ACTIVE 

PEEK 

DHSWPK003E INVALID OPTION 'option' 

DMSWPK029E INVALID PARAMETER 'parm' IN THE OPTION 'option' FIELD 

DMSWPK132S FILE IS TOO IABGE 

DMSWPK156E FROM 'nnn' NOT FOUND - THE FILE HAS ONLY «nnn« RECORDS 

DMSWPK630S ERROR ACCESSING SECCL PILE 

DMSWPK637E MISSING VALUE FOE THE {PROEILE|FRCH| FOB} OPTION 

DMSWPK643E NO CLASS 'class' EIIES IN ?CUB BEAEER 

DMSWPK64UE ALL READEB FILES ABE IN HOLD STATUS OB NOT CLASS 'class' 

DMSWPK649E EXTBANEOUS PABAMETEB 'value' 

DMSWPK650E INVALID SPOOLID ' nnnn' 

DMSWPK655E SPOOLID 'nnnn' CCES NOT EXIST 

DHSWPK672E VIRTUAL BEADEB INVALID CB NOT DEFINED 

DMSWPK674E BEADER IS NCT BEAEI 

DMSWPK683E THE ENTIRE FILE HUST BE PEEKED AT TO BE REFORMATTED 

DMSWPK684E FILE CONTAINS INVALID RECOEDS AND CANNOT EE REFORMATTED 

DMSWPK685E THE FILE IS TOO LAEGE TO BE EEFORMATTED 

DMSWPK686E THE FILE HAS AN LEECL GREATER THAN 255 AND CANNOT BE REFORMATTED 

DMSSTT062E INVALID CHARACTER 'character' IN FIIEID • f n ft fm' 

PRELOAD 

DHSPRE001E NO FILENAME SPECIFIED 
DMSPRE002E FILE 'fn ft fm' NCT FOUND 
DMSPRE109S VIRTUAL STORAGE CAPACITY EXCEEDED 
DMSPRE183E INVALID CONTROL FI1E CCNTECI CARD 
DMSPBE234E EBROR IN LOAD LIST FILE 'fn ft fm' [NO INPUT] 
DMSPBE235E EBROB 'n' IN INPUT TEXT FIIE 'fn ft [fm]' 
DMSPBE236E UNBESOLVED EXTEBNAL BEFEBENCE {S} ENCCUNTEBED 
DMSPBE237E DUPLICATE EXTEBNAL SYMBOL {S} ENCOUNTEBED 
DMSPRE238E PRELOADER PROCESSING ERBOB 

PBINT 

DMSPBT002E FILE 'fn ft fm' NCT FOUND 

DHSPET003E INVALID OPTION 'option' 

DMSPBT008E DEVICE 'cuu* {INVALID CE NONEXISTENT | UNSUPPORTED DEVICE TYPE} 

DMSPBT013E MEMBEB 'name' NOT FOUND IN LIBBABY 

DMSPRT029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSPRT033E FILE 'fn ft fm' IS NOT A IIEEARY 

DMSPRT039E NO ENTRIES IN IIEEARY ' f n ft fm' 

DMSPRT044E RECORD LENGTH EXCEEDS ALLOWABLE MAXIMUM 

DMSPRT0U8E INVALID MODE 'mode' 

DMSPRT054E INCOMPLETE FILEIE SPECIFIED 

DMSPRT062E INVALID * IN FILEIE 

DMSPRT069E DISK 'mode' NOT ACCESSED 

DMSPRT070E INVALID PARAMETEB *parameter • 

DKSPRT104S ERROR »nn' READING FILE 'fn ft fm' FROM DISK 

DMSPRT123S ERBOB 'nn' PBINTING FILE • f n ft fm' 

PSEBV 

DMSPBV003E INVALID OPTION 'option' 
DMSPBV004E PBOCEDUBE 'procedure' NOT FOUND 
DMSPBV006E NO READ/WRITE 'A' DISK ACCESSED 
DMSPBV037E DISK 'A' IS BEAD/ONLY 
DMSPBV070E INVALID PABAMETER 'parameter' 
DMSPRV097E NO 'SYSRES' VOLUME ACTIVE 

262 IBM VH/SP System Messages and Codes 



DBS 



DMSPRV098E NO PROCEDURE NAME SPECIFIED 

DMSPRV099E CBS/DOS ENVIRONMENT MOT ACTIVE 

DMSPRV105S ERROR »nn' WRITING PILE 'fn ft fm' TO DISK 

DMSPRV113S DISK {cuu} NOT ATTACHED 

DMSPRV411S INPOT ERROR CODE »nn' ON 'SISRES' 

PUNCH 

DMSPUN002E FILE »fn« NOT FOUND 

DHSPON003E INVALID OPTION 'option' 

DMSPUN008E DEVICE 'cuu' {INVALID OR NONEXISTENT | UNSUPPORTED DEVICE TYPE} 

DMSPUN013E MEMBER 'name' NOT FCUNE IN IIERARY 

DHSPUN033E FILE • f n ft fm' IS NOT A LIBRARY 

DMSPUN039E NO ENTRIES IN IIERAHY »fn ft fm« 

DMSPUN044E RECORD LENGTH EXCEEDS ALLOWABLE MAXIMUM 

DMSPUN054E INCOMPLETE FIIEIE SEECIIIEE 

DMSPUN062E INVALID * IN EILEID 

DMSPUN069E DISK 'mode' NOT ACCESSED 

DMSPUN104S ERROR »nn' READING FILE 'fn ft fm' FROH DISK 

DMSPUN118S ERROR PUNCHING FILE 'fll ft fm' 

DMSPUN125S ERROR »nn' PUNCHING FILE • f n ft fm' 

QUERY 

DMSQRY005E NO 'option' SPECIFIED 

DMSQRY014E INVALID FUNCTION 'function' 

DMSQRY026E INVALID PARAMETER 'parameter' FOR 'function' FUNCTION 

DMSQRY047E NO FUNCTION SPECIFIED 

DMSQRY070E INVALID PARAMETER 'parameter' 

DMSQRY099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSQRY324E NO USER DEFINED {DLBL| FILEDEF| LABELDEF} ' S IN EFFECT 

RDR 

DMSRDR070E INVALID PARAMETER «parm» 
DMSRDR630S ERROR ACCESSING SPCCL IILE 

RDRLIST 

DMSWRL003E INVALID OPTION 'option' 

DMSWRL205E NO FILES IN YOUR READER 

DMSWRL637E MISSING VALOE FOR THE 'PBOEIIE' OPTION 

DMSWRL649E EXTRANEOUS PARAMETER 'parameter' 

DMSWRL651E 'APPEND' MOST BE ISSUED ERCM RDRLIST OR FILELIST 

DMSSTT062E INVALID CHARACTER 'char' IN FIIEID 'fn ft' 

READCARD 

DMSRDC008E DEVICE 'ecu' {INVALID CR NONEXISTENT | UNSUPPORTED DEVICE TYPE} 

DMSRDC037E DISK 'mode' IS REAE/ONIY 

DMSRDC042E NO FILEID SPECIFIED 

DHSRDC05UE INCOMPLETE FIIEIE SPECIFIED 

DMSRDC062E INVALID * IN EILEID 

DMSRDC105S ERROR 'nn» WRITING FILE »fn ft fm» ON DISK 

DMSRDC124S ERROR «nn' READING CARD FILE 

DHSRDC205W READER EMPTY CR NCT READY 

DMSRDC701I NULL FILE 

DMSRDC702I READ CONTROL CARD IS MISSING. FOLLOWING ASSUMED: 

DMSRDC702I :READ {fn ft fm| READCARD CMSUT1 A1} 

DMSRDC738I RECORD LENGTH IS 'nnn' BYTES 

RECEIVE 

DMSWRC003E INVALID OPTION ' option' 

DMSWEC006E NO READ/WRITE DISK ACCESSEE 

DMSWRC024E FILE • f n ft fm» ALREADY EXISTS, SPECIFY 'REPLACE' OPTION 

DMSWRC037E DISK 'mode' NOT ACCESSED 

DMSWRC062E INVALID CHARACTER '*' IN FILEID 'fn ft f m • 

DMSWRC069E DISK 'mode' NCT ACCESSED 

DMSWRC630S ERROR ACCESSING SPOOL FILE 

DMSWRC637E MISSING VALUE FOR THE 'NCTEBCCK' CPTION 

DMSWRC644E NO CLASS • class' FILES IN ICUR READER 

DMSWRC644E ALL READER FILES ARE IN HOLE STATUS CR NOT CLASS 'class' 

DMSWRC649E EXTRANEOUS PARAMETER 'value' 

DMSWRC650E INVALID SPOOLID 'nnn' 

DMSWRC655E SPOOLID 'nnnn' DOES NOT EXIST 

DMSWRC671E ERROR RECEIVING FILE ' f n ft fm', EC ■ nn FROM 'command' 

DMSWRC672E VIRTUAL READER INVALID OR NOT DEFINED 

DMSWRC674E READER IS NCT READS 
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| DMSWBC681E THIS IS AN UNNAMED FILE. SPECIFY FILENAME AMD FILETYPE 
| DMSWBC682E EBEOR COPYING Fill » f n ft' FBOM «A» DISK to 'mode* DISK 
| DMSSTT062E INVALID CHAEACTEB 'character 1 IN FILEID ' f n ft' 

BELEASE 

DMSABE017E INVALID DEVICE ADEBESS »CCU» 

DMSABE028E NO DEVICE SPECIFIED 

DHSABE048E INVALID MODE 'mode' 

DMSAEE069E DISK {'mode' | 'ecu'} NOT ACCESSED 

DMSABE070E INVALID PABAMETEE 'parameter' 

RENAME 

DMSBNM002E FILE[ {S} ][ » fn [ft [fin]]'] SOT FOUND 
DMSBNM003E INVALID OPTION 'option' 
DMSBNM019E IDENTICAL FILEIDS 

DMSBNM021E FILE ' f n ft fm' ALBEADY EXISTS [SPECIFY 'BEPLACE' ] 
DMSBNM030E FILE 'fn ft fm' AIBEADY ACTIVE 
DHSBNM037E DISK 'mode' IS BEAD/ONLY 
DMSBNM048E INVALID MODE 'mode' 
DMSBNM051E INVALID MODE CHANGE 

DMSBNM054E INCOMPLETE FILEID ['fn[ft]'] SPECIFIED 
DMSBNM062E INVALID * IN OUTPUT FILElD 
| DMSBNM069E DISK 'mode' NOT ACCESSED 

BSEBV 

DMSBBV003E INVALID OPTION 'option' 

DMSBBV004E MODULE 'module' NCI FOUND 

DMSBBV006E NO BEAD/WBITE 'A' DISK ACCESSED 

DMSBBV070E INVALID PABAMETEE 'parameter' 

DMSBEV097E NO 'SYSBES' VOLUME ACTIVE 

DMSBBV098E NO MODULE NAME SPECIFIED 

DMSRBV099E CMS/DOS ENVIBONMENT NOT ACTIVE 

DMSBBV105S EBBOB 'nn' WRITING FILE 'fn ft fm' ON DISK 

DMSBBV113S DISK {cuu} NOT ATTACHEE 

DMSBBVmiS INPUT EBROE CODE 'nn' ON • {SYSBES| SYSBLB} * 

RUN 

DMSBUN001E NO FILENAME SPECIFIED 

DMSRUN002E FILE [ ' f n [ft [fm]]»] NCT FOUND 

DMSRUN048E INVALID MODE 'moae' 
| DMSBUN070E INVALID ARGUMENT 'argument' 
| DHSBUN999E NO [ft] MODULE FOUND 

SAVENCP 

DMSNCP001E NO FILENAME SPECIFIED 

DMSNCP002E FILE 'fn ft' NCT FOUND 

DMSNCP003E INVALID OPTION 'cption' 

DMSNCP013E MEMBER 'name' NOT ECUNE IN LIEBABY • f n ft fm» 

DMSNCP021E ENTRY POINT 'symbol' NOT FOUND 

DMSNCP025E INVALID DATA IN 37CX CCNTBCI PBOGBAM 

DMSNCP015E UNSUPPOBTED CONTBOL PBCGBAB TYPE 

DMSNCP056E FILE 'fn ft fm' CONTAINS INVALID BECOBD FOBMATS 

DHSNCP099W GENEBATION PABAMETEBS INCOMPATIBLE WITH VM/370 

DMSNCP109S VIRTUAL STOBAGE CAPACITY EXCEEDED 

| SENDFILE 

| DMSWSF002E FILE 'fn ft fm« NOT FOUND 

| DMSWSF003E INVALID OPTION 'option' 

| DMSWSF006E NO BEAD/WBITE DISK ACCESSED 

I DMSWSF048E INVALID MODE 'mode' 

l DMSWSF054E INCOMPLETE FILEIE SPECIFIED 

! DMSWSF062E INVALID CHAEACTEB '*' IN FILEID • f n f t fm' 

| DMSWSF069E DISK 'mode' NOT ACCESSED 

| DMSWSF081E INVALID BEPLY - ANSWEB "YES" OB "NO" 

| DMSWSF637E MISSING NODEID FOB THE AT OPEBAND 

| DMSWSF647E USEBID NOT SPECIFIED FOB 'nickname' IN 'USEBID NAMES' FILE 

j DMSWSF6U8E USEEID 'name'NOT FOUND. NO FILES HAVE BEEN SENT 

I DMSWSF657E UNDEFINED PFKEY 

| DMSWSF667E NOTE HEADEB DOES NOT CONTAIN THE {KEYWOBD 'FBOM' | KEYWOBD 'T0:»| 

| 'OPTIONS' LINE} 

| DMSWSF671E ERROB SENDING FILE ' f n ft fm', EC » nn FBOM 'command' 

j DMSWSF672E VIRTUAL PUNCH INVAIID CB NCT DEFINED 

| DMSWSF673E ADDBESSEES ABE IN THE NOTE HEADEB CABDS, DO NOT SPECIFY 
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NAMES WITH NOTE OPTION 
DMSWSF67UE PONCH IS NOT HEAEY 
DMSWSF675E NO NAMES SPECIIIEE 

DMSWSF676E INVALID CHABACTEB '*' ICE KETWORK ID 
DMSWSF677E INVALID OPTION 'option' IN OPTION LINE 
DMSWSF678E INVALID NOTE HEAEEB POBMAT. NOTE CANNOT BE SENT 
DMSWSF679E {DISK 'mode* IS BEAD/ONLY | DISK 'mode' IS FULL}. NOTE CANNOT 

BE SENT 
DMSWSF680E INVALID FILEID SPECIFIED WITH 'FILELIST' OPTION 
DMSSTT0U8E INVALID MODE 'mode' 
DMSSTT062E INVALID CHABACTEB 'character' IN FILEID 'fn ft' 

SET 

DMSLIO002I FILE 'fn' TXTLIB NOT FOUND 

DMSSET014E INVALID FONCTICN 'function' 

DMSSET026E INVALID PABAMETEB 'parameter' FOB 'function' FONCTION 

DMSSET031E LOADEB TABLES CANNCT BE MCEISIED 

DMSSET047E NO FUNCTION SPECIFIED 

DMSSET048E INVALID MODE 'mode' 

DMSSET050E PABAMETEB MISSING AFTER {DDNAME| SYSXXX|f unction} 

DMSSET061E NO TRANSLATICN CHABSCTEB SEECIFIED 

DMSSET070E INVALID PABAMETEB 'parameter' 

DMSSET098W CMS OS SIMULATION NOT flVAIIAELE 

DMSSET099E CMS/DOS ENVIBONMENT NOT ACTIVE 

DMSSET100W SYSTEM NAME 'name' NOT AVAILAELE 

DMSSET142S SAVED SYSTEM NAME 'name' INVALID 

DMSSET333E nnnnnK PABTITICN TOC LARGE FCB THIS VIBTUAL MACHINE 

DMSSET400S SYSTEM 'sysname* *EOES NOT EXIST 

DMSSETU01S VM SIZE {size} CANNCT EXCEED 'DMSDOS' STAET ADDEESS {address} 

DMSSET410S CONTROL PROGRAM ERROR INDICATION 'retcode' 

DMSSET444E VOLUME LABEL IS NCT A EOS SYSRES 

SETPRT 

DMSSPR002E FILE «fn ft' NCT FCUND 

DMSSPB014E INVALID FUNCTION 'function' 

DMSSPR026E INVALID VALUE 'value' BOB 'keyword* KEYWORD 

DMSSPB113S PBINTER '00E' NOT ATTACHED 

DMSSPR145S INTERVENTION REQUIRED CN PBINTER 

DMSSPR196I PRT CUU SETUP COMPLETE 

DMSSPR197S UNDIAGNOSED ERROR EROM PRINTER »00E' 

DMSSPR198E SETPRT CAUSED A ICAE CHECK - SNS=ssssssssss 

DMSSPE199E PRT « 00E« NOT A VIBTUAL 3800 

DMSSPR204E TOO MANY WCGM'S NEEDED EOE 'CHABS' 

DMSSPB352E INVALID SETPRT DATA IN FILE 'fn ft' 

SETKEY 

DMSSSK070E INVALID PARAMETER 'parameter' 

DMSSSK362E INVALID STORAGE PBCTECT FEY »key» 

DMSSSK363E INVALID STARTING AEDRESS 'startadr' 

DMSSSK364E VM STORAGE NOT LARGE ENOUGH TO CONTAIN SYSTEM LOADING AT startadr TO endadr 

DMSSSK365E SYSTEM NAME NCT SPECIFIES 

DMSSSK400S SYSTEM 'name' DOES NCT EXIST 

DMSSSK410S CONTROL PROGRAM ERROR INDICATION 'nnn« 

SORT 

DMSSBT002E FILE [ ' f m [ft [£■]]•] NOT FOUND 

DMSSBT009E COLUMN 'col' EXCEEDS RECCBE LENGTH 

DMSSRT019E IDENTICAL IILEIDS 

DMSSBT034E FILE »fn ft fm' IS NOT FIXEE LENGTH 

DMSSBT037E DISK 'mode' IS BEAD/ONLY 

DMSSBT053E INVALID SOBT FIELD PAIR EEIINED 

DMSSRT05UE INCOMPLETE FILEIE SPECIFIES 

DMSSRT062E INVALID {= | *| CHAB. 'Char '} IN EILEIB [ » f n ft fm' ] 

DMSSBT063E NO LIST ENTERED 

DMSSRT069E DISK 'mode' NOT ACCESSED 

DMSSRT070E INVALID PARAMETER 'parameter' 

DMSSRT104S ERROR »nn» HEADING FILE 'fn ft fm' FBOM DISK 

DMSSRT105S ERROR 'nn» WRITING FILE «fil ft fm' ON DISK 

DMSSBT212E MAXIMUM NUMEEB OF EECOEDS EXCEEDED 

DMSSRT604R ENTER SORT FIELDS: 
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SSEEV 

DMSSBV003E INVALID OPTION » Option* 

DMSSRV004E BOOK 'subl.book' MCT FCDND 

DBSSE7006E NO READ/WRITE 'A' BISK ACCESSED 

DHSSBV070E INVALID PARAMETEB 'parameter' 

DMSSRV097E NO 'SYSRES' VOLUME ACTIVE 

DMSSEV098E NO BOOK NAME SPECIFIED 

DMSSRV099E CHS/DOS ENVIRONMENT NOT ACTIVE 

DMSSRV105S ERBOB »nn» WRITING FILE 'fn ft fm» ON DISK 

DMSSBV113S DISK {CUU} NOI ATTACHED 

DMSSBV411S INPUT EBBOB CODE 'nn» CM » {SYSBES | SYSSLB} ' 

DMSSEV194S BOOK 'subl.fcook' CONTAINS EAD BECOBDS 

STABT 

DMSLIO021E ENTBY POINT 'name' MOT FCOMD 
DMSLI0055E NO ENTBY POINT DEFINED 
DMSLIO740I EXECUTION BEGIMS ... 

STATE/STATEW 

DMSSTT002E 'fn ft fm' HCT FCOMD 

DBSSTTG48E INVALID MODE 'mode' 

DMSSTT054E INCOMPLETE FILEIE SPECIFIED 

DMSSTT062E INVALID * IM FILEID 'fn ft' 

DMSSTT069E DISK 'mode' NCT ACCESSED 

DMSSTT070E INVALID PABAMETER 'parameter' 

DMSSTT227I PBOCESSING VCLUME 'no' IM DATA SET 'data set name' 

DMSSTT228I USER LABELS BYPASSED ON DATA SET 'data set name' 

DMSSTT229E UNSUPPOBTED OS ESTA SET, EEBCB 'code' 

SVCTRACE 

DMSOVB014E INVALID FUHCTIOM 'function' 

DBSOVH047E NO FUNCTION SPECIFIED 

DMSOVR10US EBBOR »nn» READING FILE 'DflSCVB MODULE' ON DISK 

DMSOVB109S VIBTUAL STOBAGE CAPACITY EXCEEDED 

SYNONYM 

DBSSYN002E FILE 'fn ft fm« NOT FOUND 

DBSSYN003E INVALID OPTIOM 'option' 

DBSSYN007E FILE 'fn ft fm' NOT FIXED, 80 CHAB. RECORDS 

DMSSYN032E INVALID FILETYPE 'ft' 

DHSSYN056E FILE * f n ft fm' CONTAINS INVALID BECOBD FOBBATS 

DBSSYN066E »STD» and 'NOSTD' ABE CONFLICTING CETIONS 

DBSSYN104S ERROR 'nn' HEADING FILE 'fn ft fm' FROB DISK 

DBSSYN711I NO SYSTEM SKNOSYHS IN EEFECT 

DBSSYN712I NO SYNONYMS {DMSIMA NOT IN NUCLEUS} 

TAPE 

DMSTPE002E FILE[ {S} ][ • f n [ft [fm]]'] NOT FOUND 

DMSTPE003E INVALID OPTICM 'option' 

DMSTPEQ10E PREMATURE EOF ON FILE [ » f n ft ££n]»] 

DNSTPE014E INVALID FUMCTICN 'function' 

DMSTPE017E INVALID DEVICE ADDRESS 'cuu' 

DMSTPE023E NO FILETYPE SPECIFIED 

DBSTPE027E INVALID DEVICE 'device name' 

DMSTPE029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSTPE037E DISK 'mode' IS READ/ONLY 

DMSTPE042E NO FILEID[ {S} ] SPECIFIED 

DMSTPE043E 'TAPn {cuu) • IS FILE PROTECTED 

DMSTPE047E NO FUNCTION SPECIFIED 

DBSTPE048E INVALID MODE 'mode' 

DMSTPE057E INVALID RECORD FCBMAT 

DMSTPE058E END-OF-FILE OR END-OF-TAPE 

DMSTPE070E INVALID PABAMETEB 'parameter' 

DMSTPE096E FILE «fn ft' DATA BLOCK COUMT INCORRECT 

DMSTPE104S ERROR 'nn' HEADING FILE »fn ft fm' FROM DISK 

DMSTPE105S ERROR 'nn' HRITING FILE »fn ft fm' ON DISK 

DMSTPE110S ERROR READING 'TAPn {CUU} • 

DMSTPE111S ERROR WRITING 'TAPn {cuu}' 

DBSTPE113S TAPn {CUU} NOT ATTACHED 

DMSTPE115S {CONVERSIONI {7 |9} -TRACK| {800|6250} BPI JTRANSLATION (DUAL DENSITY} 

FEATURE NOT SUPPORTED ON DEVICE 'cuu' 
DMSTPE431E 'TAPn {CUU} « VCL1 LABEL MISSING 
DMSTPE701I NULL FILE 
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TAPEHAC 

DHSTHA001E NO FILENAME SFECIFIED 

DHSTHA003E INVALID OPTION 'option' 

DHSTHA057E INVALID RECOBD FCBMAT 

DHSTHA070E INVALID PARAMETER 'parameter' 

DMSTMA105S ERROR 'nn' WRITING FILE 'fn ft' ON DISK 

DMSTHA109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSTMA110S ERROR READING 'TAEn' 

DHSTMA137S ERROR nn ON 'STATE' FOR fn ft 

DHSTHA138S ERROR nil ERASING fn ft BEFORE LOADING TAPE 

DHSTMA139S TAPE FILE EXCEEDS 9 CHS MACLIBS 

DMSTHA420E NSL EXIT FIIENAHE HISSING CR INVALID 

TAPPDS 

DHSTPD003E INVALID OPTION 'option' 
DHSTPD058E END-OF-FILE OR END-OF-TAPE 
DMSTPD105S ERROR 'nn« WBITIHG EILE «fn ft fm« 
DHSTPD109S VIRTUAL STORAGE CAPACITY EXCEEDED 
DMSTPD110S ERROR READING 'TAFn' 

DHSTPD420E NSL EXIT FILENAME HISSING OR INVALID 
DHSTPD703I FILE 'fn ft [fm]' COPIED 
DHSTPD707I TEN FILES COPIED 

TELL 

DHSWTL637E HISSING NODEID FOE THE AT OPERAND 

DHSWTL6U7E DSERID NOT SPECIFIED FOB 'nickname' IN 'USEBID NAHES* FILE 
DMSWTL648E OSERID 'name' NOI FOUND. NC HESSAGE HAS BEEN SENT 
DMSWTL676E INVALID CHABAC1EB '*' JOB NETWORK ID 

TXTLIB 

DMSLBT001E NO FILENAHE SPECIFIED 

DHSLBT002E FILE[ {S} ] [ 'fn [ft [fm]]'] NCT FOUND 

DMSLBT002W FILE[ {S} ][ • f n [ft [fm]]'] NOT FOUND 

DHSLBT003E INVALID OPTION 'option' 

DHSLBT013E MEMBER 'name* NOT FCUND IN LIBRARY • f n ft fm' 

DMSLBT01UE INVALID FUNCTION 'function' 

DMSLBT037E DISK 'mode' IS BEAE/GNIY 

DHSLBT046E NO LIBRARY NAHE SPECIFIED 

DMSLBT047E NO FUNCTION SPECIFIED 

DMSLBT056E FILE ' f n ft fm' CONTAINS INVALID [ NAME | ALIAS| ENTRY| ESD] RECORD FORMATS 

DMSLBT056W FILE »fn ft fm' CONTAINS [ {NAME| ALIAS| ENTEY| ESD} ] INVALID BECORD FOBMATS 

DHSLBT069E DISK 'mode' NOT ACCESSED 

DMSLBT104S ERROR 'nn' READING FILE »fn ft fm» FROM DISK 

DMSLBT105S EBROR 'nn' WRITING FILE 'fn ft fm' ON DISK 

DHSLBT106S NUMBER OF HEMBER NAMES EXCEEDS MAX 'nnnn'. FILE 'fn ft fm' NOT ADDED 

DMSLBT213W LIBRARY »fn ft fm» NOT CREATED 

TYPE 

DHSTYP002E FILE 'fn ft fm» NCT FOUND 

DHSTYP003E INVALID OPTION 'option' 

DMSTYP005E NO 'option' SPECIFIED 

DHSTYP009E COLUMN 'col' EXCEEDS RECORD LENGTH 

DMSTYP013E HEHBER 'name' NOT FCUND IN LIERARY 

DHSTYP029E INVALID PARAMETER 'parameter' [IN THE OPTION 'option' FIELD] 

DMSTYP033E FILE 'fn ft fm' IS NOT A IIEBABY 

DHSTYP039E NO ENTRIES IN LIEBARY ' f n ft fm' 

DHSTYP0U9E INVALID LINE NUHEEB 'line number' 

DHSTYP05UE INCOMPLETE FILEIE SPECIFIED 

DHSTYP062E INVALID * IN FILIIC 

DHSTYP069E DISK HODE NOT ACCESSED 

DMSTYP104S ERROR 'nn' BEADING FILE 'fn ft fm' FROM DISK 

UPDATE 

DMSUPD001E NO FILENAME SPECIEIED 

DMSUPD002E FILE » f n ft fm' NOT FODND 

DMSUPD003E INVALID OPTION 'option' 

DMSUPD007E FILE • f n ft fm' IS NOT FIXED, 80 CHAR. RECORDS 

DMSUPD010W PREHATURE EOF ON FILE 'fn ft fm» 

DMSUPD024E FILE 'UPDATE CMSUT1 fm' ALREADY EXISTS 

DMSUPD037E DISK 'A» IS BEAD/CNLY 

DMSUPD048E INVALID MODE 'mode' 

DMSUPD065E 'option' OETICN SPECIFIED TWICE 

DMSUPD066E 'option' AND 'option' ABE CONFLICTING OPTIONS 
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DMSUPD069E DISK 'A' NOT ACCESSED 

DMSUPD070E INVALID PABAMETEE 'parameter' 

DMSUPD104S ERROR 'nn' READING EILE 'fn ft fm» FEOH DISK 

DMSOPD105S ERROR 'nn' WBITING FILE 'fn ft fm» ON DISK 

DMSUPD174W SEQDENCE EREOE INTRODUCED IN OUTPUT FILE: ' ' TO ' 

DMSUPD176W SEQUENCING OVERFLOW FOILCWING SEQ NUMBER' ' 

DMSUPD177I WARNING MESSAGES ISSUED {SEVERITY = nn} . £'BEP' OPTION IGNORED] 

DMSUPD178I UPDATING [ • f n ft f ■■ ] WITH ' f n ft fm' 

DMSUPD179E MISSING OR DUPLICATE 'MACS' CARD IN CONTROL FILE « f n ft fm' 

DMSUPD180W MISSING PTF FILE « f n ft fm' 

DMSUPD181E NO UPDATE FILES HEBE FCUND 

DMSUPD182W SEQUENCE INCREMENT IS ZERO 

DMSUPD183E INVALID {CONTBOL | AUX) FILE CONTROL CABD 

DMSUPD184W './ S' NOT FIRST CARD IN UPDATE FILE — IGNORED 

DMSUPD185W INVALID CHAB IN SEQUENCE FIELD ' ' 

DMSUPD186W SEQUENCE NUMBEB ' « NCT FOUND 

DMSUPD187E OPTION 'STK' INVALID WITHOUT 'CTL' 
DMSUPD207W INVALID UPDATE FILE CONTBOL CARD 

DMSUPD210W INPUT FILE SEQUENCE ERROR • ' TO » • 

DMSUPD299E INSUFFICIENT STORAGE TO COMPLETE UPDATE 
DMSUPD300E INSUFFICIENT STORAGE TC BEGIN UPDATE 
DMSUPD304I UPDATE PROCESSING BILL BE DONE USING DISK 

XEDIT 

DMSALT520E INVALID OPERAND : operand 
DMSALT545E MISSING OPERAND (S) 

DMSCAN520E INVALID OPERAND : operand 

DMSJOI503E TRUNCATED 

DMSJOI561E CURSOR IS NOT ON A VALID DATA FIELD 

DMSJOI562E OPTION 'CURSOR' VALID IN DISPLAY MODE ONLY 

DMSJOI564W EOF REACHED 

DMSJOI575E INVALID JOIN CCLUMMS DEFINED 

DMSJOI585E NO LINE(S) CHANGED 

DMSMOD520E INVALID OPERAND : operand 

DMSMOD529E SUBCOMMAND IS ONLI VALID IN DISPLAY MODE 

DMSMOD545E MISSING OPERAND (S) 

DMSP0W117S ERROR WRITING TO DISPLAY TERMINAL 
DMSPOW529E SUBCOMMAND IS CNLI VALID IN DISPLAY MODE 

DMSPQU520E INVALID OPERAND : operand 

DMSPQU553I EDITING FILE: fn ft fm 

DMSPQU577E FILE HAS BEEN CHANGED. DSE QQUIT TO QUIT ANIWAY 

DMSSCH520E INVALID OPEBAND : operand 

DMSSCH525E INVALID PFKEY NUMBEB 

DMSSCH529E SUBCOMMAND IS ONE* VALID IN DISPLAY MODE 

DMSSCH5U5E MISSING OPEBAND (S) 

DMSSCH551I STRING 'string' FCUND PFnn SET FOR SELECTIVE CHANGE. 

DMSSCH561E CUBSOB IS NOT ON A VALID DATA FIELD 
DMSSCH569E NO 'CHANGE' OB 'CLOCATE' SUBCOMMAND SPECIFIED 
DMSSCH574E CHANGE NOT VALID AFTER CURSOR MOVEMENT 
DMSSCH57UE CHANGE NOT VALID WITH CLOCATE 
DMSSCH586E NOT FOUND {ON SCREEEN} 

DMSSOR520E INVALID OPERAND : operand 

DMSSPL561E CURSOR IS NOT ON A VALID DATA FIELD 
DMSSPL562E OPTION 'CURSOR' VALID IN DISELAY MODE ONLY 
DMSSPL575E INVALID SPLIT COLUMNS DEFINED 
DMSSPL585E NO LINE (S) CHANGED 
DMSSPL586E NOT FOUND 

DMSSTA024E FILE 'fn XEDIT A' ALREADY EXISTS 
DMSSTA520E INVALID OPERAND : operand 
DMSSTA703I FILE 'fn XEDIT AT CREATED 

DMSXBG109S VIRTUAL STOBAGE STORAGE EXCEEDED 
DMSXCG501I nn LINES DELETED 
DMSXCG502W NO LINE TO BECOVEB 
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DHSXCG503E TRUNCATED 

DMSXCG504E nn LINE (S) TRUNCATED 

DMSXCG505E NOT EXECUTED: THE TARGET LINE (nn) IS WITHIN THE LINES TO MOVE 

DHSXCG506I n LINES MOVED 

DMSXCG506I n LINES COPIED 

DMSXCG509W USE GET AND/OR PUT (D) TO MCVE LINES IN UPDATE MODE 

DMSXCG511E STRING2 CONTAINS MORE AEBITRARY CHARACTERS THAN STRING1 

DMSXCG517I nn OCCURRENCE (S) CHANGED ON nn LINE (S) 

DMSXCG518E nn OCCURRENCE (S) CHANGED CN nn LINE(S); nn LINE(S) TRUNCATED 

DMSXCG520E INVALID OPERAND : operand 

DMSXCG522I nn OCCURRENCES 

DKSXCM512I INVALID SUBSET COMMAND 
DMSXCM513I UNKNOWN CP/CMS COMMAND 
DMSXCM514E RETURN CODE »nn' FBCM 'command' 

DMSXCT002E FILE • f n ft fm' NOT FOUND 

DMSXCT037E DISK 'mode* IS REAE ONLY 

DMSXCT104S ERROR 'nn' READING FILE 'fE ft fm' FROM DISK 

DMSXCT105S ERROR »nn' WRITING FILE 'fn ft fm» ON DISK 

DMSXCT520E INVALID OPERAND : operand 

DMSXCT521E INVALID LINE NUMEEB 

DMSXCT523I TYPEWRITER MODE 

DMSXCT526E OPTION 'option' VALID IN DISELAY MCDE ONLY 

DMSXCT527E INVALID COLUMN NUMEEB 

DMSXCT529E SUBCOMMAND IS CNLY VALID IN DISPLAY MODE 

DMSXCT531E DISK IS FULL. SET NEW FILEMODE OR CLEAR SCME DISK SPACE 

DMSXCT532E DISK IS FUII. AUTCSAVE FAIIEE 

DMSXCT534E TOO MANY LOGICAL SCREENS DEFINED 

DMSXCT535E INVALID PARMS FOR BENUM 

DMSXCT536E NUMBER OF LINES EXCEEDS PHYSICAL SCREEN SIZE 

DMSXCT537E EACH LOGICAL SCREEN MUST CONTAIN AT LEAST 5 LINES 

DMSXCT539E NAMED LINE NOT FOUND 

DMSXCT540E NAME ALREADY DIFINEE ON IINE 'nn» 

DMSXCT541E INVALID NAME 

DMSXCT545E MISSING OPERAND (S) 

DMSXCT554S NO STORAGE AVAILABLE 

DMSXDC512E INVALID SUBSET COMMAND 

DMSXDC520E INVALID OPERAND : operand 

DMSXDC542E NO SUCH SUBCOMMAND : name 

DMSXDC543E INVALID NUMEER : XXXXXXXX 

DMSXDC544E INVALID HEX DATA : XXXXXXXX 

DMSXDC545E MISSING OPERAND (S) 

DMSXDC546E TARGET NOT FOUND 

DMSXDC547E SYNONYM DEFINITION INCOMPLETE 

DMSXDC548E INVALID SYNCNYM CPEBANE : operand 

DMSXDC549E SYNONYM ABBREVIATION TOO LARGE 

DMSXDC550E TOO MANY OPERANDS IN SYNONYM DEFINITION 

DMSXDC554S NO STORAGE AVAILABLE 

DMSXDS589E MISSING FILEDEF FCB DDNAHE SYSIN 
DMSXDS590E DATA SET TOO LARGE 
DMSXDS591E OPEN ERROR CN SYSIN 

DMSXED553I EDITING FILE: fn ft fm 

DMSXED554S NO STORAGE AVAILAELE 

DMSXED555E FILE • f n ft fm' ALREADY IN STORAGE 

DMSXER556S UNDEFINED MESSAGE (CMSXEB CALLED AT hex loc) 

DMSXFC557S NO MORE STORAGE TO INSERT LINES 

DMSXFD554S NO STORAGE AVAILAELE 

DMSXFD559W WARNING FILE IS EMPTY 

DMSXFD560W NOT ENOUGH SPACE FOR SERIALIZATION BETWEEN TRUNC AND LRECL 

DMSXGT002E FILE ' f n ft fm' net found 

DMSXGT104S ERROR 'nn' READING FILE *fll ft fm' FROM DISK 

DMSXGT156E 'RECORD nn • NOT FOUND - FIIE 'fn ft fm» HAS ONLY »nn» RECORDS 

DMSXGT521E INVALID LINE NUMEER 

DMSXGT562E NO LINE (S) SAVED BY PUT (D) SUBCOMMAND 

DMSXGT563W RECORDS TRUNCATED 
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DMSXGT564W EOF REACHED 

DMSXGT565W EOF REACHED; RECORDS TRUNCATED 

DMSXIN002E FILE 'fn ft fm' HOT FOUND 

DHSXIN003E INVALID OPTION 'option' 

DMSXIN024E FILE 'XEDTEMP CMSUT1 AT ALREADY EXISTS 

DHSXIN029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSXIN054E INCOMPLETE FILEIE SPECIFIED 

DMSXIN065E 'option' OPTION SPECIFIED TWICE 

DMSXIN066E 'option' AND 'option' AE1 CONFLICTING OPTIONS 

DMSXIN070E INVALID PARAMETER 'parameter' 

DMSXIN104S ERROR 'nn' READING FILE 'fn ft fm« FROM DISK 

DMSXIN132S FILE 'fn ft fm« TCC LARGE 

DBSXIN500E UNABLE TO UNPACK FILE 'fn ft fm' 

DMSXIN554S NO STORAGE AVAILAEIE 

DMSXIN571I CREATING NEW FILE 

DMSXI0572E TERMINAL ERROR FORCED CASE UPPERCASE 

DMSXMA104S ERROR 'nn' READING FILE 'fn ft fm' FROM DISK 

DMSXMC009E COLUMN 'nn' EXCEEDS RECORD LENGTH (nn) .RC=5 

DMSXMC5U5E MISSING OPERAND (S) 

DMSXMC575E INVALID VERIFY COLUMNS DEFINED 

DMSXMC576E TOTAL VERIFY WIDTH EXCEEDS SCREEN SIZE (nn) 

DMSXMD503E TRUNCATED 

DMSXMD510I AUTOSAVED AS 'fn ft f m ' 

DHSXMD529E SUBCOMMAND IS ONLY VALID IN DISPLAY MODE 

DMSXMD573I INPUT MODE: 

DMSXMD587I XEDIT: 

DMSXML529E SUBCOMMAND IS ONI? VALID IN DISPLAY MODE 

DMSXMS009E COLUMN «nn' EXCEEDS RECORD LENGTH (nn) .RC=5 

DMSXMS053E INVALID SORT FIELD PAIR DEFINED 

DMSXMS063E NO SORT LIST GIVEN 

DMSXMS55US NO STORAGE AVAILAEIE 

DMSXMS596S THIS MODULE MUST EI CALLED WITHIN THE EDITOR 

DMSXP0596S THIS MODULE MUST EI CALLED WITHIN THE EDITOR 

DMSXPT037E DISK 'mode' IS REAI ONLY 

DMSXPT105S ERROR 'nn' WRITING FILE 'fn ft fm' ON DISK 

DMSXPT554S NO STORAGE AVAILABLE 

DMSXPT571I CREATING NEW FILE 

DMSXPT579R RECORDS WILL BE TRUNCATED TO nn CONTINUE (YES/NO)?: 

DMSXPT580W PUT NOT EXECUTED 

DMSXSC117S ERROR WHITING TO DISPLAY TERMINAL 
DMSXSC510I AUTOSAVED AS 'fn ft f m • 

DMSXSE009E COLUMN *nn« EXCEEDS RECORD LENGTH (nn) ,RC=5 

DMSXSE037E DISK 'mode' IS REAL ONLY 

DMSXSECM8E INVALID MODE "mode' 

DMSXSE515E RECFM MUST BE F|V|FP|VP 

DMSXSE519E LRECL MUST BE LCWEB THAN WIDTH (nn) 

DMSXSE520E INVALID OPERAND : operand 

DMSXSE521E INVALID LINE NUMEEB 

DMSXSE524W NONDISP CHARACTER RESET TO BLANK 

DMSXSE525E INVALID PFKEY NUHEEE 

DMSXSE526E OPTION 'option' VALID IN DISPLAY MODE ONLY 

DMSXSE528E INVALID RANGE : TARGET2 (LINE nn) PRECEDES TARGET1 (LINE nn) 

DMSXSE530I nn FILE (S) IN STORAGE 

DMSXSE538E NO NAME DEFINED 

DMSXSE545E MISSING OPERAND (S) 

DMSXSE548E INVALID SYNONYM OPERAND : operand 

DMSXSE552E NO SYNONYM CURRENTLY DEFINED 

DMSXSE55«S NO STORAGE AVAILABLE 

DMSXSE558W WRONG FILE FORMAT FOR SERIALIZATION 

DMSXSE560W NOT ENOUGH SPACE FOR SERIALIZATION BETHEEN TRUNC AND LRECL 

DMSXSE575E INVALID TABS COLUMNS DEFINED 
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DMSXSE575E INVALID ZONE COLUMNS DEFINED 
DMSXSE581E /SOS FACILITY SOI AVAILABLE 

DMSXSS561E CORSOE IS MOT CN A VALID DATA FIELD 

DMSXSU0U8E INVALID MODE 'mode' 

DMSXSU062E INVALID CHARACTER IK FILEIE 'fn ft fm» 

DMSXSU069E DISK •mode' NOT ACCESSED 

DMSXSU137S ERROR «nn» ON STATE FOR »fn ft fm» 

DHSXSD229E ONSOPPORTED OS EATA SET 

DMSXSU510I ADTOSAVED AS • f n ft fm« 

DMSXSU559W WARNING FILE IS EMPTY 

DHSXS0582S EDITOR ABEND 

DMSXSU583I EOF: 

DBSXSD58UI TOF: 

DMSXSU585E NO LINES(S) CHANGEE. 

DMSXSU586E NOT FOUND 

DMSXSU587I XEDIT: 

DHSXS0588E PREFIX SUBCOMMAND BAITING... 

DMSXUP002E FILE 'fn ft fm» NCT FOUND 

DMSXUP007E FILE ' f n ft fm» IS NOT FIXED, 80 CHAR RECORDS 

DMSXUP174W SEQUENCE ERROR INTBCDUCED IS OUTPUT FILE: ' • TO » 

DBSXUP178I UPDATING WITH 'fn ft fn' 

DMSXUP179E MISSING OR DUPLICATE 'MACS' CARD IS COMTROL FILE 'fn ft fm' 

DMSXUP180W MISSING PTF FILE »fn ft fm« 

DMSXUP183E INVALID AUX FILE CONTROL CARD 

DMSXUP184W »./S» NOT FIRST CARE IK UPEATE FILE — IGNORED 

DBSXUP185W NON NUMERIC CHARACTER IN SEQUENCE FIELD • ' 

DMSXUP186W SEQUENCE NUMBER SCT FOUKD: 
DMSXUP207W INVALID UPDATE FILE CONTROL CARD 

DMSXUP210W INPUT FILE SEQUENCE ERROR ' • TO • • 

DMSXUP597E UNABLE TO MERGE UPDATES CCSTAINING '.S« CARDS 
DMSXUP598S UNABLE TO BUILD UPDATE FILE : INTERNAL LIST DESTROYED 
DMSXUP599S UNABLE TO BUILD UPDATE SHE : SERIALIZATION DESTROYED 

ZAP 

DMSZAP001E NO FILENAME SPECIFIED 

DMSZAP002E FILE 'fn ft' NOT FOUND 

DMSZAP002W FILE 'fll ft' NCT FCUND 

DMSZAP003E INVALID OPTION 'option' 

DMSZAP007E FILE »fn ft' IS HCT FIXED, 80 CHAR. RECORDS 

DBSZAP014E INVALID FUNCTION 'function' 

DMSZAP0U7E NO FUNCTION SPECIFIED 

DMSZAP056E FILE « f n ft' CONTAINS INVALID RECORD FORMATS 

DHSZAP070E INVALID PARAMETEE 'parameter' 

DMSZAP104S ERROR 'nn' READING FILE 'fn ft* FROM DISK 

DMSZAP190W INVALID CONTROL RECORD OR KC GO SWITCH SET 

DBSZAP191W PATCH OVERLAPS-SET HO GO SWITCH 

DBSZAP192W ERROR-ODD NUMBER OF DIGITS-SIT NO GO SWITCH 

DBSZAP193W PRECEDING CONTROL RECORD FLUSHED 

DMSZAP194W CSECT NOT FOUSD IN {MEMEEB 'Eieinbernaine' | MODULE * modulenaae'} - 

SET NO GO SWITCH 
DMSZAP195W BASE VALUE INVALID-SET KC GO SWITCH 
DBSZAP200W VERIFY REJECT-SET NO GO SWITCH 
DBSZAP208E FILE »fn ft' IS NCT VARIABLE RECORD FORMAT 
DMSZAP210E FILE 'fn ft' IS ON A READ/ONLY DISK 
DBSZAP245S ERROR »nnn' OH PBIHTER 

DMSZAP246W NO LOADER TABLE PRESENT FOR BODULE 'fn ft'-SET NO GO SWITCH 
DBSZAP2U7W MEMBER 'name' NOT FCUNE — SET NC GO SWITCH 
DMSZAP248B INVALID VER/REP EISE— SET KC GO SWITCH 
DMSZAP249I DUMMY LOG ENTRY IN FILE »fn ft fa' 
DMSZAP750I ZAP PROCESSING CCBELETE 
DHSZAP751I MEMBER FOUND IN LIBRARY 'fn' 
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CMS INITIALIZATION BOUTINE 

DMSINS098W CMS OS SIMULATION NOT AVAILABLE 
j DMSINS100W SHABED {SSTAT| 2STAT} NOT AVAILABLE 

CMS/EOS CLOSE EOOTINE 

DHSCLS043E TAPn IS FILE PROTECTED 

DMSCLS058E END-OF-FILE OE END-OF-TAPE CN »TAPn» 

DMSCLSOaSE UNSUPPORTED DTF TYPE 'dtftype' 

DMSCLS089E CLOSE EEEOB CODE »nn' ON • {f n JSYSxxx |TAPn} • 

DMSCLS113S 'TAPn (CUU) « NOT ATTACHED 

DMSCLS140S SEOV/FEOV MACBC HCT SUPPORTED 

DMKCLS429I 'TAPn (CUU) • EOT CN OUTPOT 

CHS/DOS GENEBATION PBOCEDDBE 

DHSGEN006E NO READ/WRITE A-EISK ACCESSEE 
BBSGEN095E INVALID ADDBESS 'address' 

DMSGEN110E COBBECT FOBM IS: BCSGES LOCATION SEGNAME 
DBSGEN111E DOSGEN FAILED DOE 10 LOAD EBBOBS 
DBSGENU1S DOSGEN FAILED DDE TC SAVESYS EBBOBS 
DMSGEN715I DOSGEN COMPLETE 

CMS/DOS OPEN BODTINE 

DBSBOP037E DISK 'mode' IS READ/ONLY 

DBSBOP043E TAPn IS FILE PROTECTED 

DMSBOP058E END-OF-FILE OB END-OF-TAPE ON «TAPn» 

DMSBOP069E DISK 'mode' NOT ACCESSED 

DBSB0PQ86W DLBL 'ddname' DUMMY INVALID FOB VSAM 

DHSBOP088E UNSUPPOBTEB DTF T3PE 'dtftype 9 

DMSBOP089E OPEN EBBOB CODE 'an' ON {f n j SYSxxx | TAPN} 

DMSB0P113S {TAPn | mode (cnu) } HCT ATTACHED 

DBSBOP302E NO SYSxxx OPEBANE SPECIFIED 

CBS/DOS OPEN BODTINE (continued) 

DMSBOP308E 'mode' DISK IN CBS EOBMAT; INVALID FOB NON-CMS DATASET 

DNSBOP400S SYSTEM 'sysname' DOES NOT EXIST 

DMSBOP401S VM SIZE (size) CANNOT EXCEED 'DMSDOS' START ADDBESS (address) 

DBSBGP410S CONTBOL PROGEAM EBBOB INDICATION 'retcode' 

DMSB0P413S STOBAGE NOT INITIALIZED FOB VSAM PBOCESSING 

CMS/DOS OPEN LIBBARY EOOTINE 

DMS0PLQ89E OPEN EBBOB CODE 'nn« ON SYSXXX 
DMSOPL158E NO CMS/DOS PBOCEDOBE LIEBABY SUPPOBT 

CMS/DOS SVC HANDLEB BODTINE 

DMSDOS004E PHASE 'phase' NOT FCONB 

DMSD0S091E SAVEABEA ADDBESS IN PARTITION PIB NOT EQUIVALENT TO LTA SAVEABEA ADDRESS 

DMSDOS092E STXIT SAVEABEA ADDRESS INVALID 

DMSDOS093E MVCOM MACRO ATTEMPTING TO ALTER OTHER THAN POSITION 12-23 OF COMREG 

DMSDOS094E FBOM ADDBESS ON MVCOM MACBC INVALID 

DMSDOS095E INVALID ADDBESS 'address' 

DMSD0S096S ONSOPPOBTED FDNCTICN IN A IICCS BOUTINE 

DSMD0S121S ONSOPPOBTED S?C no. (HEX no.) CALLED FBOM caller 

DMSDOS 1U0S {FEOVD|SEOV|FEOV} MACBO NOT SOPPOBTED 

DHSDOS160S JOB CANCELED DOE TC PBOGBAB REQUEST 

DMSDOS401S VM SIZE (size) CANNOT EXCEED 'DMSDOS' STABT ADDBESS (address) 

DMSD0S413S STOBAGE NOT INITIALIZED FOR VSAM PROCESSING 

CMSXGEN PROCEDURE 

DMSCMS006E NO BEAD/WRITE A-BISK ACCESSEE 

DMSCMS095E INVALID ADDRESS 'address' 

DMSCMS110E CORRECT FORM IS: CMSXGEN LOCATION (SEGNAME) 

DMSCMS111E CMSXGEN FAILED DUE TO LOAD EBBOBS 

DMSCMS141S CMSXGEN FAILED DUE TO SAVESYS EBBORS 

DBSCHS412S CMSXGEN FAILED DOE TO SETKEY ERROR 

DMSCMS715I CMSXGEN COMPLETE 

DUMP/JDUMP/PDUMP ROUTINE 

DMSDMP020W INVALID PDUBP ADDRESS 'address' - NO DUMP OPERATION PERFORMED 
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EXCP ROUTINE 

DMSXCP037E OUTPUT DISK mode (cuu) IS BEAD/ONLY 

DMSXCP043E TAPE (cuu) IS FILE PROTECTED 

DBSXCP104S ERROR 'nn' READING TILE 'fn ft fm» FBOM DISK 

DMSXCP105S EEROB 'nn' WRITING PILE 'fn ft fm' ON DISK 

DMSXCP113S 'device (cuu) ' NCT ATTACHEE 

DMSXCP411S {INPUT|OUTPUT} EBBOE CODE «nn» ON 'SYSxxx' 

DMSXCP161S UNEXPECTED EBROR CODE «nn» ON 'SYSxxx' 

OS OPEN AND CLOSE ROUTINE 

DHSSOP036W UPDATE REQUESTED EOR BEAD-ONLY DISK 
DMSSOP036E OPEN ERROR CODE 'nn' ON 'ddname' 
DHSSOP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

OS I/O ROUTINES 

DMSSEB429I 'TAPn (cuu) ' EOT ON OUTPOT 



TAPE LABEL PROCESSING ROUTINES 

DMSTLB027E INVALID DEVICE 'device name' 

DMSTLB043E 'TAPn (CUU) ' IS FILE PROTECTED 

DMSTLB058E END-OF-FILE or ENE-OF-TAPE [ON TAPn] 

DMSTLB110S EBROR READING 'TAPn [(cuu)'] 

DMSTLB111S EBROR WRITING 'TAPn (cuu) • 

DHSTLB113S 'TAPn (cuu) • NOT ATTACHED 

DMSTLB421E 'TAPn (cuu) ' HDB1 LABEL HISSING FOB 'filename' 

DMSTLB422E 'TAPn (cuu)' POSITIONED WRONG FOR 'filename' 

DMSTLB423I 'TAPn (CUU) • POSITION PARAMETER IGNORED. OUTPUT FILE 

WILL BE WBITTEN IMMEDIATELY AFTER NEW VOL1 LABEL 
DMSTLB424E 'TAPn (cuu) « NOT POSITIONED AT EOF1 LABEL 

(cuu) ' BLOCK COUNT EBBCB FOR 'filename' 
'IGNORE' OR 'CANCEL' 

(CUU) ' UNEXPIRED FILE ENTER 'IGNORE' OR 'ERROR' 
EOV1 LABEL READ 
EOV1 LABEL WRITTEN 

LABELEEF INFORMATION MISSING FOR 'filename' 
VOL1 LABEL MISSING 

VOLID volid DCES NOT MATCH LAEELDEF VOLID FOB 'filename' 
(VOLID' OB 'REJECT' 

INPUT LABEL CHECK EBBOR FOR FIELD 'fieldname' 
FILE 'filename' 
DMSTLB435R ENTER 'IGNORE' OR 'CANCEL' 

DMSTLB436I 'TAPn (cuu) » MISSING USER STANDARD LABEL FOR ' ddname' 
DMSTLB437I 'TAPn (cuu) ' NSL BOUTINE BETURNED AN ERROR CODE 'nnnnnn' FOR 'filename' 



DMSTLB425R 'TAPn 
ENTER 
DMSTLBU26B 'TAPn 
DMSTLB427I 'TAPn 
DMSTLB428I 'TAPn 
DMSTLB430E 'TAPn 
DMSTLB431E 'TAPn 
DMSTLB432E 'TAPn 



(cuu) * 
(cuu) » 
(cuu) • 
(cuu) * 
(cuu) * 



DMSTLB433B ENTER 'WRITE 
DMSTLB434E 'TAPn (cuu) • 



SAVED SYSTEM ROUTINES 

DMSVIB4Q0S SYSTEM 'sysname' LCES NCT EXIST 

DMSVIB401S VM SIZE (size) CANNOT EXCEED 'sysname* START ADDRESS (address) 

DMSVIB410S CONTROL PROGRAM EBRCR INDICATION 'retcode' 

DMSVIB109S VIRTUAL STORAGE CAPACITY EXCEEDED 

VSAMGEN EXEC PROCEDURE 

DMS7GN069E DISK 'A' NOT ACCESSED 

DMSVGN360E INVALID RESPONSE 'response' 

DMSVGN360I CMS/VSAM TEXT FILES CREATED CN DISK 'A« 

EMSVGN360R ENTER EITHER 'INSTALL' OR 'UPDATE': 

DMSVGN361E DISK 'mode' IS NOT A {CMS | ECS} DISK 

DMSVGN361I CREATING CMS TEXT FILES... 

DMSVGN361R ENTER EITHER 'DOS' OR 'OS': 

DMSVGN362I LINK EDITING sysname 

DMSVGN362R ENTER MODE OF DOS SYSTEM RELOCATABLE LIBRARY DISK: 

DMSVGN363I sysname DOSLIE CREATED ON DISK 'A' 

DMSVGN363R ENTER LOCATION WHERE sysname WILL BE LOADED AND SAVED: 

DHSVGN364I FETCHING sysname... 

DMSVGN364R ENTER 'CMSVSAM' OR 'CMSAMS' OR 'BOTH' FOB GENERATION OF NEW SYSTEM (S) 

DMSVGN365I SYSTEM sysname SAVED 

DMSVGN366E NO CMS/DOS SUPPORT FOB NATIVE 3800 DISK 

DMSVGN365B ONE OB MORE OF THE TEXT FILES LISTED IN THE fn EXEC ARE MISSING. 
THE VSAM PP PID TAPE SHOULD EE ON TAPE DRIVE 181, ENTER 'GO' 
IF TAPE DRIVE IS READY TO LOADFILE OR 'QUIT' TO STOP GENERATION 
PROCESS 

DMSVGN366I STARTING TO READ PTF DECKS FROM BEADEB... 

DMSVGN366R ENTER NAME OF SYSTEM TO EE SAVED: 

DMSVGN367I 'modulename TEXT' WRITTEN ON DISK 'A' 
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DMSVGN368I count MODULES HAVE BEEN RESTGRED 

DMSVGN368R ERASE sysname DOSIIE?. . . ENTER 'YES' OE 'NO': 

DMSVGN369E INVALID _ RELEASE 31 OR LATER REQUIRED 

DHS7GN369R ENTER RELEASE NUMEEE OE EOS/VS STARTER SYSTEM: 

DMSVGN371R 'sysname' IS LOADED. ENTER CP MODE TO APPLY ZAPS, ELSE 'NOLL' 

DMSVGN380R ENTER 'TAPE' OR 'CARDS' IOE PTF APPLICATION: 

DMSVGN381R ENTER 'SELECT' OR 'ALL' FOR TAPE PTF APPLICATION: 

DMSVGN382R ENTER NUMBER 01 TAPE FILES TO BE EEOCESSED: 

DMSVPD070E INVALID PARAMETER 'parameter' 

DMSVPD105S ERROR 'nn' WRITING EILE 'fn CMSUT1 AT ON DISK 

DMSVPD109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSVPD110S ERROR READING TAP1 (181) 

DMSVPD113S TAP1 (181) NOT ATTACHED 

DMSVPD367I 'modulename TEXT' WBITTEN CM DISK 'A' 

DMSVPD368I count MODULES HAVE EEEN RESTORED 

DMSVPD383R APPLY 'fn» ? ...ENTER «NC CE EOB: 

VSAM INTERFACE (OS USER) 

DMSVIP109S VIRTUAL STOBAGE CAPACITY EXCEEDED 

DMSVIP230E NO. OF VSAM EXIT RCDTINES HAS EXCEEDED MAX OF 128 - UNABLE TO CONTINUE 
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RSCS Message Summary 

RSC S Spontaneous M essage s 

DMTREX000I RSCS (VER V, LEV 1, mm/aa/yy) READ! 

DMTCMX001I FREE STORAGE = nn PAGES 

DBTREX002I LINK linkia DEACTIVATED 

DMTCMX003I LINK linkia EXECUTING: (commana line text) 

DMTNPT070E I/O ERROR cuu SIOCC cc CSW csw SENSE sense CCW ccw 

DMTSML070E I/O ERROR cuu SIOCC cc CSW csw SENSE sense CCW ccw 

DMTREX080E PROGRAM CHECK — LINK linkia DEACTIVATED 

DMTREX090T PROGRAM CHECK IN SUPERVISOR — RSCS SHUTDOWN 

DMTREX091T INITIALIZATION FAIIURE ~ RSCS SHUTDOWN 

DMTAXS101I FILE spoolia ENQUEUED ON LINK linkia 

DMTAXS102I FILE spoolia PENDING FCR LINK linkia 

DMTAXS103E FILE spoolia REJECTED -- INVALID DESTINATION ADDRESS 

DMTAXS104I FILE SPOOLED TO useria2 ~ OEG lociai (namel) mm/aa/yy hh:mm:ss 

DMTAXS105I FILE spoolia PURGED 

DMTAXS106I FILE spoolia MISSING — DEQUEUED FROM LINK linkia 

DMTAXS107I nn PENDING FILES FOR LINK linkia MISSING 

DMTAXS108E SYSTEM ERROR READING SECCL FILE spoolia 

DMTNPT108E SYSTEM ERROR READING SPOOL FILE spoolia 

DMTSML108E SYSTEM ERROR REAIING SECCI EILE spoolia 

DMTNPT141I LINE vaaar READY FOE CONNECTION TO LINK linkia 

DMTSML141I LINE vaaar READY FCR CONNECTION TO LINK linkia 

DMTNPT142I LINK linkia LINE vadar CONNECTED 

DMTSML142I LINK linkia LINE vaaar CONNECTED 

DMTNPT143I LINK linkia LINE vaaar DISCONNECTED 

DMTSML143I LINK linkia LINE vaaar DISCONNECTED 

DMTNPT144I RECEIVING: FILE FROM lociai (namel) FOR locia2 (useria2) 

DMTSMLU4I RECEIVING: FILE FROM lociai (namel) FOR locia2 (useria2) 

DMTNPT145I RECEIVED: FILE FROM lociai (namel) FOR loCia2 (useria2) 

DMTSML145I RECEIVED: FILE FROM lociai (namel) FCR locia2 (useria2) 

DMTNPT146I SENDING: FILE spoolia CN IINK linkia, REC nnnnnn 

DMTSML146I SENDING: FILE spoolia CN LINK linkia, EEC nnnnnn 

DMTNPT147I SENT: FILE spoolia CN LINK linkia 

DHTSML147I SENT: FILE spoolia ON IINK linkia 

DMTNPTU9I LINK linkia LINE ACTIVITY: TCT= mmm; ERRS= nnn; TMOUTS= ppp 

DMTSML149I LINK linkia LINE ACSIVIIS: TOT= mmm; ERRS= nnn; TMOUTS= ppp 

DMTNPT160I LINE vaaar DISABLED FOB linkia 

DMTSML160I LINE vaaar DISABLED FOR linkia 

DMTNPT170I FROM linkia: (MSG message text) 

DMTSML170I FROM linkia: (MSG message text) 

DMTNPT190E INVALID SPOOI BLCCK FORMA! CN FILE spoolid 
DMTSML190E INVALID SPOOL BLCCK FORMAT CN FILE spoolid 
DMTNPT93UE ID CARD MISSING ON LINK linkia — INPUT FILE PURGED 
DHTSML93UE ID CARD MISSING CN IINK linkia — INPUT FILE PURGED 
DMTSML935E LINK linkia IN RJE MODE — PRINT FILE spoolia PURGED 
DMTNPT936E NO REMOTE PUNCH AVAILABLE OK LINK linkia — FILE spoolia PURGED 
DMTSML937E DECOMPRESSION ERROR ON linkia — IINK DEACTIVATED 

General Commana Responses 

DMTCMX200I RSCS 

DMTCMX201E INVALID COMMAND ccmmana 

DMTCMX202E INVALID LINK linkid 

DMTCMX203E INVALID SPOOL FILE ID spoolia 

DHTCMX204E INVALID KEYWORD keywora 

DMTCMX205E CONFLICTING KEYWORD keyword 

DMTCMX206E INVALID OPTION keywora option 

DMTCMX207E CONFLICTING OPTION keywora option 

DMTCMX208E INVALID USER ID userid 

DMTCMX300I ACCEPTED BY TASK task 

DMTCMX301E REJECTED BY TASK task — PREVIOUS COMMAND ACTIVE 

DMTCMX302E LINK linkia IS NCT DEFINED 

DMTCMX303E LINK linkia IS NOT ACTIVE 

DMTCMX304E REJECTED BY TASK task ~ NOT RECEIVING 
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BACKSPAC 

DMTNPT510I FILE spoolia BACKSPACED 
DMTSML510I FILE spoolia BACKSPACED 
DMTNPT511E NO FILE ACTIVE ON LINK linkia 
DMTSML511E NO FILE ACTIVE CM LINK linkia 

CHANGE 

DMTAXS520I FILE spoolia CHANGEE 

DBTAXS521I FILE spoolia HELD FOB LINK linkia 

DHTAXS522I FILE spoolia BELEASED FOE IIMK linkia 

DHTAXS523I LINK linkia QUEUE BEORDERED 

DMTAXS524E FILE spoolia ACTIVE -- NO ACTION TAKEN 

DMTAXS525E FILE spoolia IS FOE LINK linkia — NO ACTION TAKEN 

DHTAXS526E FILE spoolia NCT FOUND — NO ACTICN TAKEN 

CMD 

DHTSHL530I COMMAND FORWABDEE CK LINK linkia 

DEFINE 

DMTCMX5O0I NEW LINK linkia DEIINEE 

DMTCMX541I LINK linkia BEDEFIUED 

DMTCMX542E LINK linkia ACTIVE — MOT BEEEFINEE 

DMTCMX543E LINK linkia NOT EEFINEE — LINK LIMIT BEACHED 

DMTCMX544E LINK linkia NOT EEIINEE — TYPE NCI SPECIFIED 

DELETE 

DMTCMX550I LINK linkia NOW DELETES 
DMTCMX551E LINK linkia ACTIVE — NOI DELETED 
DMTCMX552E LINK linkia HAS A IILE QUEUE -- NOT DELETED 

DISCCNN 

DMTCMX560I ESCS DISCONNECTING 
DMTCMX561E USERID useria NOT EECEIVING 

DRAIN 

DMTNPT570I LINK linkia NOW SE1 TO DEACTIVATE 

DMTSML570I LINK linkia NOW SET TO BEACTIVATE 

DMTNPT571E LINK linkia ALREADY SET TO DEACTIVATE 

DHTSML571E LINK linkia ALREADY SET TO DEACTIVATE 

FLUSH 

DMTNPT580I FILE spoolia EBOCESSING TEEBINATEE 

DMTSML580I FILE spoolia PROCESSING TERMINATED 

DMTNPT581E FILE spoolia NCT ACTIVE 

DMTSML581E FILE spoolia NOT ACTIVE 

FREE 

DMTNPT590I LINK linkia RESUMING FILE TRANSFER 

DMTSML590I LINK linkia RESUMIKG FILE TRANSFER 

DMTNPT591E LINK linkia NOT IN HOLD STATUS 

DMTSML591E LINK linkia NCT IM HOLE STATUS 

FWDSPACE 

DMTNPT511E NO FILE ACTIVE OM LINK linkia 
DMTSML511E NO FILE ACTIVE ON LINK linkia 
DMTNPT600I FILE spoolia FCRWAEE SPACEE 
DMTSML600I FILE spoolia FORWABD SPACED 



HOLD 

DMTNPT610I LINK 
DMTSML610I LINK 
DMTNPT611I LINK 
DMTSML611I LINK 
DMTNPT612E LINK 
DMTSML612E LINK 



linkia TO SUSPEND FILE TRANSMISSION 
linkia TO SUSPEND FILE TRANSMISSION 
linkia FILE TEANSMISSICM SUSPENDED 
linkia FILE TEANSMISSICM SUSPENDED 
linkia ALREADY IN HOLD STATUS 
linkia ALREADY IN HOLE STATUS 



MSG 

No response. 

ORDER 

DMTAXS523I LINK linkia QUEUE EEORBEBEE 

DMTAXS524E FILE spoolia ACTIVE — NO ACTION TAKEN 

DMTAXS525E FILE spoolia IS FOB LINK linkia — NO ACTION TAKEN 
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DMTAXS526E FILE spoolia NOT FOUND ~ NO ACTION TAKEN 



S pecific Command R esponses 

PURGE 

DMTAXS524E FILE spoolid ACTIVE — NO ACTION TAKEN 
DMTAXS525E FILE spoolid IS FCI linkid — NO ACTION TAKEN 
DMTAXS526E FILE spoolid NOT FODND — NO ACTION TAKEN 
DMTAXS640I nn FILE (S) PURGED OK LINK linkid 

QUERY linkid STAT 

DMTCMX651I LINK linkid INACTIVE 

DMTCMX652I LINK linkid ACTIVE task type vaddr c {HO|NOH} {DR|NOD) 
{TRA|TRE|NOT} Q=m P=n 

QUERY linkid DEF 

DMTCMX653I LINK linkid DEFADIT task type vaddr c R=m 

QUERY linkid QUEUE 

DMTCMX654I LINK linkid Q=m P=n 

DHTCHX655I FILE spoolid locid userid CL a PR mm EEC nnnnnn {A|I} 

QUERY FILE spoolid STAT 

DMTCMX660I FILE spoolid INACTIVE ON LINK linkid 
DMTCMX661I FILE spoolid ACTIVE ON LINK linkid 
DMTCMX664E FILE spoolid NOT FOUND 

QUERY FILE spoolid RSCS 

DMTCMX662I FILE spoolid ORG locidl useridl mm/dd/yy hh:mm:ss 

TO locid2 userid2 
DMTCMX664E FILE spoolid NOT EODND 

QUERY FILE spoolid VM 

DMTCHX663I FILE spoolid PR mm CI a CO nn {H0|NOH} DI distcode, 

NA {fn f t | dsname} 
DMTCMX664E FILE spoolid NCT ECUND 

QUERY SYSTEM 

DMTCMX670I LINK linkid ACTIVE — LINE vaddr {HC|NOH} 
DMTCMX671I LINK linkid INACTIVE 
DMTCMX672I NO LINK ACTIVE 
DMTCMX673I NO LINK DEFINED 

SIGNON 

DMTNPT902E NON-SIGNON CASE READ ON LINK linkid 
DMTSML902E NON-SIGNON CARD BEAD ON LINK linkid 
DMTNPT903E PASSWORD SUPPLIED ON LINK linkid IS INVALID 
DMTSML903E PASSWORD SUPPLIED CK LINK linkid IS INVALID 
DMTNPT904E SIGNON PARAMETEB=parameter INVALID 
DMTNPT905I SIGNON of IINKID linkid COMPLETE 
DMTSML905I SIGNON of LINKID linkid COMPLETE 

START 

DMTCMX700I ACTIVATING LINK linkia task type vaddr c 

DMTCMX701E NO SWITCHED LINE AVfilLABLE — LINK linkid NOT ACTIVATED 

DMTCMX702E LINE vaddr IS IN USE BY LINK linkidl — LINK linkid2 

NOT ACTIVATED 
DMTCMX703E DEV cuu IS NOT A LINE PORT — LINK linkid NOT ACTIVATED 
DMTCMX704E LINE vaddr CC=3 NOT OPERATIONAL — LINK linkid NOT ACTIVATED 
DMTCMX705E DRIVER type NOT FOUND ON DISK vaddr — LINK linkid NOT 

ACTIVATED 
DMTCMX706E FATAL ERROR LOADING FROM vaddr — LINK linkid NOT ACTIVATED 
DMTCMX707E DRIVER type FILE ECBMAT INVALID — LINK linkid NOT ACTIVATED 
DMTCHX708E VIRTUAL STORAGE CAPACITY EXCEEDED — LINK linkid NOT ACTIVATED 
DMTCMX709E TASK NAME task ALREADY IN USE — LINK linkid NOT ACTIVATED 
DMTCMX710E MAX (nn) ACTIVE — LINK linkid NOT ACTIVATED 
DMTNPT750E LINK linkid ALREADY ACTIVE — NO ACTION TAKEN 
DMTSHL750E LINK linkid ALREADY ACTIVE ~ NO ACTION TAKEN 

DMTCMX751I LINK linkid ALREJJBY ACTIVE — NEW CLASS (ES) SET AS REQUESTED 
DMTNPT752I LINK linkid STILL ACTIVE — DRAIN STATUS BESET 
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DMTSML752I LINK linkid STILL ACTIVE — DRAIN STATUS BESET 
DMTSML901E INVALID SMI MODE SEECIIIED — LINK linkid NOT ACTIVATED 
DMTSHL906E INVALID SML EUFFEB PABAMETEB — LINK linkid NOT ACTIVATED 

TRACE 

DMTNPT801I LINK linkia EHBOE TBACE STABTED 
DMTSML801I LINK linkid EBBCB TBACE STABTED 
DMTNPT802I LINK linkid TBACE STARTED 
DHTSHL802I LINK linkid TBACE STABTED 
DMTNPT803I LINK linkid TRACE ENDED 
DHTSHL803I LINK linkid TBACE ENDED 
DMTNPT810E LINK linkid TRACE ALBEADY ACTIVE 
DMTSHL810E LINK linkid TBACE ALREADY ACTIVE 
DMTNPT811E LINK linkid TRACE NOT ACTIVE 
DMTSML811E LINK linkid TRACE HCT ACTIVE 



Messages Generated during Sjstea Generation and Initialization 

DMTINH102T IPL DEVICE READ I/C ERBOR 

DMTINI406R SYSTEM DISK ADDRESS = CUU 

DMTINIU07R REWRITE THE NUCLEUS? (YES | NO) 

DMTINI409R NUCLEUS CYL ADDRESS = nnn 

DMTINI410R ALSO IPL CYLINDER 0? (YES | NO) 

DMTINIU31S IPL DEVICE WRITE I/C ERBOB 

DMTINI479E INVALID DEVICE ADDRESS — EEENTEB 

DMTINI480E INVALID CYLIHDER MUMEEB — BEENTEB 

DMTINI481E INVALID BEPLY — ANSWEB "YES" OR "NO" 

DMTINI482E SYSTEM DISK ERBOB — REENTER 

DMTINI483E NUCLEUS WILL OVERLAY CMS FILES — RECOMPUTE 
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IPCS Message Summary 



DUMPSCAN 

DHMDSC500S ESHOR »nnn' WRITING 10 VIRTUAL PRINTER 

DMMDSC700I TYPE HELP CR ENTEB 

DHHDSC701R ENTER DUMP NUHEER AND MODE 

DMMDSC719I ERROR 'nnn' IN FSSTATE 'filename filetype fm' 

DMMDSC720I LOAD MAP ALREADY PRESENT 

DHMDSC721I SNAME TABLE IS FULL 

DMMDSC722I INVALID ENTRY INIO SNAME TABLE 

DHMDSC723I THE DUMP IS NOT CM THE A-EISF 

EMMFED702I NON-HEX CHARACTER IN COUNT - RETRY 

DMMFED703I NON-HEX CHARACTER IB ADDRESS - RETRY 

DMMFEX704I NON-HEX CHARACTER IN ADDRESS - RETRY 

DMMGET100S ERROR • nnn • READING FILE 'filename filetype fm» 

DMMGET708I PAGE 'page' NOT FOUND IN DUMP 

DMMHEX714I NON-HEX CHARACTER IN INPUT - RETRY 

DMMI0B712I DEVICE 'cuu' NOT FOUND 

DMMI0B713I USER 'userid' VMBICK NCT FCUND 

DMML0C715I NON-HEX CHARACTER IN STRING 

DMML0C716I STRING 'string* NCT FOUND 

DMML0C716I STRING 'string' NOT FOUND BEFORE END OF DUMP 

DMML0C717I INVALID FORM CF LOCATE COMBAND 

DMMMOD100S ERROR 'nnn' READING FILE 'filename filetype fm' 

DMMMOD705E ERROR IN ITEM TAEII 

DMMMOD706I 'entry name' NOT FOUND IN THE LOAD MAP 

DMMMOD707I 'module' 'page' PAGE NCT VALID 

DMMM0D718I THIS DUMP HAS NO LOAD MAP - SEE MAP SUBCOMMAND 

DMMREG100S ERROR 'nnn' READIKG FILE 'fileid' 

DMMREG72UI {AP} REGISTERS REQUESTED FOR UNIPROCESSOR DUMP 

DMMREG724I {MP} REGISTERS REQUESTED FOR UNIPRCCESSOE DUMP 

DMMSCR709I NO VALID SCROLL ADDRESS 

DMMTRC710I NON-NUMERIC CCUNT CHARACTER - RETRY 

DMMVMB711I LOOP IN VMELOK CHAIN 

PRB 

DMMSUM100S ERROR «nnn» READING FILE 'filename filetype fm' 
DMMSUM200S ERROR »nnn« WRITIHG FIIE 'filename filetype fm' 
DMHSUM501S INVALID PARM ' kadparm' PASSED TO SUMMARY UPDATE PROGRAM 
DMMSUH502S PROBLEM 'PREnnnnn' MOT FCUND IN SYMPTOM SUMMARY 

PROB 

DMMPRO100S ERROR 'nnn' READING FILE 'filename filetype fm' 
DMMPR0200S ERROR 'nnn' WRITING FIIE 'filename filetype fm' 
DMMPRO300S ERROR 'nnn' ON FSSTATE 'filename filetype fm' 
DMMSEA100S ERROR 'nnn' READING FILE 'filename filetype fm' 
DMMSUM100S ERROR 'nnn' READING FILE 'filename filetype fm' 
DMMSUH200S ERROR ' nnn « WRITING FIIE 'filename filetype fm' 
DMHSUM501S INVALID PARM 'badparm' PASSED TO SUMMARY UPDATE PROGRAM 
DMMSUM502S PROBLEM 'PREnnnnn' NOT FOUND IN SYMPTOM SUMMARY 
DMMWRT200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 

STAT 

DMMSTA100S ERROR 'nnn' READING FIIE 'filename filetype fm' 
DMMSTA200S ERROR 'nnn' WRITING FIIE 'filename filetype fm' 
DMMSTA601I OPERAND 'operand' NCT RECOGNIZED 

VMFDUMP 

DMMCPA805I 'nnn' ABEND CODE NOT RECOGNIZED BY DATA EXTRACTION 

DHMEDM850I UNABLE TO READ DUME FROM READER 

DMMEDM851I TEN DUMP FILES AIBIADY EXIST 

DMMEDM852I FATAL I/O ERROR WRITING DUMP 

DMMEDM853I NO DUMP FILES EXIST 

DMMEDM860I FATAL I/O ERROR READING DUMP 

DMMEDM861I DUMP FILE 'filename' NCT FCUND 

DMMEDM863E INVALID PARAMETER - parameter 

DMMEDM864I PAGE REFERENCED NCT AVAILAELI WHILE EDITING xxxxxxxx 

DMMGRC100S ERROR 'nnn' READING FILE 'filename filetype fm' 

DMMGRC809I REQUESTED ADDRESS NCT IN DUMP 

DMMINI100S ERROR 'nnn' READING FIIE 'filename filetype fm' 

DMMINI200S ERROR «nnn» WRITING FIIE 'filename filetype fm' 

DMHINI300S ERROR 'nnn' ON FSSTATE 'filename filetype fm' 
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DHMINIGOOS ERROR 'nnn' CLOSING 'filename filetype fm» 

DMMINI800S DATA EXTRACTION EAILURE 

DMMINI803S EBROE *nnn' ATTEMPTING TO IOADMOD VMFDUMP2 

DMMMAP200S ERROR •nnn* WRITING -FILE 'filename filetype fm' 

DMMMAP801I NOC MAP 'filename filetype fm' IS NOT VALID FOR THIS DUMP 

DMMMAP802I PROCEEDING.... 

DHMMAP806R ENTER 'filename filetype fm' OF NUCLEUS LOAD MAP OR ENTER NULL 

DMMMAP807I UNABLE TO LOCATE 'filename filetype fm' 

DMMMAP808I NUCLEUS MAP INVALID 'filename filetype fm' 

DMMMAP810I ERROR »nnn' READING FILE 'filename filetype fm 1 

DMMPRM200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 

DMMPRM80UI PROCESSING ERROR IN DATA EXTRACTION 

DMMSEA100S ERROR 'nnn' READING FILE 'filename filetype fm' 

DMMSUM100S ERROR 'nnn' READING FILE 'filename filetype fm' 

DMMSUM200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 

DMMSUM501S INVALID PARM 'fcadparm' PASSED TO SUMMARY UPDATE PROGRAM 

DMMSUM502S PROBLEM 'PREnnnnn' NOT FOUND IN SYMPTOM SUMMARY 

DMMWRT200S ERROR 'nnn* WRITING FILE 'filename filetype fm' 
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Appendix B: Message Summary Alphamerically by Message 
Identifier 



This appendix lists the messages issued by CP, CHS, ESCS, 
and IPCS. The lists are organized alphamerically, in 
order by module code, message number, and type. 

Note: ESCS and IPCS messages remain at the VM/370 Eelease 
6 level. 

CP Message Summary 

DHKACCU25A PUN cuu ACCOUNTING DATA; FATAL I/O EEBOE 
DMKAC0425E I/O EEBOE DUBING ACCOUNTING 

DMKACE149E DEVICE PATH raddr PEOC addr PBESENTED cc3 ON I/O EEQDEST 
DMKACE603W CHANNEL EBBOE; BDN SEBEP, BES1ABT SYSTEM 
DMKACB622W MACHINE CHECK; MDITIPIE CHANNEL EEBOES 

| DMKALG059E AUTOLOG FAILED FOE USerid-{IPI MISSING | IPL FAILED | ACCOUNTING EBBOE 
| INCOBBECT PASSHOED} 

DHKALG115E AUTOLOG INVALID; EXCESSIVE INCOBBECT EASSIOBDS 

DMKATS181E SHABED SYSTEM name BEEIACED HITE NON-SHABED COPY 

DMKBLD200E VIBT=BEAL AEEA NOT AVAILABLE; IN USE BY {userid | SYSTEM} 
DMKBLD201E VIBT=BEAL AEEA NOT AVAILAELE; DAMAGED PAGES 
DMKBLE202E VIBT=EEAL AEEA NOT AVAILABLE; INSUFFICIENT STOBAGE 

DMKBSC500I type »addr* CMD BEJECT CMD=*cm' SNS='sense' CSW='csw» USEBID=' userid* 

[ {BBCCHH='bbcchh»|BICCK='nnnnnn'} ] 
DMKBSC501A type *addr* INT BEQ CMD='cm* SNS='sense» CSW='csw* USEBID=» userid* 

[ {BBCCHH=* bbcchh* | BICCK=' nnnnnn'} ] 
DMKBSC502I type 'addr' BDSOUT CK CMD='cm* SNS=«SENSE* CSW='csv« USEEID=« userid* 

[ {BBCCHH=*BBCCHH* | BLOCK=» nnnnnn •} ] 
DMKBSC503I type 'addr* EQUIP CK CMD='cm' SNS=»sense" CSW=«csw* USEEID=»userid' 

[ {BBCCHH=*bbcchh« | BLOCK=* nnnnnn*} ] 
DMKBSC504I type 'addr* DATA CK CHD='cm' SNS=*sense» CSW=»csv* USEEID=*userid* 

[ {BBCCHH=* bbcchh* | BICCK= • nnnnnn •} ] 
DMKBSC505I type »addr' OVEBBUN CK CMD=»cm» SNS=»sense* CSH=*csw« USEEID= 'userid* 

[ {BBCCHH=* bbcchh' | ELCCK= 'nnnnnn'} ] 
DMKBSC516I type 'addr' BAD SENSE CMD='cm» SNS='sense» CSH='csw» USEBID=' userid' 

[ {3BCCHH=»bbcchh' |ELCCK='nnnnnn'} ] 
DMKBSC517I {LINE|TAPE} 'addr' NOT/KNOWN CHB='cm' SNS='sense« CSW='csw« USEBID= 'userid' 
DMKBSC520I type 'addr' CHAN EBBOB CMD='cm' SNS='sense« CSH='csw« USEEID='userid* 

[ {BBCCHH= 'bbcchh' J BLCCK=' nnnnnn'} ] 
DMKBSC527I {LINE|CONS} 'addr' LOSS DATA CMD='cm» SNS='sense' CSW='csw» USEBID=' userid' 
DMKBSC528I {LINE|CONS} 'addr' TIMEOUT CMB='cm* SNS=»sense* CSW='csw' USEBID= • userid' 

DMKCCB601I CHANNEL CONTBOL CHECK BEV xxx; DSEB 'userid' 

DBKCCH602I INTEBFACE CONTBOL CHECK DEV xxx; USEE 'userid' 

DMKCCH603W CHANNEL EBBOE; BUN SEEEP, BESTABT SYSTEM 

DMKCCH605I CHANNEL CHECK BECOBBING FAILDBE 

DMKCDB003E INVALID OPTION - option 
DMKCDB004E INVALID HEXLOC - hexlcc 
DMKCDB009E INVALID BANGE - range 
DMKCDE010E INVALID BEGISTEB - register 
DMKCDE026E OPEBAND MISSING OB INVALID 
DMKCDB160E HEXLOC hexloc EXCEEDS STOBAGE 

DMKCDH003E INVALID OPTION - option 

DMKCDH004E INVALID HEXLOC - hexlcc 

DMKCDM009E INVALID BANGE . - range 

DMKCDM033E HEXLOC MISSING OB INVALID 

DMKCDM060E DUMP FAILED; VIBTUAI PBINTEB UNAVAILABLE 

DMKCDM061E DUMP FAILED; VIBTUAL PBINTEB EBBOB 
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DMKCDM160E HEXLOC hexloc EXCEEDS STOBAGE 

DMKCDS004E INVALID HEXLOC - operand 

DMKCDS005E INVALID HEXDATA - hexdata 

DHKCDS010E INVALID BEGISTEB - register 

DHKCDS012E INVALID PSW - psw 

DMKCDS026E OPEKAND MISSING OB INVALID 

DMKCDS033E HEXLOC HISSING OB INVALID 

DMKCDS160E HEXLOC hexloc EXCEEES STOBAGE 

DHKCDS161E SHABED PAGE hexloc ALIEBED by userid 

DMKCDS162E INVALID ECB X - hexdata 

DMKCDS162W INVALID ECB X - hexdata 

DMKCDS163E STOBE EXCEEDS MAXIMDM BEGISTEB 

DMKCDS164E HEXLOC hexloc NQN-AEDBESSABLE STOBAGE 

DMKCDS166E CHANGED SHABED PAGE NCT WBITTIN TO ADXILIABY STOBAGE 

DMKCFC001E ?CP: command 
DMKCFC002E INVALID OPEBAND - operand 
DMKCFC004E INVALID HEXLOC - hexlcc 
DMKCFC026E OPEBAND MISSING OB INVALID 

DMKCFD004E INVALID HEXLOC - hexlcc 

DMKCFD021E BADDB MISSING OB INVALID 

DMKCFB022E VADDE MISSING OB INVALID 

DMKCFD026E OPEBAND MISSING OB INVALID 

DMKCFB040E DEV addr DOES NOT EXIST 

DMKCED160E HEXLOC hexloc EXCEEDS STOBAGE 

DMKCFD164E HEXLOC hexloc NON-ADBEESSABLE STOBAGE 

DMKCFG002E INVALID OPEBAND - operand 

DMKCFG003E INVALID OPTION - option 

DHKCFG013E CONFLICTING OPTION - option 

DMKCFG022E VADDE MISSING OB INVALID 

DMKCFG026E OPEBAND MISSING OB INVALIE 

DMKCFGQ40E DEV addr DOES NOT EXIST 

DMKCFG044E SYSTEM name DOES NCT EXIST 

DMKCFG083E VMSAVE ABEA DOES NOT CONTAIN A VALID SAVED SYSTEM 

DMKCFG17QE SYSTEM name EXCEEDS STCBAGE 

DMKCFG171E SYSTEM name VOLID volid NCT MCDNTED 

DMKCFG172E SYSTEM name DASD vaddr INCOMPATIBLE SYSBES 

DMKCFG173E SYSTEM name BEQOIBES DASD vaddr 

DMKCFG174E PAGING I/O EBBOB; IPI EAILEE 

DMKCFG175E {FAVOBED |BESEBVE |NETHOBK TBACE|name} ALEEADY IN USE BY userid 

DMKCFG177E PABM EXCEEDS 64 CHABACTEBS 

DMKCFG179E SYSTEM name VOLID VOlid NCT CP CWNED 

DMKCFG203E V=B ABEA BEQDIBES IPI EY DEVICE ADDBESS 

DMKCFH026E OPEBAND MISSING OB INVALID 

DMKCFH044E SYSTEM name DOES NOT EXIST 

DMKCFH170E SYSTEM name EXCEEDS STCBAGE 

DMKCFH171E SYSTEM name VOLID volid NCT MCDNTED 

DMKCFH172E SYSTEM name DASD vaddr INCOMPATIBLE SYSBES 

DMKCFH173E SYSTEM name BEQDIBES DASD vaddr 

DMKCFH179E SYSTEM name VOLID volid NCT CP CWNED 

DMKCFH300E SAVE HEQDEST BEYOND VIBTOAI MACHINE SIZE 

DMKCFH435E PAGING EBBOB WBITING SAVED SYSTEM 

DMKCFH436E INTEBBDPT PENDING. TO PBOCEED, TYPE YES. TO END, TYPE NO. 

DMKCFC003E INVALID OPTION - option 

DMKCFO006E INVALID DEVICE TYPE - addr 

DMKCFO013E CONFLICTING OPTION - option 

DMKCFO020E DSEBID MISSING OB INVALID 

DMKCFO021E BADDB MISSING OB INVALID 

DMKCFO026E OPEBAND MISSING OB INVALID 

DMKCF0040E DEV addr DOES NOT EXIST 

DMKCFO041E LOGMSG nn DOES NOT EXIST 

DMKCFO045E userid NOT LOGGED ON 

DMKCFO046E {DEV resid|type raddr} OFFLINE 

DMKCFQ140E type raddr ATTACHED TC userid 

DMKCF0143E type raddr IN OSE BY SYSTEM 

DMKCF0175E {FAVOBED |BESEBVE| NETHOBK TBACl|name} ALBEADY IN DSE BY userid 

DMKCF0184E VM ASSIST NOT AVAILAEIE [ CN PBOCESSOB flOC addr] 

DMKCF0186E CP ASSIST NOT AVAILAELE 
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DMKCF0188E SPECIFIED PEOCESSOE UNAVAILABLE 

DMKCFC199E COMMAND BEJECTED; DEVICE radar PENDING OFFLINE 

DMKCF0250E 370E IS NOT AVAILABLE (ON PEOC XX) 

DMKCF0255W 370E FEATOEE NOW EISAEIED 

DMKCF0925I SYSTEM ADTO DDMP BEALLOCA1ED TO DASD BADDB 

DMKCF0925I SYSTEM ADTO DDMP BEALICCATED TC DASD radar 

DMKCF0953I DNABLE TO ALLOCATE SYSTEM AUTO DDMP 

DMKCFP0U6E {DEV ria|type raaar} OFFLINE 
DMKCFP16UE HEXLOC hexloc NON-AEDEESSABLE STOBAGE 
DMKCFP179E SYSTEM name VOLID volia NCT CP OWNED 
DMKCFP435E PAGING EEBOB WBITING SAVED SYSTEM 

DMKCFS003E INVALID OPTION - option 

DMKCFS006E INVALID DEVICE TYPE - aadr 

DMKCFS026E OPEBAND MISSING OB INVALID 

DMKCFS044E SYSTEM name DOES NOT EXIST 

DMKCFS045E userid NOT LOGGED ON 

DMKCFS046E {DEV rid|type raddr} OFFLINE 

DMKCFS052E EBBOB IN CP DIEECTOBY 

DMKCFS053E userid NOT IN CP DIBECTOB? 

DMKCFS086E I/O EBBOB ON DASD 

DMKCFS170E SYSTEM name EXCEEDS STOBAGE 

DMKCFS171E SYSTEM name VCLID volid NCT MOUNTED 

DMKCFS175E {FAVOBED|BESEBVE | NETWOBK TBACE|name} ALBEADY IN DSE BY userid 

DMKCFS179E SYSTEM name VOLID volia NCT CP OWNED 

DMKCFS183E VM ASSIST NOT ACTIVE 

DMKCFS184E VM ASSIST NOT AVAILAEIE 

DMKCFS187E TIMES ASSIST NOT AVAILABLE 

DMKCFS188E SPECIFIED PBOCESSCB DNAVAIIABIE 

DMKCFS189I AFFINITY NOT SET; SYSTEM IN DNIPBOCESSOB MODE 

DMKCFS190I NO AFFINITY SPECIFIEE IN EIBECTCBY 

DMKCFS205E DAT IGNOBE NOT SET; INVALID TBANSLATION FOBMAT 

DMKCFS250E 370E IS NOT AVAILAEIE (ON PBGC xx) 

DMKCFS251E 370E IS NOT ACTIVE 

DMKCFT002E INVALID OPEBAND - operana 
DMKCFT006E INVALID DEVICE TYPE - aaar 
DMKCFT026E OPEBAND MISSING OB INVALIE 

DMKCFV062E ECMODE NOT SET ON 

DMKCFV063E SHADOW TABLE BYPASS; NCT SET 

DMKCFV080E NO PBEALLOCATED VMSAVE ABEA 

DMKCFV082E MOEE THAN ONE VMSAVE ABEA ALLOCATED; MUST SPECIFY ABEA NAME 

DMKCFW002E INVALID OPEBAND - operana 
DMKCFW026E OPEBAND MISSING OB INVALID 

DMKCKE536I CUU BEPOETS DISABLED INTEBFACE; FAULT CODE = CCCC; NOTIFY CE 

DMKCKP900W SYSTEM BECOVEBY FAIIUBE; EBCGKAM CHECK 

DMKCKP901W SYSTEM BECOVEBY FAILUBE; MACHINE CHECK, BUN SEBEP 

DMKCKP902W SYSTEM BECOVEBY FAIIUBE; FATA! I/O EBBOB- {NUC1 ABEA|WABM ABEA} 

DMKCKP910W SYSTEM BECOVEBY FAILUBE: INVALID WABM STABT ABEA 

DMKCKP911W SYSTEM BECOVEBY FAILUBE: WABM STABT ABEA FULL 

DMKCKP922W SYSTEM BECOVEBY FAIIUBE; INVAIID SPOOLING DATA 

DMKCKP960I SYSTEM WABM STABT DATA SAVED 

DMKCKP961W SYSTEM SHUTDOWN COMPLETE 

DMKCKS400I SYSTEM {TEMP SPACE| CHECKPOINT ABEA} FULL 
DMKCKS915E PEBHANENT I/O EBBCB CN CHECKPOINT ABEA 
DMKCKS919E CHECKPOINT ABEA INVALID; CHECKPOINTING TEBMINATED 

DMKCKT401I SYSTEM {TEMP SPACE| CHECKPOINT ABEA} 90 PEBCENT FULL 

DMKCKT438I SPOOL FILE ID LIMIT EXCEEDED 

DMKCKT903W SYSTEM BECOVEBY FAIIUBE; VOLID 'volia* ALLOCATION EBBOB 

{CYLINDEB=»cylinaer' |PAGE=» page'} 
DMKCKT912W SYSTEM BECOVEBY FAILUBE; VOLID »VOlia» NOT MODNTED 
DMKCKT916E EBBOB ALLOCATING SPCCI FIIE EUFFEBS 

DMKCKV401I SYSTEM {TEMP SPACE| CHECKPOINT ABEA} 90 PEBCENT FULL 
DMKCKV912W SYSTEM BECOVEBY FAIIUBE; VOLID »VOlia« NOT MODNTED 
DMKCKV915E PEBMANENT I/O EBBOB ON CHECKPOINT ABEA 
DMKCKV916E EBBOB ALLOCATING SPOOL FIIE BUFEEBS 
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DMKCKV917E CHECKPOINT AREA INVALID; CIEAB STORAGE AND COXD START 

| DMKCLK437E SYSTEM PAGING SPACE MOT AVAILABLE, IPL TERMINATED 
DMKCIK970W TOD CLOCK SYNC CHECK RECEIVED 

DMKCNS454I {LINE addr|DEV rid} DISABLED 
i DMKCNS455I LINE addr NOT OPERATIONAL ' text 

DMKCNS500I type 'addr* CMD REJECT CND^cm' SNS= , sense l CSW^csw* DSERID='userid« 

[ {BBCCHH='bbcchh» | BLCCK=' nnnnnn'} ] 
DMKCNS501A type 'addr' INI REQ CMD='cm« SNS=»sense' CSW=«csw« USERID=*userid« 

[ {BBCCHH='bbcchh» |BL0CK=« nnnnnn'} ] 
DMKCNS501I {CON|PRT|PUN|RDR} 'addr' INT REQ [CMD= , cm» SNS=»sense' CSW = »csw« USERID= » userid • ] 
DMKCNS502I type 'addr' BOSODT CK CMD= , CM« SNS=«SENSE' CSH= , csw« USERID=* userid 1 

[ {BBCCHH=«BBCCHH» | BICCK=« nnnnnn »} ] 
DMKCNS503I type *addr' EQUIP CK CMD^cm' SNS= , sense« CSW=«csw« USERID=« userid' 

[ {BBCCHH='bbcchh' | BL0CK=' nnnnnn •} ] 
DMKCNS504I type 'addr' DATA CK CHD='cm» SNS='sense' CSW='csw' OSERID= 'userid' 

[ {BBCCHH=«bbcchh' | BLCCK=» nnnnnn •} ] 
DMKCNS505I type 'addr' OVERRUN CK CMB='cm' SNS= , sense» CSW='csw» USERID=' userid' 

[ {BBCCHH=«bbcchh' | BL0CK=« nnnnnn '} ] 
DMKCNS527I {LINE|CONS} 'addr 1 LOST DATA CMD= , cm« SNS=»sense» CSW='csw« USERID=' userid' 
DMKCNS528I {LINE|CONS} 'addr' TIMEOUT CMD=»cm' SNS=»sense' CSW='csw' USERID=' userid' 

DMKCPE005E INVALID HEXDATA - hexdata 
DMKCPB006E INVALID DEVICE TYPE - addr 
DMKCPE012E INVALID PSW - psw 
DMKCPB022E VADDR MISSING OR INVALID 
DMKCPE026E OPERAND MISSING OR INVALID 
DMKCPB040E DEV addr DOES NOT EXIST 

DMKCPI131E INSUFFICIENT FREE STORAGE AVAILABLE FOR {ATTACH |LOGON} REQUEST 

DMKCPI185E CP ASSIST LEVEL xx DOES NCT MATCH CP LEVEL yy 

DMKCPI536I cuu REPORTS DISABLED INTERFACE; FAULT CODE = cccc; NOTIFY CE 

DMKCPI913I CP OWNED VOLID XXXXXX INVALID FOR 3330V 

DMKCPI914I TRACE TABLE IS SMALLER THAN REQUESTED 

DMKCPI923I FAILING STORAGE FRAME AT LOCATION raddr 

DMKCPI924I XXXX ADDITIONAL FAILING STORAGE FRAMES EXIST 

DMKCPI950A OPERATOR NOT LOGGED ON; EXPLICIT LOGON REQUIRED 

DMKCPI951I CP VOLID volid NCT MCONTEE 

DMKCPI952I nnnnnK SYSTEM STORAGE 

DMKCPI953I UNABLE TO ALLOCATE SYSTEM AUTO DUMP 

DMKCPI954E DASD raddr VOLID volid NOT MOUNTED; DUPLICATE OF DASD raddr 

DMKCPI955W INSUFFICIENT STORAGE FOR VM/SP 

DMKCPI957I STOR sssssK, NUC nnnK, DYN dddddK, TEA tttK, FREE ffffK, V=R vvvvvK 

DMKCPI958I ATTACHED PROCESSOR NCT OPERATIONAL 

DMKCPI959W ATTACHED PROCESSOR NOT ONLINE 

DMKCPI961W SYSTEM SHUTDOWN COMPLETE 
j DMKCPI962I CP OWNED DASD CUU VOLID volid INVALID ALLOCATION RECORD 

DMKCPI963I SECOND PROCESSOR NOT CHLINE 

DMKCPI964I PROC XX INITIALIZED; PROC yy INITIALIZED 
I DMKCPI968I NO WARMSTART, PREVIOUS DATA STILL VALID 

DMKCPI971I SYSTEM IS [UP|AP|MP] GENERATED 

! DMKCPJ229I USER OF MONITOR DOES NCT EXIST 

j DMKCPJ966I INITIALIZATION COMPLETE 

| DMKCPJ967I DISCONNECT userid - SYSTEM RESTARTED (mmmnnn) AND SYSTEM CONSOLE NOT VM OPERATOR CONSOLE 

DMKCPC049E type raddr IN USE 
DMKCPO049E type raddr IN USE 
DMKCP0124E DASD raddr IN USE BY nnn USERS 
DMKCPC124E DASD raddr IN USE BY nnn USERS 
DMKCPG140E type raddr ATTACHED TO userid 
DMKCPO140E type raddr ATTACHED TO userid 
DMKCPC142E type raddr NOT DRAINED 
DMKCP0142E type raddr NOT DRAINED 
DMKCP0143E type raddr IN USE BY SYSTEM 
DMKCP0143E type raddr IN USE BY SYSTEM 
| DMKCP0198W LAST PATH TO DEVICE raddr ON PROCESSOR nn 

J DMKCPP623I CHANNEL SET CONNECTED TO PROCESSOR nn 

DMKCPS144W type vaddr RESET EY userid 
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DMKCPT003E INVALID OPTION - option 

DMKCPT021E RADDR HISSING OE INVALID 

DMKCPT026E OPERAND MISSING OR INVALID 

DMKCPT040E DEV addr DOES NOT EXIST 

DMKCPT046E {DEV rid|type raddr} OFFLINE 

DMKCPT049E LINE addr IN DSE 

DMKCPT049E LINE addr IN DSE 

DHKCPT123E DASD raddr CP OWNED 

DMKCPT124E DASD raddr IN DSE BY nnn USERS 

DMKCPT136E DEVICE {vaddr | raddr} NOT {DEFINED| VARIED} ; CHANNEL XX DEDICATED 

DMKCPT140E type raddr ATTACHED TO userid 

DMKCPT142E type raddr NOT DRAINED 

DMKCPT143E type raddr IN DSE EI SYSTEM 

DMKCPT154E DEV raddr VARY FAILED, VARY IN PROCESS 

DMKCPT192E VARY PROCESSOR COMMAND FAILED 

DMKCPT601E CHANNEL CONTROL CHECK DEV xxx; DSER 'userid' 

DMKCPT602E INTERFACE CONTROL CHICK DEV xxx; USER 'userid' 

DMKCPD021E RADDR MISSING OR INVALID 

DMKCPD191E PROCESSOR nn DOES NCI EXIST 

DMKCPD192E VARY PROCESSOR COMMAND FAILED 

DMKCPD193I PROCESSOR nn ONLINE 

DMKCFU194I PROCESSOR nn OFFLINE 

DMKCPD812E MSSF RESPONSE CODE TC VARY CP {CN|OFF} IS nnnn 

DMKCPV003E INVALID OPTION - option 

DMKCPV004E INVALID HEXLOC - hexloc 

DMKCPV006E INVALID DEVICE TYPE - addr 

DMKCPV007E INVALID DSERID - userid 

DMKCPV009E INVALID RANGE - range 

DMKCPV020E USERID MISSING OR INVALID 

DMKCPV021E RADDR MISSING OR INVALID 

DMKCPV026E OPERAND MISSING OR INVALID 

DMKCPV033E HEXLOC MISSING OR INVALID 

DMKCPVOUOE DEV addr DOES NOT EXIST 

DMKCPV045E userid NOT LOGGED ON 

DMKCPV046E {DEV rid|type raddr} OFFLINE 

DMKCPV140E type raddr ATTACHED TO userid 

DMKCPV160E HEXLOC hexloc EXCEEDS STORAGE 

DMKCPV165I PAGE hexloc NOT LOCKED; SHARED PAGE 

DMKCPV176E VIRT=REAL AREA IN USE EY userid 

DMKCPV199E COMMAND REJECTEE; DEVICE raddr PENDING OFFLINE 

DMKCPV202E VIRT=REAL AREA NOT AVJILAELE; INSUFFICIENT STORAGE 

DMKCPV203E V=R AREA REQUIRES IPL EY DEVICE ADDRESS 

DMKCPV204E INVALID PAGE(S) SPECIFIED, V=R AREA 

DMKCPV923I FAILING STORAGE FRAME AT LOCATION raddr 

DMKCPV924I XXXX ADDITIONAL FAILING STORAGE FRAMES EXIST 

DMKCQG020E USERID MISSING OR INVALID 
DMKCQG022E VADDR MISSING OR INVALID 
DMKCQG027E SPOOLID MISSING OR INVALID 
DMKCQG028E CLASS MISSING OR INVALID 
DMKCQG040E DEV addr DOES NOT EXIST 
DMKCQG042E SPOOLID nnnn DOES NOT EXIST 
DMKCQG045E userid NOT LOGGED ON 

DMKCQH013E CONFLICTING OPTION - option 

DMKCQH02UE {CYLS| BLKS| FORM NUMEER} MISSING OR INVALID 

DMKCQP003E INVALID OPTION - option 
DMKCQP006E INVALID DEVICE TYPE - addr 
DMKCQE020E USERID MISSING OR INVALID 
DMKCQP021E RADDR MISSING OR INVALID 
DMKCQP022E VADDR MISSING OR INVALID 
DMKCQP040E DEV addr DOES NOT EXIST 
DMKCQP0U5E userid NOT LOGGED ON 
DMKCQP466I CTLR cuu IN BUFFER SLOWDOWN MCDE 

DMKCQR003E INVALID OPTION - option 

DMKCQR020E USERID MISSING OR INVALID 

DMKCQE026E OPERAND MISSING OR INVALID 

DMKCQR028E CLASS MISSING OR INVALID 

DMKCC.R045E userid NOT LOGGED ON 



Appendix B. Message Summary Alphamerically by Message Identifier 285 



DHK 



DMKCQS002E INVALID OPEBAND - operand 

DMKCQY020E OSEBID MISSING OB INVALID 
DMKCCY026E OPERAND MISSING OE INVALID 
DMKCQY045E userid NOT LOGGED ON 

DMKCSB003E INVALID OPTION - option 
DMKCSE006E INVALID DEVICE TYPE - addr 
DMKCSE013E CONFLICTING OPTION - option 
DMKCSB021E EADDB MISSING OB INVALID 
DMKCSE022E VADDB MISSING OB INVALID 
DMKCSB026E OPEBAND MISSING OB IHVALIE 
DMKCSE028E CLASS HISSING OE INVALID 
DMKCSB031E BDFFEB MISSING OB INVALID 
DMKCSE036E INDEX MISSING OB INVALID 
DMKCSB040E DEV addr DOES NOT EXIST 
DHKCSB043E EOFFEE name DOES NOT EXIST 
DHKCSE046E {DEV rid|type raddr} CJFLINE 
DMKCSE140E type raddr ATTACHED 10 userid 
DMKCSB142E type raddr NOT DBAINIE 
DMKCSB148E type raddr BDFFEE LOAE name FAILED 

DMKCS0003E INVALID OPTION - option 

DMKCSO006E INVALID DEVICE TYPE - addr 

DMKCSC013E CONFLICTING OPTION - option 

DMKCSC021E EADDB MISSING OB INVALID 

DMKCS002UE {CYLS | BLKS| FOEB NUMEEB} MISSING OB INVALID 

DMKCSC028E CLASS MISSING OE INVALID 

DMKCS0030E COPIES MISSING OE INVALID 

DMKCSC040E DEV addr DOES NOT EXIST 

DMKCSO0U6E {DEV rid|type raddr} OFFLINE 

DMKCS0140E type raddr ATTACHED 10 userid 

DMKCS0141E type raddr NOT ACTIVI 

DMKCS0243E FLASH MISSING OB INVJLID 

DMKCS0244E IMAGE LIBBABY HISSING CB INVAIIE 

DMKCS0245E CHABS HISSING OE INVALID 

DMKCS0246E FCB MISSING OE INVAIIE 

DMKCSC441E NOT ACCEPTED. PBEVIOES BACKSPACE STILL BEING PBOCESSED 

DMKCSP003E INVALID OPTION - option 

DMKCSP006E INVALID DEVICE TYPE - addr 

DMKCSP007E INVALID OSEBID - userid 

DHKCSP013E CONFLICTING OPTION - option 

DMKCSP020E OSEBID HISSING OE INVALID 

DHKCSP022E VADDB HISSING OB INVALID 

DHKCSP024E {CYLS |BLKS| FOBM NOMEEB} MISSIKG OB INVALID 

DMKCSE026E OPEBAND MISSING OB IHVALID 

DMKCSP028E CLASS MISSING OB INVJLID 

DMKCSE029E FNAHE FTYPE HISSING OB INVALID 

DMKCSP030E COPIES MISSING OE INVALID 

DMKCSE032E DIST CODE HISSING OB INVALID 

DHKCSP040E DEV addr DOES NOT EXIST 

DHKCSP053E userid NOT IN CP DIBICTOBY 

DMKCSP243E FLASH HISSING CB INVALID 

DMKCSP245E CHABS MISSING OB INVALID 

DMKCSP246E FCB HISSING OE INVALID 

DMKCSE253E MODIFY HISSING OE INVALID 

DHKCSQ024E {CYLS | BLKS| FOBM NDHE1B} HISSING OB INVALID 

DHKCST003E INVALID OPTION - option 
DHKCST006E INVALID DEVICE TYPE - addr 
DMKCST022E VADDB MISSING OB INVALID 
DMKCST026E OPEBAND MISSING CB IHVALIE 
DMKCST027E SPOOLID MISSING OB IHVALID 
DMKCST040E DEV addr DOES NOT EXIST 
DHKCST042E SPOOLID nnnn DOES NOI EXIST 
DHKCST424E BDB FILE SPOOL EEBOB; IILE UNCHANGED 

DMKCSD003E INVALID OPTION - option 
DMKCSU006E INVALID DEVICE TYPE . - addr 
DMKCSD007E INVALID DSEBID - userid 
DMKCSD008E INVALID SPOOLID -spoolid 
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DMKCSU013E CONFLICTING OPTION - option 

DMKCSU020E DSEHID HISSING OH INVALID 

DMKCSO02HE {CYLS | BLKS| FORM NOMEEB} MISSIKG OB INVALID 

DMKCS0026E OPERAND MISSING OB INVALID 

DMKCS0027E SPOOLID MISSING OB INVALID 

DMKCSD028E CLASS MISSING OB INVALID 

DMKCSD029E FNAME FTYPE MISSING CB INVALID 

DMKCSD030E COPIES MISSING OH INVALID 

DMKCSO032E DIST CODE MISSING OB INVALID 

DMKCSU035E DEVICE TYPE MISSING OB INVALID 

DMKCSU0U2E SPOOLID nnnn DOES NOT EIIST 

DMKCSTJ053E userid NOT IN CP DIBECTORY 

DMKCS02H3E FLASH MISSING OB INVAIID 

DMKCS02U5E CHABS MISSING OB INVALID 

DMKCS0246E FCB MISSING OB INVALID 

DMKCSD253E MODIFY MISSING OB INVAIID 



DMKCSV013E CONFLICTING OPTION - option 
DMKCSV024E {CYLS | BLKS |FOBM NOMBEB} MISSING 



OE INVALID 



CSW=«csw' OSERID=' userid 
USERID=» userid' 
OSEBID= , userid" 



DMKDAD500I type 'addr' CMD BEJECT CMD='cm' SNS='sense' 

[ {BBCCHH=« bbcchh' | BLOCK=* nnnnnn'} ] 
DMKDAD501 type 'addr' INT BEQ CHD='cm» SNS='sense» CSW=«csv' 

[ {BBCCHH=' bbcchh' | BLCCK=» nnnnnn'} ] 
DMKDAD502I type 'addr' BDSODT CK CMD='CM' SNS=» SENSE' CSN='csw' 

[ {BBCCHH='BBCCHH» | BICCK=' nnnnnn •} ] 
DMKDAD503I type 'addr' EQUIP CK CMD='cm» SNS='sense» CSW=*csv» DSEEID='userid» 

[ {BBCCHH=' bbcchh' | BIOCK=* nnnnnn*} ] 
DMKDAD504I type 'addr' DATA CK CMD='cm' SHS='sense» CSW=»csw» OSEBID= 'userid' 

[ {BBCCHH='bbcchh' | BLOCK=' nnnnnn'} ] 
DMKDAD505I type 'addr' OVEBBDN CK CMD=»cm« SNS='sense« CSW='csw' OSEHID= 'userid' 

[ {BBCCHH='bbcchh» | BLOCK=' nnnnnn*} ] 
DMKDAD506I DASD 'addr' TBKCOND CK CMD='cm' SNS='sense' CSN='csw' OSEBID=' userid' BBCCHH= 'bbcchh' 
DMKDAD508I {DASD|RDB | PET | PON} 'addr' PEBM EHBOH CMD='cm' SNS='sense' CSW='csv« DSEBID='userid' 

[BBCCHH=« bbcchh' ] 
DMKDAD513I {DASDJTAPE} 'addr' FILE PBOT CMD=»cm' SNS='sense' CSW='csw» USEBID=' userid' 

[ {BBCCHH=' bbcchh' | BLOCK=« nnnnnn •} ] 
DMKDAD516I type 'addr' BAD SENSE CMD='cm' SNS='sense' CSN='csw» DSEBID='userid' 

[ {BBCCHH= • bbcchh ' | BLCCK= ' nnnnnn •} ] 
DMKDAD517I {LINE|TAPE} 'addr' NOT/KNOWN CMD='cm' SNS='sense' CSW='csw' DSEBID=' userid' 
DMKDAD518I {DASD|TAPE{ 'addr' BECV EBBCB CMD='cm» SNS='sense' CSW='csv» 0SEBID=' userid" 

[ {BBCCHH=' bbcchh' | BICCK=» nnnnnn'} ] 
DMKDAD520I type 'addr' CHAN EBBOE CMD='cm» SNS="sense« CSH="csv" OSEBID=»userid' 

[ {BBCCHH=» bbcchh' | BICCK=' nnnnnn'} ] 
DMKDAD536I cuu EEPOETS DISABLED INTEBFACE; FAULT CODE = cccc; NOTIFY CE 
DMKDAD538I type 'addr' PEOG EBBOB CME='cmd' SNS='sense' CSW='csw' OSEBID=« userid' 
DMKDAD956A DASD cuu VOLID volid MOT MOONTED; NOW OFFLINE 

DMKDAS500I type 'addr' CMD BEJECT CMD='cm» SNS='sense' CSfl='CSV» DSEBID=»userid« 

[ {BBCCHH=' bbcchh »|BICCK=' nnnnnn'} ] 
DMKDAS501 type 'addr' INT BEQ CMD='cm' SNS=«sense« CSW='csw' USERID- • userid' 

[ {BBCCHH='bbcchh'|BICCK='nnnnnn»} ] 
DMKDAS502I type 'addr' BDSODT CK CMD='CM' SNS='SENSE' CSW='csw« OSERID='userid» 

[ {BBCCHH= 'BBCCHH" | BLOCK=« nnnnnn •} ] 
DMKDAS503I type 'addr' EQDIP CK CMD='cm' SNS='sense» CSW='csw' OSEBID='userid' 

[ {BBCCHH=» bbcchh' | BLOCK=' nnnnnn •} ] 
DMKDAS504D {DASD|TAPE} 'addr' DATA CK CMD^cm' SNS='sense' CSW='csw' OSEBID= • userid' 

{BBCCHH='bbcchh'} 
DMKDAS504I type 'addr* DATA CK CMD='cm' SNS='sense» CSW='csw' DSEBID= 'userid' 

[ {BBCCHH=« bbcchh' | BLCCK=' nnnnnn'} ] 
DMKDAS505D {DASD|TAPE} 'addr" OVEBRON CK CMD=»cm' SNS=» sense' CSW=«csw' OSERID=' userid' 

[ {BBCCHH='bbcchh'|BLCCK='nnnnnn»} ] 
DMKDAS505I type 'addr' OVERBON CK CMD='cm« SNS='sense' CSW='csw« OSEBID= 'userid' 

[ {BBCCHH=» bbcchh' | BLOCK=' nnnnnn'} ] 
DMKDAS506I DASD 'addr' THKCOND CK CMD='cm' SNS='sense' CSW='csv« OSEBID=' userid' BBCCHH=' bbcchh' 
DMKDAS507D DASD 'addr' SEEK CK CMD='cm« SNS='sense' CSW='csw' OSEBID=' userid' BBCCHH=« bbcchh' 
DMKDAS508I {DASD |BDB| PBT | PON} 'addr' EEBM EBBOB CMD=»cm' SNS='sense» CSW=«csw' USERID= 'userid' 

[ BBCCHH=' bbcchh' ] 
DMKDAS509I DASD »addr» TBKOVEBDN CMD='cm' SNS=»sense» CSH='csv» OSEBID=' userid' BBCCHH=« bbcchh' 
DMKDAS513I {DASD|TAPE} 'addr' FILE PECT CME=«cm' SNS='sense» CSW='csw' DSEBID=' userid' 

[ {BBCCHH=»bbcchh'|BLOCK=' nnnnnn'} ] 
DMKDAS514D DASD 'addr' ADDMHK CK CHD='cm» SNS=«sense» CSW='csv» DSERID=' userid' BBCCHH=' bbcchh' 
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DMKDAS516I type 'addr' BAD SENSE CMD='cm' SNS='sense' CSW='csw« USERID= 'userid' 

[{BBCCHH='bbcchh'|BLCCK=' nnnnnn'} ] 
DMKDAS517E DASD 'addr' NOT/KNOWN CMD='cm' SNS=»sense» CSW='csw' USEBID=»userid» 

[ {BBCCHH= ' bbcchh » |ELOCK=' nnnnnn'} ] 
DMKDAS518I {DASD|TAPE{ 'addr' BECV E1BOB CMD='cm' SNS='sense« CSW=«csv» USERID=' userid' 

[ {BBCCHH=» bbcchh' | BLOCK=» nnnnnn •} ] 
DHKDAS520I type 'addr' CHAN EBBOB CME='cm' SNS='sense» CSW='csv» USERID=' userid' 

[ {BBCCHH='bbcchh« | BLOCK=« nnnnnn'} ] 
DMKDAS536I cuu REPORTS DISABIEB INTERFACE; FAULT CODE = cccc; NOTIFY CE 
DMKDAS956A DASD cuu VOLID volid NCT MOUNTED; NOW OFFLINE 

DMKDAU533I DASD 'addr' CHECK DATA CMD=' cm' SNS=' sense' CSW='csv» USEBID=« userid' BLOCK=' nnnnnn* 

DMKDAU534I DASD 'addr' BKSIZE EX CMD='cm' SNS=»sense» CSW='csw» USERID=« userid' BLOCK*' nnnnnn' 

DHKDA0535I DASD 'addr' WBT INHIBIT CMD='cm' SNS='sense' CSW='csw» USEBID=' userid' BLOCK= 'nnnnnn' 

DHKDAD536I CUU REPORTS DISABLEB INTERFACE; FAULT CCDE = CCCC ; NOTIFY CE 

DMRDDB038E PABAMETEB parameter FCE option OPTION MISSING OB INVALID 

DMKDDE536I CUU REPORTS DISABLED INTERFACE; FAULT CODE = CCCC; NOTIFY CE 

DMKDDB700E INPUT UNIT IS NOT A CEVOL 

DMKDDB701E INVALID OPERAND - operand 

DMKDDB702E CONTROL STATEMENT SEQUENCE EBBOB 

DMKDDE703E OPERAND MISSING 

DMKDDB704E DEV cuu NOT OPEBATICNAL 

DMKDDB705E 10 EEBOR cuu CSW='csw' SENSE= ' sense' INPUT= {'bbcchh' | 'nnnnnn'} OUTPUT*' bbcchh' CCW='ccv' 

DMKDDB707E MACHINE CHECK BUN SEBEP AMD SAVE OUTPUT FOR CE 

DMKDDE708E INVALID INPUT OB OUTPUT DEFINITION 

DMKDDB709E WBONG INPUT TAPE MOUNTED 

DMKDDB710A DEV cuu INTEBVEKTICN BECUIBEE 

DMKDDB711R VOLID READ IS volid2 [NOT volidl ] DO YOU WISH TO CONTINUE? RESPOND YES NO OR REREAD: 

DMKDDB712E NUMBER OF EXTENTS EXCEEDS 20 

DMKDDE713E OVERLAPPING OB INVALIE EXTENTS 

DMKDDB714E BECORD {bbcchh |nnnnnn} NOT FOUND ON TAPE 

DMKDBB715E LOCATION bbcchh IS A ELAGGEE TBACK 

DMKDDB716R NO VOL1 LABEL FOUND [ EOR volser] DO YOU WISH TO CONTINUE? RESPOND YES OB NO OB BEBEAD: 

DMKDDB717B DATA DUMPED FBCM volidl TC EE EESTOBEE TO volid2. DO YOU WISH TO CONTINUE? 

RESPOND YES NO OR REBEAD: 
DMKDDB718E OUTPUT UNIT IS FILE PROTECTED 
DMKDDE719E INVALID FILE NAME OB FILE NOT FOUND 
DMKDDE720E EBBOB IN routine 
DMKDDB721E BECORD cchhr NOT FOUND 
DMKDDB721E BECORD {cchhr | nnnnnn} NOT FOUND 

DMKDDE722E OUTPUT UNIT NOT PBOPEBLY FORMATTED FOR THE CP NUCLEUS 
DMKDDB723E NO VALID CP NUCLEUS CM THE INPUT UNIT 
DMKDDB724E INPUT TAPE CONTAINS A CP NUCLEUS DUMP 
DMKDDB725R ORIGINAL INPUT DEVICE WAS (IS) LAEGEB THAN OUTPUT DEVICE. DO YOU WISH TO CONTINUE? 

BESPOND YES OB NO: 
DMKDDB726E MOVING DATA INTO THE ALTEBNATE TBACK CYLINDEB (S) IS PBOHIBITED 
DMKDDB727E FLAGGED TRK XXXXXXXXXX HAS NO PBOPEB ALTERNATE; SKIPPING THIS TRK 
DMKDDB729I FULL TRACK BEAE FEATDBE NCT AVAILABLE 
DMKDDB756E PROGRAM CHECK PSW = FSW 

DMKDEF003E INVALID OPTION - option 
DMKDEF022E VADDR MISSING OR INVALID 

DMKDEF02UE {CYLS | BLKS | FORM NUMEEE} MISSING OR INVALID 
DMKDEF025E STORAGE MISSING CE INVALIE 
DMKDEF026E OPERAND MISSING OR INVALID 
DMKDEF040E DEV addr DOES NOT EXIST 

DMKDEF091E DASD vaddr NOT DEFINED; TEMP SPACE NOT AVAILABLE 
DMKDEF09HE STORAGE EXCEEDS ALLOWED MAXIMUM 

DMKDEF095E DEV vaddr NOT DEFINED; INSUFFICIENT FREE STOBAGE 

DMKDEF136E DEVICE {vaddr | raddr} NOT {DEFINEB| VABIED} ; CHANNEL XX DEDICATED 
| DMKDEF153E DEVICE {vaddr [BNG} EXCEEDED MAX NUMBEB OF VIBTUAL DEVICES 
DMKDEF258I ALL 3800 DATA CHECKS HILL EE BEFLECTED 
DMKDEF259E SIZE PABAMETEB MISSING OR INVALID 

| DMKDEB025E STORAGE MISSING OR INVALID 

| DMKDEH026E OPERAND MISSING OR INVALIE 

! DMKDEH092E DEV vaddr NOT DEFINED; type vaddr ALREADY DEFINED 

| DMKDEH09HE STORAGE EXCEEDS ALLOWED MAXIMUM 

DMKDEI009E INVALID RANGE - range 
DMKDEI021E RADDR MISSING OR INVALID 
DMKDEI026E OPERAND MISSING OR INVALID 
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DMKDEI046E {DEV rial type radar} OFFLINE 

DMKDEI075E DEVICE 'radar' IS NCT AVAILAELE 

BMKDEI143E type raaar IN USE BY SYSTEM 

DMKDEI274E raaar HAS A MOUNTED VOLUME. MSS ID NOT AVAILABLE TO DEMOUNT IT 

DMKDEI275E raaar ALREADY SYSVIET 

DMKDEI276E raaar NOT 3330V 

DMKDEI277E raaar ERROR DEMOUNTING VOLUME 

DMKDEI278E DEVICE NOT A DASD 

DMKDEI279E DASD NOT VUA 

DMKDEI280E raaar ALREADY VIRTUAL 

DMKDIA011E INVALID DEVICE TYPE - useria vaaar 
| DMKDIA017E INSUFFICIENT SCREEN SPACE - CLEAR SCREEN AND REDIAL 

DMKDIA020E USERID MISSING OR INVALID 

DMKDIA022E VADDR MISSING OR INVALID 

DMKDIA045E useria NOT LOGGED ON 

DMKDIA047E useria vaaar DOES NCT EXIST 

DMKDIA055E LINE(S) NOT AVAILAEII CN useria 

DMKDIA056E LINE vaaar BUSY ON useria 

DMKDIA098E DEV rid MODE SWITCH NOT POSSIELE 

DMKDIA199E COMMAND REJECTEE; DEVICE raaar PENDING OFFLINE 

DMKDIA206E CANNOT CONNECT TO HOST VIRTUAL MACHINE 
| DMKDIA707A DIAL FUNCTION NOT AVAILABLE 

| DMKDIE006E INVALID DEVICE TYPE - vaaar 

| DMKDIE011E INVALID DEVICE TYPE - useria vaaar 

| DMKDIE020E USERID MISSING OR INVALID 

| DMKDIB022E VADDR MISSING OR INVALID 

| DMKDIE040E DEV aaar DOES NOT EXIST 

| DMKDIB045E useria NOT LOGGED ON 

| DMKDIB047E useria vaaar DOES NOT EXIST 

| DMKDIE058E CTCA vaaar BUSI CN useria 

DMKDIR536I cuu REPORTS DISABLE! INTERFACE; FAULT CODE = CCCC; NOTIFY CE 

DMKDIR751E INVALID OPERANE - operand 

DMKD1R752E STATEMENT SEQUENCE ERROR ECLLCHING USER user 

DMKDIR753E OPERAND MISSING 

DMKDIR75UE DEV cuu NOT OPERATIONAL 

DMKDIR755E 10 ERROR cuu CSW=«csw' SENSE= • sense* 

DMKDIE756E PROGRAM CHECK PSW = psv 

DMKDIR757E MACHINE CHECK RUN SEREP AND SAVE OUTPUT FOR CE 

DMKDIR758E DUPLICATE UNIT DEFINITION 

DMKDIR760E NOT ENOUGH SPACE ALLOCATED FOR DIRECTORY 

DMKDIR761E VOLID READ IS VOlidl NCT VOlid2 (ON CUU) 

DMKDIE762E DIRECTORY STATEMENT MISSING 

DMKDIR763E INVALID FILENAME OR HIE NCT FOUND 

DMKDIE764E ERROR IN routine 

DMKDMP536I CUU REPORTS DISABLED INTERFACE; FAULT CODE = CCCc; NOTIFY CE 

DMKDMP905W SYSTEM DUMP FAILURE; PROGRAM CHECK 

DMKDMP906W SYSTEM DUMP FAILURE; MACHINE CHECK, RUN SEREP 

DMKDMP907W SYSTEM DUMP FAILURE; FATAL I/C ERROR 

DMKDMP908I SYSTEM FAILURE; CODE - code 

DMKDME909W SYSTEM DUMP DEVICE NOT-READY 
| DMKDMP913I CP OWNED VOLID xxxxxx INVALID FCR 3330V 
I DMKDMP918I SYSTEM DUMP FAILURE; STATUS NOT STORED FOR NOH-ABENDING PROCESSOR 

DMKDRD925I SYSTEM AUTO DUMP REAILCCATEB TO DASD raaar 

DMKDSB956A DASD cuu VOLID volia NOT MODNTED; NOW OFFLINE 

DMKDSP150W CP ENTERED; DISABLED BAIT PSW »psw' 
DMKDSP452W CP ENTERED; EXTERNAL INTERRUPT LOOP 

DMKFMT536I cuu REPORTS DISABLEE INTERFACE; FAULT CODE = CCCc; NOTIFY CE 

DMKFMT730E DEV cuu NOT OPERATIONAL OR NOT BEADY 

DMKFMT732E MACHINE CHECK RUN SEREP AND SAVE OUTPUT FOR CE 

DMKFMT733E VOLID READ IS volidl NCT volid2 

DMKFNT73UE TYPE OR {CYL|PAG} INVALID 

DMKFMT735E FATAL DASD 10 ERROR 

DMKFMT736E 10 ERROR cuu {CCHHR=cchbr | BLOCK=nnnnnn} SENSE=* sense' 

DMKFMT737E INVALID OPERANE 

DMKFMT738A DEV cuu INTERVENTION REQUIRED 
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DMKFMT739E FLAGGED PBIHAEY TBACK HAS NO ALTEBNATE ASSIGKED;IO EBBOB FOLLOWS 
DMKFMT740E PACK MOUNTED IS 3340-35, NOT 3340-70. MOUNT ANOTHEB OB BESPECIFY 
DMKFMT756E PBOGBAH CHECK PSW = psw 

DMKGBF457E TEBMINAL SCBNSAVE UNSUCCESSFUL 

DHKGBF500I type 'addr' CMD BEJECT CMD='cii!» SNS =, sense f CSW=*csw» USEBID= 'userid' 

[ {BBCCHH='bbcchh*|BICCK=»nnnnnn'} ] 
DHKGBF502I type 'adar' BUSOUT CK CMD='CH« SNS^'SENSE* CSW=»csw' USEBID='userid» 

[ £BBCCHH= f BBCCHH' |BLOCK=» nnnnnn'} ] 
DHKGBF503I type 'addr' EQUIP CK CBD='cm' SNS='sense' CSW=»csw» USEBID=» userid' 

[ {BBCCHH='bbcchh' | BLOCK=« nnnnnn '} ] 
DBKGBF504I type 'addr' DATA CK CHD=»cm» SNS='sense» CSW='csV USEBID= 'userid' 

[ {BBCCHH='bbcchh' |BLOCR=' nnnnnn'} ] 
DMKGBF521I type 'addr' NO DEVICE CMD='cm' SNS=«sense» CSW='csv» USEBID=' userid' 
DMKGBF525I {GBF| BDB | PBT| PON} 'addr* FCBMST CK CflD='cm» SNS=«sense' USEBID=» useria' 
DMKGBF529I {GBAF |BDB |PBT | PUN} »addr» PABITY CK CBD='cm» SNS=»sense» CSW='csv' USEBID=«userid' 
DMKGBF530I GBAF »addr' UNIT SPEC CflD='cm» SNS='sense» USEBID=' useria' 
DMKGBF531I GBAF 'addr' CNTBL CHECK CBD='ca» SNS='sense« USEBID= 'userid' 
DMKGBF532I GBAF »addr» OP CHECK CBD=»cn>' SNS=»sense' USEBID=' useria' 

DMKIOB724I {AP|MP} BIOBLOCKS BEQUESTEE IN UNIPBOCESSOB DUMP 

DMKICF550E EBBOB BECOBDING ABEA 90 PEBCENT FULL; BUN CPEBEP 

DMKIOG551E EBBOB BECOBDING ABEA FULL; BUN CPEBEP. 
DMKIOG552I FOBMATTING EBBOB BECOBDING ABEA 
DMKIOG553I EBBOB BECOBDING ABEA CLEABEB; USEE 'userid' 
DMKIOG558I UNBECOVEBABLE I/O EBBOB; EBBOB BECOBDING DISABLED 

DMKIOH559W SBF cuu NOT ACCESSIBLE; FEABES NOT ON EBBOB CYLINDEBS 
DMKICH560W EBBOBS ON SBF cuu: EBABES NOT ON EBBOB CYLINDEBS 
DMKICH561W MOBE THAN 50 MCH CB CCH FEABES HEBE BEAD FBOB SBF CUU 

DWKLD0923I FAILING STOBAGE FBAME AT LOCATION raddr 
DMKLD0924I XXXX ADDITIONAL EAIIING STOBAGE FBAMES EXIST 

DMKJBL145I USEBID:userid AT term-raddr WITH INVALID {LINK|LOGON} PASSWOBD NO.xxx 
(pswd) HAS VIOLATED THE LIMIT CE yyy [ , A=auserid ] 

DMKLNK020E USEBID MISSING OB INVALID 

DMKLNK022E VADDB MISSING OB INVALID 

DMKLNK052E EBBOB IN CP DIBECTOBX 

DMKLNK053E userid NOT IN CP DIBECTOBY 

DMKLNK101W DASD vaddr FOBCED B/C; B/C EY {mm USEBS| userid} 

DMKLNK102W DASD vaddr FOBCED B/O; B/W BY {nnn USEES | userid} 

DMKLNK103W DASD vaddr FOBCED B/0 ; B/H BY {nnn USEBS| userid} ; B/O BY {nnn USEES |userid} 



E/O EY {nnn USEES | userid} 

B/H BY {nnn USEBS| userid} 

E/W EY nnn USEES; B/O BY {nnn USEES | userid} 

NOT IN CP DIBECTOBY 

VOLID volid NOT MOUNTED 

INVAIIE LINK DEVICE 

type vaddr ALBEACY DEFINED 

NO BEAD PASSHOBD 

NO WBITE PASSWOBD 

NO BOLT PASSHOBD 

PASSHOBD INCOBBECT 



DMKLNK104E userid vaddr NOT LINKED; 
DMKLNK105E userid vaddr NOT LINKED; 
DMKLNK106E userid vaddr NOT LINKED; 
DMKLNK107E userid vaddr NOT LINKED; 
DMKLNK108E userid vaddr NOT LINKED; 
DMKLNK109E userid vaddr NOT LINKED; 
DMKLNK110E userid vaddr NOT IINKED; 
DMKLNK111E userid vaddr NOT LINKED; 
DMKLNK112E userid vaddr NOT LINKED; 
DMKLNK113E userid vaddr NOT LINKED; 
DMKLNK114E userid vaddr NOT LINKEE; 
DMKLNK115E LINK INVALID; EXCESSIVE INCOBBECT PASSHOBDS 
DMKLNK116E USEBID xxx NOT LINKED; CP DIBECTOBY IN USE 
DMKLNK117E USEBID userid NOT LINKED; VOLID volid CONFLICT 
DMKLNK118E userid vaddr NOT LINKED; COMMBNB FOBMAT NOT VALID 
DMKLNK119E USEBID vaddr NOT LINKED; INSUFFICIENT FBEE STOBAGE 
DMKLNK137E DASD vaddr NOT LINKEE; CHAN x DEDICATED 

DMKLNK139E DASD raddr NOT {LINKED IATTACHED} ; 3330V NOT ACCEPTED AS SYSTEM VOLUME 
| DMKLNK153E DEVICE {vaddr |BNG} EXCEEDED H»X NDMBEB OF VIBTUAL DEVICES 
DMKLNK199E COMMAND BEJECTED; DEVICE raddr PENDING OFFLINE 

DMKLOGO03E INVALID OPTION - option 

DMKLOG020E USEBID MISSING OB INVALID 

DMKLOGO50E PASSWOBD INCOBBECT. BEINITIATE IOGON PBOCEDUBE 

DMKLCG052E EBBOB IN CP DIBECTOBX 

DMKLOG053E userid NOT IN CP DIBECTOBY 

DMKLOG054E ALBEADY LOGGED ON {IINE| GBAF I IUNAME} raddr 
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DHKL0G067E COMMAND FORMAT NOT VALID 

DMKLCG080E NO PREALLOCATED VHSAVE AREA 

DMKLOG081N VMSAVE AREA ALREADY IN OSE, MUST OSE SET COMMAND 

DMKLCG082E MORE THAN ONE VMSAVE AREA ALLOCATED, MOST SPECIFY AREA NAME 

DMKLOG090E DEV vaddr NOT DEFINED; DEV {raddr| volser} NOT AVAILABLE 

DMKLOG091E DASD vaddr NOT DEFINED; TEMP SPACE NOT AVAILAELE 

DMKLOG092E DEV vaddr NOT DEFINED; type vaddr ALREADY DEFINED 

DMKLOG093E DEV vaddr NOT DEFINED; ERROR IN CP DIRECTORY 

DMKLOG095E DEV vaddr NOT DEFINED; INSUFFICIENT FREE STORAGE 

DMKLOG131E INSUFFICIENT FREE STORAGE AVAILABLE FCR {ATTACH| LOGON} REQUEST 

DMKLOG188E SPECIFIED PROCESSOR UNAVAILABLE 

DMKLOG189I AFFINITY NOT SET; SYSTEM IN UHIFROCESSCR MODE 

DMKLOG250E 370E IS NOT AVAILAEIE (CN PROC xx) 

DMKLOG251E 370E IS NOT ACTIVE 

DMKLOH196E SECONDARY USER NOT IS CP DIBECTCRY 
DMKLCH206E CANNOT CONNECT TO HOST VIETUAI MACHINE 



DHKMCC002E 
DMKMCC003E 
DMKMCC006E 
DMKMCC021E 
DMKMCC026E 
DMKMCCOUOE 
DMKMCC046E 
DMKMCCmOE 
DMKMCC143E 
DMKMCC199E 
DMKMCC211E 
DMKMCC213E 
DMKMCC215E 
DMKMCC216E 
DMKMCC217E 
DMKMCC221E 



INVALID OPERAND 
INVALID OPTION - 
INVALID DEVICE T 
RADDR MISSING OR 
OPERAND MISSING 
DEV addr DOES NO 
{DEV rid|type ra 
type raddr ATTAC 
type raddr IN US 
COMMAND REJECTED 
MONITOR TAPE IS 
MONITOR CPTRACE 
MONITOR ACTIVE; 
SYSPROF CLASS IS 
MONITOR TAPE NOT 
MONITOR TO SPOOL 



- operand 

option 
YPE - addr 

INVALID 
OB INVALID 
T EXIST 
ddr} CIFLIME 
BED TO userid 
E BI SYSTEM 

; DEVICE raddr PENDING OFFLINE 
AIBEAEY ACTIVE 
IS ALBEADY ACTIVE 
DASIAE CANNOT BE ENABLED DYNAMICALLY 

DEPENDENT ON SCHEDULE AND DASTAP 

STABTED, NO CLASS ENABLED 

IS ALREADY ACTIVE 



DMKMCD002E INVALID OPERAND - operand 
DMKMCD021E RADDR MISSING OB INVALID 
DMKMCD026E OPERAND MISSING OB INVALID 
DMKMCD040E DEV addr DOES NOT EXIST 
DMKMCD212E MONITOR TAPE IS NOT ACTIVE 
DMKMCE2H4E MONITOR CPTRACE IS NOT ACTIVE 
DMKMCD218E MONITOR NOT STOPPED, OUTSTANDING I/O 
DMKMCD222E TIME PARAMETER SPECIFIES INVALID TIME 
DMKMCD223E START TIME MUST PRECEDE STOP TIME 
DMKMCD224E LIMIT MUST BE EETWEEN 10 and 50000 
DMKMCD226E FOR VALUE MIDNIGHT - COMMAND INVALID 
DMKMCD227E FOR OPTION INVALID WITH AUTODISK OFF 
DMKMCD228E FOR OPTION INVALID BITB MCNITCB ON 



DMKMCH610W MACHINE CHECK; SUPEBVISOE DAMAGE cpuid 
DMKMCH611W MACHINE CHECK; SYSTEM INTEGBITY LOST cpuid 
DMKMCH612W MACHINE CHECK; TIMING FACILITIES DAMAGE; BUN SEBEP cpuid 
DMKMCH613I SOFT MACHINE CHECK BECCRDING DISABLED cpuid 
DMKMCH614I MACHINE CHECK; DAMAGED PAGE NOW DELETED cpuid 
DMKMCH615I MACHINE CHECK BECOBBING FAILUBE cpuid 
DMKMCH616I MACHINE CHECK; USEE userid TEBMINATED cpuid 
DMKMCH617I MACHINE CHECK; EUEFEB CB ELAT DAMAGE cpuid 
| DMKMCH609W MACHINE CHECK; PROCESSOR CONTBOLLER DAMAGE cpuid 
| DMKMCH619I MACHINE CHECK; OPERATICN TERMINATED cpuid 

DMKMCH622W MACHINE CHECK; MULTIPLE CHANNEL ERRORS 
| DMKMCH624I MACHINE CHECK; EXTEENAL DAMAGE 



DMKMCI003E INVALID OPTION - option 

DMKMCI026E OPERAND MISSING OB INVALID 

DMKMCI618I {INSTRUCTION RETRY |MAIN STORAGE} NON IN {RECORD | QUIET} MODE cpuid 



DMKMCT610W 
DMKMCT611N 
DMKMCT612W 
DMKMCT616I 
| DMKMCT619I 
DMKMCT620I 
DMKMCT621I 



MACHINE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 



CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 



SUPEBVISOR DAMAGE cpuid 

SYSTEM INTEGRITY LOST cpuid 

TIMING FACILITIES DAMAGE; BUN SEREP cpuid 

USER userid TEBMINATED cpuid 

OPERATICN TERMINATED cpuid 

ATTACHED PROCESSOR NOT BEING USED 

AFFINITY SET OFF 
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DMKMCT623I CHANNEL SET CONNECTED TO ATTACHED PBOCESSOE nil 

DMKMCT625I ALTERNATE PEOCESSOB RECOVERY SOCCESSFOL ; PROCESSOR nil OFFLINE 

DMKMIA229E MONITOR ODT OF EASD PAGES, IS SHUTTING OFF 

DMKMID310E DATE date INVALID; NOT CHANGED 

DMKMNI002E INVALID OPEEAND - operand 

DMKHNI225E INVALID MONITOR DSEBIE SPECIFIED, MON NOT ENABLED 

DMKMON219I END OF MONITOR TAPE, MONITOR STOPPED EY SYSTEM 
DMKMCN220I EEROE ON MONITOR TAPE, MONITOR STOPPED BY SYSTEM 

DMKMSG003E INVALID OPTION - option 
DMKMSG020E DSERID MISSING OR INVALID 
DMKMSG045E userid NOT LOGGED ON 

DMKMSG057W userid NOT RECEIVING; {DISCONNECTED! MSG OFF|SMSG OFF | NOT DISC|NO CONSOLE|NOT 
ADTHORIZEDIWNG CFE | VHCF/IUCV EBEOE nnn} 

DMKNEA002E INVALID OPERAND - operand 

DMKNEA006E INVALID DEVICE TYPE - addr 

DMKNEA020E OSERID MISSING OR INVALID 

DMKNEA026E OPERAND MISSING OR INVALID 

DMKNEA040E DEV addr DOES NOT EXIST 

DMKNEA046E {DEV rid|type radar} OFFLINE 

DMKNEA120E [ PRT rid|type raddr ] NOT ATTACHED; userid vaddr ALREADY DEFINED 

DMKNEA121E [PRT rid|type raddr] NOT ATTACHED TO userid 

DMKNEA122E [PRT rid | type raddr] ALREADY ATTACHED TO userid 

DMKNEA208E PRT rid NOT ENABLED 

DMKNES002E INVALID OPERAND - operand 

DMKNES004E INVALID HEXLOC - hexlcc 

DMKNES006E INVALID DEVICE TYPE - addr 

DMKNES009E INVALID RANGE - range 

DMKNES021E RADDR MISSING OR INVALID 

DMKNES026E OPERAND MISSING OR INVALID 

DMKNES040E DEV addr DOES NOI EXIST 

DMKNES046E {DEV rid | type radar} OFFLINE 

DMKNES049E LINE addr IN DSE 

DMKNES098E DEV rid MODE SWITCH NOT PCSSIELE 

DMKNES140E type raddr ATTACHED TO userid 

DMKNES160E HEXLOC hexloc EXCEEDS STORAGE 

DMKNES175E {FAVORED | RESERVE | name} ALREADY IN OSE BY userid 

DMKNES199E COMMAND REJECTED; DEVICE raddr FENDING OFELINE 

DMKNES706E LINE addr NOT ENABLED 

DMKNET002E INVALID OPERAND - operand 

DMKNET003E INVALID OPTION - option 

DMKNET004E INVALID HEXLOC - hexloc 

DMKNET006E INVALID DEVICE TYPE - addr 

DMKNET009E INVALID RANGE - range 

DMKNET021E RADDR MISSING OR INVALID 

DMKNET026E OPEEAND MISSING OR INVALID 

DMKNET033E HEXLOC MISSING OR INVALID 

DMKNET040E DEV addr DOES NOT EXIST 

DMKNET046E {DEV rid | type raddr} OFFLINE 

DMKNET049E LINE addr IN DSE 

DMKNET098E DEV rid MODE SWITCH NOT POSSIBLE 

DMKNET140E type raddr ATTACHED TO userid 

DMKNET160E HEXLOC hexloc EXCEEDS STORAGE 

DMKNET199E COMMAND REJECTED; DEVICE raddr PENDING OFFLINE 

DMKNLD002E INVALID OPERAND - operand 

DMKNLD006E INVALID DEVICE TYPE - addr 

DMKNLD021E RADDR MISSING OR INVALID 

DMKNLD026E OPERAND MISSING OR INVALID 

DMKNLE040E DEV addr DOES NOT EXIST 

DMKNLD044E SYSTEM name DOES NOT EXIST 

DMKNLD046E {DEV rid | type radar} OFFLINE 

DMKNLD140E type raddr ATTACHED TO userid 

DMKNLD143E type raddr IN DSE BY SYSTEM 

DMKNLD170E SYSTEM name EXCEEDS STORAGE 

DMKNLD171E SYSTEM name VOLID volid NOT MCDNTED 
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DMKNLD199E COMMAND REJECTED; DEVICE raddr FENDING OFFLINE 
DMKNLD460E CTLE radar {LOAD'DUME} PAIIED: EROGRAM CHECK 
DMKNLD461R CTLR raddr IPL NOT REQUIRED; ENTER 'YES» TO CONTINUE 
DMKNLD470E CTLR raddr {LOAD | DOME} FAILED: EAGING I/O ERROR 
DMKNLD471E CTLR raddr LOAD FAILED: UNRECOVERABLE I/O ERROR 

DMKNLE003E INVALID OFTION - option 

DMKNLE006E INVALID DEVICE TYPE - addr 

DMKNLE021E RADDR MISSING CR INVALID 

DMKNLE040E DEV addr DOES NOT EXIST 

DMKNLE0U6E {DEV rid|type raddr} CEFLINE 

DMKNLE140E type raddr ATTACHED TO userid 

DMKNLE1U3E type raddr IN USE BY SYSTEM 

DMKNLE199E COMMAND REJECTEE; DEVICE raddr PENDING OFFLINE 

DMKNLE460E CTLR raddr {LOAD|DUME} FAILED: EROGRAM CHECK 

DMKNLEU61R CTLR raddr IPL NOT REQUIRED; ENTER "YES" TO CONTINUE 

DMKNLE464I CTLR raddr CC=3; DEEEESS 370X "LOAD" EUTTON 

DMKNLEU69E CTLR raddr {LOAD|DUMP} FAILED: TEMP SEACE NOT AVAILABLE 

DMKNLE470E CTLR raddr {LOAD|DUME} FAILED: EAGING I/O EREOR 

DMKNLE471E CTLR raddr DUMP FAILED: UNRECOVERABLE I/O EREOE 

DMKNMT247I 3800 NAMED SYSTEM imag3800 CREATED 
DMKNMT248E SPECIFIED IMAGE imag NCN- EXISTENT 
DMKNMT249E ERROR LOADING IMAG imag 
DMKNMT254E ERROR SAVING imag3800 - RC = (re) 
DMKNMT256E INSUFFICIENT VIRTUAL STORAGE 
DMKNMT257E RESIDUAL BYTE COUNT = nnnnnnnn (HEX) 

DMKPAH415E CONTINUOUS PAGING EERORS FROM DASD XXX 

DMKPGT400I SYSTEM {TEMP SEACE| CHECKECINT AREA} FULL 
DMKPGT401I SYSTEM {TEMP SPACE | CEECKFOINT AEEA} 90 EERCENT FULL 

DMKPRGIJ11W CF ENTERED; TRANSLATION EXCEFTICN WHILE IN NON-EC MODE 
DMKPRG453W CF ENTERED; PROGRAM INTERRUPT LOOE 

DMKPTR410W CP ENTERED; PAGING ERROR 

DMKQCN150A USER userid HAS ISSUED A {CF|VM} READ 

DMKQVM020E USERID MISSING OR INVALID 

DMKQVM800E COMMAND REJECTED, OTHER VIRTUAL MACHINES LOGGED ON 

DMKQVM801E FREE STORAGE PAGE IS NOT AVAILAELE 

DMKQVM802E COMMAND REJECTED, DEVICES NOT DEDICATED 

DMKQVM803E COMMAND REJECTED, SFOCL DEVICES NOT DRAINED 

DMKQVM806E COMMAND REJECTED, VIBTUAL ADDBESS NOT EQUAL TO REAL ADDRESS 

DMKQVM807E COMMAND REJECTED, VM/SP ATTACHED PROCESSOR MODE 

DMKQVM809E COMMAND REJECTED, TBACE/AESTOE/CCW TBANS IN EFFECT 

DMKRGA454I {LINE addr|DEV rid} DISABLED 

DMKRGA455I LINE 'addr' NOT OPERATIONAL; text 

DMKRGA705I I/O ERROR RESIE=resource id STATUS=status LINE=addr 

DMKRND850I UNABLE TO READ DUMP EBOM READER 

DMKRND851I TEN DUMP FILES ALBEADY EXIST 

DMKRND852I FATAL I/O ERROR WRITING DUMP 

DMKRND853I NO DUMP FILES EXIST 

DMKRND861E DUMP FILE 'filename* NOT FOUND 

DMKRND863E INVALID PARAMETER _ parameter 

DMKRND864I PAGE REFERENCED NOT AVAILABLE WHILE EDITING XXXXXXXX 

DMKRNH454I {LINE addr | DEV rid} DISABLED 
DMKRNH462I CTLR raddr UNIT CHECK; IPL REQUIRED 
DMKRNH463I CTLR »raddr» UNIT CHECK; RESTART IN EROGRESS 
DMKRNH464I CTLR raddr CC=3; DEEEESS 370X "LOAD" BUTTON 
DMKRNH468I CTLR CUU COMMUNICATIONS SCANNER FAILUBE 

DMKRSE240E PET cuu, FCB-FORMS MISMATCH, EILEID nnnn {HELD | PURGED} 

DMKRSE241E PRT cuu, INVALID LOAD MODULE mmmm SPECIEIED, FILE nnnn {HELD| PURGED} 

DMKRSE242E PET CUU (3800) INTEEVENTICN EECQD, STATUS CODE CC 

DMKESE252I PRT cuu, FILE nnnn REQUEUED AND HELD 

DMKRSE255I PRT cuu, PAGE EUFEEE DESTEOYEE, BACKUP PAGE COUNT = nnnn 

DMKRSE500I type 'addr' CMD REJECT CMD^'cm 1 SNS= , sense« CSW=»csv' USERID=»userid' 
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[ {BBCCHH='bbcchh' |BLOCK=' nnnnnn'} ] 
DMKRSE501A type 'addr* INT EEQ CMD='cm* SNS=»sense» CSW=»csv' USERID=» userid' 

[ {BBCCHH='bbcchh' |BICCK=' nnnnnn'} ] 
DMKHSE501I {CON| PET |PON | BDB} 'addr' INT BEQ [CMD='cm' SNS='sense' CSW=«csw» USERID= • userid' ] 
BHKBSE502I type 'addr' BDSOOT CK CMD=»CH« SNS=»SENSE' CSW='csw« USERID='userid' 

[ {BBCCHH= f BBCCBH' |BLOCK=' nnnnnn •} ] 
DMKRSE503A {BDE | PET | PON} 'addr' EQUIP CK CMD='cm' SNS='sense» 
DMKRSE503I type 'addr' EQUIP CK CMD=»cm» SNS='sense» CSW='csw' USERID='userid' 

[ {BBCCHH='bbcchh» |BLOCK=' nnnnnn'} ] 
DMKRSE504A {BDB|PBT} »addr» DATA CK CMD='cm« SNS='sense» 
DMKRSE504I type 'addr' DATA CK CHD= , cm' SNS='sense« CSW='csw' USEEID= 'userid' 

[ {BBCCHH=»bbcchh» | ELOCK=' nnnnnn '} ] 
DMKRSE505A EDB 'addr' OVEEBUN CK CMD='cm' SNS='sense» CSW='csw» USERID=' userid' 
DMKRSE508I {DASD |EDB |PBT | PUN} 'addr' PEBM EBEOB CMD='cm' SNS='sense' CSW='csw» USEBID= , userid» 

[BBCCHH='bbcchh» ] 
DMKRSE520A {BDE | PET |PUN} 'addr* PEBM EEEOE CMD='cm' SNS=»sense' CSW='csV USEEID= , userid , 
DMKBSE520I type »addr» CHAN EBBCB CMt='cni' SNS='sense» CSW='csw» USERID=' userid' 

[ {BBCCHH='bbcchh» | BICCK=' nnnnnn'} ] 
DMKBSE521I type »addr' NO DEVICE CHD=»cm' SNS='sense» CSW='csw» USERID=» userid' 
DMKRSE524I {EDE| PET| PUN} 'addr' ICAD CHECK CMD='cm» SNS='sense» USERID=« userid' 
DMKRSE525I {GRF| RDR jPRTl PUN} 'addr' FORMAT CK CMD='cm' SNS='sense« DSEBID='userid' 
DMKRSE529I {GBAF |EDE| PBT | PUN} 'addr' PARITY CK CBD='cm» SNS='sense' CSW='csw« USEBID='userid» 

DMKESP426E {EDR|TAPE} raddr SPCCI SPACE FOIL; FILE PURGED 
DMKBSP428E {PET | PUN |BDB | TAPE} raddr SPOOL EBROR; FILE {HELD| PURGED} 
DMKRSP431A RDR raddr ID CARD MISSING OR INVALID 
DMKRSP432A RDR raddr ID CARD; 'userid' NOT IN CP DIRECTOR! 
DMKRSP433A RDR raddr ID CARD; INVALID DATA - 'data' 
DMKRSE434A RDR raddr FATAL I/O EEBOR; FILE PURGED 

DMKSAV350W DASD raddr SYSBES VCLID NOT aaaaaa 

DMKSAV351W DASD raddr SYSBES NOT BEADY 

DMKSAV352W FATAL DASD I/C EEBOE 

DMKSAV353W SYSRES DEVICE TYPE INVALID 

DMKSAV536I CUU EEPOBTS DISABLED INTEEFACE; FAULT CODE = CCCC; NOTIFY CE 

DMKSNC044E SYSTEM name DOES NOT EXIST 
DMKSNC171E SYSTEM name VCLID volid NCT MOUNTED 
DMKSNC178E SYSTEM name EXCEEDS AVAILABLE DASD SPACE 
DMKSNC179E SYSTEM name VCLID volid NCT CE OWNED 
DMKSNCU35E PAGING EEBOB WRITING SAVED SYSTEM 

DMKSNE020E USEEID MISSING OB INVALID 

DMKSND045E userid NOT LOGGED ON 

DHKSND068E SEND COMMAND FAILED - EECEIVEB {IS NOT DISCONNECTED! HAS NOT 

AUTHOBIZED SENDEE | HAS NO VIRTUAL CONSOLE |CONSOLE 

INPUT WAITING |IS EXECUTING A CONSOLE FUNCTION} 

DMKSPM026E OPERAND MISSING OB INVALID 
DMKSPM804E SINGLE PBOCESSOB MODE ON REJECTED 
DMKSPM805E SINGLE PROCESSCB MODE CFF EEJECTED 
DMKSPM808I SINGLE PBOCESSOB MODE ACTIVE 

DMRSPS014E TAPE raddr DUME TAPE CAPACITY EXCEEDED 

DMKSPS026E OPEBAND MISSING OB INVALID 

DMKSPS026E OPEBAND MISSING CB INVALID 

DMKSPS028E CLASS MISSING OR INVALID 

DMKSPS037E TAPE raddr INVALID FOE SPTAPE COMMAND 

DMKSPS426E {RDR|TAPE} raddr SPOOL SPACE FULL; FILE PURGED 

DMKSPS428E {PRT| PUN |RDR| TAPE} raddr SECCL EBBOB; FILE {HELD|PURGED} 

DMKSPT002E INVALID OPERAND - operand 

DMKSPT003E INVALID OPTION - option \ 

DMKSPT006E INVALID DEVICE TYPE - addr 

DMKSPT008E INVALID SPOOLID - spoolid 

DMKSPT021E RADDR MISSING OR INVALID 

DMKSPT024E {CYLS | BLKS| FORM NUMBER} MISSING OR INVALID 

DMKSPT040E DEV addr DOES NOT EXIST 

DMKSPT046E {DEV rid | type raddr} CFFLINE 

DMKSPT140E type raddr ATTACHED TO userid 

DMKSPT143E type raddr IN USE BY SYSTEM 

DMKSPT199E COMMAND REJECTED; DEVICE raddr PENDING OFFLINE 
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DMKSSP536I cuu REPORTS DISABLED INTERFACE; FAD1T CODE = cccc; NOTIFY CE 

DMKSSS070E DEVICE NOT AVAILAELE - MSS DEVICES ALLOCATED 
DMKSSS071E DEVICE NOT AVAILAELE - MSS CANNOT BE ACCESSED 
DMKSSS072E DEVICE NOT AVAILAELE - 'raddr' NOT PROPER TYPE 
DMKSSS074E MISSING INTERRUPT - DEVICE 'raddr' 
DMKSSS075E DEVICE 'raddr' IS NOT AVAILAELE 
DMKSSS078I MSS MOUNT PROCEEDING FCR VOLUME •volid' 

DMKTAP500I type 'addr' CMD REJECT CMD='cm* SNS='sense» CSW='csv' USERID=* userid' 

[ {BBCCHH='bbcchh'|BICCK=» nnnnnn'} ] 
DMKTAP501A type 'addr' INT REQ CMD=»cm* SNS='sense' CSW=»csW USERID= »userid« 

[ {BBCCHH='bbcchh* | BLOCK=« nnnnnn'} ] 
DMKTAP502I type 'addr' BUSOUT CK CMD=»CH« SNS='SENSE» CSW='csw« USERID=' userid' 

[ {BBCCHH='BBCCBH« | BLOCK=» nnnnnn •} ] 
DMKTAP503I type 'addr' EQUIP CK CMD='cm' SNS= 'sense' CSW='csv' USERID=' userid' 

[ {BBCCHH='bbcchh» | BLOCK=» nnnnnn'} ] 
DMKTAP504D {DASD|TAPE} 'addr' DATA CK CMD='cm» SNS='sense» CSW='csw« USERID= 'userid' 

{BBCCHH='bbcchh'} 
DHKTAP505D {DASD|TAPE} 'addr' OVERRUN CK CMD='cm« SNS=' sense' CSS='csw» USERID='userid' 

[ {BBCCHH='bbcchh' | BLCCK=» nnnnnn'} ] 
DMKTAP510I TAPE 'addr' CONVERT CK CMD='cb' S»S='sense' CSW='csv« USERID=»userid' 
DMKTAP511I TAPE 'addr' COMPAT CK CMD='cm' S»S='sense* CSH='csw» USERID='userid 
DMKTAP512I TAPE 'addr' LCAD POINT CMB='cm' SNS='sense» CSH='csw' USERID=' userid' 
DMKTAP516I type 'addr' BAD SENSE CMD='cm« SNS='sense' CSW='csv" USERID=' userid' 

[ {BBCCHH='bbcchh» | ELCCK=»nnnnnn •} ] 
DMKTAP517I {LINE | TAPE} 'addr' NOT/KNOWN CMD='cm' SNS='sense' CSW='csW USERID=« userid' 
DMKTAP518I {DASD|TAPE{ 'addr' RECV ERROR CHD='cm« SNS='sense' CSW='csw' USERID= 'userid' 

[ {BBCCHH='bbcchh' | BICCK=» nnnnnn'} ] 
DMKTAF519I TAPE 'addr* PE BURST CMD='cm' SNS='sense« CSW='csW USERID=« userid' 
DMKTAP520I type 'addr' CHAN EBBCR CME='cm' SNS='sense' CSW='csw« USERID='userid' 

[ {BBCCHH=*bbcchh' | BLOCK=« nnnnnn'} ] 
DMKTAP521I type 'addr' NO DEVICE CMD='cm' SNS='sense' CSH='csw» DSERID=' userid' 
DMKTAP522I TAPE 'addr' EEASE CK CMD=»cm» S»S='sense» CSW=»csV USERID='userid' 
DMKTAP523I TAPE 'addr' CONTROL CK CMD='cm' SNS=«sense' CSW='csw« USERID='userid' 
DMKTAP526I TAPE 'addr' DSE FJIIEI CME=»cm« SNS=»sense' CSW='csw« USERID=« userid' 

DMKTCS2U0E PET cuu, FCB-FORMS HISMATCH, FIIEID nnnn {HELD |PURGED} 

DMKTCS241E PRT cuu, INVALID LOAD MODULE mm mm SPECIFIED, FILE nnnn {HELD| PURGED} 

| DMKTCT270E PRT xxx, TOO MANY WCGM'S NEEDED FOR 'CHARS', FILE nnnn HELD PURGED 

DMKTHI002E INVALID OPERAND - operand 
DMKTHI003E INVALID OPTION - option 
DMKTHI026E OPERAND MISSING OR INVALID 
DMKTHI0«5E userid NOT LOGGED ON 

DMKTRA002E INVALID OPERAND - operand 
DMKTRA003E INVALID OPTION - option 
DMKTRA013E CONFLICTING OPTION - option 
DMKTRA026E OPERAND MISSING CB INVALID 
DMKTRA180H TRACE NOT IN EFFECT 
DMKTRA182E (reserved for IBM use) 

[ DMKTTR0U2E SPOOLID nnnn DOES NOT EXIST [CR IS HELD] 

| DMKTTY152E {PFCOPY| PFTAB} NOT AVAILAELE 

DMKTRP002E INVALID OPERAND - operand 
DMKTRP005E INVALID HEXDATA - hexdata 
DMKTRP013E CONFLICTING OPTION - option 
DMKTRP020E USERID MISSING OR INVALID 
DMKTRP026E OPERAND MISSING OR INVALID 
| DMKTBPQ45E userid NOT LOGGED ON 

DMKTRP304I CPTRAP IS STOPPING, NC INPUT ALLOWED 
DMKTRP305I CPTRAP SELECTIVITY RESET 
DMKTRP3 06E CPTRAP IS ALREADY ACTIVE 
DMKTEP309E OPERAND IGNORED SELECT TABLE FULL 

DMKTRR002E INVALID OPERAND - operand 

DMKTRR005E INVALID HEXDATA - hexdata 

DMKTRR008E INVALID SPOOLID - spoolid 

DMKTRB026E OPERAND MISSING OR INVALID 
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DMKTHH027E SPOOLID HISSING OR INVALID 
DMKTBB012E SPOOLID nnnn DOES NCT EXIST OB IS HELD 
DMKTBB301E BEQOESTED FILE IS NOI A CPTBAP FILE 
DMKTRB302E I/O EBBOB ON 00C - XXXXXXXXXX 
DMKTBE303E 00C READER FILE NOT LOCATABLE 
DMKTBB305I TBAPBED SELECTIVITY BESET 
DHKTRR764E EBROB IN BODTINE XXXXXXXX 

DMKTRT307I CPTRAP (CP/VIRTUAL) cccc INTERFACE DATA IGNOBED 
DMKTRT308I CPTRAP DATA LOST 

DMKODRH75I FATAL 10 EBBOB TRIING TO READ DIRECTORY 

DMKDS0003E INVALID OPTION - option 
DHKDSO020E OSEBID MISSING OB INVALID 
DMKUS0045E userid NOT LOGGED ON 
DHKUS0197E SECONDABT OSES IS HOT AVAILAEIE 

DMKVAT064E SHADOW TABLE BYPASS; BESET 

DMKVCH034E CHANNEL MISSING CB INVALID 

DMKVCH048E CHANNEL X DOES NOT EXIST 

DMKVCH129E CHANNEL X DEVICES IN USE 

DMKVCH130E CHANNEL X [PBOC nn ] NOT ATTACHED TO userid 

DMKVCH132E CHANNEL x ALREADY DEFINED BY userid 

DMKVCH138E CHANNEL x NOT ATTACHED; INSUFFICIENT FREE STORAGE 

DMKVCH147E CHANNEL X [ PROC nil] NCT ATTACBED; ALTERNATE PATHS DEFINED 

DMKVCH188E SPECIFIED PROCESSOR UNAVAILABLE 

DMKVDA039E PROCESSOR ADDRESS MISSING OR INVALID 
DMKVDA076E THE 'volid* PARAMETEB IS INVALID 
DMKVDA077E INVALID BEQUEST FOB DEVICE «nnn» 
DMKVDA135E TYPE vaddr NOT DETACHED; CHAN X DEDICATED 
DMKVDA140E type raddr ATTACHED TC userid 

DMKVDD006E INVALID DEVICE TYPE - addr 

DMKVDD020E DSERID MISSING OR INVALID 

DMKVDB021E RADDR MISSING OR INVALID raddr 

DMKVDD022E VADDR MISSING OR INVALID vaddr 

DMKVDB040E DEV addr DOES NOT EXIST 

DMKVDD045E userid NOT LOGGED ON 

DMKVDD046E {DEV rid | type raddr} OFFLINE 

DMKVDD121E [ PRT rid|type raddr] NOT ATTACHED TO userid 

DMKVDD123E DASD raddr CP OWNED 

DMKVDD124E DASD raddr IN USE BY nnn USERS 

DMKVDD134E CHANNEL MISSING OR INVALID 

DMKVDD135E TYPE vaddr NOT DETACHED; CHAN X DEDICATED 

DMKVDBmOE type raddr ATTACHED TO userid 

DMKVDD142E type raddr NOT DRAINED 

DMKVDD143E type raddr IN USE BY SYSTEM 

DMKVDD273E DETACH REJ VIRTUAL MACHINE TRACING I/O 

DMKVDE003E INVALID OPTION - option 

DMKVDE006E INVALID DEVICE TYPE - addr 

DMKVDE020E USERID MISSING OR INVALID 

DMKVDE021E RADDR MISSING OR INVALID raddr 

DMKVDE022E VADDR MISSING OR INVALID vaddr 

DMKVDE023E VOLID MISSING OR INVALID 

DMKVDE034E CHANNEL MISSING OR INVALID 

DMKVDE039E PROCESSOR ADDRESS HISSING OR INVALID 

DMKVDE040E DEV addr DOES NOT EXIST 

DMKVDE045E userid NOT LOGGED ON 

DMKVDE046E {DEV rid|type raddr} OFFLINE 

DHKVDE120E [PRT rid|type raddr] NCT ATTACHED; userid vaddr ALREADY DEFINED 

DHKVDE121E [PET rid|type raddr] NOT ATTACHED TO useria 

DMKVDE122E [PET rid | type raddr] ALREADY ATTACHED TO userid 

DHKVDE123E DASD raddr CP OHNED 

DMKVDE124E DASD raddr IN USE BY nnn USEES 

DMKVDE125E DASD raddr VOLID volid ALBEADY ATTACHED TO SYSTEM 

DMKVDE126E DASD raddr EBBOB BEADING VOLID 

DMKVDE127E DASD raddr VOLID volid DOES NCT MATCH 

DMKVDE128E DASD raddr EBBOB READING ALLOCATION BECOBD 

DMKVDE131E INSUFFICIENT FREE STCBAGE AVAILABLE FCB ATTACH BEQUEST 
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DMKVDB133E DASD radar NOT HEADY 

DMKVDE134E TYPE vaaar NOT ATTACHED; CHAN x DEDICATED 

DMKVDE142E type raaar NOT DBAINEE 

DMKVDE143E type ra33r IN USE BI SYSTEM 
| DMKVDE153E DEVICE £vaaar|BNG} EXCEEDED MAX NUMBEB OF VIBTUAL DEVICES 

DMKVDE199E COMMAND BEJECTED; DEVICE radar PENDING OFFLINE 
| DHKVDE962I CP OWNED DASD CUT! VCIID volia INVALID ALLOCATION BECOBD 

DHKVDSU65W CTLB raaar EMULATOB LINES IN OSE BI SYSTEM 

DMKVEB575I I/O EBBOH ADD=raaar, DSEBID= useria 

DMKVMA161E SHABED PAGE hexloc ALTEEED BY userid 
DMKVMAH56W CP ENTEBED; name SHABED PAGE hexloc ALTEBED 

DHKVHD009E INVALID BANGE - range 
DMKVMD013E CONFLICTING OPTION - option 
DMKVMD020E OSEHID MISSING OB INVALID 
DMKVMD033E HEXLOC MISSING OB INVALID 

DMKVMD038E PABAMETEB parameter FOB option OPTION MISSING OB INVALID 
DMKVMD053E useria NOT IN CP DIBECTOBY 
| DMKVMD146I VMDUMP FAILED, SPOOLING EBBOB 
DMKVMD160E HEXLOC hexloc EXCEEDS STOBAGE 

DMKVMI022E VADDB MISSING OB INVALID 

DMKVMI230E IPL SIO EBBOB 

DMKVMI231E IPL TIO EBBOB 

DMKVMI232E IPL UNIT EBBOB; CSH cs* SNS sense 

DMKVMI233E IPL OVEBLAY EBBOB 

DMKVMI234E IPL SENSE EBBOB 

DMKVSP427I {CON|PBT|PON} vaaar SYSTEM SPOOL SPACE FULL; FILE CLOSED 
DMKVSPQ29I £CON|PBT|PON|BDB} vaaar SPOCI EBBOB; FILE {HELD |POBGED} 

J DMKVSTU27I {CON| PBT | PON) va3dr SYSTEM SPOOL SPACE FULL; FILE CLOSED 
| DMKVSTU29I {CQN| PBT |PUN | BDB} vaaar SPOOL EBBOB; FILE {HELD| POBGED} 

DMKWBM90UW SYSTEM BECOVEBY FAIIUBE; INVALID WABM STABT DATA 

DMKWBM912W SYSTEM BECOVEBY FAILUBE; VOLID »volia« NOT MOUNTED 

DMKWBM920I NO WABM STABT DATA; CKPT STABT JOB BETBY 

DMKWBM921W SYSTEM BECOVEBY EAILUBE; UNBECOVEBABLE I/O EBBOB 
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CMS Message Summary 

DMSABN148T SYSTEM ABEND XXX CALLED FBOM »addr» 

DMSABN149T nun (HEX XXX) DOUBLEWCBDS OF SYSTEM STOBAGE HAVE BEEN DESTBOYED. BE-IPL CMS 

DMSAEN150W nnn (HEX xxx) DOUBLEWOBDS OF SYSTEM STOBAGE WEBE NOT BECOVEBED 

DMSABN152T SYSTEM ABEND XXX CALLED FBOM addr WHILE »UFDBUSY» = XX. BE-IPL CMS 

DMSABN153W *HX« DUBING ABEND PBCCESSING WAS IGNCEED 

DMSABN155T USEE ABEND nnnn CALLED FBOM addr 

DMSACC002E [ INPUT| OVEBLAY ] {FIIE[ (S) ]|EATA SET} [»fn [ft [fm]]»] NOT FOUND 

DMSACC003E INVALID OPTION 'option' 

DMSACC017E INVALID DEVICE ADDBESS «CUU' 

DMSACC048E INVALID MODE 'mode' 

DMSACC059E 'cuu* ALEEADY ACCESSED AS BEAD/WBITE 'mode' DISK 

DMSACC060E FILE(S) »fn [ft [fm]]» MOT FOUND. DISK 'mode (cuu) ' WILL NOT BE ACCESSED 

DMSACC109S VIETUAL STOBAGE CAPACITY EXCEEDED 

DMSACC112S DISK 'mode (cuu) ' DEVICE EBBOE 

DMSACC113S {model DEVICE |DISK|PBINTEB| PUNCH |BEADEB|TAPn|TAPIN|TAPOUT} (cuu) NOT ATTACHED 

DMSACC230W OS DISK - FILEID AND/OB OPTIONS SPECIFIED ABE IGNOBED 

DMSACC240S EBBOB LOADING BEAD CS BOUTINE 'EMSBOS TEXT' 

DMSACC723I mode (cuu) {B/0|B/W} [-OS|-DOS] 

DMSACC724I cuu BEPLACES mode (ecu) 

DMSACC725I cuu ALSO = 'mode' [-OS|-DOS] DISK 

DMSACC726I 'CUU mode' BELEASED 

DMSALT520E INVALID OPEBAND : operand 
DMSALT5U5E MISSING OPEBAND (S) 

DMSAMS001E NO FILENAME SPECIFIED 

DMSAMS002E [ INPUT | OVEBLAY ] {FILE[ (S) ] | DATA SET} [«£n [ft [fm]]'] NOT FOUND 

DMSANS003E INVALID OPTION 'optica* 

DMSAMS006E NO BEAD/WBITE ['A'] DISK ACCESSED [FOB 'fn ft'] 

DMSAMS007E FILE 'fn ft fm' [IS] NCT IIXEE, 80-CHAE. BECOBDS 

DMSAMS065E 'option* OPTION SPECIFIED TWICE 

DMSAMS066E 'option* AND 'option* ABE CONFLICTING OPTIONS 

DMSAMS070E INVALID {PABAHETEB ' parameter * | SBGUMENT 'argument'} 

DMSAMS109S VIETUAL STOBAGE CAPACITY EXCEEDED 

DMSAMS113S {mode|DEVICE|DISK|PBINTEB|PUNCH|B£ADIB|TAPn|TAPlN|TAPOUT} (cuu) NOT ATTACHED 

DMSAMS136S UNABLE TO LOAD 'IBCMAS' 

DMSAMS228E NO DDNAME ENTEBED 

DMSAMS367E ENTEB TAPE {INPUT |O0TPDT} DDNAMES: 

DMSAMS722I FILE »fname2 LISTING fm' WILL HCLD AMSEBV OUTPUT 

DMSAEE017E INVALID DEVICE ADDBESS *CUU* 

DMSABE028E NO {DEVICE| LOGICAL DNIT} SPECIFIED 

DMSAEE048E INVALID MODE 'mode' 

DMSABE069E DISK {' mode' | 'cuu' | 'volid »} NCT ACCESSED 

DMSAHE070E INVALID {PABAMETEB » parameter ' | ABGUMENT 'argument'} 

DMSABN001E NO FILENAME SPECIFIED 

DMSABN002E [ INPUTJ OVEBLAY ] {FIIE[ (S) ] | DATA SET} [ ' f n [ft [fm]]*] NOT FOUND 

DMSABN003E INVALID OPTION 'option' 

DMSABN004W WABNING MESSAGES ISSUED 

DMSABN006E NO BEAD/WBITE [*A»] DISK ACCESSED [FOB »fn ft'] 

DMSABN007E FILE 'fn ft fm» [IS] NCT FIXED, 80 CHAB. BECOBDS 

DMSAEN008W EBBOB MESSAGES ISSUED 

DMSABN012W SEVEBE EBBOB MESSAGES ISSUED 

DMSABN016W TEBMINAL EBBOB MESSAGES ISSUED 

DMSABX001E NO FILENAME SPECIFIED 

DMSABX002E [ INPUT | OVEBLAY ] {FILE[ (S) ] | DATA SET} ['fn [ft [fm]]'] NOT FOUND 

DMSABX003E INVALID OPTION 'option' 

DMSABX006E NO BEAD/WBITE ['A'] BISK ACCESSED [FOB «fn ft'] 

DMSABX007E FILE 'fn ft fm' [IS] NCT FIXED, 80-CHflB. BECOBDS 

DMSABX038E FILEID CONFLICT FOE DDNAME 'ASM3705' 

DMSABX052E MOBE THAN 100 CHABS OF OPTIONS SPECIFIED 

DMSABX070E INVALID {PABAMETEB 'parameter' j ABGUMENT 'argument'} 

DMSABX07**E EBBOB SETTING/BESETTING AUXILIABY DIBECTOBY 

DMSABX075E [DEVICE] devicename {INVALID | ILLEGAL} FOB {INPUT|OUTPUT} 

DMSASM001E NO FILENAME SPECIFIED 

DMSASM002E [ INPUTj OVEBLAY ] {FILE[ (S) ] | DATA SET} [ • f n [ft [fm]]*] NOT FOUND 
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DMSASH003E INVALID OPTION 'option' 

DMSASM006E NO BEAD/WHITE [*A»] DISK ACCESSED [FOB 'fn ft 1 ] 

DMSASM007E FILE «fn ft fm« [IS] NCT FIXIE, 80-CHAB. BECORDS 

DMSASH038E FILEID CONFLICT FOB EENAME 'ASSEMELE' 

DMSASM052E HOBE THAN 100 CHABS OF OPTIONS SPECIFIED 

DMSASM070E INVALID {PABAMETEB 'parameter * | ABGUMENT 'argument'} 

DMSASM074E EBBOE SETTING/BESETTING AUXILIABY DIBECTOBY 

DHSASM075E [DEVICE] devicename {INVAIIE| ILIEGAL} FOB {INP0T|OUTP0T} 

DMSASN003E INVALID OPTION 'option' 

DMSASN027E INVALID DEVICE {'device name' | • device' FOB 'SYSxxx'} 

DMSASN028E NO {DEVICE| LOGICAL DNIT) SPECIFIED 

DMSASN029E INVALID PABAMETEB 'parameter' IN THE OPTION 'option' FIELD 

DHSASN035E INVALID TAPE MCDE 

DHSASN050E PABAMETEB MISSING AFT1B {DDNAME I SYSXXX| function} 

DMSASN065E 'option' OPTION SPECIFIED TWICE 

DMSASN066E 'option' AND 'option' ABE CONFLICTING OPTIONS 

DMSASN069E DISK {» mode' | 'cuu' | 'volid •} NCT ACCESSED 

DMSASN070E INVALID {PABAMETEB ' parameter' | ABGOMENT 'argument'} 

DMSASN087E INVALID ASSIGNMENT OF 'SYSxxx' TO DEVICE 'device' 

DMSASN090E INVALID DEVICE CLASS ' deviceclass' FOB 'device' 

DMSASN099E CMS/DOS ENVIBONMENT NOT ACTIVE 

DMSASN113S {mode|DEVICE|DISK|PEINTEB|PUNCH|BEADEB|TAPn|TAPIN|TAPOOT} (cuu) NOT ATTACHED 

DMSASN366E NO CMS/DOS SOPPOBT FOB NATIVE 3380 DISK 

DMSBOP037E [OUTPUT] DISK 'mode [cuu]' IS BEAD/ONLY 

DMSBOP0H3E ' TAPn (CUU) ' IS FIIE IECTECTED 

DMSBOE058E END-OF-FILE OB END-OF-TAPF [ON 'TAPn'] 

DMSBOP069E DISK {' mode' | 'cuu' | 'volid '} NCT ACCESSED 

DMSBOE086W DLBL 'ddname' DUMMY INVALID FOB VSAM 

DMSBOP088E DNSOPPOBTED DTF TYPE 'dtftype' 

DMSBOP089E {OPEN|CLOSE} EBBOB CODE 'nn» ON {f n| SYSxxx| TAPn} 

DMSBOP113S {mode|DEVICE| DISK| PBINTEB | PONCH|BEADEB| TAPn| TAPIN| TAPOOT} (cuu) NOT ATTACHED 

DMSBOP302E NO SYSxxx OPEBAND {ENTEEED | SPECIFIED} 

DMSBOP308E 'mode' DISK IN [ NON- ]CMS FOBMAT; INVALID FOB [ NON- ]CMS DATASET 

DMSBOP400S SYSTEM 'sysname' EOFS NOT EXIST 

DMSBOP401S VM SIZE (size) CANNOT EXCEED 'sjsname' STABT ADDEESS (address) 

DMSBOPU03S filename SHABEE SEGMENT NCT AVAILABLE. BELOAE CMSDOS 

DMSBOP404S filename LOGIC MODDIE NCT FOUND IN 'segname' SHABEE SEGMENT 

DMSBOP410S CONTBOL PBOGBAM EBBOB INDICATION 'retcode' 

DMSBOP413S STOBAGE NOT INITIALIZED FOB VSAM PBOCESSING 

DMSBTE100E NO BATCH PBOCESSOB AVAILAELE 
DMSBTB101E BATCH NOT LOADED 

DMSBTP105E NO JOB CAED PBOVIDED 

DMSBTP106E JOB CABD FOBMAT INVALIE 

DMSBTP107E CP/CMS COMMAND 'command, (device)' NOT ALLOWED 

DMSBTP108E /SET CABD FOBMAT INVALID 

DMSBTP109E {CPU | PBINTEB | PUNCH} LIMIT EXCEEDED 

DMSBWB107S DISK 'mode {(cuu)}' IS FULL 

DMSBWB109S VIBTUAL STOBAGE CAPACITY EXCEEDED 

DMSBWB170S DISK 'mode (cuu) • HAS MAXIMUM NUMBEB OF FILES 

DMSCAN520E INVALID OPEBAND : operand 

DMSCI0113S {mode|DEVICE|DISK|PBINTEB|PUNCH|BEADEB|TAPn|TAPIN|TAPOUT} (cuu) NOT ATTACHED 
DMSCI0145S INTEBVENTION BEQUIBED ON {PBINTEB| PUNCH} 

DMSCIT171T PEBMANENT CONSOLE EBBOB, BE-IPL CMS 



DMSCLS043E 'TAPn(CUU)' IS FIIE EBCTECTED 

DMSCLS058E END-OF-FILE OB END-OF-TAPE [ON 'TAPn'] 

DMSCLS088E UNSUPPOBTED DTF TYPE 'dtftype' 

DMSCLS089E {OPEN | CLOSE} EBBOB CODE «nn' ON {f n | SYSxxx| TAPn} 

DMSCLS113S {mode | DEVICE | DISK | PBINTEB | EUNCH|BEADEB| TAPn J TAPIN| TAPOUT} 

DMSCLS140S {'function«|FEOVD|SEOV|FEOV} {HACBO| FUNCTION (S) } MACBO NOT 

DMSCLS429I 'TAPn (CUU) » EOT ON OUTPUT 



(cuu) NOT 
SUPPOBTED 



ATTACHED 



DMSCMP002E [ INPUT | OVEBLAY ] {FIIE[ (S) ] | DATA SET} [»fn [ft [fm]]»] NOT FOUND 
DMSCMP003E INVALID OPTION 'option' 
DMSCMP005E NO 'option' SPECIFIED 
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DMSCMP009E COLUMN »col' EXCEEDS EECOED LENGTH 
DMSCMF010E PEEHATOHE EOF ON FILE • f n ft [fn]' 

dmscmpoiie conflicting file fobbats 
dmscmp019e identical fileids 

DMSCMP029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 
DMSCMP054E INCOMPLETE FILEID SPICIFIEE 

DMSCHP062E INVALID [ CHAR | CHARACTER ] «[ = |*|char]' IN [OUTPUT] FILEID [ 'fn ft [fm]'] 
| DMSCMP069E DISK {'mode' | 'cuu ' | 'vclid '} NCT ACCESSED 

DMSCMF104S ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 
DMSCMP109S VIRTUAL STORAGE CAPACITY EXCEEDED 
DMSCMP179I COMPARING • f n ft fm' WITH 'fn ft fm« 
DMSCMP209W FILES DO NOT COMPARE 
DMSCMP211E COLUMN FIELDS CUT OF SEQUENCE 

DMSCMS006E NO READ/WRITE ['A'] DISK ACCESSED [FOR 'fn ft'] 

DMSCMS095E INVALID ADDRESS 'address' 
| DMSCMS110E CORRECT FORM IS: {DOSGENI CMSXGEN} LOCATION (SEGNAME) 
| DMSCMS111E {DOSGENI CMSXGEN} FAIIEE DUE TC ICAD ERRORS 

DMSCMSHI1S CMSXGEN FAILED DDE TC SAVESYS ERRORS 

DMSCMS412S CMSXGEN FAILED DUE TO SETKEY ERROR 
| DMSCMS715I {DOSGENI CMSXGEN} COMPLETE 

DMSCPY002E [ INPUTI OVERLAY ] {FILE[ (S) ] | DATA SET} [ 'fn [ft [fm]]'] NOT FOUND 

DMSCPY003E INVALID OPTION 'option' 

DMSCPY02UE FILE • f n ft fm' ALREADY EXISTS [— SPECIFY 'REPLACE'] 

DMSCPY029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSCPY030E FILE ' f n ft fm' ALREADY ACTIVE 

DMSCPY037E [OUTPUT] DISK 'mode [cuu]' IS READ/ONLY 

DMSCPY042E NO FILEID (S) SPECIFIED 

DMSCPY048E INVALID MODE 'mode' 

DMSCPY05UE INCOMPLETE FILEID SPECIEIED 

DMSCPY062E INVALID [ CHAR | CHARACTER ] '[ = |*|char]» IN [OUTPUT] FILEID [ 'fn ft [fm]'] 

DMSCPY063E NO [ SORT | TRANSLATION | SPECIFICATION ] LIST {ENTERED| GIVEN} 

DMSCPY064E INVALID [TRANSLATE] SPECIFICATION AT OR NEAR • ' 

DMSCPY065E 'option' OPTION SPECIFIED TWICE 

DMSCPY066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSCPY067E COMBINED INPUT FILES ILLEGAL WIIH PACK CR UNPACK OPTIONS 

DMSCPY068E INPUT FILE 'fn ft fm» DOT IN PACKED FORMAT 

DMSCPY069E DISK {' mode* | ' cuu« | ' volid •} NCI ACCESSED 

DMSCPY101S 'SPECS' TEMP STRING STCRAGE EXHAUSTED AT ' ' 

DMSCPY102S TOO MANY FILEIDS 

DMSCPY103S NUMBER OF SPECS EXCEEDS MAX 20 

DMSCPY156E 'FROM nnn' NOT FOUND - FILE • f n ft fm' HAS ONLY 'nnn« RECORDS 

DMSCPY157E LABEL 'label' NOT FOUND IN FILE 'fn ft fm' 

DMSCPY172E TO LABEL 'label' {EQUAIS|IS AN INITIAL SUBSTRING OF} FRLABEL 'label' 

DMSCPY173E NO RECORDS WERE COPIED TO ODTPOI FILE 'fn ft fm« 

DMSCPY601R ENTER SPECIFICATION LIST: 

DMSCPY602R ENTER TRANSLATION LIST: 

DMSCPY721I COPY 'fn ft fm' [ {TC | AEPENDI OVLY} • f n ft fm' {OLD|NEW} FILE] 

DMSCPY901T UNEXPECTED ERROR AT 'addr': PLIST ' plist fn ft fm' AT addr, BASE addr, RC nn 

DMSCPY903T IMPOSSIBLE PHASE CODE «xx' 

DMSCPY904T UNEXPECTED UNPACK ERRCE AT 'addr*, BASE 'addr' 

DMSCRD171T PERMANENT CONSOLE ERROR RE-IPI CMS. 

DMSCVH161S UNEXPECTED ERROR CODE 'nn' ON 'SYSxxx' 

DMSCWE171T PERMANENT CONSOLE ERROR RE-IPI CMS. 

DMSDAS140S { 'function' | FEOVD | SECV | FEOV} {KACRO| FUNCTION (S) } MACRO NOT SUPPORTED 

DMSDBG113S {mode| DEVICE| DISK | PRINIER | PUNCH |READER|TAPn | TAPIN | TAPOUT} (cuu) NOT ATTACHED 
DMSDBG728I DEBUG ENTERED [EXTERNAL INT | BREAKPOINT nn AT xxxxxx] 

DMSDDL003E INVALID OPTION 'option' 

DMSDDL006E NO READ/WRITE DISK ACCESSED FCR »fn ft' 

DMSDDL024E FILE 'fn ft fm» ALREADY EXISTS -- SPECIFY 'REPLACE' OPTION 

DMSDDL070E INVALID PARAMETER 'parameter' 

DMSDDL078E INVALID CARD IN REAEEE DECK 

DMSDDL545E MISSING OPERAND (S) 

DMSDDL636E UNSUPPORTED TYPE OF NETDATA FILE 

DMSDDL636W RECEIVED NULL FILE — NO FILE CREATED 

DMSDDL637E MISSING VALUE FOR THE 'NOTEBOOK' OPTION 
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| DMSDDL638E 'file' IS TOO HIDE TO APPEND to 'fn ft' 

| DMSDDL639E ERROR IN 'routine* ROUTINE. EETDBN CODE HAS 'nn« 

DMSDIO905S WRITE-INHIBIT SWITCH SIT CN ERIVE ...NOTIFY OPERATOR 

DMSDLE001E NO FILENAME SPECIFIED 

DMSDLE003E INVALID OPTION 'option' 

DHSDLB005E NO 'option' SPECIFIED 

DMSDLE023E NO FILETTPE SPECIFIED 

DMSDLB048E INVALID MODE 'mode' 

DMSDLB050E PARAMETER MISSING AFTER {DDNAME | SYSxxx| function} 

DMSDLE065E 'option' OPTION SPECIIIED TWICE 

DMSDLE066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

| DMSDLB069E DISK {» mode' | 'cuu' | 'volid '} NCT ACCESSED 

DMSDLE070E INVALID {PARAMETER ' parameter • | ARGUMENT 'argument'} 

DMSDLE086E INVALID DDNAME 'ddname' 

DMSDLB109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSDLB220R ENTER DATA SET NAME: 

DMSDLE221E INVALID DATA SET NAME 

DMSDLE301E 'SYSxxx' NOT ASSIGNED FOR DISK 'fm« 

DMSDLB302E NO SYSxxx OPERAND {ENTERED | SPECIFIED} 

DMSDLE304E INVALID OPERAND VALUE 'value' 

DMSDLE305E INCOMPLETE EXTENT RANGE 

DMSDLB306E SYSxxx NOT ASSIGNEE ECB 'IGNORE' 

DMSDLE307E CATALOG DDNAME 'ddname' NOT FOUND 

DMSDLE308E 'mode' DISK IN [NCN-]CMS ECEMAT; INVALID FOR [NON-]CMS DATASET 

DMSDLE320I MAXIMUM NUMBER OF DISK ENTRIES RECORDED 

DMSDLB321I MAXIMUM NUMBER OF EXTENTS RECORDED 

DMSDLB322I 'ddname' NOT FOUND: NO CLEAR EXECUTED 

DMSDLB323I {MASTER | JOB} CATAICG EIBL CLEARED 

DMSDLE324I NO USER DEFINED {DLEL | FILEDEF | LABELDEF} 's IN EFFECT 

DMSDLB330R ENTER VOLUME SPECIFICATIONS: 

DMSDLB331R ENTER EXTENT SPECIFICATIONS: 

DMSDLK001E NO FILENAME SPECIFIEE 

DMSDLK003E INVALID OPTION 'option' 

DMSDLK006E NO READ/WRITE ['A'] EISK ACCESSED [FOB 'fn ft'] 

DMSDLK007E FILE ' f n ft fm' [IS] NOT FIXED, 80 CHAR. RECORDS 

DMSDLK070E INVALID {PARAMETER ' parameter • | ARGUMENT 'argument'} 

DMSDLK099E CMS/DOS ENVIRONMENT NCI ACTIVE 

DMSDLK104S ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSDLK105S ERROR 'nn' WRITING FILE ' f n ft fm» ON DISK 

DMSDLK210E {LIBRARY | FILE} « f n ft' IS ON A READ-ONLY DISK 

DMSDLK245S ERROR 'nnn' ON PBINTEE 

DMSDMP020W INVALID PDUMP ADDRESS 'address' - NO DUMP OPERATION PERFORMED 

DMSDOS004E {BOOK ' subl. book ' | MODULE ' module' | PHASE 'phase • | PROCEDURE 'procedure'} NOT POUND 

DMSDOS069E DISK {'mode' | 'cuu' | 'volid •} NCT ACCESSED 

DMSDOS091E SAVEAREA ADDRESS IN PARTITION PIB NOT EQUIVALENT TO LTA SAVEAREA ADDRESS 

DMSDOS092E STXIT SAVEAREA ADDRESS INVALID 

DMSDOS093E MVCOM MACRO ATTEMPT TO ALTER OTHER THAN POSITION 12-23 OF COMREG 

DMSDOS094E FROM ADDRESS ON MVCOM MACEO INVALID 

DMSDOS095E INVALID ADDRESS 'address' 

DMSDOS096S UNSUPPORTED FUNCTION IN A LICCS ROUTINE 

DMSDOS119S UNSUPPORTED FORM OF {« macro' | • parm'} {MACRO| SVC} 

DMSDOS121S UNSUPPORTED SVC svc (HEX xx) CAILED FROM addr 

DMSDOS140S {'function' | FEOVD| SEOV| FEOV} {MACRO| FUNCTION (S) } MACRO NOT SUPPORTED 

DMSDOS160S JOB CANCELED DUE TO PROGRAM REQUEST 

DMSDOS161S UNEXPECTED ERROR CODE 'nn' CN 'SYSXXX' 

DMSDOSU01S VM SIZE (size) CANNOT EXCEED 'sysname' START ADDRESS (address) 

DMSDOS413S STORAGE NOT INITIALIZED FCR VSAM PROCESSING 

DMSDSK002E [ INPUT | OVERLAY ] {FILE[ (S) ] | DATA SET} [ • f n [ft [fm]]'] NOT FOUND « ' 

DMSDSK009E COLUMN 'col' EXCEEDS RECORD LENGTH 

DMSDSK014E INVALID KEYWORD 'function' 

DMSDSK037E [OUTPUT] DISK 'mode [cuu]' IS READ/ONLY 

DMSDSK047E NO FUNCTION SPECIFIED 

DMSDSK048E INVALID MODE 'mode' 

DMSDSK054E INCOMPLETE FILEID SPECIFIED 

DMSDSK062E INVALID [CHAR| CHARACTER ] '[=|*|Char]» IN [OUTPUT] FILEID ['fn ft [fm]'] 

DMSDSK070E INVALID {PARAMETER ' parameter • | ARGUMENT 'argument'} 

DMSDSK077E END CARD MISSING FRCH INPUT DECK 
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DMSDSK078E INVALID CARD IN BEADEB {DICK | FILE 'cardimage'} 
| DMSDSK078W SEQUENCE EBBOB DETECTED LOADING 'fn ft* EXPECTED » • FOUN 

DMSDSK104S EBBOE 'nn' BEADING FILE • f n ft fm' FBOM DISK 

DMSDSK105S EBBOB 'nn» WBITING FILE »fn ft fm' ON DISK 

DMSDSK118S EBBOB PONCHING FILE {'fn ft fn'} 

DMSDSK124S EBBOB BEADING CAED FI1E 

DMSDSK205W BEADER EMPTY CB NOT BODY 
| DMSDSK445W INVALID DATA IN SEQDENCE FIELD, BYPASSING SEQUENCE CHECK 
| DMSDSK496S BEADEB FILE ALTERED TO DISK LCAD AS: 'fn ft fm' DISK LOAD STOPPED 
| FILE HAS BEEN LEFT IN IOUB BEADEB 

| DMSDSK550W DATE/TIME DATA NOT PRESENT EOB IILE » f n ft» 

DMSDSL002E [ INPDTI OVERLAY ] {FILE[ (S) ] | DATA SET} [ ' f n [ft [fm]]'] NOT FOUND 

DMSDSL003E INVALID OPTION 'option' 

DMSDSL013W {MEMBEB | PHASE} 'name' NOT FOUND IN LIBBABY 'libname' 

DMSDSL014E INVALID KEYWOBD •function 1 

DMSDSL037E [OUTPUT] DISK 'mode [cuu]' IS BEAD/ONLY 

DMSDSL0U6E NO LIBBABY NAME SFECIIIED 

DMSDSL047E NO FUNCTION SPECIFIED 

DMSDSL069E DISK {'mode* | »cuu ' | 'volia '} NCT ACCESSED 

DMSDSL070E INVALID {PABAMETEB ' parameter » | ABGUHENT 'argument'} 

DMSDSL098E NO {PHASE| PBOCEDUBE} NAME SEECIEIED 

DMSDSL104S EBBOB 'nn» BEADING FILE • f n ft fm« FBOM DISK 

DMSDSL105S EBBOB »nn' WBITING FIIE » f n ft fm' ON DISK 

DMSDSL213W LIBBABY 'fn ft fm' NCT CBEATEE 

DMSDSV003E INVALID OPTION 'option' 

DMSDSV021W NO TEANSIENT DIBECTCB? 

DMSDSV022W NO COBE IMAGE DIBECTOEY 

DMSDSV023W NO BELOCATABLE DIBECTCBY 

DMSDSV024W NO PBOCEDUBE EIEECTORI 

DMSDSV025W NO SOURCE STATEMENT EIBECTOBY 

DMSDSV026W 'phase' NOT IN LIBRARY 

DMSDSV027E INVALID DEVICE {'device name' | ' device' FOB 'SYSxxx'} 

DMSDSV027W NO PBIVATE COBE IMAGE LIBBABY 

DMSDSV028W NO {PBIVATE| SYSTEM} TEANSIENT DIBECTOBY ENTBIES 

DMSDSV047E NO FUNCTION SPECIFIED 

DMSDSV065E 'option' OPTION SPECIFIED TWICE 

DMSDSV066E 'option' AND 'option' ABE CONFLICTING OPTIONS 

DMSDSV070E INVALID {PABAMETEB ' parameter • | ARGUMENT 'argument'} 

DMSDSV095E INVALID ADDBESS 'address' 

DMSDSV099E CMS/DOS ENVIBONMENT NOT ACTIVE 

DMSDSV105S ERROR ' nn ' WRITING FIIE • f n ft fm' ON DISK 

DMSDSV245S ERROR 'nnn' ON PRINTER 

DMSEDI003E INVALID OPTION 'option' 

DMSEDI024E FILE ' f n ft fm' ALREADY EXISTS [ — SPECIFY 'REPLACE'] 
DMSEDI029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 
DMSEDI044E BECOBD LENGTH EXCEEDS ALLCWAEIE MAXIMUM 
DMSEDI054E INCOMPLETE FILEID SPECIFIED 
| DMSEDIQ69E DISK {'mode' | 'cuu' | 'volid '} NCT ACCESSED 
DMSEDI076E ACTUAL BECOBD LENGTH EXCEEDS THAT SPECIFIED 
DMSEDI104S EBBOB 'nn' BEADING FILE ' f n ft fm' FEOM DISK 
DMSEDI105S EBBOB 'nn' WRITING FILE ' f n ft fm' ON DISK 
DMSEDI117S ERROR WRITING TO DISPLAY TERMINAL 
DMSEDI132S FILE ' f n ft fm' TOO LARGE 

DMSEDI143S UNABLE TO LOAD SAVED SYSTEM OB LOAD MODULE ['ERBOB CODE = nn' ] 
DMSEDI143S UNABLE TO LOAD SAVED SYSTEM OB LOAD MODULE ['EBBOB CODE = nn' ] 
DMSEDI143S UNABLE TO LOAD SAVED SYSTEM OB LOAD MODULE ['EBBOB CODE = nn' ] 
DMSEDI144S BEQUESTED FILE IS IN ACTIVE STATUS 

| DMSEDX069E DISK {'mode* | ' cuu» | 'volid'} NOT ACCESSED 

| DMSEI0618E NUCEXT FAILED 

| DMSEI0621E BAD PLIST: XXXXX 

| DMSEI0622E INSUFFICIENT FEEE STCBAGE FOB EXECIO 

| DMSEI0632E I/O EBBOB IN EXECIO: BC=XXX FBOH 'command' COMMAND 

DMSEBB215T NO VIBTUAL CONSOLE ATTACHED. BE-IPL CMS 

DMSEBS002E [ INPUT | OVEBLAY ] {FILE[ (S) ]|DATA SET} [ 'fn [ft [fm]]'] NOT FOUND 

DMSEBS003E INVALID OPTION 'option' 

DMSERS037E [OUTPUT] DISK 'mode [cuu]' IS BEAD/ONLY 
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DMSERS048E INVALID MODE "mode* 

DMSERS054E INCOMPLETE FILEID SPECIFIED 

DMSERS069E DISK { 'mode' | 'cuu » | 'volid'} NOT ACCESSED 

DMSERS070E INVALID {PARAMETER • parameter 1 | ARGUMENT 'argument'} 

DMSERS071E ERASE * * [fm|*] NOT ALLOWED 

DMSERS109T VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSERV001E NO FILENAME SPECIFIED 

DMSERV002E [ INPDT| OVERLAY ] {FIIE[ (S) ]| DATA SET} [ • f n [ft £fm]]' ] NOT FODND 

DMSERV006E NO READ/WRITE ['A'] DISK ACCESSED [FOR 'fn ft'] 

DMSERV027E INVALID DEVICE {'device name' | • device' FOR 'SYSxxx'} 

DMSERV037E [OUTPUT] DISK 'mode [cuu]' IS READ/ONLY 

DMSERV070E INVALID {PARAMETER ' parameter' | ARGUMENT 'argument'} 

DMSERV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSEXC001E NO FILENAME SPECIFIED 

DMSEXE085E ERROR IN fn ft fm, LINE nnn - message 

DMSEXE175E INVALID EXEC COMMAND 

DMSEXE255T INSUFFICIENT STORAGE FOR EXEC INTERPRETER 

DMSEXT072E ERROR IN EXEC FILE fn LINE nnn - message 

DMSFCH016E NO PRIVATE CORE IMAGE LIBRARY FOUND 

DMSFCH104S ERROR 'nn« READING FILE ' f n ft fm» FROM DISK 

DMSFCH109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSFCH113S {mode|DEVICE|DISK|PRINTER|PUNCH|READER|TAPn|TAPIN|TAPOUT} (cuu) NOT ATTACHED 

DMSFCH115E PHASE LOAD POINT LESS THAN 'address' 

DMSFCH411S {INPUT | OUTPUT} ERROR CODE 'nn« ON 'SYSxxx' 
i DMSFCH623S PHASE CANNOT BE LOADED AT LOCATION 'location' BECAUSE IT WOULD OVERLAY THE 
| CMS NUCLEUS 

DMSFCH777S DOS PARTITION TOO SMALL TO ACCOMMODATE FETCH REQUEST 

DMSFET003E INVALID OPTION 'option' 

DMSFET004E {BOOK 'subl. book ' | MODULE 'module' |PHASE • phase' | PROCEDURE 'procedure'} NOT FOUND 

DMSFET029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSFET070E INVALID {PARAMETER • parameter • | ARGUMENT 'argument'} 

DMSFET098E NO {PHASE| PROCEDURE} NAME SPECIFIED 

DMSFET099E CMS/DOS ENVIRONMENT NOT ACTIVE 
| DMSFET623S PHASE CANNOT BE LOADED AT LOCATION 'location' BECAUSE IT WOULD OVERLAY THE 
| CMS NUCLEUS 

DMSFET710I PHASE 'phase' ENTRY POINT AT LOCATION XXXXXX 

DMSFLE003E INVALID OPTION 'option' 

DMSFLD023E NO FILETYPE SPECIFIED 

DMSFLD027E INVALID DEVICE {'device name' | « device' FOR 'SYSxxx'} 

DMSFLD029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSFLD035E INVALID TAPE MODE 

DMSFLD050E PARAMETER MISSING AFTER {DDNAME |SYSxxx| function} 

DMSFLD065E 'option' OPTION SPECIFIED TWICE 

DMSFLD066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSFLD069I DISK {• mode' | « cuu' | 'volid'} NOT ACCESSED 

DMSFLD070E INVALID {PARAMETER 'parameter ' | ARGUMENT 'argument'} 

DMSFLD220R ENTER DATA SET NAME: 

DMSFLD221E INVALID DATA SET NAME 

DMSF1D224E FILEID ALREADY IN USE 
| DMSFLD324I NO USER DEFINED FILEDEF'S IN EFFECT 

DMSFLD420E NSL EXIT FILENAME MISSING OR INVALID 

DMSFLD704I INVALID CLEAR REQUEST 
j DMSFLE495E THE 'module* MODULE CAN ONLY BE EXECUTED BY THE 'module2« MODULE, IT CANNOT BE EXECUTED BY 
| ITSELF 

DMSFNS109T VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSFNS908T FILE SYSTEM ERROR DETECTED. VIRTUAL ADDR «cuu». REASON CODE 'nn'. 

DMSFNS909T PERM I/O ERROR ON 'cuu'. CSW CCCCCCCC CCCCCCCC SENSE ssssssss ssssssss ssssssss 
ssssssss ssssssss ssssssss. 

DMSFOR003E INVALID OPTION 'option' 

DMSFOB005E NO 'option' SPECIFIED 

DMSFOR017E INVALID DEVICE ADDRESS 'cuu' 

DMSFOR028E NO {DEVICE |LOGICAL UNIT} SPECIFIED 

DMSFOR037E [OUTPUT] DISK 'mode [cuu]' IS READ/ONLY 

DMSFOR048E INVALID MODE 'mode' 

DMSFOR069E DISK {'mode' | »cuu» | 'volid •} NOT ACCESSED 

DMSFOR070E INVALID {PARAMETER » parameter ' j ARGUMENT 'argument'} 
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DMSF0B113S {mode|DEVICE|DISK|PBINTERiPUNCH|READ£R|TAPn|TAPIN|TAPOUT} (cuu) NOT ATTACHED 

DMSFOE114S »CUU» IS AN UNSUPPOBTED DEVICE TYPE 

DMSFOB125S PERMANENT UNIT CHECK ON DISK 'mode (cuu) ' 

DMSFOB126S EBBOB {BEADj WRIT} ING LABEL CN DISK » mode (cuu) • 

DMSFOB214W CANNOT RECOMPUTE WITHOUT LOSS OF DATA. NO CHANGE 

DMSFOR216E INSUFFICIENT BIOCKS Cfi DISK TC SUPPOBT CMS DISK STRUCTURE 

DMSFOB253E FILE fn ft fm CANNOT BE HANDLED WITH SUPPIIED PABAMETER LIST 

DMSFOB603B FORMAT HILL ERASE All FILES CN DISK 'mode (cuu) ' . DO YOU WISH TO CONTINUE? (YES|NO): 

DMSF01605R ENTER DISK LABEL: 

DMSFOR705I DISK REMAINS UNCHANGEE 

DMSFOE732I »nnn» {CYLINDERS |FE-512 BLOCKS} FORMATTED ON DISK 'mode(CUU)' 

DMSFOB733I FORMATTING DISK 'mode 8 

DMSFRE159T INSUFFICIENT STORAGE AVAILABLE TO SATISFY DMSFREE REQUEST FROM addr 

DMSFRE160T INVALID DMSFREE CALI EECM addr 

DMSFRE161T INVALID DMSFBET CALI FECM addr, EBBOR NUMBER nn 

DMSFRE162T VITAL FREE STORAGE POINTERS DESTROYED (INTERNAL ERROR CODE nn) , RE-IPL CMS 

DMSFRE163T {LOW| HIGH} -CORE DSEB CHAIN HAS EEEN DESTROYED (INTERNAL EBBOB CODE nn) 

DMSFHE164T {LOW | HIGH} -CORE NUCLEUS STORAGE POINTERS DESTROYED (INTERNAL ERROR CODE nn) 

DMSFEE165T CHAIN HEADER AT addr: uxxxx xxxxxx xxxxxx xxxxxx 

DMSFRE166T UNEXPECTED ERROR IN FREE STORAGE MANAGEMENT ROUTINE (INTERNAL ERROR CODE nn) . RE-IPL CMS 

DMSFRE167T FREE STORAGE MANAGEMENT ERROR, INTERNAL CODE ERROR nn 

DMSGAM951E INVALID SVC nn. GAM/SP NOT INSTALLED 

DMSGAM952E VIRTUAL STORAGE SIZE TCO LABGE FOR «CMSGAH» SHARED SEGMENT TO LOAD AT nnnnnn 

DMSGAM953E 'CMSGAM' SHARED SEGMENT ERROR. MODULE ADDRESS FOR SVC nn IS ZERO 

DMSGAM95« 'CMSGAM' SHAREE SEGMENT ERROR. IDENTIFIER INVALID FOR SVC nn 

DMSGAM955E 'CMSGAM' SHARED SEGMENT PAGING I/O ERRORS WITH CCCCCC 

DMSGAM956E INSUFFICIENT STORAGE ECE GAM/SE ANCHOR BLOCK 

DMSGEN006E NO READ/WRITE ['A'] DISK ACCESSED [FOR «fn ft'] 

DMSGEN095E INVALID ADDRESS 'address* 

DMSGEN110E CORRECT FORM IS: {EOSGENj CMSXGEN |CMSZEN} LOCATION (SEGNAME) 

DMSGEN111E {DOSGEN|CMSXGEN|CMSZGEN} EAILEE DUE TC LOAD ERRORS 

DMSGENHHS DOSGEN FAILED DOE TC SAVESSS ERRORS 

DMSGEN715I {DOSGEN | CMSXGEN j CMSZGEN} COMPLETE 

DMSGLB002W FILE ' f n ft [fm]' NCT EOUNB 
BMSGLE014E INVALID KEYWORD 'function* 
DMSGLB0A7E NO FUNCTION SPECIFIED 
DMSGLB108S MORE THAN 8 LIBRARIES SPECIFIED 

| DMSGLO047E NO FUNCTION SPECIFIED 

j DMSGLC10IJS ERROR 'nn' READING FILE • f n ft fm' FROM DISK 

| DMSGLC618E NUCEXT FAILED 

j DMSGL0622E INSUFFICIENT FREE STORAGE - NO TABLE HADE 

| DMSGL0628E INVALID GLOBALV FUNCTION 'function' 

| DMSGL0631E SETL/SETLP/SETLS CAN ONLY BE EXECUTED FROM AN EXEC 2 EXEC OR AS A CHS COMMAND 

} DMSGL0649E EXTRANEOUS PARAMETEB 'parameter' 

DMSGND002W FILE » f n ft [fm]' NOT FOUND 

DMSGND021E ENTRY POINT 'name' NCT FOUND 

DMSGND022E NO DIRECTORY NAME SPECIFIED 

DMSGND070E INVALID {PARAMETER ' parameter » | ARGUMENT 'argument'} 

DMSGEN002E [ INPUT | OVERLAY ] {FILE[ (S) ] | DATA SET} [ • f n [ft [fm]]«] NOT FOUND 

DMSGBN003E INVALID OPTION 'option' 

DMSGRN007E FILE ' f n ft fm' [IS] NCT FIXED, 80 CHAR. RECORDS 

DMSGBN048E INVALID MODE 'mode* 

DMSGBN05»E INCOMPLETE FILEID SPECIFIED 

DMSGBN078E INVALID CARD IN READER {DECKS FILE 'cardimage'} 

J DMSHEL529E 'subcommand' SUBCOMMAND IS ONII VALID IN EDITING MODE 

| DMSHEL545E MISSING OPERAND (S) 

| DMSHEL561E CUBSOB IS NOT ON A VALID DATA FIELD 

j DMSHEL640E UNABLE TO ACCESS HELP DISK (cuu), BC=nn FBOM ACCESS COMMAND 

DMSHLP003E INVALID OPTION 'option' 

DMSHLP101S EBBOB »nn' BEADING FILE «fn ft fm* FBOM DISK 

DMSHLP109S VIETUAL STORAGE CAPACITY EXCEEDED 

DMSHLP250S I/O ERROR OH DEVICE ERROR 

DMSHLP251E HELP PROCESSING ERROR, CODE nnn 'description" 

DMSHLP252E VALID OPTIONS ARE: DESC FOBM FARM ALL 
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DMSHLP254E HELP CANNOT FIND THE INFOEMATION YOU EEQOESTED. IF NOT MISSPELLED, 

PLEASE ENTEE 'EELP' FOB MEND SELECTION OS 'HELP HELP' FOE THE HELP COHHAND 
DMSHLP907T I/O EEBOB ON FILE ' f D ft fm» 

DMSICP001E NO FILENAME SPECIFIED 

DMSICP002E FILE 'filename' IOCP NOT FOUND 

DMSICP003E INVALID OPTION 'option' 

DMSICP006E NO BEAD/WRITE DISK ACCESSED 

DMSICP007E FILE 'filename' IOCP IS NCT FIXED, 80 CHAB. BECOBDS 

DMSICF038E FILEID CONFLICT EOB DENAME 'SYSIN' 

DMSICP070E INVALID PABAMETEB 'parameter' 

DMSICP075E [DEVICE] devicename INVALID FOB {INPUI| OUTPUT} 

DMSICP099E CMS/DOS ENVIRONMENT ACTIVE 

| DMSIDE003E INVALID OPTION » option' 

| DMSIDE056E FILE 'fn ft' CONTAINS INVALID BECOED FOBMAT 

| DMSIDE070E INVALID PABAMETEB 'parameter' 

| DMSIDE104S EBBOB *nn' READING FILE ' f n ft fm' FBOM DISK 

DMSIFC002E [ INPUT| OVEBLAY ] {FIIE[ (S) ] | EATA SET} [ » f n [ft [fm]]'] NOT FOUND 

DMSIFC007E FILE ' f n ft fm' [IS] HOT FIXED, 80 CHAB. BECOBDS 

DMSIFC023E NO FILETYPE SPECIFIED 

DMSIFC070E INVALID {PAEAMETEB • parameter « | ABGOMENT 'argument'} 

DMSIFC104S EBEOB 'nn' BEADING FILE • f n ft fm' FBOM DISK 

DMSIFC825E 'CLEAR' IS VALID ONLY WHEN SPECIFIED BY ITSELF 

DMSIFC826E EBEP TXTLIBS NOT FOUND 

DMSIFC828I CPEBEP ZEBO OB CLiAE HAS EEFN COMPLETED 

DMSIFC829W ATTEMPTED 'ZERO' HAS SUPPEESSED. EEQUIBES PRIVILEGE CLASS F 

DMSIFC831E MORE THAN 100 CHAES OF OPTIONS SPECIFIEE 

DMSIFC832S SOFTWARE INCOMPATIBILITY AT THE CPEBEP-EREP INTERFACE. CODE=nnn 

DMSIMA001E NO FILENAME SPECIFIEE 

DMSIMA002E [ INPUT| OVERLAY ] {FILE[ (S) ] | DATA SET} [ • f n [ft [fm]]'] NOT FOUND 

DMSIMA003E INVALID OPTION 'option' 

DMSIMA013E MEMBER 'name' NOT FOUND IN LIEEABY «['fn ft f m» |libmane]« 

DMSIMA014E INVALID KEYWOBB 'function' 

DMSIMA046E NO LIBBABY NAM! SPECIFIED 

DHSIMA047E NO FUNCTION SPECIFIED 

DMSIHA346E ERROR «nn» LOADING 'fn ft' {DISK| 'fn ft'} 

DMSIMA347E ERROR 'nn' LOADING LIEBARY 'litname' 

DMSIMA348E ERROR 'nn' SAVING LIERARY 'litname' 

DMSIMA349E INVALID LIBRARY 'litname' 

DMSINI079E INVALID DEVICE ADDBESS - EEENTER 

DMSINI080E INVALID {CYL|BLK} NUHEEB . - BEENTEB 

DMSINI081E INVALID REPLY - ANSWER "YES" OB "NO" 

DMSINI082E IPL DEVICE EBEOB - BFENTEE 

DMSINI083E NUCLEUS {CYL | BLK} SPECIFICATION UNACCEPTABLE, EBBOR 'X' 

DMSINT131S IPL DEVICE WRITE I/C EBBOB 

DMSINI147R IS THE SHARED {S-DISK | Y-DISK} DIRECTORY TO BE USED WITH THIS SYSTEM? YES OR NO 
J DMSINI260T VIRTUAL MACHINE SIZE TOO SHALL TO IPL NGN-SHARED COPY OF CMS 

DMSINI606B SYSTEM DISK ADDBESS = cuu 

DMSINI607R REWRITE THE NUCLEUS? {YES | NO} 

DMSINI608R IPL DEVICE ADDRESS = cuu 

DMSINI609B NUCLEUS £CYL|BLK} ADDRESS = nnn 

DMSINI610B ALSO IPL {CYL | ELK} 0? {YES|NO} 

DMSINI611B VEESION IDENTIFICATION = 

DMSINI612B INSTALLATION HEADING = 

DMSINI615R Y - DISK ADDRESS = CUU 
I DMSINI640R HELP DISK ADDRESS = CUU 

DMSINI902T IPL DEVICE READ I/O EBBOR 

DMSINS098W CMS OS SIMULATION NOT AVAILABLE 
I DMSINS100W CMSSEG SYSTEM NAME 'name* NCT AVAILAELE 
J DMSINS100W SHARED {SSTAT \ YSTAT} NOT AVAILAELE 

DMSINT015E {UNKNOWN {CP/CMS I CMS | CP} (INVALID {CMSjSUBSET} COMMAND 

DMSITP141T exception EXCEPTION OCCURBED AT addr IN BOUTINE called 

DMSITP142T exception EXCEPTION OCCUBRED AT addr IN ROUTINE routine DURING 'SPIE' EXIT ROUTINE 
DMSITP143T exception EXCEPTION OCCURRED AT addr in SYSTEM ROUTINE called. 

DMSITP144T exception EXCEPTION OCCURRED AT addr IN ROUTINE called WHILE 'UFDBUSY' = XX. IPL CMS 
AGAIN 
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DMSITS098S CMS OS SIMULATION NOT AVAILABLE 

DMSITS122S EEEOR IN CALL TO routine FROM addr, EEEOE CODE nnn (HEX xxxxxx) 

DMSITS134S UNSUPPORTED SVC 203 CODE nn CALLED FROM addr 

DMSITS135S MAXIMUM SVC DEPTH 'nnnn' HAS BEEN EXCEEDED WITH CALL AT addr 

DMSITS136T SVC CALL FROM addr ILLEGALLY RE-ENTERS INTSVC. EE-IPL CMS 

DMSITS137T CALL TO routine FROM addr DESTROYED SYSTEM SAVE AREA. EE-IPL CMS 

DMSITS138T 'DMSKEY' CALL FROM addr OVERFLOWS KEY STACK, WITH MAX DEPTH 7 

DMSITS139T 'DMSKEY RESET 1 FROM addr UNDERFLOWS KEY STACK 

DMSITS140T routine ROUTINE CALLEE FROM addr DID DMSKEY WITH NO RESET 

DHSITS154T SAVE AREA FOR SVC CALL FRCM addr CANNOT BE ALLOCATED 

DMSJOI503E TRUNCATED 

DMSJOI561E CURSOR IS NOT ON A VALID DATA FIELD 

DMSJOI562E OPTION 'CURSOR' VALID IN DISPLAY MODE ONLY 

DMSJOI564W EOF REACHED 

DMSJOI575E INVALID {JOIN | SPLIT | TAES | VERIFY | ZONE} COLUMNS DEFINED 

DMSJOI585E NO LINE{S) CHANGED 

DMSLBD003E INVALID OPTION 'option' 

DMSLBD029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSLBD065E 'option' OPTION SPECIFIED TWICE 

DMSLBD066E 'option' AND 'option' ARE CONFLICTING OETIONS 

DMSLBD070E INVALID {PARAMETER » parameter ' | ARGUMENT 'argument'} 

DMSLBD221E INVALID DATA SET NAME 

DMSLBD324I NO USER DEFINED {DLBI| FILEDEF | LAEELDFF} 's IN EFFECT 

DMSLBD704I INVALID CLEAR REQUEST 

DMSLBM001E NO FILENAME SPECIFIED 

DMSLBM002E [ INPUT | OVERLAY ] {FILE[ (S) ] | DATA SET} [ ' f n [ft [fm]]»] NOT FOUND 

DMSLBM002W FILE 'fn ft [fni]' NCT FOUND 

DMSLBM003E INVALID OPTION 'option' 

DMSLBM013W {MEMBER | PHASE} 'name' NOT FOOND IN LIBRARY »libname» 

DMSLBM014E INVALID KEYWORD 'function' 

DMSLBM037E [OUTPUT] DISK 'mode [ cuu ] • IS READ/ONLY 

DMSLBM0«6E NO LIBRARY NAME SPECIIIED 

DMSLEM0U7E NO FUNCTION SPECIFIED 

DMSLBM056E FILE 'fn ft [fm]» CONTAINS INVALID {NAHEJ ALIAS | ENTRY | ESD} RECORD FORMATS 

DMSLBM070E INVALID {PARAMETER ' parameter • | ARGUMENT 'argument'} 

DMSLBM104S ERROR 'nn' READING FILE ' f n ft fm' FRCM DISK 

DMSLBM105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DMSLBM109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSLBM157S MACLIB LIMIT EXCEEDED [, LAST MEMEER ADDED WAS ' membername' ] 

DMSLBM167S PREVIOUS MACLIB FUNCTION NOT FINISHED 

DMSLBM213W LIBRARY 'fn ft fm' NCT CREATE! 

DMSLBM907T I/O ERROR ON FILE ' f n ft fm' 

DMSLBT001E NO FILENAME SPECIFIED 

DMSLBT002E [ INPUT | OVERLAY ] {FILE[ (S) ] | DATA SET} [»fn [ft [fm]]'] NOT FOUND 

DMSLBT002W FILE 'fn ft [ f m ] ' NCT FCUNE 

DMSLBT003E INVALID OPTION 'option' 

DMSLBT013E MEMBER 'name' NOT FOUND IN LIBRARY '[ 'fn ft f m' |libmane ]» 

DMSLBT014E INVALID KEYWORD 'function' 

DMSLBT046E NO LIBRARY NAME SPECIFIED 

DMSLBT047E NO FUNCTION SPECIFIED 

DMSLBT056E FILE ' f n ft [fm]' CONTAINS INVALID {NAME| ALIAS | ENTRY| ESD} RECORD FORMATS 

DMSLBT056W FILE 'fn ft fm' CONTAINS INVALID [ NAME| ALIAS) ENTRY | ESD ] RECORD FORMATS 

DMSLBT104S ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSLBT105S ERROR 'nn' WRITING FILE 'fn ft fm' ON DISK 

DMSLBT106S NUMBER OF MEMBER NAMES EXCEEDS HAX 'nnnn'. FILE ' f n ft' NOT ADDED 

DMSLBT213W LIBRARY ' f n ft fm' NOT CREATED 

DMSLDS002E [ INPUT| OVERLAY ] {FILE[ (S) ] | DATA SET} [ « f n [ft [fm]]'] NOT FOUND 

DMSLDS003E INVALID OPTION 'option' 

DMSLDS048E INVALID MODE 'mode' 

DMSLDS069E DISK {' mode' I 'cuu» | 'volid «} NCT ACCESSED 

DMSLDS220R ENTER DATA SET NAME: 

DMSLDS221E INVALID DATA SET NAME 

DMSLDS222E I/O ERROR READING 'data set name' FROM {'f m' |OS| DOS} DISK 

DMSLDS223E NO FILEMODE SPECIFIED 

DMSLDS226E NO DATA SET NAME ALLOWED WITH FREE OPTION 

DMSLDS227W INVALID EXTENT FOUND FOR • datasetname.' ON 'fm' DISK 

DMSLDS229I NO MEMBERS FOUND 

DMSLDS231E I/O ERROR READING VTCC FROM {'f m' | OS | LOS} DISK 
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DMSLDS233I NO FREE SPACE AVAILABLE ON «fm« DISK 
DMSLGT002I PILE 'fn' TXTLIB HOT FCDND 



DMSLIC001E 
DMSLIO002E 
DMSLIO002I 
DMSLIO003E 
DHSLIC005E 
DMSLIC021E 
DHSLIO029E 
DMSLIO055E 
DMSLIC056E 
DMSLIC099E 
DNSL1C104S 
DMSLIC105S 
DMSLIC109S 
DBSLI0116S 
DMSLIC168S 
DMSLIC169S 
DMSLIC201W 
DMSLI0202W 
DMSLIC203W 
DMSLIO206W 
| DMSLIC623S 

I 

DMSLIC740I 
DMSLIO907T 



NO FILENAME SPECIFIED 

[INPOTI OVERLAY] {FIIE[ (S) ] | DATA SET} £ • f n [ft [fm]]'] NOT FOUND 

FILE * fn' TXTLIB NOT FOOND 

INVALID OPTION 'option' 

NO 'option' SPECIFIED 

ENTRY POINT 'name' NCT FOOND 

INVALID PARAMETER 'parameter' IN THE CPTION 'option' FIELD 

NO ENTRY POINT DEEINED 

FILE 'fn ft [fm]' CONTAINS INVALID {NAME | ALIAS | ENTRY | ESD} RECORD FORMATS 

CMS/DOS ENVIRONMENT NCT ACTIVE 

ERROR 'nn' READING FILE • f n ft fm' FROM DISK 

ERROR 'nn' WRITING FILE 'fn ft fm' ON DISK 

VIRTDAL STORAGE CAPACITY EXCEEDED 

LOADER TABLE OVERFLOW 

PSEDDO REGISTER TAELE OVERFLOW 

ESDID TABLE OVERFLOW 

THE FOLLOWING NAMES ARE UNDEFINED: 

DDPLICATE IDENTIIIER 'identifier' 

"SET LOCATION COUNTER" NAME 'name' DNDEFINED 

PSEODO REGISTER ALIGNMENT ERRCR 

MODULE CANNOT BE LOADED Al LOCATION 'location' BECAUSE IT WOULD 

OVERLAY THE CMS NUCLEUS 

EXECUTION BEGINS ... 

I/O ERROR ON FILE 'fn ft fm' 



DMSLKD001E NO FILENAME SPECIIIED 

DHSLKD002E [ INPUT| OVERLAY ] {FIIE[ (S) ]|EATA SET) £ • f n [ft £fm]]'] NOT FOUND 

DMSLKE004W WARNING MESSAGES ISSUED 

DMSLKD005E NO 'option' SPECIIIED 

DMSLKD006E NO READ/WRITE [*A«] DISK ACCESSED £FOR 'fn ft'] 

DMSLKD007E FILE 'fn ft fm' [IS] NCT IIXEE, 80 CHAR. RECORDS 

DMSLKD008W ERROR MESSAGES ISSUED 

DMSLKD012W SEVERE ERROR MESSAGES ISSUED 

DMSLKD016W TERMINAL ERROR MESSAGES ISSUED 

DMSLKD070E INVALID {PARAMETER • parameter • | ARGUMENT 'argument'} 

DMSLLU003E INVALID OPTION 'option' 

DMSLLU006E NO READ/WRITE ['A'] DISK ACCESSED [FOR 'fn ft'] 

DMSLLU070E INVALID {PARAMETER 'parameter ' | ARGUMENT 'argunent'} 

DMSLLU099E CMS/DOS ENVIRONMENT NCT ACTIVE 

DMSLLU105S ERROR 'nn' WRITING FILE 'fn ft fm» ON DISK 

DMSLLU303E NO SYSxxx SATISFIES EECUEST 

DMSLOS004E {BOOK ' subl. book ' | MODULE « module' | PHASE * phase » | PROCEDURE 'procedure'} NOT FOUND 

DMSLOS013E MEMBER 'name' NCT FOUND IN LIEBARY •[ 'fn ft f ■• | litmane ]' 

DMSLOS073E UNABLE TO OPEN FILE ddname 

DMSLOS089E {OPEN | CLOSE} ERROR CODE «nn' ON {f n| SYSxxxJ TAPn} 

DMSLST002E [ INPUT | OVERLAY ] {IIIE[ (S) ] | DATA SET} [ « f n [ f n [fm]]'] NOT FOUND 

DMSLST003E INVALID OPTION 'option' 

DMSLST037E [OUTPUT] DISK 'mode [cuu]' IS READ/ONLY 

DMSLST0U8E INVALID MODE 'mode' 

DMSLST066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSLST069E DISK {'mode' | » cuu' | 'vclid'} NOT ACCESSED 

DMSLST070E INVALID {PARAMETER 'parameter • \ ARGUMENT 'argument'} 

DMSLST105S ERROR 'nn' WRITING FILE « f n ft fm' ON DISK 

DMSMDF001E NO FILENAME SPECIFIED 

DMSMDP002E [ INPUT | OVERLAY ] {FI1E£ (S) ]|EATA SET} £ • f n £ f t [fm]]'] NOT FOUND 

DMSMDP018E NO LOAD MAP AVAILABLE 

DMSMDP070E INVALID {PARAMETER ' parameter ■ | ARGUMENT 'argument'} 

DMSMOE001E NO FILENAME SPECIFIED 

DMSMOD002E [ INPUT | OVERLAY ] {FIIE[ (S) ]| DATA SET} £ • f n [ft £fm]]'] NOT FOUND 

DMSMOB003E INVALID OPTION 'option' 

DMSMOB005E NO 'option' SPECIFIED 

DMSMOE021E ENTRY POINT 'name' NOT FOUND 

DMSMOD032E INVALID FILETYPE 'ft' 

DMSMOD037E [OUTPUT] DISK 'mode [cuu]' IS READ/ONLY 
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DMSMOD040E NO FILES LOADED 

DMSMOD070E INVALID {PARAMETER 'parameter » | ARGUMENT •argument'} 

DMSMOD084E INVALID USE OF 'FROM' AND 'TO' OPTIONS 

DMSMCD104S EEEOE 'nn' BEADING FILE 'fn ft fm' FEOM DISK 

DMSMCD105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DMSMOD109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSMOD114E ' f n ft fm' NOT LOADED; CMS/DOS ENVIRONMENT [NOT] ACTIVE 

DMSMOD116S LOADER TABLE OVERFLCfl 

DMSMOE520E INVALID OPERAND : operand 

DMSMOD529E SUBCOMMAND IS ONLY VALID IN {DISPLAY| EDITING} MODE 

DMSMOD545E MISSING OPERAND (S) 

DMSMVE002E [ INPUT| OVERLAY ] {FIIE[ (S) ]|DAIA SET} [ • f n [ft [fm]]'] NOT FOUND 

DMSMVE003E INVALID OPTION 'option' 

DMSMVE037E [OUTPUT] DISK 'mode [cuu]' IS READ/ONLY 

DMSMVE041E INPUT AND OUTPUT PILES ARE THE SAME 

DMSMVE048E INVALID MODE 'mode' 

DMSMVE069E DISK {'mode' | 'cuu' | 'volid •} NCT ACCESSED 

DMSMVE070E INVALID {PARAMETER ' parameter ' | ARGUMENT 'argument'} 

DMSMVE073E UNABLE TO OPEN FILE ddname 

DMSMVE075E [DEVICE] devicename {INVALID | ILLEGAL} FOR {INPDT |OUTPUT} 

DMSMVE086E INVALID DDNAME 'ddname' 

DMSMVE127S UNSUPPORTED DEVICE FOB ddname 

DMSMVE128S I/O ERROR ON INPUT AFTER READING nnn RECORDS: INPUT ERROR code ON ddname 

DMSMVE129S I/O ERROR ON ODTPUT WRITING RECORD NUMBER nnnn : OUTPUT ERROR Code ON ddname 

DMSMVE130S BLOCKSIZE ON V FORMAT FILE ddname IS LESS THAN 9 

DMSMVE225I PDS MEMBER » member name' MOVED 

DMSMVE226I END OF PDS MOVE 

DMSMVE232E INVALID RECFM — SPAKNEB RECORDS NOT SUPPORTED 

DMSMVE706I TERM INPUT — TYPE NULL LINE EOE END OF DATA 

DMSMVE708I DISK FILE 'FILE ddname A1 ' ASSUMED FOR DDNAME 'ddname* 

DMSMVG089E {OPEN| CLOSE} ERROR CODE 'nn' ON {f n | SYSxxx| TAPn} 

DMSNAM002E FILE ' f n ft fm' NCT FOUND 

DMSNAM003E INVALID OPTION 'option' 

DMSNAM029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSNAM104S ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSNAM156E {FROM | RECORD} 'nnn' NOT FOUND - FILE 'fn ft fm' HAS ONLY 'nnn' RECORDS 

DMSNAM618E NUCEXT FAILED 

DMSNAM621E BAD PLIST: NAMEFIND MUST BE INVOKED AS A NUCLEUS EXTENSION 

DMSNAM622E INSUFFICIENT FREE STORAGE FOR NAMEFIND 

DMSNAM622W INSUFFICIENT FREE STORAGE FOR NAMEFIND BUFFER, PROCESSING CONTINUES 

DMSNAM633E TOO MANY TAGS WERE ENCOUNTERED. MAXIMUM IS 64 PER LINE 

DMSNAM633W RETURNED VALUES WERE TRUNCATED 

DMSNAM634E NO VALUE TO SEARCH FOR WAS SPECIFIED 

DMSNAM635I NO ENTRIES WERE FOUND THAT MATCHED YOUR SEARCH CRITERIA 

DMSNAM637E MISING VALUE FOE THE 'option' OPTION 

DMSNCP001E NO FILENAME SPECIFIED 

DMSNCP002E [ INPUT| OVERLAY ] {FTIE[ (S) ] | DATA SET} [ • f n [ft [fm]]'] NOT FOUND 

DMSNCP003E INVALID OPTION 'option' 

DMSNCP013E MEMBER 'name' NOT FOUND IN LIERARY '['fn ft f m' | litmane ]' 

DMSNCP021E ENTRY POINT 'name' NOT FOUND 

DMSNCP025E INVALID DATA IN 370X CCNTEOI PROGRAM 

DMSNCP045E UNSUPPORTED 370X CONTROL PROGRAM TYPE 

DMSNCP056E FILE 'fn ft [fm]' CCSTAINS INVALID {NAME| ALIAS | ENTRY | ESD} RECORD FORMATS 

DMSNCP099W GENERATION PARAMETERS INCOMPATIBLE WITH VM/SP 

DMSNCP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSNXD050E PARAMETER MISSING AFTER NUCXDROP 

DMSNXD070E INVALID ARGUMENT 'argument' 

DMSNXD616W 'name' DOES NOT EXIST 

DMSNXD617E ERROR CODE n FROM DMSFRET WHILE UNLOADING 'module name' MODULE 

DMSNXD624W NO NUCLEUS EXTENSIONS ARE LOADED 

DMSNXL001E NO FILENAME SPECIFIED 

DMSNXL070E INVALID ARGUMENT 'argument' 

DMSNXL104S ERROR 'n' READING FILE 'fn ft fm' FROM DISK 

DMSNXL589E MISSING FILEDEF FOR DDNAME ddname 

DMSNXL618E NUCEXT FAILED 

DMSNXL619E MODULE 'module name' NOT FOUND 

DMSNXL622E INSUFFICIENT FREE STORAGE 
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DMSNXM070E INVALID PABAMETEB "parameter' 
DMSNXM622E INSUFFICIENT FEEE STOBAGE (nn ENTBIES) 
DMSNXM62UI NO NOCLEDS EXTENSIONS AEE LOADED 

DHSOPL089E {OPEN|CLOSE} EEBOE CODE 'nn' CN {f n | SYSxxx| TAPn} 
DMSOPL158E NO CHS/DOS PBOCEDUBE LIBRARY SUPPORT 

DMSOPT070E INVALID {PABAMETEB ' parameter • | ARGUMENT 'argument'} 
DHSOPT099E CMS/DOS ENVIRONMENT MCI ACTIVE 

DMSOSE052E MOEE THAN 100 CHABS OF OPTIONS SPECIFIED 
DMSOSB070E INVALID {PABAMETEB ' parameter • | ABGUMENT 'argument'} 

DMSOVB014E INVALID KEYWOED 'function' 

DMSOVE047E NO FUNCTION SPECIFIED 

DMSOVE104S EBBOE 'nn' BEADING FILE ' f n ft fm' FBOM DISK 

DMSOVB109S VIBTOAL STOBAGE CAPSCITY EXCEEDED 

DMSPDP088E DNSOPPOBTED DTF TYPE 'dtftype' 

DMSPI0113S {mode|DEVICE| DISK| PBINTER | PUNCH |READER| TAPn| TAPIN | TAPOOT} (cuu) NOT ATTACHED 
DMSEI0145S INTEBVENTION EEQDIEED CN {PRINTER | PUNCH} 

DMSPOP002E {INPUTIOVEBLAY} {FILE[ (S) ]DATE SET|NOTE} ; ' f n [ft [fm]]} NOT FOUND 

DMSPOP003E INVALID OPTION 'option' 

DMSPOF047E NO FUNCTION SPECIFIED 

DMSPCP104S EEBOE 'nn' BEADING FILE 'fn ft fm« FBOM DISK 

DMSPCP105S EEEOE 'nn' WRITING FILE ' f n ft fm' ON DISK 

DMSPOP620E STABLE EEEOE ON LINE 'nnn' - {NCN-NUMEEIC VALUE 

SPECIFIEDIINCOBBECT NUMBER OF PARAMETERS | MISALIGNED 

FIELD | INVALID PEOP USEEID} 

DMSPOB01UE INVALID KEYWORD 'function' 

DMSPOE047E NO FUNCTION SPECIFIED 

DMSPOB070E INVALID PABAMETEB {PABAMETEB 'parameter ' | ARGUMENT 'argument'} 

DMSPCB105S EEEOE 'nn' WBITING FILE ' f n ft fm« ON DISK 

DMSPOE513E UNKNOWN CP/CMS COMMAND 

DMSPOB626E INVALID ACTION EOUTINE PABAMETEB 'parameter' 

DMSPQE627E BESULT IS 'nnnn' EYTES TOC LABGE FOE CP COMMAND BUFFEB 

DMSPCW117S EEEOE WBITING TO DISPLAY TERMINAL 

DMSPOW529E SUBCOMMAND IS ONLY VALID IN {DISPLAY | EDITING} MODE 

DMSPQU520E INVALID OPERAND : operand 

DMSPQU553I EDITING FILE: fn ft fm 

DMSPQU577E FILE HAS BEEN CHANGED. USE QQUIT TO QUIT ANYWAY 

DMSPBE001E NO FILENAME SPECIFIED 

DMSPBE002E [ INPUT| OVEBLAY ] {FILE[ (S) ] |DATA SET} [ • f n [ft [fm]]«] NOT FOUND 

DMSPEE109S VIETUAL STOBAGE CAPACITY EXCEEDED 

DMSPEE183E INVALID {CONTROL | AUX} FILE CONTROL CAED 

DMSPBE234E EBBOB IN LOAD LIST FILE » f n ft fm' [ NC INPUT] 

DMSPBE235E EEEOE *n' IN INPUT TEXT FILE 'fn ft [fm]' 

DMSPBE236E UNEESOLVED EXTEBNAL EEEEBENCE (S) ENCCUNTEBED 

DMSPEE237E DUPLICATE EXTEENAI SYMEOL (S) ENCOUNTEEED 

DMSPEE238E PEELOADEB PBOCESSING EEROB 

DMSPBT002E [ INPUT| OVEBLAY ] {FILE[ (S) ] | DATA SET} [ • f n [ft [fm]]'] NOT FOUND 

DMSPBT003E INVALID OPTION 'option' 

DMSPBT008E DEVICE »CUU' {INVALID CB NONEXISTENT | UNSUPPOBTED DEVICE TYPE} 

DMSPET013E MEMBEE 'name' NOT FOUND IN LIEBABY '['fn ft f m' |libmane] • 

DMSPBT029E INVALID PABAMETEB 'parameter' IN THE OPTION 'option' FIELD 

DMSPET033E FILE * f n ft fm' IS NCT A LIEBABY 

DMSPBT039E NO ENTBIES IN LIEBABY 'fn ft fm» 

DMSPETOimE BECOBD LENGTH EXCEEDS ALLCWABIE MAXIMUM 

DMSPBT048E INVALID MODE 'mode' 

DMSPBT054E INCOMPLETE FILEID SPECIFIED 

DMSPBT062E INVALID [ CHAE | CHABACTEB ] '[ = |*|char]» IN [OUTPUT] FILEID [ 'fn ft [fm]'] 

DMSPET069E DISK {'mode' | 'CUU ' | 'volid •} NCT ACCESSED 

DMSPET070E INVALID {PABAMETEB ' parameter' | ABGUMENT 'argument'} 

DMSPBT104S EBBOB »nn' BEADING FILE ' f n ft fm' FBOM DISK 

DMSPBT123S EBEOB 'nn' {PEINTING | PUNCHING} EILE ' f n ft fm' 
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DMSPBV003E INVALID OPTION 'option' 

DMSPRV001E {BOOK *subl. book ' | MODULE 'module' |PHASE 'phase' | PBOCEDURE 'procedure') NOT FOUND 

DMSPRV006E NO READ/WRITE ['A'] DISK ACCESSED [FOR 'fn ft'] 

DMSPRV037E [OOTPOT] DISK 'mode [cuu]' IS READ/ONLY 

DMSPRV070E INVALID {PARAMETER ' parameter • | ARGUMENT 'argument'} 

DMSPRV097E NO 'SYSRES' VOLUME ACTIVE 

DMSPRV098E NO {PHASE| PROCEDURE} NAME SEECIEIED 

DBSPRV099E CMS/DOS ENVIRONMENT NCI ACTIVE 

DMSPRV105S ERROR »nn» WRITING FILE 'fn ft fm' ON DISK 

DMSPRV113S {mode|DEVICE|DISK|PRINTER|PUNCBJREADER|TAPn|TAPINJTAPOUT} (CUU) NOT ATTACHED 

DMSPRV411S {INPUT | OUTPUT} ERROR CODE «nn' ON 'SYSXXX' 

DMSPUN002E [ INPUT| OVERLAY ] {FILE[ (S) ]|BATA SET} [ • f n [ft [fm]]»] NOT FOUND 
DMSPUN003E INVALID OPTION 'option' 

DMSPUN008E DEVICE 'CUU' {INVALID CR NONEXISTENT | UNSUPPORTED DEVICE TYPE} 
DMSPUN013E MEMBER 'name' NOT FOUND IN LIERARY '['fn ft f m' llibmane ]' 
DMSPUN033E FILE • f n ft fm» IS NCT A 1IERABY 
DMSPUN039E NO ENTRIES IN LIERARY » f n ft fn' 
DMSPUN044E RECORD LENGTH EXCEEDS ALLOWABLE MAXIMUM 
DMSPUN054E INCOMPLETE FILEID SPECIFIED 

DMSPUN062E INVALID [ CHAE | CHAEACTEE ] '[=|*lchar]« IN [OUTPUT] FILEID [ 'fn ft [fm]'] 
| DMSPUN069E DISK {» mode' | ' cuu' | • vclid '} NCT ACCESSED 
DMSPUN104S EEBOE 'nn' BEADING FILE 'fn ft fm' FBOM DISK 
DMSPUN118S EBBOR PUNCHING FILE {'fn ft fn'} 
DMSPUN123S ERROR 'nn' {PRINTING | PUNCHING} FILE ' f n ft fm' 

DMSQBY005E NO 'option* SPECIFIED 

DMSQBY014E INVALID KEYWORD 'function' 

DMSQRY026E INVALID PARAMETEB 'parameter' ECR 'function' FUNCTION 

DMSQEY047E NO FUNCTION SPECIFIED 

DMSQRY070E INVALID {PARAMETER 'parameter ' | ARGUMENT 'argument'} 

DMSQRY099E CMS/DOS ENVIRONMENT NO! ACTIVE 

DMSQBY324I NO USEE DEFINED {DLEI | FILEEEF | IAEELDEJ} »s IN EFFECT 

DMSEDC008E DEVICE 'cuu' {INVALID OB NONEXISTENTI UNSUPPOETED DEVICE TYPE} 
| DMSBDC037E [OUTPUT] DISK 'mode [cuu]' IS BEAD/ONLY 
DMSBDC042E NO FILEID (S) SPECIFIED 
DMSBDC054E INCOMPLETE FILEID SPECIFIED 

DMSBDC062E INVALID [CHAE | CHAEACTEE ] »[=|*|char]' IN [OUTPUT] FILEID ['fn ft [fm]'] 
DMSEDC105S EEBOE 'nn' WEITING FILE • f n ft fm' ON DISK 
DMSBDC124S EEBOE BEADING CABD FILE 
DMSEDC205W EEADEB EMPTY OR NOT BEADY 
DMSBDC701I NULL FILE 

DMSRDC702I [BEAD CONTBOL CABD MISSING. FOLLOWING ASSUMED: ] :BEAD {fn ft fm|BEADCAED CMSUT1 A1} 
DMSRDC738I EECOED LENGTH IS »nnn» BYTES 

i DMSEDB070E INVALID PABAMETEE 'parameter' 
| DMSEDB630S EEBOE ACCESSING SPOOL FILE 

DMSEEA830E I/O EBEOB BEADING A BECOBD FBOM THE EEROR RECCBDING CYLINDERS 

DMSRNM002E [ INPUT| OVERLAY ] {FI1E[ (S) ] | EATA SET} [ • f n [ft [fm]]'] NOT FOUND 
DMSENM003E INVALID OPTION 'option' 
DMSBNM019E IDENTICAL FILEIDS 

DMSRNM024E FILE ' f n ft fm' ALREADY EXISTS [— SEECIFY 'REPLACE'] 
DMSRNM030E FILE 'fn ft fm' ALREADY ACTIVE 
DMSRNM037E [OUTPUT] DISK 'mode [cuu]« IS READ/ONLY 
DMSRNM048E INVALID MODE 'mode' 
DMSRNM051E INVALID MODE CHANGE 
DMSRNM054E INCOMPLETE FILEID SPECIFIED 

DMSRNM062E INVALID [CHAR |CHABACTEE ] «[=|*|char]« IN [OUTPUT] FILEID [ 'fn ft [fm]'] 
| DMSRNM069E DISK {'mode' | »cuu« | 'vclid '} NCT ACCESSED 

DMSRRV003E INVALID OPTION 'option' 

DMSRRV004E {BOOK ' subl. book' | MODULE ' module' | PHASE • phase' | PROCEDURE 'procedure'} NOT FOUND 

DMSRRV006E NO READ/WRITE ['A'] DISK ACCESSED [FOR 'fn ft*] 

DMSRRV070E INVALID {PARAMETER 'parameter' | ARGUMENT 'argument'} 

DMSRRV097E NO 'SYSRES' VOLUME ACTIVE 

DMSRRV098E NO {PHASE| PROCEDURE} NAME SPECIFIED 

DMSRRV099E CMS/DOS ENVIRONMENT NCT ACTIVE 

DMSRRV105S ERROR »nn' WRITING FILE ' f n ft fm« ON DISK 

DMSRRV113S {mode|DEVICE|DISK|PRINTER|PUNCH|READER|TAPn|TAPIN|TAPOUT} (cuu) NOT ATTACHED 

DMSRRVimS {INPUT | OUTPUT} ERROR CODE » nn ' ON 'SYSXXX* 
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DMSBUN001E NO FILENAME SEECIIIED 

DHSEDN002E [ INPUT | OVERLAY ] {FILE[ (S) ] | DATA SET} ['fn [ft [fm]]'] NOT FOUND 

DMSBUN0U8E INVALID MODE 'mode* 
| DMSBUN070E INVALID ARGUMENT •argument* 
| DMSRUN999E NO ft MODULE FCDND 

| DMSSBS120S {IN|OUT} PUT ERROE CODE 'nil' ON 'ddname' 

DMSSCH520E INVALID OPERAND : operand 

DMSSCH525E INVALID PFKET NUMEER 

DMSSCH529E SUBCOMMAND IS ONLY VALID IN {DISPLAY I EDITING} MODE 

DMSSCH545E MISSING OPERAND (S) 

DMSSCH551I STRING 'string' FOUND. PFnn SET FOR SELECTIVE CHANGE 

DMSSCH561E CURSOR IS NOT ON A VALID DATA FIELD 
DMSSCH569E NO 'CHANGE' OR 'CIOCATE' SDECCMMAND SEECIEIED 
DMSSCH57UE CHANGE NOT VALID {WITH CLOCATE | AFTER CUESOB HOVEMENT} 
| DMSSCH586E NOT FOUND {ON SCBEEN} 

| DMSSCB151E 3278 MOD 5 DISPLAY TEEHINAL NCT SUPPOETED BY OLD CMS EDITOE 

DMSSCT120S {IN/OUT} PUT EBBOE 'code' ON 'ddname' 

DMSSEB429I 'TAPn (cuu) ' EOT CN OUTPUT 

DMSSEG403S filename SHAEEE SEGMENT NOT AVAILABLE - EELOAE CMSDOS 

DMSSET014E INVALID KEYWOED 'function' 

DMSSET026E INVALID PAEAMETEB 'parameter' FOB 'function' FUNCTION 

DMSSET031E LOADEB TABLES CANNOT EE MODIFIED 

DMSSET047E NO FUNCTION SPECIFIED 

DMSSET048E INVALID MODE 'mode' 

DMSSET050E PARAMETER MISSING AFTEB {EENAKE |SYSxxx | function} 

DMSSET061E NO TRANSLATION CHABACTEE SPECIFIED 

DMSSET070E INVALID {PARAMETER 'parameter ' | AEGUMINT 'argument'} 

DMSSET098W CMS OS SIMULATION NOT AVAILABLE 

DMSSET099E CMS/DOS ENVIBONMEHT HCT ACTIVE 

| DMSSET100W SYSTEM NAME 'name' NOT AVAILAELE 

DMSSET142S SAVED SYSTEM NAME 'name' INVALID 

DMSSET333E nnnnnK PAETITION TOO LJBGE FOB THIS VIETUAL HACHINE 

DMSSET400S SYSTEM 'sysname' DOES MOT EXIST 

DMSSET401S VM SIZE (size) CANNOT EXCEED 'sysname' START ADDEESS (address) 

DMSSET410S CONTEOL PBOGBAH EBECB INDICATION 'retcode' 

DMSSET44UE VOLUME 'label' IS NCT A DOS SYSEES 

DMSSLN002E [ INPUT | OVEELAY ] {FILE[ (S) ]|DATA SET} [ • f n [ft [fm]]'] NOT FOUND 
DMSSLN10US EREOB 'nn' BEADING FILE ' f n ft fm' FBOM DISK 
DMSS1N350E MODULE IS MAEKEE HOT EXECUTABIE 
DMSSLN351E MODULE IS MASKED ONLY LOAEAELE 

DMSSMN109S VIETUAL STOBAGE CAPACITY EXCEEDED 
DMSSMN133S INVALID GETMAIN OR FEEEMAIN SPECIFICATION 

DMSSOP036E OPEN EBBOE CODE 'nn' CN 'ddname' 
DMSSOP036W UPDATE BEQUESTED FOE BEAD-ONLY DISK 
DMSSOP109S VIETUAL STOBAGE CAPACITY EXCEEDED 

DMSSOE520E INVALID OPEBANE : operand 

DMSSPL561E CUBSOR IS NOT ON A VALID DATA EIELD 

DMSSPL562E OPTION 'CUESOB' VALID IN DISPLAY MODE ONLY 

DMSSPL575E INVALID {JOIN | SPLIT| TAES| VEBIEY |ZONE} COLUMNS DEFINED 

DMSSPL585E NO LINE (S) CHANGED 

DMSSPL586E NOT FOUND 

DHSSPE002E [ INPUT| OVEBLAY ] {FILE[ (S) ]|DATA SET} ['fn [ft [fm]]'] NOT FOUND 

DMSSPR014E INVALID KEYWOED 'function' 

DMSSPB026E INVALID PARAMETEE 'parameter' FOB 'function' FUNCTION 

DMSSPB113S {mode|DEVICE|DISK|PEINTEB|PUNCH|HEADEB|TAPn| TAPIN| TAPOUT} (cuu) NOT ATTACHED 

DMSSPR145S INTERVENTION EEQUIEED CN {PBINTEBJ PUNCH} 

DMSSPE196I PRT CUU SETUP COMPLETE 

DMSSPB197S UNDIAGNOSED ERROR FROM PRINTEB »00E» 

DMSSPE198E SETPRT CAUSED A LOAD CHECK - SNS=ssssssss 

DMSSEB199E PRT «00E' NOT A VIETUAL 3800 
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DMSSPR204E TOO MANY WCGM'S NEEDED FOE 'CHARS' 
DMSSPR352E INVALID SETPRT DATA 18 FILE « f n ft* 

DMSSRT002E [ INPUT | OVEBL AY ] {FILE[ (S) ] | DATA SET} ['fn [ft [fm]]'] NOT FOUND 

DMSSET009E COLUMN »col» EXCEEDS RECORD LENGTH 

DMSSET019E IDENTICAL FIIEIDS 

DMSSRT034E FILE 'fn ft fm' IS NOT FIXED LENGTH 

DMSSET037E [OUTPUT] DISK 'mode [cuu]' IS READ/ONLY 

DMSSET053E INVALID SORT FIELD PAIR DEFINED 

DMSSRT054E INCOMPLETE FILEID SPECIFIED 

DMSSET062E INVALID [ CHAR | CHARACTER ] ' [ = | * | char ] ' IN [OUTPUT] FILEID £ 'fn ft [fm]'] 

DMSSRT063E NO [ SORT| TRANSLATION | SPECIFICATION ] LIST {ENTERED | GIVEN} 

DMSSRT069E DISK {' mode* | ' cuu' | • volid •} NOT ACCESSED 

DMSSBT070E INVALID {PARAMETER • parameter • | ARGUMENT 'argument'} 

DMSSBT104S EBBOB 'nn' BEADING FILE ' f n ft fm' FROM DISK 

DMSSRT105S ERROR «nn« WRITING FILE ' fn ft fm' ON DISK 

DMSSRT212E MAXIMUM NUMBER OF RECORDS EXCEEDED 

DMSSRT604R ENTER SOBT FIELDS: 

DMSSRV003E INVALID OPTION 'option' 

DMSSBV0G4E {BOOK ' subl. book' | MODULE ' module' | PHASE • phase ' | PROCEDURE 'procedure'} NOT FOUND 

DMSSEV006E NO BEAD/WRITE ['A'] DISK ACCESSED [FOR »fn ft'] 

DMSSRV070E INVALID {PARAMETER • parameter » | ARGUMENT 'argument'} 

DMSSRV097E NO 'SYSRES' VOLUME ACTIVE' 

DMSSRV098E NO {PHASE] PROCEDURE} NAME SPECIEIED 

DMSSRV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSSBV105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DMSSRV113S {mode|DEVICE|DISKlPRINTER|PUNCH|READEB|TAPn|TAPIN|TAPOUT} (cuu) NOT ATTACHED 

DMSSEV194S BOOK 'subl. book' CONTAINS E3D RECORDS 

DMSSRVU11S {INPUTI OUTPUT} EBBOB CODE 'nn' CN 'SYSXXX' 

DMSSSK070E INVALID {PARAMETER ' parameter ' | ARGUMENT 'argument'} 

DMSSSK362E INVALID STORAGE PROTECT KEY 'key' 

DMSSSK363E INVALID STARTING ADDRESS 'Startadr' 

DMSSSK364E VM STORAGE NOT LARGE ENOUGH TC CONTAIN SYSTEM LOADING AT Startadr to endadr 

DMSSSK365E SYSTEM NAME NOT SPECIFIED 

DMSSSK400S SYSTEM 'sysname' DOES NOT EXIST 

DMSSSKU10S CONTROL PBOGBAM EBROR INDICATION 'retcode' 



DMSSTA024E FILE ' f n ft fm' ALREADY EXISTS [ — 
DMSSTA520E INVALID OPERAND : operand 
DMSSTA703I FILE ' f n ft [fm]' {COEIED | CREATED} 



SPECIFY 'REPLACE' ] 



DMSSTG109S VIRTUAL STORAGE CAPACITY EXCEEDED 
DMSSTG133S INVALID GETMAIN OR EBEEMAIN SPECIFICATION 

DMSSTT002E [ INPUT! OVERLAY ] {FILE[ (S) ] | DATA SET} [ « f n [ft [fm]]'] NOT FOUND 

DMSSTT0U8E INVALID MODE 'mode' 

DMSSTT054E INCOMPLETE FILEID SPECIFIED 

DMSSTT062E INVALID [ CHAR [CHARACTER ] «[ = l*|char]» IN [OUTPUT] FILEID [ • f n ft [fm]'] 

DMSSTT069E DISK {' mode' | • cuu' | 'vclid '} NOT ACCESSED 

DMSSTT070E INVALID {PARAMETER 'parameter • | ARGUMENT 'argument'} 

DMSSTT227I PROCESSING VOLUME 'no' IN DATA SET 'data set name' 

DMSSTT228I USER LABELS BYPASSED ON DATA SET 'data set name' 

DMSSTT229E UNSUPPORTED OS DATA SET, [ EBBCR 'code'] 

DMSSTT253E FILE fn ft fm CANNOT BE HANDLED WITH SUPPLIED PARAMETEB LIST 

DMSSVT033E FILE «fn ft fm' IS NCI A LIERARY 

DMSSVT119S UNSUPPORTED FORM OF {' macro' I • parm' } {MACROJSVC} 

DMSSVT120S {IN|OUT}PUT ERROR 'code' CN 'ddname' 

DMSSVT121S UNSUPPORTED SVC svc (HEX xx) CALLED FROM addr 

DMSSYN002E [ INPUT! OVEBL AY ] {FILE[ (S) ] | DATA SET} ['fn [ft [fm]]'] NOT FOUND 

DMSSYN003E INVALID OPTION 'option' 

DMSSYN007E FILE ' f n ft fm« [IS] NOT FIXED, 80 CHAB. BECOBDS 

DMSSYN032E INVALID FILETYPE 'ft' 

DMSSYN056E FILE ' f n ft [fm]' CONTAINS INVALID {NAME | ALIAS |ENTBY | ESD} RECORD FORMATS 

DMSSYN066E 'option' AND 'option' ARE CONFLICTING OETIONS 

DMSSYN10US EBROR 'nn' READING FILE • f n ft fm' FROM DISK 

DMSSYN711I NO SYSTEM SYNONYMS IN EFFECT 

DMSSYN712I NO SYNONYMS. (DMSINB NOT IN NUCLEUS) 

DMSTLB027E INVALID DEVICE {'device name' | « device* FOB 'SYSxxx'} 
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DMSTLB043E 
DHSTLB058E 
DHSTLB110S 
DMSTLB111S 
DMSTLB113S 
DMSTLE421E 
DMSTLE422E 
DMSTLB423I 

DMSTLB424E 
DMSTLB425B 
DMSTLB426B 
DMSTLB427I 
DMSTLB428I 
DMSTLB430E 
DMSTLE431E 
DMSTLB432E 
DMSTLB433B 
DMSTLB434E 
DMSTLB435B 
DMSTLB436I 
DMSTLB437I 



•TAPn (cuu) • IS FILE PBOTECTED 
END-OF-FILE or END-OF-TAPE[[ON 'TAPn']] 
EBBOB BEADING 'TAPn {(CUU)}' 
EBBOE WBITING f TAPn (CUU)' 

{mode | DEVICE | DISK J PBINTEB | PUNCH JBEADEB | TAPn | TAPIN | TAPODT} 
•TAPn (CUU) » HDB1 LABEL MISSING FOB 'filename' 
(cuu) « POSITIONED WBONG FOB 'filename* 
(CUU) ' POSITIONED PABAMETEB IGNOBED. 
NEW VOL1 LAEEI 



'TAPn 
»TAPn 
AFTEB 
'TAPn 
•TAPn 
»TAPn 
•TAPn 
•TAPn 
•TAPn 
•TAPn 
•TAPn 
ENTEE 
•TAPn 
ENTEK 
•TAPn 
•TAPn 



(CUU) NOT ATTACHED 



ODTPDT FILE WILL BE WBITTEN IMMEDIATELY 



IGNOBE' OB 'CANCEL' 



(CUU) • NOT POSITIONED AT EOF1 LABEL 

(cuu)' BLOCK COUNT EBBOB FOB 'filename' ENTEE 

(CUU) • UNEXPIBED FIIE ENTEE •IGNOBE* OB 'EBBOB' 

(CUU) * EOV1 LAEEL BEAD 

(CUU) ' E0V1 LAEEL WBITTEN 

(cuu)' LABELDEF INFCBMATICN MISSING FOB FILE 'filename' 

(CUU) • VOL1 LAEEL MISSING 

(cuu)« VOLID volid DOES NOT MATCH LABELDEF VOLID FOB 'filename' 

•WHITE (VOLID' CB »BEJECT« 

(cuu) ' INPUT LABEL CHECK EBBOB FOB FILE 'filename' 

•IGNOBE' OB 'CANCEL' 

(cuu)' MISSING USEE STANDABD LABEL FOB 'ddname' 

(cuu) • NSL BOUTINE BETBENED AN EBBOB CODE 'nnnnnn' 



FOB 'filename 1 



DMSTMA001E NO FILENAME SPECIFIED 

DMSTMA003E INVALID OPTION 'option' 

DMSTMA057E INVALID BECOBD FCBMAT 

DMSTMA070E INVALID {PABAMETEB • parameter * | ABGDMENT 'argument'} 

DMSTMA105S EBBOB »nn» WBITING FILE »fn ft fm» ON DISK 

DMSTMA109S VIBTOAL STOBAGE CAPACITY EXCEEDED 

DMSTMA110S EBBOB BEADING 'TAPn {(CUU))« 

DMSTMA137S EBBOB 'nn« ON STATE FOB • f n ft fm« 

DMSTMA138S EBBOB nn EBASING fn ft BEIOBE LOADING TAPE 

DMSTMA139S TAPE FILE EXCEEDS 9 CMS MACIIBS 

DMSTMA420E NSL EXIT FILENAME MISSING OB INVALID 

DMSTPD003E INVALID OPTION 'option' 

DMSTPB058E END-OF-FILE OB END-CF-TAPE [ON «TAPn«] 
DMSTPD105S EBBOB 'nn 1 WBITING FILE « f n ft fm» ON DISK 
DMSTPD109S VIBTOAL STOBAGE CAPACITY EXCEEDED 
DMSTPD110S EBBOB BEADING 'TAPn {(CUU)}« 
DMSTPE420E NSL EXIT FILENAME MISSING OB INVALID 
DMSTPD703I FILE ' f n ft [fm]' {COPIED |CBEATED) 
DMSTPD707I TEN FILES COPIED 



DMSTPE002E 
DMSTPE003E 
DMSTPE010E 
DMSTPE014E 
DMSTPE017E 
DMSTPE023E 
DMSTPE027E 
DMSTPE029E 
DMSTPE037E 
DMSTPE042E 
DMSTPE043E 
DMSTPE047E 
DMSTPE048E 
DMSTPE057E 
DMSTPE058E 
DMSTPE070E 
DMSTPE096E 
DMSTPE104S 
DMSTPE105S 
DMSTPE110S 
DMSTPE111S 
DMSTPE113S 
DMSTPE115S 

DMSTPE431E 
DMSTPE701I 



[INPOTIOVEBLAY] {FILE[ (S) ] |DATA SET} [ 'fn [ft [fm]]«] NOT FOUND 

INVALID OPTION 'option' 

PEEMATUBE EOF ON FILE * f n ft [fm]' 

INVALID KEYWOBD 'function* 

INVALID DEVICE ADDBESS 'cuu' 

NO FILETYPE SPECIFIED 

INVALID DEVICE {'device name' | » device' FOB ' SYSxxx'} 



INVALID PABAMETEB 'parameter' IK THE OPTION 'option' FIELD 

[OUTPUT] DISK 'mode [cuu]' IS BEAD/ONLY 

NO FILEID(S) SPECIFIED 

'TAPn (CUU)' IS FILE PBOTECTED 

NO FUNCTION SPECIFIED 

INVALID MODE 'mode' 

INVALID BECOBD FOBMAT 

END-OF-FILE OB END-CF-TAPE [ON 'TAPn'] 

INVALID {PABAMETEB • parameter • | ABGUMENT 'argument'} 

FILE 'fn ft» DATA BICCK COUNT INCOBBECT 

EBBOB «nn« BEADING FIIE » f n ft fm» FEOM DISK 

EBBOB 'nn» WBITING FIIE « f n ft fm« ON DISK 

EBBOB BEADING 'TAPn {(CUU)}' 

EBBOB WBITING 'TAPn (CUU) » 

{mode|DEVICE|DISK|PBINTEBIPUNCHjBEADEB|TAPn|TAPIN|TAPOOT} (CUU) NOT ATTACHED 

{CONVEBSIONJ {7|9}-TBACK| {800|6250} BPI I TBANSLATIONj DUAL-DENSITY} FEATOBE NOTSOPPOBTED 

ON DEVICE 'CUU' 

•TAPn (cuu) » VOL1 LABEL MISSING 

NULL FILE 



DMSTYP002E [ INPDT| OVEBLAY ] {FIIE[ (S) ] | DATA SET} 
DMSTYP003E INVALID OPTION •option* 



['fn [ft [fm]]'] NOT FOUND 
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DMSTYP005E NO 'option' SPECIFIED 

DMSTYP009E COLUMN »col« EXCEEDS BECOED LENGTH 

DMSTYP013E MEMBER 'name' NOT FOUND IN LIERARY •[ »fn ft f m» |libmane]« 

DHSTYP029E INVALID PAEAHETEH 'parameter 1 IN THE OPTION 'option* FIELD 

DMSTYP033E FILE 'fn ft fm' IS HOT A LIERARY 

DMSTYP039E NO ENTRIES IN LIBBABY • f n ft fm' 

DMSTYP0«9E INVALID LINE NUMBER 'line number' 

DMSTYP054E INCOMPLETE FILEID SPECIFIED 

DMSTYP062E INVALID [ CHAR | CHARACTER ] '[ = |* | char ]• IN [OUTPUT] FILEID £ »fn ft [fm]«] 

DMSTYP069E DISK {'mode' | 'cuu' | 'volid '} NOT ACCESSED 

DMSTYP104S ERROR 'nn» READING FILE 'fn ft fm' FROM DISK 

DMSUPD001E NO FILENAME SPECIFIED 

DMSOPD002E [ INPOT| OVERLAY ] {EIIE[ (S) ] | EATS SET} [ • f n [ft [fm]]«] NOT FODND 

DMSDPD003E INVALID OPTION 'option' 

DMSOPD007E FILE ■ f n ft fm' [IS] NCT FIXED, 80 CHAB. RECOBDS 

DMSUPD010W PBEMATORE EOF ON FILE • f n ft fm' — SEQ NUMBER • • NOT FODND 

DHSUPD024E FILE 'fn ft fm' ALREADY EXISTS [-- SPECIFY 'REPLACE'] 

DMSDPD037E [OOTPDT] DISK 'mode [cuu]' IS READ/ONLY 

DMSUPE0U8E INVALID MODE 'mode' 

DMSOPD065E 'option' OPTICN SPECIEIED TWICE 

DMSDPD066E 'option* and 'option' ARE CONFLICTING OPTIONS 

DMSDPD069E DISK {'mode' | 'cuu' | 'volid '} NCT ACCESSED 

DMSDPD070E INVALID {PARAMETER ' parameter • | ARGUMENT 'argument'} 

DMSUPD104S ERROR »nn' READING FILE 'fn ft fm' FROM DISK 

DMSDPD105S ERROR *nn» WRITING FILE 'fn ft fm' ON DISK 

DMSUPD174W SEQUENCE ERROR INTRODUCED IN OUTPUT FILE: ' * TO ' ' 

DMSUPD176W SEQUENCING OVERFLOW FOLLOWING SEQ NUMEEB • ' 

DMSUPD177I WARNING MESSAGES ISSUED (SEVERITY = nn) . {'REP' OPTION IGNORED} 

DMSUPD178I UPDATING 'fn ft fm' APPLYING 'fn ft fm' {[APPLYING • f n ft fm' ]} 

DMSUPD179E MISSING OR DUPLICATE 'MACS' CARD IN CONTROL FILE 'fn ft f m • 

DMSUPD180W MISSING PTF FILE 'fn ft fm' 

DMSUPD181E NO UPDATE FILES HERE FCUND 

DMSUPD182W SEQUENCE INCREMENT IS ZERO 

DMSUPD183E INVALID {CONTROL | AUX} FILE CCNTBOL CABD 

DMSUPD184W './ S' NOT FIBST CABD IN UPDATE FILE — IGNORED 

DMSUPD185W {INVALID|NON NUMERIC} CHARACTER IS SEQUENCE FIELD » ' 

DMSUPD186W SEQUENCE NUMBER [' •] NOT FOUND 

DMSUPD187E OPTION • STK» INVALID WITHOUT 'CTL« 
DMSUPD207W INVALID UPDATE FIIE CCNTBCL CURE 

DMSUPD210W INPUT FILE SEQUENCE ERROR ' « TO ' « 

DMSUPD299E INSUFFICIENT STORAGE TC COMPLETE UPDATE 
DMSUPD300E INSUFFICIENT STORAGE TO BEGIN UEDATE 
DMSUPD304I UPDATE PROCESSING WILL BE DONE USING DISK 

DMSUTL003E INVALID OPTION 'option' 

DMSUTL014E INVALID KEYWORD 'function' 

DMSUTL024E FILE ' f n ft fm' ALREADY EXISTS [— SPECIFY 'REPLACE'] 

DMSUTL032E INVALID FILETYPE «ft» 

DMSUTI039E NO ENTRIES IN LIERABY « f n ft fm' 

DMSUTL0H2E NO FILEID (S) SPECIFIED 

DMSUTL047E NO FUNCTION SPECIEIED 

DMSUTL05UE INCOMPLETE FILEID SPECIEIED 

DMSUTL065E 'option' OPTION SPECIEIED TWICE 

DMSUTL066E 'option' AND 'option' ABE CONFLICTING OPTIONS 

DMSUTL073E UNABLE TO OPEN FILE ddname 

DMSUTL901T UNEXPECTED ERROR AT 'addr': PIIST 'plist fn ft fm' AT addr, BASE addr, RC nn 

DMSUTL907T I/O EBROR ON FILE » f n ft fm* 

DMSVGN069E DISK {'mode' | 'cuu' | 'volid '} NOT ACCESSED 

DMSVGN360E INVALID RESPONSE 'response* 

DMSVGN360I CMS/VSAM TEXT FILES CREATED ON DISK «fl« 

DNSVGN360B ENTER EITHER 'INSTALL' OR 'UPDATE' 

DMSVGN361E DISK 'mode' IS NOT A {CMS | DCS} DISK 

DMSVGN361I CREATING CMS TEXT FILES... 

DMSVGN362I LINK EDITING sysname 

DMSVGN362R ENTER MODE OF DOS SYSTEM RELOCATABLE LIBRARY DISK: 

DMSVGN363I sysname DOSLIE CREATED ON DISK »A« 

DMSVGN363R ENTER LOCATION WHERE sysname HILL BE LOADED AND SAVED: 

DMSVGN364I FETCHING sysname... 

DMSVGN364R ENTER 'CMSVSAM* OR 'CBSSAMS' OR 'BOTH' FOR GENERATION OF NEW SYSTEM (S) : 

DMSVGN365I SYSTEM sysname SAVED 

DMSVGN365R ONE OR MORE OF THE TEXT FILES LISTED IN THE fn EXEC 
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ARE HISSING. THE VSAM PP PID TAPE SHOULD BE ON TAPE 

DRIVE 181, ENTER: 'GO' IF TAPE EBIVE IS BEADY TO LOALPILE 

OE 'QUIT' TO STOP GENEBATION PBCCESS 
DMSVGN366E NO CMS/DOS SDPPOBT ECU NATIVE 3380 DISK 
DMSVGN366I STABTING TO READ PTE DECKS EBCH BEADEE... 
DMSVGN366E ENTEB NAME OF SYSTEM TO BE SAVED: 
DHSVGN367I 'modulename TEXT' WRITTEN ON DISK 'A' 
DMSVGN368I count MODDLES HAVE EEEN BESTOEED 
DMSVGN368R ERASE sysname DOSLIE?. . .ENTEB ' 5ES • OB »NO': 
DMSVGN369E INVALID RELEASE 31 CB LATEB REQUIRED 

DMSVGN369R ENTEB BELEASE NUMBEB OE TAPE EILES TO BE PROCESSED: 
DMSVGN371B 'sysname* IS LOADED. ENTEB CP MCDE TO APPLY ZAPS, ELSE 'NDLL' 
DHSVGN380B ENTER 'TAPE' OR 'CARDS' FOB PTF APPLICATION: 
DMSVGN381B ENTEB 'SELECT' OB 'ALL' FCH TAEE PTF APPLICATION: 
DNSVGN382R ENTER NUMBER OF TAPE EILES TO BE PROCESSED: 

DMSVIB109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSVIB400S SYSTEM 'sysname' DOES NOT EXIST 

DMSVIB401S VM SIZE (size) CANNCT EXCEED 'sysname' START ADDRESS (address) 

DMSVIB410S CONTROL PROGRAM ERBOB INDICATION 'retcode' 

DMSVIP109S VIBTUAL STOBAGE CAPACITY EXCEEDED 

DMSVIP230E NO. OF VSAM EXIT ROUTINES HAS EXCEEDED MAX OF 128 - UNABLE TO CONTINUE 

DMSVLT089E {OPEN | CLOSE} ERROR CODE 'nn' ON {f n| SYSXXX| TAPn} 

DMSVMF006E NO READ/WRITE ['A'] DISK ACCESSED [FOR *fn ft'] 

DMSVMF035E INVALID TAPE MODE 

DMSVMF0U7E NO FUNCTION SPECIFIED 

DMSVMF058E END-OF-FILE OB END-CF-TAPE [ON «TAPn»] 

DMSVMF070E INVALID {PABAMETEB • parameter ' | ARGUMENT 'argument'} 

DMSVMF104S EBBOB 'nn' READING FILE ' f n ft fm« FROM DISK 

DMSVMF105S ERROR »nn' WRITING FILE ' f n ft fm» ON DISK 

DMSVMF109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSVMF110S EBBOB BEADING 'TAPn {(cuu)}' 

DMSVMF113S {mode|DEVICE|DISK|PBINTEB|PUNCH|BEADEB|TAPn|TAPIN|TAPOUT} (cuu) NOT ATTACHED 

DMSVMF117S ERROR WRITING TO DISPLAY TEBMINAL 

DMSVMF383B APPLY 'fn'? ...ENTER 'NO' OB EOE: 

DMSVPD070E INVALID (PARAMETER ' parameter • | ARGUMENT 'argument'} 

DMSVPD105S ERROR 'nn» WRITING FILE 'fn ft fm' ON DISK 

DMSVPD109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSVPD110S EBBOR READING 'TAPn {(cuu)}' 

DMSVPD113S {mode|DEVICE|DISK|PRINTER|PUNCH|READEB|TAPn|TAPIN|TAPOUT} (cuu) NOT ATTACHED 

DMSVPD367I 'modulename TEXT' WRITTEN ON DISK »A' 

DMSVPD368I count MODULES HAVE EEEN BESTCEEE 

DMSVPD383B APPLY 'fn»? ENTEB 'NO' OB EOE: 

DMSWDC651E DISCARD MUST BE ISSUED FROM BDBIIST, PEEK OB EILELIST 
DMSWDC652E MISSING OPERAND (S) . SPECIFY EXECUTE [n] DISCABD 
DMSWDC653E ERROR EXECUTING 'command' , RC=nn 

DMSWDF014E INVALID KEYWORD 'function' 

DMSWDF029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSWDF637E MISSING VALUE FOR THE PROEILE| FBCM| FCB| NOTEBOOK OPTION 

DMSWDF641E NO {COMMAND| OPTIONS} SPECIEIED} 

DMSWDF6U2E DEFAULTS DOES NOT ACCEPT {'command' CCMMAND| 'option' OPTION FOE 'command'} 

DMSWDF653E EBBOR EXECUTING 'GLCEAIV, BC=nn 

DMSWEX526E OPTION 'CURSOR' VALID IN DISPLAY MODE ONLY 
DMSWEX561E CURSOR IS NOT ON A VALID DATA EIELD 
DMSWEX651E 'EXECUTE' MUST BE ISSUED FBOM FILELIST OB BDBLIST 
DMSWEX654E INVALID SYMBOL 'symbol' {'/0' MUST BE SPECIFIED ALONE| INVALID 
CHAHACTER 'char' FOLLOWING •/• SYMBOL} 

DMSWFL002E FILE 'fn ft fm' NOT FOUND 

DMSWFL003E INVALID OPTION 'option' 

DMSWFL05UE INCOMPLETE FILEID SPECIFIED 

DMSWFL062E INVALID CHARACTER 'character' IN FILEID 'fn ft f 

DMSWFL070E INVALID PARAMETER 'parameter' 

DMSWFL637E MISSING VALUE FOR THE 'PROFILE' OPTION 

DMSWFL651E 'APPEND' MUST BE ISSUED FBOM BDRLIST OR FILELIST 

DMSWFL680E INVALID FILEID SPECIEIED WITH 'FILELIST' OPTION 
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DMSWNM645W THE OSER TAG NAME 'tagname' IS TCO LONG TO DISPLAY ON THE PANEL 

DMSWNH6t»9E EXTRANEOUS PARAMETER 'value* 

DMSWNM656E ERROR SEARCHING YOUR NAMES FILE. RC=nn FROM NAMEFIND COMMAND 

DMSWNM657E UNDEFINED PFKEY 

DMSWNM658W THE VALUE FOR THE 'tag' TAG IS TCO LONG TO DISPLAY ON THE PANEL 

DMSWNM660E THE NICKNAME FIELD MUST BE FILLED IN 

DMSWNM660W WARNING: THIS ENTBY DUPLICATES AN EXISTING NICKNAME 

DMSWNM662E YOU ARE NOT ON AN ENTRY. PRESS PF 5, 7 OR 8 TO MOVE TO AN ENTRY 

DMSWNM663W THERE {IS|ARE} nn UNEISPLAYEE TAG(S) 

DMSWNM664E {ENTRY | PREVIOUS ENTRY | NEXT ENTRY} NOT FCDND 

DMSWNT003E INVALID OPTION 'option' 

DMSWNT006E NO READ/WRITE DISK ACCESSED 

DMSWNT062E INVALID CHARACTER 'character' IN FILEID • f n ft' 

DMSWNT637E MISSING {VALUE | ' value'} FOR THE {'option' OPTION | ' operand' OPERAND} 

DMSWNT6U7E USERID NOT SPECIFIED FOR 'nickname' IN 'userid NAMES' FILE 

DMSWNT648E USERID 'name' NOT FCONE. CHECK THE 'userid NAMES' FILE 

DMSWNT651E {' CANCEL' | 'ADD'} MUST BE ISSUED FROM NOTE 

DMSWNT665E FILE 'USERID NOTE *' NOT EOUNE. TO BEGIN A NEW NOTE ENTER 'NOTE name' 

DMSWNT666E FILE 'USERID NOTE *• ALREADY EXISTS. ENTER 'NOTE' TO CONTINUE OR SPECIFY 'REPLACE' OPTION 

DMSWNT667E NOTE HEADER DOES NOT CONTAIN THE {KEYWORD {» FROM' | 'TO '} | • OPTIONS' LINE|'DATE' LINE} 

DMSWNT668E 'ADD' OPTION MUST BE SFECIEIEE ALONE 

DMSWNT669E LIST OF ADDRESSEES CANNOT BEGIN WITH «CC: • 

DMSWNT670E NO NAMES TO BE AEEEE WERE FCUND 

DMSWPKO03E INVALID OPTION 'option' 

DMSWPK029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSWPK062E INVALID CHARACTER 'character' IN FILEID 'fn ft' 

DMSWPK132S FILE IS TOO LABGE 

DMSWPK156E FROM 'nnn' NOT FOUND - THE FILE HAS ONLY 'nnn' RECORDS 

DMSWPK630S ERROR ACCESSING SECCI EILE 

DMSWPK637E MISSING VALUE FOR THE {PROFILE | FROM| FOR} OPTION 

DMSWPK643E NO CLASS 'class' FILES IN YCUR BEADEB 

DMSWPK644E ALL READER FILES ARE IN HOLD STATUS OR NOT CLASS 'class' 

DMSWPK649E EXTRANEOUS PARAMETEB 'value' 

DMSWPK650E INVALID SPOOLID 'nnnn' 

DMSWPK655E SPOOLID 'nnnn' DOES NOT EXIST 

DMSWPK672E VIRTUAL READER INVALID OR NOT DEFINED 

DMSWPK67UE READER IS NOT READY 

DMSWRC003E INVALID OPTION 'option' 

DMSWRCO06E NO READ/WRITE DISK ACCESSED 

DMSWRC024E FILE • f n ft fm' ALREAEY EXISTS 

DMSWRC037E DISK 'mode' IS ACCESSED AS RESE ONLY 

DMSWRC062E INVALID CHARACTER '*' IN FILEID 'fn ft f m ' 

DMSWRC069E DISK 'mode' NOT ACCESSED 

DMSWRC630S ERROR ACCESSING SPOOL FILE 

DMSWRC637E MISSING VALUE FOR THE 'NOTEBOOK' OPTION 

DMSWRC643E NO CLASS 'class' FILES IN YCUR READER 

DMSWRC644E ALL READER FILES ARE IN HOLD STATUS OR NOT CLASS 'class' 

DMSWRC6U9E EXTRANEOUS PARAMETER 'value' 

DMSWRC650E INVALID SPOOLID 'nnnn' 

DMSWRC655E SPOOLID 'nnnn' DOES NOT EXIST 

DMSWRC671E ERROR RECEIVING FILE 'fn ft fm' f RC=nn FROM 'command' 

DMSWRC672E VIRTUAL READER INVLAID OR NOT DEFINED 

DMSWEC674E READER IS NOT READY 

DMSWRC681E THIS IS AN UNNAMED FILE. SPECIFY FILENAME AND FILETYPE 

DMSWRC682E ERROR COPYING FILE 'fn ft fm', RC=nn FROM 'command 1 

DMSWRL003E INVALID OPTION 'option' 

DMSWRL062E INVALID CHARACTER 'character' IN FILEID • f n ft' 

DMSWRL205E NO FILES IN YOUR READER 

DMSWRL637E MISSING VALUE FOR THE 'PROEIIE' OPTION 

DMSWRL649E EXTRANEOUS PARAMETER 'value' 

DMSWRL651E 'APPEND' MUST BE ISSUED FROM RDRLIST CR FILELIST 

DMSWSF002E FILE ' f n ft fm' NOT FOUND 

DMSWSF003E INVALID OPTION 'option' 

DMSWSF006E NOR READ/WRITE DISK ACCESSED 

DMSWSF0U8E INVALID MODE 'mode' 

DMSWSF05UE INCOMPLETE FILEID SPECIFIED 

DMSWSF062E INVALID CHARACTER •*» IN IILEID 'fn ft fm» 

DMSWSF069E DISK 'mode' NOT ACCESSED 
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DMSWSF081E INVALID REPLY - ANSWER "YES" OR "NO" 

DMSWSF637E MISSING NODEID FOR TBI 'AT' OPERAND 

DMSWSF647E DSERID NOT SPECIFIED FOR 'nickname' IN 'userid NAMES' FILE 

DMSWSF648E USERID 'name' NOT FOUND. NO FILES HAVE BEEN SENT 

DMSWSF657E UNDEFINED PFKEY 

DMSWSF667E NOTE HEADER DOES NOT CONTAIN THE {KEYWORD 'FROM' | 'TO'} | 'OPTIONS' | • DATE' LINE} 

DMSWSF671E ERROR SENDING PILE *fn ft fm', BC=nn FROM 'command' 

DMSWSF672E VIRTUAL PUNCH INVALID OR NOT DEFINED 

DMSWSF673E ADDRESSEES ARE IN TBE NOTE BEADEE CARES, DOS NOT SPECIFY NAME WITH THE NOTE OPTION 

DMSWSF674E PUNCH IS NOT REAEY 

DMSWSF675E NO NAMES SPECIFIED 

DMSWSF676E INVALID CHARACTER '*' FOR NETWORK ID 

DMSWSF677E INVALID OPTION 'option' IN CPTICN LINE 

DMSWSF678E INVALID NOTE HEADER FORMAT. NGIE CANNOT BE SENT 

DMSWSF679E {DISK 'mode' IS READ/ONLY | DISK 'mode' IS FULL} NOTE CANNOT BE SENT 

DMSWSF680E INVALID FILEID SPECIFIED WITH 'FILELIST' CPTICN 

DMSWTL637E MISSING NODEID FOR TBI 'AT' OPERAND 

DMSWTL647E USERID NOT SPECIEIED FOR 'nickname' IN 'userid NAMES' FILE 
DMSWTL648E USERID 'name' NOT FCUND. NO MESSAGE BAS BEEN SENT 
DMSWTL676E INVALID CHARACTER '*' FOR NETWORK ID 

DMSXBG109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSXCG501I nn LINES DELETED 

DMSXCG502W NO LINE TO RECOVER 

DMSXCG503E TRUNCATED 

DMSXCG504E nn LINE (S) TRUNCATED 

DMSXCG505E NOT EXECUTED: THE TARGET LINE (nn) IS WITHIN THE LINES TO MOVE | COPY 

DMSXCG506I nn LINES {MOVED| COPIED} 

DMSXCG509W USE GET AND/OR PUT (D) TO MOVE LINES IN UPDATE MODE 

DMSXCG511E STRING2 CONTAINS MORE ARBITRARY CHARACTERS THAN STRING1 

DMSXCG517I nn OCCURRENCE (S) CHANGED CN nn IINE (S) 

DMSXCG518E nn OCCURRENCE (S) CHANGED ON nn LINE (S) ; nn LINE (S) TRUNCATED 

DMSXCG520E INVALID OPERAND : operand 

DMSXCG522I nn OCCURRENCES 

DMSXCM512E INVALID SUBSET COMMAND 
DMSXCM513E UNKNOWN CP/CMS COMMAND 
DMSXCM514E RETURN CODE 'nn' FRCM 'command' 

DMSXCP037E [OUTPUT] DISK 'mode [cuu]' IS READ/ONLY 

DMSXCP043E 'TAPn(cuu)' IS FILE PROTECTED 

DMSXCP104S ERROR 'nn' READING FILE 'fn ft fm« FROM DISK 

DMSXCP105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DMSXCP113S {mode|DEVICE|DISK|PRINTER|PUNCH|READER|TAPn|TAPIN|TAPOUT} (cuu) NOT ATTACHED 

DMSXCP161S UNEXPECTED ERROR CODE ' nn « ON 'SYSxxx' 

DMSXCP411S {INPUT | OUTPUT} ERROR CODE 'nn' ON 'SYSxxx' 

DMSXCT002E FILE ' f n ft fm« NCT FCUND 

DMSXCT037E DISK 'mode' IS READ ONLY 

DMSXCT104S ERROR 'nn' READING FILE 'fn ft fm' FRCM DISK 

DMSXCT105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DMSXCT520E INVALID OPERAND : operand 

DMSXCT521E INVALID LINE NUMEER 

DMSXCT523I TYPEWRITER MODE 

DMSXCT526E OPTION 'option' VALID IN DISPIAY MODE ONLY 

DMSXCT527E INVALID COLUMN NUMBER 

DMSXCT529E SUBCOMMAND IS ONLY VALID IN {DISPLAY| EDITING} MODE 

DMSXCT531E DISK IS FULL. SET NEW FILEMCDE OR CLEAR SOME DISK SPACE 

DMSXCT532E DISK IS FULL; AUTOSAVE FAILED 

DMSXCT533E LINE 'linenum' IS NCT RESERVED 

DMSXCT534E TOO MANY LOGICAL SCREENS DEFINED 

DMSXCT535E INVALID PARMS FOR RENUM 

DMSXCT536E NUMBER OF LINES EXCEEDS PHYSICAL SCREEN SIZE 

DMSXCT537E EACH LOGICAL SCREEN MUST CONTAIN AT LEAST 5 LINES 

DMSXCT539E NAMED LINE NOT FOUND 

DMSXCT5U0E NAME ALREADY DEFINED CN LINE 'nn' 

DMSXCT541E INVALID NAME 

DMSXCT545E MISSING OPERAND (S) 

DMSXCT554S NO STORAGE AVAILABLE 

DMSXDC512E INVALID SUBSET CCMMAND 
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DMSXDC520E INVALID OPERAND : operand 

| DMSXDC542E NO SUCH SUBCOMMAND: name 

| DMSXDC543E INVALID NUMBEB: XXXXXXXX 

DHSXDC544E INVALID HEX DATA : XXXXXXXX 

DHSXDC5D5E HISSING OPEBAND (S) 

| DMSXDC546E TAB6ET NOT POUND 

DMSXDC547E SYNONYM DEFINITION IBCCMPIETE 

DMSXDC5U8E INVALID SYNONYM OPEBAND : operand 

DMSXDC549E SYNONYM ABBBEVIATICN TOO IAEGE 

DMSXDC550E TOO MANY OPEBANDS IN SYNONYM DEFINITION 

DMSXDC554S NO STOBAGE AVAILABLE 

DMSXDS589E MISSING FILEDEF FOB EDNAHE SYSIN 
DMSXDS590E DATA SET TOO LABGE 
DMSXDS591E OPEN EBBOB ON SYSIN 

DMSXED553I EDITING FILE: fn ft fm 
DMSXED55HS NO STOBAGE AVAILABLE 
| DMSXED555E FILE 'fn ft fm' AIBEADY IK STCBAGE 

DMSXEBS56S UNDEFINED MESSAGE (BHSXEB CALLED AT hex loc) 

DMSXFC557S NO MOBE STOBAGE TO ISSEBT LINES 

DMSXFD55US NO STOBAGE AVAILABLE 

DMSXFD559W WARNING FILE IS EMPT1 

DMSXFD56QW NOT ENOUGH SPACE FOB SEBIALIZATION BETWEEN TBUNC AND LBECL 

DMSXGT002E FILE 'fn ft fm' MCT ICUND 

DMSXGT104S EBBOB 'nn» BEADING FILE 'fn ft fm' FBCM DISK 

DMSXGT156E 'BECOBD nn« NOT FCUNE - FILE 'fn ft fm' HAS ONLY 'nn' BECOBDS 

DMSXGT521E INVALID LINE NUMEEB 

DHSXGT562E NO LINE(S) SAVED BY PUT (D) SUBCOMMAND 

DMSXGT563W BECOBDS TBUNCATED 

DMSXGT56UN EOF BEACHED 

DMSXGT565W EOF BEACHED; BECOBDS IBUNCATEB 

DMSXIN002E FILE » f n ft fm« NOT EOUND 

DMSXIN003E INVALID OPTION 'option' 

DMSXIN024E FILE » f n ft fm' ALBEADY EXISTS [— SPECIFY 'BEPLACE'] 

DMSXIN029E INVALID PABAMETEB 'parameter' IN THE CPTION 'option' FIELD 

DMSXIN054E INCOMPLETE FIIEIE SPECIFIED 

DMSXIN065E 'option' OPTION SPECIFIED TWICE 

DMSXIN066E 'option' AND 'option' ABE CONFLICTING OPTIONS 

DMSXIN070E INVALID {PABAMETEB ' parameter' | ABGUMENT 'argument'} 

DMSXIN101S EBBOB 'nn' BEADING EIIE »fn ft fm' FBOM DISK 

DMSXIN132S FILE * f n ft fm' TCC IABGE 

DMSXIN500E UNABLE TO UNPACK EIII »fn ft fm' 

DMSXIN554S NO STOBAGE AVAILAEIE 

DMSXIN571I CBEATING NEW FILE 

DMSXI0572E TEBMINAL EBBOB. FCBCEE CASE UPPEBCASE 

DMSXMA104S EBBOR »nn' READING FILE ' f n ft fm' FBOM DISK 

DMSXMC009E COLUMN 'col' EXCEEDS BECOBD LENGTH 

DMSXHC545E MISSING OPEBAND (S) 

DMSXMC575E INVALID {JOIN | SPLITnAESl VEBIIY | ZONE} COLUMNS DEFINED 

DMSXMC576E {TOTAL VEBIFY WIDTH EXCEEDS SCBEEN SIZE (nn) ITOTAL OFFSET EXCEEDS LRECL (nn)} 

DMSXMD503E TBUNCATED 

DMSXMD510I AUTOSAVED AS 'fn ft fm' 

DMSXMD529E SUBCOMMAND IS ONLY VALID IN {DISPLAYI EDITING} MODE 

DMSXMD573I INPUT MODE: 

DMSXMD587I XEDIT: 

DMSXHL529E SUBCOMMAND IS ONLY VALID IN {DISPLAY! EDITING} MODE 

DMSXMS009E COLUMN »COl« EXCEEDS BECOBD LENGTH 

DMSXMS053E INVALID SOBT FIELD PJIB DEFINED 

DMSXMS063E NO SOBT LIST GIVEN 

DMSXMS554S NO STOBAGE AVAILABLE 

DMSXMS596S THIS MODULE MUST EE CALLED WITHIN THE EDITOR 
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DMSXP0596S THIS MODULE HOST BE CALLED WITHIN THE EDITOB 

DMSXPT037E DISK 'mode' IS HEAD ONIY 

DMSXPT105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DMSXPT554S NO STORAGE AVAILABLE 

DMSXPT571I CREATING NEW FILE 

DMSXPT579R RECORDS WILL BE TRUNCATED TO nn. CONTINUE (YES/NO)?: 

DMSXPT580W PUT NOT EXECUTED. 

DMSXSC117S ERROR WRITING TO DISPLAY TERMINAL 
DHSXSC510I AUTOSAVED AS • f n ft fin* 

DMSXSE009E COLUMN 'col' EXCEEDS RECORD LENGTH 

DMSXSE037E DISK 'mode' IS READ ONLY 

DMSXSE048E INVALID MODE 'mode' 

DMSXSE515E RECFM MUST BE {F|7|FP|VP} 

DMSXSE519E IRECL MUST BE LOWER THAN WIDTH (nn) 

DMSXSE520E INVALID OPERAND : operand 

DMSXSE521E INVALID LINE NUMEER 

DMSXSE524W NONDISP CHARACTER RESET TO ELANK 

DMSXSE525E INVALID PFKEY NUMBER 

DMSXSE526E OPTION 'option' VALID IN DISPLAY MODE ONLY 

DMSXSE528E INVALID RANGE : TARGET2 (LINE nn) PRECEDES TARGET1 (LINE nn) 

DMSXSE530I nn FILE (S) IN STORAGE 

DMSXSE538E NO NAME DEFINED 

DMSXSE545E MISSING OPERAND (S) 

DMSXSE5H8E INVALID SYNONYM OPERAND : operand 

DMSXSE552E NO SYNONYM CURRENTLY DEFINED 

DMSXSE55HS NO STORAGE AVAILABLE 

DMSXSE558W WRONG FILE FORMAT FOR SERIALIZATION 

DMSXSE560W NOT ENOUGH SPACE FOR SERIALIZATION BETWEEN TRUNC AND LRECL 

DMSXSE575E INVALID {JOIN | SPLIT | TAES| VERIFY | ZONE} COLUMNS DEFINED 

DMSXSS561E CURSOR IS NOT CN A VAIID DATA FIELD 

DMSXSU0U8E INVALID MODE 'mode' 

DMSXSU062E INVALID CHARACTER IN IILEID ■ f n ft fm' 

DMSXSU069E DISK {'mode' | ' cuu' | 'volid'} NOT ACCESSED 

DMSXSU137S ERROR 'nn' ON STATE FCE • f n ft fm' 

DMSXSU229E UNSUPPORTED OS DATA SET, [ERROR 'code'] 

DMSXSU510I AUTOSAVED AS 'fn ft fin' 

DMSXSU559W WARNING FILE IS EMPTY 

DMSXSU582S EDITOR ABEND 

DMSXSU583I EOF: 

DMSXSU584I TOF: 

DMSXSU585E NO LINE(S) CHANGED 

DMSXSU586E NOT FOUND 

DMSXSU587I XEDIT: 

DMSXSD588E PREFIX SUBCOMMSNB WAITING... 

DMSXUP002E FILE ' f n ft fa' NOT FOUND 

DMSXUP007E FILE 'fn ft fm' [IS] NCT FIXED, 80 CHAR. RECORDS 

DMSXUP174W SEQUENCE ERROR INTRODUCED IN OUTPUT FILE: ' .' TO • ...» 

DMSXUP178I UPDATING [ 'fn ft fffl'] WITH 'fn ft fm' 

DHSXUP179E MISSING OR DUPLICATE 'MACS' CARD IN CONTROL FILE • f n ft fm' 

DMSXUE180W MISSING PTF FILE 'fn ft fffl' 

DMSXUP183E INVALID {CONTROL | AUX} FILE CONTROL CARD 

DM5XUP184W './ S' NOT FIRST CARD IN UPDATE FILE — IGNORED 

DMSXUP185W {INVALIDINON NUMERIC} CHARACTER IN SEQUENCE EIELD * „' 

DMSXUF186W SEQUENCE NUMBER [' '] NOT FOUND 

DMSXUP207W INVALID UPDATE FILE CONTROL CARD 

DMSXUP210W INPUT FILE SEQUENCE ERROR • ' TO • • 

DMSXUE597E UNABLE TO MERGE UPDATES CONTAINING ' ./ S' CARDS 
DMSXUP598S UNABLE TO BUILE UPDATE FILE : INTERNAL LIST DESTROYED 
DMSXUF599S UNABLE TO BUILD UPDATE FILE : SERIALIZATION DESTROYED 

DMSZAP001B NO FILENAME SPECIFIED 

DMSZAP002E [ INPUT | OVERLAY ] {FILE[ (S) ] | DATA SET} ['fn [ft [fm]]'] NOT FOUND 

DMSZAP002W FILE 'fn ft [fm]' NCT FOUND 

DMSZAP003E INVALID OPTION 'option' 

DMSZAP007E FILE 'fn ft fm' [IS] NCT FIXED, 80 CHAR. RECORDS 

DMSZAP01«E INVALID KEYWORD 'function' 

DMSZAP047E NO FUNCTION SPECIFIED 
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DHSZAP056E FILE • f n ft [fm] 1 CONTAINS INVALID {NAME| ALIASIENTRYI BSD} RECORD FORMATS 

DMSZAP070E INVALID {PARAMETER 'parameter • | ARGUMENT 'argunent'} 

DMSZAP10HS EBBOR 'on' READING PUB * f n ft fm' FROM DISK 

DMSZAP190W INVALID CONTROL RECORD OR NO GO SWITCH SET 

DMSZAP191W PATCH OVERLAPS - SET NC GO SNITCH 

DMSZAP192W ERROR - ODD NUMBER OF DIGITS - SET NO GO SWITCH 

DMSZAE193W PRECEDING CONTBOL RICQBD FLUSHED 

DMSZAP19WW CSECT NOT FOUND IN {HEMBEB • memfceriiame' | MODULE 'modulename'} -SET NO GO SWITCH 

DMSZAP195W BASE VALUE INVALID - SET NO GC SWITCH 

DMSZAP200W VERIFY REJECT -r SET NC GO SWITCH 

DMSZAP208E FILE 'fn ft' IS NOT VABIAILE RECORD FCBMAT 

DMSZAP210E {LIBRARY | FILE} ' f n ft' IS ON A READ/ONLI DISK 

DMSZAP2H5S ERROR »nn»» ON PBINTEB 

DMSZAP246W NO LOADEB TABLE PBESENT FOB MCDOLE 'fn' - SET »0 GO SWITCH 

DMSZAB2U7W MEMBEB 'name' NOT FCUND - SET NC GO SWITCH 

DMSZAP248W INVALID VEB/REP DISP - SET NO GC SWITCH 

DMSZAE2U9I DUMMY LOG ENTBY IN FILE 'fn ZAPLOG fm' 

DMSZAP750I ZAP PROCESSING COMPLETE 

DMSZAP751I MEMBER •name' FOUND IN LIERARJ 'iibname' 
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RSCS Message Summary 

DMTAXS101I FILE spoolid ENQUEUED CN 1INK linkid 

DMTAXS102I FILE spoolid PENDING FOB LINK linkid 

DMTAXS103E FILE spoolid REJECTED — INVAIID DESTINATION ADDRESS 

DMTAXS104I FILE SPOOLED TO userid2 — OBG locidl (namel) mm/dd/yy hh:mm:ss 

DMTAXS105I FILE spoolid PDHGED 

DHTAXS106I FILE spoolid MISSING — DEQUEUED FROM LINK linkid 

DMTAXS107I nn PENDING FILES FOR LINK linkid MISSING 

DMTAXS108E SYSTEM ERROR READING SPOOL FILE spoolid 

DMTAXS520I FILE spoolid CHANGED 

DMTAXS521I FILE spoolid HELD FOR LINK linkid 

DMTAXS522I FILE spoolid RELEASED FOR LINF linkid 

DMTAXS523I LINK linkid QUEUE REORDERED 

DMTAXS52UE FILE spoolid ACTIVE — NO ACTION TAKEN 

DMTAXS525E FILE spoolid IS FOR LINK linkid — NO ACTION TAKEN 

DMTAXS526E FILE spoolid NCT FOUND — NO ACTION TAKEN 

DMTAXS640I nn FILE (S) PURGED ON LINK linkid 

DMTCMX001I FREE STORAGE = nn PAGES 

DMTCMX003I LINK linkid EXECUTING: (command line text) 

DMTCMX200I RSCS 

DMTCMX201E INVALID COMMAND command 

DMTCMX202E INVALID LINK linkid 

DMTCMX203E INVALID SPOOL FILE ID spoolid 

DMTCMX20UE INVALID KEYWORD keyword 

DMTCMX205E CONFLICTING KEYWORD keyword 

DMTCMX206E INVALID OPTION keyword option 

DMTCMX207E CONFLICTING OPTION keyword option 

DMTCMX208E INVALID USER ID userid 

DMTCMX300I ACCEPTED BY TASK task 

DMTCMX301E REJECTED BY TASK task — ERIVIOUS COMMAND ACTIVE 

DMTCMX302E LINK linkid IS NOT DEFINED 

DMTCMX303E LINK linkid IS NOT ACTIVE 

DMTCMX304E REJECTED BY TASK task — NOT RECEIVING 

DMTCMX5U0I NEW LINK linkid DEFINED 

DMTCMX5mi LINK linkid REDEFINED 

DMTCMX542E LINK linkid ACTIVE — NOT REDEFINED 

DMTCMX5U3E LINK linkid NOT DEFINED — LINK LIMIT REACHED 

DMTCMX544E LINK linkid NOT DEFINED — TYPE NCT SPECIFIED 

DMTCMX550I LINK linkid NOW DELETED 

DMTCMX551E LINK linkid ACTIVE — NOT DELETED 

DMTCMX552E LINK linkid HAS A FILE QUEUE -- NOT DELETED 

DMTCMX560I RSCS DISCONNECTING 

DMTCMX561E USESID userid NOT RECEIVING 

DMTCMX651I LINK linkid INACTIVE 

DMTCMX652I LINK linkia ACTIVE task type vaddr c {H0|NOH} {DR|NOD} {TRA|TRE|NOT} Q=m P=n 

DMTCMX653I LINK linkid DEFAULT task type vaddr c R=m 

DMTCMX65£»I LINK linkid Q = m P=n 

DMTCMX655I FILE spoolid locid userid CL a PR mm HEC nnnnnn {A|I} 

DMTCMX660I FILE spoolid INACTIVE CN LINK linkid 

DMTCMX661I FILE spoolid ACTIVE ON LINK linkid 

DMTCMX662I FILE spoolid OBG locidl useridl mm/dd/yy hh:mm:ss TO loclid2 userid2 

DMTCMX663I FILE spoolid PR mm CL a CO nn {HO|NOH} DI distcode, NA £fn ft|dsname} 

DMTCMX66«E FILE spoolid NOT FOUND 

DMTCMX670I LINK linkid ACTIVE -- LINE vaddr {HO|NOH} 

DMTCMX671I LINK linkid INACTIVE 

DMTCMX672I NO LINK ACTIVE 

DMTCMX673I NO LINK DEFINED 

DMTCMX700I ACTIVATING LINK linkid task type vaddr C 

DMTCMX701E NO SWITCHED LINE AVAILABLE — LINK linkid NOT ACTIVATED 

DMTCMX702E LINE vaddr IS IN USE EY LINK linkidl ~ LINK linkid2 NOT ACTIVATED 

DMTCMX703E DEV cuu IS NOT A LINE PORT — LINK linkid NOT ACTIVATED 

DMTCMX70UE LINE vaddr CC=3 NOT CPERATICNAL — LINK linkid NOT ACTIVATED 

DMTCMX705E DRIVER type NOT FOUND ON DISK vaddr — LINK linkid NOT ACTIVATED 

DMTCMX706E FATAL ERROR LOADING FECM vaddr — LINK linkid NOT ACTIVATED 

DMTCMX707E DRIVER type FILE FORMAT INVALID — LINK linkid NOT ACTIVATED 

DMTCMX708E VIRTUAL STORAGE CAPACITY EXCEEDED — LINK linkid NOT ACTIVATED 

DMTCMX709E TASK NAME task AIREADY IN USE — LINK linkid NOT ACTIVATED 

DMTCMX710E MAX (nn) ACTIVE — LINK linkid NOT ACTIVATED 

DMTCMX750E LINK linkid ALREADY ACTIVE — 10 ACTION TAKEN 

DMTCMX751I LINK linkid ALREADY ACTIVE — NEW CLASS (ES) SET AS REQUESTED 
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DMTCHX752I LINK linkid STILL ACTIVE -- • DBAIN STATUS BESET 

DMTINI402T IPL DEVICE BEAD I/C EKBOB 

DMTINI407B BEWBITE THE NUCLEUS? [ YES | NO ] 

DMTINI409B NUCLEUS CYL ADBBESS = nnn 

DMTINI410H ALSO IPL CYLINDEB 0? [YES|NO] 

DMTINI431S IPL DEVICE WBITE I/C EBBOB 

DMTINI479E INVALID DEVICE ADDBESS - BEENTEB 

DMTINI«80E INVALID CYLINDEB NUMEEB - BEENTEB 

DMTINI481E INVALID BEPLY - ANSWER "YES" OB "NO" 

DMTINI482E SYSTEM DISK EBBOB - BEENTEB 

DMTINI483E NUCLEUS WILL OVEBLAY CMS FILES - BECOMPUTE 

DHTNPT070E I/O EBBOB cuu SIOCC cc CSW csv SENSE sense CCW ccw 

DMTNPT904E SIGNON PABAMETEB=parameter INVALID 

DMTNPT907E SIGNON TYPE PABAMETEB HISSING 

DMTNPT936E NO BEMOTE PUNCH AVAILABLE OS LINK linkid — FILE spoolid PUBGED 

DMTNPT108E SYSTEM EBBOB EEAEING SICQI FIIE spoolid 

DMTNPT141I LINE vaddr BEADY FOB CONNECTION TO LINK linkid 

DMTNPT142I LINK linkid LINE vaddr CONNECTED 

DMTNPT143I LINK linkid LINE vaddr DISCONNECTED 

DMTNPT144I BECEIVING: FILE FBOM locidl (namel) FOB locid2 (userid2) 

DMTNPT145I BECEIVED: FILE FBOM locidl (namel) FOB locid2 (userid2) 

DMTNPT146I SENDING: FILE spoolid CN LINK linkid, EEC nnnnnn 

DMTNPT147I SENT: FILE spoclid ON IINK linkid 

DMTNPT149I LINK linkid LINE ACTIVITY: TOT= mmm; EBBS= nnn; TMOUTS= ppp 

DMTNPT160I LINE vaddr DISABLED FCB LINK linkid 

DMTNPT170I FBOM linkid: (MSG message text) 

DMTNPT190E INVALID SPOOL BLOCK FCEMAT CN FILE spoolid 

DMTNPT510I FILE spoolid EACKSPACEE 

DMTNPT511E NO FILE ACTIVE ON LINK linkid 

DMTNPT530I COMMAND FOBWAEDED ON IINK linkid 

DMTNPT570I LINK linkid NOW SET TO DEACTIVATE 

DMTNPT571E LINK linkid ALBEADY SET TC DEACTIVATE 

DMTNPT580I FILE spoolid PBOCESSIHG TEBMINATED 

DMTNPT581E FILE spoolid NOT ACTIVE 

DMTNPT590I LINK linkid BESUMING HIE TBANSEEB 

DMTNPT591E LINK linkid NOT IN HOID STATUS 

DMTNPT6Q0I FILE spoolid FCBWABE SPACED 

DMTNPT610I LINK linkid TO SUSPEND FILE TRANSMISSION 

DMTNPT611I LINK linkid FILE TEANSMISSICN SUSPENDED 

DMTNPT612E LINK linkid ALBEADY IN HOLD STATUS 

DMTNPT801I LINK linkid EBBOB TBACE STABTED 

DMTNPT802I LINK linkid TBACE STAKTED 

DMTNPT803I LINK linkid TBACE ENDED 

DMTNPT810E LINK linkid TBACE ALBEADY ACTIVE 

DMTNPT811E LINK linkid TBACE NCT ACTIVE 

DMTNPT902E NON-SIGNON CABE BEAD CN LINK linkid 

DMTNPT903E PASSWOBD SUPPLIED ON IINK linkid IS INVALID 

DMTNPT905I SIGNON OF LINKID (linJcid) COMPLETE 

DMTNPT934E ID CABD MISSING ON 1IRK linkid — INPUT FILE PUBGED 

DMTBEXOO0I BSCS (VEB v, LEV 1, mm/dd/yy) BEADY 

DMTBEX002I LINK linkid DEACTIVATED 

DMTBEX091T INITIALIZATION FAI1UBI — BSCS SHUTDOWN 

DMTSML070E I/O EBBOB cuu SIOCC CC CSW CSW SENSE sense CCW CCW 

DMTSML108E SYSTEM EBBOB BEADING SPOOI EILE spoolid 

DMTSML141I LINE vaddr BEADY EOB CONNECTION TO LINK linkid 

DMTSML142I LINK linkid LINE vaddr CONNECTED 

DMTSML143I LINK linkid LINE vaddr DISCONNECTED 

DMTSML144I BECEIVING: FILE FBOM locidl (namel) FOB locid2 (userid2) 

DMTSMI145I BECEIVED: FILE FBOM locidl (name!) FOB locid2 (userid2) 

DMTSML146I SENDING: FILE spoolid CN LINK linkid, BEC nnnnnn 

DMTSML147I SENT: FILE spoolid CN LINK linkid 

DMTSML149I LINK linkid LINE ACTIVITY: TOT= mmm; EBBS= nnn; TMOUTS= ppp 

DMTSML160I LINE vaddr DISABLED FCB LINK linkid 

DMTSML170I FBOM linkid: (MSG message text) 

DMTSML190E INVALID SPOOL BLOCK FOBMAT ON EILE spoolid 

DMTSML510I FILE spoolid BACKSPACED 

DMTSML511E NO FILE ACTIVE ON LINK linkid 

DMTSML570I LINK linkid NOW SET TC DEACTIVATE 

DMTSML571E LINK linkid ALBEADY SET TO DEACTIVATE 
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DMTSHL580I FILE spoolid PBOCESSING TERMINATED 

DMTSML581E PILE spoolia KOI ACTIVE 

DMTSML590I LINK linkia RESUMING FILE TBANSFEB 

DMTSML591E LINK linkid NOT IN HOLD STATUS 

DMTSML600I FILE spoolid FOBWABI SPACED 

DHTSML610I LINK linkid TO SUSPEND FILE TBANSMISSION 

DMTSML611I LINK linkid FILE TBANSMISSION SUSPENDED 

DMTSML612E LINK linkid ALBEAEY IN HOLD STATUS 

DMTSML801I LINK linkid EBBOB TBACE STABTED 

DMTSML802I LINK linkid TBACE SHABTED 

DMTSML803I LINK linkid TBACE ENDED 

DMTSML810E LINK linkid TBACE ALBEADY ACTIVE 

DMTSML811E LINK linkid TBACE NOT ACTIVE 

DMTSML901E INVALID SML MODE SPECIFIED — LINK (linkid) NOT ACTIVATED 

DMTSMI902E NON-SIGNON CABD BEAD CN LINK linkid 

DMTSML903E PASSWOBD SUPPLIED ON LINK linkid IS INVALID 

DMTSML905I SIGNON OF LINKID linkid COMPLETE 

DMTSHL906E INVALID SML BUFFEB PABAMETEB — LINK (linkid) NOT ACTIVATED 

DMTSML93UE ID CABD MISSING ON IINK linkid -- INPUT FILE PUBGED 

DMTSML935E LINK (linkid) IN BJE MODE — PBINT FILE (spoolid) PUBGED 

DMTSML936E NO HEMOTE PUNCH AVAILABLE OH IINK linkid — FILE spooled PUBGED 

DMTSML937E DECOMPBESSION EBBOB CN linkid — LINK DEACTIVATED 
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DMHCPA805I 'nnn' ABEND CODE NOT RECOGNIZEE EY DATA EXTRACTION 

DMMDSC500S ERROR «nnn' WRITING TO VIRTUAL PRINTER 

DMMDSC700I TYPE 'HELP' OR ENTER 

DMMDSC701R ENTER DUMP NUMBER AMD MODI 

DMMDSC719I ERROR 'nnn' IN FSSTATE 'filename filetype fm* 

DMMDSC720I LOAD MAP ALREAEY PRESENT 

DMMDSC721I 8NAME TABLE IS FULL 

DMMDSC722I INVALID ENTRY INTO &NAME TABLE 

DMMDSC723I THE DUMP IS NOT ON TBI A-EISK 

DMMEDM850I UNABLE TO READ BUMP FROM READER 

DMMEDM851I TEN DUMP FILES ALREAEY EXIST 

DMMEDM852I FATAL I/O ERROR WRITING DUMP 

DMMEDM853I NO DUMP FILE EXIST 

DMMEDM860I FATAL I/O ERROR REAEING DUMP 

DMMEDM861I DUMP FILE 'filename' NCT FCUND 

DMMEDM863E INVALID PARAMETER - parameter 

DMMEDM864I PAGE REFERENCED NCT AVAILAEIE WHILE EDITING XXXXXXXX 

DMMFED702I NON-HEX CHARACTER IN COUNT - RETRY 
DMMFED703I NON-HEX CHARACTER IN ADDRESS - RETRY 

DMMFEX704I NON-HEX CHARACTER IN AEDRESS - RETRY 

DMMGET100S ERROR »nnn' READING FILE 'filename filetype fm' 
DMMGET708I PAGE 'page' NOT FOUND IN DUMP 

DMMGRC10OS ERROR 'nnn' READING IILE 'filename filetype fm' 
DMMGRC809I REQUESTED ADDRESS NOT IN DUMP 

DMMHEX714I NON-HEX CHARACTER IN INPUT - RETRY 

DMMINI100S ERROR 'nnn' READING FILE 'filename filetype fm' 
DMMINI200S ERROR 'nnn' WRITING FILE 'filename filetype fm» 
DMMINI300S ERROR 'nnn' ON FSSTATE 'filename filetype fm* 
DMMINIUOOS ERROR 'nnn' CLOSING 'filename filetype fm« 
DMMINI800S DATA EXTRACTION FAILURE 
DMMINI803S ERROR 'nnn' ATTEMPTING TO ICADMCE VMIEUMP2 

DMMIOE712I DEVICE 'cuu' NOT FOUND 
DMMIOB713I USER 'userid' VMBIGK NCT FCUNE 

DMMLOC715I NON-HEX CHARACTER IN STRING 

DMMLOC716I STRING 'string'} NCT FCUND | NCT FCUND BEFORE END OF DUMP{ 

DMMLOC717I INVALID FORM OF LOCATE COMMAND 

DMMMAP200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 

DMMMAP801I NUC MAP 'filename filetype fm' IS NOT VALID FOR THIS DUMP. 

DMMMAP802I PROCEEDING 

DMMMAP806R ENTER 'filename filetype fm' OF NUCLEUS LOAD MAP OR ENTER NULL 
DMMMAE807I UNABLE TO LOCATE 'filename filetype fm' 
DMMMAP808I NUCLEUS MAP INVALID 'filename filetype fm' 
DMMMAP810I ERROR 'nnn' READING FILE 'fileid' 

DMMMCD100S ERROR 'nnn' READING FILE 'filename filetype fm» 

DMMMOD705E ERROR IN ITEM TAELE 

DMMMOD706I 'entry name' NOT FCUND IN THE LOAD MAP 

DMMMOD707I 'module' 'page' PAGE NOT VALID 

DMMMOD718I THIS DUMP HAS NO IOAE HAP - SEE MAP SUBCOMMAND 

DMMPRM200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
DMMPRM80UI PROCESSING ERROR IN DATA EXTRACTION 

DMMPRO100S ERROR 'nnn' READING FILE 'filename filetype fm' 
DMMPRO200S ERROR 'nnn' WRITING FILE 'filename filetype fm 1 
DMMPRO300S ERROR 'nnn' ON FSSTATE 'filename filetype fm' 

DMHREG100S ERROR 'nnn' READING FILE 'filename filetype fm' 
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DMMREG724I {AP} REGISTERS REQUESTED FOR UNIPROCESSOR DUMP 
DMMREG724I {HP} REGISTERS REQUESTED FOR UNIPROCESSOR DUMP 

DMMSCR709I NO VALID SCROLL ADDRESS 

DMMSEA100S ERROR •mm' READING FILE "filename filetype fm' 

DMMSTA100S ERROR «nnn« READING FILE 'filename filetype fm' 
DMMSTA200S ERROR »nnn' WRITING FILE 'filename filetype fm' 
DMMSTA601I OPERAND 'operand' NOT RECOGNIZED 

DMMSUM100S ERROR «nnn» READING FILE 'filename filetype fm' 
DMMSUM200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
DMMSUM501S INVALID PARM 'badparm' PASSED TO SUMMARY UPDATE PROGRAM 
DMMSUM502S PROBLEM 'PRBnnnnn' NOT FOUND IN SYMPTOM SUMMARY 

DMMTRC710I NON-NUMERIC COUNT CHARACTER - RETRY 

DMMVMB711I LOOP IN VMBLOK CHAIN 

DMMWRT200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
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Appendix C: Message-to-Module Cross-Reference 



This appendix contains all the VM/SP message identifiers, 
listed in numerical order vertically. Use this appendix 
vhen you want to find out which modules issue a given 
message. Find the message number within its component 
code group (CP, CMS, BSCS, or IPCS) ; all the message 
identifiers with the same number appear together. 



Note : KSCS and IPCS messages 
6 level. 



remain at the VM/370 Release 



CP Message Summary 



DMKCFC001E 

DMKCFC002E 
DMKCFG002E 
DMKCFT002E 
DMKCFW002E 
DMKMCC002E 
DMKMCD002E 
DMKMNI002E 
DMKNEA002E 
DMKNES002E 
DMKNET002E 
DMKNLD002E 
DHKSPT002E 
DMKTHI002E 
DMKTRA002E 
DMKTRP002E 
DMKTRR002E 
DMKCQS002E 

DHKCDB003E 
DHKCDH003E 
DHKCFG003E 
DMKCF0003E 
DMKCFS003E 
DHKCPT003E 
DMKCPV003E 
DMKCQP003E 
DMKCQR003E 
DMKCSB003E 
DHKCSO003E 
DMKCSP003E 
DMKCST003E 
DMKCS0003E 
DHKDEF003E 
DMKLOG003E 
DMKMCC003E 
DMKMCI003E 
DMKMSG003E 
DMKNET003E 
DHKNLE003E 
DMKSPT003E 
DMKTHI003E 
DMKTRA003E 
DHK0SOOO3E 
DHKVDE003E 

DMKCDB004E 
DMKCDM004E 
DMKCDS004E 
DMKCFC004E 
DMKCFD004E 



DMKCPV004E 
DMKNES004E 
DMKNET004E 

DMKCDS005E 
DMKCPB005E 
DMKTRP005E 
DMKTRR005E 

DMKCF0006E 
DMKCFS006E 
DMKCFT006E 
DMKCPB006E 
DMKCPV006E 
DMKCQP006E 
DMKCSB006E 
DMKCSO006E 
DMKCSP006E 
DHKCST006E 
DMKCSU006E 
| DMKDIB006E 
DMKMCC006E 
DMKNEA006E 
DMKNES006E 
DMKNET006E 
DMKNLD006E 
DHKNLE006E 
DMKSPT006E 
DMKVDD006E 
DMKVDE006E 

DMKCPV007E 
DMKCSP007E 
DMKCSU007E 

DMKCSU008E 
DHKTRR008E 
DMKSPT008E 

DMKCDB009E 
DMKCDM009E 
DMKCPV009E 
DMKDEI009B 
DMKNES009E 
DHKNET009E 
DMKVMD009E 

DHKCDB010E 
DMKCDS010E 

DMKDIA011E 
| DHKDIB011E 



DMKCDS012E 
DMKCPB012E 

DMKCFG013E 
DMKCF0013E 
DMKCQH013E 
DMKCSB013E 
DHKCS0013E 
DMKCSP013E 
DHKCS0013E 
DMKCS7013E 
DMKTRA013E 
DMKTRP013E 
DMKVMD013E 

DMKSPS014E 

DMKDIA017E 

DMKCF0020E 
DMKCPV020E 
DMKCQG020E 
DMKCQP020E 
DMKCQR020E 
DMKCQY020E 
DMKCSP020E 
DMKCSD020E 
DMKDIA020E 
DMKDIB020E 
DMKLRK020E 
DHKLOG020E 
DMKMSG020E 
DHKNEA020E 
DMKQVM020E 
DHKSND020E 
DMKTBP030E 
DMKOS0020E 
DMKVDD020E 
DMKVDE020E 
DMKVMD020E 

DHKCFD021E 
DMKCFO021E 
DMKCPU021E 
DHKCP0021E 
DMKCPV021E 
DMKCQP021E 
DMKCSB021E 
DMKCSO021E 
DMKDEI021E 
DMKMCC021E 
DMKMCD021E 



DMKNES021E 
DMKNET021E 
DMKNLD021E 
DMKNLE021E 
DMKSPT021E 
DMKVDD021E 
DMKVDE021E 

DHKCFD022E 
DMKCFG022E 
DMKCPB022E 
DMKCQG022E 
DMKCQP022E 
DMKCSB022E 
DMKCSP022B 
DMKCST022E 
DMKDEF022E 
DMKDIA022E 
| DMKDIB022E 
DHKLNK022E 
DHK7DD022E 
DMKVDE022E 
DMKVMI022E 

DHKVDE023E 

DMKCQH024E 
DMKCSO024E 
DMKCSP024E 
DMKCSQ024E 
DMKCSU024E 
DMKCSV024E 
DMKDEF024E 
DMKSPT024E 

DMKDEF025E 
| DMKDEH025E 

DMKCDB026E 
DMKCDS026E 
DMKCFC026E 
DMKCFD026E 
DHKCFG026E 
DMKCFH026E 
DMKCFO026E 
DMKCFS026E 
DMKCFT026E 
DMKCFW026E 
DMKCPB026E 
DMKCPT026E 
DMKCPV026E 
DMKCQR026E 



Appendix C. Message-to-Module Cross-Ref erence 327 



DHK 



DBKCQY026E 
DBKCSBQ26E 
DMKCSP026E 
DBKCST026E 
DMKCS0026E 
DMKDEF026E 
| DMKDEH026E 
DMKDEI026E 
DBKBCC026E 
DBKBCD026E 
DMKHCI026E 
DBKNEA026E 
DBKNES026E 
DBKNET026E 
DBKHLD026E 
DBKSPB026E 
DMKSPS026E 
DHKSPS026E 
DBKTHI026E 
DBKTBA026E 
DBKTBP026E 
DBKTBB026E 

DMKCQG027E 
DBKCST027E 
DMKCSD027E 
DBKTBB027E 

DMKCQG028E 
DBKCQB028E 
DBKCSB028E 
DHKCS0028E 
DHKCSP028E 
DBKCS0028E 
DHKSPS028E 

DHKCSP029E 
DHKCS0029E 

DBKCS0030E 
DMKCSP030E 
DBKCSU030E 

DBKCSB031E 

DBKCSP032E 
DBKCSU032E 

DBKCDB033E 
DBKCDS033E 
DBKCPV033E 
DBKNET033E 
DBKVBD033E 

DBKVCH034E 
DBKVDE034E 

DMKCS0035E 

DBKCSB036E 

DBKSPS037E 

DBKDDB038E 
DBKVBD038E 

DBKVDA039E 
DHKVDE039E 

DBKCFD040E 
DBKCFG040E 
DBKCF0040E 
DBRCPB040E 



DBKCPT040E 
DBKCPV040E 
DBKCQG040E 
DBKCQP040E 
DBKCSB040E 
DBKCSO040E 
DBKCSP040E 
DBKCST040E 
DBKDEF040E 
| DBKDIB040E 
DBKBCC040E 
DBKBCD040E 
DBKNEA040E 
DBKNES040E 
DBKNET040E 
DBKNLD040E 
DBKNLE040E 
DBKSPT040E 
DBKVDD040E 
DHKVDE040E 

DBKCFO041E 

DBKCQG042E 

DBKCST042E 

DBKCSUQ42E 

| DBKTBE042E 

DBKCSB043E 

DBKCFG044E 
DBKCFH044E 
DMKCFS044E 
DBOLD044E 
DBKSNC044E 

DBKCFO045E 
DBKCFS045E 
DMKCPV045E 
DMKCQG045E 
DMKCQP045E 
DMKCQE045E 
DBKCQY045E 
DBKDIA045E 

| DMKDIB045E 
DBKBSG045E 
DMKSND045E 
DMKTHI045E 

| DMKTEP045E 
DBKUSO045E 
DBKVDD045E 
DBKVDE045E 

DBKCFO046E 
DBKCFP046E 
DBKCFS046E 
DHKCPT046E 
DBKCPV046E 
DBKCSB046E 
DBKCSO046E 
DNKDEI046E 
DBKBCC046E 
DBKNEA046E 
DBKNES046E 
DBKNET046E 
DMKNLD046E 
DHKNLE046E 
DMKSPT046E 
DMKVDD046E 
DHKVDE046E 

DHKDIA047E 
| DBKDIB047E 



DBKVCH048E 

DBKCPO049E 
DBKCPT049E 
DHKCPT049E 
DBKNES049E 
DBKNET049E 
DBKCPO049E 

DBKLOG050E 

DBKCFS052E 
DMKLNK052E 
DBKL0G052E 

DHKCFS053E 
DMKCSP053E 
DBKCSU053E 
DBKLNK053E 
DMKLOG053E 
DBKVBD053E 

DBKLOG054E 

DBKDIA055E 

DMKDIA056E 

DMKHSG057W 

| DBKDIB058E 

DMKALG059E 

DBKCDB060E 

DBKCDB061E 

DBKCFV062E 

DBKCFV063E 

DHKVAT064E 

DMKLOG067E 

DBKSND068E 

DHKSSS070E 

DBKSSS071E 

DBKSSS072E 

DBKSSS074E 

DBKDEI075E 
DHKSSS075E 

DBKVDA076E 

DBKVDA077E 

DBKSSS078I 

DBKCFV080E 
DBKLOG080E 

OHKLOG081tT 

DHKCFV082E 
DBKLOG082E 



DHKCFG083E 

DMKCFS086E 

DBKLOG090E 

DHKDEF091E 
DBKLOG091E 

| DHKDEH092E 
DBK1OG092E 

DBK1OG093E 

DBKDEF094E 
| DBKDEH094E 

DMKDEF095E 
DBKLOG095E 

DMKDIA098E 
DBKNES098E 
DHKMET098E 

DBK1NK101W 

DHKINK102W 

DBKLNK103W 

DBKLNK104E 

DBKLNK105E 

DHKLNK106E 

DHKLNK107E 

DHKLNK108E 

DBKLNK109E 

DBKLNK110E 

DBKLNK111E 

DBKLNK112E 

DBKLNK113E 

DBKLNK114E 

DMKALG115E 
DBKLNK115E 

DBKLNK116E 

DBKLNK117E 

DBKLNK118E 

DBKLNK119E 

DBKNEA120E 
DBKVDE120E 

DBKMEA121E 
DBKVDD121E 
DBKVDE121E 

DBKNEA122E 
DBKVDE122E 
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DBKCPT123E 
DBKVDD123E 
DMKVDE123E 

DBKCP0124E 
DBKCPT124E 
DBKVDD124E 
DBKVDE124B 
DHKCP0124E 

DMKVDE125E 

DBKVDE126E 

DMKVDE127E 

DHK.VDE128E 

DHKVCH129E 

DMKVCH130E 

DMKCPI131E 
DNKL06131E 
DBKVDE131E 

DHKVCH132E 

DBKVDE133E 

DBKVDD134E 
DBKVDE134E 

DBKVDA135E 
DBKVDD135E 

DBKCPT136E 
DBKDEF136E 

DBKLHK137E 

DMKVCH138E 

DBKLNK139E 

DBKCF0140E 
DBKCP0140E 
DBKCPT140E 
DBKCPV140E 
DBKCSB140E 
DBKCSO140E 
DBKBCC140E 
DBKNES140E 
DBKHET140E 
DBKNLD140E 
DBKHLE140E 
DBKSPT140E 
DBKVDA140E 
DMKVDD140E 
DBKCPO140E 

DHKCS0141E 

DBKCP0142E 
DBKCPT142E 
DBKCSB142E 
DMKVDD142E 
DBKVDE142E 
DHKCP0142E 

DBKCF0143E 
DHKCP0143E 
DBKCPT143E 



DHKDEI143E 
DBKBCC143E 
DBKNLD143E 
DBKNLE143E 
DMKSPT143E 
DMKVDD143E 
DBKVDE143E 
DBKCP0143E 

DBKCPS144W 

DBKJB1145I 

DBKVBD146I 

DMKVCH147E 

DBKCSB148E 

DBKACR149E 

DMKQCH150A 

| DBKTTY152E 

| DBKDEF153E 
| DBKLNK153E 
| DMKVDE153E 

| DBKCPT154E 

J DBKNET157E 

DMKCDB160E 
DBKCDB160E 
DBKCDS160E 
DBKCFD160E 
DBKCPV160E 
DMKNES160E 
DBKNET160E 
DBKVBD160E 

DBKCDS161E 
DBKVBA161E 

DMKCDS162E 
DBKCDS162H 

DMKCDS163E 

DBKCDS164E 
DBKCFD164E 
DBKCFP164E 

DBKCPV165I 

DMKCDS166E 

DBKCFG170E 
DBKCFH170E 
DBKCFS170E 
DBKNLD170E 

DBKCFG171E 
DBKCFH171E 
DMKCFS171E 
DMKNLD171E 
DBKSNC171E 

DBKCFG172E 
DMKCFH172E 

DHKCFG173E 



DMKCFH173E 

DMKCFG174E 

DBKCF6175E 
DBKCF0175E 
DMKCFS175E 

DMKCPV176E 

DHKCFG177E 

DHKSNC178E 

DBKCFG179E 
DBKCFH179E 
DBKCFP179E 
DSKCFS179E 
DMKSNC179E 

DBKTBA180W 

DHKA1S181E 

DMKTBA182E 

DBKCFS183E 

DBKCF0184E 
DHKCFS184E 

DMKCPI185E 

DBKCF0186E 

DBKCFS187E 

DHKCF0188E 
DMKCFS188E 
DHKLOG188E 
DHKVCH188E 

DBKCFS189I 
DBKLOG189I 

DBKCFS190I 
DBKCP0191E 

DHKCPT192E 
DHKCP0192E 

DBKCP0193I 

DBKCPU194I 

DMKLOH196E 

DBK0SO197E 

DBKCP0198W 

DBKCF0199E 
DMKCPV199E 
DHKDIA199E 
DBKLNK199E 
DBKBCC199E 
DBKNES199E 
DBKNET199E 
DBKNLD199E 
DBKHLE199E 
DBKSPT199E 
DBKVDE199E 



DBKBLD200E 

DBKBLD201E 

DBKBLD202E 
DBKCPV202E 

DBKCFG203E 
DBKCPV203E 

DBKCPV204E 

DBKCFS205E 

DBKDIA206E 
DBKLOH206E 

DBKHEA208E 

DBKMCC211E 

DBKMCD212E 

DBKBCC213E 

OBKBCD214E 

DBKBCC215E 

DBKBCC216E 

DMKBCC217E 

DBKBCD218E 

DBKBON219I 

DBKMOK220I 

) DBRBCC221E 

DBKBCD222E 

DBKBCD223E 

DBKBCD224E 

OBKBNI225E 

DBKBCD226E 

DBKMCD227E 

DBKBCD228E 

DBKBIA229E 
| DBKCPJ229I 

DBKVBI230E 

DBKVBI231E 

DBKVBI232E 

DBKVBI233E 

DBKVBI234E 

DBKBSE240E 
DBKTCS240E 

DBKRSE241E 
DBKTCS241E 
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DMKBSE242E 

DMKCS0243E 
DMKCSP243E 
DMKCS0243E 

DHKCS0244E 

DMKCS0245E 
DMKCSP245E 
DHKCSD245E 

DMKCS0246E 
DMKCSP246E 
BMKCS0246E 

DMKNMT247I 

DMKNMT248E 

DMKNHT249E 

DMKCF0250E 
DHKCFS250E 
DMKLOG250E 

DMKCFS251E 
DMKIOG251E 

DMKESE252I 

DHKCSP253E 
DMKCS0253E 

DMKNMT254E 

DMKRSE255I 
DMKCE0255W 

DMKNAT256E 

DHKNMT257E 

DHKDEP258I 

DMKDEF259E 

| DHKTC2270E 

I DMKVDD273E 

DMKDEI274E 

DMKDEI275E 

DHKDEI276E 

DMKDEI277E 

DMKDEI278E 

DMKDEI279E 

DMKDEI280E 

DMKCFH300E 

DMKTRR301E 

DMKTRR302E 

DMKTRB303E 



DMKTBP304I 

DMKTBP305I 
0HKTRR3O5I 

DHKTRP306E 

DMKTRT307I 

DMKTRT3081 

DMKTRP309E 

DMKTRR764E 

DHKMID310E 

DMKSAV350W 

DMKSAV351W 

DMKSAV352W 

DMKSAV353W 

DHKCKS400I 
DMKPGTUOOI 

DMKCKT401I 
DMKCKV401I 
DMKPGT401I 

DMKPTR410W 

DMKPRG411W 

DMKPAH415E 

| DMKCST424E 

DMKAC0425A 
DMKAC0425E 

DMKBSP426E 
DMKSPS426E 

DMKVSP427I 
! DMKVST427I 

DHKBSP428E 
DMKSPS428E 

DMKVSP429I 
| DMKVST429I 

DMKRSP431A 

DMKBSP432A 

0MKRSP433A 

DHKRSP434A 

DMKCFH435B 
DMKCFP435E 
DMKSKC435E 

| DHKCFH436E 

DHKCLK437E 

DMKCKT438I 



| DBKCS0441E 

DMKDSP450H 

DHKDSP452W 

DJSKPBG453H 

DMKCNS454I 
DMKRGA454I 
DMKRNH454I 

DMKCNS455I 
DMKRGA455I 

DHKVMA456W 

DMKGRF457E 

DMKNLD460E 
DHKNLE460E 

DKKNID461R 
DMKN1E461R 

DMKRNH462I 

DMKRNH463I 

DMKNIE464I 
DMKENH464I 

DMKVDS465W 

DMKCQP466I 

DMKBNH468I 

DMKNLE469E 

DMKNLD470E 
DMKNLE470E 

DMKNLD471E 
DHKNLE471E 

DMK0DB475I 

DMKBSC500I 
DHKCNS500I 
DMKDAD500I 
DMKDAS500I 
DHKGBF500I 
DMKBSE500I 
DBKTAP500I 

DMKBSC501A 
DMKCNS501A 
DMKDAD501A 
DHKDAS501A 
DMKBSE501A 
DMKTAP501A 
DMKCBS501I 
DMKRSE501I 

DMKBSC502I 
DHKCNS502I 
DMKDAD502I 
DMKDAS502I 
DMKGBF502I 
DMKRSE502I 
DMKTAP502I 



DMKRSE503A 
DMKBSC503I 
DHKCNS503I 
DMKDAD503I 
DMKDAS503I 
DMKGRF503I 
DMKRSE503I 
DMKTAP503I 

0MKRSE5O4A 
DMKDAS504D 
DMKTAP504D 
DMKBSC504I 
DMKCNS504I 
BMKBA05O4I 
DMKDAS504I 
0HKGBF5O4I 
DMKBSE504I 

DMKRSE505A 
DMKDAS505D 
DMKTAP505D 
DMKBSC505I 
BMKCNS505I 
DMKDAD505I 
DMKDAS505I 

DMKDAD506I 
DHKDAS506I 

DMKDAS507D 

DMKDAD508I 
DHKDAS508I 
DMKRSE508I 

DMKDAS509I 

DMKTAP510I 

DMKTAP511I 

DMKTAP512I 

0MK0A0513I 
DMKDAS513I 

0MK0AS5140 

0MKBSC516I 
BJ3KBA0516I 
BMK0AS516I 
DMKTAP516I 

0MKBAS517E 
DMKBSC517I 
DMKDAD517I 
DMKTAP517I 

DMKDAD518I 
DHKDAS518I 
DMKTAP518I 

BMTAP519I 

DMKRSE520A 
DMKBSC520I 
DMKDAD520I 
DMKDAS520I 
DHKBSE520I 
DHKTAP520I 

BMKGRF521I 
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DBKBSB5211 
DMKTAP521I 

DBKTAP522I 

DBKTAP523I 

DMKBSE524I 

DMKGBF525I 
DBKBSE525I 

DHKTAP526I 

DBKBSC527I 
DHKCSS527I 

DBKBSC528I 
DHKCMS528I 

DBKGBF529I 
DBKBSE529I 

DHKGRF530I 

DMKG8F531I 

DBKGBF532I 

DBKDA0533I 

DMKDAD534I 

DBKDA0535I 

DHKCKP536I 
DBKCPI536I 
DBKDAD536I 
DHKDAS536I 
DBKDAU536I 
DMKDDB536I 
DHKDIB536I 
DHKDHP536I 
DHKPHT536I 
DBKSAV536I 
DMKSSP536I 

DHKDAD538I 

DHKDID5461 

DMKIOF550E 

DMKI0G551E 

DBKI0G552I 

DBKIOG553I 

DBKI0G558I 

DMKI0H559W 

DBRI0B560B 

DBKI0B561W 

DBKTEB575I 

| DHKCPT601E 
DBKCCB601I 

| DHKCPT602E 



DBKCCH602I 

DHKCCH603W 

DMKCCH605I 

| DHKHCB609W 

DBKBCH610H 
DBKBCT610W 

DMKHCB611S 
DMKHCT611H 

DMKMCB612W 
DHKHCT612B 

DHKMCH613I 

DBKHCB614I 

DMKHCH615I 

DMKMCH616I 
DHKHCT616I 

DMKHCH617I 

DMKMCI618I 

DMKHCB619I 
DHKMCT619I 

DHKMCT620I 

DMKBCT621I 

DBKACU622H 
DHKMCB622W 

| DBKCPP623I 
| DHKMCT623I 

| DHKBCH624I 

DHKHCT625I 

DMKDDB700E 

DHKDDB701E 

DMKDDR702E 

DBKDDR703E 

DHKDDR704E 

DMKDDB705E 
DMKBGA705I 

DMKMES706E 

DHKDIA707A 
DBKDDB707B 

DHKDDB708E 

DBKDDB709E 

DHKDDB710A 

DHKDDB711B 



DBKDDB712E 

DHKDDB713E 

DHKDDR714E 

DHKDDB715E 

DMKDDB716B 

DHKDDB717B 

DMKDDB718E 

DMKDDB719E 

DMKDDB720E 

DHKDDB721E 
DHKDDB721E 

DHKDDB722E 

DHKDDB723E 

DHKDDR724E 
DBKI0B724I 

DBKDDB725B 

DHKDDB726E 

DHKDDB727E 

DBKDDR729I 

DMKFMT730E 

DMKFHT732E 

DMKFHT733E 

DHKFBT734E 

DHKFBT735E 

DHKFHT736E 

DBKFHT737E 

DMKFMT738A 

DBKFHT739E 

DHKFBT740E 

DMKDIB751E 

DBKDIR752E 

DHKDIB753E 

DHKDIB754E 

DMKDIB755E 

DHKDDB756E 
DBKDIB756E 
DBKFBT756E 

DBKDIR757E 

DBKDIB758E 



DBKDIR760E 

DHKDIR761E 

DHKDIR762E 

DBKDIB763E 

DMKDIB764E 

DBKQVB800E 

DMKQVM801E 

DMKQVH802E 

DHKQVB803E 

DHKSPM804E 

DMKSPH805E 

DMKQVB806E 

DMKQVM807E 

DHKSPH808I 

DMKQVM809E 

DMKCPU812E 

DMKBND850I 

DHKBND851I 

DMKRND852I 

DHKBND853I 

DMKRND861E 

DHKRND863E 

DMKBND864I 

DHKCKP900W 

DMKCKP901W 

DMKCKP902W 

DHKCKT903W 

DMKWRM904S 

DMKDMP905W 

DBKDHP906W 

DHKDMP907W 

DHKDBP908I 

DHKDBP909H 

DBKCKP910H 

DBKCKP911W 

DBKCKT912H 
DBKCKV912W 
DBKHBM912H 
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DMKCPI913I | DHKCPI968I DHKCIK970W DMKCPI971I 
| DMKDHP913I 

DHKCPI914I 

DMKCKS915E 
DHKCKV915E 

DHKCKT916E 
DHKCKV916E 

DMKCKV917E 

| DMKDMP918I 

DMKCKS919E 

DHKWEM920I 

DMKWEB921W 

DMKCKP922W 

DMKCPI923I 
DMKCPV923I 
DMKLD0923I 

DMKCPI924I 
DMKCPV924I 
DMKLD0924I 

DMKCP0925I 
DMKDRD925I 
DMKCF0925I 

DMKCPI950A 

DMKCPI951I 

DMKCPI952I 

DHKCF09 53I 
DMKCPI953I 

DMKCPI954E 

DMKCPI955W 

DMKDAD956A 
DMKDAS956A 
DMKDSB956A 

DHKCPI957I 

DHKCPI958I 

DMKCPI959W 

DHKCKP960I 

DMKCKP961W 
DMKCPI961W 

| DMKCPI962I 
| DMKVDE962I 

DMKCPI963I 

DHKCPI964I 
| DMKCPJ966I 
| DMKCPJ967I 
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DMSAMS001E 
DHSABN001E 
DMSABX001E 
DMSASM001E 
DMSDIB001E 
DMSDLK001E 
DMSERV001E 
DHSEXC001E 
DHSICP001E 
DMSIHA001E 
DMSLBM001E 
DMSLBT001E 
DHSLI0001E 
DMSLKD001E 
DMSMDP001E 
DMSMOD001E 
DMSNCP001E 
| DMSNXL001E 
DMSPBE001E 
DMSBUN001E 
DMSTMA001E 
DMSOPD001E 
DMSZAP001E 

DMSACC002E 
DH5AHS002E 
DHSABN002E 
DMSABX002E 
DMSASH002E 
DMSCHP002E 
DMSCPY002E 
DMSDSK002E 
DMSDSL002E 
DMSEES002E 
DMSEBV002E 
DMSGEN002E 
DMSICP002E 
DMSIFC002E 
DMSIMA002E 
DMSLBH002E 
DMSLBT002E 
DHSLDS002E 
DHSLI0002E 
DJ3SLKD002E 
DMSLST002E 
DMSMDP002E 
DMSMOD002E 
DMSMVE002E 

| DHSNAH002E 
DMSNCP002E 

| DMSPOP002E 
DMSPBE002E 
DHSPBT002E 
DMSPOH002E 
DMSBNM002E 
DHSBUN002E 
DHSSLH002E 
DMSSPB002E 
DMSSBT002E 
DMSSTT002E 
DMSSYN002E 
DMSTPE002E 
DMSTYP002E 
DHSUPD002E 

| DMSWF1002E 

| DMSWSF002E 
DMSXCT002E 
DMSXGT002E 
DMSXIN002E 
DMSXUP002E 



DMSZAP002E 
DMSLGT002I 
DMSLIO002I 
DHSGLB002W 
DHSGND002W 
DMSLBM002W 
DMSLBT002W 
DMSZAP002W 

DMSACC003E 
DMSAHS003E 
DMSAEN003E 
DMSABX003E 
DMSASM003E 
DMSASN003E 
DMSCMP003E 
DMSCPY003E 
DMSDLB003E 
DMSDLK003E 
DMSDSL003E 
DHSDSV003E 
DHSEDI003E 
DMSEBS003E 
DMSFET003E 
DMSFLD003E 
DMSFOB003E 
DMSGRN003E 
DHSHLP003E 
DMSICP003E 
DMSIMA003E 
DMSLBD003E 
DMSLBM003E 
DMSLBT003E 
DMSLDS003E 
DMSLI0003E 
DHSLLD003E 
DMSLST003E 
DHSMOD003E 
DMSMVE003E 

| DMSNAM003E 
DMSNCP003E 

i DMSPOP003E 
DMSPBT003E 
DMSPBV003E 
DHSPDN003E 
DMSBNM003E 
DMSREV003E 
DMSSEV003E 
DMSSYN003E 
DMSTMA003E 
DMSTPD003E 
DMSTPE003E 
DMSTYP003E 
DMSDPD003E 
DMSOTL003E 
DMSWFL003E 
DMSWNT003E 
DHSWPK003E 
DHSWEC003E 
DMSWEL003E 
DMSWSF003E 
DMSXIN003E 
DMSZAP003E 

DMSDOS004E 
DMSFET004E 
DMSLOS004E 
DMSPBV004E 
DMSBRV004E 
DMSSRV004E 



DMSABN004W 
DMSLKD004W 

DMSCHP005E 
DMSDLB005E 
DMSFOE005E 
DMSLI0005E 
DMSLKD005E 
DMSHOD005E 
DMSQEY005E 
DMSTYP005E 

DMSAMS006E 
DHSAEN006E 
DMSABX006E 
DHSASM006E 
DMSCMS006E 
DMSDLK006E 
DMSERV006E 
DMSGEN006E 
DMSICP006E 
DHSLKD006E 
DMSLLO006E 
DMSPRV006E 
DMSEEV006E 
DMSSRV006E 
DMSVMF006E 
DMSWNT006E 
DMSWRC006E 
DMSWSF006E 

DMSAMS007E 
DMSARN007E 
DMSARX007E 
DMSASM007E 
DMSDIK007E 
DMSGRN007E 
DMSICP007E 
DHSIFC007E 
DMSLKD007E 
DMSSYN007E 
DBSUPD007E 
DMSXDP007E 
DMSZAP007E 

DWSPRT008E 
DMSPUN008E 
DMSEDC008E 
DHSAEN008W 
DMSLKD008W 

DMSCMP009E 
DMSDSK009E 
DMSSET009E 
DMSTYP009E 
DMSXMC009E 
DMSXMS009E 
DMSXSE009E 

DMSCMP010E 
DHSTPE010E 
DMSOPD010W 

DMSCMP011E 

DMSARN012W 
DMS1KD012W 

DHSIMA013E 
DMSLBT013E 



DMSLOS013E 
DMSNCP013E 
DMSPRT013E 
DMSPON013E 
DBSTYP013E 
DMSDSL013W 
DMSLBM013W 

DMSDSK014E 
DMSDSL014E 
DMSGLB014E 
DHSIMA014E 
DMSLBM014E 
DMSLBT014E 
DMSOVR014E 

| DMSPOB014E 
DMSQRY014E 
DMSSET014E 
DMSSPB014E 
DMSTPE014E 
DMSOTL014E 

| DHSWDF014E 
DMSZAP014E 

DMSINT015E 

DMSFCH016E 
DMSARN016W 
DMSLKD016W 

DMSACC017E 
DMSABE017E 
DMSFOE017E 
DMSTPE017E 

DMSMDP018E 

DMSCHP019E 
DMSRNM019E 
DMSSRT019E 

DMSDMP020W 

DMSGND021E 
DMSLIO021E 
DMSMOD021E 
DMSNCP021E 
DMSDSV021W 

DHSGND022E 
DHSDSV022W 

DHSDLB023E 
DBSFLD023E 
DHSIFC023E 
DHSTPE023E 
DHSDSV023W 

MSCPY024E 
DHSEDI024E 
DMSRNM024E 
DHSSTA024E 
DMSDPD024E 
DMSOTL024E 
DMSXIN024E 
| DMSWEC024E 
DMSDSV024W 

DMSNCP025E 
DMSDSV025W 



Appendix C. Message- to-Hodule Cross-Eeference 333 



DMS 



DBSQBY026E 
DBSSET026E 
DBSSPB026E 
DBSDSV026W 

DBSASN027E 
DBSDSV027E 
DBSEBV027E 
DBSFLD027E 
DMSTLB027E 
DMSTPE027E 
DBSDSV027W 

DBSABE028E 
DBSASN028E 
DBSFOB028E 
DBSDSV028W 

DBSASN029E 

DBSCMP029E 

DBSCPY029E 

DBSEDI029E 

DBSFET029E 

DBSFLD029E 

DBSLBD029E 

DBSLIO029E 

DBSBRT029E 

DHSTPE029E 

DBSTYP029E 

DHSXIN029E 

| DBSNAB029E 

| DMSWDF029E 

| DBSWPK029E 

| DMSWBC029E 

DBSCPY030E 
DBSBNB030E 

DBSSET031E 

DBSBOD032E 
DBSSYN032E 
DBS0TLO32E 

DMSPBT033E 
DBSP0NO33E 
DHSSVT033E 
DBSTYP033E 

DBSSBT034E 

DBSASN035E 
DBSFLD035E 
DBSVMF035E 

DBSSOP036E 
DBSSOP036W 

DHSBOP037E 
DBSCPY037E 
DMS0SKO37E 
DBSDSL037B 
DBSEBS037E 
DBSEBV037E 
DBSFOB037E 
DBSLBB037B 
DBSLST037E 
DBSBOD037E 
DBSBVE037E 
DMSPBV037E 
DMSBDC037B 
DHSBNH037E 
DBSSBT037E 



DMSTPE037E 
DBSUPD037E 
DBSXCP037E 
DBSXCT037E 
DBSXPT037E 
DBSXSE037E 
| DBSWHC037E 

DBSABX038E 
DHSASH038E 
DBSICP038E 

DMSPBT039E 
DMSPON039E 
DBSTYP039E 
DMSOTL039E 

DBSBOD040E 

DMSMVE041E 

DBSCPY042E 
DBSBDC042E 
DBSTPE042E 
DMS0TL042E 

DBSBOP043E 
DHSCLS043E 
DBSTLB043E 
DBSTPE043E 
DBSXCP043E 

DBSEDI044E 
DBSPBT044E 
DBSPUN044E 

DBSNCP045E 

DBSDSL046E 
DBSIMA046E 
DBSLBB046E 
DBSLBT046E 

DBSDSK047E 
DBSDSL047E 
DBSDSV047E 
DBSGLB047E 
| DBSGLO047E 
DBSIBA047E 
DBSLBB047E 
DBSLBT047E 
DBSOVB047E 
| DBSPOP047E 
| DBSPOB047E 
DBSQBY047E 
DBSSET047E 
DBSTPE047E 
DBS0TL047E 
DBSVBF047E 
DBSZAP047E 

DBSACC048E 
DHSABE048E 
DBSCPY048E 
DBSDLB048E 
DBSDSK048E 
DBSEBS048E 
DBSFOB048E 
DBSSBN048E 
DBSIDS048E 
DBSLST048E 
DBSBVE048E 
DBSPBT048E 



DBSBNB048E 
DBSB0N048E 
DBSSET048E 
DBSSIT048E 
DMSTPE048E 
DBSOPD048E 
DHSXSE048E 
DBSXS0048E 
| DBSWSF048E 

DHSTYP049E 

DBSASN050E 
DBSDLB050E 
DBSFLD050E 
| DBSNXD05OE 
DBSSET050E 

DBSRNB051E 

DMSABX052E 
DBSASB052E 
DBSOSR052E 

DBSSBT053E 
DBSXBS053E 

DMSCMP054E 
DBSCPY054E 
DBSDSK054E 
DBSEDI054E 
DBSEBS054E 
DBSGBN054E 
DBSPBT054E 
DBSPUH054E 
DBSRDC054E 
DBSBNH054E 
DMSSBT054E 
DBSSTT054E 
DMSTYP054E 
DBSOTL054E 
DBSXIN054E 

DBSLIO055E 

DBSLBM056E 
DHSLBT056E 
BBSLIO056E 
DBSNCP056E 
DBSSYN056E 
| DBSWFL054E 
j DBSWSF054E 
DBSZAP056E 
DBSLBT056H 

DBSTBA057E 
DBSTPE057E 

DBSBOP058E 
DBSCIS058E 
DBSTLB058E 
DBSTPDQ58E 
DBSTPE058E 
DBSVBF058E 

DBSACC059E 

DBSACC060E 

DBSSET061E 

DBSCBP062E 
DBSCPY062E 



DBSDSK062E 

DBSPBT062E 

DBSPON062E 

DBSBDC062E 

DBSBNB062E 

DMSSBT062E 

DBSSTT062E 

DBSTYP062E 

DBSXS0062E 

| DBSSFL062E 

| DMSWNT062E 

| DHSWPK062E 

| DB5WRC062E 

I DBSWBL062E 

| DBSWSF062E 

DBSCPY063E 
DBSSBT063E 
DBSXBS063E 

DBSCPY064E 

DBSABS065E 
DHSASN065E 
DBSCPY065E 
DBSDLB065E 
DMSDSV065E 
DBSFLD065E 
DBSLBD065E 
DHSOPD065E 
DBSOTL065E 
DBSXIN065E 

DBSABS066E 
DBSASN066E 
DBSCPY066E 
DBSDLB066E 
DBSDSV066E 
DBSFLD066E 
DHSLBD066E 
DBSLST066E 
DBSSYN066E 
DHSUPD066E 
DBSUTX066E 
DBSXIN066E 

DMSCPY067E 

DBSCPY068E 

DBSABE069E 

DBSASN069E 

DBSBOP069E 

| DBSCMP069E 

DBSCPY069E 

| DBSDIB069E 

DBSDOS069E 

DBSDSL069E 

| DBSEDI069E 

| DBSEDX069E 

DBSEBS069E 

DBSFLD069I 

DBSFOB069E 

DBSLDS069E 

DBSLST069E 

DBSHVE069E 

I DBSPRT069E 

| OBSPUN069E 

| DBSBNB069E 

| DBSSBT069E 

DBSSTT069E 

DBSTYP069E 

DBSOPD069E 
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DHSVGN069E 

DHSXSU069E 

| DHSWBC069E 

| DMSWSF069E 

DMSAMS070E 
DMSABE070E 
DMSABX070E 
DMSASH070E 
DMSASN070E 
DHSDLB070E 
DHSDLK070E 
DMSDSK070E 
DHSDSL070E 
DMSDSV070E 
DMSERS070E 
DMSEBV070E 
DMSFET070E 
DMSFLD070E 
DMSFOB070E 
DMSGND070E 
DMSICP070E 
DMSIFC070E 
DMSLBD070E 
DMSLBH070E 
DMSLKD070E 
DMSLL0070E 
DHSLST070E 
DMSHDP070E 
DHSHOD070E 
DMSMVE070E 
| DMSNXD070E 
| DHSNXL070E 
| DBSNXM070E 
DMSOPT070E 
DMSOSB070E 
DMSPBT070E 
DMSPBV070E 
DHSQBY070E 
| DMSBDE070E 
DMSBEV070E 
DMSRUN07GE 
DMSSET070E 
DMSSRT070E 
DMSSBV070E 
DMSSSK070E 
DMSSTT070E 
DMSTMA070E 
DMSTPEQ70E 
DMSOPD070E 
DMSVMF070E 
DMSVPD070E 
| DMSWFL07QE 
DMSXIN070E 
DMSZAP070E 

DMSEBS071E 

DMSEXT072E 

DMSLOS073E 
DMSMVE073E 
DMSOTL073E 

DHSABX074E 
DMSASMQ74E 

DHSABX075E 
DMSASM075E 
DMSICP075E 
DMSMVE075E 

DMSEDI076E 



DMSDSK077E 

DMSDSK078E 

DMSGRN078E 

| DMSDSK078W 

DMSINI079E 

DMSINI080E 

DMSINI081E 
| DMSWSF081E 

DMSINI082E 

DHSINI083E 

DMSMOD084E 

DMSEXE085E 

DMSDLB086E 
DMSMVE086E 
DMSBOP086W 

DMSASN087E 

DMSBOP088E 
DMSCLS088E 
DMSPDP088E 

DMSBOP089E 
DMSCLS089E 
DMSLOS089E 
DMSMVG089E 
DMSOPL089E 
DMSVLTQ89E 

DMSASN090E 

DMSDOS091E 

DMSDOS092E 

DMSDOS093E 

DMSDOS094E 

DMSCMS095E 
DMSDOS095E 
DMSDSV095E 
DMSGEN095E 

DMSTPE096E 
DMSDOS096S 

DMSPEV097E 
DMSRRV097E 
DMSSRV097E 

DMSDSL098E 
DHSFET098E 
DMSPRV098E 
DMSBRV098E 
DHSSBV098E 
DMSITS098S 
DMSINS098W 
DMSSET098W 

DMSASN099E 
DMSDLK099E 
DMSDSV099E 
DMSEBV099E 



DMSFET099E 
DMSICP099E 
DHSLIO099E 
DHSLL0099E 
DMSOPT099E 
DHSPBV099E 
DMSQBY099E 
DMSBRV099E 
DMSSET099E 
DMSSBV099E 
DMSNCP099W 

DMSBTB100E 
DMSINS100W 
DHSSET100W 

DMSBTB101E 
DMSCPY101S 

DMSCPY102S 

DHSCPI103S 

DMSCMP104S 
DMSDLK104S 
DMSDSK104S 
DMSDSL104S 
DMSEDI104S 
DMSFCH1Q4S 

| DMSGL01Q4S 
DMSHLP104S 
DHSIFC104S 
DMSLBH104S 
DMSLBT104S 
DMS1IO104S 
DMSMOD104S 

j DMSNAM104S 

| DMSNXL104S 
DMSOVB104S 

| DMSPOP104S 
DMSPRT104S 
DMSPUN104S 
DMSSIN104S 
DMSSRT104S 
DMSSYN104S 
DMSTPE104S 
DMSTYP104S 
DMS0PD104S 
DHSVMF104S 
DMSXCP104S 
DMSXCT104S 
DHSXGT104S 
DMSXIN104S 
DMSXMA104S 
DMSZAP104S 

DHSBTP105E 
DMSDLK105S 
DMSDSK105S 
DMSDSL105S 
DMSDS7105S 
DMSEDI105S 
DMSIBM105S 
DHSLBT105S 
DMS1I0105S 
DMSLLU105S 
DMSIST105S 
DMSMOD105S 
| DMSP0P105S 
| DMSPOR105S 
DMSPBV105S 
DHSBDC105S 
DMSBBV105S 



DMSSBT105S 
DMSSBV105S 
DMSTMA105S 
DMSTPD105S 
DHSTPE105S 
DMSOPD105S 
DMSVHF105S 
DMSVPD105S 
DMSXCP105S 
DMSXCT105S 
DMSXPT105S 

DMSBTP106E 
DMSLBT106S 

DMSBTP107E 
DMSBWB107S 

DMSBTP108E 
DMSGLB108S 

DHSBTP109E 
DMSACC109S 
DMSAMS109S 
DMSBWR109S 
DMSCMP109S 
DMSDLB109S 
DMSFCH109S 
DMSHLP109S 
DMSLBM109S 
DMSLI0109S 
DMSMQD109S 
DMSNCP109S 
DMSOVB109S 
DMSPBE109S 
DMSSMN109S 
DMSSOP109S 
DMSSTG109S 
DMSTMA109S 
DMSTPD109S 
DMSVIB109S 
DMSVIP109S 
DMSVMF109S 
DMSVPD109S 
DMSXBG109S 
DMSERS109T 
DMSFNS109T 

DMSCMS110E 
DMSGEN110E 
DMSTLB110S 
DMSTMA110S 
DMSTPD110S 
DHSTPE110S 
DMSVMF110S 
DMSVPD110S 

DMSCMS111E 
MSGEN111E 
DHSTLB111S 
DMSTPE111S 

DMSACC112S 

DMSACC113S 
DHSAMS113S 
DMSASN113S 
DMSBGP113S 
DMSCI0113S 
DMSCLS113S 
DHSDBG113S 
DMSFCH113S 
DMSF0R113S 
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DBSPI0113S 
DBSPEV113S 
DBSBEV113S 
DBSSPR113S 
tiflS$BV1i3S 
DBSTLB113S 
DBStfPEIISS 
DBSVBF113S 
DBSVPD113S 
DMSXCP113S 

DBSHQD114E 
DBSFOE114S 

DBSFCH115E 
DBSflPEl15S 

DBSLlti116S 
MSBOD116S 

DMSBDI117S 
DB I SP0W117S 
0MSVMP117S 
DBSXSC117S 

DMSGSK118S 
DBSP0N118S 

DBSDOS119S 
DBSSVT119S 

| DMS$BSi20S 
bMSSC!ri20S 
DBSSVT120S 

DMSD0S121S 
DBSSVT121S 

t)MSITS122S 

BBSPBT123S 
DBSP0N123S 

DMSDSK124S 
CHSBDC124S 

DMSF6b125S 

DBSFOB126S 

0MSMVB127S 

0BSBVE128S 

DMSHVE129S 

&BSMVE130S 

t)MSlN±13lS 

DHSE6I132S 

| DMSWPK132S 

frk&2lft132S 

DBSSBH133S 
tiaSSTGl33S 

DBSITS134S 

&BSITS135S 

DBSABS136S 
CBSITS136T 



DMSTMA137S 
DMSXS0137S 
DHSITS137T 

DBSTBA138S 
DHSITS138T 

DMSTMA139S 
DBSITS139T 

DMSCLS140S 
DMSDASUOS 
DMSDOST40S 
DMSITS140T 

DMSCMS141S 
DMSGEN141S 
DMSITP141T 

DMSSET142S 
DMSITP^I42T 

DBSEDI143S 
DMSEDI143S 
DHSEDI143S 
DMSITP143T 

DMSEDI144S 
DMSITP144T 

DMSCI0145S 
DMSPI0145S 
DMSSPE145S 

DMSABN148T 

DMSABN149T 

DMSABN150W 

j DMSSCR151E 

DMSABN152T 

DMSABN153W 

0MSITS15UT 

DMSABN155T 

DMSCPY156E 
| DMSNAM156E 
| DMSWPK156E 

DBSXGT156E 

DHSCPY157E 
DBSLBM157S 

DBSOPL158E 

DBSFBE159T 

DMSDOS160S 
DHSFRE160T 

DBSC7H161S 
DHSD0S161S 
DMSXCP161S 
DHSFRE161T 

DBSFBE162T 

DBSFBE163T 



DMSFBE164T 

DMSFBE165T 

DMSFBE166T 

DMSLBM167S 
DMSFBE167T 

DMS1I0168S 

DMS1I0169S 

DMSBWB170S 

DMSCIT171T 
DMSCED171T 
DMSCWB171T 

DHSCPY172E 

DMSCPY173E 

DMSUPD174W 
DMSXUP174W 

DMSEXE175E 

DMS0PD176W 

DMS0PD177I 

DMS0PD178I 
DMSXDP178I 

DMSOPD179E 
DMSXOP179E 
DMSCMP179I 

DMSOPD180W 
DMSXDP180W 

DMSUPD181E 

DMSUPD182W 

DMSPEE183E 
DMS0PD183E 
DMSXUP183E 

DHSDPD184W 
DMSXDP184H 

DBSUPD185W 
DMSXUP185W 

DMSUPD186W 
DMSXOP186W 

DMS0PD187E 

DMSZAP190W 

DMSZAP191W 

DMSZAP192H 

DBSZAP193W 

DMSSBV194S 
DBSZAP194W 

DBSZAP195H 



DMSSPB196I 

DMSSPE197S 

DMSSPB198E 

DMSSPE199E 

DMSZAP200W 

DMSLIO201W 

DHSLIO202W 

DHSLIO203W 

DMSSPE204E 

DMSDSK205W 
DMSRDC205W 
DMSWBL205E 

DMSLIO206W 

DMSUPD207W 
DMSXOP207W 

DMSZAP208E 

DMSCMP209W 

DMSDLK210E 
DMSZAP210E 
DHSaPD210W 
DMSXOP210W 

DMSCMP211E 

DMSSBT212E 

DMSDSL213W 
DMSLBM213W 
DMSLBT213H 

DMSFOR214W 

DMSEBB215T 

DHSFOB216E 

DMSDLB220B 
DMSFLD220B 
DHSLDS220E 

DMSDLB221E 
DMSFLD221E 
DMSLBD221E 
DMSLDS221E 

DMSLDS222E 

DMSLDS223E 

DBSFLD224E 

DBSBVE225I 

DMSLDS226E 
DMSMVE226I 

DMSSTT227I 
DMSLDS227W 
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DMSAMS228E 
DMSSTT228I 

DMSSTT229E 
DMSXSU229E 
DMSLDS229I 

DMSVIP230E 
DMSACC230W 

DMSLDS231E 

| DMSHYE232E 

DMSLDS233I 

DMSPBE234E 

DHSPBE235E 

DMSPBE236E 

DMSPBE237E 

DMSPRE238E 

DMSACC240S 

DMSDLK245S 
DMSDSV245S 
DMSZAP245S 

DMSZAP246W 

DMSZAP247W 

DHSZAP248W 

DMSZAP249I 

DMSHLP250S 

DMSHLP251E 

DMSHLP252E 

DMSF0B253E 
DHSSTT253E 

DMSHLP254E 

DHSEXE255T 

| DHSINI260T 

DMS0PD299E 

DMSUPD300E 

DHSDLB301E 

DMSBOP302E 
DHSDLB302E 

DHSLL0303E 

DHSDLB304E 
DHSOPD304I 

DHSDLB305E 

DHSDLB306E 



DMSDLB307E 

DHSBOP308E 
DHSDLB308E 

DMSDLB320I 

DMSDLB321I 

DMSDLB322I 

DMSDLB323I 

DMSDLB324I 

| DMSFLD324I 

DMSLBD324I 

DMSQBY324I 

DHSDLB330B 

DMSDLB331R 

DMSSET333E 

DMSIMA346E 

DMSIMA347E 

DHSIHA348E 

DHSIMA349E 

DMSSLN350E 

DMSSLN351E 

DMSSPB352E 

DMSVGN360E 
DMSVGN360I 
DMSVGN360B 

DMSVGN361E 
DMSVGN361I 
DMSVGN361B 

DHSSSK362E 
DMSVGN362I 
DHSVGN362B 

DHSSSK363E 
DMSVGN363I 
DMSVGN363B 

DMSSSK364E 
DMSVGN364I 
DMSVGN364B 

DMSSSK365E 
DHSVGN365I 
DMSVGN365B 

DMSVGN366E 
DMSVGN366I 
DHSVGN366B 

DHSVGN367I 
DHSVPD367I 
DHSAHS367B 

DMSVGN368I 
DHSVPD368I 
DHSVGN368B 



DMSVGN369E 
DMSVGN369B 

DMSVGN371B 

DMSVGN380B 

DMSVGN381B 

DMSVGN382B 

DMSVMF383B 
DMSVPD383E 

DMSBOP400S 
DMSSET400S 
DMSSSK400S 
DHSVIB400S 

DMSBOP401S 
DMSDOS401S 
EMSSET401S 
DMSVIB401S 

DMSBOP403S 
DMSSEG403S 

DMSBOP404S 

DHSBOP410S 
DMSSET410S 

dmssskihos 

DMSVIB410S 
DMSFCH411S 

DasPBvuns 

DMSBBV411S 
DMSSBV411S 
DMSXCP411S 

DMSCMS412S 

DMSBOP413S 
DMSDOS413S 

DHSFLD420E 
DHSIMA420E 
DHSTPD420E 

DMSTLB421E 

DHSTLB422E 

DMSTLB423I 

DMSTLB424E 

DHSTLB425B 

DHSTLB426B 

DMSTLB427I 

DHSTLB428I 

DHSCLS429I 
DHSSEB429I 

DMSTLB430E 

DMSTLB431E 
DMSTPE431E 



DMSTLB432E 

DMSTLB433B 

DHSTLB434E 

DMSTLB435B 

DBSTLB436I 

DHSTLB437I 

DMSSET444E 

| DMSDSK445H 

| DMSFLE495E 

| DMSDSK496S 

DHSXIN500E 

DMSXCG501I 

DMSXCG502W 

DMSJOI503E 
DMSXCG503E 
DMSXMD503E 

DHSXCG504E 

DHSXCG505E 

DMSXCG506I 

DMSXCG509W 

DMSXMD510I 
DMSXSC510I 
DBSXSU510I 

DMSXCG511E 

DMSXCM512E 
DHSXDC512E 

| DMSPOB513E 
DMSXCM513E 

DMSXCM514E 

DMSXSE515E 

DWSXCG517I 

DMSXCG518E 

DMSXSE519E 

DMSALT520E 
DHSCAN520E 
DMSMOD520E 
DHSPQ0520E 
DMSSCH520E 
DHSSOB520E 
DMSSTA520E 
DHSXCG520E 
DMSXCT520E 
DHSXDC520E 
DMSXSE520E 

DHSXCT521E 
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DMSXGT521E 
DMSXSE521E 

DMSXCG522I 

DHSXCT523I 

DHSXSE524W 

DMSSCH525E 
DMSXSE525E 

i DMSWEX526E 
DMSXCT526E 
DMSXSE526E 

DMSXCT527E 

DMSXSE528E 

| DMSHEL529E 
DMSMOD529E 
DMSPOW529E 
DMSSCH529E 
DMSXCT529E 
DMSXMD529E 
DMSXML529E 

DHSXSE530I 

DMSXCT531E 

DMSXCT532E 

| DMKXCT533E 

DMSXCT534E 

DMSXCT535E 

DMSXCT536E 

DMSXCT537E 

DMSXSE538E 

| DMSXCT539E 

I DMSXCT540E 

| DHSXCT541E 

j DMSXDC542E 

| DMSXDC542E 

| DHSXDC543E 

DMSXDC544E 

DMSALT545E 
| DMSHEL545E 
DMSM0D545E 
DHSSCH545E 
DMSXCT545E 
DMSXDC545E 
DMSXMC545E 
DMSXSE545E 

DMSXDC546E 

DMSXDC547E 



DMSXDC548E 
DMSXSE548E 

DMSXDC549E 

DMSXDC550E 
| DMSDSK550W 

DMSSCH551I 

DMSXSE552E 

DMSPQ0553I 
DHSXED553I 

DMSXCT554S 
DMSXDC554S 
DMSXED554S 
DMSXFD554S 
DMSXIN554S 
DMSXMS554S 
DMSXPT554S 
DMSXSE554S 

| DMSXED555E 

DMSXEE556S 

DMSXFC557S 

DHSXSE558W 

DMSXFD559W 
DMSXS0559W 

DMSXFD560W 
DHSXSE560W 

I DMSHEL561E 
DMSJOI561E 
DMSSCH561E 
DMSSPL561E 

| DMSWEX561E 
DMSXSS561E 

DMSJOI562E 
DMSSPL562E 
DMSXGT562E 

DHSXGT563W 

DMSJOI564W 
DMSXGT564W 

DMSXGT565S 

DHSSCH569E 

DHSXIN571I 
DMSXPT571I 

DHSXI0572E 

DMSXMD573I 

DMSSCH574E 

DMSJOI575E 
DHSSPL575E 
DMSXMC575E 
DMSXSE57SE 

DMSXMC576E 



DMSP00577E 

DMSXPT579B 

DMSXPT580W 

DMSXS0582S 

DMSXS0583I 

DMSXSU584I 

DMSJ0I585E 
DMSSPL585E 
DMSXSD585E 

DMSSCH586E 
DMSSPL586E 
DMSXSU586E 

DMSXMD587I 
DMSXS0587I 

DMSXS0588E 

| DMSNXL589E 
DHSXDS589E 

DMSXDS590E 

DMSXDS591E 

DMSXMS596S 
DMSXP0596S 

DMSX0P597E 

DMSXUP598S 

DMSXUP599S 

DMSCPY601B 

DMSCPX602B 

DMSFOB603B 

DMSSBT604B 

DHSFOE605E 

DMSINI606B 

DMSINI607E 

DMSINI608B 

DBSINI609E 

DMSINI610E 

DMSISI611E 

DHSiNI612E 

D«iSI8I615E 

| DMSNXD6T6W 

| DMSNXD617E 

| DHSEI0618E 
| DHSGL0618E 



DMSNAM618E 
DHSNXL618E 

DMSNXL619E 

DMSPOP620E 

DHSEI0621E 
DHSNAM621E 

DMSEI0622E 
DMSGL0622E 
DHSNAM622E 
DMSNXL622E 
DHSNXM622E 
DMSNAM622W 

DMSFCH623S 
DMSFET623S 
DMSLI0623S 

DMSNXM624I 
DMSNXD624W 

DMSPOE626E 

DMSP0R627E 

DMSGL0628E 

DMSRDE630S 
DMSHPK630S 
DMSWEC630S 

DHSGL0631E 

DHSEI0632E 

DMSNAM633E 

DMSNAM634E 

DMSNAM635I 

DMSNAM636E 

DHSNAH637E 
DMSWDF637E 
DMSHFL637E 
DMSWNT637E 
DMSWPK637E 
DMSWRC637E 
DMSWEL637E 
DMSWSF637E 
DHSWTI637E 

DMSINI640B 

DMSWDF641E 

DHSWDF642E 

DHSSPK643E 
DMSWEG643E 

DMSWPK644E 
DMSWEC644E 

DMSWNM645W 

DMSWNT647E 
DHSWSF647E 
DMSWTL647E 
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DMSWNT648E 
DMSWSF648E 
DMSWTL648E 

DHSGL0649E 
DMSWMM649E 
DMSWPK649E 
DMSWRC649E 
DMSWRL649E 

DMSWPK650E 

DMSWDC651E 
DHSWEX651E 
DMSWFL651E 
DHSWNT651E 
DMSWRL651E 

DMSWDC652E 

DMSWDC653E 
DWSWDF653E 

DMSWEX654E 

DMSWPK655E 
DMSWRC655E 

DMSWNH656E 

DMSWNM657E 
DMSWSF657E 

DHSWNM658W 

DHSWMH660E 
DMSWNM660W 

DMSWNH662E 

DMSWNM663W 

DMSWNM664E 

DHSHNT665E 

DMSWNT666E 

DMSWNT667E 
DMSHSF667E 

DHSWNT668E 

DMSWNT669E 

DHSWNT670E 

DMSWRC671E 
DMSWSF671E 

DHSWPK672E 
DMSWRC672E 
DMSWSF672E 

DMSWSF673E 

DHSWPK674E 
DMSWRC674E 
DMSWSF674E 

| DMSHSF675E 



DMSHSF676E 
DMSWTL676E 

DMSWSF677E 

DMSWSF678E 

DMSHSF679E 

DMSWFL680E 
DMSWSF680E 

DMSHRC681E 

DMSWRC682E 

DMSRDC701I 
DMSTPE701I 

DMSRDC702I 

DMSSTA703I 
DMSTPD703I 

DMSFLD704I 
DHSLBD704I 

DMSFOR705I 

DMSHVE706I 

DMSTPD707I 

DMSMVE708I 

DMSFET710I 

DMSSYN711I 

DMSSYN712I 

DMSCMS715I 
DMSGEN715I 

DMSCPT721I 

DMSAMS722I 

DMSACC723I 

DHSACC724I 

DHSACC725I 

DMSACC726I 

DMSDBG728I 

DMSFOR732I 

DMSFOR733I 

DMSRDC738I 

DHSLIO740I 

DMSZAP750I 

DMSZAP751I 

DMSFCH777S 

DMSIFC825E 



DMSIFC826E 

DMSIFC828I 

DMSIFC829W 

DMSREA830E 

DMSIFC831E 

DMSIFC832S 

DMSCPI901T 
DHSDTL901T 

DHSINI902T 

DMSCPI903T 

DMSCPX904T 



DMSDIO905S 

DHSHLP907T 
DMSLBH907T 
DMSLIO907T 
DHSDTL907T 

DMSFNS908T 

DMSFNS909T 

DBSGAM951E 
DHSGAM952E 
DMSGAM953E 
DMSGAH954E 
DMSGAM955E 
DHSGAM956E 

DMSRON999E 
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DMTREXOOOI 

DMTCMX001I 

DHTEEX002I 

DHTCMX003I 

DMTREX091T 

DHTAXS101I 

DMTAXS102I 

DMTAXS103E 

DMTAXS104I 

DMTAXS105I 

DMTAXS106I 

DMTAXS107I 

DMTAXS108E 
DHTNPT108E 
DMTSML108E 

DMTNPT141I 
DMTSML141I 

DMTNPT142I 
DMTSML142I 

DMTNPT143I 
DMTSML143I 

DMTNPT144I 
DMTSML144I 

DMTNPT145I 
DMTSML145I 

DMTNPT146I 
DMTSML146I 

DMTNPT147I 
DMTSML147I 

DMTNPT149I 
DMTSML149I 

DMTNPT160I 
DMTSHL160I 

DMTNPT170I 
DMTSML170I 

DMTNPT190E 
DMTSML190E 

DMTCMX200I 

DHTCHX201E 

DMTCMX202E 
DMTCMX203E 

DMTCMX204E 



DMTCMX205E 

DMTCMX206E 

DMTCHX207E 

DMTCMX208E 

DMTCMX300I 

DMTCMX301E 

DMTCMX302E 

DMTCMX303E 

DMTCMX304E 

DMTINI402T 

DMTINI407R 

DMTINI409R 

DMTINI410R 

DMTINI431S 

DMTINI479E 

DMTINI480E 

DMTINI481E 

DMTINI482E 

DMTINI483E 

DMTNPT510I 
DMTSML510I 

DMTNPT5T1E 
DMTSML511E 

DMTAXS520I 

DMTAXS521I 

DMTAXS522I 

DMTAXS523I 

DMTAXS524E 

DMTAXS525E 

DMTAXS526E 

DMTNPT530I 

DMTCMX540I 

DMTCMX541I 
DMTCMX542E 

DMTCMX543E 

DMTCMX544E 

DMTCMX550I 



DMTCHX551E 

DHTCMX552E 

DMTCMX560I 

DMTCMX561E 

DMTNPT570I 
DMTSML570I 

DMTNPT571E 
DMTSML571E 

DMTNPT580I 
DMTSML580I 

DMTNPT581E 
DMTSML581E 

DMTNPT590I 
DMTSML590I 

DMTNPT591E 
DHTSML591E 

DMTNPT600I 
DMTSML600I 

DMTNPT610I 
DMTSML610I 

DMTNPT611I 
DMTSML611I 

DMTNPT612E 
DMTSML612E 

DMTAXS640I 

DMTCMX651I 

DHTCMX652I 
DMTCMX652I 

DMTCMX653I 

DMTCMX654I 

DMTCMX660I 

DMTCMX661I 

DMTCMX662I 

DMTCMX663I 

DMTCMX664E 

DMTCMX670I 

DMTCMX671I 
DMTCMX672I 

DMTCMX673I 

DMTCMX700I 



DMTCMX701E 

DMTCMX702E 

DMTCMX703E 

DMTCMX704E 

DHTCHX705E 

DMTCMX706E 

DMTCMX707E 

DMTCMX708E 

DMTCMX709E 

DMTCMX710E 

DMTCMX750E 

DMTCMX751I 

DMTCMX752I 

DMTNPT801I 
DMTSML801I 

DMTNPT802I 
DMTSML802I 

DMTNPT803I 
DMTSML803I 

DMTNPT810E 
DMTSML810E 

DMTNPT811E 
DMTSML811E 

DMTSML901E 

DMTNPT902E 

DMTSML902E 

DMTNPT903E 
DMTSML903E 

DMTNPT904E 

DMTNPT905I 
DMTSML905I 

DMTSML906E 

DMTNPT907E 

DMTNPT934E 
DMTSML934E 

DMTSML935E 

DMTNPT936E 

DMTSML937E 



340 IBM VM/SP System Messages and Codes 



DMM 



IPCS Message Summary 



DMMGET100S 
DMMGRC100S 
DHMINI100S 
DHHHOD100S 
DBMPE0100S 
DMMBEG100S 
DMMSEA100S 
DMMSTA100S 
DMMSUM100S 

DMHINI200S 
DMMMAP200S 
DMMPBM200S 
DMMPB0200S 
DMMSTA200S 
DMMSUM200S 
DMMWRT200S 

DMMINI300S 
DMMPB0300S 

DMMINI400S 

DMMDSC500S 

DMHSUH501S 

DMMSOM502S 



DMMSTA601I 
DMMDSC700I 
DMMDSC701B 
DMMFED702I 
DMMFED703I 
DMMFEX704I 
DMMMOD705E 
DMKMOD706I 
DHHMOD707I 
DMMGET708I 
DMMSCE709I 
DMHTEC710I 
DMMVHB711I 
DMMIOB712I 
DHMIOB713I 



DMMHEX714I 
DMMLOC715I 
DMMLOC716I 
DMMLOC717I 
DMHM0D718I 
DMMDSC719I 
DMMDSC720I 
DMMDSC721I 
DMMDSC722I 
DMMDSC723I 
DMMEEG72UI 
DMHINI800S 
DMMMAP801I 
DMMMAP802I 
DMMINI803S 



DMMPBM804I 
DHHCPA805I 
DMMMAP806B 
DMMMAP807I 
DHMMAP808I 
DMMGBC809I 
DMMMAP810I 
DMHEDM850I 
DMHEDM851I 
DMHEDM852I 
DMHEDM853I 
DHHEDM860I 
DMMEDM861I 
DMMEDM863E 
DMMEDM864I 
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DDK 



Appendix D: Message Text-to-Message Identifier Cross-Reference 



This appendi 
the VM/SP m 
and IPCS and 
message te 
lowercase wo 
will have v 
messages are 
with upperca 
command SET 



x contains the 
essages, grouped 
organized in a 
xt. Messages 
rd such as nnnn 
ariable informa 

listed prior t 
se letters. If 

EMSG ON, any 



first lines 
by CP, CM 
lphamerical 

starting 
nK, t ype , an 
tion inserte 
o messages 
you do not 

messages t 



of all 
S, BSCS, 
order by 
with a 
d userid 
d , such 
starting 
issue CP 
hat are 



displayed will appear without message 
identifier, only text. Use this appendix to 
look up the text of the message and find its 
identifier, so that you can find the description 
of the message in the body of the book. 

N ote : BSCS and IPCS messages remain at the 
VM/370 Belease 6 level. 



CP Message Summary 



DMKNEA122E 
DMKVDE122E 
DMKNEA120E 
DMKVDE120E 
DMKNEA121E 
DMKVDB121E 
DMKVDE121E 

DMKTBA182E 

DMKICE724I 

DMKVSP427I 
| DMKVST427I 

DMKCNS501I 
DMKBSE501I 

DMKVSPU29I 
| DMKVSTU2 9I 

DMKCQH024E 
DMKCSO024E 
DMKCSP024E 
DMKCSQ024E 
DMKCSU02tE 
DMKCSV024E 
DMKDEF024E 
DMKSPT024E 

DMKDAE508I 

DMKDAS508I 

DMKBSE508I 

DMKDAS504D 

DMKTAP504D 

DMKDAD513I 

DMKDAS513I 

DMKDAS505D 

DMKTAP505D 

DMKDAD518I 

DMKDAS518I 

DMKTAP518I 



PET rid | type raddr ] ALBEADY ATTACHED TO userid 

PET rid | type raddr] ALBEADY ATTACHED TO userid 

PET rid | type raddr] NOT ATTACHED; userid vaddr ALBEADY DEFINED 

PET rid | type raddr] NOT ATTACHED; userid vaddr ALBEADY DEFINED 

PET rid|type raddr] NCT ATTACHED TO userid 

PET ridjtype raddr] NOT ATTACHED TO userid 

PBT rid | type raddr] NCT ATTACHED TO userid 

reserved for IBM use) 

AP| MP} BIOBLOCKS BEQUESTED IN UNIPBOCESSOB DUMP 

CON| PBT | PUN} vaddr SYSTEB SPCOL SPACE FULL; FILE CLOSED 
CONIPBTIPUN} vaddr SYSTEM SPCOL SPACE FULL; FILE CLOSED 

CONJPBT|PUN|BDB} 'addr' INT EEC; [CMD='em' SNS='sense' CSW='csw' USEBID= 'userid • ] 
CON | PBT | PUN | BDB} 'addr' INT EEQ [CMD='cm' SNS='sense' CSH='csw» USEBID-' userid' ] 

CON | PBT | PUN | EDB} vaddr SPOCL EEBOB; FILE £HELD| PUBGED} 
CONJ EBT|PUN|EDB} vaddr SECCL EEBOB; FILE {HELD |PUBGED} 



CYLS| 
CYLS | 
CYLS | 
CYLS | 
CYLS | 
CYLS I 
CYLS | 
CYLS | 



BLKS| 
ELKS | 
ELKS | 
BLKS| 
BLKS| 
BLKSI 
BLKS| 
BLKS| 



FOBM 
FOBH 
FOBM 
FOBM 
FOBM 
FOEB 
FOBM 
FOBM 



NUMEEB} 
NUMEEB} 
NUMEEB} 
NUMEEB} 
NUMEEB} 
NUMEEB} 
NUMEEB} 
NUMEEB} 



MISSING 
MISSING 
MISSING 
MISSING 
MISSING 
MISSING 
MISSING 
MISSIKG 



OB INVALID 
OB INVALID 
OB INVALID 
OB INVALID 
OB INVALID 
OB INVALID 
OB INVALID 
OB INVALID 



DASD | BDB | PBT | PUN} 'addr 1 PEBM EBEOB CMD='cm' SNS='sense» CSW='csw' USEBID=«userid' 
BBCCHH= 'bbcchh • ] 

DASD | BDB | PBT | PUN} 'addr' PEBM EBBOB CMD='cm' SNS='sense' CSW='csw« USEBID=» userid' 
BBCCHH='bbcchh« ] 

DASD | BDB | PBT | PUN} 'addr' PEBM EEBOB CMD='cm' SNS='sense' CSW=»csw' USEBID='userid' 
BBCCHH='bbcchh' ] 

DASD|TAPE} 'addr' DATA CK CME='cm» SNS='sense' CSw"='csw» USEBID=« userid* 
EBCCHH=' bbcchh'} 

DASDITAPE} 'addr' DATA CK CMD='cm' SNS='sense' CSW='csw' DSEBID=« userid' 
BBCCHH=' bbcchh'} 

DASDITAPE} 'addr* FILE PBOT CMD='cm' SNS=«sense« CSW='csw' USEBID=' userid 1 
{BBCCHH- 'bbcchh » | BICCK=' nnnnnn •} ] 

DASDITAPE} 'addr* FILE PBOT CHD='em' SNS='sense' CSW='csw* USEBID=* userid' 
{BBCCHH=» bbcchh' | BLCCK=' nnnnnn •} ] 

DASDITAPE} 'addr* CVEBBUN CK CMD='cm' SNS='sense' CSW=»csw' USEBID=' userid' 
{BBCCHH-' bbcchh' |BLOCK=' nnnnnn'} ] 

DASDITAPE} 'addr' CVEEBUN CK CMD='cm' SNS='sense« CSW='csw» USEBID=' userid' 
{BBCCHH='bbccbh'|BLCCK=' nnnnnn'} ] 

DASD|TAPE{ 'addr' BECV EBBOB CMD='cm' SNS='sense» CSW='csw» USEBID='userid« 
{BBCCHH= 'bbcchh • | BICCK= • nnnnnn '} ] 

DASD | TAPE { 'addr' BECV EBBOH CMD='cm« SNS=» sense' CSW=«csw» USEBID=' userid' 
{BBCCHH=' bbcchh' | BICCK-' nnnnnn'} ] 

DASD|TAPE{ 'addr' BECV EEBOB CMD='cm' 5NS-' sense' CSW='csw' USEBID=' userid' 
{BBCCHH=»bbcchh» IBLOCK-' nnnnnn'} ] 
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DMK 



DMKCFG046E 
DMKCFP046E 
DMKCFS046E 
DMKCPT046E 
DMKCPV046E 
DMKCSE0H6E 
DMKCS0046E 
DMKDEI046E 
DMKMCC0U6E 
DMKNEA046E 
DMKNES046E 
DMKNET046E 
DMKNLD0Q6E 
DMKNLE0«6E 
DMKSPT046E 
DMKVDD046E 
DMKVDE046E 

| DMKCFG175E 
| DMKCF0175E 
I DMKCFS175E 

DMKGEF529I 
DMKESE529I 
DMKGRF525I 
DMKRSE525I 

DMKMCI618I 

DMKCNSU54I 
DHKBGAa54l 
DMKEHHa54I 

DMKBSC527I 
DMKCNS527I 
DHKBSC528I 
DMKCNS528I 
DHKBSC517I 
DMKDAD517I 
DMKTAF517I 

| DMKTTY152E 

DMKRSP428E 
DMKSPS428E 

DMKRSE50HA 

DHKESE503A 
DHKBSE521H 
DMKRSE520A 

DMKRSP426E 
DMKSPS426E 



DEV 
DEV 
DEV 
DEV 
DEV 
DEV 
DEV 
DEV 
DEV 
DEV 
DEV 
DEV 
DEV 
DEV 
DEV 
DEV 
DEV 



rid | type 
rid| type 
rid | type 
rid | type 
rid|type 
rid | type 
rid | type 
rid | type 
rid j type 
rid | type 
rid | type 
rid | type 
rid | type 
rid|type 
rid | type 
rid | type 
rid | type 



raddr} 
raddr} 
raddr} 
raddr) 
raddr} 
raddr} 
raddr} 
raddr} 
raddr} 
raddr} 
raddr} 
raddr} 
raddr} 
raddr} 
raddr} 
raddr} 
raddr} 



OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 
OFFLINE 



FAVORED| RESERVE | name} ALREADY IN USE BY userid 
FAVORED | RESERVE | name} ALREADY IN OSE BY userid 
FAVORED | RESERVE | name} ALREADY IN DSE BY userid 

GRAF|RDR|PRT|PDN} 'addr* PARITY CK CMD=*cm* SNS=*sense* CSfl=*csv* USERID=*userid* 
GRAF |RDR|PRT| PUN} 'addr* PARITY CK CMD=•cIn• SNS=*sense* CSW=*csw« USERID=* userid* 
GRF|RDR|PRT|PUN} • addr' FORMAT CK CMD=*cm* SNS='sense« USERID=*userid* 
GRF|RDR|PRT|PUN} 'addr' FORMAT CK CMD='cm* SNS=*sense» USERID=» userid* 

INSTRUCTION RETRY|MAIN STORAGE} NOW IN {RECORD | QUIET} MODE cpuid 

LINE addr | DEV rid} DISABLED 
LINE addr | DEV rid} DISABLED 
LINE addr|DEV rid} DISABLED 

LINE|CONS} 'addr* LOST DATA CMD=*cm* SNS=»sense* CSW=*csv» USERID=* userid* 

LINE|CONS} 'addr' LOST DATA CMD='cm* SNS=*sense« CSW=*csw« USERID=* userid* 

LINEjCONS} 'addr* TIMEOUT CMD=*cm' SNS='sense* CSW=*csw' DSERID=' userid* 

LINE|CONS} 'addr' TIMEOUT CMD=*cm' SNS=»sense* CSW='csw» DSERID=*userid» 

LINEITAPE} 'addr' NOT/KNOBN CMD='cm* SNS='sense* CSW=»csw' OSERID=* userid* 

LINE|TAPE} »addr' NCT/KNCWN CMD='cm' SNS=»sense' CSW=»csw' USERID=» userid* 

LINEITAPE} 'addr' NCT/KNCWN CMD=*cm' SNS=»sense* CSW=»csw* DSERID=' userid* 

PFCOPY|PFTAB} NOT AVAILAELE 

PRT|PON|RDR|TAPE} raddr SECCL ERROR; FILE {HELD| PURGED} 
PRT| PUN |RDR| TAPE} raddr SPOOL ERROR; FILE {HELD| PURGED} 

RDR|PRT} 'addr* DATA CK CMD='cm* SNS=*sense* 

RDR|PRT|PUN} »addr* EQUIP CK CMD=*cm* SNS='sense» 

RDR|PRT|PUN} *addr» LOAD CHECK CMD=*cm» SNS=*sense» USERID=*userid« 

RDR|PRT|PUN} »addr* EERM ERROR CMD=*cm» SNS=»sense» CSW=*csw» USERID=* userid * 

RDR|TAPE} raddr SPOOL SPACE FULL; FILE PURGED 
RDRITAPE} raddr SPOOL SPACE FULL; FILE PURGED 



DMKCFC001E ?CP: command 



DMKCKP536I 


cuu 


REPORTS 


DISABLE! 


INTERFACE; 


FAULT 


CODE 


= 


ccccj 


NOTIFY 


CE 


DMKCPI536I 


cuu 


REPORTS 


DISAELEI 


INTERFACE 


FAULT 


CODE 


= 


cccc 


; NOTIFY 


CE 


DMKDAD536I 


cuu 


REPORTS 


DISABLED 


INTERFACE 


FAULT 


CODE 


= 


cccc 


NOTIFY 


CE 


DMKDAS536I 


cuu 


REPORTS 


DISAELEI 


INTERFACE 


FAULT 


CODE 


= 


cccc 


NOTIFY 


CE 


DMKDAU536I 


cuu 


REPORTS 


DISABLED 


INTERFACE, 


FAULT 


CODE 


= 


cccc 


j NOTIFY 


CE 


DMKDDR536I 


cuu 


REPORTS 


DISABLED 


INTERFACE 


FAULT 


CODE 


= 


cccc 


; NOTIFY 


CE 


DMKDIR536I 


cuu 


REPORTS 


DISABLED 


INTERFACE 


FAULT 


CODE 


= 


cccc 


; NOTIFY 


CE 


DMKDMP536I 


cuu 


REPORTS 


DISABLED 


INTERFACE 


FAULT 


CODE 


SB 


cccc 


NOTIFY 


CE 


DMKFMT536I 


cuu 


REPORTS 


DISABLED 


INTERFACE 


FAULT 


CODE 


3= 


cccc 


; NOTIFY 


CE 


DMKSAV536I 


cuu 


REPORTS 


DISAELEI 


INTERFACE 


FAULT 


CODE 


= 


cccc 


; NOTIFY 


CE 


DMKSSP536I 


cuu 


REPORTS 


DISABLED 


INTERFACE 


J FAULT 


CODE 


= 


cccc 


; NOTIFY 


CE 



DMKCPI952I nnnnnK SYSTEM STORAGE 

DMKDEI275E raddr ALREADY SYSVIRT 
DMKDEI280E raddr ALREADY VIRTUAL 



3U4 
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DBF 



DMKDEI277E raddr ERROB DEMOONTING VOLUME 

DMKDEI27UE raddr HAS A MOONTED VOLOME. MSS ID NOT AVAILAEIE TO DEMOUNT IT 

DMKDEI276E radar NOT 3330V 



DMKBSC516I type 'addr* BAD SENSE CMD=*cm* SNS= 
[ {BBCCHH='bbcchh' |BLOCK=' nnnnnn'} ] 

DMKDAD516I type 'addr' BAD SENSE CMD = 'cni' SNS= 
[ {BBCCHH='bbcchh' |BICCK='nnnnnn'} ] 

DMKDAS516I type 'addr' BAD SENSE CMD='cm' SNS= 
[ {BBCCHH='bbcchh' | ELCCK=» nnnnnn •} ] 

DMKTAP516I type 'addr' BAD SENSE CMD='cm' SNS= 

;[ {BBCCHH=»bbcchh« | BLOCK='nnnnnn'} ] 



DMKBSC502I 
DMKCNS502I 
DMKDAD502I 
DMKDAS502I 
DMKGBF502I 
DMKBSE502I 
DMKTAP502I 

DMKBSC520I 
DMKDAD520I 
DMKDAS520I 
DMKRSE520I 
DMKTAP520I 

DMKBSC500I 
DMKCNS500I 
DMKDAD500I 
DMKDAS500I 
DMKGEF500I 
DMKESE500I 
DMKTAP500I 

DMKBSC50UI 
DMKCNS504I 
DMKDAD504I 
DMKDAS504I 
DMKGRE50<H 
DMKRSE50UI 



type 'addr 
[ {BBCCHH=' 
type 'addr 
[ {BBCCHH=» 
type 'addr 
[ {BBCCHH=« 
type *addr 
[ {BBCCHH=« 
type 'addr 
[ {BBCCHH=» 
type 'addr 
[ {BBCCHH=« 
type 'addr 

[ {BBCCHH=« 



1 BOSODT CK CMD 
BBCCHH' |BLOCK=« 
• BOSODT CK CMD 
BBCCHH' |BICCK=« 
' BDSODT CK CMD 
BBCCHH' | EICCK=» 
« BDSODT CK CMD 
BBCCHH' |BICCK=' 
« BDSODT CK CMD 
BBCCHH' |BIOCK=' 
' BDSODT CK CMD 
BBCCHH' |BLOCK=» 
' BDSODT CK CMD 
BBCCHH' |BICCK=' 



='cm« SNS= 
nnnnnn'} ] 
='CM' SNS= 
nnnnnn'} ] 
= 'CM» SNS= 
nnnnnn'} ] 
= 'CM' SNS= 
nnnnnn'} ] 
= 'CM« SNS= 
nnnnnn'} ] 
='CM' SNS= 
nnnnnn'} ] 
= «CM' SNS= 
nnnnnn'} ] 



'sense' 


CSW= 


• CSV' 


•sense' 


CSW= 


'CSV' 


•sense* 


CSW= 


'csw' 


•sense* 


CSH = 


■csw' 


•SENSE' 


CSW= 


•csw' 


•SENSE' 


CSH= 


•csw' 


•SENSE' 


CSH= 


•csw' 


•SENSE' 


CSW= 


•csw* 


•SENSE' 


CSW= 


•csw' 


'SENSE' 


CSH= 


'csw' 


'SENSE' 


CSN= 


'csw' 



USBRID='userid' 
0SERID=* userid* 
OSERID=*userid' 
aSEBID=•userid• 



OSEBID= 
OSEBID= 
OSERID= 
DSEBID= 
OSEBID= 
0SEBID= 
DSEBID= 



type «addr» CHAN 
[ {BBCCHH=»bbcchh 
type 'addr 1 CHAN 
[ {BBCCHH='bbcchh 
type 'addr' CHAN 
[ {BBCCHH='bbcchh 
type 'addr* CHAN 
[ {BBCCHH='bbcchh 
type »addr' CHAN 
[ {BBCCHH='bbcchh 

type »addr» CMD 
[ {BBCCHH='bbcchh 
type •addr 1 CMD 
[ {BBCCHH='bbcchh 
type 'addr' CMD 
[ {BBCCHH='bbcchh 
type 'addr' CMD 
[ {BBCCHH=*bbcchh 
type 'addr' CMD 
[ {BBCCHH='bbcchh 
type 'addr' CMD 
[ {BBCCHH=»bbcchh 
type 'addr' CMD 
[ {BBCCHH='bbcchh 

type 'addr' DATA 
[ {BBCCHH=«bbcchh 
type »addr' DATA 
[ {BBCCHH='bbcchh 
type 'addr' DATA 
[ {BBCCHH=»bbcchh 
type 'addr' DATA 
[ {BBCCHH=»bbcchh 
type »addr' DATA 
[ {BBCCHH='bbcchh 
type •addr 1 DATA 
[ {BBCCHH='bbcchh 



EBBOB CM 
• |EICCK=' 

EBEOE CM 
• |EI0CK=' 

EEBOB CM 
» |BLCCK=« 

EBBOB CM 
' |B10CK=» 

EEBOB CM 
•|BICCK=« 



D=*cm* 
nnnnnn 
D='cni' 
nnnnnn 
E='cm' 
nnnnnn 
E=»cni' 
nnnnnn 
D='cm» 
nnnnnn 



REJECT CMD 

• |BICCK=*n 
EEJECT CMC 

• |BLOCK = »n 
EEJECT CMD 

|BIOCK='n 
BEJSCT CMD 
• jEICCK=' n 
EEJECT CMD 
BICCK=»n 
EEJECT CMD 
* |EIOCK=»n 
EEJECT CMC 
' |BLOCK=*n 



= 'cm' 
nnnnn 
= »cm" 
nnnnn 
= »cm» 
nnnnn 
= 'cm' 
nnnnn 
= »cni' 
nnnnn 
= • cm • 
nnnnn 
= «cm' 
nnnnn 



SNS= 

'}] 
SNS= 

'}] 
SNS= 

"}] 
SNS = 

'}] 
SNS= 

'}] 

SNS= 

'}] 
SNS= 

*}] 
SNS= 

'}] 
SNS= 

'}] 
SNS= 

'}] 

SNS= 

'}] 
SNS= 

'}] 



= * userid' 
'•userid* 
= * userid' 
'•userid' 
: 'userid' 
'• userid' 
= ' userid' 



•sense 


CSw= 


•csw' 


'sense 


CSW= 


•csw' 


'sense 


CSW= 


•csw' 


•sense 


csw= 


'csw' 


•sense 


csw= 


• csw' 


'sense 


csw= 


•csw* 


'sense 


• csw= 


'csw' 


•sense 


csw= 


•csw' 


•sense 


CSW= 


'csw* 


•sense 


csw= 


'csw ' 


•sense 


' CSB= 


•csw' 


'sense 


csw= 


•csw' 



OSEBID='userid' 
DSEBID=*userid' 
OSEBID=»userid» 
USEEID=»userid' 
OSERID='userid» 



OSERID= 
DSERID= 
DSERID= 
0SERID= 
OSERID= 
0SERID= 
DSERID' 



: * userid 
= »userid 
•userid 
•userid 
'•userid 
'•userid 
* userid 



CK CMD=*cm» SNS=*sense» CSW=«csw* DSERID= 'userid 1 
• | EICCK=« nnnnnn"} ] 

CK CMD='cnt' SNS=*sense* CSW=*csw* 0SERID= 'userid' 
• |BICCK='nnnnnn'} ] 

CK CMD='cm» SNS='sense' CSW='csw' 0SERID= 'userid' 
' |BL0CK=' nnnnnn'} ] 

CK CBD='cm» SNS=»sense» CSW=*csw* 0SEBID= 'userid* 
• | BLOCK=' nnnnnn'} ] 

CK CMB^cm 1 SNS=«sense* CSW=*csw« 0SEBID= "userid' 
• |BICCK=» nnnnnn*} ] 

CK CMD=»cm' SNS=«sense» CSW= , csw* DSEEID= 'userid' 
•|BICCK=*nnnnnn'} ] 



DMKBSC503I type 'addr' EQUIP CK CMD=•cln• SNS=*sense« CS«=»csw» 0SERID=' userid* 

[ {BBCCHH=»bbcchh» |BICCK=» nnnnnn'} ] 
DMKCNS503I type 'addr' EQDIP CK CHD=*cm' SNS='sense* CSH=*csw* DSERID=* userid* 

[ {BBCCHH=»bbcchh* | BICCK=* nnnnnn*} ] 
DMKDAD503I type »addr» EQDIP CK CMD=»cm» SNS=»sense» CSw=*csw* DSERID=' userid* 

[ {BBCCHH='bbcchh'| BLCCK=* nnnnnn •} ] 
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3<t5 



DHK 



DMKDAS5Q3I type »addr» EQUIP CK CMD='cm» SNS='sense» CSW='csw» USEBID=»userid» 

[ {BBCCHH=*bbcchh' |BLOCR=' nnnnnn'} ] 
DMKGBF503I type 'addr' EQUIP CK CMD='cm* SNS=*sense» CSW=»csw» USEBID='userid' 

[ {BBCCHH=*bbccbh' | BICCK=' nnnnnn*} ] 
DMKBSE503I type *addr' EQOIP CK CMD='cm' SNS=«sense' CSfl=«csw' DSEBID=« userid' 

[£BBCCHH==»bbcchh'|BLCCK= 'nnnnnn'}] 
DMKTAP5Q3I type «addr* EQUIP CK CMD='cm« SNS=«sense» CSW='csw» USEHID='userid« 

[ {BBCCHH='bbcehh* | BLCCK=* nnnnnn*} ] 



DMKBSC501A type 'addr* INT BEQ CMD='cm' SN 

[ {BBCCHH='bbcchb> |BLOCK=* nnnnnn 
DMKCNS501A type 'addr* INT BEQ CHD='cm' SN 

[ {BBCCHH**bbcchh' lBLOCK=» nnnnnn 
DMKDAD501A type *addr» INI BEQ CflD=*cm» SN 

[ {BBCCHH-'bbcchh' I BLCCK=« nnnnnn 
DHKDAS501A type 'aaar* INT BEQ CMD='cm« SN 

[ {BBCCHH='bbcchh « | BLCCK=* nnnnnn 
DMKBSE501A type 'aaar' INT BEQ CMD='cm* SN 

[ {BBCGHH=«bbcchh« |BLCCK=» nnnnnn 
DMKTAP501A type 'aaar' INT BEQ CKD='cni' SN 

[ {BBCCHH=«bbcchh» |B10CK=« nnnnnn 



I S=* sense 1 


CSlih 


,«}] 




lS='sense' 


CSW 


'}] 




S='sense» 


CSTS= 


'}] 




S=«sense* 


CSW 


'}] 




S=' sense' 


CSW; 


'}] 




S=' sense' 


cs»r 


'}] 





•CSW* OSEBID= 

;'csv* USEBID= 

i'csw' USEBID= 

•csw" USEBID= 

••CSW USEBID= 

'csw« USEBID= 



'useria' 
•useria* 
•useria* 
•useria* 
'useria 1 
•useria' 



DMKGBF521I type 'aaar* NO DEVICE CMD='cm« SNS= 'sense' CSW='csw» 0SEBID=» useria* 
DMKBSE521I type 'aadr' NO DEVICE CMD='cm' SNS='sense* CSW=«csw' DSEBID=' useria* 
DMKTAP521I type 'aaar' NO DEVICE CMD='cm» SNS='sense« CSW='csw' DSEBID=' useria* 

DMKBSC505I type 'addr' OVEBBDN CK CME='cm' SNS='sense* CSW='csw' OSEBID= 'useria* 

[ {BBCCHH='bbcchh' j BIOCK=» nnnnnn •} ] 
DMKCNS505I type 'aaar' OVEBBDN CK CME='cm' SNS='sense« CSW='csv» USEBID= 'useria* 

[ {BBCCHH='bbcchh« I BLCCK=' nnnnnn'} ] 
DHKDAD505I type 'addr' OVEBBDN CK CMD^'cm' SNS='sense' CSW='csW DSEBID= 'userid' 

[ {BBCCHH='bbcchh* |BICCK=*nnnnnn'} ] 
DHKDAS505I type 'addr* OVEBBDN CK CMD=*cm' SNS='sense' CSW='csv' USEBID= 'userid' 

[ {BBCCHH='bbcchh' | BLOCK-' nnnnnn'} ] 

DMKDAD538I type 'addr' PBCG EBBOB CHB='cmd» SNS=»sense* CSW=«csw* USEBID=' userid* 



DMKCFC140E 
DMKCPO140E 
DMKCPT140E 
DMKCPV14QE 
DMKCSE140E 
DMKCSC140E 
DMKMCC140E 
DWKNES140E 
PMKNET140B 
DMKNLD140E 
DMKNLE140E 
DMKSPT140E 
DMKVDA140E 
DMKVDD140E 
DMKCPO140E 



type 
type 
type 
type 
type 
type 
type 
type 
type 
type 
type 
type 
type 
type 
type 



raddr 
radar 
raaar 
raddr 
raddr 
raddr 
raddr 
raddr 
raddr 
raddr 
raddr 
raddr 
raddr 
raddr 
raddr 



ATTACHED TO 
ATTACHED TO 
ATTACHED TO 
ATTACHED TO 
ATTACHED TO 
ATTACHED TC 
ATTACHED TO 
ATTACHED TC 
ATTACHED TO 
ATTACHED TO 
ATTACHED TO 
ATTACHED TO 
ATTACHED TO 
ATTACHED TC 
ATTACHED TO 



userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 



DMKCSB148E type raddr BUFFEB ICAC name FAILED 

DMKCPCG49E type raddr IN USE 
DMKCPO049E type raddr IN USE 



DMKCF0143E 


type 


raddr 


IN 


DSE 


BI 


SISTEM 


DMKCP0143E 


type 


raddr 


IN 


DSE 


BI 


SISTEM 


DMKCPT143E 


type 


raddr 


IN 


USE 


BI 


SISTEM 


DMKDEI143E 


type 


raddr 


IN 


USE 


BI 


SISTEM 


DMKMCC143E 


type 


raddr 


IN 


USE 


BI 


SISTEM 


DMKNLD143E 


type 


raddr 


IN 


USE 


BI 


SISTEM 


DMKNLE143E 


type 


raddr 


IN 


USE 


BI 


SISTEM 


DMKSPT143E 


type 


raaar 


IN 


USE 


BI 


SISTEM 


DMKVDE143E 


type 


raaar 


IN 


USE 


BI 


SISTEM 


DMKVDE143E 


type 


raddr 


IN 


USE 


EI 


SISTEM 


DMKCP0143E 


type 


raddr 


IN 


USE 


BI 


SISTEH 



DMKCS01U1E type raddr NOT ACTIVE 
DMKCP0142E type raddr NOT dbatned 
DMKCPT142E type raddr NOT DBAINED 
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DNKCSB142E type raddr NOT DBAINEE 

DMKVDD1«2E type raddr NOT DBAINED 

DMKVDE142E type raddr NOT DBAINEE 

DMKCPOia2E type raddr NOT DBAINID 

DMKCPSHHtW type vaddr BESET EY userid 



DMKDIA0U7E 
DHKDIB0U7E 
DNKLNK104E 
DMKLNK105E 
DMKLNK106E 
DMKLNK107E 
DMKLNK108E 
DMKLNK109E 
DMKLNK110E 
DMKLNK111E 
DMKLNK112E 
DMKLNK113E 
DMKLNK114E 
DBKLNK118E 



userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 



vaddr 
vaddr 
vaddr 
vaddr 
vaddr 
vaddr 
vaddr 
vaddr 
vaddr 
vaddr 
vaddr 
vaddr 
vaddr 
vaddr 



DOES NOT EXIST 
DOES NOT EXIST 



NOT LINKED 
NOT LINKED 
NOT LINKED 
NOT LINKED 
NOT LINKED 
NOT LINKED 
NOT LINKED 
NOT LINKED 
NOT LINKED 
NOT LINKED 
NOT LINKED 
NOT LINKED 



B/O EX {nnn USEBSI userid} 

B/N EY {nnn DSEBSJ userid} 

B/W EY nnn USEES; B/O BY {nnn USEES I userid] 

NOT IN CP DIBECTOBY 

VOLID volid NOT MOUNTED 

INVALID LINK DEVICE 

type vaddr ALBEADY DEFINED 

NO BEAD PASSHOBD 

NO WBITE PASSHOBD 

NO MULT PASSHOBD 

PASSSCBD INCOBBECT 

COMMAND FOBHAT NOT VALID 



DMKCES053E userid 
DMKCSP053E userid 
DMKCSU053E userid 
DMKLNK053E userid 
DMKLOG053E userid 
DMKVMD053E userid 



NOT IN CP DIBECTOBY 
NOT IN CP DIBECTOBY 
NOT IN CP DIBECTOBY 
NOT IN CP DIBECTOBY 
NOT IN CP DIBECTOBY 
NOT IN CP DIBECTOBY 



DMKCFOOaSE 
DMKCFS015E 
DMKCBV045E 
DMKCC.G045E 
DHKCC.P045E 
DMKCQB045E 
DMKCCY0«5E 
DMKDIA045E 

| DMKDIB045E 
DMKMSG0K5E 
DMKSND0U5E 
DMKTHI0U5E 

| DMKTBP0U5E 
DHKUS0045E 
DMKVDE045E 
DMKVDE0U5E 



userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 
userid 



NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 



LOGGED ON 
LOGGED ON 
LOGGED ON 
LOGGED ON 
LOGGED ON 
LOGGED ON 
LOGGED ON 
LOGGED ON 
LOGGED ON 
LOGGED CN 
LOGGED ON 
LOGGED ON 
LOGGED ON 
LOGGED CN 
LOGGED ON 
LOGGED ON 



| DMKMSG057N userid NOT BECEIVING; {DISCONNECTED] MSG OFF|SHSG OFF|NOT DISC|NO CONSOLE|NOT 
I AUTHOBIZED|WNG 0EF| VMCE/IDCV EBBOB nnn} 

DMKCPI924I XXXX ADDITIONAL FAILING STOBAGE FBAMES EXIST 
DHKCPV924I XXXX ADDITIONAL FAILING STOBAGE FBAMES EXIST 
DMKLD0924I XXXX ADDITIONAL FAILING STOBAGE FBAMES EXIST 

DMKCFS189I AFFINITY NOT SET; SYSTEM IN UNIPBOCESSOB MODE 
DMKL0G189I AFFINITY NOT SET; SYSTEM IN UNIPBOCESSOB MODE 

DMKDEF258I ALL 3800 DATA CHECKS BILL BE BEFLECTED 

DMKLOG054E ALBEADY LOGGED ON {IINE|GBAF| IUNAME} raddr 

DMKHCT625I ALTEBNATE PBOCESSOB BECOVEBY SUCCESSFUL; PBOCESSOB nn OFFLINE 

DHKCPI958I ATTACHED PBOCESSOB HOT OPEBATIONAL 
DMKCPI959W ATTACHED PBOCESSOB NOT ONLINE 



| DHKALG059E AUTOLOG FAILED FOB userid- {IPI MISSING |IPL FAILED | ACCOUNTING EBBOB 
I | INCOBBECT PASSHOBD} 

DHKALG115E AUTOLOG INVALID; EXCESSIVE INCOBBECT PASSHOBDS 



DMKCSB0U3E 
DMKCSB031E 



BUFFEH name DOES NOT EXIST 
BUFFEB MISSING OB INVALID 



DMKDIA206E CANNOT CONNECT TO HOST VIBTUAL MACHINE 
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DMKLCH206E CANNOT CONNECT TO HOST VIETDA1 MACHINE 

DMKCDS166E CHANGED SHARED PAGE ACT WRITTEN TO AUXILIAKY STORAGE 

DMKVCH130E CHANNEL X [PROC nil] NOT ATTACHED TO userid 

DMKVCH147E CHANNEL X [PROC nn ] NOT ATTACHED; ALTERNATE PATHS DEFINED 

DMKVCH132E CHANNEL x ALREAEY DEETNED BY userid 

DMKVCH129E CHANNEL X DEVICES IN OSE 

DMKVCH048E CHANNEL X DOES NOT EXIST 

DHKVCH138E CHANNEL X NOT ATTACHEE; INSUFFICIENT IEEE STORAGE 

DMKCCH605I CHANNEL CHECK BECOREING EAILOEE 
| DMKCPT601E CHANNEL CONTROL CHECK DEV XXX ; USER 'userid' 
DMKCCH601I CHANNEL CONTROL CHECK DEV XXX; USEE 'userid' 
DMKACK603W CHANNEL ERROR; HUN SEREP, RESTART SYSTEM 
DMKCCH603W CHANNEL ERROR; RUN SEREP, RESTART SYSTEM 

DMKVCH034E CHANNEL MISSING CR INVALID 
DMKVDE034E CHANNEL MISSING OR INVALID 
DMKVDE134E CHANNEL MISSING OR INVALIE 
| DMKCPE623I CHANNEL SET CONNECTED TO ATTACHED PROCESSOR nn 
DMKMCT623I CHANNEL SET CONNECTED TO ATTACHED PROCESSOR nn 

DMKCS0245E CHARS MISSING OR INVALID 
DMKCSP245E CHARS MISSING OB INVALID 
DMKCSU245E CHARS MISSING OR INVALID 

DMKCKV917E CHECKPOINT AREA INVALID; CLEAB STORAGE AND COLD START 
DMKCKS919E CHECKPOINT AREA INVALID; CHECKPOINTING TERMINATED 

DMKCQG028E CLASS HISSING OR INVALID 

DMKCQE028E CLASS MISSING OR INVALID 

DMKCSE028E CLASS MISSING OR INVALID 

DMKCSO028E CLASS MISSING OR INVALID 

DMKCSP028E CLASS MISSING OR INVALID 

DMKCSU028E CLASS MISSING OR INVALID 

DMKSPS028E CLASS MISSING OR INVALID 

| DMKNET157E CLUSTER= PARM MISSING FROM RDEVICE MACRO - DEV raddr 



DMKLOG067E 
DMKCFC199E 
DMKCPV199E 
DMKDIA199E 
DMKLNK199E 
DMKMCC199E 
DMKNES199E 
DMKNET199E 
DMKNLD199E 
DMKNLE199E 
DMKSPT199E 
DMKVDE199E 
DMKQVM802E 
DMKQVH800E 
DMKQVM803E 
DMKQVM809E 
DMKQVM806E 
DMKQVM807E 

DMKCFG013E 
DMKCF0013E 
DMKCQH013E 
DMKCSE013E 
DMKCSO013E 
DMKCSP013E 
DMKCSU013E 
DMKCSV013E 
DMKTRA013E 
DMKTRP013E 
DMKVMD013E 



COMMAND 
COMMAND 
COMMAND 
COMMAND 
COMMAND 
COMMAND 
COMMAND 
COMMAND 
COMMAND 
COMMAND 
COMMAND 
COMMAND 
COMMAND 
COMMAND 
COMMAND 
COMMAND 
COMMAND 
COMMAND 



FORMAT N 
REJECTED 
REJECTED 
REJECTEE 
REJECTED 
REJECTED 
REJECTED 
REJECTED 
REJECTED 
REJECTED 
REJECTED 
REJECTED 
REJECTED 
REJECTED 
REJECTED 
REJECTED 
REJECTED 
REJECTED 



OT VALID 

DEVICE raddr PENDING OFFLINE 
DEVICE raddr PENDING OFFLINE 
DEVICE raddr PENDING OFFLINE 
DEVICE raddr PENDING OFFLINE 



PENDING OFFLINE 

PENDING OFFLINE 
DEVICE raddr PENDING OFFLINE 
DEVICE raddr PENDING OFFLINE 

PENDING OFFLINE 

PENDING OFFLINE 

PENDING OFFLINE 
DEVICES NOT DEDICATED 
OTHER VIRTUAL MACHINES LOGGED ON 
SPCCL DEVICES NOT DEAINED 
TBACE/ADSTOP/CCW TRANS IN EFFECT 
VIETUAL AEDBESS NOT EQUAL TO REAL ADDRESS 
VM/SP ATTACHED PROCESSOR MODE 



DEVICE raddr 
DEVICE raddr 



DEVICE raddr 
DEVICE raddr 
DEVICE raddr 



CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 



OPTION - option 
OPTION - option 
OPTION - option 
OPTION - option 
OPTION - option 
OPTION - option 
OPTION - option 
OPTION - option 
OPTION - option 
OPTION - option 
OPTION - option 



DMKPAH415E CONTINUOUS PAGING ERRORS FROM DASD XXX 
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DMKDDB702E CONTROL STATEMENT SEQDENCE ERROR 

DMKCSO030E COPIES HISSING OE INVSLID 
DMKCSP030E COPIES HISSING OE INVALID 
DMKCSU030E COPIES MISSING OE INVALID 

DMKCEI185E CP ASSIST LEVEL XX DOES NOT MATCH CP IEVEL yj 
DMKCF0186E CP ASSIST NOT AVAILAEIE 



DMKVMA456W CP ENTERED 

DMKDSP450W CP ENTEEED 

DMKDSE452W CP ENTEEED 

DMKPTB410W CP ENTERED 

DMKPRG453W CP ENTERED 



name SHARED PAGE hexloc ALTERED 
DISAEIEE WAIT PSH 'psw« 
EXTERNAL INTERRUPT LOOP 
PAGING ERROR 
PROGEAM INTERRUPT LOOP 



DMKPRG411W CP ENTERED; TRANSLATION EXCEPTION WHILE IN NON-EC MODE 

| DMKCPI962I CP OWNED DASD cuu VOLID volid INVALID ALLOCATION EECORD 
| DMKVDE962I CP OWNED DASD cuu VCIID volid INVALID ALLOCATION EECORD 

DMKCPI913I CP OWNED VOLID XXXXXX INVALID FOR 3330V 
| DMKDMP913I CP OWNED VOLID XXXXXX INVALID ICE 3330V 
DMKCPI951I CP VOLID volid NOT MOUNTED 

| DMKTRT307I CPTRAP (CP/VIETUAI) CCCC INTEEEACE IGNOBED 

| DMKTET308I CPTRAP DATA LOST 

| DMKTRP306E CPTRAP IS ALREADY ACTIVE 

| DMKTRP304E CPTEAP IS STOPPING, NO INPUT ALLOWED 

| DMKTEP305I CPTRAP SELECTIVITY BESET 

| DMKDIE058E CTCA vaddr BUSY ON userid 

DMKRNH463I CTLR 'raddr' UNIT CHECK; RESTART IN PROGRESS 

DMKRNH468I CTLR cuu COMMUNICATIONS SCANNER FAILURE 
DMKCQP466I CTLR cuu IN BUFFEE SLOWDOWN MODE 

DMKNLD460E CTLR raddr {LOAD | DUMP} FAILED: PBOGBAM CHECK 

DMKNLE460E CTLR raddr £LOAD|DDMP} FAILED: PROGRAM CHECK 

DMKNLE469E CTLR raddr £LOAD|DUMP} FAILED: TEMP SPACE NOT AVAILABLE 

DMKNLD470E CTLR raddr {LOAD | DUKE} FAILED: PAGING I/O ERROR 

DMKNLE470E CTLR raddr {LOAD | DUMP} FAILED: PAGING I/O ERROR 

DMKNLE464I CTLR raddr CC=3; DEPRESS 370X "ICAD" BUTTON 
DMKRNH464I CTLR raddr CC=3; DEPRESS 370X "LOAD" EUTTON 

DMKNLE471E CTLR raddr DUMP FAILED: UNBECOVEBABLE I/O ERROR 
DMKVDS465W CTLR raddr EMULATOR LINES IN USE BY SYSTEM 
DMKNLD461R CTLR raddr IP! NOT REQUIRED; ENTER 'YES' TO CONTINUE 
DMKNLE461R CTLR raddr IPL NOT REQUIRED; ENTER "YES" TO CONTINUE 
DMKNLD471E CTLR raddr LOAD FAILED: UNBECOVEBABLE I/O ERROR 
DMKRNE462I CTLR raddr UNIT CHECK; IPL BEQUIBED 

DMKDAS514D DASD 'addr» ADDMBK CK CMD='cm' SNS='sense» CSW='csv' USERID=» userid' BBCCHH=» bbcchh' 

DMKDAU534I DASD 'addr' BKSIZE EX CMD='cm' SNS= 'sense' CSW='csw» USERID=' userid' BLOCK=« nnnnnn' 

DMKDAU533I DASD 'addr' CHECK DATA CMB='cm' SNS='sense» CSW='csw' USERID='userid« BLOCK=' nnnnnn' 

DMKDAS517E DASD 'addr' NCT/KNCWN CMD='cm' SNS= 'sense' CSW='csw' USEBID=' userid' 

[ {BBCCHH=« bbcchh' |BLOCK=' nnnnnn'} ] 

DMKDAS507D DASD 'addr' SEEK CK CMD='cm' SNS='sense' CSW='csw' USEBID= ' userid' BBCCHH= 'bbcchh' 

DMKDAD506I DASD 'addr' TBKCOND CK CMD='cm' SNS='sense« CSW='csw» USEEID='userid' BBCCHH=« bbcchh' 

DMKDAS506I DASD 'addr' TBKCOND CK CMD='cm' SNS='sense' CSW='csw' USERID='userid» BBCCHH= ' bbcchh' 

DMKDAS509I DASD 'addr' TEKOVEBUN CMD='cm' SNS='sense' CSW='csw' USERID=' userid' BBCCHH=» bbcchh' 

DMKDAU535I DASD 'addr' WRT INHIET CMO^cm' SNS='sense« CSW='csw» OSERID=' userid' BLOCK=' nnnnnn' 

DMKDAD956A DASD CUU VOLID volid NCT MOUNTED; NOW OFFLINE 
DMKDAS956A DASD cuu VOLID volid NCT MOUNTED; NOW OFFLINE 
DMKDSE956A DASD CUU VOLID volid NOT MOUNTED; NOW OFFLINE 

DMKCPT123E DASD raddr CP OWNED 
DMKVDD123E DASD raddr CP OWNED 
DMKVDE123E DASD raddr CP OWNED 

DMKVDE126E DASD raddr ERROR READING VOLID 

DMKVDE128E DASD raddr ERBOE READING ALLOCATION RECORD 
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DMKCP0124E DASD raddr IN DSE BY nnn OSEBS 

DMKCPT124E DASD raddr IN DSE BY nnn OSERS 

DMKVDD124E DASD raddr IN DSE BY nnn OSEBS 

DMKVDE124E DASD raddr IN DSE BY nnn USERS 

DMKCPC124E DASD raddr IN DSE BY nnn OSEBS 

DMKLNK139E DASD raddr NOT {LINKED | ATTACHED} ; 3330V NOT ACCEPTED AS SYSTEH VOLOME 
DMKVDE133E DASD raddr NOT READY 

DMKSAV351W DASD raddr SYSBES NCT BEADY 
DHKSAV350W DASD raddr SYSBES VOLID NOT aaaaaa 

DMKVDE125E DASD raddr VOIID volid ALREADY ATTACHED TO SYSTEM 

DMKVDE127E DASD raddr VOLID volid DOES NCI MATCH 

DMKCPI951E DASD raddr VOLID volid NOT MCONIED; DOPLICATE OF DASD raddr 

DMKLNK101W DASD vaddr FORCED B/O; E/0 EY {nnn OSEBS | userid) 
DMKLNK102W DASD vaddr FOBCED B/C; B/H EY {nnn OSEBS| useria} 
DMKLNK103W DASD vaddr FOBCED B/O; B/fl EY {nnn USERS! userid} ; B/O BY {nnn USERSJuserid} 

DMKDEF091E DASD vaddr NOT DEFINED; TEMP SEACE NOT AVAILAELE 
DMKLCG091E DASD vaddr NOT DEFINED; TEMP SPACE NOT AVAILAELE 
DMKLNK137E DASD vaddr NOT LINKED; CHAN x DEDICATED 

DMKDEI279E DASD NOT VOA 

DMKCFS205E DAT IGNORE NOT SET; INVALID TBANSIATICN FORMAT 

DMKDDE717R DATA DUMPED FROM volidl TO BE RESTORED TO Volid2. DO YOO WISH TO CONTINOE? 
RESPOND YES NO OR REREAD: 

DMKMID310E DATE date INVALID; NCT CHANGED 

| DMKVDD273E DETACH REJ VIRTUAL MACHINE TRACING I/O 

DMKCPT136E DEV {vaddr | raddr} NOT {DEEINEE | VARIED} ; CHAN XX DEDICATED 
DMKDEF136E DEV {vaddr | raddr} NOT {DEEINEDI VARIED} ; CHAN xx DEDICATED 



DMKCFD040E 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKCFG040E 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKCFCOUOE 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKCPB040E 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKCPT040E 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKCPVOUOE 


DEV 


addr 


DOES 


NCT 


EXIST 


DMKCQG040E 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKCQPOaOE 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKCSB040E 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKCSO0U0E 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKCSP040E 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKCSTOUOE 


DEV 


addr 


DOES 


NCT 


EXIST 


DMKDEF040E 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKDIB040E 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKMCC040E 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKMCD0«0E 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKNEA040E 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKNES040E 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKNET040E 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKNLDOaOE 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKNLEOUOE 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKSPTOUOE 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKVDD040E 


DEV 


addr 


DOES 


NOT 


EXIST 


DMKVDEOttOE 


DEV 


addr 


DOES 


NOT 


EXIST 



DMKDDB710A DEV cuu INTERVENTION REQOIRED 
DMKFMT738A DEV cuu INTERVENTION EEQOIHED 

DMKDDE704E DEV cuu NOT OPERATIONAL 

DMKFMT730E DEV cuu NOT OPERATIONAL OB NOT BEADY 

DMKDIE754E DEV cuu NOT OPEBATIONAL 

| DMKCPT154E DEV raddr VARY FAILED, VARY IN PROCESS 
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DMKDIA098E DEV rid MODE SWITCH HOI POSSIELE 

DMKNES098E DEV ria MODE SWITCH NCT PCSSIELE 

• DMKNET098E DEV rid MODE SWITCH NOT POSSIELE 

| DMKCPT154E DEV raddr VARY FAILED, VARY IK PROCESS 

| DMKDEE092E DEV vaddr NOT DEFINED; type vaddr ALREADY DEFINED 
DMKLOG092E DEV vaddr NOT DEFINED; type vaddr ALREADY DEFINED 
DMKLOG090E DEV vaddr NOT DEFINED; DEV {raddr| volser} NOT AVAILABLE 
DMKLOG093E DEV vaddr NOT DEFINED; ERROR IN CP DIRECTORY 
DMKDEF095E DEV vaddr NOT DEFINED; INSUFFICIENT EREE STORAGE 
DMKLOG095E DEV vaddr NOT DEFINED; INSUFFICIENT FREE STORAGE 

DMKDEI075E DEVICE 'raddr' IS NOT AVAILAELE 
DMKSSS075E DEVICE 'raddr' IS NOT AVAILABLE 

DMKCPT136E DEVICE {vaddr | raddr} MCT {DEFINED| VARIED} ; CHANNEL XX DEDICATED 
DMKDEF136E DEVICE {vaddr | radar} NOT {DEFINED| VARIED} ; CHANNEL XX DEDICATED 

| DMKDEF153E DEVICE {vaddr )RNG} EXCEEDED MAX NUMBER OF VIRTUAL DEVICES 
| DMKLNK153E DEVICE {vaddr | RNG} EXCEEDED MAX NUMBER OF VIRTUAL DEVICES 
| DMKVDE153E DEVICE {vaddr |RNG} EXCEEDED MAX NUMBER OF VIRTUAL DEVICES 

DMKDEI278E DEVICE NOT A DASD 

DMKSSS072E DEVICE NOT AVAILAELE - 'raddr' NOT PROPER TYPE 
DMKSSS070E DEVICE NOT AVAILABLE - MSS DEVICES ALLOCATED 
DMKSSS071E DEVICE NOT AVAILAELE - MSS CANNOT BE ACCESSED 

DMKACE149E DEVICE PATH raddr PROC addr PRESENTED cc3 ON I/O REQUEST 

DMKCSU035E DEVICE TYPE MISSING CR INVAIIE 
| DMKDIA707A DIAL FUNCTION NOT AVAILABLE 

DMKDIR762E DIRECTORY STATEMENT MISSING 

| DMKCPJ967I DISCONNECT userid - SYSTEM RESTARTED (mmmnnn) AND SYSTEM CONSOLE NTO VM OPERATOR CONSOLE 

DMKCSP032E DIST CODE MISSING OB INVALID 
DMKCSU032E DIST CODE MISSING OR INVALID 

DMKCDM06QE DUMP FAILED; VIRTUAL PRINTER UNAVAILABLE 
DMKCDM061E DUMP FAILED; VIRTUAL PRINTER ERROR 
DMKRND861E DUMP FILE 'filename' NCT ECUNE 

DMKDIB758E DUPLICATE UNIT DEFINITION 

DMKCFV062E ECMODE NOT SET ON 

DMKMON219I END OF MONITOR TAPE, MONITOR STOPPED EY SYSTEM 

DMKCKT916E ERROR ALLOCATING SECCI FILE BUEEERS 
DMKCKV916E ERROR ALLOCATING SPOOL FILE BUFFERS 

DMKDDR720E ERROR IN routine 
DMKDIE764E ERROR IN routine 

DMKCFS052E ERROR IN CP DIRECTORY 
DMKLNK052E ERROR IN CP DIRECTORY 
DMKLOG052E ERROR IN CP DIRECTOBY 

DMKNMT249E ERROR LOADING IMAG imag 

DMKMON220I ERROR ON MONITOR TAPE, MONITOR STOPPED BY SYSTEM 

DMKIOG553I ERROR RECORDING AREA CLEARED; USER 'userid' 
DMKIOG551E ERROR RECORDING AREA FULL; RUN CPEREF. 
DMKIOF550E ERROR RECORDING AREA 90 PERCENT FULL; RUN CPEREP 

DMKNMT254E ERROR SAVING imag3800 - RC = (re) 
| DMKICH560W ERRORS ON SRF CUU : FRAMES NOT ON ERROR CYLINDERS 

DMKCPI923I FAILING STORAGE FRAME AT LOCATION raddr 
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DMKCPV923I FAILING STORAGE FBAHE AT LOCATION radar 

DMKLD0923I FAILING STOBAGE FBAMI AT LOCATION raaflr 

DMKSAV352W FATAL DASD I/O ERROB 

DMKFMT735E FATAL DASD I/O ERBOB 

DMKUDBU75I FATAL I/O EEROB TRYING TO BEAD DIRECTOR! 

DHKRND852I FATAL I/O ERROR WBITIKG DUMP 

DMKCSC2H6E FCB HISSING OR INVALID 

DMKCSF2«6E FCB MISSING OR INVALID 

DMKCSU246E FCB MISSING OR INVALID 

DMKFMT739E FLAGGED PRIMARY TRACK HAS NO ALTERNATE ASSIGNED; 10 ERROR FOLLOWS 

DMKDDB727E FLAGGED TRK XXXXXXXXXX HAS NO PROPER ALTERNATE; SKIPPING THIS TRK 

DMKCSC2H3E FLASH MISSING OR INVALID 

DMKCSP243E FLASH MISSING OR INVALID 

DMKCSU243E FLASH MISSING CB INVALID 

DMKCSE029E FNAME FTYPE MISSING OR INVALID 

DMKCSD029E FNAME FTYPE MISSING CR INVALID 

DMKMCB227E FOR OPTION INVALID OTH AtJTODISK OFF 

DMKMCD228E FOR OPTION INVALID WITH MCNITCB ON 

DMKMCD226E FOB VALUE MIDNIGHT - COMMAND INVALID 

DMKI0G552I FORMATTING ERBOB BECCBEING ABEA 

DMKQVM801E FBEE STOBAGE PAGE IS NOT AVAILAELE 

DMKDDB729I FULL TRACK READ FEATURE NCT AVAILABLE 

DMKGBF531I GEAF 'aaar« CNTRL CHICK CMD^'cm' SNS=«sense« USERID= »useria' 

DMKGRF532I GBAF «aaar' OP CHECK CnD^cm' SNS='sense» USERID=» useria* 

DMKGRF530I GEAF »aaar» UNIT SPEC CMO^cm' SNS='sense» USERID^useria' 

DMKCDB160E HEXLOC hexloc EXCEEDS STOBAGE 

DMKCDM160E HEXLOC hexloc EXCEEDS STORAGE 

DMKCDS160E HEXLOC hexloc EXCEEDS STOpAGE 

DMKCFD160E HEXLOC hexloc EXCEEDS STOBAGE 

DMKCPV160E HEXLOC hexloc EXCEEDS STOBAGE 

DMKNES160E HEXLOC hexloc EXCEEDS STOBAGE 

DMKNET160E HEXLOC hexloc EXCEEES STOBAGE 

DMKVMD160E HEXLOC hexloc EXCEEDS STOBAGE 

DMKCDS16UE HEXLOC hexloc NON-ADEBESSAELE STOBAGE 

DMKCFD164E HEXLOC hexloc NON-ADEBESSABLE STORAGE 

DMKCFP16UE HEXLOC hexloc NON-ADEBESSAELE STOBAGE 

DMKCDM033E HEXLOC MISSING OR INVALID 

DMKCDS033E HEXLOC MISSING OB INVALID 

DMKCPV033E HEXLOC MISSING OB INVALID 

DMKNET033E HEXLOC MISSING OB INVALID 

DMKVMD033E HEXLOC MISSING OB INVALID 

DMKFMT736E I/O ERROR cuu {CCHHB=cchhr | BLCCK=nnnnnn} SENSE* 1 sense' 

DMKDDB705E I/O ERROR cuu CSW-'csw' SENSE=» sense* INPDT= {• bbcchh • 1 »nnnnnn»} OUTPUT*' bbcchh' 

CCW= , ccw' 

DMKDIB755E I/O ERROR cuu CSW='csv» SENSE=' sense' 

DMKVER575I I/O ERROR ADD=raaar, USEBID= useria 

DMKAC0425E I/O ERROR DURING ACCOUNTING 

DMKCFS086E I/O ERROR ON DASD 

DMKTRR302E I/O ERROR ON OOC - XXXXXXXXXX 

DMKRGA705I I/O ERROR RESID=resource ia STATUS=statUS LINE=aaar 

DMKCS0244E IMAGE LIBRARY MISSING OR INVALID 

DMKCSB036E INDEX MISSING OB INVALID 

i DMKCPJ966I INITIALIZATION COMPLETE 
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DMKDDB724E INPUT TAPE CONTAINS A CP NtJCLEOS DUMB 
DMKDDB700E INPUT UNIT IS NOT A CPVCL 

DMKGPI131E INSUFFICIENT FBEE STOBAGE AVAILABLE FOB {ATTACH | LOGON} BEQUEST 
DMKLOG131E INSUFFICIENT FBEE STOBAGE AVAILABLE FOB {ATTACH | LOGON) BEQUEST 
DMKVDE131E INSUFFICIENT FBEE STOBAGE AVAILABLE FOB ATTACH BEQUEST 
| DMKDIA017E INSUFFICIENT SCBEEN SPACE - CI'EAB SCBEEN AND BEDIAL 
DMKCPI955W INSUFFICIENT STOBAGE JCB VM/SP 
DMKNMT256E INSUFFICIENT VIBTUAL STOBAGE 

| DMKCPT602E INTEBFACE CONTBOI CHECK D1V xxx; USBB 'userid* 
DMKCCB602I INTEBFACE CONTBOL CHECK DEV x*x; USEB 'userid' 

DMKDID54 6I INTEBBUPT PENDING FOB {DEVICE |CCNTBOL UNIT} CCU LAST CSW ac/ck USEB id 
| DMKCFH436E INTEBBUPT PENDING. 10 PEOCEED, TYPE YES. TO END, TYPE NO. 



DMKCFO006E 


INVALID 


DEVICE 


TYPE 


- 


addr 


DMKCFS006E 


INVALID 


DEVICE 


TYPE 


- 


aadr 


DMKCFT006E 


INVALID 


DEVICE 


TYPE 


- 


aadr 


DMKCPE006E 


INVALID 


DEVICE 


TYPE 


- 


addr 


DMKCPV006E 


INVALID 


DEVICE 


TYPE 


- 


aadr 


DI1KCQP006E 


INVALID 


DEVICE 


TYPE 


- 


aadr 


DMKCSE006E 


INVALID 


DEVICE 


TYPE 


- 


addr 


DMKCSO006E 


INVALID 


DEVICE 


TYPE 


- 


addr 


DBKCSP006E 


INVALID 


DEVICE 


TYPE 


- 


addr 


DHKCST006E 


INVALID 


DEVICE 


TYPE 


- 


addr 


DMKCSU006E 


INVALID 


DEVICE 


TYPE 


- 


addr 


| DMKDIE006E 


INVALID 


DEVICE 


TYPE 


- 


addr 


DMKMCC006E 


INVALID 


DEVICE 


TYPE 


- 


addr 


DMKNEA006E 


INVALID 


DEVICE 


TYPE 


- 


addr 


DMKNES006E 


INVALID 


DEVICE 


TYPE 


- 


addr 


DMKNET006E 


INVALID 


DEVICE 


TYPE 


- 


addr 


DMKNLD006E 


INVALID 


DEVICE 


TYPE 


- 


addr 


DMKNLE006E 


INVALID 


DEVICE 


TYPE 


- 


addr 


DMKSPT006E 


INVALID 


DEVICE 


TYPE 


- 


addr 


DMKVDD006E 


INVALID 


DEVICE 


TYPE 


- 


addr 


DMKVDE006E 


INVALID 


DEVICE 


TYPE 


- 


addr 


DMKDIA011E 


INVALID 


DEVICE 


TYPE 


- 


userid vaddr 


| DMKDIE011E 


INVALID 


DEVICE 


TYPE 


- 


userid vaaar 



DHKCDS162E INVALID ECB X - hexaata 

DHKCDS162W INVALID ECB X - hexdata 

DMKDDE719E INVALID FILE NAME OB EILE NCT FCUND 

DMKDIB763E INVALID FILENAME OB FILE NOT FOUND 

DMKCDS005E INVALID HEXDATA - hexaata 

DMKCPE005E INVALID HEXDATA - hexdata 

DMKTBP005E INVALID HEXDATA - hexaata 

DMKTBB005E INVALID HEXDATA - hexaata 



DMKCDB004E 
DMKCDM004E 
DMKCFC004E 
DMKCFD004E 
DMKCPVOOUE 
DHKNES004E 
DMKNETOO«E 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



HEXLOC 
HEXLOC 
HEXLOC 
HEXLOC 
HEXLOC 
HEXLOC 
HEXLOC 



hexloc 
hexloc 
hexloc 
hexloc 
hexloc 
hexloc 
hexloc 



DMKCDS004E INVALID HEXLOC -operand 

DMKDDB708E INVALID INPUT OB OUTPUT DEFINITION 

DMKMNI225E INVALID MONITOB USEBIB SPECIIIED, MON NOT ENABLED 



DMKFMT737E 
DBKCFC002E 
DMKCFG002E 
DHKCFT002E 
DMKCFN002E 
DMKCQS002E 
DMKDDB7Q1E 
DMKDIE751E 
DMKMCC002E 
DMKMCD002E 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



OPEBAND 
OPEBAND 
OPEBAND 
OPEBAND 
OPEBAND 
OPEBAND 
OPEBAND 
OPEBAND 
OPEBAND 
OPEBAND 



o per and 
operand 
operand 
operand 
operand 
operand 
operand 
operand 
Operand 
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DMKMNI002E 


INVALID 


OPEEANE • 


- operand 


DMKNEA002E 


INVALID 


OPEBANE ■ 


- operand 


DMKNES002E 


INVALID 


OPEBAND ■ 


- operand 


DMKNET002E 


INVALID 


OPEEAND 


- operand 


DMKNLE002E 


INVALID 


OPEBANE • 


- operand 


DMKSPT002E 


INVALID 


OPEBANE • 


- operand 


DMKTHI002E 


INVALID 


OPEBAND • 


- operand 


DMKTBA002E 


INVALID 


OPEBANE 


- operand 


DMKTEP002E 


INVALID 


OPEBANE • 


- operand 


DMKTBB002E 


INVALID 


OPEBANE 


- operand 


DMKCDE003E 


INVALID 


OPTION - 


option 


DMKCDM003E 


INVALID 


OPTION - 


option 


DMKCFG003E 


INVALID 


OPTION - 


option 


DMKCF0003E 


INVALID 


OPTION - 


option 


DMKCFS003E 


INVALID 


OPTION - 


option 


DMKCPT003E 


INVALID 


OPTION - 


option 


DMKCPV003E 


INVALID 


OPTION - 


option 


DMKCQP003E 


INVALID 


OPTION - 


option 


DMKCQB003E 


INVALID 


OPTION - 


option 


DMKCSB003E 


INVALID 


OPTION - 


option 


DMKCSC003E 


INVALID 


OPTION - 


option 


DMKCSP003E 


INVALID 


OPTION - 


option 


DMKCST003E 


INVALID 


OPTION - 


option 


DMKCSU003E 


INVALID 


OPTION - 


option 


DMKDEF003E 


INVALID 


OPTION - 


option 


DMKLCG003E 


INVALID 


OPTION - 


option 


DMKMCC003E 


INVALID 


OPTION - 


option 


DMKMCI003E 


INVALID 


OPTION - 


option 


DMKMSG003E 


INVALID 


OPTION - 


option 


DMKNET003E 


INVALID 


OPTION - 


option 


DMKNLE003E 


INVALID 


OPTION - 


option 


DMKSPT003E 


INVALID 


OPTION ' 


option 


DMKTHI003E 


INVALID 


OPTION - 


option 


DMKTBA003E 


INVALID 


OPTION - 


option 


DMKOSC003E 


INVALID 


OPTION - 


option 


DHKVDE003E 


INVALID 


OPTION - 


option 



DMKCPV204E INVALID PAGE (S) SPECIFIED, V=B ABEA 

DHKBND863E INVALID PABAMETEB - parameter 

DMKCDS012E INVALID PSW - psw 

DMKCPE012E INVALID PSW - psw 



DMKCEB009E 


INVALID 


BANGE 


- 


range 


DMKCDM009E 


INVALID 


EANGE 


- 


range 


DMKCPV009E 


INVALID 


BANGE 


- 


range 


DHKDEI009E 


INVALID 


BANGE 


- 


range 


DMKNES009E 


INVALID 


BANGE 


- 


range 


DMKNET009E 


INVALID 


BANGE 


- 


range 


DMKVHD009E 


INVALID 


BANGE 


- 


range 



DMKCDE010E INVALID BEGISTEB - register 
DHKCDS010E INVALID BEGISTEB - register 

DHKVDA077E INVALID BEQUEST FOB DEVICE 'nnn« 

DMKSPT008E INVALID SPOOLID - spoolid 
DMKCSD008E INVALID SPOOLID - spoolid 
DMKTBB008E INVALID SPOOLID - spoolid 

DHKCPV007E INVALID OSEBID - userid 
DHKCSP007E INVALID DSEBID - userid 
DMKCSO007E INVALID DSEBID - userid 

DHKVMI233E IPL OVEBLAY EBBOB 

DMKVHI234E IPL SENSE EBBOB 

DHKVMI230E IPL SIO EBBOB 

DHKVMI231E IPL TIO EBBOB 

DMKVHI232E IPL ONIT EBBOB; CSN csv SNS sense 

| DHKCP0198W LAST PATH TO EIVICE raddr ON PBCCESSOB nn 
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DMKMCD22«E LIMIT HOST BE EETUEEN 10 and 50000 

| DMKCNS455I LINE 'addr« NCT OPERATIONAL; text 
| DHKBGAa55l LINE 'addr' NOT OPERATIONAL; text 

DMKCPT049E LINE addr IN OSE 

DMKCPT049E LINE addr IN OSE 

DMKNES049E LINE addr IN OSE 

DMKNET049E LINE addr IN OSE 

DMKNES706E LINE addr NOT ENAELEE 

DMKDIA056E LINE vaddr BOSY ON userid 

DMKDIA055E LINE (S) NOT AVAILAEIE CN userid 

DHKLNK115E LINK INVALID; EXCESSIVE INCORRECT PASSWORDS 

DMKDDE715E LOCATION bbcchh IS A ILAGGED TRACK 

DMKCFO041E LOGHSG nn DOES NCT EXIST 

DMKMCH615I MACHINE CHECK EECOEDING FAIIOEE cpuid 

DMKDDE707E MACHINE CHECK EON SEBEP AND SAVE OOTEOT FOB CE 
DMKFMT732E MACHINE CHECK BON SEBEP AND SAVE OOTPOT FOE CE 
DMKDIB757E MACHINE CHECK BON SEEEP AND SAVE OOTEOT FOB CE 



DMKMCT621I MACHINE CHECK 

DMKMCT620I MACHINE CHECK 

DMKMCH617I MACHINE CHECK 

DMKMCH6HH MACHINE CHECK 

DMKHCH624I MACHINE CHECK 

DMKACB622W MACHINE CHECK 

DMKMCH622W MACHINE CHECK 

DMKMCH619I MACHINE CHECK 

DMKMCT619I MACHINE CHECK 

DMKMCH609W MACHINE CHECK 

DMKMCH610W MACHINE CHECK 

DMKMCT610W MACHINE CHECK 

DMKMCH611W MACHINE CHECK 

DMKMCT611W MACHINE CHECK 

DMKHCH612W MACHINE CHECK 

DMKMCT612W MACHINE CHECK 

DMKMCH616I MACHINE CHECK 

DMKMCT616I MACHINE CHECK 



AEFINITY SET OFF 

ATTACHED PBOCESSCB NOT EEING OSED 

EOIFEB OB DLAT DAMAGE cpuid 

DAMAGED PAGE NOW DELETED cpuid 

EXTEBNAL DAMAGE 

BOITIPIE CHANNEL EBBOBS 

MOLTIPLE CHANNEL EBBOBS 

OPEBATICN TERMINATED cpuid 

OPEBATION TEBMINATED cpuid 

PBOCESSCB CCHTIOLLEB DAMAGE cpuid 

SOPEBVISOB DAMAGE cpuid 

SOPEBVISOB DAMAGE cpuid 

SYSTEM INTEGBITY LOST cpuid 

SYSTEM INTEGBITY LOST cpuid 

TIMING FACILITIES DAMAGE; BON SEBEP cpuid 

TIMING FACILITIES DAMAGE; BON SEBEP cpuid 

OSEB userid TEBMINATED cpuid 

OSES userid TEEMINATED cpuid 



DMKSSS074E MISSING INTERRUPT 



DEVICE 'radar' 



DMKCSP253E MODIFY MISSING OB INVALID 

DMKCS0253E MODIFY MISSING OB INVALID 

DMKMCC215E MONITOB ACTIVE; DASTAP CANNOT BE ENABLED DYNAMICALLY 

DMKMCC213E MONITOB CPTBACE IS ALBEADY ACTIVE 

DMKMCD211E MONITOB CPTBACE IS NOT ACTIVE 

DMKMCD218E MONITOB NOT STOPPED, COTSTAKDIKG I/O 

DMKMIA229E MONITOB OOT OF DASD PAGES, IS SHOTTING OFF 

DMKMCC211E MONITOB TAPE IS ALREADY ACTIVE 

DMKMCD212E MONITOB TAPE IS NOT ACTIVE 

DMKMCC217E MONITOB TAPE NCT STABTED, NO CLASS ENABLED 

DMKMCC221E MONITOB TO SPOOL IS ALBEADY ACTIVE 

DMKCFV082E HOBE THAN ONE VMSAVE AREA ALLOCATED; MOST SPECIFY ABEA NAME 

DMKLCG082E MOBE THAN ONE VMSAVE ABEA ALLOCATED, MOST SPECIFY AREA NAME 

DMKIOH561W MOBE THAN 50 MCH CE CCH FRAMES WEBE BEAD FBOM SRF CUU 

DMKDDR726E MOVING DATA INTO THE ALTERNATE TRACK CYLINDER (S) IS PROHIBITED 

DMKSSS078I MSS MOONT PROCEEDING ECR VCLOME «volid» 

DMKCP0812E MSSF RESPONSE CODE TO VABY CP {ON|OFF} IS nnnn 

DMKCFS190I NO AFFINITY SPECIFIED IN DIBECTOBY 

DMKRHD853I NO DOMP FILES EXIST 
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DMKCFV080E NO PBEALLOCATED VMSAVE ABEA 
DMKLCG080E NO PEEALLOCATED VMSAVE ABEA 
DMKDDB723E NO VALID CP NDCLEDS CM THE INPUT UNIT 

DMKDDE716B NO VOL1 LABEL FOUND [FOB volser] DO YOU WISH TO CONTINUE? BESPOND YES OR NO OE EEBEAD: 
DMKWBM920I NC WABM STABT DATA; CKPT STABT FOB BETBY 
| DMKCPI968I NO WARMSTABT, PBEVIODS DATA STILL VALID 

| DMKCS04U1E NOT ACCEPTED. PBEVICUS BACKSPACE STILL BEING PBOCESSED 

DMKDIE760E NOT ENOUGH SPACE ALLOCATED FOB DIBECTCBY 

DMKDDE712E NUBBEB OF EXTENTS EXCEEDS 20 

DMKTEP309E OPERAND IGNOBED SELECT TABLE FULL 

DMKDDE703E OPEEAND MISSING 
DMKDIE753E OPEEAND MISSING 



DMKCDB026E 
DMKCDS026E 
DMKCFC026E 
DMKCFD026E 
DMKCFG026E 
DMKCFH026E 
DMKCFO026E 
DMKCFS026E 
DMKCFT026E 
DMKCFW026E 
DMKCPE026E 
DMKCPT026E 
DMKCPV026E 
DMKCQB026E 
DMKCQY026E 
DMKCSE026E 
DMKCSP026E 
DMKCST026E 
DMKCSD026E 
DMKDEF026E 
| DMKDEH026E 
DMKDEI026E 
DMKMCC026E 
DMKMCD026E 
DMKMCI026E 
DMKNEA026E 
DMKNES026E 
DMKNET026E 
DMOLD026E 
DMKSPM026E 
DMKSPS026E 
DMKSPS026E 
DMKTHI026E 
DMKTBA026E 
DMKTBP026E 
DMKTBE026E 



OPEEAND 
OPERAND 
OPEEAND 
OPEEAND 
OPEEAND 
OPERAND 
OPEEAND 
OPEEAND 
OPERAND 
OPEEAND 
OPEEAND 
OPEEAND 
OPEEAND 
OPEEAND 
OPEEAND 
OPEEAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPEEAND 
OPEEAND 
OPEEAND 
OPEEAND 
OPEEAND 
OPEEAND 
OPEEAND 
OPEEAND 
OPEEAND 
OPEEAND 
OPEEAND 
OPEEAND 
OPEEAND 



MISSING OB 
MISSING OB 
MISSING CB 
MISSING OB 
MISSING CB 
MISSING OE 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING CB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING CB 
MISSING OR 
MISSING OE 
MISSING OE 
MISSING CB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING CB 
MISSING OE 
MISSING OB 
MISSING OE 
MISSING CB 
MISSING OB 
MISSING OE 
MISSING OE 
MISSING OE 
MISSING OB 
MISSING CB 
MISSING OB 
MISSING CB 
MISSING OE 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



DMKCPI950A OPEBATOB NOT LOGGED CN; EXPLICIT LOGCN BEQUIBED 

DMKDDB725B OEIGINAL INPUT DEVICE WAS (IS) LABGEB THAN OUTPUT DEVICE. DO YOU WISH TO CONTINUE? 
RESPOND YES OE NC: 

DMKDDE718E OUTPUT UNIT IS FILE PBOTECTED 

DMKDDE722E OUTPUT UNIT NOT EBCPEBLY FOBMATTED FOB THE CP NUCLEUS 

DMKDDB713E OVEELAPPING OE INVALID EXTENTS 

DMKFMT740E PACK MOUNTED IS 3340-35, NOT 3310-70. MOUNT ANOTHER OB BESPECIFY 

DMKCPV165I PAGE hexloc NOT LOCKED; SHABED PAGE 

DMKEND864I PAGE REFERENCED NOT AVAILAELE WHILE EDITING XXXXXXXX 

DMKCFH435E PAGING ERROR WRITING SAVED SYSTEM 
DMKCFP435E PAGING EBBOB WEITING SAVED SYSTEM 
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DMKSNC435E PAGING EEROE WBITING SAVEE SYSTEM 

DMKCFG174E PAGING I/O EREOE ; IPL FAILED 

DHKDDE038E PAEAMETEE parameter FOE option OPTION MISSING OE INVALID 

DMKVME038E PAEAMETEE parameter FOE option OPTION MISSING OE INVALID 

DMKCFG177E PAEM EXCEEDS 64 CHAEACTEES 

DMKLCG050E PASSWORD INCOERECT. REINITIATE LOGON PBOCEDUBE 
DMKCKS915E PEEMANENT I/O EBBCB CN CHECKPOINT AREA 
DMKCKV915E PEEMANENT I/O EEBOB ON CHECKPOINT ABEA 

DMKCPI96m PEOC XX INITIALIZED; PEOC yy INITIALIZED 

DMKCPU191E PEOCESSOR nn DOES NOT EXIST 
DMKCPU194I PROCESSOR nn OFFLINE 
DMKCPU193I PROCESSOR nn ONLINE 

DMKVDA039E PROCESSOR ADDRESS MISSING CE INVALID 
DMKVDE039E PEOCESSOR ADDRESS MISSING OB INVALID 

DMKDDR756E PROGRAM CHECK PSfl = psw 
DMKDIE756E PEOGRAM CHECK PSfl = ps* 
DMKFMT756E PROGRAM CHECK PSW = psw 

DMKRSE242E PET CUU (3800) INTEBVENTION BECQD, STATDS CODE cc 

DMKRSE2H0E PET cuu, FCB-FOBMS MISMATCH, IIIEID nnnn {HELD| PURGED} 

DMKTCS240E PRT CUU, FCB-FORMS MISMATCH, FILEID nnnn {HELD | PUBGED} 

DMKBSE252I PET cuu, FILE nnnn REQUEUEE AND HELD 

DMKRSE241E PET cuu, INVALID LOAD MODOLE mmmm SPECIFIED, FILE nnnn {HELD| PUEGED} 

DMKTCS2U1E PET cuu, INVALID LOAD MODDLE mmmm SPECIFIED, FILE nnnn {HELD| PDBGED} 

DMKBSE255I PET cuu, PAGE EDFFEE DESTBOYED, BACKDP PAGE COUNT = nnnn 

DMKNEA208E PET rid NOT ENAELEE 

| DMKTCT270E PET xxx, TOO MANY WCGM's NEEDED FOE 'CHABS', FILE nnnn HELD PDBGED 

DMKACC425A PDN CUU ACCOUNTING EATS; FATAL I/O EEBOB 



DMKCFD021E 


BADDB 


MISSING 


OR 


INVALID 


DMKCFC021E 


BADDR 


MISSING 


OR 


INVALID 


DMKCPT021E 


RADDR 


MISSING 


OR 


INVALID 


DMKCPU021E 


RADDR 


MISSING 


OB 


INVALID 


DMKCPV021E 


RADDR 


MISSING 


OR 


INVALID 


DMKCQP021E 


BADDR 


MISSING 


OR 


INVALID 


DMKCSE021E 


BADDB 


MISSING 


OR 


INVALID 


DMKCSO021E 


BADDR 


MISSING 


OB 


INVALID 


DMKDEI021E 


RADDR 


MISSING 


OR 


INVALID 


DMKMCC021E 


RADDR 


MISSING 


OE 


INVALID 


DMKMCE021E 


RADDR 


MISSING 


OR 


INVALID 


DMKNES021E 


RADDR 


MISSING 


OB 


INVALID 


DMKNET021E 


RADDR 


MISSING 


OB 


INVALID 


DMKNLD021E 


RADDR 


MISSING 


OB 


INVALID 


DMKNLE021E 


RADDR 


MISSING 


OB 


INVALID 


DMKSPT021E 


RADDR 


MISSING 


CB 


INVALID 



DMKVDE021E RADDR MISSING OR INVALID raddr 
DMKVDE021E RADDR MISSING OR INVALID raddr 

DMKRSE505A RDR 'addr' OVEEBUN CK CMD=«cm' SNS= , sense 1 CSW= , csw« USEBID= , userid' 

DMKBSP434A BDB raddr FATAL I/O EEBOB; FILE PUBGED 
DMKBSP431A EDB raddr ID CABD MISSING OE INVALID 
DMKBSP432A BDE raddr ID CAED; 'userid' NOT IN CP DIEECTOEY 
DMKESPU33A RDR raddr ID CARD; INVALID DATA - 'data' 

| DMKCSTU24E RDR FILE SPOOL EBBOB; FILE UNCHANGED 

DMKDDE714E BECOBD {bbcchh | nnnnnn} NOT FOUND ON TAPE 
DMKDDB721E RECORD {cchhr | nnnnnn} NOT FCDND 

DMKTEE301E EEQUESTED FILE IS NOT A CETBAP FILE 

DMKNMT257E RESIDUAL BYTE COUNT = nnnnnnnn (HEX) 
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DMKCFH300E SAVE BEQUEST BEYOND VIBTUAL MACHINE SIZE 

DMKCPI963I SECOND PEOCESSCB NOT CNIINE 

DHKUS0197E SECONDARY USEE IS NOT AVAILABLE 
DMKLCH196E SECONDARY USEE NCT IK CP DIEECTCBY 

DMKSNB068E SEND COMMAND FAILED - BECEIVEE {IS NOT DISCONNECTED! HAS NOT 
AUTHORIZED SENEEB|HAS NO VIBTUAI CONSGLE| CONSOLE 
INPUT WAITING | IS EXECUTING A CONSOLE FUNCTION} 

DMKCFV063E SHADOW TABLE BYPASS; NCT SET 
DMKVAT064E SHADOW TABLE BYPASS; RESET 

DMKCDS161E SHARED PAGE hexloc ALTEEED by userid 
DMKVMA161E SHARED PAGE hexloc ALTERED BY userid 
DMKATS181E SHARED SYSTEM name REPLACED WITH NON-SHARED COPY 

DMKSPM808I SINGLE PROCESSOR MOEE ACTIVE 
DMKSPM805E SINGLE PEOCESSCB MOEE CTF REJECTED 
DMKSPM804E SINGLE PROCESSOE MOEE ON REJECTED 

DMKDEF259E SIZE PARAMETER MISSING OR INVULIE 

DMKMCH613I SOFT MACHINE CHECK EECORDING DISABLED cpuid 

DMKNMT248E SPECIFIED IMAGE imag NCN-EXISTEKT 
DMKCFC188E SPECIFIED PBOCESSOB DNAVAILABLE 
DMKCFS188E SPECIFIED PEOCESSCB UNAVAILABLE 
DMKLCG188E SPECIFIED PBOCESSOB DNAVAILABLE 
DMKVCH188E SPECIFIED PBOCESSOB DNAVAILAELE 

DMKCKT438I SPOOL FILE ID LIMIT EXCEEDED 

DMKCQG012E SPOOLID nnnn DOES NCT EXIST 

DMKCST042E SPOOLID nnnn DOES NCI EXIST 

DMKCSU042E SPOOLID nnnn DOES NCT EXIST 

| DMKTBB042E SPOOLID nnnn DOES NOT EXIST [ CR IS HELD] 

DMKCQG027E SPOOLID MISSING CB INVALID 

DMKCST027E SPOOLID MISSING OR INVALID 

DMKCSU027E SPOOLID MISSING CB INVflLIE 

DMKTBB027E SPOOLID MISSING OB INVALID 

DMKIOH559W SRF CUU NOT ACCESSIELE; FEAMES NCT ON ERBOB CYLINDEBS 

DMKMCE223E STABT TIME MUST PBECEDE STOP TIME 

DMKDIB752E STATEMENT SEQUENCE EBBCB ICLLCWING USEE user 

DMKCPI957I STOB sssssK, NUC nnnK, DYN ddaddK, TEA tttK, FREE ffffK, V=R vvvvvK 

DMKDEF094E STORAGE EXCEEDS AILCWEB MAXIMDM 
| DMKDEH091E STOBAGE EXCEEDS ALLCWED MAXIMDM 

DMKDEF025E STOBAGE MISSING CB INVALID 
| DMKDEH025E STOBAGE MISSING OR INVALID 

DMKCDS163E STORE EXCEEDS MAXIMUM REGISTER 

| DMKMCC216E SYSPROF CLASS IS DEPENDENT ON SCHEDULE AND DASTAP 

DMKSAV353W SYSRES DEVICE TYPE INVALID 

DMKCKS400I SYSTEM {TEMP SPACE| CHECKPOINT AREA} FULL 
DMKPGTttOOl SYSTEM {TEMP SPACE| CHECKPOINT AREA} FULL 

DMKCKT401I SYSTEM {TEMP SPACE| CHECKPOINT AREA} 90 PERCENT FULL 
DMKCKV401I SYSTEM {TEMP SEACE| CHECKPOINT ABEA} 90 PEBCENT FULL 
DMKPGT401I SYSTEM {TEMP SPACE| CHECKPOINT ABEA} 90 PEBCENT FULL 

DMKCFG172E SYSTEM name DASD vaddr INCOMPATIBLE SYSBES 
DMKCFH172E SYSTEM name DASD vaddr INCOMPATIBLE SYSRES 
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DMKCFG04UE SYSTEM name DOES NOT EXIST 
DMKCFH044E SYSTEM name DOES HOI EXIS1 
DMKCFS044E SYSTEM name DOES NOT EXIST 
DMKNLE0U4E SYSTEM name DOES NOT EXIST 
DMKSNC044E SYSTEM name DOES NOT EXIST 

DMKSNC178E SYSTEM name EXCEEDS AVAILABLE DASD SPACE 

DMKCFG170E SYSTEM name EXCEEDS STCBAGE 
DMKCFH170E SYSTEM name EXCEEDS STORAGE 
DMKCFS170E SYSTEM name EXCEEDS STCBAGE 
DMKNLE170E SYSTEM name EXCEEDS STORAGE 

DMKCFG173E SYSTEM name BEQUIBES DASD Vaddr 
DMKCFH173E SYSTEM name REQUIRES DASD vaddr 

DMKCFG171E SYSTEM name VCLID volid NCT MOUNTED 

DMKCFB171E SYSTEM name VOLID vclid NCI MOUNTED 

DMKCFS171E SYSTEM name VCLID volid NCT MCDNTED 

DMKNLE171E SYSTEM name VOLID VClid NCI MOUNTED 

DMKSNC1715 SYSTEM name VCLID volid NCT MOUNTED 

DMKCFG179E SYSTEM name VOLID vclid NOT CE OWNED 

DMKCFB179E SYSTEM name VOIID volid NCT CP OWNED 

DMKCFE179E SYSTEM name VOLID volid NOT CE OWNED 

DMKCFS179E SYSTEM name VOLID volid NCT CE CWNED 

DMKSNC179E SYSTEM name VOLID volid NCT CE OWNED 

DMKCF0925I SYSTEM AUTO DUMP BEAILCCATED TO DASD raddr 
DMKDBD925I SYSTEM AUTO DUMP BEALLOCAIED TO DASD raddr 
DMKCF0925I SYSTEM AUTO DUMP BEAIICCATED TO DASD raddr 

DMKDME909W SYSTEM DUMP DEVICE NOT-BEADY 
DMKDMP907W SYSTEM DUMP FAIIUBE; FATAL I/C EEBOB 
DMKDMP906W SYSTEM DUMP FAILUBE; MACHINE CHECK, BUN SEBEP 
DMKDMP905W SYSTEM DUMP FAILUBE; EBOGBAH CHECK 
| DMKDMP918I SYSTEM DUMP FAILUBE; STATUS NCT STOKED FOB NON-ABENDING PBOCESSOB 

DMKDMP908I SYSTEM FAILUBE; CODE - code 

DMKCPI971I SYSTEM IS [ UP | AP | MP ] GENEBATED 
l DMKCLK437E SYSTEM PAGING SPACE NCT AVAILABLE, IPI TEBMlNATED 

DMKCKP900W SYSTEM BECOVEBY FAIIUBE; EBOGBAH CHECK 

DMKCKP901W SYSTEM RECOVERY FAILUBE; MACHINE CHECK, RUN SEREP 

DMKCKP902W SYSTEM BECOVEBY FAIIUBE; FATAI I/O EEBOB- {NUCL ABEA|WABM ABEA} 

DMKCKT903W SYSTEM BECOVEBY FAILUBE; VOLID 'VOlid' ALLOCATION EBBOR 

{CYLINDER= » cylinder ' |PAGE=» page'} 

DMKWRM904W SYSTEM RECOVERY FAIIUBE; INVAIlD WABM STABT DATA 

DMKCKT912W SYSTEM BECOVEBY FAILUBE; VOIIB 'volia' NOT MOUNTED 

DMKCKV912W SYSTEM RECOVERY FAIIUBE; VCLIE 'VOlid' NOT MOUNTED 

DMKWBM912W SYSTEM BECOVERY FAILURE; VOLID 'volid* NOT MOUNTED 

DMKWRM921W SYSTEM RECOVERY FAIIUBE; UNBECOVEBABLE I/O EBBOB 

DMKCKP922W SYSTEM BECOVERY FAILUBE; INVALID SPOOLING DATA 

DMKCKP910W SYSTEM RECOVERY FAIIURE: INVALID WABM START ABEA 

DMKCKE911W SYSTEM BECOVEBY FAILURE: WABM STABT ABEA FULL 

DMKCKP961W SYSTEM SHUTDOWN COMPLETE 
DMKCPI961W SYSTEM SHUTDOWN COMPLETE 

DMKCKP960I SYSTEM WABM STABT DATA SAVED 

DMKTAP511I TAPE 'addr' COMPAT CK CMD='cm' SNS='sense» CSW='csV USERID=' userid 

DMKTAP523I TAPE 'addr' CONTROL CK CME='cai' SNS=*sense« CSH='csV USERID- 'userid' 

DMKTAP510I TAPE 'addr' CONVERT CK CME*'cm» SNS*='sense» CSW='csw« USEBID='userid« 

DMKTAP526I TAPE 'addr' DSE FAILED CMD='cm» SNS='sense' CSW=»CSW' USEBID='Userid' 

DMKTAP522I TAPE 'addr' EBASE CK CMD=«cm» SNS=»sense» CSW='csw' USERID=» userid' 

DMKTAP512I TAPE 'addr' LOAD POINT CMD='cm' SNS='sense« CSW='CSW« USERID-'userid' 

DMKTAP519I TAPE 'addr' PE BURST CMD='cm» SNS='sense» CSW='csW DSEEID=' userid' 

DMKSPS014E TAPE raddr DUMP TAPE CAPACITY EXCEEDED 
| DMKSPS037E TAPE raddr INVALID FOR SPTAPE COMMAND 
DMKRNB851I TEN DUMP FILES ALBEADY EXIST 
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DMKGBF457E 

DMKVDA076E 

DMKMCD222E 

DMKCFS187E 

DMKCLK970W 

DMKTBA180W 

DMKCPI914I 

DHKTHB305I 

DMKVDE134E 
DMKVDA135E 
DMKVDD135E 



TEBMINAL SCBNSAVE UNSUCCESSFUI 

THE 'VOlid« PABAMETEB IS INVALID 

TIME PABAMETEB SPEClflES INVAIIB TIME 

TIMEB ASSIST MOT AVAILABLE 

TOD CLOCK SYNC CHECK BECEIVED 

TBACE NOT IN EFFECT 

TBACE TABLE IS SMALIEB THAN BEQUESTEB 

TBAPBED SELECTIVITY BESET 

TYPE vaddr NOT ATTACHEE; CHAN X DEDICATED 
TYPE vaddr NOT DETACHED; CHAN x DEDICATED 
TYPE vaddr NOT DETACBEE; CHAN X DEDICATED 



DMKFMT734E TYPE OB {CYL|PAG} INVALID 



DMKCFC953I 
DMKCPI953I 



UNABLE TO ALLOCATE SISTEM AUTO DUMP 
UNABLE TO ALLOCATE SYSTEM AUTC DUHP 



DMKBND850I UNABLE TO BEAD DUHP EBOM BEADEB 

DMKIOG558I UNBECOVEBABLE I/C EBBCB; EBBOB BECOBDING DISABLED 

DMKQCN150A USEE userid HAS ISSUED A {CB|VM} BEAD 
| DMKCPJ229I USES OF MONITOB DOES NCT EXIST 

DMKLNK117E USEBID userid NOT LIMKED; VOIID volid CONFLICT 
DMKLNK119E USEBID vaddr NOT LIHKED; INSUFFICIENT FEES STOBAGE 
DHKLNK116E USEBID XXX NOT LINKED; CP EIBECTOBY IN USE 



DHKCF0020E 
DHKCPV020E 
DMKCC.G020E 
DHKCQP020E 
DMKCQB020E 
DMKCQY020E 
DMKCSP020E 
DMKCSU020E 
DHKDIA020E 
| DMKDIB020E 
DMKLNK020E 
DMKLOG020E 
DMKMSG020E 
DHKNEA020E 
DHKQVM020E 
DMKSND020E 
DMKTBP020E 
DHKUSO020E 
DMKVDD020E 
DMKVDE020E 
DMKVHD020E 



USEBID 
USEBID 
USEBID 
USEBID 
USEBID 
USEBID 
USEBID 
USEBID 
USEBID 
USEBID 
USEBID 
USEBID 
USEBID 
USEBID 
USEBID 
USEBID 
USEBID 
USEBID 
USEBID 
USEBID 
USEBID 



HISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 
MISSING OB 



IHVALID 
IHVALID 
INVALID 
IHVALID 
INVALID 
ISVAIID 
INVALID 
INVALID 
INVALID 
IHVALID 
INVALID 
IHVALID 
IHVALID 
IHVALID 
INVALID 
IHVALID 
INVALID 
INVALID 
INVALID 
IHVALID 
INVALID 



DMKJBL145I USEBID: userid AT tern-radar WITH INVALID {LI NK| LOGON) PASS HOED NO. xxx 
(pswd) HAS VIOLATED THE LIMIT OF yyy { , A«auseria } 

DMKCFG203E V=B ABEA BEQUIBES IPL BY DEVICE ADDBESS 
DMKCPV203E V=B ABEA BEQUIBES IP! EY DEVICE ADDBESS 



DMKCFB022E 


VADDB 


MISSING 


OB 


INVALID 


DMKCFG022E 


VADDB 


MISSING 


OB 


Invalid 


DMKCPE022E 


VADDB 


MISSING 


OB 


INVALID 


DMKCQG022E 


VADDB 


MISSING 


OB 


INVALID 


DMKCQP022E 


VADDE 


MISSING 


OB 


INVALID 


DMKCSB022E 


VADDB 


MISSING 


OB 


INVALID 


DMKCSP022E 


VADDB 


MISSING 


OB 


INVALID 


DMKCST022E 


VADDB 


MISSING 


CB 


INVALID 


DMKDEF022E 


VADDB 


MISSING 


OB 


INVALID 
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DHKDIA022E VADDR HISSING OR INVALID 

| DHKDIB022E VADDR MISSING OB INVAIID 

DHKLNK022E VADDR HISSING OB INVAIID 

DHKVDD022B VADDB HISSING OB INVAIID vaddr 
DHKVDE022E VADDB HISSING OB INVAIID vaddr 
DHKVHI022E VADDB HISSING OB INVAIID 

DHKCPT192E VABT PBOCESSOB COHHANE FA1LEE 
DHKCPU192E VARY PBOCESSOB CCHHANE FAIIEE 

DMKCPV176E VIBT=REAL ABEA IN USE EY userid 

DHKBLD200E VIRT=REAL ABEA NOT AVAILAEIE; IN USE EY {userid | SYSTEH} 

DHKBLE201E VIRT=REAL ABEA NOT AVAILAEIE; DAHAGED PAGES 

DHKBID202E VIRT=REAL ABEA NOT AVAILAEIE; INSUFFICIENT STOBAGE 

DHKCPV202E VIBT=BEAL ABEA NOT AVAILABLE; INSUFFICIENT STOBAGE 

DHKCFS183E VH ASSIST NOT ACTIVE 

DHKCFOl8aE VH ASSIST NOT AVAILAELE [ CN PBOCESSOB proc addr ] 

DHKCFS184E VH ASSIST NOT AVAIIAEIE 

| DHKVMD1U6I VHDOHP FAILED, SPOOLING EBBOB 

| DMKL0G081H VHSAVE AREA ALBEAEY IN USE, MOST USE SET COHMAND 
DHKCFG083E VHSAVE ABEA DOES NOT CONTAIN A VALID SAVED SYSTEM 

DMKVDE023E VOIID HISSING OB INVAIID 

DMKFHT733E VOLID READ IS volidl NOT volid2 

DMKDIB761E VOLID BEAD IS vOlidl NOT VOlia2 (ON cua) 

DMKDDB711R VOLID READ IS volid2 [NOT volidl] DO YOD NISH TO CONTINUE? RESPOND YES NO OR REREAD: 

DHKDDR709E WRONG INPUT TAPE MOUNTED 

DMKTRB303E OOC READER FILE NCT ICCATAELE 

DHKCF0255W 370E FEATURE NOW DISAELED 

DMKCFS251E 370E IS NOT ACTIVE 
DHKLOG251E 370E IS NOT ACTIVE 

DHKCFO250E 370E IS NOT AVAILAEIE (CN EBOC xx) 
DHKCFS250E 370E IS NOT AVAILABLE (ON PBOC XX) 
DHKLOG250E 370E IS NOT AVAILABIE (CN PBOC XX) 

DHKNHT247I 3800 NAMED SYSTEH imag3800 CREATED 
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DMS 



CMS Message Summary 



DMSABX075E 


[ DEVICE ] devicename {INVALID | IILEGAI} 


FCR 


[INPOTJ OOTPUT} 




DMSASM075E j 


[DEVICE] devicename {I 


NVAIIDIILIEGAL} 


FOB 


: INP0T| OUTPUT} 




DMSICF075E | 


[DEVICE] devicename {I 


NVALIDI ILLEGAL} 


FCR 


[INPOTIOUTPUT} 




DMSMVE075E 


; DEVICE] devicename {I 


NVALIDI ILLEGAL) 


FCB 


[INPOTI OUTPUT} 




DMSACC002E [ 


INPOTI OVEBLAY 


] {FIIE[ 


(S) 


]|EATfl 


SET} [ 


•fn [ 


ft [ 


fm]] 


' ] NOT 


FOUND 


DMSAMS002E 1 


'INPDTI OVERLAY" 


{FILE[ 


(S) 


]|DATA 


SET} [ 


•fn | 


ft 


: fm]] 


• ] NOT 


FODND 


DMSABN002E 


"INPOT| OVERLAY 


| {FIIE[ 


(S) 


]|EATA 


SET} [ 


•fn j 


ft 


"fm]] 


« ] NOT 


FOUND 


DMSABX002E j 


" INPUT | OVERLAY 


{FILE[ 


(SI 


]|DATA 


SET} [ 


•fn | 


ft 


'fm]] 


• ] NOT 


FOUND 


DMSASM002E 


[INPDTI OVERLAY 


| {FILE[ 


(S) 


]|DATA 


SET} [ 


•fn ] 


ft 


"fm]] 


• ] NOT 


FOUND 


DMSCMP002E | 


: INPDTI OVERLAY 


1 {'nut 


(S) 


]|EATA 


SET} [ 


'fn | 


ft 


'fm]] 


• ] NOT 


FOUND 


DMSCPY002E 


"INPOTI OVERLAY 


{FILE[ 


(S) 


]|DATA 


SET} [ 


•fn | 


ft 


[fm]] 


• ] NOT 


FODND 


DMSDSK002E 


[INPDTI OVERLAY" 


{FILE[ 


(S) 


]| DATA 


SET} [ 


•fn | 


ft 


" f m ] ] 


' ] NOT 


FOUND 


DMSDSL002E | 


INPOTI OVERLAY 


{FIIE[ 


(S) 


]|EATA 


SET} [ 


•fn | 


ft 


: fm]] 


• ] NOT 


FOUND 


DMSEES002E 


"INPDTI OVERLAY 


{FILE[ 


(S) 


]|EATA 


SET} [ 


•fn | 


ft 


"£■]■] 


• ] NOT 


FOUND 


DMSEBV002E | 


INPDTI OVERLAY" 


{fiie[ 


(S) 


]|EATA 


SET} [ 


•fn | 


ft 


'fm]] 


' ] NOT 


FODND 


DMSGEN002E j 


INPUT! OVERLAY' 


{FILE£ 


(S) 


]|DATA 


SET} [ 


•fn ] 


ft 


"fm]] 


• ] NOT 


FOOND 


DMSICF002E 


"inpotioverlay" 


{FILE[ 


(S) 


]|DAIA 


SET} [ 


•fn | 


ft 


' f m ] ] 


• ] NOT 


FODND 


DMSIFC002E | 


INPUT| OVERLAY' 


{FIIE[ 


(S) 


]|EftTS 


SET} [ 


•fn | 


ft 


[fn>]] 


• ] NOT 


FOOND 


DMSIMA002E | 


" INPOTI OVEBLAY" 


{FILE[ 


(S) 


]|DATA 


SET} [ 


•fn | 


ft 


"f m ] ] 


» ] NOT 


FOOND 


DMSLBM002E | 


INPOTI OVERLAY : 


{EIIE[ 


(S) 


]|EATA 


SET} [ 


•fn | 


ft 


: fm]] 


• ] NOT 


FOOND 


DMSLBT002E | 


INPUT|OVERLAY : 


{FILE[ 


(S) 


]|DATA 


SET} [ 


'fn | 


ft 


"fm]] 


' ] NOT 


FOOND 


DMSLDS002E 


"INPOTIOVERLAY" 


{FILE[ 


(S) 


]|DATA 


SET} [ 


•fn | 


ft 


'fm]] 


• ] NOT 


FOOND 


DMSLIC002E | 


INPOTIOVERLAY" 


{EIIE[ 


(S) 


]|EATA 


SET} [ 


'fn | 


ft j 


fm]] 


• ] NOT 


FOOND 


DMSLKB002E ! 


"INPOTIOVERLAY' 


{FILE[ 


(S) 


]|DATA 


SET} [ 


•fn | 


ft | 


[fm]] 


• ] NOT 


FOOND 


DMSLST002E | 


INPOTIOVERLAY" 


{FIIE[ 


(S) 


] 1 LATA 


SET} [ 


•fn | 


fn 


"f m ] ] 


' ] NOT 


FOOND 


DMSMDE002E | 


INPOTIOVERLAY' 


{FILE[ 


(S) 


]|DATA 


SET} [ 


'fn | 


ft j 


"fm]] 


' ] NOT 


FOOND 


DHSMOE002E 


"INPOTIOVERLAY" 


{FILE[ 


(S) 


]|DA1A 


SET} [ 


•fn | 


ft ; 


: fm]] 


' ] NOT 


FOOND 


DMSMVE002E | 


INPOTIOVERLAY' 


{FIIE[ 


(S) 


]|EflT» 


SET} [ 


•fn | 


ft i 


"fm]] 


• ] NOT 


FOOND 


DMSNAM002E 


'INPOTIOVERLAY' 


{FILE[ 


(S) 


]|DATA 


SET} [ 


•fn [ 


ft ] 


fm]] 


' ] NOT 


FOOND 


DMSNCP002E | 


INPOTIOVERLAY' 


{FIIE[ 


(S) 


]|EATA 


SET} [ 


•fn | 


ft 


"fm]] 


» ] NOT 


FOUND 


DMSPOP002E j 


INPOTIOVERLAY" 


{FILE[ 


(S) 


]1 DATA 


SET} [ 


•fn | 


ft i 


[fm]] 


• ] NOT 


FOUND 


DMSPBE002E j 


"INPOTIOVERLAY" 


{FILE[ 


(S) 


]|DAIA 


SET} [ 


•fn | 


ft i 


[f m ] ] 


• ] NOT 


FOUND 


DMSPET002E | 


INPOTj OVERLAY [ 


{EIIE[ 


(S) 


]|EfiTA 


SET} £ 


•fn | 


ft , 


"f m] ] 


' ] NOT 


FOUND 


DMSPUN002E 


"INPOTI OVERLAY : 


{FILE[ 


(S) 


]|EA1A 


SET} £ 


•fn | 


ft 


: fm]] 


• ] NOT 


FOUND 


DMSBNM002E j 


INPOTIOVERLAY' 


{FIIE[ 


(S) 


] | LATA 


SET} £ 


'fn j 


ft i 


'fm]] 


• ] NOT 


FOUND 


DMSRUN002E | 


INPOTIOVERLAY' 


{FILE[ 


(S) 


]|DATA 


SET} £ 


'fn | 


ft | 


[fm]] 


' ] NOT 


FOOND 


DMSSLK002E | 


"INPUTIOVERLAY' 


{FILE[ 


(S) 


]|DA1A 


SET} £ 


•fn | 


ft 


f m ] ] 


• ] NOT 


FOOND 


DMSSPB002E | 


INPUTIOVERLAY' 


{FIIE[ 


(S) 


]|EATA 


SET} £ 


•fn | 


ft , 


: fm]] 


• ] NOT 


FOOND 


DMSSET002E | 


[INPOTIOVERLAY' 


{FILE[ 


(S) 


]|DATA 


SET} £ 


•fn | 


ft , 


'fm]] 


' ] NOT 


FOOND 


DMSSTT002E j 


INPOTIOVERLAY" 


{FIIE[ 


(S) 


]|EATA 


SET} £ 


•fn [ 


ft , 


'fm]] 


• ] NOT 


FOUND 


DMSSYN002E | 


INPOTIOVERLAY" 


{FILE[ 


(S) 


]| DATA 


SET} £ 


•fn | 


ft , 


"fm]] 


» ] NOT 


FOUND 


DMSTPE002E 


[INPOTIOVERLAY' 


{FILE[ 


(S) 


3IDA1A 


SET} £ 


'fn | 


ft 


'fm]] 


• ] NOT 


FOUND 


DMSTYP002E \ 


INPOTI OVERLAY 1 


{FILI[ 


(S) 


]|EATA 


SET} £ 


•fn | 


ft 


"fm]] 


• ] NOT 


FOUND 


DMSUPE002E 


"INPOTIOVERLAY" 


{FILE[ 


(S) 


]|EATA 


SET} £ 


•fn | 


ft ; 


"fm]] 


' ] NOT 


FOUND 


DMSZAP002E I 


INPOTIOVERLAY 


{FIIF[ 


(S) 


]|EA1A 


SET} £ 


•fn | 


ft 


"fm]] 


« ] NOT 


FOUND 


DMSBOE037E | 


OUTPUT] DISK » 


mode [c 


uu] 


•IS BEAD/ONL 


Y 










DMSCPY037E 


'OUTPUT] DISK ' 


mode [c 


uu] 


• IS READ/ONI 


Y 










DMSDSK037E | 


OUTPUT] DISK ' 


mode [c 


uu] 


• IS BEAD/ONL 


Y 










DMSDSL037E 


'OOTPUT] DISK ' 


mode [c 


uu] 


' IS READ/ONI 


Y 










DMSERS037E 


[OUTPUT] DISK ' 


mode [c 


uu] 


• IS BEAD/ONI 


Y 










DMSERV037E 


"OUTPUT] DISK • 


mode [c 


uu] 


' IS BEAD/ONL 


Y 










DMSFOB037E 


[OUTPUT] DISK « 


mode [c 


uu] 


' IS B! 


EAD/ONI 


Y 










DMSLBM037E j 


"OOTPOT] DISK ' 


mode [c 


uu] 


• IS BEAD/ONL 


Y 










DMSLST037E 


"OOTPUT] DISK • 


mode [ c 


uu] 


' IS BEAD/ONI 


Y 










DMSMOD037E 


OUTPUT] DISK « 


mode [c 


uu] 


» IS B 


EAD/ONI 


Y 










DMSMVEQ37E 


[OUTPUT] DISK ' 


mode [c 


uu] 


• IS BEAD/ONL 


Y 










DMSPBV037E 


"OOTPOT] DISK ' 


mode [c 


uu] 


1 IS BEAD/ONI 


Y 










DMSBDC037E 


"OOTPOT] DISK ' 


mode [c 


uu] 


• IS BEAD/ONI 


Y 










DMSBNM037E 


[OUTPUT] DISK ' 


mode £ c 


uu] 


• IS B 


EAD/ONI 


Y 










DMSSET037E 


'OOTPOT] DISK ' 


mode [c 


uu] 


» IS BEAD/ONI 


Y 










DMSTPE037E 


'OOTPOT] DISK • 


mode [c 


UU] 


• IS B 


EAD/ONI 


Y 










DMSUPE037E 


[OOTPOT] DISK ' 


mode [c 


uu] 


• IS READ/ONI 


Y 










DMSXCP037E 


'OOTPOT] DISK « 


mode [c 


uu] 


' IS BEAD/ONI 


Y 











DMSBDC702I [BEAD CONTBOL CABE MISSING. FOLLOWING ASSUMED:] :BEAD {fn ft fm|BEADCABD CMSUT1 A1} 
DMSBTP108E /SET CABD FOBMAT INVALID 
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| DMSWNT651E {'CANCEL* | • ADD'} MUST EE ISSUED FBOM NOTE 



DMSCLSUOS 
DMSDAS140S 
DMSD0S140S 

| DMSWSF679E 

| DMSWNM664E 

DMSACC113S 
DMSAHS113S 
DMSASN113S 
DMSBOP113S 
DHSCI0113S 
DMSC1S113S 
DMSDBG113S 
DMSFCH113S 
DMSFOE113S 
DMSPI0113S 
DMSPBV113S 
DMSBBV113S 
DMSSPB113S 
DMSSEV113S 
DHSTIB113S 
DMSTPE113S 
DMSVMF113S 
DMSVPD113S 
DMSXCE113S 

DMSDOS004E 
DMSFET004E 
DMSLOS004E 
DMSPBV004E 
DMSBEV004E 
DMSSBV004E 

DMSTPE115S 



DMSBTP109E 

| DMSCMS715I 
| DMSGEN715I 

| DMSCHS111E 
| DMSGEN111E 

| DMSSBS120S 
DHSSVT120S 
DMSSCT120S 

DMSFCH411S 
DMSPBV411S 
DMSBBV411S 

DMSsBvans 

DMSXCP411S 

DMSUPD185H 
DMSXUP185W 

DHSD1K210E 
DMSZAP210E 

DMSFBE164T 
DMSFBE163T 

DMSDLB323I 

DMSDSL013W 
DMSLBM013N 



•function' |FEOVD|SEOV|FEOV} {HACBO| FUNCTION (S) ) MACHO NOT SUPPOBTED 
•function' |FECVD| SICV|FECV} {HACEO| FUNCTION (S) } MACBO NOT SUPPOBTED 
•function 1 |FEOVD|SEOV|FEOV} {BACBO| FUNCTION (S) ) BACBO NOT SUPPOBTED 

DISK 'mode' IS BEAD/ONLY | DISK 'mode' IS FULL} NOTE CANNOT BE SENT 

ENTBYIPBEVIOUS ENTBY|KEXT ENTBY} NOT FOUND 



model 
mode J 
model 
mode | 
mode J 
model 
model 
model 
model 
model 
mode | 
model 
model 
modej 
model 
mode | 
model 
mode J 
model 



DEVICEI 
DEVICEI 
DEVICEI 
DEVICEI 
DEVICEI 
DEVICEI 
DEVICEI 
DEVICEI 
DEVICEI 
DEVICEI 
DEVICEI 
DEVICEI 
DEVICEI 
DEVICEI 
DEVICEI 
DEVICEI 
DEVICEI 
DEVICEI 
DEVICEI 



DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 



BOOK 'subl. 
BOOK 'subl. 
BOOK 'subl. 
BOOK 'subl. 
BOOK 'subl. 
BOOK 'subl. 



book* 
book 1 
bock • 
book' 
book' 
book' 



PBINTEB 
PBINTEB 
PBINTEB 
PBINTEB 
PBINTEB 
PBINTEB 
PBINTEB 
PBINTEB 
PBINTEB 
PBINTEB 
PBINTEB 
PBINTEB 
PBINTEB 
PBINTEB 
PBINTEB 
PBINTEB 
PBINTEB 
PBINTEB 
PBINTEB 

MODULE 
BODULE 
MODULE 
MODULE 
MODULE 
HCDULE 



IPUNCB 
| PUNCH 
| PUNCH 
IPUNCH 
| PUNCH 
IPUNCH 
IPUNCH 
IPUNCH 
IPUNCH 
IPUNCH 
IPUNCH 
IPUNCH 
IPUNCH 
IPUNCH 
IPUNCH 
(PUNCH 
IPUNCH 
IPUNCH 
IPUNCH 



|BEADEB| 
IBEADEBI 
IBEADEBI 
IBEADEBI 
IBEADEBI 
IBEADEBI 
IBEADEBI 
IBEADEBI 
IBEADEBI 
IBEADEBI 
IBEADEBI 
IBEADEBI 
IBEADEBI 
IBEADEBI 
IBEADEBI 
IBEADEBI 
IBEADEBI 
IBEADEBI 
IBEADEBI 



TAPn| 
TAPn| 
TAPn| 
TAPn| 
TAPn| 
TAPn| 
TAPn| 
TAPn| 
TAPn| 
TAPn| 
TAPn| 
TAPn| 
TAPn| 
TAPn| 
TAPn| 
TAPn | 
TAPn| 
TAPn | 
TAPn | 



TAPINI 
TAPIN| 
TAPINI 
TAPINI 
TAPINI 
TAPINI 
TAPINI 
TAPINI 
TAPINI 
TAPINI 
TAPINI 
TAPINI 
TAPINI 
TAPIN| 
TAPINI 
TAPINI 
TAPINI 
TAPINI 
TAPINI 



TAPOUT 


(cuu) 


TAPOUT 


(cuu) 


TAPOUT. 


(cuu) 


TAPOUT 


(cuu) 


TAPOUT 


(cuu) 


tapout; 


(cuu) 


TAPOUT 


(cuu) 


TAPOUT 


(cuu) 


TAPOUT 


(cuu) 


TAPOUT 


(cuu) 


TAPOUT 


(cuu) 


TAPOUT 


(cuu) 


TAPOUT 


(cuu) 


tapout; 


(cuu) 


tapout; 


(cuu) 


tapout; 


(cuu) 


tapout 


(cuu) 


tapout; 


(cuu) 


tapout; 


(cuu) 



NOT 

not 
not 

NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 



ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 



•module' |PHASE 
'module' (PHASE 
•module' IPHASE 
•module* |PHASE 
•module* | PHASE 
•module' | PHASE 



•phase'lPBOCEDUBE 
•phase' IPBOCEDUBE 
•phase »| PBOCEDUBE 
'phase'lPBOCEDUBE 
'phase'lPBOCEDUBE 
•phase'lPBOCEDUBE 



•procedure'} 
•procedure'} 
'procedure'} 
•procedure'} 
'procedure'} 
•procedure'} 



NOT FOUND 
NOT FOUND 
NOT FOUND 
NOT FOUND 
NOT FOUND 
NOT FOUND 



BPI|TBANSLATION | DUAL-DENSITY} FEATUBE NOT SUPPOBTED 



CONVEHSIONI {7|9}-TBACK| £800 | 6250} 
ON DEVICE 'CUU' 

CPU|PBINTEB| PUNCH} LIBIT EXCEEDED 

DOSGEN|CMSXGEN} COMPLETE 
DOSGENJCMSXGEN} COMPLETE 

DOSGEN|CMSXGEN} FAILED DUE TC LOAD EBBOBS 
DOSGEN|CMSXGEN} FAILED DUE TC IOAD EBBOBS 

IN|OUT}PUT EBBOB 'code' ON 'ddname* 
IN|OUT}PUT EBBOB 'code* ON • ddname* 
IN/OUT} PUT EBBOB 'code* ON 'adname' 

lNPUT|OUTPUT} EBBOB CODE »nn' ON 'SYSxxx* 

INPUTI OUTPUT} EBBOB CCDE »nn« CN 'SYSxxx* 

INPUT | OUTPUT} EBBOB CODE «nn' ON 'SYSXXX' 

INPUT|OUTPUT} EBBOB CCDE »nn» CN 'SYSxxx' 

INPUT|OUTPUT} EBBOB CODE •nn' ON »SYSxxx« 

INVALID | NON NUMEBIC} CHABACTEE IN SEQUENCE HELD • » 

INVALID | NON NUMEBIC} CHABACTEE IN SEQUENCE FIELD ' • 

LIBBABYIFILE} 'fn ft' IS ON A BEAD-ONLY DISK 
LIBBABYIFILE} 'fn ft' IS ON A BEAD/ONLY DISK 

LOW|HIGH}-COBE NUCLEUS STOBAGE POINTEBS DESTBOYED (INTEBNAL EBBOB CODE nn) 
LOW | HIGH} -COBE USEE CHAIN HAS EEEN DESTBOYED (INTEBNAL EBBOB CODE nn) 

MASTEB|JOB} CATALOG DLBL CLEABED 

MEMBEB IPHASE} 'name' NOT FOUND IN LIBBABY •libname* 
MEBBEBIPHASE} 'name* NOT FOUND IN LIEBABY 'libname* 



| DBSFCH623S {BODULE | PHASE} CANNOT BE LOADED AT LOCATION 'location* BECAUSE IT WOULD 
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OVERLAY THE CMS NUCLEUS 
DHSFET623S. {MODULE | PHASE} CANNOT BE LOADED AT LOCATION 'location' BECAOSE IT WOULD 

OVERLAY THE CMS NUCLEUS 
DMSLI0623S {MODULE | PHASE} CANNOT BE LOADED AT LOCATION 'location' BECAUSE IT WOULD 

OVERLAY THE CMS NUCLEUS 



DMSBOP089E 
DMSCLS089E 
DMSLCS089E 
DMSMVG089E 
DMSOPL089E 
DMSVLT089E 



{OPEN | CLOSE} 
{OPEN | CLOSE} 
{OPEN | CLOSE} 
{OPEN | CLOSE} 
{OPEN | CLOSE} 
{OPEN | CLOSE} 



ERROR CODE 'nn' 
ERROR CODE 'nn' 
ERROR CODE 'nn' 
ERROR CODE 'nn' 
ERROR CODE ' nn • 
ERROR CODE 'nn' 



ON {fn| SISxxx|TAPn} 

ON {fn|SYSxxx|TAPn} 

ON {fn|SYSxxx|TAPn} 

ON {fn| SYSxxx|TAPn} 

CN {fn|SYSxxx|TAPn} 

ON {fn| SYSxxx|TAEn} 



DMSXMC576E {TOTAL VERIFY WIDTH EXCEEDS SCREEN SIZE (nn) | TOTAL OFFSET EXCEEDS LRECL (nn) } 
DMSINT015E {UNKNOWN {CP/CMS | CMS | CP} | INVALID {CMS|SUBSET} COMMAND 



DMSUPD184W 
DMSXUP184W 

DMSACC726I 
DMSACC059E 
DMSFOR114S 

DMSDLB322I 

DMSMOE114E 

DMSBOP308E 
DMSDLE308E 

DMSVGN367I 
DMSVPD367I 

| DMSNXD616W 

DMSFOE732I 

DMSUPD066E 
DMSAMS066E 
DMSASN066E 
DMSCPY066E 
DMSDLB066E 
DMSDSV066E 
DMSFLD066E 
DMSLBE066E 
DMSLST066E 
DMSSYN066E 
DMSUTL066E 
DMSXIN066E 

DMSAMS065E 
DMSASN065E 
DMSCPY065E 
DMSDLE065E 
DMSDSV065E 
DMSFLD065E 
DMSLBD065E 
DMSUPE065E 
DMSUTL065E 
DMSXIN065E 

DMSDSV026W 
| DMSHEL529E 

DMSVGN371R 
| DMSWFL651E 

DMSIFC825E 

DMSGAM954E 
DMSGAM953E 
DMSGAM955E 



./ S' NOT FIRST CARD IN UPDATE FILE — IGNORED 
./ S' NOT FIRST CARE IN UPEATE FILE — IGNORED 

cuu mode* RELEASED 

cuu' ALREADY ACCESSED AS READ/WRITE 'mode' DISK 

CUU' IS AN UNSUEEORTEE DEVICE TYPE 

ddname' NOT FCDND: NC CLEAR EXECUTED 

fn ft fm' NOT LOADED; CMS/DOS ENVIRONMENT [NOT] ACTIVE 

mode' DISK IN [NON-]CMS IORMAT; INVALID FOR [NON-]CMS DATASET 
mode' DISK IN [NCN-]CMS FORMAT; INVALID FOR £NON-]CMS DATASET 

modulename TEXT' WRITTEN ON DISK 'A» 
modulename TEXT' WRITTEN ON DISK 'A' 

name' DOES NOT EXIST 

nnn' {CYLINDERS |FE-512 BLOCKS} FORMATTED ON DISK 'mode (cuu) • 



option 
option 
option 
option 
option 
option 
option 
option 
option 
option 
option 
option 

option 
option 
option 
option 
option 
option 
option 
option 
option 
option 



and 
AND 
AND 
AND 
AND 
AND 
AND 
AND 
AND 
AND 
AND 
AND 



'option 
•option 
'option 
'option 
'option 
'option 
'option 
'option 
'option 
'option 
'option 
• option 



ARE 
ARE 
ARE 
ARE 
ARE 
ARE 
ARE 
ARE 
ARE 
ARE 
ARE 
ARE 



OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 



SPECIEIED 
SPECIIIED 
SPECIEIED 
SPECIEIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIEIED 



CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 

TWICE 
TWICE 
TWICE 
TWICE 
TWICE 
TWICE 
TWICE 
TWICE 
TWICE 
TWICE 



OETIONS 
OPTIONS 
OETIONS 
OETIONS 
OETIONS 
OPTIONS 
OPTIONS 
OPTIONS 
OPTIONS 
OPTIONS 
OPTIONS 
OPTIONS 



phase' NOT IN LIERARY 

subcommand' SUBCOMMAND IS ONLI VALID IN EDITING MODE 

sysname' IS LOADED. ENTER CP MCDE TO APPLY ZAPS, ELSE 'NULL' 

APPEND' MUST BE ISSUED FROM RDRLIST OR FILELIST 

CLEAR' IS VALID ONLI WHEN SPECIFIED BY ITSELF 

CMSGAM' SHARED SEGMENT ERROR. IDENTIFIER INVALID FOR SVC nn 
CMSGAM' SHARED SEGMENT ERROR. MODULE ADDRESS FOR SVC nn IS ZERO 
CMSGAM' SHARED SEGMENT PAGING I/O ERROR WITH CCCCCC 



DMSITS139T 'DMSKEY RESET' FROM addr UNDERFLOWS KEY STACK 
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DMSITS138T 
| DMSWEX651E 

DMSCPY156E 
| DMSNAM156E 
| DMSWPK156E 
DMSABN153W 
DMSXGT156E 
DMSCPY101S 
DMSDLB301E 

DMSTLB425R 
DMSCLS429I 
DMSSEB429I 
DMSTLB427I 
DMSTLB428I 
DMSTLB421E 
DMSTLE434E 
DMSTLEU30E 
DMSTLE436I 
DMSTLE424E 
DMSTLB437I 
DMSTLB423I 

DMSTLE422E 
DMSTLB426E 
DMSTLE432E 
DMSTLB431E 
DMSTPEU31E 
DMSBOP043E 
DMSCLS043E 
DMSTLB043E 
DMSTPE043E 
DMSXCP043E 



DMSKEY' CALL FBCM addr OVERFLOWS KEY STACK, WITH MAX DEPTH 7 
EXECUTE' MOST BE ISSUED EBCM FILELIST CE BDBLIST 

EEOM nnn» NOT FODND - FILE «fn ft fm» HAS ONLY 'nun* EECOBDS 
FROM nnn' NOT FODND - FILE «fn ft fm» HAS ONLY 'nnn' EECOBDS 
FEOM nnn' NOT FOOND - FILE » f n ft fm» HAS ONLY 'nnn' EECOBDS 
HX' DOSING ABEND PEOCESSING HAS IGNCEED 
EECORD nn' NOT FODND - FILE 'fn ft fm' HAS ONLY 'nn' EECOBDS 

SPECS' TEMP STEING STOEAGE EXHAUSTED AT • ' 

SYSxxx' NOT ASSIGNED FOE DISK 'fm' 



TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
AFTEE 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 
TAPn 



(cuu) ' BLOCK COUNT EEBOB FOE 'filename' ENTEE 'IGNOEE' OE 'CANCEL' 

(CUU) ' EOT ON OUTPUT 

(cuu) • EOT CN OUTPUT 

(CUU) ' EOV1 LAEEL READ 

(CUU) ' EOV1 LAEEL WEITTEN 

(cuu) » HDB1 LAEIL MISSING FOE 'filename' 

(cuu) • INPUT LABEL CHECK EEROE FOE FILE 'filename' 

(cuu)' LABELDEF INFOBMATICN MISSING FOB FILE 'filename' 

(cuu)' MISSING USER STANDARD LABEL FOR 'ddname' 

(cuu) ' NOT POSITIONED AT EOF1 LABEL 

(cuu)' NSL ROUTINE EETUBNEB AN IBBOB CODE 'nnnnnn' FOB 'filename' 
(CUU) • POSITIONED PABAMETER IGNORED. OUTPUT FILE WILL BE WRITTEN IMMEDIATELY 

NEW VOL1 LAEEI 

(cuu)' POSITIONED WEONG FOB 'filename' 

(CUU)' UNEXPIBED FILE ENTEB 'IGNOBE' OE 'EBROR' 

(cuu)' VOLID volid DOES NCT MATCH LABELDEF VOLID FOB 'filename' 

(CUU)' VOL1 LAEIL MISSING 

(cuu) ' V0L1 LAEEI HISSING 
(CUU) ' IS FILE PEOTECTED 
(CUU) ' IS FILE PROTECTED 
(cuu) ' IS FILE PEOTECTED 
(CUU) ' IS FILE PEOTECTED 
(CUU) ' IS FILE PROTECTED 



DMSLIC203W "SET LOCATION COUNTEB" NAME 'name' UNDEFINED 

DMSVGN368I count MODULES HAVE EEIN EESTOBEE 
DMSVPD368I count MODULES HAVE EEEN RESTORED 

DMSACC725I cuu ALSO = 'mode' [-OS|-DCS] DISK 
DMSACC724I cuu REPLACES mode (ecu) 

DMSITP141T exception EXCEPTION OCCURRED AT addr IN ROUTINE called 

DMSITP142T exception EXCEPTION CCCUBEFE AT addr IN EOUTINE routine DUEING 'SPIE' EXIT ROUTINE 
DMSITP143T exception EXCEPTION OCCURRED AT addr IN SYSTEH EOUTINE called. 

DMSITP144T exception EXCEPTION OCCURRED AT addr IN ROUTINE called WHILE 'DFDBDSY' = XX. IPL CMS 
AGAIN 

DMSBOP404S filename LOGIC MODULE NOT FOUND IN 'segname' SHARED SEGMENT 
DMSBOP403S filename SHARED SEGHENT NCT AVAILABLE - RELOAD CMSDOS 
DMSSEG403S filename SHARED SEGMENT NOT AVAILABLE - RELOAD CMSDOS 

DMSACC723I mode (cuu) {R/0|B/W} [-OS|-DOS] 

DMSXSE530I nn FILE (S) IN STOEAGE 

DMSXCG504E nn LINE (S) TRUNCATED 

DMSXCG506I nn LINES {MOVED| COPIED} 

DMSXCG501I nn LINES DELETED 

DMSXCG517I nn OCCURRENCE (S) CHANGED CN nn LINE (S) 

DMSXCG518E nn OCCURRENCE (S) CHANGED ON nn IINE(S); nn LINE(S) TBUNCATED 

DMSXCG522I nn OCCURRENCES 

DMSABN149T nnn (HEX XXX) DOUBLEWOBDS OF SYSTEM STOEAGE HAVE BEEN DESTROYED. RE-IPL CMS 

DMSAEN150W nnn (HEX XXX) DOUELEWOBDS OF SYSTEM STORAGE WERE NOT RECOVEBED 

DMSSET333E nnnnnK PARTITION TOC LARGE FOB THIS VIRTUAL MACHINE 

DMSITS140T routine EOUTINE CALLED FEOM addr DID DMSKEY WITH NO RESET 

DMSVGN363I sysname DOSLIB CEEATEE ON DISK 'A' 

DMSEDI076E ACTUAL BECOBD LENGTH EXCEEDS THAI SPECIFIED 

| DMSWSF673E ADDRESSEES ARE IN THE NOTE HEADER CARES. DO NOT SPECIFY NAMES WITH THE NOTE OPTION 
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| DMSWPK6ME ALL HEADER FILES ARE IN HOLE STATUS OR NOT CLASS 'class* 
| DMSWRC644E ALL READER FILES ARE IH HOLD STATUS OR NOT CLASS 'class 1 

DMSINI610R ALSO IPL {CYL|EIK} 0? {YES | NO} 

DMSVMF383R APPLY »fn'? ...ENTER 'NO' OR EOE: 
DMSVPD383R APPLY 'fn'? ...ENTER 'NO' OR ECE: 

DMSIFC829W ATTEMPTED 'ZERO' WAS SUPPRESSED. REQUIRES PRIVILEGE CLASS F 

DMSXMD510I AUTOSAVED AS 'fn ft fm* 
DMSXSC510I AUTOSAVED AS 'fn ft fm' 
DMSXSU510I AUTOSAVED AS ' f n ft fm' 

i DMSNAM621E BAD PIIST: NAMEFIND MUST BE INVOKED AS A NUCLEUS EXTENSION 
| DHSEI0621E BAD PLIST: XXXXX 

DMSZAP195W BASE VALUE INVALID - SET NO GO SWITCH 

DMSBTE101E BATCH NOT LOADED 

DMSMVE130S BLOCKSIZE ON V FORMAT FILE ddname IS LESS THAN 9 

DMSSRV194S BOOK 'subl.book' CONTAINS BAD RECORDS 

DMSITS137T CALL TO routine FROM addr DESTROYED SYSTEM SAVE AREA. RE-IPL CMS 

DMSFOB214W CANNOT RECOMPUTE WITHOUT LOSS OF DATA. NO CHANGE 

DMSDLB307E CATALOG DDNAME 'ddname' NCT FOUND 

DMSFRE165T CHAIN HEADER AT addr: xxxxxx xxxxxx xxxxxx xxxxxx 

DMSSCH574E CHANGE NOT VALID {WITH CLOCATE | AFTER CURSOR MOVEMENT} 

DMSINS098W CMS OS SIMULATION NOT AVAILABLE 
DMSITS098S CMS OS SIMULATION NCT AVAILABIE 
DMSSET098W CMS OS SIMULATION NOT AVAILABIE 

DMSASN099E CMS/DOS ENVIRONMENT {NCT} ACTIVE 

DMSDLK099E CMS/DOS ENVIRONMENT {NOT} ACTIVE 

DMSDSV099E CMS/DOS ENVIRONMENT {NCT} ACTIVE 

DMSERV099E CMS/DOS ENVIRONMENT {NOT} ACTIVE 

DMSFET099E CMS/DOS ENVIRONMENT {NCT} ACTIVE 

DMSICP099E CMS/DOS ENVIRONMENT ACTIVE 

DMSLIO099E CMS/DOS ENVIRONMENT {NOT} ACTIVE 

DMSLLU099E CMS/DOS ENVIRONMENT {NOT} ACTIVE 

DMSOPT099E CMS/DOS ENVIRONMENT {NCT} ACTIVE 

DMSPRV099E CMS/DOS ENVIRONMENT {NOT} ACTIVE 

DMSQRY099E CMS/DOS ENVIRONMENT {NOT} ACTIVE 

DMSRRV099E CMS/DOS ENVIRONMENT {NOT} ACTIVE 

DMSSET099E CMS/DOS ENVIRONMENT {NCT} ACTIVE 

DMSSRV099E CMS/DOS ENVIRONMENT {NOT} ACTIVE 

DMSVGN360I CMS/VSAM TEXT FIIES CHEATED ON DISK 'A' 

| DMSINS100W CMSSEG SYSTEM NAME 'name' NOT AVAILABLE 

DMSCMS141S CMSXGEN FAILED DUE TC SAVESYS ERRORS 
DMSCMS412S CMSXGEN FAILEE DUE TO SETKEY ERROR 

DMSCMP009E COLUMN 'col' EXCEEDS RECOBD LENGTH 

DMSDSK009E COLUMN 'col' EXCEEDS RECORD LENGTH 

DMSSRT009E COLUMN 'col' EXCEEDS RECORD LENGTH 

DMSTYP009E COLUMN 'col' EXCEEDS RECORD LENGTH 

DMSXMC009E COLUMN 'col' EXCEEDS RECORD LENGTH 

DMSXMS009E COLUMN 'col' EXCEEDS RECORD LENGTH 

DMSXSE009E COLUMN 'col' EXCEEDS BECOBD LENGTH 

DMSCME211E COLUMN FIELDS OUT OF SEQUENCE 

DMSCPY067E COMBINED INPUT FILES ILLEGAL WITH PACK OR UNPACK OPTIONS 
DMSCMP179I COMPARING « f n ft fm' WITH 'fn ft fm» 
DMSCMP011E CONFLICTING FILE FORMATS 
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DMSBOP410S CONTROL PBOGBAM EBRCB INDICATION 'retcode* 

DMSSET410S CONTEOL PBOGBAM EBECR INDICATION 'retcode' 

DMSSSK410S CONTEOL PEOGBAM EBEOE INDICATION 'retcode' 

DMSVIB410S CONTEOL PECGEAM EEBCE INDICATION »retcode» 

DMSCPY721I COPY ' f n ft fm» [ {TO | APPEND |OVLY} 'fn ft fm' {OLD|NEW} FILE] 

| DMSCMS110E COEEECT FOBM IS: {ECSGEN| CMSXGEN} LOCATION (SEGNAME) 
| DMSGEN110E COREECT FOEM IS: {DCSGEN| CMSXGEN} LOCATION (SEGNAME) 

DMSBTP107E CP/CHS COMMAND 'command, {device}' NOT ALLOWED 

DMSIFC828I CPEEEP ZEBO OR CLEAR HAS EEEN COMPLETED 

DMSVGN361I CREATING CMS TEXT FILES... 

DMSXIN571I CREATING NEW FILE 

DMSXPT571I CEEATING NEW FILE 

DMSZAP194W CSECT NOT FOUND IN {MEMBEE « memkername' | MODULE • modulename'} -SET NO GO SWITCH 

| DMSHEL561E CUESOE IS NOT ON A VALID DATA FIELD 

DMSJOI561E CUESOE IS NOT ON A VALID DATA FIELD 

DMSSCH561E CUESOE IS NOT ON A VALID DATA FIELD 

DMSSPL561E CURSOR IS NOT ON A VALID DATA FIELD 

t DMSWEX561E CURSOR IS NOT CN A VALID DATA FIELD 

DMSXSS561E CUESOE IS NOT ON A VALID DATA FIELD 

DMSXDS590E DATA SET TOO LARGE 
| DMSDSK550W DATE/TIME DATA NOT PRESENT FOR FILE ' f n ft' 

DMSDBG728I DEBUG ENTERED [EXTERNAL INT | EBEAKPOINT nn AT xxxxxx] 

| DMSWDF642E DEFAULTS DOES NOT ACCEPT {'command' COMMAND | ' option' OPTION FOE 'command'} 

DMSPET008E DEVICE 'cuu' {INVALID OE NONEXISTENT | UNSUPPOETED DEVICE TYPE} 
DMSPUN008E DEVICE 'cuu* {INVALID CE NONEXISTENT | UNSUPPOETED DEVICE TYPE} 
DMSEDC008E DEVICE 'cuu' {INVALID CB NONEXISTENTI UNSUPPORTED DEVICE TYPE} 



DMSARE069E 

DMSASN069E 

DMSBOP069E 

| DMSCMP069E 

DMSCPY069E 

| DMSDLE069E 

DMSDOS069E 

DMSDSL069E 

| DMSEDI069E 

| DMSEDX069E 

DMSERS069E 

DMSFLD069I 

DMSFOE069E 

DMSLDS069E 

DMSLST069E 

DMSMVE069E 

| DMSFRT069E 

| DMSPUN069E 

I DMSRNM069E 

I DMSSBT069E 

DMSSTT069E 
DMSTYP069E 
DMSUPD069E 
DMSVGN069E 
| DMSWEC069E 
| DMSWSF069E 
DMSXSU069E 



DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 

DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 



{'mode* | 


•cuu' | 


'volid •} 


{' mode' j 


•cuu' | 


' vclid'} 


{'mode' | 


'cuu' | 


'volid *} 


{'mode' | 


'cuu' j 


•volid'} 


{• mode' | 


' cuu' | 


'vclid'} 


{'mode' | 


•cuu' j 


'volid'} 


{' mode' | 


'cuu' | 


'volid'} 


{'mode* | 


'cuu' j 


'volid '} 


{'mode' | 


'cuu' | 


•vclid'} 


{'mode' | 


•cuu' 1 


'vclid'} 


{•mode* | 


'cuu' | 


'volid'} 


{'mode' | 


'cuu' j 


'vclid'} 


{'mode' | 


'cuu' j 


'volid •} 


{'mode' | 


'cuu' | 


•volid '} 


{' mode' | 


•cuu' | 


'vclid'} 


{'mode' j 


•cuu' j 


•volid '} 


{' mode' | 


' cuu' | 


'volid'} 


{•mode* | 


•cuu' | 


'volid'} 


{' mode' j 


'cuu' | 


'volid'} 


{'mode' | 


' cuu' | 


•vclid'} 


{'mode' | 


•cuu' | 


'volid '} 


{'mode' j 


'cuu' j 


'volid'} 


{'mode* j 


'cuu ' j 


'volid •} 


{'mode* | 


'cuu' | 


•volid *} 


{'mode' | 


'cuu' | 


•vclid'} 


{'mode' j 


• cuu' j 


•volid '} 


{'mode' | 


' cuu ' 1 


'volid'} 



NCT 
NOT 
NOT 
NCT 
NCT 
NCT 
NCT 
NCT 
NCT 
NCT 
NCT 
NCT 
NOT 
NCT 
NOT 
NCT 
NOT 
NCT 
NCT 
NCT 



ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 



NCT ACCESSED 
NOT ACCESSED 
NOT ACCESSED 
NCT ACCESSED 
NCT ACCESSED 
NCT ACCESSED 
NCT ACCESSED 



DMSACC112S DISK 'mode (cuu) ' DEVICE EEEOE 

DMSBWE170S DISK 'mode (cuu) ' HAS MAXIMUM NUMBER OF FILES 

DMSBWE107S DISK 'mode {(cuu)}' IS FULL 

DMSVGN361E DISK 'mode' IS NOT A {CMS | DCS} DISK 

| DMSWEC037E DISK 'mode' IS READ CNLY 
DMSXCT037E DISK *mode» IS READ ONLY 
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DMS 

DMSXPT037E DISK 'mode' IS BEAD ONLY 
DMSXSE037E DISK 'mode» IS BEAD CNLY 

DHSMVE708I DISK FILE 'FILE ddname AT ASSUMED FOB DDNAME 'ddname' 

DMSXCT531E DISK IS FULL. SBI NEB FILEMOEE OB CLEAB SOME DISK SPACE 

DMSXCT532E DISK IS FOLL; AUTCSAVE FAILED 

DMSFOB705I DISK REMAINS UNCHANGED 

| DMSWDC651E DISCABD MOST BE ISSUED FBCM RDRIIST, PEEK OB FILELIST 

DMSB0P086W DLEL 'ddname' DUMMY INVALID FOB VSAM 

DMSFCH777S DOS PABTITION TOO SMALL TO ACCOMMODATE FETCH BEQUEST 

DMSGENHMS DOSGEN FAILED DUE TC SAVESYS EBEOBS 

DMSZAP2H9I DUMMY LOG ENTBY IN FILE ' f n ZAPLOG fm' 

DMSPRE237E DUPLICATE EXTERNAL SUMEOL (S) ENCOUNTERED 
DMSL2O202W DUPLICATE IDENTIFIER 'identifier' 

DMSXCT537E EACH LOGICAL SCBEEN MOST CONTAIN AT LEAST 5 LINES 

DMSPQU553I EDITING FILE: fn ft fm 
DMSXED553I EDITING FILE: fn ft fm 

DMSXSU582S EDITOR ABEND 

DMSDSK077E END CARD MISSING FRCB INPUT EECK 

DMSMVE226I END OF PDS MOVE 

DMSTLB058E END-OF-FILE or END-CF-TAPE[ [ OH »TAPn»]] 

DMSBOP058E END-OF-FILE OR END-CT-TAPE [ON 'TAPn'] 

DMSCLS058E END-OF-FILE OR END-CF-TAPE [ON 'TAPn'] 

DMSTPE058E END-OF-FILE OR END-OF-TAPE [ON 'TAPn'] 

DMSTPE058E END-OF-FILE OR END-CF-TAPE [CM 'TAPn'] 

DMSVMF058E END-OF-FILE OR END-OF-IAPE [ON 'TAPn'] 

DMSVGN364R ENTER 'CMSVSAM' OB 'CMSAMS' OR 'BOTH' FOR GENERATION OF NEW SYSTEM (S) 

DMSTLE435R ENTER 'IGNORE' OR 'CANCEL' 

DMSVGN381R ENTER 'SELECT' OB 'ML' FCB TAPE PTF APPLICATION: 

DMSVGN380B ENTER 'TAPE' OR 'CARES' FOB PTF APPLICATION: 

DMSTLB433R ENTER 'WRITE (VOLID' CB 'REJECT' 

DMSDLB220B ENTER DATA SET NAME: 
DMSFLD220R ENTER DATA SET NAME: 
DMSLDS220B ENTER DATA SET NAME: 

DMSFOR605R ENTER DISK LABEL: 

DMSVGN361R ENTER EITHER 'DOS' CE 'OS': 

DMSVGN360R ENTER EITHER 'INSTALL* OR 'UPDATE': 

DMSDLB331B ENTER EXTENT SPECIFICATIONS: 

DMSVGN363R ENTER LOCATION WHERE sysname WILL BE LOADED AND SAVED: 

DMSVGN362R ENTER MODE CF DOS SYSTEM RELOCATABLE LIBBABY BISK: 

DMSVGN366R ENTER NAME OF SYSTEM TO BE SAVED: 

DMSVGN382R ENTER NUMBER OF TAPE FILES TO BE PROCESSED: 

DMSVGN369R ENTER RELEASE NUMBEB OF DOS/VS STABTEB SYSTEM: 

DMSSRT604R ENTER SORT FIELDS: 

DMSCPY601R ENTER SPECIFICATION LIST: 

DMSAMS367R ENTER TAPE {INPUT! OUTPUT} DDNAMES: 

DMSCPY602R ENTER TRANSLATION LIST: 

DMSDLB330R ENTER VOLUME SPECIFICATIONS: 

DMSGNE021E ENTRY POINT 'name' NOT FOUND 

DMSLIC021E ENTRY POINT 'name' NCT FOUND 

DMSMOE021E ENTRY POINT 'name' NOT FOUND 

DMSNCP021E ENTRY POINT 'name' NOT FOUND 

DMSJOI564W EOF REACHED 

DMSXGT56HW EOF REACHED 

DMSXGT565W EOF REACHED; RECORDS TRUNCATED 

DMSXSU583I EOF: % 
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DBS 



DBSEBS071E 
DBSVGN368B 



ERASE * * [fm|*] MOT ALLOWED 

EEASE sysname DOSLIB?. ..ENTER 'XES* CE 'MO': 



DMSIFC826E EEEP TXTLIBS NOT FOUND 



DBSZAP192W 
DBSF0E126S 



EEEOB - ODD NOBBER OF DIGITS - SET NO GO SWITCH 
EEEOR {BEAD|WBIT}ING LABEL ON DISK •modefCUU) 1 



DBSPBE235E EEEOR »n' IN INPUT TEXT FILE «fn ft [fm]« 



DBSPBT123S 
DBSPON123S 

DBSIBA346E 
DBSIBA347E 



EBBOB 
EEEOR 



EEEOR 
EREOE 



DBSTBA137S EEBOE 
DMSXS0137S EEEOR 



DBSCBP104S 
DBSDLK104S 
DBSDSK104S 
DBSDSL104S 
DBSEDI104S 
DBSFCH104S 

| DBSGLC104S 
DBSHLP104S 
DBSIFC104S 
DBSLBB104S 
DBSLBT104S 
DMSLIC104S 
DBSBCD104S 

| DBSNAB104S 

I DHSNxnoas 

DBSOVB104S 
| DBSPCE104S 
DBSPET104S 
DBSPUN104S 
DBSSLN104S 
DBSSET104S 
DBSSIN104S 
DBSTPE104S 
DBSTYP104S 
DBSUPD104S 
DBSVBF104S 
DBSXCE104S 
DBSXCT104S 
DBSXGT104S 
DBSXIN104S 
DBSXBA104S 
DBSZAP104S 



EEEOR 
EBBOE 
ERROR 
ERROR 
ERROR 
ERROR 
EEEOR 
EEEOR 
ERROR 
ERROR 
ERROR 
ERROR 
EEEOR 
EEBOE 
EBEOB 
EEBOE 
EEEOB 
EEEOR 
ERROR 
ERROR 
ERROR 
EEEOR 
ERROR 
ERROR 
ERROR 
ERROR 
EEEOR 
EEBOE 
EBEOB 
EBBOE 
EEBOE 
EEEOB 



DHSIBA348E EBBOB 



DBSDLK105S 
DMSDSK105S 
DMSDSL105S 
DHSDSV105S 
DBSEDI105S 
DBSLBB105S 
DBSLBTT05S 
DBSLIC105S 
DBSLLD105S 
DBSLST105S 
DBSBCD105S 
| DBSPCP105S 
I DBSPOB105S 
DBSPBVT05S 
DBSBDC105S 
DBSBEV105S 
DBSSBT105S 
DBSSEV105S 
DBSTBA105S 



EBBOB 
EEBOE 
EEEOR 
EEROR 
ERROR 
EEROR 
ERROR 
EEBOR 
ERROR 
ERROR 
ERROR 
ERROR 
ERROR 
EEBOE 
EEBOE 
EEBOE 
EBBOB 
EEBOE 
EBBOB 



{PBINTINGIPDNCHING} FILE «fn ft fl' 
{PEINTING (PUNCHING} FILE »fn ft £■• 

LOADING «fn ft' {DISK|«fn ft'} 
LOADING LIEBAEI 'liiname' 



ON STATE FOR 


fn 


ft 


fm 






ON STATE FOE 


fn 


ft 


fm 






BEADING 


FILE 


'fn 


ft 


fm 


FROB 


DISK 


BEADING 


FILE 


fn 


ft 


fn 


FROB 


DISK 


READING 


FILE 


•fn 


ft 


fm 


FROB 


DISK 


BEADING 


FILE 


fn 


ft 


fm 


FECB 


DISK 


BEADING 


FILE 


fn 


ft 


fm 


FEOB 


DISK 


BEADING 


FILE 


fn 


ft 


fm 


FECB 


DISK 


BEADING 


FILE 


fn 


ft 


fm 


FECB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FECB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FROB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FEOB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FEOB 


DISK 


READING 


FILE 


•fn 


ft 


fm 


FEOB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FBOB 


DISK 


READING 


FILE 


fn 


ft 


fm 


' FEOB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FROB 


DISK 


READING 


FILE 


•fn 


ft 


fm 


FROB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FBOB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FECB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FECB 


DISK 


READING 


FILE 


•fn 


ft 


fm 


FEOB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FROB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FEOB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FECB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FROB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FEOB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FECB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FBOB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FEOB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FEOB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FECB 


DISK 


READING 


FILE 


fn 


ft 


fm 


FEOB 


DISK 


READING 


FILE 


fn 


ft 


fm' 


FBOB 


DISK 



SAVING LIBRARY 'litname' 



WRITING 


FILE 


fn 


ft 


fm 


' ON 


DISK 


WRITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


WRITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


WRITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


WRITING 


Fill 


fn 


ft 


fm 


ON 


DISK 


WRITING 


FILE ' 


fn 


ft 


fm 


ON 


DISK 


WRITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


WRITING 


FILE 


fn 


ft 


fm 


• ON 


DISK 


WRITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


WRITING 


FILE 


fn 


ft 


fm 


1 ON 


DISK 


WRITING 


FILE 


•fn 


ft 


fm 


ON 


DISK 


WRITING 


FILE 


fn 


ft 


fm 


• ON 


DISK 


WRITING 


FILE 


•fn 


ft 


fm 


• ON 


DISK 


WRITING 


FILE- 


fn 


ft 


fm 


' ON 


DISK 


WRITING 


FILE 


fn 


ft 


fm 


• ON 


BISK 


WRITING 


FILE 


fn 


ft 


fm 


' ON 


DISK 


WRITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


WRITING 


FILE ' 


fn 


ft 


fm 


' ON 


DISK 


WRITING 


FILE 


fn 


ft 


fm 


ON 


DISK 




Appei 


idix D. 


B( 


sssage Te 
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DMS 



DMSTPD105S 


EBBOE 


nn' 


WBITING FIIE 


•fn 


ft 


fm' 


ON 


DISK 


DMSTFE105S 


EBEOB 


nn' 


WBITING FIIE 


1 fn 


ft 


fm' 


ON 


DISK 


DMSUPD105S 


EBBOB 


nn' 


WBITIMG FIIE 


'fn 


ft 


fm' 


ON 


DISK 


DMSVMF105S 


EBBOB 


nn' 


WRITING FIIE 


'fn 


ft 


fm« 


ON 


BISK 


DHSVPD105S 


EBBOB 


nn' 


WRITING EIIE 


'fn 


ft 


fm' 


ON 


DISK 


DMSXCP105S 


EBBOB 


nn' 


WBITIMG FIIE 


•fn 


ft 


fm' 


ON 


DISK 


DMSXCT105S 


EBBOB 


nn' 


WBITING FIIE 


»fn 


ft 


fm' 


ON 


DISK 


DMSXPT105S 


EBBOB 


•nn' 


WBITIMG EIIE 


'fn 


ft 


fm' 


ON 


DISK 


DMSDLK245S 


EBBOB 


nnn 


' ON PEINTEE 












DMSDSV245S 


EBBOB 


1 nnn 


' ON PEINTEE 












DHSZAP245S 


EBBOB 


nnn 


' ON PRINTER 













DMSTMA138S EBEOB nn EBASING fn ft BEFOBE ICADING TAPE 

DMSBDB630S EBEOB ACCESSING SPOOI FILE 
DMSWFK630S EBBOB ACCESSING SEOCI IILE 
DMSWRC630S EEBOR ACCESSING SEOOL FILE 

DMSNXD617E ERROR CODE n FROM DMSFEET WHILE UNLOADING 'module name* MODULE 

DMSWEC682E EBBOB COPYING EILE ' f n ft f m» , EC=nn FBOH 'commana' 

DMSWDC653E EBBOB EX EC DTI NG 'command' ,RC=nn 

DMSWDF653E EBEOB EXECUTING ' GLOE ALV ,RC=nn 

DMSITS122S ERROR IN CALL TO routine FROM addr, EBBOB CODE nnn (HEX xxxxxx) 

DMSEXE085E EEEOR IN fn ft fm, IIME nnn - message 
DMSEXT072E EBEOB IN EXEC FIIE fn LINE nnn - message 

DMSPRE234E EEEOR IN LOAD LIST FIIE ' f n ft fm« [ MC INPUT] 

DMSACC240S EEBOE LOADING READ CS ROUTINE 'EMSBOS TEXT' 

DMSARN008W ERBOR MESSAGES ISSUED 
DMSLKD008W EBEOB MESSAGES ISSUED 

DMSDSK118S EEBOR PUNCHING FIIE {'fn ft fm'} 
DMSPUN118S ERROR PUNCHING FILE {'fn ft fm'} 



DMSTLB110S 


EBBOB 


BEADING 


'TAPn 


{(CUU)}' 


DMSTMA110S 


EEBOR 


READING 


'TAPn 


{(CUU)}' 


DMSTPD110S 


EEBOR 


READING 


•TAPn 


{(CUU)}' 


DMSTPE110S 


EBEOB 


READING 


'TAEn 


{(CUU)}' 


DMSVMF110S 


EBEOB 


READING 


'TAPn 


{(CUU)}' 


DMSVPD110S 


EEBOB 


READING 


•TAPn 


{(CUU)}' 


DMSDSK12US 


ERROR 


BEADING 


CASE FIIE 


DMSRDC124S 


EBBOB 


BEADING 


CARE FIIE 



I DMSWRC671E EEBOE BECEIVING FILE ' f n ft f m' , BC=nn FROM 'command' 

| DMSWNM656E EEBOB SEAECHIMG YOUR DAMES FIIE, BC=nn FBOM NAMEFIND COMMAND 

| DMSWSF671E EBBOR SENDING FILE ' f n ft fm» , EC=nn FROM 'command' 

DMSABX074E EBBOE SETTING/RESETTING AUXILIARY DIBECTOBY 
DMSASM074E EEBOB SETTING/BESETTING AUXILIARY DIBECTOBY 

DMSTLE111S EEBOB WBITING 'TAPn (CUU) • 

DMSTPE111S EEBOB WBITING 'TAPn (cuu) • 

DMSEDI117S EBBOB WBITING TO DISPLAY TERMINAL 

DMSPCW117S ERROR WBITING TO DISPLAY TERMINAL 

DMSVMF117S EBBOB WBITING TO DISPLAY TEBMINAL 

DMSXSC117S EBEOB WBITING TO DISPLAY TERMINAL 

DMSLI0169S ESDID TABLE OVEEFIOW 

DMSLIO740I EXECUTION BEGINS ... 

| DMSGL06U9E EXTRANEOUS PARAMETEB 'parameter' 

| DMSWNM6U9E EXTRANEOUS PARAMETER 'parameter' 

| DMSWPK649E EXTRANEOUS PARAMETER 'parameter' 

j DMSWRC649E EXTBANEOUS PABAMETEE 'parameter' 

DMSVGN364I FETCHING sysname... 
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DNS 



DBSSTA703I FILE 
DBSTPD703I FILE 

DBSLBB056B FILE 
DBSLBT056E FILE 
DMSLIO056E FILE 
DBSNCP056E FILE 
DBSSYN056E FILE 
DBSZAP056E FILE 

DBSGLB002W FILE 
DBSGND002W FILE 
DBSLEB002W FILE 
DBSLBT002H FILE 
DBSPOF002W FILE 
DBSZAP002W FILE 



DBSABS007E 
DBSABN007E 
DBSABX007E 
DBSASB007E 
DMSDLK007E 
DBSGBN007E 
DBSICP007E 
DMSIFC007E 
DBSLKE007E 
DBSSYN007E 
DBSUPD007E 
DBSXUP007E 
DBSZAP007E 

DMSCPY030E 
DBSBNB030E 
DBSCPY024E 
DBSEDI024E 
DBSBNB024E 
DBSSTA024E 
DBSUPD024B 
DBSUTL024E 
DBSXIN024E 
| DBSWBC024E 
| DBSXED555E 



FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 

FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 



DBSLBT056JJ FILE 



DBSPBT033E 
DBSPUN033E 
DMSSVT033E 
DBSTYP033E 
DBSSBT034E 

| DBSWBC024E 
| DBSWFL024E 
| DBSWSF024E 
DBSXCT002W 
DBSXGT002H 
DBSXIN002W 
DBSXUP002W 

DBSEDI132S 
DBSXIN132S 

DBSTPE096E 

DBSZAP208E 

DBSLGT002I 
DBSLI0002I 



FILE 
FILE 
FILE 
FILE 
FILE 

FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 

FILE 
FILE 

FILE 

FILE 

FILE 
FILE 



DBSABS722I FILE 



| DBSWNT665E 
| DBSWNT666E 



FILE 
FILE 



fn ft 
fn ft 

fn ft 

fn ft 

fn ft 

fn ft 

fn ft 

fn ft 

fn ft 
fn ft 
fn ft 
fn ft 
fn ft 
fn ft 



fn] 
fm] 

fm] 
fni] 
fm] 
fm] 
fm] 
fm] 

fm] 
fm] 
fm] 
fm] 
fm] 
fm] 



fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 

fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 

fn ft fm 

fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 

fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 

fn ft fm 
fn ft fm 



{COPIED |CBFATED} 
{COPIED ICBEJTED) 



CONTAINS 
CONTAINS 
CONTAINS 
CONTAINS 
CONTAINS 
CONTAINS 

NOT FOUND 
NOT FOOND 
NOT FOUND 
NCT FOUND 
NOT FOUND 
NOT FOUND 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



[NABE| ALIAS | ENTBY | ESD} 
{NABE| ALIAS |ENTBY| ESD} 
{NABE | ALIAS | ENTBY | ESD} 
{NAflEI ALIAS|ENTBY| ESD} 
{NABE| ALIASI ENTBYI ESD} 
{NAflEI ALIAS | ENTBY | ESD} 



EECOBD 
BECOBD 
BECOBD 
BECOBD 
BECOBD 
BECOBD 



FOBBATS 
FOBBATS 
FOBBATS 
FOBBATS 
FOBBATS 
FOBBATS 



NCT 
NCT 
NCT 
NOT 
NOT 
NCT 
NCT 
NCT 
NOT 
NOT 
NCT 
NOT 
NCT 



FIXED, 
FIXED, 
FIXED, 
FIXED, 
FIXED, 
FIXED, 
FIXED, 
IIXED, 
FIXED, 
FIXED, 
FIXED, 
FIXED, 
FIXED, 



80-CHAB. 
80 CHAB. 
80-CHAB. 
80-CHAE. 
80 CHAB. 
80 CHAB. 
80 CHAB. 
80 CHAB. 
80 CHAB. 
80 CHAB. 
80 CHAB. 
80 CHAB. 
80 CHAB. 



BECOEDS 
BECOEDS 
BECOEDS 
BECOEDS 
EECOBDS 
BECOEDS 
BECOEDS 
BECOEDS 
BECOEDS 
BECOEDS 
BECOEDS 
EECOBDS 
EECOBDS 



ALBEAEY 
ALEEADY 
AIEEADY 
ALEEADY 
ALBEAEY 
AIBEAEY 
ALBEAEY 
ALEEADY 
ALBEAEY 
ALBEAEY 
ALBEAEY 



ACTIVE 
ACTIVE 
EXISTS [ — 
EXISTS [ — 
EXISTS [ — 
EXISTS [ — 
EXISTS [ — 
EXISTS [ — 
EXISTS [ — 
EXISTS 
IN STCEAGE 



SPECIFY 
SPECIFY 
SPECIFY 
SPECIFY 
SPECIFY 
SPECIFY 
SPECIFY 



'BEPLACE* ] 
'BEPLACE' ] 
•EEPLACE' ] 
'BEPLACE' ] 
'REPLACE* ] 
•REPLACE' ] 
'REPLACE' ] 



CONTAINS INVALID [ NAME| ALIAS | ENTBY | ESD] BECOED FOBBATS 

IS NOT A LIEBAB3 
IS NCT A IIEBAEY 
IS NOT A LIBBABY 
IS NCT A IIEBABY 
IS NOT FIXED LENGTH 



NCT 
NOT 
NCT 
NOT 
NCT 
NOT 
NCT 



FCUND 
EOUND 
FCUND 
FOUND 
FCUND 
FCUND 
FCUND 



TOO LABGE 
TCC LABGE 



fn ft' DATA BLOCK COUNT INCOBBECT 

fn ft' IS NOT VABIAELE EECOBD FCBBAT 

fn' TXTLIB NOT FOUND 
fn' TXTLIB NCT FCUND 

fname2 LISTING fm' HILL HCLD AHSEEV OUTPUT 

USEBID NOTE *' ALEEADY EXISTS. ENTEE 'NOTE' TO CONTINUE or SPECIFY 'BEPLACE' 
USEBID NOTE *' NCT FOUND- TO BEGIN A NEH NOTE ENTEB 'NOTE name' 
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DMSFOE253E FILE fn ft fm CANNOT EE HANDLED WITH SUPPLIED PARAMETER LIST 
DMSSTT253E FILE fn ft fm CANNOT BE HANDLED WITH SUPPLIED PARAMETER LIST 
DMSPQU577E FILE HAS BEEN CHANGED. USE QQUIT TO QUIT ANYWAY 
| DMSWPK132S FILE IS TOO LARGE 

DMSFNS908T FILE SYSTEM ERROR DETECTED. VIRTUAL ADDR »cuu*. REASON CODE »nn« . 

DMSACC060E FILE(S) ' f n [ft [fm]]' NOl FOUND. DISK 'mode (CUU) * WILL NOT BE ACCESSED 

DMSFLD224E FILEID ALREADY IN USE 

DMSARX038E FILEID CONFLICT FOR RENAME 'ASM3705' 

DMSASM038E FILEID CONFLICT FOR DENAME 'ASSEMBLE* 

DMSICP038E FILEID CONFLICT FOR RENAME 'SYSIN' 

DMSCMP209W FILES DO NOT COMPARE 

DMSFOR603R FORMAT WILL ERASE ALL FILES ON DISK 'mode(CUU)'. DO YOU WISH TO CONTINUE? (YES|NO) 

DMSF0R733I FORMATTING DISK 'mode' 

DMSFRE167T FREE STORAGE MANAGEMENT ERROR, INTERNAL CODE ERROR nil 
DMSDOS094E FROM ADDRESS ON MVCOK MACEO INVALID 

DMSNCP099W GENERATION PARAMETERS INCCMPATIELE WITH VM/SP 

DMSHLP254E HELP CANNOT FIND THE INFORMATION YOU REQUESTED. IF NOT MISSPELLED, 

PLEASE ENTER 'HELP' FOR MENU SELECTION OR 'HELP HELP' FOR THE HELP COMMAND 
| DMSINI6U0R HELP DISK ADDRESS = cuu 

DMSHLP251E HELP PROCESSING ERROR, CODE nnn 'description' 

| DMSEI0632E I/O ERROR IN EXECIO: BC=XXX FIOM 'command* COMMAND 

DMSHIE907T I/O ERROR ON FILE • f n ft fm' 

DMSLBM907T I/O ERROR ON FILE 'fn ft fm' 

DMSIIC907T I/O ERROR ON FILE » f n ft fm' 

DMSUTL907T I/O ERROR ON FILE 'fn ft fm' 

DMSMVE128S I/O ERROR ON INPUT AFTER READING nnn RECORDS: INPUT ERROR code ON ddname 

DMSMVE129S I/O ERROR ON OUTPUT WHITING RECORD NUMBER nnnn: OUTPUT ERROR code ON ddname 

DMSHLE250S I/O ERROR OR DEVICE EBROR 

DMSLDS222E I/O ERROR READING 'data set name* FROM {' f m* |OS | DOS} DISK 
DMSREA830E I/O ERROR READING A RECORD FROM THE ERROR RECORDING CYLINDERS 
DMSLDS231E I/O ERROR READING VTOC FROM { 'f m' | OS | DOS} DISK 

DMSCMP019E IDENTICAL FILEIDS 
DMSRNM019E IDENTICAL FILEIDS 
DMSSRT019E IDENTICAL FILEIDS 

DMSCPY903T IMPOSSIBLE PHASE CODE ' XX ' 

DMSDLB305E INCOMPLETE EXTENT RANGE 

DMSCME054E INCOMPLETE FILEID SPECIFIED 

DMSCPY054E INCOMPLETE FILEID SPECIEIED 

DMSDSK054E INCOMPLETE FILEID SPECIFIED 

DMSEDI054E INCOMPLETE FILEID SPECIFIED 

DMSERS054E INCOMPLETE FILEID SPECIFIED 

DMSGRN054E INCOMPLETE FILEID SPECIFIED 

DMSPRT054E INCOMPLETE FILEID SPECIFIED 

DMSPUN054E INCOMPLETE FILEID SPECIFIED 

DMSRDC054E INCOMPLETE FILEID SPECIFIED 

DMSRNM054E INCOMPLETE FILEID SPECIFIED 

DMSSRT054E INCOMPLETE FILEID SPECIFIED 

DMSSTT05UE INCOMPLETE FILEID SPECIFIED 

DMSTYP054E INCOMPLETE FILEID SPECIFIED 

DMSUTL054E INCOMPLETE FILEID SPECIFIED 

| DMSWFL054E INCOMPLETE FILEID SPECIFIED 

| DMSWSF054E INCOMPLETE FILEID SPECIFIED 

DMSXIN054E INCOMPLETE FILEID SPECIFIED 

DMSMVE041E INPUT AND OUTPUT FILES ARE THE SAME 

DMSCPY068E INPUT FILE ' f n ft fm' NOT IN PACKED FORMAT 
DMSUPD210W INPUT FILE SEQUENCE ERROR • ' TO * ' 
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DMSXOP210W INPUT FILE SEQUENCE EEBOE ' 
DMSXMD573I INPDT MODE: 



TO • ' 



DMSINI612E INSTALLATION HEADING = 

DMSFOR216E INSUFFICIENT BLOCKS ON DISK TC SUPPORT CMS DISK STRUCTURE 
| DMSNXL622E INSUFFICIENT FREE STORAGE 
| DMSEI0622E INSUFFICIENT FREE STORAGE FOR EXECIO 

| DMSNAM622W INSUFFICIENT FREE STORAGE FOR NAMEFIND BUFFER, PROCESSING CONTINUES 
| DMSNXM622E INSUFFICIENT FREE STORAGE (nn ENTRIES) 

DMSFRE159T INSUFFICIENT STORAGE AVAILABLE TO SATISFY DMSFREE REQUEST FROM addr 

DMSEXE255T INSUFFICIENT STORAGE FOR EXEC INTERPRETER 

DMSGAM956E INSUFFICIENT STORAGE ICR GAM/SP ANCHOR BLOCK 

DMSNAM622E INSUFFICIENT STORAGE FOR NAMEFIND 

DMSUPD300E INSUFFICIENT STORAGE TC BEGIN UEDATE 

DMSUPD299E INSUFFICIENT STORAGE TO COMPLETE UPDATE 
| DMSGL0622S INSUFFICIENT STORAGE - NO TAEIE MADE 



DMSCI0145S 
DMSPI0145S 
DMSSPR145S 

DMSCMP062E 

DMSCPY062E 

DMSDSK062E 

DMSPRT062E 

DMSPUN062E 

DMSRDC062E 

DMSRNM062E 

DMSSRT062E 

DMSSTT062E 

DMSTYP062E 

| DMSWFL062E 

| DMSWNT062E 

| DMSWPK062E 

| DMSWRC062E 

I DMSWSF062E 



INTERVENTION REQUIRED ON {PRINTER| PUNCH} 
INTERVENTION REQUIRED CN {PRINTER| PUNCH} 
INTERVENTION REQUIRED ON {PRINTER| PUNCH} 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



[CHAR 
[CHAR 
CHAR 
CHAR 
CHAR 
CHAR 
CHAR 
CHAR 
CHAR 
CHAR 
CHAR 
CHAR 
CHAR 
CHAR 
CHAR 



DMSCPY064E INVALID 



DMSVGN369E 
DMSPRE183E 
DMSUPD183E 
DMSXUP183E 
DMSINI080E 

DMSJOI575E 
DMSSPL575E 
DMSXMC575E 
DMSXSE575E 

DMSAMS070E 
DMSARE070E 
DMSARX070E 
DMSASM070E 
DMSASN070E 
DMSDLE070E 
DMSDLK070E 
DMSDSK070E 
DMSDSL070E 
DMSDSV070E 
DMSERS070E 
DMSERV070E 
DMSFET070E 
DMSFLD070E 
DMSFOR070E 
DMSGND070E 
DMSICP070E 
DMSIFC070E 
DMSLBD070E 
DMSLBM070E 
DMSLKD070E 
DMSLLU070E 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 

INVALID 
INVALID 
INVALID 
INVALID 

INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



ICHARACTER] 
| CHARACTER] 
ICHARACTER] 
ICHARACTER] 
ICHARACTER] 
ICHARACTER] 
ICHARACTER] 
ICHARACTER] 
ICHARACTER] 
ICHARACTER] 
|CHAEACTER] 
ICHARACTER] 
ICHARACTER] 
ICHARACTER] 
ICHARACTER] 



| * | char ] • 


|*|char ]• 


|*|char]» 


|*|char ]' 


|*|char]» 


|*|char]» 


|*|char]» 


|* | char]' 


I *|char ]' 


|*|char ]' 


|*|char]' 


|*|char]' 


|*|char]* 


|*|char]« 


|*|char]' 



TRANSLATE] SPECIFICATION AT OR NEAR 

RELEASE 31 CR LATER REQUIRED 
CONTROL | AUX} FILE CONTROL CARD 
CONTROLIAUX} FILE CONTROL CARD 
CONTROL | AUX} FILE CONTROL CARD 
CYL|EIK} NUMEER - REENTER 

'JOIN | SPLIT | TABS | VERIFY|ZONE} COLUMNS DEFINED 
JOIN| SPLIT|TAES| VERIFY|ZONE} COLUMNS DEFINED 
JOIN|SPLIT|TAES| VERIFY|ZONE} COLUMNS DEFINED 
JOIN|SPLIT|TAES| VERIEYIZONE} COLUMNS DEFINED 



IN 


[OUTPUT 


| FILEID [ 


■ 'fn 


ft 


[fm] 


IN 


[OUTPUT 


| FILEID j 


" »fn 


ft 


[fm] 


IN 


[OUTPUT 


[ FILEID ; 


■ »fn 


ft 


[fm] 


IN 


[OUTPUT 


FILEID , 


'fn 


ft 


[fm] 


IN 


[OUTPUT 


[ FILEID 


' 'fn 


ft 


[fm] 


IN 


[OUTPUT 


| FILEID , 


: 'fn 


ft 


[fm] 


IN 


[OUTPUT 


FILEID , 


•fn 


ft 


[fm] 


IN 


[OUTPUT 


FILEID 


■ 'fn 


ft 


[fm] 


IN 


[OUTPUT 


[ FILEID | 


"•fn 


ft 


[fm] 


IN 


[OUTPUT 


FILEID j 


•fn 


ft 


[fm] 


IN 


[OUTPUT 


FILEID 


• »fn 


ft 


[fm] 


IN 


[OUTPUT 


[ FILEID | 


: 'fn 


ft 


[fm] 


IN 


[OUTPUT 


| FILEID 


• 'fn 


ft 


[fm] 


IN 


[OUTPUT 


FILEID 


: 'fn 


ft 


[fm] 


IN 


[OUTPUT 


FILEID | 


'fn 


ft 


[fm] 




i 









PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 
PARAMETER 



' parameter 
'parameter 
' parameter 
'parameter 
'parameter 
' parameter 
•parameter 
' parameter 
'parameter 
'parameter 

• parameter 
•parameter 
' parameter 
'parameter 
'parameter 
' parameter 
•parameter 
' parameter 
'parameter 
•parameter 

• parameter 
'parameter 



' | ARGUMENT 

• | ARGUMENT 
' | ARGUMENT 
' | ARGUMENT 
' | ARGUMENT 
' | ARGUMENT 
•| ARGUMENT 
' | ARGUMENT 

• | ARGUHENT 
' | ARGUMENT 
* | ARGUMENT 
' | ARGUMENT 
•| ARGUMENT 
•| ARGUMENT 
•| ARGUMENT 
' | ARGUMENT 
' | ARGUMENT 
•| ARGUMENT 
* | ARGUMENT 
•| ARGUMENT 
• | ARGUMENT 
' | ARGUMENT 



•argument' 
' argument' 
'argument' 
'argument' 
' argument* 
•argument' 

• argument' 
•argument' 
' argument' 

• argument* 
•argument' 
'argument' 
•argument' 
•argument' 
' argument* 
•argument' 
•argument' 
•argument' 
' argument' 
» argument' 
'argument' 

• argument' 
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DHSLST070E 
DMSMDP070E 
DMSMOD070E 
DHSMVE070E 
DMSNXD070E 
DMSNXL070E 
DMSNXM070E 
DMSOPT070E 
DMSOSB070E 
DHSPOB070E 
DMSPET070E 
DMSPBV070E 
DMSQEY070E 
DMSRRV070E 
DHSSET070E 
DMSSRT070E 
DHSSBV070E 
DHSSSK070E 
DMSSTT070E 
DMSTMA070E 
DMSTPE070E 
DHSDPD070E 
DMSVMF070E 
DMSVPD070E 
DMSWFL070E 
DMSXIN070E 
DMSZAP070E 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



{PARAMETEE 
{PARAMETER 
{PABAMETEE 
{PABAMETEB 
{PABAMETEE 
{PARAMETEE 
{PARAMETER 
{PARAMETER 
{PARAMETEE 
{PARAMETEE 
{PABAMETEE 
{PABAMETEE 
{PABAMETEE 
{PABAMETEE 
{PABAMETEE 
{PABAMETEE 
{PABAMETEE 
{PABAMETEE 
{PABAMETEE 
{PABAMETEE 
{PABAMETEE 
{PABAMETEE 
{PABAMETEE 
{PABAMETEE 
{PABAMETEE 
{PABAMETEE 
{PABAMETEE 



• parameter 
'parameter 

• parameter 
'parameter 
' parameter 
•parameter 
•parameter 
' parameter 
'parameter 
' parameter 

• parameter 
•parameter 
' parameter 
' parameter 

• parameter 
' parameter 
•parameter 

• parameter 
'parameter 
' parameter 
' parameter 
•parameter 
' parameter 
' parameter 

• parameter 

• parameter 
'parameter 



IABGOMENT 
IABGOMENT 
IABGOMENT 
| ARGUMENT 
| ARGUMENT 
| ARGUMENT 
| ARGUMENT 
IABGUMENT 
| ABGUMENT 
IABGUMENT 
IABGUMENT 
| ABGUMENT 
IABGUMENT 
IABGUMENT 
IABGUMENT 
| ARGUMENT 
| ARGUMENT 
IABGUMENT 
IABGUMENT 
IABGUMENT 
IABGUMENT 
IABGUMENT 
IABGUMENT 
IABGUMENT 
IABGUMENT 
| ARGUMENT 
IABGUMENT 



'argument' 
'argument' 
'argument' 
'argument' 
'argument' 
•argument' 
' argument* 
•argument' 
•argument' 
' argument' 
•argument* 

• argument' 
'argument' 
'argument' 
'argument' 
'argument' 
'argument' 
'argument' 
'argument' 
' argument' 
'argument' 
•argument 1 
'argument' 

• argument' 
' argument' 
'argument* 
■ argument' 



DMSPOE626E INVALID ACTION BOUTINE PABAMETEE 'parameter' 

DMSCMS095E INVALID ADDEESS 'address' 

DMSDOS095E INVALID ADDEESS 'address' 

DMSDSV095E INVALID ADDEESS 'address' 

DMSGEN095E INVALID ADDRESS 'address' 



DMSEUN070E INVALID ABGUMENT 'argument' 

DMSASN087E INVALID ASSIGNMENT CE 'SYSxxx' TO DEVICE 'device' 



DMSDSK078E 
DMSGEN078E 



INVALID CABD IN BEAEEB {DECK|EILE 'cardimage'} 
INVALID CABD IN BEADEB {DECKjEILE 'cardimage'} 



I DMSWSF676E INVALID CHABACTEB '*' EOE NETWORK ID 
| DMSHTL676E INVALID CHARACTEE '*' TOR NETWCBK ID 
DMSXSU062E INVALID CHARACTEE IN EILEID • f n ft fm' 

DMSFLD704I INVALID CLEAB BEQUEST 
DMSLBD704I INVALID CLEAB BEQUEST 

DMSXCT527E INVALID COLUMN NUMEEB 

DMSZAP190W INVALID CONTBOL BECOEE OB NO GO SWITCH SET 

DMSNCP025E INVALID DATA IN 370X CCNTBOI PBCGEAM 

| DMSDSK445W INVALID DATA IN SEQUENCE HELD, BYPASSING SEQUENCE CHECK 

DMSDLB221E INVALID DATA SET NAME 

DMSFLD221E INVALID DATA SET NAME 

DMSLBD221E INVALID DATA SET NAME 

DMSLDS221E INVALID DATA SET NAME 



DMSDLE086E INVALID DDNAME « ddname' 
DMSMVE086E INVALID DDNAME 'ddname* 



DMSASN027E 
DMSDSV027E 
DMSEBV027E 
DMSFLD027E 
DMSTLB027E 
DMSTPE027E 
DMSINI079E 
DMSACC017E 
DMSABE017E 
DMSFOB017E 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



DEVICE 
DEVICE 
DEVICE 
DEVICE 
DEVICE 
DEVICE 
DEVICE 
DEVICE 
DEVICE 
DEVICE 



{' device 
{'device 
{ 'device 
{♦ device 
{'device 
{' device 
ADDEESS - 
ADDEESS 
ADDEESS 
ADDEESS 



name' | 'device' 
name' | 'device' 
name* | 'device* 
name' | • device* 
name' | * device* 
name* | 'device' 

EEENTEB 
cuu* 
cuu' 
cuu' 



FOB 'SYSXXX'} 
FOB 'SYSxxx'} 
FOB 'SYSxxx'} 
FOB 'SYSXXX'} 
FOB 'SYSxxx'} 
FOB 'SYSXXX'} 
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DMSTPE017E INVALID DEVICE ADDEESS «cuu' 

DMSASN090E INVALID DEVICE CLASS • deviceclass* FOB 'device* 

DMSFBE160T INVALID DMSFBEE CALI JBOM addr 

DMSFBE161T INVALID DMSFBET CALL FBOM addr, EEEOB NUMBEB nn 

DMSEXE175E INVALID EXEC COMMAND 

DMSLDS227W INVALID EXTENT FOUND FOB • datasetname » ON 'fm» DISK 

| DMSWFL680E INVALID FILEID SPECIFIED WITH 'FILELIST' OPTION 
| DMSWSF680E INVALID FILEID SPECIFIED WITH 'FILELIST' OPTION 

DMSMOD032E INVALID EILETYPE 'ft' 
DMSSYN032E INVALID FILETYPE 'ft* 
DMSDTL032E INVALID FILETYPE 'ft' 

DMSSMN133S INVALID GETMAIN OB FBEEMAIN SPECIFICATION 
DMSSTG133S INVALID GETMAIN OB FBEEMAIN SPECIFICATION 

| DMSGLC628E INVALID GLOBALV FDKCTION 'function' 

DMSXDC544E INVALID HEX DATA : XXXXXXXX 



DMSDSK014E 
DMSDSL014E 
DMSGLE014E 
DMSIMA0T4E 
DMSLBM014E 
DMSLBT014E 
DMSOVB014E 

| DMSPQB014E 
DMSQBY014E 
DMSSET014E 
DMSSPB014E 
DMSTPE014E 
DMSOTL014E 

I DMSWDF014E 
DMSZAP014E 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



KEYWOBD 
KEYWOED 
KEYWOBD 
KEYWOBD 
KEYWOED 
KEYWOBD 
KEYWOBD 
KEYWOBD 
KEYWOBD 
KEYWOBD 
KEYWOBD 
KEYWOBD 
KEYWOED 
KEYWOED 
KEYWOED 



'function 
' function 
'function 
'function 
'function 
' function 
' function 
• function 
'function 
' function 
'function 
' function 
'function 
' function 
'function 



DMSIMA349E INVALID LIBBAEY 'litname' 

DMSXCT521E INVALID LINE NDMEEB 
DMSXGT521E INVALID LINE NDMBEE 
DMSXSE521E INVALID LINE NDMEEB 
DMSTYP049E INVALID LINE NDMEEB 'line numfcer* 



DMSA.CC048E 


INVALID 


MODE 


•mode' 


DMSABE0U8E 


INVALID 


MODE 


mode' 


DMSCPY048E 


INVALID 


MODE 


•mode' 


DMSDLE048E 


INVALID 


MODE 


mode' 


DHSDSK048E 


INVALID 


MODE 


•mode' 


DMSEBS048E 


INVALID 


MODE 


mode' 


DMSFOB048E 


INVALID 


MODE 


'mode* 


DMSGBN048E 


INVALID 


MODE 


mode' 


DMSLDS048E 


INVALID 


MODE 


•mode* 


DMSLST048E 


INVALID 


MODE 


mode* 


DMSMVE048E 


INVALID 


MODE 


mode' 


DMSPBT048E 


INVALID 


MODE 


mode' 


DMSBNM048E 


INVALID 


MODE 


'mode' 


DMSEON048E 


INVALID 


MODE 


mode* 


DMSSET048E 


INVALID 


MODE 


mode' 


DMSSTT048E 


INVALID 


MODE ' 


mode' 


DMSTPE048E 


INVALID 


MODE 


'mode* 


DMSOPD048E 


INVALID 


MODE 


mode* 


| DMSWSF048E 


INVALID 


MODE 


•mode' 


DMSXSE048E 


INVALID 


MODE 


mode' 


DMSXSU048E 


INVALID 


MODE 


■mode' 


DMSBNM051E 


INVALID 


MODE < 


:hange 



I DMSXCT541E INVALID NAME 

| DMSWSF678E INVALID NOTE HEABEB FOBMAI. NOTE CANNOT BE SENT 
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| DMSXDC543E INVALID NUMBER : XXXXXXXX 



DMSALT520E 
DMSCAN520E 
DMSMOD520E 
DMSPQO520E 
DMSSCH520E 
DMSSOE520E 
DMSSTA520E 
DMSXCG520E 
DMSXCT520E 
DMSXDC520E 
DHSXSE520E 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



OPEEAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 



operand 
operand 
operand 
operand 
operand 
operand 
operand 
operand 
operand 
operand 
operand 



DMSDLB304E INVALID OPERAND VALDE 'value' 



DMSACC003E 


INVALID 


OPTION 


•option' 


DMSAMS003E 


INVALID 


OPTION 


option' 


DMSARN003E 


INVALID 


OPTION 


•option' 


DMSARX003E 


INVALID 


OPTION 


option' 


DMSASM003E 


INVALID 


OPTION 


'option' 


DMSASN003E 


INVALID 


OPTION 


option' 


DMSCMP003E 


INVALID 


OPTION 


'option' 


DMSCPY003E 


INVALID 


OPTION 


option* 


DMSDLB003E 


INVALID 


OPTION 


'option' 


DMSDLK003E 


INVALID 


OPTION 


option' 


DMSDSL003E 


INVALID 


OPTION 


option* 


DMSDSV003E 


INVALID 


OPTION 


option* 


DMSEDI003E 


INVALID 


OPTION 


•option* 


DMSERS003E 


INVALID 


OPTION 


option' 


DHSFET003E 


INVALID 


OPTION 


option' 


DMSELD003E 


INVALID 


OPTION 


option' 


DMSFOR003E 


INVALID 


OPTION 


•option* 


DMSGRN003E 


INVALID 


OPTION 


option' 


DHSHLP003E 


INVALID 


OPTION 


option' 


DMSICP003E 


INVALID 


OPTION 


option' 


DHSIMA003E 


INVALID 


OPTION 


option' 


DHSLBE003E 


INVALID 


OPTION ' 


option' 


DMSLBM003E 


INVALID 


OPTION 


option' 


DMSLBT003E 


INVALID 


OPTION 


option' 


DHSLDS003E 


INVALID 


OPTION 


option' 


DBSLIC003E 


INVALID 


OPTION ' 


option' 


DMSLLD003E 


INVALID 


OPTION 


option' 


DMSLST003E 


INVALID 


OPTION 


option' 


DMSHOD003E 


INVALID 


OPTION 


option* 


DMSMVE003E 


INVALID 


OPTION 


option' 


DMSNAM003E 


INVALID 


OPTION 


option' 


DMSNCP003E 


INVALID 


OPTION « 


option' 


DMSPOP003E 


INVALID 


OPTION 


option' 


DMSPRT003E 


INVALID 


OPTION 


option' 


DMSPEV003E 


INVALID 


OPTION 


option' 


DMSPDN003E 


INVALID 


OPTION 


'option* 


DMSRNM003E 


INVALID 


OPTION 


option' 


DMSRRV003E 


INVALID 


OPTION 


option' 


DHSSRV003E 


INVALID 


OPTION 


option' 


DMSSYN003E 


INVALID 


OPTION 


•option' 


DMSTMA003E 


INVALID 


OPTION ' 


option' 


DMSTPD003E 


INVALID 


OPTION 


option' 


DMSTPE003E 


INVALID 


OPTION 


option' 


DMSTYP003E 


INVALID 


OPTION 


•option' 


DMSOPD003E 


INVALID 


OPTION 


option' 


DMSOTL003E 


INVALID 


OPTION 


'option* 


DMSWFL003E 


INVALID 


OPTION 


option* 


DMSWNT003E 


INVALID 


OPTION 


•option* 


DHSWPK003E 


INVALID 


OPTION 


option' 


DHSWRC003E 


INVALID 


OPTION 


•option' 


DMSWSF003E 


INVALID 


OPTION 


option' 


DMSWSF677E 


INVALID 


OPTION 


•option' 


DMSXIN003E 


INVALID 


OPTION 


option* 


DMSZAP003E 


INVALID 


OPTION 


•option' 



IN CPTICN LINE 



DMSASN029E INVALID PARAMETER • parameter' IN THE OPTION 'option' FIELD 
DMSCHP029E INVALID PARAMETER 'parameter* IN THE OPTION 'option* FIELD 
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DMSCPY029E 


INVALID 


PARAMETEB 


'parameter 


' IN 


THE 


OPTION 


option' 


FIELD 


DMSEDI029E 


INVALID 


PAEAMETEB 


parameter 


' IN 


THE 


OPTION 


option' 


FIELD 


DMSFET029E 


INVALID 


PARAMETER 


'parameter 


» IN 


THE 


OPTION 


option' 


FIELD 


DMSFLD029E 


INVALID 


PARAMETEB 


'parameter 


' IN 


THE 


OPTION 


option' 


FIELD 


DMSLBB029E 


INVALID 


PARAMETER 


parameter 


IN 


THE 


OPTION 


option' 


FIELD 


DMSLIO029E 


INVALID 


PARAMETER 


'parameter 


» IM 


THE 


OPTION 


option' 


FIELD 


| DMSNAM029E 


INVALID 


PARAMETER 


parameter 


IM 


THE 


OPTION 


option' 


FIELD 


DMSPRT029E 


INVALID 


PARAMETEB 


'parameter 


IN 


THE 


OPTION 


option' 


FIELD 


DMSQRY026E 


INVALID 


PARAMETER 


parameter 


FOR 'function' 


FDNCTION 


DMSSET026E 


INVALID 


PARAMETEB 


'parameter 


FOR 'function* 


FUNCTION 


DMSSPB026E 


INVALID 


PARAMETER 


parameter 


FOR 'function' 


FUNCTION 


DMSTPE029E 


INVALID 


PARAMETER 


parameter 


IN 


THE 


OPTION ' 


option' 


FIELD 


DMSTYF029E 


INVALID 


PARAMETER 


parameter 


IN 


THE 


OPTION 


option' 


FIELD 


| DMSWDF029E 


INVALID 


PARAMETER 


parameter 


IM 


THE 


OPTION 


option' 


FIELD 


| DMSWPK029E 


INVALID 


PARAMETER ' 


parameter 1 


IN 


THE 


OPTION ' 


option' 


FIELD 


| DMSWRC029E 


INVALID 


PARAMETER 


parameter 


IM 


THE 


OPTION ' 


option' 


FIELD 


DMSXIN029E 


INVALID 


PARAMETER 


parameter 


IN 


THE 


OPTION ' 


option' 


FIELD 



DMSXCT535E INVALID PARMS FOR RENUM 

DMSDMP020W INVALID PDDMP ADDRESS 'address' - NO DUMP OPERATION PERFORMED 

DMSSCH525E INVALID PFKEY MUMEEB 
DMSXSE525E INVALID PFKEY NDMEER 

DMSXSE528E INVALID RANGE : TARGET2 (LINE nn) PRECEDES TABGET1 (LINE nn) 

| DMSMVE232E INVALID RECFM — SPANNED RECORDS NOT SUPPORTED 

DMSTMA057E INVALID RECORD FORMAT 
DMSTP1057E INVALID RECORD FCEMAT 

DMSINI081E INVALID REPLY - ANSWER "YES" OR "NO" 
| DMSWSF081E INVALID EEPLY - ANSWER "Y1S" CR "NO" 

DMSVGN360E INVALID RESPONSE 'response' 

DMSSPR352E INVALID SETPRI DATA IM FIIE 'fn ft' 

DMSSRT053E INVALID SORT FIELD PAIR DEFINED 

DMSXMS053E INVALID SORT FIELD PAIB DEFINED 
| DMSWPK650E INVALID SPOOLID 'nnnn' 

DMSSSK363E INVALID STARTING ADDRESS 'startadr' 

DMSSSK362E INVALID STORAGE PROTECT KEY 'key' 

DMSXCH512E INVALID SDBSET COMMAND 
DMSXDC512E INVALID SDBSET COMMAND 

DMSGAM951E INVALID SVC nn. GAM/SP NOT INSTALLED 

| DMSWEX654E INVALID SYMBOL 'symbol'. {'/0' MDST BE SPECIFIED ALONEI INVALID CHARACTER 
| 'Char' FOLLOWING »/' SYMBOL} 

DMSXDC548E INVALID SYNONYM OPERAND : operand 
DMSXSE548E INVALID SYNONYH CPERAME : operand 

DMSASN035E INVALID TAPE MODE 
DMSFLD035E INVALID TAPE MODE 
DMSVMF035E INVALID TAPE MODE 

DMSUPD207W INVALID UPDATE FIIE CCMTRCL CARE 
DMSXUP207W INVALID UPDATE FILE CONTROL CARD 

DMSMQD08UE INVALID USE OF 'FROM' AND 'TO' OPTIONS 
DMSZAP248W INVALID VER/REP DISP - SET NO GO SWITCH 

DMSINI608R IPL DEVICE ADDRESS » CUU 

DMSINI082E IPL DEVICE ERROR - REENTER 

DMSINI902T IPL DEVICE READ I/O ERBOH 

DMSINI131S IPL DEVICE WRITE I/O ERROR 

DMSDOS160S JOB CANCELED DUE TO EEOGBAM BEQUEST 
DMSBTP106E JOB CARD FORMAT INVALID 
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DMSCPY157E LABEL 'label' NOT FOOND IN FILE «fn ft fm« 

DMSDSL213W LIBRARY 'fn ft fm' NCT CREATEE 
DMSLBM213W LIBRARY • f n ft fm« NOT CREATED 
DMSLBT213W LIBRARY »fn ft fm» NCT CREATEE 

| DMSXCT533E LINE 'linenum' IS NCT RESERVED 

DMSVGN362I LINK EDITING sysname 

! DMSWNT669E LIST OF ADDRESSEES CANNOT BEGIN WITH «CC: » 

DMSLIC116S LOADER TABLE OVERFLOW 
DMSMCD116S LOADER TABLE OVERFLOW 
DMSSET031E LOADER TAELES CANNOT EE MODIFIED 

DMSXSE519E IRECL MOST BE LOWER THAN WIDTE (nn) 

DMSLBM157S MACLIB LIBIT EXCEEDED [, LAST MEMBER JIDDEE WAS ' membername' ] 

DMSDLE320I MAXIMUM NUMBER OF DISK ENTRIES BECORDED 
DMSDLB321I MAXIMUM NUMBER OF EXTENTS RECORDED 
DMSSRT212E MAXIMUM NUMBER OF RECORDS EXCEEDED 

! DMSITS135S MAXIMUM SVC DEPTH 'nnnn' HAS EEEN EXCEEDED WITH CALL AT addr 

DMSZAP751I MEMBER 'name' FOUND IN LIERABY 'libname' 

:h 

fm» | lifcmane] 
f m* jlibmane] 
f m' |libmane ] 
f i» |libmane] 
f b* jlibmane] 
f m' I libmane J 
f m' |libmane] 

| DMSWNT637E MISSING {VALUE | 'value'} FOR THE {'option' OPTICN| 'operand' OPERAND} 

| DMSNXI589E MISSING FILEDEF EOF EEKAME ddname 
DMSXDS589E MISSING FILEDEF FOR EENAME SYSIN 

| DMSWSF637E MISSING NODEID FOE THE 'AT' OPERAND 
| DMSWTL637E MISSING NODEID FOR THE 'AT' OPERAND 

DMSALT5U5E MISSING OPERAND (S) 

I DMSHEL545E MISSING OPERAND (S) 

DMSMOD545E MISSING OPERAND (S) 

DMSSCH545E MISSING OPERAND (S) 

DMSXCT545E MISSING OPERAND (S) 

DMSXDC545E MISSING OPERAND (S) 

DMSXMC545E MISSING OPERAND (S) 

DM5XSE545E MISSING OPERAND (S) 

| DMSWDC652E MISSING OPERAND (S). SPECIFY EXECUTE [n] DISCARD 



DMSZAP247W 


MEMBER 


' name 1 


NOT 


FOUND 


« 


3ET NC GO 


SWITCH 


DMSIMA013E 


MEMBER 


'name' 


NOT 


FOUND 


IN 


LIERARY 


'[ 


»fn 


ft 


DMSLET013E 


MEMBER 


•name' 


NOT 


FOUND 


IN 


LIERARY 


*[ 


•fn 


ft 


DMSLOS013E 


MEMBER 


'name' 


NOT 


FOUND 


IN 


LIERARY 


«[ 


•fn 


ft 


DMSNCP013E 


MEMBER 


* name' 


NOT 


FOUND 


IN 


LIERARY 


»[ 


•fn 


ft 


DMSPRT013E 


MEMBER 


' name' 


NOT 


FOUND 


IN 


LIBRARY 


'[ 


«fn 


ft 


DMSPUN013E 


MEMBER 


'name' 


NOT 


FOUND 


IN 


IIERARY 


'[ 


•fn 


ft 


DMSTYP013E 


MEMBER 


'name' 


NOT 


FOUND 


IN 


LIERARY 


'[ 


•fn 


ft 



DMSUPD179E MISSING OR DUPLICATE 'MACS' CAEE IN CONTROL FILE ' f n ft fm» 
DMSXUP179E MISSING OR DUPLICATE 'MACS' CARD IN CONTROL FILE 'fn ft f m • 

DMSUPD180W MISSING PTF FILE 'fn ft fm» 
DMSXUP180W MISSING PTF FILE » f n ft fm' 

I DMSWRC637E MISSING VALUE FOR THE {'NOTEBOOK' | 'SPCOLID'} OPTION 

j DMSNAM637E MISSING VALUE FOR THE 'option' OPTION 

| DMSWEL637E MISSING VALUE FOR THE •PROFILE' OPTION 

J DMSWPK637E MISSING VALUE FOR THE PROEILE| FRCM| FCB| OPTION 

| DMSWDF637E MISSING VALUE FOR THE PROFILE | FROM|FOH| NOTEBOOK OPTION 

| DMSNXL619E MODULE 'module name' NCT ECUND 

I DMSLIC623S MODULE CANNOT BE LOADED AT LOCATION 'location' BECAUSE IT WOULD 
I OVERLAY THE CMS MODULE 

DMSSLN350E MODULE IS MARKED NOT EXECUTABLE 
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DHSSLN351E HODULE IS HABKED CNII ICADAEII 

DMSAEX052E HOEE THAN 100 CHAES OF OPTIONS SPECIFIED 

DHSASH052E HOEE THAN 100 CHAES CF OPTICUS SPECIIIEE 

DMSIFC831E HOEE THAN 100 CBAES OF OPTIONS SPECIFIED 

DHSOSB052E HOEE THAN 100 CHAES OF OPTIONS SPECIIIEE 

DHSGIE108S HOEE THAN 8 LIEEAEIES SPECIIIED 

DHSDOS093E HVCOH HACEO ATTEHPT TO ALTEB CTHEE THAN POSITION 12-23 OF COHEEG 

| DHSXCT540E NAHE ALEEADY DEFINED ON LINE 'nil 1 

| DHSSCT539E NAKED LINE NOT FOUND 

DHSCPY063E NO [ SOET |TEANSLATION | SPECIFICATION ] LIST {ENTEEED| GIVEN} 
DHSSET063E NO [ SOBT| TBANSIATICH | SPECIFICATION ] LIST {ENTEEED| GIVEN) 

| DHSWDF641E NO {COHHAND|OPTIOHS} SPECIFIED 

DHSAEE028E NO {DEVICE | LOGICAL UNIT} SPECIFIED 
DHSASN028E NO {DEVICE | LOGICAL OMIT} SPECIPIED 
DHSFOE028E NO {DEVICE |LOGICAL ONII} SPECIFIED 

DHSDSL098E NO {PHASE| PEOCEDDEE} KAME SPECIFIED 

DHSFET098E NO {PHASE | PEOCEDDEE} NAHE SPECIFIED 

DHSPEV098E NO {PHASE| PEOCEDDEE} NAME SEECIIIED 

DHSEBV098E NO {PHASE| PEOCEDDEE} HAHE SPECIFIED 

DHSSBV098E NO {PHASE| PEOCEDDEE} SAME SEECIIIED 

DHSDSV028W NO {PBIVATE| SYSTEH} TEANSIENT DIBECTOBY ENTBIES 

DHSCHE005E NO 'option* SPECIIIED 

DHSDLE005E NO 'option' SPECIEIED 

DHSFOE005E NO 'option' SPECIIIEE 

DHSLIC005E NO 'option' SPECIIIED 

DHSLKD005E NO 'option' SPECIFIED 

DHSHOE005E NO 'option' SPECIIIEE 

DHSQBY005E NO 'option' SPECIIIEE 

DHSTYF005E NO 'option' SPECIIIED 

DHSSCH569E NO 'CHANGE' OB 'CLOCATI' SOECCHHAND SPECIIIED 

DHSPBV097E NO 'SYSBES' VOLOHE ACTIVE 
DHSBBV097E NO 'SYSBES' VOLDHE ACTIVE 
DHSSBV097E NO 'SYSBES' VOLDHE ACTIVE' 

| DHSBON999E NO ft HODOLE FCOND 

DMSBTE100E NO BATCH PEOCESSOB AVAILABLE 

| DHSWPK643E NO CLASS 'class' FILES IN ICUB EEADEB 
| DHSWBC643E NO CLASS 'class' FILES IN ICOB EEADEB 

DHSOPL158E NO CHS/DOS PEOCEDDEE IIEEAEY SOPPOBT 
DHSVGN366E NO CHS/DOS SDPPOBT FOE NATIVE 3380 DISK 



DHSDSW22H NO COBE IHAGE DIBECTOBY 



DHSLDS226E 
DHSAHS228E 



NO DATA SET NAHE ALLOWED WITH FBEE OPTION 
NO DDNAHE ENTEBED 



DHSGND022E NO DIBECTOBY NAHE SPECIFIED / 

DHSPET039E NO ENTBIES IN LIEBABI 'fn ft fm' 

DHSPON039E NO ENTBIES IN LIEBAEY ' f n ft fm' 

DHSTYP039E NO ENTBIES IN LIEBABI ' f n ft fm» 

DHSUTL039E NO ENTBIES IN LIEBABI • f n ft fm' 

| DHSNAH635I NO ENTBIES WEBE FOUND THAT MATCHED YODB SEABCB CBITEBIA 

DHSLIC055E NO ENTBY POINT DEFINED 
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DMSCPY042E NO FILEID (S) SPECIFIED 

DMSRDC042E NO FIIEID (S) SPECIFIED 

DMSTPE042E NO FILEID (S) SPECIFIED 

DMSUTL042E NO FIIEID (S) SPECIFIED 



DMSIDS223E 
DHSAMS001E 
DMSAEN001E 
DMSARX001E 
DMSASM001E 
DMSDLB001E 
DMSDIK001E 
DMSERV001E 
DMSEXC001E 
DMSICP001E 
DMSIHA001E 
DHSLBM001E 
DMSLBT001E 
DMSLIO001E 
DMSIKD001E 
DMSHDP001E 
DMSMOD001E 
DMSNCP001E 
DHSNXI001E 
DMSPEE001E 
DMSRUN001E 
DMSTMA001E 
DMSUPE001E 
DMSZAP001E 



NO FILEMODE 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 
NO FILENAME 



SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIEIEE 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 



DMSMOD040E NO FILES LOADED 



DMSDLE023E 
DMSFLE023E 
DMSIFC023E 
DMSTPE023E 



NO FILETYPE SPECIFIED 
NO FILETYPE SPECIFIED 
NO FILETYPE SPECIFIED 
NO FILETYPE SPECIFIED 



DMSLDS233I NO FREE SPACE AVAILAELE ON »fm' DISK 



DMSDSK047E 
DMSDSL047E 
DMSDSV047E 
DMSGLB047E 
DMSGLC047E 
DMSIMA047E 
DMSLBM047E 
DMSLBT047E 
DMSOVB047E 
DMSPOP047E 
DMSPOE047E 
DMSQRY047E 
DMSSET047E 
DMSTPE047E 
DMSUTL047E 
DMSVMF047E 
DMSZAF047E 



NO FUNCTION 
NO FUNCTION 
NO FUNCTION 
NO FUNCTION 
NO FUNCTION 
NO FUNCTION 
NO FUNCTION 
NO FUNCTION 
NO FUNCTION 
NO FUNCTION 
NO FUNCTION 
NO FUNCTION 
NO FUNCTION 
NO FUNCTION 
NO FUNCTION 
NO FUNCTION 
NO FUNCTION 



SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIIIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIEIID 
SPECIFIED 



DMSBTP105E NO JOB CAED PROVIDED 

DMSDSL046E NO LIBRARY NAME SPECIFIED 

DMSIMA046E NO LIBRARY NAME SPECIFIED 

DMSLBM046E NO LIBRARY NAME SPECIFIED 

DMSLBT046E NO LIBRARY NAME SPECIFIED 

DMSXCG502W NO LINE TO RECOVER 

DMSJOI585E NO LINE (S) CHANGED 
DMSSPL585E NO LINE (S) CHANGED 
DMSXSU585E NO LINE(S) CHANGED 

DMSXGT562E NO LINE(S) SAVED BY PUT (D) SUBCOMMAND 

DMSMDP018E NO LOAD MAP AVAILABLE 
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DMSZAP246W NO LOADER TABLE PRESEHT FCB MCDULE «fn» - SET SO GO SWITCH 

DMSLDS229I NO MEMBERS FODND 

DMSXFC557S NO MORE STORAGE TO INSERT LINES 

DMSXSE538E NO NAME DEFINED 

| DMSWSF675E NO NAMES SPECIFIED 

| DMSWNT670E NO NAMES TO BE ADDED WERE FCUHD 

| DMSNXD624W NO NUCLEUS EXTENSIONS ARE LOADED 

| DMSNXM624I NO NUCLEUS EXTENSIONS ARE LCAEEE 

DMSDSV027W NO PRIVATE CORE IMAGE LIBRAE! 

DMSFCH016E NO PRIVATE CORE IMAGE LIBRARY FOUND 

DMSDSV024W NO PROCEDURE DIRECTORY 



DMSAMS006E 
DMSARN006E 
DMSARX006E 
DMSASM006E 
DMSCMS006E 
DMSDLK006E 
DMSERV006E 
DMSGEN006E 
DMSICP006E 
DMSLKB006E 
DMSLLU006E 
DMSPRV006E 
DMSRRV006E 
DMSSRV006E 
DMSVMF006E 
| DMSWNT006E 
| DMSWRC006E 
| DMSWSF006E 



NO READ/WRITE 
NO READ/WRITE 
NO READ/WRITE 
NO READ/WRITE 
NO READ/WRITE 
NO READ/WRITE 
NO READ/WRITE 
NO READ/WRITE 
NO READ/WRITE 
NO READ/WRITE 
NO READ/WRITE 
NO READ/WRITE 
NO READ/WRITE 
NO READ/WRITE 
NO READ/WRITE 
NO READ/WRITE 
NO READ/WRITE 
NO READ/WRITE 



[ «A' ] 


[»A« ] 


C '*' 3 


[»A« ] 


['»' 3 


[ 'A'] 


['A' ] 


[ 'A' ] 


[•*' 3 


[»A« ] 


C * A ' 3 


['A' ] 


£ ■»' 3 


[ * a ' 3 


[»A' ] 


[ **' 3 


C*a* ] 


[ »A« ] 



DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 
DISK 



ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 
ACCESSED 



[FOR « 


fn 


ft" ] 


[FOR « 


fn 


ft'] 


[FOR 


fn 


ft'] 


[FOR 


•fn 


ft'] 


[FOR 


fn 


ft'] 


[FOR 


fn 


ft' ] 


[FOR 


fn 


ft'] 


[FOR 


fn 


ft'] 


[FOR 


fn 


ft'] 


[FOR 


•fn 


ft'] 


[FOR 


fn 


ft'] 


[FOR 


fn 


ft'] 


[FOR 


fn 


ft'] 


[FOR 


fn 


ft'] 


[FOR 


fn 


ft'] 


[FOR 


fn 


ft' ] 


[FOR 


•fn 


ft'] 


[FOR 


fn 


ft'] 



DMSCPY173E NO RECORDS WERE COPIED TO OUTPUT FILE ' f n ft U 
DMSDSV023W NO RELOCATABLE DIRECTORY 

DMSXMS063E NO SORT LIST GIVEN 
DMSDSV025W NO SOURCE STATEMENT DIRECTORY 



DMSXCT554S 
DMSXDC554S 
DMSXED554S 
DMSXFD554S 
DMSXIN554S 
DMSXMS554S 
DMSXPT55US 
DMSXSE554S 



NO STORAGE 
NO STORAGE 
NO STORAGE 
NO STORAGE 
NO STORAGE 
NO STORAGE 
NO STORAGE 
NO STORAGE 



AVAILAELE 
AVAILABLE 
AVAILABLE 
AVAILABLE 
AVAILAELE 
AVAILABLE 
AVAILAELE 
AVAILABLE 



| DMSXDC5U2E NO SUCH SUBCOMMAND : name 

DMSXSE552E NO SYNONYM CURRENTLY DEFINED 
DMSSYN712I NO SYNONYMS. (DMSIHS MCT IN MDCLEUS) 

DMSBOF302E NO SYSXXX OPERAND {ENTERED | SPECIFIED} 
DMSDLB302E NO SYSxxx OPERAND {ENTERED | SPECIFIED} 
DMSLLU303E NO SYSXXX SATISFIES BECUEST 

DMSSYN711I NO SYSTEM SYNONYMS IN EFFECT 

DMSDSV021W NO TRANSIENT DIRECTORY 

DMSSET061E NO TRANSLATION CHARACTER SPECIFIED 

DMSUPD181E NO UPDATE FILES WERE FOUND 

I DMSDLB324I NO USER DEFINED DLBL IN EFFECI 

| DMSFLD324I NO USER DEFINED FILEDEF'S IN EFFECT 

| DMSLBD32HI NO USER DEFINED LABELDEF} 's IK EFFECT 

DMSQRY324I NO USER DEFINED {DLEL | FILEDEF | LABELDEF} *S IN EFFECT 

| DMSNAM634E NO VALUE TO SEARCH FCR WAS SPECIFIED 

DMSERE215T NO VIRTUAL CONSOLE ATTACHED. RE-IPL CMS 

DMSVIP230E NO. OF VSAM EXIT ROUTINES HAS EXCEEDED MAX OF 128 - UNABLE TO CONTINUE 
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DMSXSE524W NONDISP CHARACTER RESET TC BLANK 

DMSXFD560W MOT ENOUGH SPACE FOE SERIALIZATION BETWEEN TBONC AND LRECL 
DMSXSE560W NOT ENOUGH SPACE EOB SERIALIZATION BETWEEN TBUNC AND LBECL 

DMSXCG505E NOT EXECUTED: THE TARGET LINE (nn) IS WITHIN THE LINES TO MOVEJCOPY 

DHSSPL586E NOT FOUND 
DHSXSU586E NOT FOUND 
| DMSSCH586E NOT FOUND {ON SCREEN} 

| DMSWNT667E NOTE HEADER DOES NOT CONTAIN THE {KEYWORD {• FROM' | 'TO'} 'OPTIONS' | »DATE* LIME} 
| DMSWSF667E NOTE HEADER DOES NOT CONTAIN THE {KEYWORD {'FROM' | »TO»} •OPTIONS' I 'DATE* LINE} 

DMSFLBU20E NSL EXIT FILENAME HISSING OR INVALID 
DMSTMA420E NSL EXIT FILENAHI MISSING OB INVALID 
DMSTPD420E NSL EXIT FILENAME MISSING OR INVALID 

| DMSEI0618E NUCEXT FAILED 

| DMSGLC618E NUCEXT FAILED 

| DMSNAM618E NUCEXT FAILED 

| DMSNXL618E NUCEXT FAILED 

DMSINI609R NUCLEUS {CYLjELK} ADDRESS = linn 

DMSINI083E NUCLEUS {CYL | BLK} SPECIFICATION UNACCEPTABLE, ERROR 'X» 

DMSRDC701I NULL FILE 
DMSTPE701I NULL FILE 

DMSXCT536E NUMBER OF LINES EXCEEDS PHYSICAL SCREEN SIZE 

DMSLBT106S NUMBER OF MEMBER NAMES EXCEEDS MAX 'noun'. FILE »fn ft' NOT ADDED 

DMSCPY103S NUMBER OF SPECS EXCEEDS MAX 20 

DMSVGN365R ONE OR MORE OF THE TEXT FILES LISTED IN THE fn EXEC 
ABE MISSING. THE VSAM PP PID TAPE SHCULD BE ON TAPE 
DRIVE 181, ENTER: »G0» IF TAPE DRIVE IS READY TO LOADFILE 
OR 'QUIT' to STOP GENERATION PBCCESS 

DMSSOP036E OPEN ERROR CODE 'nn 1 ON 'adnanie' 
DMSXDS591E OPEN ERROR ON SYSIN 

DMSXCT526E OPTION » option* VALID IN DISPLAY MODE ONLY 
DMSXSE526E OPTION 'option' VALID IN EISPIAX MODE ONLY 

DMSJOI562E OPTION 'CURSOR' VALID IN DISPLAY MODE ONLY 

DMSSPL562E OPTION 'CURSOR' VALID IN DISPLAY MODE ONLY 

| DMSWEX562E OPTION 'CURSOR' VALID IN DISPLAY MODE ONLY 

DMSUPD187E OPTION 'STK' INVALID WITHOUT 'CTL' 

DMSACC230W OS DISK - FILEIE AND/OR OPTIONS SPECIFIED ARE IGNORED 

DMSASN050E PARAMETER MISSING AETEB {DDNAME |SYSXXX | function} 

DMSDLE050E PABAMETER MISSING AETER {DDNAME | SYSXXX| function} 

DMSFLB050E PARAMETER MISSING AETER {DDNAME| SYSxxxl function} 

| DMSNXD050E PARAMETER MISSING AETEB {DDNAME |SYSXXX| function} 

DMSSET050E PARAMETER MISSING AETER {DDNAME | SYSXXX| function} 

DMSZAP191W PATCH OVERLAPS - SET NO GO SWITCH 
DMSMVE225I PDS MEMBER ' membername' MOVED 

DMSFNS909T PERM I/O ERROR ON 'cuu'. CSW cccccccc CCCCCCCC SENSE ssssssss ssssssss ssssssss 
ssssssss ssssssss ssssssss. 

DMSCRD171T PERMANENT CONSOLE ERROR BE-IEI CMS. 
DMSCW1171T PERMANENT CONSOLE EBBOR RE-IPL CMS. 
DMSCIT171T PERMANENT CONSOLE ERROR, BE-IPL CMS 
DMSFOB125S PERMANENT UNIT CHECK CN DISK 'mode(cuu)' 

DMSFET710I PHASE 'phase' ENTRY POINT AT LOCATION XXXXXX 
| DMSFCH623S PHASE CANNOT BE LOADED AT LOCATION 'location' BECAUSE IT WOULD 
| OVERLAY THE CMS NUCLEUS 

| DMSFET623S PHASE CANNOT BE LOADED AT LOCATION 'location' BECAUSE IT WOULD 
| OVERLAY THE CHS NUCLEUS 
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DMSFCH115E PHASE LOAD POINT LESS THAN 'address 1 

DMSZAE193W PEECEDING CONTBOL EECOED FLUSHED 

DMSXSU588E PEEFIX SUBCOMMAND WAITING... 

DMSPEE238E PEELOADEB PEOCESSING EBBOB 

DMSCMP010E PBEMATUBE EOF ON FILE ' f n ft [fm]» 
DMSTPE010E PEEMATDEE EOF ON FILE ' ± n ft [fit] 1 
DMSUPD010W PEEMATDEE EOF ON FIIE 'fn ft fm» — SEQ NUMBEB » • NOT FOOND 

DMSLBM167S PBEVIODS MACLIE FUNCTION NOT FINISHED 

DMSSTT227I PEOCESSING VOLUME 'no' IN DATA SET 'data set name' 

DMSSPB199E PET '00E' NOT A VIETUAL 3800 
DMSSPB196I PET cuu SETUP COMPLETE 

DMSLIO206W PSEUDO BEGISTEE ALIGNMENT EBBOB 
DMSLI0168S PSEODO BEGISTEB TABLE CVEEFIOW 

| DMSWSF674E PUNCH IS NOT EEAEY 

DMSXPT580W PUT NOT EXECUTED. 

DMSDSK205W EEADEB EMPTY CB NOT BEADY 
DMSEDC205W EEADEE EMPTY CE NCT BEADY 

| DMSDSK496S EEADEB FILE ALTEEED TO DISK LOAD AS: 'fn ft fm'. DISK LOAD STOPPED 
I FILE HAS LEFT IN YOUB BEAIEE 

| DMSWPK674E EEADEB IS NOT BEADY 
| DMSWBC674E EEADEE IS NOT BEABY 

DMSXSE515E BECFM MUST BE {F|V|FP|VP} 

DMSEDI044E EECOED LENGTH EXCEEES ALLCWABIE MAXIHUM 

DMSPET04UE EECOED LENGTH EXCEEDS ALLOWABLE MAXIMUM 

DMSPUN044E BECOBD LENGTH EXCEEES ALLCWAEIE MAXIMUM 

DMSEDC738I BECOBD LENGTH IS 'nnn' BYTES 

DMSXGT563W BECOEDS TEUNCATED 

DMSXPT579E EECOEDS WILL BE TEUNCAIED TO En. CONTINUE (YES/NO)?: 

DMSEDI14US EEQUESTED FILE IS IN ACTIVE STATUS 
| DMSPOE627E BESULT IS 'nnnn' BYTES TOC LABGE FOE CP COMMAND BUFFEE 

DMSXCM514E EETUBN CODE 'nn' FBCM 'command' 
| DMSNAM633E EETUENED VALUES WEEE TBUNCATED 

DMSINI607E BEWEITE THE NUCLEUS? {YES | NO} 

| DMSPOP620E STABLE EBBOB ON LINE 'nnn' - {NCN-NUMEBIC VALDE 

| SPECIFIEDIINCOBBECT NUBBEE OF PAEAMEIEBS| MISALIGNED 

I FIELD | INVALID PEOE USEBID} 

DMSITS154T SAVE ABEA FOB SVC CALL FBCM addr CANNOT BE ALLOCATED 

DMSDOS091E SAVEABEA ADDBESS IN EABTITION PIB NOT EQUIVALENT TO LTA SAVEABEA ADDBESS 

DMSSET142S SAVED SYSTEM NAME 'name' INVALID 

| DMSDSK078W SEQUENCE EBBOB DETECTED LOADING 'fn ft' EXPECTED • « FOUND ' • 

DMSUPD174W SEQUENCE EEEOB INTRODUCED IN OUTPUT FILE: ' ..' TO '.... .' 

DMSXUP174W SEQUENCE EBBOB INTBOEUCED IN OUTPUT FILE: » ' TO • ..' 

DMSUPD182W SEQUENCE INCBEBENT IS ZEBC 

DMSUPD186W SEQUENCE NUMBEE [• •] NOT FOUND 

DMSXUP186W SEQUENCE NUMBEB [» •] NCT FOUND 

DMSUPD176W SEQUENCING OVEBFLOW FOLLOWING SEQ NUMEEB * ' 

| DMSGL0631E SETL/SETLP/SETLS CAN ONLY BE EXECUTED FBOM AN EXEC 2 EXEC OB AS A CMS COMMAND 

DMSSPB198E SETPBT CAUSED A LCAE CBECK - SNS=SSSSSSSS 
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DMSARN012W SEVERE ERROR MESSAGES ISSUED 
DMSLKD012W SEVERE ERROR MESSAGES ISSUED 

| DMSINS100W SHARED £SSTAT| YSTAT} NOT AVAILAILE 

DMSIFC832S SOFTWARE INCOMPATIBILITY AT THE CPEREE-EREP INTERFACE. CODE=nnn 

| DMSWPK655E SPOOLID 'nnnn' DOES NCT EXIST 
| DMSWRC655E SPOOLID 'nnnn' DOES HOI EXIST 

DMSVGN366I STARTING TO READ PTF EECKS E1CM READER... 
DMSBOP413S STORAGE NOT INITIALIZED FOR VSAM PROCESSING 
DMSDOS413S STORAGE NOT INITIALIZED FOR VSAB PROCESSING 

DHSSCH551I STRING 'string » FOUND. — - PEnn SET ECB SELECTIVE CHANGE 
DHSXCG511E STRING2 CONTAINS MORE ARBITBABY CHARACTERS THAN STBING1 

DMSDOS092E STXIT SAVEAREA ADDRESS INVALID 

DMSMOD529E SUBCOMMAND IS ONLY VALID IN {DISPLAY | EDITING} MODE 

DMSPOW529E SUBCOMMAND IS ONLY VALID IN {DISPLAY| EDITING} MODE 

DMSSCH529E SUBCOMMAND IS ONLY VALID IN {DISPLAY | EDITING} MODE 

DMSXCT529E SUBCOMMAND IS ONLY VALID IN {DISPLAY| EDITING} MODE 

DMSXMD529E SUBCOMMAND IS ONLY VALID IN {DISPLAY | EDITING} MODE 

DMSXML529E SUBCOMMAND IS ONLY VALID IN {DISPLAY| EDITING} MODE 

DMSITS136T SVC CALL FROM addr ILLEGALLY BE-ENTEBS INTSVC. RE-IPL CMS 

DMSXDC549E SYNONYM ABBREVIATION TOO LARGE 
DMSXDC547E SYNONYM DEFINITION INCOMPLETE 

DMSDLE306E SYSXXX NOT ASSIGNED IOB 'IGNOBE' 

DM5BOPU00S SYSTEM 'sysname' DOES NOT EXIST 

DMSSET400S SYSTEM 'sysname' DOES NOT EXIST 

DMSSSK400S SYSTEM •sysname 1 DOES NOT EXIST 

DMSVIB400S SYSTEM 'sysname' DOES NOT EXIST 

DMSVGN365I SYSTEM sysname SAVED 

DMSABN148T SYSTEM ABEND XXX CALLED FBOM 'addr' 

DMSABN152T SYSTEM ABEND XXX CAIIED FBOM addr WHILE 'UFDBUSY' = xx. BE-IPL CMS 

DMSINI606B SYSTEM DISK ADDBESS = cuu 

| DMSSET100W SYSTEM NAME 'name' NCT AVAILAEIE 

DMSSSK365E SYSTEM NAME NOT SPECIEIED 

DMSVPD113S TAP1 (181) NOT ATTACHED 

DMSTMA139S TAPE FILE EXCEEDS 9 CMS MACLIES 

| DMSXDC546E TARGET NOT FOUND 

DMSTPD707I TEN FILES COPIED 

DMSMVE706I TERM INPUT — TYPE NULL LINE ECB END OF DATA 

DMSARN016W TERMINAL ERROR MESSAGES ISSUED 
DMSLKD016W TERMINAL ERROR MESSAGES ISSUED 
DMSXI0572E TERMINAL ERROR. FORCED CASE UPPERCASE 

| DMSWNT668E THE 'ADD' OPTION MUST EE SPECIEIED ALONE 

I DMSFLE495E THE ' modulel' MODULE CAN ONLY BE EXECUTED BY THE 'module2' MODULE, 

| IT CANNOT BE EXECUTED EY ITSELF 

DMSLIO201W THE FOLLOWING NAMES ABE UNDEFINED: 

| DMSWNM660E THE NICKNAME FIELD MOST BE FILLED IN 

| DMSWNM645W THE USER TAG NAME 'tagname' IS TOO LONG TO DISPLAY IN THE PANEL 

| DMSWNM658W THE VALUE FOR THE 'tag' TAG IS TOO LONG TO DISPLAY IN THE PANEL 

| DMSWNM663W THERE {IS|ARE} nn UNDISPLAYEE TAG(S) 

| DMSWRC681E THIS IS AN UNNAMED FILE. SPECIFY FILENAME AND FILETYPE 
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DMSXMS596S THIS MODULE MOST BE CAILEE WITHIN THE EDITOB 
DHSJCP0596S THIS MODULE MOST EE CALLED WITHIN THE EDITOB 

DMSCPY172E TO LABEL 'label* {EQUALS|IS AM INITIAL SOBSTBING OF} FRLABBL 'label' 

DMSXSU58UI TOE: 

DMSCPY102S TOO MANY FILEIDS 

DMSXCT534E TOO MANT LOGICAL SCBIENS DEFINED 

DMSXDC550E TOO MANY OPEBANDS IK SSNONYM DEIINITICN 

| DMSNAM663E TOO MANY TAGS WERE ENCOUNTERED. MAXIMUM IS 64 PEB LINE 

DMSSPB20UE TOO MANY WCGM'S NEEDED FOB 'CHABS' 

DMSJOI503E TBUNCATED 
DMSXCG503E TBDNCATED 
DMSXMD503E TBDNCATED 

DMSXCT523I TYPEWBITEB MODE 

DMSXUP598S UNABLE TO BOILD UPDATE FILE I INTEBNAL LIST DESTBOYED 
DMSXUP599S DNABLE TO BUILD UPDATE EI1E : SIBIALIZATION DESTBOYED 

DMSAMS136S UNABLE TO LOAD 'IDCMAS' 

DMSEDI143S UNABLE TO LOAD SAVED SYSTEM OB LOAD MODULE [ ' EBBOB CODE s nn* ] 
DMSEDI143S UNABLE TO LOAD SAVED SYSTEM OB LOAD MODULE £ 'EBBOB CODE * nn'] 
DMSEDI143S UNABLE TO LOAD SAVEE SYSTEM OB ICAD MODULE ['EBBOB CODE -nil'] 

DMSXUP597E UNABLE TO MEBGE UPDATES CCNTAINING ' ./ S' CABDS 

DMSLOS073E UNABLE TO OPEN FILE adname 
DMSMVE073E UNABLE TO OPEN FILE ddname 
DMSUTL073E UNABLE TO OPEN FILE aaname 

DMSXIN500E UNABLE TO UNPACK IIII 'fn ft fin' 

DMSXEB556S UNDEFINED MESSAGE (EMSXEB CALLED AT hex IOC) 
| DMSWNM657E UNDEFINED PFKEY 
| DMSWSF657E UNDEFINED PFKEY 

DMSSPB197S UNDIAGNOSED EBBOB FBCM PRINTER *00E» 

DMSCPY901T UNEXPECTED EBBOB AT 'addr': PlIST 'plist fn ft fm* AT addr, BASE addr, BC nn 
DMSUTL901T UNEXPECTED EBBOB AT 'aadr': PLIST 'plist fn ft fm' AT addr, BASE addr, BC nn 

cp 3 

DMSCVH161S UNEXPECTED EBBOB CODE 'nn» ON 'SYSXXX' 
DMSDOS161S UNEXPECTED ERBCB CCEE 'nn' CN 'SYSXXX' 
DHSXCF161S UNEXPECTED EBBOB COEE 'nn' ON 'SYSXXX' 

DMSFBE166T UNEXPECTED EBBOB IN FREE STOBAGE MANAGEMENT ROUTINE (INTEBNAL EBBOB CODE nn) . BE-IPL CMS 

DMSCPY90UT UNEXPECTED UNPACK EBBOB AT •addr', BASE 'addr' 

| DMSP0B513E UNKNOWN CP/CMS COMMAND 
DHSXCM513E UNKNOWN CP/CMS CCBMANE 

DMSPBE236E UNBESOLVED EXTEBNAL BEFEBENCE (S) ENCODNTEBED 

DMSMVE127S UNSUPPOBTED DEVICE FOB ddname 
DMSBOP088E UNSUPPOBTED DTF TYPE 'dtftype' 
DMSCLS088E UNSUPPOBTED DTF TYPE 'dtftype' 
DMSPDP088E UNSUPPOBTED DTF TYPE 'dtftype' 

DMSDOS119S UNSUPPORTED FCBM OF {'macro' | 'parm'} {MACBOISVC} 
DMSSVT119S UNSUPPOBTED FOBM OF {* macro' | • parm'} {MACBOISVC} 
DMSDOS096S UNSUPPOBTED FUNCTION IN A LIOCS BOUTINE 
DMSSTT229E UNSUPPOBTED OS DATA SET, [EBBCB 'code'] 
DMSXSU229E UNSUPPOBTED OS EATA SET, [EBBOB 'code'] 
DMSDOS121S UNSUPPORTED SVC svc (HEX xx) CALLED FROM addr 
DMSSVT121S UNSUPPOBTED SVC svc (HEX xx) CALLED FBOM addr 
DMSITS13HS UNSUPPOBTED SVC 203 CODE nn CALLED FBCM addr 
DMSNCB015E UNSUPPOBTED 370X COKTBCL PBCGBAB TYPE 

DMSUPD30«I UPDATE PBOCESSING WILL BE DONE USING DISK 
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DMSSOF036W UPDATE REQUESTED FOB BEAD-ONLY DISK 

DHSUPD178I UPDATING 'fn ft fm' APPLYING 'fn ft fm» {[APPLYING 'fn ft fm' ]} 
DHSXUP178I UPDATING • f n ft fm' APPLYING »fn ft fm' {[APPLYING 'fn ft fm» ]} 

DMSXCG509W USE GET AND/OB PUT (E) 10 MOVE LINES IN UPDATE MODE 

DMSABN155T USEE ABEND nnnn CALIEE FBOM addr 

DMSSTT228I USEB LABELS BYPASSED ON DATA SET 'data set name* 

| DMSWNT648E USEBID 'name' NCT FCDNE. CHECK THE 'userid NAMES' FILE 

| DMSWSF6U8E USERID 'name' NOT FODNE. NO FILES HAVE EEEN SENT 

| DMSWTL648E USERID 'name' NOT FCDNE. NC MESSAGES HAVE BEEN SENT 

| DMSWNT647E USERID NOT SPECIFIED FOR 'nickname' IN 'userid NAMES' FILE 

| DMSWSF647E USERID NOT SPECIFIED FOE 'nickname' IN 'userid NAMES' FILE 

DMSHLP252E VALID OPTIONS ABE: EESC FCBM PABM ALL 

DMSZAF200W VEBIFY REJECT - SET NC GO SWITCH 

| DMSINI260T VIRTUAL MACHINE SIZE ICO SMALL TO IPL NON-SHARED COPY OF CMS 

DMSINI611R VEBSION IDENTIFICATION = 

| DMSWSF672E VIETUAL PUNCH INVALID CB NCT EEEINED 
| DMSWPK672E VIBTUAL READER INVALID OR NOT DEFINED 
| DMSWEC672E VIRTUAL READER INVALIE CR NCT EEFINEE 

DMSACC109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSAMS109S VIRTUAL STORAGE CAPACITY EXCEEEED 

DMSBWB109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSCMP109S VIRTUAL STORAGE CAPACITY EXCEEEEE 

DMSDLE109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSEES109T VIBTUAL STORAGE CAPACITY EXCEEEED 

DMSFCH109S VIBTUAL STOBAGE CAPACITY EXCEEDED 

DMSFNS109T VIETUAL STOEAGE CAPACITY EXCEEEEE 

DMSHLP109S VIETUAL STOBAGE CAPACITY EXCEEDED 

DMSLBM109S VIETUAL STOEAGE CAPACITY EXCEEDED 

DMSLIC109S VIETUAL STORAGE CAPACITY EXCEEEEE 

DMSMOD109S VIRTUAL STORAGE CAPACITY EXCEEEEE 

DMSNCP109S VIETUAL STORAGE CAPACITY EXCEEDED 

DMSOVB109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSPEE109S VIBTUAL STORAGE CAPACITY EXCEEDED 

DMSSMN109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSSOP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSSTG109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSTMA109S VIBTUAL STORAGE CAPACITY EXCEEDED 

DMSTPD109S VIRTUAL STOEAGE CAPACITY EXCEEDED 

DMSVIB109S VIETUAL STOBAGE CAPACITY EXCEEDED 

DMSVIP109S VIBTUAL STORAGE CAPACITY EXCEEDED 

DMSVMF109S VIBTUAL STOEAGE CAPACITY EXCEEDED 

DMSVPD109S VIETUAL STOBAGE CAPACITY EXCEEDED 

DMSXBG109S VIBTUAL STOEAGE CAPACITY EXCEEDED 

DMSGAM952E VIBTUAL STORAGE TOO IABGE FOB 'CMSGAM' SHABEE SEGMENT TO LOAD AT nnnnnn 

DMSFBE162T VITAL FREE STOEAGE POINTERS DESTROYED (INTEBNAI ERROR CODE nn) , RE-IPL CMS 

DMSBOP401S VM SIZE (size) CANNCT EXCEED 'sysname' START ADDBESS (address) 

DMSDOSU01S VM SIZE (size) CANNCT EXCEED 'sjsname' STABT ADDBESS (address) 

DMSSET401S VM SIZE (size) CANNOT EXCEED 'sysname' STABT ADDRESS (address) 

DMSVIB401S VM SIZE (size) CANNCT EXCEEE 'sysname' START AEDRESS (address) 

DMSSSK36UE VM STORAGE NOT LARGE ENOUGH TO CONTAIN SYSTEM LOADING AT Startadr to endadr 

DMSSET444E VOLUME 'label' IS NCT A DOS SYSBES 

| DMSWNM660W WABNING: THIS ENTBY DDPLICATES AN EXISTING NICKNAME 

DMSXFD559W WABNING FILE IS EMPTY \ 

DMSXSU559W WABNING FILE IS EMPTY 

DMSAEN004W WABNING MESSAGES ISSUED 

DMSLKDOOHW WABNING MESSAGES ISSUED 

386 IBM VM/SP System Messages and Codes 



DNS 



. MlfllWmX B*BB*NG BBSSAGBS JSSW (SB7EBITY * »n). {»BEP» OPTION IGNOBED} 

P»S0IO?O59 WBITE^INBIBIT SBJTCB SIT CD BSJVE ,..NOTIPY OBIBATOR 

PBSXSB558W BBOBG flit FOBBAT FOB SBBI>IIZ*IIO» 

PBSB8D587J XBDIT? 
BBSBS&597J XBDIT: 

B«SJ;BI615B * ~ DXSB ADDRESS * cuu 
| DBSf BB6821 TOP ABB B<W OB AH 8NTS*. PRBSS ?P 5 f 7 OB 9 TO MOVE TO AN ENTBY 

DHSBAP750J ZAP PROCESSING COBPIflE 
| DBSSCB151B 3278 BOD 5 DISBtAX IEBBIBAL BCI SOPPOBTED BY OLD CBS EDITOR 
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RSCS Message Summary 

DMTAXS640I nn FILE (S) PUEGED OB LINK linkid 
DWTAXS107I nn PENDING FILES FOE LINK linkid MISSING 

DMTCMX300I ACCEPTED BY TASK task 

DMTCMX700I ACTIVATING LINK linkid task tjpe vaddr c 

DMTINI410B ALSO IPL CYLINDEB 0? [IESJNO] 

DHTSHL530I COMMAND FOBWAEDED OB LINK linkid 

DMTCMX205E CONFLICTING KEYWOED keyword 

DMTCMX207E CONFLICTING OPTION keyword option 

DMTSML937E DECOMPRESSION EBBCE CN linkid — LINK DEACTIVATED 

DMTCMX703E DEV cuu IS NOT A LINE POET — LINK linkid NOT ACTIVATED 
DMTCMX707E DEIVEB type FILE FCEBAT INVALID — LINK linkid NOT ACTIVATED 
DMTCMX705E DEIVER type NOT FOUKD ON DISK vaddr — LINK linkid NOT ACTIVATED 

DMTCMX706E FATAL EBBOB LOADING TECM vaddr — LINK linkid NOT ACTIVATED 

DMTCMX655I FILE spoolid locid userid CL a EB mm EEC nnnnnn {A|I} 

DMTAXS524E FILE spoolid ACTIVE — NO ACTION TAKEN 

DMTCMX661I FILE spoolid ACTIVE CN LINK linkid 

DMTNPT510I FILE spoolid EACKSPACED 

DMTSML510I FILE spoolid BACKSPACED 

DMTAXS520I FILE spoolid CHANGEE 

DMTAXS101I FILE spoolid ENQUEUED CN LINK linkid 

DMTNPT600I FILE spoolid FOBWAEI SPACID 

DMTSML600I FILE spoolid FCBWAEL SPACED 

DMTAXS521I FILE spoolid HELD FCB LINK linkid 

DMTCMX660I FILE spoolid INACTIV1 ON LINK linkid 

DMTAXS525E FILE spoolid IS FOE LINK linkid — NO ACTION TAKEN 

DMTAXS106I FILE spoolid MISSING — DEQUEUED FROM LINK linkid 

DMTNPT581E FILE spoolid NOT ACTIVE 

DMTSML581E FILE spoolid NOT ACTIVE 

DMTCMX664E FILE spoolid NOT FOUND 

DMTAXS526E FILE spoolid NCT FOUND — NO ACTION TAKEN 

DMTCMX662I FILE spoolid ORG locidl useridl mm/dd/yy hh:mm:ss TO loclid2 userid2 

DMTAXS102I FILE spoolid PENDING FCR LINK linkid 

DMTCMX663I FILE spoolid PR mm CL a CO nn {HO|NOH} DI distcode, NA {fn ft|dsname) 

DMTNPT580I FILE spoolid PROCESSING TEBMINATED 

DMTSML580I FILE spoolid PROCESSING TERMINATED 

DMTAXS105I FILE spoolid PUEGED 

DMTAXS103E FILE spoolid BEJECTED — INVAIID DESTINATION ADDEESS 

DMTAXS522I FILE spoolid EELEASED FOE LINK linkid 

DMTAXS104I FILE SPOOLED TC userid2 — OBG locidl (namel) mm/dd/yy hh:mm:ss 

DMTCMX001I FBEE STOEAGE = nn PAGES 

DMTNPT170I FEOM linkid: (MSG message text) 
DMTSML170I FEOM linkid: (MSG message text) 

DMTNPT070E I/O EEEOB cuu SIOCC cc CSW csv SENSE sense CCW ccw 
DMTSMI070E I/O EBBOE cuu SIOCC cc CSW csw SENSE sense CCW ccw 

DMTNPT934E ID CABD MISSING ON LINK linkid — INPUT FILE PUEGED 
DMTSML934E ID CARD MISSING ON 11KK linkid — INPUT FILE PURGED 

DMTREX091T INITIALIZATION FAILURE — BSCS SHUTDOWN 

DMTCMX201E INVALID COMMAND command 

DMTINI480E INVALID CYLINDEB NUflEEB - BEENTEE 

DMTINI479E INVALID DEVICE ADDEESS - BEENTEE 

DMTCMX204E INVALID KEYWOED keyword 

DMTCMX202E INVALID LINK linkid 

DMTCMX206E INVALID OPTION keyword option 

DMTINI481E INVALID BEPLY - ANSJiEB "YES" CE "NO" 

DMTSML906E INVALID SML BUFFEB EABAMETEB — LINK linkid NOT ACTIVATED 

DMTSML901E INVALID SML MODE SPECIFIED — LINK linkid NOT ACTIVATED 

DMTNPT190E INVALID SPOOL BLOCK FORMAT CN FILE spoolid 

DMTSML190E INVALID SPOOL BLOCK FOBMAT ON FILE spoolid 
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DMTCMX203E INVALID SPOOL FILE IE spoolid 
DBTCMX208E INVALID USEE ID userid 

DMTINI402T IPL DEVICE READ I/O EEBOB 
DMTINI431S IPL DEVICE WRITE I/C EEBOB 

DMTCMX704E LINE vaddr CC=3 NOT OPEBATIONAL — LINK linkia NOT ACTIVATED 

DHTNPT160I LINE vaddr DISABLED FCB LINK linkid 

DMTSML160I LINE vaddr DISABLED FOB LINK linkid 

DMTCMX702E LINE vaddr IS IN DSE EI LINK linkidl -- LINK linkid2 NOT ACTIVATED 

DMTNPT141I LINE vaddr BEADY FOE CONNECTION TO LINK linkid 

DMTSML1U1I LINE vaddr BEADY FOB CONNECTION TO LINK linkid 

DMTSML935E LINK linkid IN BJE HCEE — FEINT FILE (spoolid) PUBGED 

DMTCMX670I LINK linkid ACTIVE — LINE vaddr {HO|NOH} 

DMTCMX551E LINK linkid ACTIVE — NOT DELETED 

DMTCMX5U2E LINK linkid ACTIVE — NOT BEDEFINED 

DHTCMX652I LINK linkid ACTIVE task type vaddr c {HO|NOH} {DB|NOD} {TBA|TBE|NOT} Q=m P=n 

DMTCMX751I LINK linkid ALBEADY ACTIVE — NEW CLASS (ES) SET AS EEQOESTED 

DMTCHX750E LINK linkid ALREADY ACTIVE — NO ACTION TAKEN 

DMTNPT612E LINK linkid ALBEADY IN HOLE STATUS 

DMTSML612E LINK linkid ALBEADY IN HOLD STATUS 

DHTNPT571E LINK linkid ALBEADY SET TO DEACTIVATE 

DMTSML571E LINK linkid ALBEAEY SEI TO DEACTIVATE 

DMTBEX002I LINK linkid DEACTIVATED 

DMTCMX653I LINK linkid DEFAULT task type vaddr c B=m 

DMTNPT801I LINK linkid EEBOB TBACE STABTED 

DMTSML801I LINK linkid EBBOE TBACE STABTED 

DMTCMX003I LINK linkid EXECUTING: (command line text) 

DMTNPT611I LINK linkid FILE TRANSMISSION SUSPENDED 

DMTSML611I LINK linkid FILE TRANSMISSION SUSPENDED 

DMTCMX552E LINK linkid HAS A FILE QUEUE — NOT DELETED 

DMTCMX651I LINK linkid INACTIVE 

DMTCMX671I LINK linkid INACTIVE 

DMTCMX303E LINK linkid IS NOT ACTIVE 

DMTCMX302E LINK linkid IS NOT DEFINED 

DMTNPT142I LINK linkid LINE vaddr CONNECTED 

DMTSML142I LINK linkid LINE vaddr CONNECTED 

DMTNPT143I LINK linkid LINE vaddr DISCONNECTED 

DMTSML143I LINK linkid LINE vaddr DISCONNECTED 

DMTNPT149I LINK linkid LINE ACTIVITY: TOT= mmm; ERBS= nnn; TMOUTS= ppp 

DMTSML149I LINK linkid LINE ACTIVITY: TCT= mmm; EBBS= nnn; TMOUTS= ppp 

DMTCMX543E LINK linkid NOT DEFINEE — LINK LIMIT BEACHED 

DMTCMX5HUE LINK linkid NOT DEFINEE — TYPE NOT SPECIFIED 

DMTNPT591E LINK linkid NOT IN HOLD STATUS 

DMTSML591E LINK linkid NOT IN HCLE STATUS 

DMTCMX550I LINK linkid NOW DELETED 

DMTNPT570I LINK linkid NOW SET TC DEACTIVATE 

DMTSML570I LINK linkid NOW SET TO DEACTIVATE 

DMTCMX654I LINK linkid Q=m P=n 

DMTAXS523I LINK linkid QUEUE BEOBEEEED 

DMTCMX541I LINK linkid BEDEFINED 

DMTNPT590I LINK linkid RESUMING FILE TRANSFER 

DMTSML590I LINK linkid RESUMING PILE TEANSFEE 

DMTCMX752I LINK linkid STILL ACTIVE — DEAIN STATUS BESET 

DMTNPT610I LINK linkid TO SUSPEND FILE TRANSMISSION 

DMTSML610I LINK linkid TO SUSPEND FILE TRANSMISSION 

DMTNPT810E LINK linkid TBACE ALBEADY ACTIVE 

DMTSML810E LINK linkid TBACE ALREADY ACTIVE 

DMTNPT803I LINK linkid TRACE ENDED 

DMTSML803I LINK linkid TRACE ENDED 

DMTNPT811E LINK linkid TBACE NOT ACTIVE 

DMTSML811E LINK linkid TBACE NCT ACTIVE 

DMTNPT802I LINK linkid TBACE STABTED 

DMTSML802I LINK linkid TBACE STABTED 

DMTCMX710E MAX (nn) ACTIVE — LINK linkid NOT ACTIVATED 

DMTCMX540I NEW LINK linkid DEFINED 

DMTNPT511E NO FILE ACTIVE ON LINK linkid 
DMTSML511E NO FILE ACTIVE ON LINK linkid 
DMTCMX672I NO LINK ACTIVE 
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DMTCMX673I NO LINK DEFINED 

DMTNPT936E NO REHOTE PONCH AVAIIA1LE ON IINK linkid ~ PILE spoolid POBGED 

DHTCHX701E NO SWITCHED LINE AVAILABLE -*• LINK linkid NOT ACTIVATED 

DHTNPT902E N0N-SI6N0N CARD READ OB LINK linkid 

DHTSH1902E HON-SIGNON CARD READ ON LINK linkid 

DHTINI409R NOCLBOS CTL ADDRESS = nnn 

DHTINI483E NUCLEUS WILL OVERLAY CHS FILES - BECOHPOTB 

DHTNPT903E PASSWORD SUPPLIED ON LINK linkid IS INVALID 
DHTSHL903E PASSWORD SUPPLIED ON LINK linkid IS INVALID 

DMTNPT145I RECEIVED: FILE FBCM locidl (nanel) FOB locid2 {userid2> 
DHTSHL145I RECEIVED: FILE FBOH locidl (nanel) FOR locid2 (Use rid 2) 
DHTNPT144I RECEIVING: FILE FBOH locidl (nanel) FOR locid2 (userid2) 
DHTSHL144I RECEIVING: FILE FROH locidl (naael) FOR 10cid2 (user id 2) 

DHTCHX304E REJECTED BY TASK task -- NOT RECEIVING 
DHTCMX301E REJECTED BT TASK task — PREVIOUS COMMAND ACTIVE 

DHTINI407B REWRITE THE NUCLEUS? (IBS | NO) 

DMTCHX200I BSCS 

DHTBEX000I BSCS (VER v, LEV 1, an/dd/yy) READY 

DHTCHX560I BSCS DISCONNECTING 

DHTNPT146I SENDING: FILE spoolid ON LINK linkid, RFC nnnnnn 
DHTSHL146I SENDING: FILE spoolid CN IINK linkid, BEC nnnnnn 
DHTNPT147I SENT: FILE spoolid OH LINK linkid 
DMTSH1147I SENT: FILE spoolid CM IINK linkid 

DMTNPT905I SIGNON OF LINKID linkid COMPLETE 
DHTSHI905I SIGNON OF LINKID linkid CCHEIITE 
DHTNPT904B SIGNON PA8AHETEB=«pa£aaieter" INVALID 
DMTNPT907E SIGNON TYPE PARAHETER HISSING 

DHTINI482E SYSTEH DISK ERBOR — REENTER 

DMTAXS108E SYSTEH ERROR READING SICOl fllB Spoolid 
DHTNPT108E SYSTEH EBBOR READING SEOOL FI1E spoolid 
DHTSHL108E SYSTEH EBBOR READING SEOOl FIlE spoolid 

DHTCHX709E TASK NAME task ALREADY IN USE — LINK linkid NOT ACTIVATED 

DHTCHX561E USERID userid NOT RECEIVING 

DHTCHX708E VIRTUAL STORAGE CAPACITY EXCEEDED -- litMK linkid HOT ACTIVATED 
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IPCS Message Summary 

DMMCPA805I XXXXXX ABEND CODE NCI DOCUMENTED 

DMMMOD706I • entry name' NCT FCUMD IN THE ICiE MAP 

DMMMOD707I 'module 1 'page' PAGE NCT VALID 

DMMEXT800S DATA EXTRACTION PAIIDEI 
DMMIOE712I DEVICE »CUU» NOT POUND 
DMMEDM861E DUMP FILE 'filename' NCT ICUNE 

DMMDSC701R ENTER DUMP NUMBER AND MODE 

DMMMAF806R ENTER FN FT FM OF NUCLEUS LCAE MAP OR ENTER NULL 



DMMINI300S ERROR 
DMMPRO300S ERROR 



DMMMAP810I 
DMMGET100S 
DMMGRC100S 
DMMINI100S 
DMMMCD100S 
DMMPRO100S 
DMMREG100S 
DMMSEA100S 
DMMSTA100S 
DMMSUM100S 

DMMINI200S 
DMMMAP200S 
DMHPRM200S 
DMMPB0200S 
DMMSTA200S 
DMMSUM200S 
DMMWRT200S 



ERROR 
ERROR 
ERROR 
ERROR 
ERROR 
ERROR 
ERROR 
ERROR 
ERROR 
ERROR 

ERROR 
ERROR 
ERROR 
ERROR 
ERROR 
ERROR 
ERROR 



nnn 
nnn 

nnn 
nnn 
nnn 
nnn 
nnn 
nnn 
nnn 
nnn 
nnn 
nnn 

nnn 
nnn 
nnn 
nnn 
nnn 
nnn 
nnn 



ON FSSTATE 'filename filetype fm' 
ON FSSTATE 'filename filetype fm' 



READING 


EILE 


fileicl' 






READING 


FILE 


filename 


filetype 


fm' 


READING 


EILE 


filename 


filetype 


fm' 


READING 


EILE 


filename 


filetype 


fm» 


READING 


EILE 


filename 


filetype 


fm' 


READING 


EILE 


filename 


filetype 


fm' 


READING 


EILE 


filename 


filetype 


fm' 


READING 


EILE 


filename 


filetype 


fm' 


READING 


EILE « 


filename 


filetype 


fm' 


READING 


FILE 


filename 


filetype 


fm' 


WRITING 


EILE 


filename 


filetype 


fm' 


WRITING 


EILE 


filename 


filetype 


fm' 


WRITING 


EILE ' 


filename 


filetype 


fm' 


WRITING 


EILE 


filename 


filetype 


fm' 


WRITING 


FILE 


filename 


filetype 


fm' 


WRITING 


EILE 


'filename 


filetype 


fm* 


WRITING 


EILE ' 


filename 


filetype 


fm' 



DMMMOD705E ERROR IN ITEM TABLE 

DMMEDM860J FATAL I/O ERROR READING DUMP 
DMMEDM852I FATAL I/O ERROR BBITING DUMP 

DMMEDM863E INVALID PARAMETER - parameter 

DMMSUM501S INVALID PARM 'badparm' PASSED TO SUMMARY UPDATE PROGRAM 
DMMLOC717I INVALID FORM OF LOCATE COMMAND 

DMMM0D718I LOAD MAP NOT IN DUMP 

DMMVMB711I LOOP IN VMBLOK CHAIN 
DMMEDM853I NO DUMP FILES EXIST 
DMMSCE709I NO VALID SCROLL ADDRESS 

DMMFED703I NON-HEX CHARACTER IN ADDRESS - RETRY 

DMMFED70UI NON-HEX CHARACTER IN ADDRESS - RETRY 

DMMFED702I NON-HEX CHARACTER IN INEUT - RETRY 

DMMFED714I NON-HEX CHARACTER IN STRING 



DMMTRC710I NON-NUMERIC COUNT CHARACTER - RETRY 



DMMMAP801I 
DMMMAP808I 



NUC MAP 'fileid' IS NCI VALID FOR THIS DUMP 
NUCLEUS MAP INVALID 'fn ft fm« 



DMMSTA601I OPERAND 'operand' NOT RECOGNIZED 

DMMGET708I PAGE 'page' NCT FCUNE IN DUMP 

DMMEDM864I PAGE REFERENCED NOT AVAILABLE WHILE EDITING XXXXXXXX 

DMMMAP802I PROCEEDING... 

DMMPRM80UI PROCESSING ERROR IN EATA EXTRACTION 

DMMSUM502S PROBLEM 'PRBnnn' NOT FCUNE IN SYMPTOM SUMMARY 
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DMMGBC809I BEQOESTED ADDBESS HCT IN DUMP 

BMMLOC716I STRING »Striflg« NOT ICUND 

DMNLOC716I STBING » String* NCT KOND BEKBE END 0* DOMP 

DHMEB«851I TEN DUMP FILES ALBBAB2 EXIST 

DMMDSC700I TtPE »HBLP» OB ENTEB 

DMMMAP807I ONABLE TO LOCATE • f ileid» 
DMMEDM850I ONABLE TO BEAD DOMP fBCM BEAEIB 

DMMI0b713I OSES «userid« VMBLOK NOT EOOND 
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Appendix E. Restrictions 



A virtual machine created by VM/SP is capable of running an IBM 
System/360 or System/370 operating system as long as certain VM/SP 
restrictions are not violated. Virtual machine restrictions and certain 
execution characteristics are stated in this appendix. 



VM/SP 

Two components, CP and CMS, have been extensively modified and 
integrated into a VM/370 Release 6 base. This collective package (CP 
and CMS) is referred to as VM/SP. However, there are recommended 
program products (Remote Spooling Communication Subsystem (HSCS) 
Networking, program number 5748-XP1) and Interactive Problem Control 
System (IPCS) Extension, program number 5748-SA1) available that have 
been technically advanced to function supportively with VM/SP. 



I Restrictions - Channel Program 

I Looping channel programs should be avoided. Execution of a backward 

| transfer in channel CCW to an I/O CCW that will present channel end and 

| device end concurrently could result in locking out the device as well 

| as the channel. Users attempting to access devices on the channel will 

| also be locked out. To recover from this situation, the CP HALT command 

| must be issued to the device or have the operator issue a system reset. 



Dynamically Modified Channel Programs 

In general, virtual machines may not execute channel programs that are 
dynamically modified (that is, channel programs that are changed between 
the time the START I/O (SIC) is issued and the time the input/output 
ends, either by the channel program itself or by the processor) . 

Exceptions (that is, dynamically modified channel programs given 
special consideration by CP) are: 

• Those generated by the Indexed Sequential Access Method (ISAM) 
running under OS/PCP, OS/MFT, and OS/MVT 

• Those generated by ISAM running in an OS/VS virtual=real partition 

• Those generated by the OS/VS Telecommunications Access Method (TCAM) 
Level 5, with the VM/SP option 

• Those containing polling seguences 

The self-modifying channel programs that ISAM generates for some of 
its operations receive special handling if the virtual machine using 
ISAM has that option specified in its VM/SP directory entry. There is 
no such restriction for DOS ISAM, or for ISAM if it is running in an 
OS/VS virtual=virtual partition. If ISAM is to run in an OS/VS 
virtual=real partition, you must specify the ISAM option in the VM/SP 
directory entry for the OS/VS virtual machine. 

Virtual machines using OS/VS TCAM (level 5, generated or invoked with 
the VM/SP option) issue a DIAGNOSE instruction when the channel program 
is modified. This instruction causes CP to reflect the change in the 
virtual CCW string to the real CCH string being executed by the channel. 
CP is then able to execute the dynamically modified channel program 
properly. 
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When a virtual machine starts a channel program containing a polling 
sequence, the CCW translation sets a PCI bit in the real CCW string. 
Each time the real CCW string is executed, the resulting PCI 
interruption causes CP to examine the corresponding virtual CCW string 
for changes. Any changes to the virtual CCW string are also made to the 
real CCW string while it is executing. 

The restriction against dynamically modified channel programs does 
not apply if the virtual machine has the virtual=real performance option 
and the NOTEANS option has teen set en. 



Minidisk Restrictions 

The following restrictions exist for minidisks: 

1. In the case of read home address with the skip bit off, VM/SP 
modifies the home address data in user storage at the completion of 
the channel program because the addresses must be converted for 
minidisks; therefore, the data buffer area may not be dynamically 
modified during the input/output operation. 

2. In the case of read device characteristics to an FB-512 device with 
the skip bit off, VM/SP modifies the data in user storage at 
completion of the channel program so the data reflects the true 
minidisk size and characteristics. Therefore, the data buffer area 
cannot be dynamically modified during the input/output operation. 

Note; The user should not attempt to use this data during the I/O 
operation. 

3* On a minidisk, if a CCW string uses multitrack search on 
input/output operations, subsequent operations to that disk must 
have preceding seeks or continue tc use multitrack operations. 
There is no restriction for dedicated disks. 

4. OS/PCP, MFT, and MVT ISAM cr OS/VS ISAM running virtual=real may be 
used with a minidisk only if the minidisk is located at the 
beginning of the physical disk (that is, at cylinder 0) . There is 
no such restriction for DCS ISAM or OS/VS ISAM running 
virtual=virtual. 

Note: Because the VS1 system does no paging, any ISAM programs run 
under VS1 are treated by VM/SP as though they are running in an 
ADDBSPC=REAL partition. 

5. VM/SP does not return an end-of-cylinder condition to a virtual 
machine that has a virtual 2311 mapped to the top half (that is, 
tracks through 9) of 2314 or 2319 cylinders. 

6. If the user's channel program for a count-key-data minidisk does 
not perform a seek operation, then to prevent accidental accessing, 
VM/SP inserts a positioning seek operation into the user's channel 
program. Thus, certain channel programs may generate a condition 
code (CC) of on a SIO instead of an expected CC of 1, which is 
reflected to the virtual machine. The final status is reflected to 
the virtual machine as an interrupt. 

7. A EASD channel program directed to a 3330, 3340, 3350, 3375, or 
3380 device may give results on dedicated drives which differ from 
results on minidisks having ncn-zero relocation factors if the 
channel program includes multiple-track operations and depends on a 
search ID high or a search IE egual or high to terminate the 
program. This is because the record count fields on these 
devices must contain the real cylinder number of the track on which 
they reside. Therefore, a search ID high, for example, based on a 
low virtual cylinder number may terminate prematurely if a real 
record is encountered. 

Note: Minidisks with non-zero relocation factors on 3330, 3340, 
3350, 3375, or 3380 devices are not usable under OS and OS/VS 
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systems. This is because the locate catalog management function 
employs a search ID equal or high CCH to find the end of the VTOC. 

8. The IBCDASDI program cannot assign alternate tracks for a 3330, 
3340, 3350, or FB-512 minidisk. 

9. If the DASD channel programs directed to 333 0/3340/3350 devices 
include a write record R (0) , results differ depending on whether 
the 3330/3340/3350/3375/3380 is dedicated (this includes a 
minidisk defined as the entire device) or nondedicated. For a 
dedicated 3330/3340/3350/3375/3380, a write B (0) is allowed, but 
the user must be aware that the track descriptor record may not be 
valid from one 3330/3340/3350/3375/3380 to another. For a 
nondedicated 3330/3340/3350/3375/3380, a write record B(0) is 
replaced by a read record 6(0) and the skip flag is set on. This 
could result in a command reject condition due to an invalid 
command seguence. 

10. When performing DASD I/C, if the record field of a search ID 
argument is zero when a virtual Start I/O is issued, but the search 
ID argument is dynamically read by the channel program before the 
search ID CCW is executed, then the real search ID uses the 
relocated search argument instead of the argument that was read 
dynamically. To avoid this problem, the record field of a search 
ID argument should not be set to binary zero if the search argument 
is to be dynamically read or if a search ID on record is not 
intended. 

11. On FB-512 devices, the use of the CE area is different for 
dedicated devices and minidisks. Any user with a dedicated device 
can use the CE area. However, only class F users can use the CE 
area for minidisks. 

12. FB-512 diagnostic commands are also handled differently for 
dedicated devices and minidisks. Any user with a dedicated device 
can issue diagnostic CCWs. For minidisks, however, only users with 
a minidisk equal to the size of the entire pack can issue a 
diagnostic control command. Because diagnostic sense commands must 
be chained from a diagnostic control command, this restriction 
indirectly applies to those commands also. 

13. DIAGNOSTIC BEAD HOKE ADEBESS and DIAGNOSTIC WBITE HOME ADDBESS 
commands are supported cnly for: 

• Dedicated devices 

• Minidisks that start at cylinder (real) 

Ose of DIAGNOSTIC WBITE HOME ADDBESS is restricted to class F 
users. 

14. Befer to Device Support Facilities, GC35-0033, for procedures for 
formatting 3375 and 3380 direct access storage for use in an OS/VS 
operating system running in a virtual machine. 

Timing Dependencies 

Timing dependencies in input/output devices or programming do not 
function consistently under VM/SE: 

1. The following telecommunication access methods (or the designated 
option) violate the restriction on timing dependency by using 
program-controlled interrupt technigues and/or the restriction on 
dynamically modified channel programs: 

• OS Basic Telecommunications Access Method (ETAM) with the 
dynamic buffering option. 

• OS Queued Telecommunications Access Method (QTAM) . 
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• DOS Queued Telecommunications Access Method (QTAM). 

• OS Telecommunications Access Method (TCAM) . 

• OS/VS Telecommunications Access Method (TCAM) level 4 or 
earlier, and Level 5 if TCAM is not generated or invoked with 
the VM/SP option. 

These access methods may run in a virtual=real machine with CCH 
translation suppressed by the SIT NOTBANS ON command. Even if SET 
NOTBANS ON is issued, CCH translation will take place if one of the 
following conditions is in effect; 

• The channel program is directed at a nondedicated device (such 
as a spooled unit record device, a virtual CTCA, a minidisk, or 
a console) . 

• The channel program staits with a SENSE operation code. 

• The channel program is for a dialed terminal invoked by the DIAL 
command. 

• STABT I/O tracing is in effect. 

• The CAW is in page zero cr beyond the end of the virtual=real 
area. 

(OS BTAM can be generated without dynamic buffering, in which case 
no virtual machine execution violations occur. However, the BTAM 
reset poll macro will not execute under VM/SP if issued from third 
level storage. For example, a reset poll macro has a NOP effect if 
executed from a virtual=virtual storage under VS1 which is running 
under VM/SP.) 

2. Programming that makes use of the PCI channel interrupt for channel 
program modification or processor signalling must be written so 
that processing can continue normally if the PCI is not recognized 
until I/O completion or if the modifications performed are not 
executed by the channel. 

3. Devices that expect a response to an interrupt within a fixed 
period of time may not function correctly because of execution 
delays caused by normal VM/SP system processing. An example of 
such a device is the IEM 1419 Magnetic Character Beader. 

4. The operation of a virtual block multiplexer channel is timing 
dependent. For this reason, the channel appears available to the 
virtual machine operating system, and channel available interrupts 
are not observed. However, operations on virtual block-multiplexing 
devices should use the available features like Rotational Position 
Sensing to enhance utilization of the real channels. 

5. Devices that experience extreme performance penalties if not 
reinstructed within a fixed interval may experience this penalty 
during every I/O operation. An example is the 8809 tape drive. 
Setting the mode to "streaming" may actually result in a slower 
data rate than running in nonstreaming mode. Execution delays, 
caused by normal VM/SP processing, prevent a timely reinstruct and 
the 8809 tape drive may sustain a 1.2 second delay on every I/O 
operation. The result is that the effective data rate is 12.5 IPS. 
The user must decide (based mainly on the size of the I/O buffers) 
between running at 100 IPS with continuous delays and running at 
12.5 IPS; then set the mode accordingly. 



Processor Model-Dependent Functions 

On the System/370 Model 158 only, the virtual machine assist feature 
cannot operate concurrently with the 7070/7074 compatibility feature 
(#7117). 
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Programs written for processor model-dependent functions may not 
execute properly in the virtual machine under VM/SP. The following 
points should be noted: 

1. Programs written to examine the machine logout area do not have 
meaningful data since VM/SP does not reflect the machine logout 
data to a virtual machine. 

2. Programs written to obtain processor identification (via the Store 
CPDID instruction, STIDP) receive the real machine value. When the 
STIDP instruction is issued by a virtual machine, the version code 
contains the value 255 in hexadecimal ("FF") to represent a virtual 
machine. 

3. No simulation of other processor models is attempted by VM/SP. 

U. Since an operating system's channel error recovery procedures may 
be processor model- and channel model-dependent, operating systems 
that will run in a virtual machine may have to be generated for the 
same model of processor that VM/SP will be running on. 

Channel Model-Dependent Functions 

Channel checks (channel data check, channel control check and interface 
control check) no longer cause the virtual machine to be reset. They 
are reflected to the virtual machine as other I/O errors are. This 
provides the operating system or other programs in the virtual machine 
with the opportunity to attempt recovery or close out its operation in 
an orderly manner. To take full advantage of this the virtual machine 
should comply with the following reguirement: 

Each virtual channel should map to real channels of a single type. 
In ether words, the virtual devices on a virtual channel should all 
map to real devices on real channels of a single type and model. 
These real channels should all be the same as each other, but not 
necessarily the same as the virtual channel. 

If the I/O configuration of a virtual machine does not meet the above 
reguirement, no warning message is issued and the virtual machine will 
run successfully until a channel check occurs. In this case, when a 
channel check occurs, there is a possibility that the channel extended 
logout data may be inconsistent with the data provided by the store 
channel id (STIDC) instruction. 

Mot e: Virtual machines running CMS dc not need to comply with these 
reguirements. Here, only unit record spooling and diagnose I/O are 
performed. For unit record spooling there are no channel checks and for 
diagnose I/O, CP attempts to perform the error recovery itself. 

When the store channel id instruction (STIDC) is executed in a 
virtual machine, it returns information from an arbitrary channel, one 
of several the specified virtual channel may map to. The type, model, 
and logout length data returned by the STIDC are the same as the real 
channel except that when a real channel is a block multiplexer and the 
virtual channel is a selector, the type field returned by STIDC 
indicates a selector channel. 
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Since the STIDC returns identifying data from the real channel, 
channel model-dependent error recovery procedures can use STIDC to 
identify the channel. 

Channel extended logouts are reflected to the virtual machine in a 
manner that is processor model- and channel model-dependent and 
consistent with the data returned by STIDC (provided that the 
virtual-to-real channel mapping complies with the requirement stated 
previously) . 

A deviation in the handling of channel extended logouts occurs if the 
virtual machine uses the bit in control register 14 to mask out channel 
extended logouts. In a virtual machine, any channel extended logouts 
that are masked out by control register 14 are lost rather than kept 
pending, and the logout pending bit (bit 5) in the CSH is never set. 
However, channel extended logouts will not be lost when they are kept 
pending along with their associated I/O interrupts by the channel masks 
in control register 2 and the ESW. Eegardless of whether or not the 
setting of the virtual machine's control register 14 causes it to lose 
the channel extended logout, CP will still successfully record the 
logout in its own error recording cylinders. 



Virtual Machine Characteristics 

Other characteristics that exist for a virtual machine under VM/SP are 
as follows: 

1. If the virtual=real option is selected for a virtual machine, 
input/output operations specifying data transfer into or out of the 
virtual machine's page zerc, or into or out of storage locations 
whose addresses are greater than the storage allocated by the 
virtual=real option, must not occur. The storage-protect-key 
mechanism of the IBM System/370 processor and channels operates in 
these situations but is unable to provide predictable protection to 
other virtual machines. In addition, violation of this restriction 
may compromise the integrity of the system. The results are 
unpredictable. 

2. A two-channel switch can be used between the IBM System/370 running 
a virtual machine under VM/SP and another processor. 

3. The DIAGNOSE instruction cannot be issued by the virtual machine 
for its normal function. VM/SP uses this instruction to allow the 
virtual machine to communicate system services requests. The 
Diagnose interface requires the operand storage addresses passed to 
it to be real to the virtual machine issuing the DIAGNOSE 
instruction. For more information about the DIAGNOSE instruction in 
a virtual machine, see the VM/S P System Programmer's Guide. 

4. A control unit normally never appears busy to a virtual machine. 
An exception exists when a forward space file or backward space 
file command is executed for a tape drive. Subsequent I/O 
operations to the same virtual control unit result in a control 
unit busy condition until the forward space file or backward space 
file command completes. If the real tape control unit is shared by 
more than one virtual machine, a control unit busy condition is 
reflected only to the virtual machine executing the forward space 
file or backward space file command. When a virtual machine 
attempts an I/O operation to a device for which its real control 
unit is busy, the virtual machine is placed in I/O wait 
(nondispatchable) until the real control unit is available. If the 
virtual machine executed a SIOP instruction (rather than SIO) and 
was enabled for block-multiplexing, it is not placed in I/O wait 
for the above condition. 

5. The CP IPL command cannot simulate self-modifying IPI sequences off 
dedicated unit record devices or certain self-modifying IPL 
sequences off tape devices. 
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6. The VM/SP spooling facilities do not support punch-feed-read, 
stacker selection, or column binary operations. Detection of 
carriage control channels is supported for a virtual 3211 only. 

7* VM/SP does not support count control on the virtual 1052 operator's 
console. 

8. Programs that use the integrated emulators function only if the 
real computing system has the appropriate compatibility feature. 
VM/SP does not attempt simlaticn. The DCS emulator running under 
OS or OS/VS is not supported under VM/SP. 

9. The BEAD DIRECT and WRITE DIRECT instructions are not supported for 
a virtual machine. 

10. The System/370 SET CLOCK instruction cannot be simulated and, 
hence, is ignored if issued by a virtual machine. The System/370 
STORE CLOCK instruction is a nonprivileged instruction and cannot 
be trapped by VM/SP; it provides the true TOD clock value from the 
real processor. 

11. The 1050/1052 Model 2 Data Communication Sjstem is supported only 
as a keyboard operator's console. Card reading, paper tape I/O, 
and other modes of operation are net recognized as unique, and 
hence may not work properly. This restriction applies only when 
the 1050 system is used as a virtual machine operator's console. 
It does not apply when the 1050 system is attached to a virtual 
machine via a virtual 2701, 2702, or 2703 line. 

12. The pseudo-timer (usually device address OFF, device type TIMER) 
does net return an interrupt from a Start I/O; therefore, do not 
use EXCP to read this device. 

13. A virtual machine device IPI with the NOCLIAE option overlays one 
page of virtual machine storage. The IPL simulator uses one page 
of the virtual machine to initiate the IPL function. The starting 
address of the overlaid page is either the result of the following 
formula: 

virtual machine size 

. starting address of the overlayed page 

2 

or the hexadecimal value 20000, whichever is smaller. 

14. To maintain system integrity, data transfer seguences to and from a 
virtual system console are limited to a maximum of 2032 bytes- 
Channel programs containing data transfer sequences that violate 
this restriction are terminated with an interrupt whose CSW status 
indicates incorrect length and a channel program check. 

Motes: 

1. A data transfer sequence is defined as one or more read or 
write CCWs connected via chain data. The introduction of 
command chaining defines the start of a new data transfer 
sequence. Data chain seek CCfls with counts of less than four 
are inconsistent with data security of VM/SP and therefore 
will give an inconsistent error. 

2. Data chained seek CCHs with counts of less than four are 
inconsistent with the data security of VM/SP and therefore 
will give an inconsistent error when attempting to use. 

15. When an I/O error occurs on a device, the System/370 hardware 
maintains a contingent connection for that device until a SENSE 
channel command is executed and sense data is recorded* That is, 
no other I/O activity can occur on the device during this time. 
Dnder VM/SP, the contingent connection is maintained until the 
SENSE command is executed, but I/O activity from other virtual 
machines can begin on the device while the sense data is being 
reflected to the virtual machine. Therefore, the user should be 
aware that on a shared disk, the access mechanism may have moved 
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during this time. 

16. The mode setting for 7-track tape devices is maintained by the 
control unit. Therefore, when a virtual machine issues the SET 
MODE channel command to a 7-track tape device, it changes the mode 
setting of all 7-track tape devices attached to that control unit. 

This has no effect on virtual machines (such as OS or DOS) that 
issue SET MODE each time a CCfl string is to be executed. However, 
it can cause a problem if a virtual machine fails to issue a SET 
MODE with each CCW string executed. Another virtual machine may 
change the mode setting for another device on the same control 
unit, thereby changing the mode setting of all 7<-track tape devices 
attached to that control unit. 

17. A shared system or one that uses discontiguous saved segments 
cannot be loaded (IPI) into a virtual machine running in the 
virtual=real area. 

1.8* The DOMMY feature for VSAM data sets is not supported and should 
not be used at program execution time. Specifying this option on 
the D1BI command will cause an execution-time OPEN error. 

19* The 3066 is supported as a 3215. It is not supported as a graphics 
editor; therefore, it is recommended that the NODISP option of the 
EDIT command be used when editing in a 3066. 

20. The Program Controlled Interruption (PCI) FETCH option for load 
module retrieval is not Supported for OS/MET or VS1. 

I 21. .308.1' processors do not permit use of one- megabyte segments for 

| virtual machines. Any attempt by a relocatable virtual machine 

■'.'.. using 1Mb segments to invoke the DAT facility for address 

, translation, results in a translation exception. 

I 22. The input/Output Configuration Program must not be executed while 
| single processor mode is active on the system. Undesirable results 
I may occur. 

| 23. Use the following virtual machine operating versions on hardware 
I which used single storage keys: 

| • HVS/SP Version 1, Eelease 3 

| ■:'■■■• The CMS component of VM/SP Release 1 and Belease2 

| • VM/SP Release 2. 

24. OS/VS2 is supported in uniprocessor mode only. 



MSS Restrictions 

1. There are two OS/VS system data sets associated with a Mass Storage 
System; the mass storage volume inventory and the mass storage 
volume control journal. There is one copy of each data set per 
Mass Storage System, not necessarils one per operating system. If 
more than one OS/VS system (running on either native mode or in a 
virtual machine) is connected to a common Mass Storage System, then 
the OS/VS systems must share a common inventory and journal. 

2. When a real 3330V device is dedicated to a virtual machine as a 
Virtual 3330V, the programning support in the virtual machine must 
recognize and access the virtual device as a 3330V. 

3. The following must be compatible; the definition of 3330V addresses 
in the MCS tables; the DMKRIO module; and the IOGEM for any OS/VS 
system running in a virtual machine with a dedicated MSC port. The 
reason for this, and the way to ensure it, is explained in the 
VM /gP System Programme r's Gu ide . 



400 IBM VM/SP System Messages and Codes 



4. Each active volume in the HSS must have a unigue volume number. If 
you wish to have two or more user volumes having the same volume 
serial (such as different versions of an 0S/VS2 system residence 
volume both having a volume serial of VS2037), then create two MSS 
volumes having different volume serials and allocate the user 
volumes as minidisks. 

5. Mass Storage System volumes may not be used for VM/SP residence, 
paging, spooling, or temporary disk space. 

6. You must not change the volume of a real 3330V volume (the volume 
serial as known by the MSC) except fcv using the OS/VS access method 
services utilities. If, for example, cylinder of a 3330V is 
dedicated to a virtual machine and that virtual machine alters the 
volume serial using DDE, then the volume cannot be mounted. 



CMS Restrictions 

The following restrictions apply to CMS, the conversational subsystem of 
VM/SP: 

1. CMS executes only on a virtual IEM System/370 provided by VM/SP. 



| 2. The maximum 


sizes (in 


cjlin 


ders or bio 


cks) of CMS minidisks are as 


| follows: 












| Device 








CMS 800-byte 


CMS 1K, 2K, or 


I Type 


Model (s) 




CMS/VSAM 


Format 


4K Format 


| 2314/2319 


_ 




200 cyls. 


203 cyls. 


203 cyls. 


| 3310 


- 


126 


,016 blocks 


not supported 


126,016 blocks 


I 3330 


1 or 2 




404 cyls. 


246 cyls. 


404 cyls. 


| 3330 


11 




808 cyls. 


246 cyls. 


808 cyls. 


| 3333 


1 




404 cyls. 


246 cyls. 


404 cyls. 


| 3333 


11 




808 cyls. 


246 cyls. 


808 cyls. 


| 3340 


35 




348 cyls. 


348 cyls. 


348 cyls. 


| 3340 


70 




696 cyls. 


682 cyls. 


696 cyls. 


| 3350 


native mode 




555 cyls. 


115 cyls. 


555 cyls. 


| 3370 


- 


558 


,000 blocks 


not supported 


558,000 blocks 


| 3375 


- 




959 cyls. 


182 cyls. 


959 cyls. 


| 3380 


- 


not 


supported 


121 cyls. 


885 cyls. 



3. If CMS cannot calculate a valid time, it will display *.** in place 
of n.nn or x.xx. 

| 4. Programs that operate under CMS are encouraged to use documented 
| interfaces. Those programs which modify DMSNOC or other CMS 
| control blocks in order tc accomplish their interfaces with the CMS 
j system, may hamper the performance and reliability of the system. 

5. CMS employs the spooling facilities of VM/SP to perform unit record 
I/O. However, a program running under CMS can issue its own SIOs 
to attached dedicated unit record devices. 

6. Only those OS and VSE facilities that are simulated by CMS can be 
used to execute OS and VSE programs produced by language processors 
under CMS. 

7. Many types of object programs produced by CMS (and OS) languages 
can be executed under CMS using CMS's simulation of OS supervisory 
functions. Although supported in OS and VSE virtual machines under 
VM/SP, the writing and updating of non-VSAM OS data sets and VSE 
files are not supported under CMS. 

8. CMS can read seguential and partitioned OS data sets and seguential 
VSE files, by simulating certain OS and VSE system services. 

The following restrictions apply when CMS reads OS data sets that 
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reside on OS disks: 

• Eead-password-protected data sets are not read unless they are 
VSAH data sets. 

• BDAM and ISAM data sets are not read. 

• Multivolume data sets are read as single-volume data sets. 
End-of-volume is treated as end-of-file and there is no 
end-of-volume switching. 

• Keys in data sets with keys are ignored and only the data is 
read, except for VSAH. 

• User labels in user-labeled data sets are bypassed. 

The following restrictions apply when CHS reads VSE files that 
reside on DOS disks: 

• Only VSE seguential files can be read. CMS options and operands 
that do not apply to OS seguential data sets (such as the HEHEEB 
and CONCAT options of FTIEDEF and the EDS option of MOVEFILE) 
also do not apply tc VSE seguential files. 

• The following types of VSE files cannot te read: 
— VSE DAM and ISAM files. 

— Files with the input security indicator on. 

— VSE files that contain more than 16 extents. (Note: User 
labels occupy the first extent; therefore, the file can hold 
only 15 additional data extents.) 

• Hultivolume files are read as single-volume files. 
End-of-volume is treated as end-of-file. There is no 
end-of-volume switching. 

• User labels in user-labeled files are bypassed. 

• Since VSE files do not contain BLKSIZE, EECFM, or LRECL 
parameters, these parameters must be specified via FILEDEF or 
DCB parameters; otherwise, defaults of ELOCKSIZE=32760 and 
BECFH=U are assigned. IHECL is net used for EECFM=U files. 

• CHS does not support the use cf OS/VS DUHHY VSAH data sets at 
program execution time, since the CMS/DCS implementation of the 
DUMMY statement corresponds to VSE implementation. Specifying 
the DUMMY option with the EIBI command will cause an 
execution-time error. 

9. Assembler program usage of VSAM and the ISAM Interface Program 
(IIP) is not supported. 

10. CMS/DOS support is based on the VSE/Advanced Functions program 
product. With VSE, prior releases of VSAM are not supported under 
CMS/DOS. 

11. System logical units (SYSIN, SYSEDE, SYSIP1, SYSIST, and SYSPCH) , 
are not supported for VSE formatted FB-512 devices because the 
SYSFIL function (SVC 103) of VSE is net supported under CMS/DOS. 

| 12. Programs compiled using CMS/DOS are not recommended for transfer 
| directly to a VSE machine. The following explanations support this 
| restriction: 

| • The CMS/DOS VSE linkage editor is designed to link edit VSE 
| programs under CMS/DOS cnly. 

I ..'■■• Programs compiled using the CMS/DOS assembler may have incorrect 
I ESD»s. In this situation, the CS assembler is used. The OS 
I assembler is no t compatible with VSE. 
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• Some VSE macros and SVC's are simulated. The code generated is. 
not complete under CHS/DOS. 

13. Setting the PSW EC mode bit on is not recommended because CHS 
handles interrupts in BC mode only. 

14. To ensure that the saved copy of the S-STAT or I-STAT is current, a 
validity check is performed vhen a saved system is IPLed. This 
check is performed only for S-DISKs and I-DISKs formatted in 1024, 
2048, or 4096-byte CHS blocks. For 800-byte block disks, the saved 
copy of the S-STAT or I-STAT is used. 



HISCEIIANEOOS RESTRICTIONS 

1. The number of pages used for input/output must not exceed the total 
number of user pages available in real storage. Violation of thiS 
restriction causes the real computing system to be put into an 
enabled wait state. 

2. If you intend to define more than 64 virtual devices for a single 
virtual machine, be aware that any single request for free storage 
in excess of 512 doublewords (a full page) can cause an error 
message to be issued if storage cannot be obtained. Tables for 
virtual devices for a virtual machine must reside in contiguous 
storage. Therefore, two contiguous pages of free storage must be 
available in order to logon a virtual machine with more than 64 
virtual devices, (three contiguous pages for a virtual machine with 
more than 128 virtual devices, etc.). Contiguous pages of free 
storage are sure to be available only immediately after IPL, before 
other virtual machines have logged on. Therefore, a virtual 
machine with more than 64 devices should be the first to logon 
after IPL. The larger the real machine size, the lesser the 
possibility of this occurring. 

I 3. For remote 3270s, VH/SP supports a maximum of 256 binary 
| synchronous lines minus the number of 3704/3705 Communication 
j Controllers. 

4. If an I/O device (such as a disk or tape drive) drops ready status 
while it is processing virtual I/O activity, any virtual machine 
users performing I/O on that device are unable to continue 
processing or to log off. Also, the LOGOFF and FORCE commands are 
not effective because they do not complete until all outstanding 
I/O is finished. The system operator should determine which I/O 
device is involved and make that device ready once more. 

5. Any modifications to local OPTIONS COPYFILE, unless otherwise 
specified in existing documentation, is not supported. 

6. If an installation is using an IBH 3031, 3032, or 3033 processor, 
it must dedicate the service record file (SRF) device to VM/SP. 
Thus, the channel on which the SRF is located cannot be dedicated 
to any virtual machine. 

7. When using the SPOOL, DEDICATE, and SPECIAL directory control 
statements to define virtual devices, specify virtual addresses 
that do not conflict or contend with the virtual control unit 
interface. This conflict or contention occurs because devices can 
require special I/O interface protocol from control units such as 
shared and nonshared subchannel operations. Putting devices that 
require different real control units on the same virtual control 
unit can result in a hung or busy condition. To avoid this 
problem, users must define (and separate) devices within their Own 
control unit range. For example, if the directory entry specifies: 

SPOOL 102 3211 
SPECIAL 103 3270 

The control unit on channel 1 controls both a nonshared device 
(the 3211 printer) and a shared device (the 3270 display unit). 
Processing of channel programs involving these two devices can 
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result in a hung or busy condition. 

8. If you are using an 8809 tape device, it is reguired to have a tape 
mounted with the drive in ready status before issuing a CP DETACH 
command. This allows the tape drive mode to be returned to the 
default mode when execution of the command completes. 

9. logical device support is not designed to simulate all aspects of 
real device support. Some instances are: 

• Logical device support always passes channel end and device end 
to the virtual machine together 

• The PCI bit in the CCW is not handled by logical device support 

• Ending status on I/O only is passed back to the virtual machine 
(not initial) . 

| 10. When using two channel-to-channel adapters (dedicated to virtual 

I machines and the CTCAs) are operating on the same channels on each 

| CPU, then the virtual machines should use the control CCW to 

| prevent locking cut the channel. 

| 11. If using conmode 3270 with a guest SCP such as MVS, SCRNSAVE ON 
| must be specified; otherwise, unpredictable results may occur. 

12. If the number of virtual devices exceeds the formula (7FFF divided 
by VDEVBLOK size) unpredictable results may occur. This is due to 
the design usage of the virtual control block structure. 

13. When TERMINAL CONMODE 3270 is invoked, tracing should not be done 
at the same console; as unpredictable results may occur. 

14. When using the 3081 processor, V=V users can no longer utilize 1 Mb 
(megabyte) segments for constructing shadow tables. 

15. If a terminal has an inhibited (non-display) read up and either a 
delayed PFkey or an undefined PFkey is used, the input area will be 
rewritten without the inhibited attribute byte, therefore 
displaying any data typed in at that point. The clear key can be 
used following the PFkey to rewrite the inhibited read. 

| 16. If a NETWORK ENABLE is issued to a device with advanced features 

| and a NETWORK ATTACH is issued prior to powering the device on, 

I then the advanced features will be non-operational. The device 

| must be powered on and enabled prior to the NETWORK ATTACH. 
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Appendix F. User Documentation Page 



This space has teen reserved for the convenience of the 
user, to insert any pertinent messages related to Program 
Products. 
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